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In Datsun Type 15 is the first mass production vehicle in Japan, which was also presented in the
form of a mini-van and pickup truck. With the expansion of production of Nissan decided to
start on US ground. Thanks to the designer, William R. Gorham, they were able to achieve in its
goal. The models exported to the United States, began in sedans with an engine 48 hp and a
compact pickup truck with 37 hp, which later became the sales leader for 50 years. By the 60 th
year Nissan has already earned a name for himself on both sides of the Pacific. The company
soon moved to another part of the market by selling sports cars. The first was the SPL narrow
roadster with a folding soft-top and 48 hp engine, which was later updated to version 85 hp
motor. In off-road sector Patrol debuted with a generous amount of horsepower that the market
has been touted as able to "climb trees. Sport line is continued in the 70s with the line "Z", the
only existing to this day. In , the Z becomes the best-selling sports car in the world, offering
quality and comfort at an affordable price. Since were built new factories in the 90s, in the line
of new models for the purpose of monopolizing the market have been added. Adobe Acrobat
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error is usually associated with a low battery or power surges. B Code is common for airbags.
To solve the problem, a detailed check of the squibs and sensors installed on the devices, as
well as their wires, is required. This error on cars and other years of release may appear when
reading a scanner that is not suitable for diagnosis. In practice, the formation of this code is
associated with malfunctions in the ABS system, but to obtain more accurate data, you should
diagnose the car with more suitable equipment. A Code A is not in the official documentation
for the decoding of Toyota combinations. This is a scanner error, the operating parameters of
which are not suitable for diagnostics. For testing, it is recommended to use other equipment.
PC Malfunctioning turbocharger. A possible cause may be a low voltage on the power line.
Diagnostics of a compressor device with a mechanical drive is required. PB Inlet air
temperature or coolant temperature measurement parameters are out of range. The receipt by
the control unit of the values are random. The user needs to check the operation of the sensors
of these two systems. P Problems related to the correlation of controller B. The cause of the
malfunction may be the incorrect position of the crankshaft and camshaft. P Code P on a diesel
engine and gasoline engine indicates a serious leak of fuel from the fuel system. The cause of
the problem may be damage to the tank or destruction of the plunger component of the
high-pressure fuel filter. It is also recommended to diagnose injectors. P Fixing a fuel leak by
the control unit. It is necessary to check all the joints of the fuel system, the integrity of the
tank. P Malfunction of the vapor recovery and purge control system. Perhaps the emission
sensor is out of order, but the owner of the car should first make sure the integrity of all
highways. The cause of the problem may be damage to the power supply to the controller. In
practice, this problem is usually associated with an open or shorted winding installed directly in
the device. If cleaning the contacts and chips did not help, then it will take to disassemble the
transmission unit and diagnostics with the replacement of the solenoids themselves. P For cars
and other years of manufacture, this combination appears when the neutral gear switch
malfunctions. P Code P is associated with a malfunction in the secondary circuit of the fuel
pump. The user needs to diagnose the pumping device and verify that the filter is working. The
error is due to malfunctions in the exhaust gas recirculation flow module. P Literally, this code
stands for "low circuit of the second turbocharger control sensor. Battery check and recharge
required. Operating parameters are out of range. P Diesel particulate filter clogging. There may
be malfunctions in the operation of the power unit - arbitrary stop, lack of power, "failures"
when you press the gas. It is necessary to check the quality of the filter element and replace it if
necessary. P Jamming in the off state or incorrect operation of the valve control lever control
system. CA The CA combination reports incorrect settings for the electronic control unit. A
possible cause of the error may be the use of an outdated version of the module software. C
Failure or incorrect operation of the starter module. With such a problem, difficulties with
starting the engine are possible. If the corresponding steering wheel sensor has recently
changed, then most likely it has not been calibrated. You should also make sure the integrity of
the loop through which the controller is connected. There are many possible reasons for the
appearance of this code, starting from sensors and ending with a malfunction of the control

module. C The microprocessor module reports the presence of external external particles
between the rotor mechanism and the rear left wheel speed controller. To fix the problem, clean
the plug and check the integrity of the contact elements. The user needs to check all control
modules for these nodes, as well as the quality of contacts with sensors. C Literally, the error is
translated capacitor. The problem may lie in the capacitor element mounted on the board of the
microprocessor module or one of the control units. The cause of the problem may be
malfunctions associated with the operation of the exchange rate stability system. Most likely,
the fault should be sought in the amplifier device. C The combination C indicates a reduced
pressure in the accumulator. A detailed check of the device, as well as the integrity of the hoses
connected to it, is required. This error cannot appear on injectors. The malfunction is
investigative, so the user needs to test the car in detail. A detailed diagnosis of all sensors and
connectors is required. The cause of the problem may be a malfunction of the center differential
lock controller. B An error indicates a malfunction in the gearbox, in particular, it indicates a
malfunction when the selector is switched to the "Parking" mode. C Cancel all-wheel drive
control. The cause of the problem must be sought in the clutch system and transmission unit.
The malfunction may consist in the failure of one of the sensors of the gearbox or torque
converter. P Code P on Toyota with a V30 engine and other motors reports a malfunction in the
transmission control module. P On Camry cars SV32, V50 and other versions, this code appears
if the limit of the parameters of the transmission unit has been reached. The user needs to
check all gearbox sensors and complete unit training. Engine Fault Code. P00B0 Failure or
errors in the operation of the turbine control module or a malfunction in the operation of the
second-row turbine itself. A possible cause may be air leaks, so all pipes and connections of
the system must be checked. P If on Toyota Avensis in the back of or another model this code
caught fire, this indicates an incorrect position of the engine camshaft. P When an error occurs,
P indicates a malfunction of the valve timing control. The problem may result from a low level of
engine fluid in the powertrain. The appearance of the code is sometimes due to improper
installation of the camshaft, timing control drive or timing belt. These items may be clogged or
torn, sometimes they are not installed correctly. P Code P appears as a result of a violation of
the relationship between the camshaft and crankshaft. The cause of the problem may be related
to the wear of the gears on the pulleys, as well as the malfunction of the sensors, but the
second option is less likely. Sometimes the error appears as a result of wear and tension of the
timing chain. P Disruption of fuel balance in the engine. The user needs to find and eliminate the
cause of depletion or enrichment of the combustible mixture. P Low efficiency of the exhaust
gas recirculation system. If all the sensors are intact, then you need to check the operation of
the pipes and hoses - the cause of the problem may be air leakage. If there is no leakage, the
clamps should be checked, since one of them could weaken. If these steps did not help to
eliminate the cause, then it may be the microprocessor module. P Combination P reports a
malfunction in the turbocharger pressure control solenoid valve. The cause of the error may
consist in the failure of the drive pressure device. P Malfunction in the solenoid valve of the
turbocharger pressure control system. The drive pressure device may be generating a signal
that is too high. P On a car with HBO gas equipment and without it, this error reports a
breakdown of the heating component of the second lambda probe. The user needs to check the
oxygen controller installed in the second engine bank. P Code P indicates that the mixture in
the cylinders of the power unit of automobiles , , and other years of manufacture is too lean. The
user needs to check engine compression, as well as sensors that may affect the formation of
the mixture. This refers to an oxygen controller, as well as a regulator of mass air flow and
pressure. P This combination on cars of and other years of release appears when the camshaft
controller breaks down. P Error P indicates a malfunction in the exhaust gas recirculation
system. The user needs to check all the sensors, as well as to verify the integrity of the pipes
and hoses. P Malfunctions in the auxiliary air system. The user needs to perform the operation
of the sensors associated with it, as well as make sure that there is no leakage and the integrity
of the nozzles. P The combination P or appears in the case of low efficiency of the catalytic
system, the problem is in the first engine bank. The problem appears within five minutes after
starting the power unit. A possible cause of the problem may be a malfunction of the oxygen
controller heating system. P Code P is associated with reduced efficiency of the catalyst
system. The problem should be sought in the second bank of the engine. P Code is associated
with the absence of a heated oxygen regulator switch installed at the input. The control unit
indicates a malfunction of the controller at number P Code P indicates an incorrect fuel supply,
which indicates a malfunction in the fuel line. The problem may be both in the sensors and in
the leak. P Error indicates increased air pressure and is accompanied by a decrease in engine
thrust, possible causes of a malfunction:. P Incorrect fuel pressure, too low. Perhaps the cause
of the problem is a clogged fuel filter installed in the pump. Sometimes the malfunction is a

clogged engine nozzle. P Error codes P or is associated with a malfunction in the third ignition
coil. The cause of the problem may be the poor contact of the device with the on-board network
or distribution node. In some cases, an error occurs as a result of damage to the high-voltage
wire or failure of the spark plug. The device may be receiving an incorrect signal or the
controller connector is damaged. A detailed diagnosis of the contacts and the integrity of the
electrical circuits is required. The cause of the problem may be in the electronic engine control
unit. P Error P indicates a malfunction in the VVT valve installed in the right left head of the
second engine bank. Often this problem can be solved by rearranging the elements. If these
steps do not help, you will have to change the device. P Code P on cars , , and other years of
release appears when an unsuccessful attempt to start the engine. P Code P indicates an invalid
engine idle signal. The causes of the problem can be many, ranging from cylinder malfunctions
to the control unit. In practice, the essence of the error usually consists in the malfunction of
the knock sensor. P Error P indicates wiring damage or a failure of the linear solenoid valve for
the pressure control circuit. It is possible that the device is in one of the positions. P
Malfunction in the drive mechanism for changing the geometry of the intake manifold in the first
engine bank. The node hovered in the closed position. It is necessary to verify in detail the
operation of the mechanism and, if it is not working, replace the device. P The control unit when
a P error occurs on cars and other years of production reports the first damper control valve. P
Error P is due to malfunctions present in the operation of the throttle control system. The
mechanism may jam in the open or closed position. Most likely, you will need to replace the
drive or the entire assembly. P On RAV4 vehicles of the first generation, 4WS, D4D and other
versions, code reports problems in the operation of the throttle control drive. The cause of the
malfunction may consist in the electric motor of the mechanism or sticking of the product in a
closed or closed state. P The combination of P indicates a malfunction in the throttle actuator. A
detailed diagnosis of the node management system is required - ETCS. If the mechanism
operates unstably, with a reduced voltage, this can lead to cutting off the current to the power
unit. The ETCS fuse, battery, or battery terminals may be malfunctioning. P Code appears when
there is a break in the wiring or another malfunction associated with the wrong signal. An
incorrect pulse is detected on fuel injector B. P Code P or appears when the air-fuel mixture is
lean. The control unit indicates that the problem is due to readings from the first oxygen
controller installed in row 1. The lambda probe itself may be operational. P The depletion of the
air-fuel mixture. A message is received from the first lambda probe located in the second row of
cylinders. P Malfunction in the valve of switching of the secondary air injection system. The
mechanism is stuck in the open position; a detailed check is required. C The operation of the
power unit is regarded by the control unit as incorrect. Engine speed is much lower than the
permissible norm. If error C, the driver must diagnose the shafts and the idle speed sensor. The
reason may lie in the power unit itself, for example, damage to the head of the unit or gasket. C
Damage to the wiring of the solenoid valve SA3. The control unit indicates that the signal from
the device, arriving at the microprocessor, does not meet the normalized indicators. C Error C is
associated with a malfunction in the solenoid pressure control device. If the mechanism is
complete, then the problem should be sought in the wiring or in the all-wheel drive control
module. C Failure of the front speed sensor. The engine control unit captures an invalid signal
from the controller. P Code P indicates problems in the operation of the lambda probe. The user
needs to check the oxygen regulator located on the collector device. P Error P indicates a
malfunction in the oxygen regulator installed on the intake manifold. The cause of the problem
may also be damage to the wiring, short circuit or oxidation of the contacts. A detailed check of
the power line and the quality of the connection to the on-board network is required. P Failure
code of the air pressure controller. It is necessary to check the sensor itself, as well as its
contact with the on-board system. It is necessary to check the operation of the sensor, in
particular, its contacts with the wiring. P Error appears when one of the sensors malfunctions or
breaks - the position of the throttle assembly or gas pedal. A possible cause may be a fault in
the wiring through which the controller is connected. P Error code of the gas pedal position
controller. If the sensor is serviceable, then the cause may be problems in the operation of the
throttle valve, since the performance of the unit is recorded as low. P The microprocessor
module has detected a reduced refrigerant temperature to control the system in a closed loop.
The cause of the P malfunction should be sought in the lambda probe or thermostat. P The
engine control module has detected a reduced signal from the output controller of the oxygen
sensor. This refers to the second device installed in the first motor bank. P P is associated with
damage to the power wiring of the second knock sensor. If the device breaks down, there will be
difficulties with starting the engine, sometimes the engine does not start at all. When idling, the
power unit will troit. P Code P0 appears as a result of a speed sensor malfunction. Information
about the speed mode may not be displayed correctly on the speedometer, arrows may jump.

The contact may have gone and you need to reconnect it. P Code appears when the idle sensor
fails. When this problem occurs, the car engine will function unstably, jumps in speed are
possible. P On Toyota and other model years, this code indicates problems with the operation
of the pressure sensor in the vacuum brake booster circuit. A signal is received from the device
that does not correspond to the normalized indicators. Most likely, the sensor itself will have to
be changed. P The microprocessor module detected a malfunction in the speed control of the
transmission unit. Possible damage to the wiring or improper resistance on the line, which led
to a short circuit of the contacts. Sometimes the cause is a malfunction of the parking position
controller. P Discrepancy in the readings of the primary and secondary sensors of the gearshift
mechanism. P The combination is associated with a malfunction in the mass air flow sensor. It
is necessary to check the operation of the device and make sure that the controller is not
clogged. If the sensor is clogged, it needs to be cleaned, for this you can use a special tool for
carburetor engines. P Failure of the coolant temperature sensor It is recommended to check the
quality of the device's contact with the wiring, as well as the integrity of the power line. P Code
appears as a result of a malfunction of the sensor mounted on the gas pedal. The device
position controller sends the wrong signal to the microprocessor module. A detailed check of
the regulator is required. P The control unit can not detect the switch of the heating device of
the oxygen regulator installed in the second unit. P Code on Toyota T22, T25 and other versions
can occur with two malfunctions:. P An error code indicates a malfunction of the crankshaft
position sensor, but the cause of the problem may consist in a timing belt jump on one or more
teeth. It is required to check the integrity of the strap and replace it if it is stretched. P Code P
reports a malfunction in the camshaft position controller. Possible malfunction of the valve
timing. A detailed check of the sensor is required, as well as the wiring through which it is
connected. P Code P is associated with a malfunction of the rear stop lamp switch, possible
causes of failure:. P Error code P is associated with a malfunction in the first oxygen engine
controller. Diagnostics of connecting a lambda probe is required, because the signal coming
from the regulator may be too low. P Code P indicates a malfunction of the second lambda
probe located on the right side. P Code P indicates a malfunction of the solenoid valve in the
operation of automatic transmission. A detailed check of the box is required, it is recommended
to start the diagnosis with sensors. B Failure or malfunction of the airbag controller assembly. It
is recommended to diagnose all wires coming from the control unit. The cause of the problem
may not be the sensor, but a bad contact or cable. B appears when the seat position controller
malfunctions. It is necessary to check the sensors located on the seats of the driver and
passenger. In practice, the cause of the malfunction usually consists in breaking the wire or
disconnecting the contact. B Code B indicates a malfunction in the solar radiation controller
installed on the front passenger side. B Code indicates problems with the operation of the SRS
security system. The cause of the malfunction may be damage to the spiral cable or the pad
sensor. It is recommended to carry out detailed diagnostics of all components of the security
system, starting from the control module and controllers. The device is not in the activation
state, and the ignition switch is set to ON. It is necessary to check the unlock switch, wiring
integrity and key control unit. C appears as a result of a malfunction of the right rear wheel
speed controller. Damage to the wiring or rotor mechanism of the device. Sometimes the
problem is associated with incorrect installation of the controller and a malfunction of the brake
system control unit. C Malfunctions in the operation of the brake fluid level controller. If such an
error occurs, a message about a shortage of consumables in the tank may be displayed on the
dashboard of the car. The user needs to check the volume of fluid and top up if necessary. The
cause of the problem may be a break in the wiring supplying the sensor. If error occurs, the
user must perform a diagnosis of the steering wheel control. Possible sensor malfunction or
wiring damage. C Code C is related to a malfunction of the pressure controller in the engine
master cylinder. With error C , a wiring integrity check is required, and if the circuit is not
defective, the sensor must be replaced. C Error C appears when there is a problem with the
accumulator. The pressure in the device is too low, but the cause may be the wrong signal from
the mechanism. C The combination of C appears as a result of the failure of the sensor element
of the stability control system. This refers to the device located on the left front wheel. It is
recommended to check the integrity of the connectors connected to the controller, since the
error is often associated with dirty contacts. C Rear right anti-skid sensor malfunction The
cause of the problem may be a short circuit of the contacts or an open circuit. C Error code C
reports the failure of the controller installed in the engine master cylinder. C indicates an
internal malfunction in the steering angle controller. The error could occur after replacing the
steering universal joint or other repair manipulations. The reason may be a physical malfunction
of the sensor element. The angle of rotation of the sensor could freeze in a certain position. C
Failure of the controller of an angle of rotation of back wheels. With error C, it is required to

check the device and if it is intact, then carry out diagnostics of the wiring and connectors. C
During operation of the microprocessor module in the main mode, the transmitter identifier was
not received by the unit. There can be many causes of problems, but they are all related to the
operation of sensors. The number of the controller and its name are not indicated, so you need
to check all the regulators, which are suspicious about the correct operation. PA The control
unit reports damage to the wiring or disconnection of the block from the position controller of
the actuator mechanism of valve lever A. This refers to devices installed in the first row of
cylinders. P When code P appears, the microprocessor module reports damage to the power
supply wiring of the oxygen sensor heating device. This refers to the second lambda probe
installed in row 2. First of all, you need to check the integrity of the connector and wiring. The
oxygen sensor may fail as a result of regular refueling of the vehicle with low-quality fuel. P
Combination P is associated with damage or interruption in the wiring of the intake air
temperature controller. P Code P appears when there is a malfunction in the wiring supplying
the mass air flow sensor. P The increased signal coming from the antifreeze temperature
controller in the cooling system. The voltage on the line is too high, which may be due to a
shorted cable or a malfunction of the sensor. P The combination of P is a consequence of the
increased pulse recorded in the circuit of the second oxygen regulator. This refers to the device
installed in the first bank. P Code P or appears as a result of damage to the wiring connected to
the heating device of the oxygen controller. This refers to the second lambda probe installed in
the first engine bank. The control unit reports a reduced signal from the sensor. P The control
module has detected an excessive voltage on the power cable of the heating device of the
second oxygen sensor. It is necessary to check the controller located in the first bank of the
engine. The cause of the error is damage to the power line of the pressure control valve of the
supercharger of the drive supercharger. P Error P on Corolla AE , Premium 7A and other models
appears with a reduced signal coming from the turbocharging system pressure control solenoid
valve. P An increased signal in the electrical circuit of the air temperature regulator entering the
intake. P When such an error appears on the display, the powertrain control module cannot
detect the signal coming from the oxygen sensor regulator. Need a diagnosis of impulse
activity. P Code P is fixed by the control unit as a result of a malfunction of the electrical circuit
of the heating device of the first oxygen sensor. The regulator is located in bank 1 of the engine.
P Error P is associated with a defect in the connection line of the second oxygen regulator
located in the first motor bank. P Error P is associated with damage to the wiring of the heating
circuit of the second lambda probe. Checking the sensor located in the second engine bank is
required. P Error P is due to damage to the heating device line of the first lambda probe located
in the second bank. It is possible that the current on the power supply line of the device does
not meet the normalized indicators. If the voltage level on the circuit drops, a cable check and
replacement will be required. P If the Check is on and this error appears, it means an increased
level of the output pulse of the second lambda probe installed in bank 2. P Code P on Toyota
Camry 30, Cruiser PCS and other models appears when the wiring is damaged or a poor-quality
signal from the fuel pressure sensor. P When P appears, the microprocessor module indicates a
reduced signal coming from the pressure controller. This refers to a sensor installed in the fuel
rail. P Failure of the first inlet temperature controller, an incorrect signal is received from the
sensor. P Damage to the circuit of one of the nozzles. The part number is not indicated, so the
user needs to check all the elements. P Code OBD on Toyota , , and other years of manufacture
is associated with malfunctions in the electrical circuit of knock controller No. If such an error
occurs, incorrect engine operation is possible - triple the power unit, idle jumps, etc. P When
error P occurs, the microprocessor device indicates a malfunction or damage to the electrical
circuit of the camshaft position controller. The appearance of this code may be due to clogged
contacts. P Code P indicates a malfunction in the power circuit of the first ignition coil A. The
signal from the device may be increased or decreased. A detailed check of the cable as well as
the power input of the coil on the distributor is required. P Code P indicates a malfunction in the
power circuit of the second ignition coil B. P Fault P is associated with the third ignition coil C.
The steps to diagnose and fix the problem are similar. P Code P reports damage to the electrical
circuit or failure of the fourth ignition coil D. P Malfunction associated with the primary or
secondary power line of the ignition coil E. P The combination indicates damage or malfunction
of the secondary or primary circuit of the ignition coil "F". P Code P on Toyota Camry 50 and
other models indicates a malfunction in the exhaust camshaft adjuster. P The microprocessor
device detected a reduced signal coming from the first controller in the exhaust gas
recirculation system. P Error code P appears when the cable supplying the purge valve of the
fuel vapor detection system is broken. P Code P for cars , and other years of manufacture is
associated with improper voltage in the vehicle's on-board system. To reset the error, you need
to check all the wires connecting the blocks. P Error P is associated with damage to the circuit

of the controller In the system of reducing torque during braking. P Code P for cars , and other
years of manufacture is associated with damage or breakage in the wiring of the gearbox
controller. P Damage to the wiring of the speed controller of the input shaft of the automatic
transmission. The problem is the operation of the torque converter turbine. P Error P is
associated with an increased signal on the controller line B to reduce torque during braking.
Diagnostic and troubleshooting steps are performed similarly to other sensors. P On cars in
and other years of manufacture, this combination appears when a malfunction of the electrical
component of the pressure control valve A. It is necessary to check the operation of the
transmission unit, including all connections and sensors. P Combination appears when the
wiring of switch B of the solenoid device is damaged. P Literally, this code translates as "the
impossibility of a small stroke and slow engagement of the clutch. P On Toyota Yaris and other
models, code P appears as a result of a break in the power line supplying the clutch actuator. P
Voltage coming from the gear shift sensor remains high for one trip. It is necessary to check the
operation of the controller and its electrical circuit. You should also diagnose the automatic
transmission control unit automatic transmission. P Increased signal or short circuit wiring on
the power line of the electromagnetic valve A gearshift. P Malfunction of the Valvematic Control
Unit. The microprocessor unit detected an error with the device settings parameter. The cause
of the problem may be damage to the power supply circuit of the first row. P Failure or damage
to the internal line of the Valvematic control module. The problem should be sought in the
controller for stepless valve lift assembly in the front row. The cause of the malfunction may be
due to incorrectly set operation parameters of the control unit. P The appearance of a
combination of P or is associated with a damage or a break in the power line of the heating
device of the oxygen regulator F. P The combination P appears when there is a malfunction in
the heating device of the lambda probe installed in the second motor bank. If the wiring is
intact, then the reason must be sought in the deterioration of the insulation or disconnection of
the connector. P The combination of P indicates damage to the circuit of one of the nozzles. The
exact item number is not marked, so the user will have to check all devices. P Error code P is
associated with a malfunction in the fuel pump. The user must first check the power supply
circuit of the pumping device, since the reason is due to a short circuit on the line. P Error on
Toyota , and other years of release indicates problems in the operation of the crankshaft
controller. The signal from the sensor disappears three seconds after starting the power unit. P
A trouble code indicates an increased signal coming from the camshaft position controller A. P
Malfunction or damage to the wiring of the battery current regulator Battery. The cause of the
problem may be the battery itself. P Error associated with a faulty wiring or damage to the
power line of the main switch of the cruise control system. A detailed diagnosis of the
microprocessor unit is required. P Code P appears when there is a malfunction or damage to
the circuit of the OCV oil control valve. This refers to the item installed in the first bank. P On
Toyota , and other years of manufacture, the combination of P appears as a result of damage to
the air intake control circuit. P Damage to the wiring of the direct clutch speed controller. The
reason may be a short circuit, because a signal is received from the device that does not
correspond to the normalized parameters. P Failure of the speed controller of the speed
controller or damage to the wiring supplying the sensor. P Code P appears as a result of
malfunctions in the brake control unit. The problem is either a malfunction in the braking
mechanism or in the ABS. P The signal on the power supply wire of the gearbox switch is out of
the acceptable range for self-diagnosis. The cause of the problem may be the TCS transmission
control unit. P Error in the operation of the engine blocker. The user needs to check the battery
in the key, and also make sure the integrity of all contacts and wires. If an anti-theft system was
installed on the car, the cause of the problem may be its conflict with the standard immobilizer.
To fix the problem, you will need to install an optional bypass module. P A microprocessor
module detected a short circuit in the power line of the throttle actuator relay. P The P code
appears if the characteristics of the minimum limitation of the gas pedal controller or throttle
valve do not correspond to the normalized. P Malfunction of the gas pedal controller or throttle.
An error code indicates that an incorrect current is coming from the controller that does not
match the normalized parameters. P Error P is due to an electrical malfunction in the first gas
pedal controller. P ECM module failure. The cause of the problem in some cases is a
malfunction of the gas pedal position sensor. P Error P reports that the output voltage of the
heating element of the lambda probe remains at the same level of at least 0. This indicates a
poor signal. P Code P is associated with damage to the heater wiring of the first oxygen
controller. It is necessary to check the wires of the device installed in the first engine bank. P
This error on cars with manual transmissions or automatic transmissions in and other years of
production is associated with the disconnection of the oxygen sensor power line. The user
needs to check the operation of the lambda probe 1 installed in the second block. The control

unit notes that the pump current does not correspond to the normalized parameters. P Low
impulse transmitted from the exhaust air system. A possible cause may be a malfunction in the
pressure controllers or the mass air flow. P Error due to a low signal coming from the
turbocharger boost control position adjuster. The cause of the problem may indicate a
malfunction in the discharge device. P Increased voltage in the electrical circuit of the oil supply
valve to the so-called rocker arms. On Toyota Carina AT , E10 and other versions, it is
recommended to check the quality of the terminal clamps on the devices, as well as on the
motor control unit. Perhaps the problem is poor contact with the "mass" of the car. P The
engine control unit reports an incorrect signal from the solenoid valve of the clutch installed in
the torque converter. If the problem with P is not the valve and its wiring, then the reason
should be sought in the microprocessor module. It is necessary to check the operation of the
DSU sensor on the gearbox. P The error indicates a signal that does not correspond to the rated
values that comes from the clutch pressure control solenoid valve. The reason should be
sought in the torque converter transmission device. If cleaning the contacts on the sensors and
checking the connectors for integrity does not produce results, the node will have to be
disassembled and diagnosed in more detail. P The signal level coming from the control system
of the auxiliary working oil pump in the gearbox is too high. It is necessary to check the
operation of the node. In some cases, the cause of the malfunction is associated with the use of
a low-quality transmission fluid. You can determine the use of bad oil by the smell of burning
and sediment at the bottom of the consumable. B Break or damage to the circuit of the igniter of
one of the airbags. With error , a detailed diagnosis of all sensors, as well as their contacts with
the on-board network, is required. B Damage to the power line of the detonation sensor of the
side airbag. If such an error occurs on the Toyota Prado and other versions, first of all, it is
necessary to check the contacts from the controller connected to the SRS control unit. B
Malfunction of the central module of the SRS system. To fix the problem, all wires and contacts,
as well as the sensors of the safety node, are checked. B Code B indicates damage or breakage
in the power line of the second stage of airbags. B On Toyota Camry 40 and other cars, this
code indicates a malfunction in the wire supplying the temperature sensor in the rear. B Error
indicates a short circuit or a break in the power supply line to the pressure controller. The
operating parameter of the coolant may be too low, which will lead to malfunctions of the
cooling system. First of all, you need to check the sensor itself and its contacts, as well as make
sure the integrity of all highways and pipes. The cause of the error indicates damage to the
regulator's power line. Possible malfunctions of the control unit, which will lead to problems in
the functioning of other systems. B Damage or malfunction of the power line indicator light
activation and deactivation of airbags. B Short circuit in the power supply circuit of the airbag
igniter mounted on the driver's side. B Damage to the wiring supplying the ignition for a frontal
airbag installed on the driver's side. B A broken power line or improper resistance in the power
wiring of the right side airbag squib. The cause of the problem may be a short circuit on the line.
B The microprocessor module has detected a poor-quality signal or an open pulse on the SRS
control circuit. An Airbag indicator may appear on the dashboard of the vehicle. B A
microprocessor device has detected a short circuit in the power line of the curtain airbag squib.
B The SRS system control module has detected a short to the curtain line airbag igniter left
supply line. The sensor itself may be faulty, but the reason may also be in the control unit. B
According to the official translation of OBD2 codes for Mark 2 , NHW10 and other versions, this
combination appears with the following errors:. B On vehicles with a diesel or gas engine, this
code appears when the following problems occur:. B Opening of the knee airbag detonator
power line. In practice, the error is often associated with the deviation of the resistance in the
wiring from the normalized indicator as a result of the effect of corrosion on the connector.
Some car owners solve the problem by installing a so-called snag. B The SRS control unit has
detected an incorrect signal from the right passenger airbag squib. B Low signal that does not
correspond to the operating parameters in the daytime running lamp control circuit. B Lack of
communication in the engine blocking system. The user must check the immobilizer and first of
all replace the battery in the key. The cause of the problem may also be the antenna block of the
engine blocker or the installation of an anti-theft system. A signal conflict may begin with a
standard immobilizer; to eliminate the malfunction, you will have to install a bypass module. B
Communication error between the ignition key and the immobilizer electronic control module.
There can be many reasons for the problem, but first of all, you need to check the operation of
the batteries. If the power sources in the key are operable, then the immobilizer antenna and all
the contacts of the control module are locked by the engine lock. A detailed diagnosis of the
wiring harness is required. It is necessary to check the operation of the modules. C of the
on-board computer reports an open or short circuit in the power cable of the anti-skid engine
relay. The reason may be a failed fuse located in the mounting block. C The combination C

appears as a result of a break or damage to the electromagnetic valve line of the anti-lock
braking system. In case of error C, it is necessary to check the integrity of the wiring and make
sure that there are no signs of wear on the insulation layer. It is recommended that you check
the wiring and all connectors of the anti-skid module. The cause of the malfunction may be the
ECU software error. The cause of the problem may be in its discharge, because of which the
generator operates in the amplified mode, which leads to an increase in voltage. Make sure that
there is no damage to the battery case, as well as the integrity of the contact clamps. The cause
of the problem may be a malfunction of the regulator relay. C Malfunction of one of the electrical
circuits of the engine. To fix this problem in the machine, it is necessary to check the operation
of the control module by the motor. C Malfunctions in the anti-skid control unit. The cause of
the problem may be a software malfunction or oxidation of the contacts, damage to the power
supply cable of the module. It is necessary to check the cable for integrity and resistance on the
line of the sensor mounted on the front left wheel. C Circuit malfunction or failure of the rotor
mechanism of the speed controller mounted on the front right wheel. C Code C indicates a
malfunction in the electrical circuit of the rotary device of the speed controller. C The C code on
Toyota Carina E and other models reports an incorrect voltage level that is fixed to the terminals
of the auxiliary battery. The signal does not match the normalized parameters. C Error powering
the contacts of IG2. The cause of the problem should be sought in the operation of the first or
second anti-skid relay. C Error C appears as a result of a break in the wiring or a fault in the
power line of the anti-skid deceleration controller. To reset the code, the diagnostic and repair
steps are carried out similarly, as is the case with other sensors. C Code C indicates a break or
damage to the power line supplying the stop lamp switch. C Malfunction of the brake cylinder
operating parameter control module. The error may occur as a result of replacing the anti-skid
control device. C A broken power line or damaged insulation on the wire supplying the rear
right wheel speed sensor. To find the cause, a detailed diagnosis of power lines is required. C
Code C indicates incorrect operation of the rear left wheel speed controller. If error C occurs, a
detailed check of the sensor power line is required. C Failure or malfunction of the control lamp
stop lights. The user needs to diagnose the wiring and check the integrity of the fuses. The
cause of the problem may be a short in the line, as a result of which the rear brake lights will
stop functioning normally. C Combination is connected to an open or short on the front
anti-skid sensor located on the right wheel. C The C code is connected to a break in the wiring
supplying the rear speed sensor mounted on the left wheel. A possible cause may be an
incorrect resistance on the device circuit. It is necessary to check the integrity of the cable, its
insulation, and also make sure that there is no short circuit. C The combination indicates a
break in the wiring of the left speed controller mounted on the front wheel. Diagnostics of the
ABS sensor and verification of the system control unit is required. C Problems in the operation
of the steering torque controller. Most likely, the reason is the wrong signal, but the problem
may lie in the sensor itself. C General malfunction of the engine control unit To fix the problem,
you need to check all contacts, sometimes the cause can be solved by updating the module
software. C Problems in signaling to the control unit about the rotation of the power unit. First
of all, it is recommended to check the operation of the crankshaft and camshaft sensors. C The
appearance of an error is due to a malfunction in the relay circuit number It is necessary to
check the contacts, as well as the mounting socket of the device. C Damage to the cable or
short circuit on the power line of the actuator mounted on the right front wheel. C Combination
C indicates an open or short circuit in the wiring connected to the front left wheel actuator. C
The control unit cannot detect the signal passing through the control circuit of the shock
absorber drive device. C Short on line or open circuit in the power circuit of the exhaust valve of
the active suspension. Code C may indicate a malfunction of the device itself. C Error C occurs
when the power line of the front air suspension height controller is damaged. The contacts on
the device or its wire are open, because a signal that does not correspond to the nominal value
is supplied to the control unit. C The microprocessor module of the car cannot determine the
signal coming from the ID3 controller when operating in the main mode. C1AEC The control unit
has detected a violation of the exchange of information with the front sensor of the parking
radar. The cause of the problem may be a damage to the loop or a short circuit on the line with
the control unit. A detailed check of the wiring and contacts on the connectors is required. U No
signal arriving at the engine control unit from the transmission control module TCM. It is
necessary to check the integrity of the loops. U Lack of communication with a device designed
to control nozzles. It is necessary to check the operation of the module and its connection to
the engine control unit. U If, as a result of diagnostics, this error pops up on the instrument
panel, the user needs to diagnose the data exchange bus. This refers to the wires connecting
the control unit to the main transmission module of the transmission. U Lack of communication
with the steering wheel position controller module. The cause of the problem should be sought

in the data bus or poor contact. Also, a malfunction may be associated with the touch device. U
Error on a car with a V6 engine or another version is associated with a loss of communication
with the control unit of the navigation system. With such a malfunction, GPS may malfunction.
To remove the error on a machine with a "mechanic" or "automatic", you need to check the
operation of the navigation module, in particular, make sure that it is in good contact with the
wiring. U The control unit cannot detect the signal coming from the lateral acceleration
controller module. This code usually appears when installing an anti-theft system on a vehicle
equipped with keyless entry and a simulated key. UB On Toyota Prado and other models, this
combination appears when communication with the control module of the valve actuator lever A
is broken. Perhaps the control unit detected a lack of data exchange with the digital CAN
interface. The car owner is recommended to diagnose all the contacts and wires connected to
the device. It requires checking the power supply of the sensor, as well as the integrity of its
electrical circuit. Diagnostic steps are performed similarly as in the case of the first sensor. If a
car of , , and other years of production is equipped with a V-shaped power unit, then the
problem should be sought in the heating device of the left main lambda probe. If the sensor is
not working, the problem may be overheating of the motor. A detailed diagnosis of the vacuum
sensor is required. The fault must be sought in the operation of the CPS sensor. The problem
may be related to the signal coming from the regulator. It is necessary to check all the loops
and pads connected to the module. A possible cause may be damage to the power cable or
oxidation of the connector. If the car is equipped with two appropriate sensors, then the
problem should be sought in one of them. The user needs to check the integrity of the electrical
circuits of the knock sensors. The user needs to check all the controllers mounted on the
wheels. It is required to check the sensor and the integrity of its wiring. This refers to an
automatic transmission. Possible damage to the sensor or damage to its wiring. Perhaps the
element is jammed. A possible reason may be the failure of one of the components of the
ignition system:. There may be malfunctions in the operation of the toggle switch, which is
responsible for switching modes. B Damage to the driver side airbag igniter circuit This code is
not described in the service documents for cars with engines V10, SV30, 1UZ and other
versions. P Error P appears as a result of poor-quality purge of the vapor recovery system P
Fixing a fuel leak by the control unit. P Code P is also associated with a fuel vapor leak. P For
cars and other years of manufacture, this combination appears when the neutral gear switch
malfunctions P Code P is associated with a malfunction in the secondary circuit of the fuel
pump. P Clogged Particulate Filter. P Jamming in the off state or incorrect operation of the valve
control lever control system CA The CA combination reports incorrect settings for the
electronic control unit. C Internal malfunction of the anti-skid system The following components
are subject to diagnosis: - all sensors mounted on wheels; - anti-slip control unit; - wires from
the ABS control module to the controllers and the control unit; - contacts on the regulators.
Possible reasons: - speed sensor malfunction; - gear drive failure; - damage to the loop or one
of the contacts on it; - software malfunction of the control unit or the use of an old version of
software software ; - lack of communication between engine control modules and gearbox. P
Code P on Toyota with a V30 engine and other motors reports a malfunction in the transmission
control module P Literally, the code P stands for "rocker control mechanism selection
mechanism". Possible causes of the malfunction: - pickup stroke sensor; - incorrect operation
of the drive selection unit and speed switch assembly system electric motor ; - malfunction of
the automatic transmission module; Damage or wear to the shift joint or fork shaft. P Code may
be caused by the following issues: a malfunction of the drive device for selecting and shifting
gears assembly; Short circuit on the electric transmission motor line; problems in the operation
of the TCM module. Engine Fault Code P00B0 Failure or errors in the operation of the turbine
control module or a malfunction in the operation of the second-row turbine itself. More on what
to check: - Strainers for the solenoid valve for the variable valve timing. P Invalid valve timing,
opening angle too late P Code P appears as a result of a violation of the relationship between
the camshaft and crankshaft. P Code reports a phase mismatch in the gas distribution system P
appears when there is a malfunction of the mass air flow sensor P Disruption of fuel balance in
the engine. P Code P indicates re-enriched air-fuel mixture in the engine cylinders P The
combination P appears as a result of over-depletion of the air-fuel mixture P Message about
re-enriched mixture in the cylinders of the power unit P Code P on Toyota 1KZ TE, 3YP LPG and
other versions of the car denotes multiple random misfires. Possible causes of the problem: improper compression in the engine cylinders; - air leaks; - damage to the gasket or cylinder
head; - malfunction or clogging of the mass air flow sensor; - failure of the lambda probe or
damage to one of the contacts on the devices; - clogged fuel filter; - nozzle malfunction. P
Misfire recorded in the first cylinder of the engine P The control unit reports misfire in the
second cylinder of the power unit P The control unit detected misfire in the fourth cylinder of

the power unit P This combination on cars of and other years of release appears when the
camshaft controller breaks down P Error P indicates a malfunction in the exhaust gas
recirculation system. P appears when the pressure solenoid is incorrectly adjusted P Code P
reports incorrect adjustment of the solenoid switch device D P Malfunction solenoid E P Code is
associated with the absence of a heated oxygen regulator switch installed at the input. P The
combination of P indicates a malfunction in the throttle control system. P General throttle valve
control error P Code P indicates an incorrect fuel supply, which indicates a malfunction in the
fuel line. P Error indicates increased air pressure and is accompanied by a decrease in engine
thrust, possible causes of a malfunction: - failure or malfunctioning of the electric pneumatic
control valve of the turbocharger; - open or short circuit in the vacuum control line; malfunction of a turbocompressor device; - damage to the valve of the recirculation system; damage to vacuum tubes or leakage; - malfunction of the powertrain control unit. P Possible
causes of the error: - malfunction of the fuel filter device; - leakage or loosening of the fuel pipe
clamps check the integrity of the nut to tighten the fuel pump cover and housing ; - damage to
the fuel pump device. P Code P or reports a malfunction in the first ignition coil P The
combination P appears when the second ignition coil fails P Error codes P or is associated with
a malfunction in the third ignition coil. P Throttle control mechanism does not respond to gas
pedal P Code P on cars , , and other years of release appears when an unsuccessful attempt to
start the engine. P Error P indicates sticking in the open state of the auxiliary air supply valves
C The operation of the power unit is regarded by the control unit as incorrect. C Failure of a
pressure sensor installed in the brake master cylinder C Error in the operation of the height
control solenoid C Failure of the front speed sensor. P Malfunction of the first oxygen
controller, also requires diagnosis of its wiring P The engine control module has detected a
reduced signal from the output controller of the oxygen sensor. To resolve the problem, it is
recommended that you follow these steps: - Check the integrity of the connectors on the
connector block of the sensor to the dashboard. P Malfunction of the solenoid valve B pressure
control system P The microprocessor module detected a malfunction in the speed control of the
transmission unit. P Discrepancy in the readings of the primary and secondary sensors of the
gearshift mechanism P Error controlling the position of the gearshift mechanism P The
combination is associated with a malfunction in the mass air flow sensor. P General Malfunction
Throttle Position Sensor P Failure of the upper level oxygen sensor with a heating element P
The control unit can not detect the switch of the heating device of the oxygen regulator installed
in the second unit. P Code on Toyota T22, T25 and other versions can occur with two
malfunctions: malfunction of the boost pressure controller, the sensor parameters are not
included in the range of normalized values; problems in the operation of the turbocharger drive
control device. P Code P is associated with a malfunction of the rear stop lamp switch, possible
causes of failure: - damage to the power wiring of the sensor or bulbs installed in the brake
lights; - failure of the relay or safety device of the optical elements; - damage to the fuse socket
or contacts; - malfunction of the sensor mounted on the brake pedal; - problems in the
operation of the control unit. P Code P indicates a malfunction of the second lambda probe
located on the right side P Code P indicates a malfunction of the solenoid valve in the operation
of automatic transmission. B Code B indicates a malfunction in the solar radiation controller
installed on the front passenger side B Failure of the driver side airbag malfunction controller B
Code indicates problems with the operation of the SRS security system. C Reasons for the
appearance of code C - malfunction of the left or right front engine speed controller; - damage
to the wiring of the power regulator; - malfunction of the rotor speed mechanism; - errors made
during the installation of the sensor; - malfunction of the brake master cylinder control module
assembly ABS. C is associated with a malfunction in the left front engine speed sensor C
appears as a result of a malfunction of the right rear wheel speed controller. C Malfunctions in
the operation of the ABS sensor mounted on the rear left wheel C Malfunctions in the operation
of the brake fluid level controller. C Failure of the controller of the anti-skid system mounted on
the rear left wheel C Code C is related to an ABS system malfunction. C Code C appears when a
gear position sensor malfunction C Failure of the steering wheel angle adjuster C The
combination of C appears as a result of the failure of the sensor element of the stability control
system C Error C appears as a result of failure or errors in the operation of the ABS sensor. C
Error code C reports the failure of the controller installed in the engine master cylinder C
indicates an internal malfunction in the steering angle controller. P Damage to the wiring of the
camshaft position controller A P When code P appears, the microprocessor module reports
damage to the power supply wiring of the oxygen sensor heating device. P Combination P is
associated with damage or interruption in the wiring of the intake air temperature controller P
Code P appears when there is a malfunction in the wiring supplying the mass air flow sensor P
Invalid pulse or lack of signal from the mass air flow controller P The increased signal coming

from the antifreeze temperature controller in the cooling system. Possible causes of the
malfunction: - the heating element has failed; - the fuse for the lambda probe has blown; - the
wiring supplying the sensor is damaged, or a short circuit has occurred in the electrical circuit;
- on the controller power block, the contact is oxidized; - the ECM motor control unit is out of
order or malfunctioning. P The appearance of an error may be accompanied by the following
symptoms: - engine stop when idling; - difficulty starting the engine; - "Tripling" of the power
unit while driving on the rise; - speed jumps. P Error P on Corolla AE , Premium 7A and other
models appears with a reduced signal coming from the turbocharging system pressure control
solenoid valve P An increased signal in the electrical circuit of the air temperature regulator
entering the intake P When such an error appears on the display, the powertrain control module
cannot detect the signal coming from the oxygen sensor regulator. P Error P is associated with
a defect in the connection line of the second oxygen regulator located in the first motor bank P
Error P is associated with damage to the wiring of the heating circuit of the second lambda
probe. P Code P on Toyota Camry 30, Cruiser PCS and other models appears when the wiring is
damaged or a poor-quality signal from the fuel pressure sensor P When P appears, the
microprocessor module indicates a reduced signal coming from the pressure controller. P
Failure of the first inlet temperature controller, an incorrect signal is received from the sensor P
Damage to the circuit of one of the nozzles. P Code P indicates damage to the electrical circuit
of the crankshaft position sensor HF or DPKV P When error P occurs, the microprocessor
device indicates a malfunction or damage to the electrical circuit of the camshaft position
controller. P Overvoltage in the camshaft regulator power supply section P Code P indicates a
malfunction in the power circuit of the first ignition coil A. P Code P reports damage to the
electrical circuit or failure of the fourth ignition coil D P Malfunction associated with the primary
or secondary power line of the ignition coil E P The combination indicates damage or
malfunction of the secondary or primary circuit of the ignition coil "F" P Code P on Toyota
Camry 50 and other models indicates a malfunction in the exhaust camshaft adjuster P No
signal from the camshaft adjuster P The microprocessor device detected a reduced signal
coming from the first controller in the exhaust gas recirculation system. P Error code P appears
when the cable supplying the purge valve of the fuel vapor detection system is broken P Code P
for cars , and other years of manufacture is associated with improper voltage in the vehicle's
on-board system. Possible causes of the malfunction: - battery discharge; - damage to the
battery, which led to electrolyte leakage and its inoperability; - oxidation of the terminals on the
battery or damage to the terminals; - malfunction of the generator device; - failure of the
regulator relay; - damage or breakage of the drive strap. P Error P is associated with damage to
the circuit of the controller In the system of reducing torque during braking P Code P for cars ,
and other years of manufacture is associated with damage or breakage in the wiring of the
gearbox controller P Damage to the wiring of the speed controller of the input shaft of the
automatic transmission. P Damage or interruption in the wiring of switch A of the solenoid
device P Combination appears when the wiring of switch B of the solenoid device is damaged P
Wiring Pressure Control Solenoid Valve P Literally, this code translates as "the impossibility of
a small stroke and slow engagement of the clutch. Possible causes of the problem: - failure of
the actuator clutch release device; - smoothness of the fork or release bearing is impaired; failure of the clutch basket; - the use of non-original spare parts for system repair; - mistakes
made during the installation of parts; - use of a control unit with outdated software. P Code P
appears when the following malfunctions: - line damage or short circuit on the wire of the
reversing light switch; - failure of the switch controller; - failure of the pickup stroke sensor; malfunction of the TCM module or software failure in its operation; - failure of the reversing light
switch. P On Toyota Yaris and other models, code P appears as a result of a break in the power
line supplying the clutch actuator P Damage or malfunction of the shift position position line P
Voltage coming from the gear shift sensor remains high for one trip. P Increased signal or short
circuit wiring on the power line of the electromagnetic valve A gearshift P Malfunction of the
Valvematic Control Unit. P The appearance of a combination of P or is associated with a
damage or a break in the power line of the heating device of the oxygen regulator F P The
combination P appears when there is a malfunction in the heating device of the lambda probe
installed in the second motor bank. P Combination P reports damage to the wiring supplying
the engine control unit P Error code P is associated with a malfunction in the fuel pump. P Too
high a pulse recorded in the primary circuit of the power relay P Code is associated with
damage to the power line of the fourth ignition coil P Error on Toyota , and other years of
release indicates problems in the operation of the crankshaft controller. P A trouble code
indicates an increased signal coming from the camshaft position controller A P Malfunction of a
wire of the camshaft position controller P Malfunction or damage to the wiring of the battery
current regulator Battery. P Error associated with a faulty wiring or damage to the power line of

the main switch of the cruise control system P Code P appears when the following problems
occur: the control unit did not calibrate the zero position of the deceleration controller; the
position of the vehicle was not stabilized during the calibration; the SRS control module is
malfunctioning or intermittently The control unit is out of order or malfunctions. P Failure or
error in the operation of the electronic throttle control system P Error related to SCV58 circuitry
P Code P appears when there is a malfunction or damage to the circuit of the OCV oil control
valve. P On Toyota , and other years of manufacture, the combination of P appears as a result of
damage to the air intake control circuit P Malfunction or Damage to TCV Power Supply Wiring P
Damage to the wiring of the direct clutch speed controller. P Damage or interruption in the
wiring supplying the speed controller P Failure of the speed controller of the speed controller or
damage to the wiring supplying the sensor P Code P appears as a result of malfunctions in the
brake control unit. P A microprocessor module detected a short circuit in the power line of the
throttle actuator relay P The P code appears if the characteristics of the minimum limitation of
the gas pedal controller or throttle valve do not correspond to the normalized P Malfunction of
the gas pedal controller or throttle. P The P code may appear when the following problems
occur: - open or damaged line of the SR electromagnetic valve; - short circuit or disconnection
of the SLU. Most likely, the cause of the problem is a disconnected connector or a wiring
malfunction. P Microprocessor module reports a malfunction or incorrect operation of the HV
battery P Failure or malfunction of the HV system control unit B Break or damage to the circuit
of the igniter of one of the airbags. B On Toyota Camry 40 and other cars, this code indicates a
malfunction in the wire supplying the temperature sensor in the rear B Error indicates a short
circuit or a break in the power supply line to the pressure controller. B Damage to the power line
of the right anti-skid sensor on the front wheel B Possible reasons for the code to appear: damage to the wires on the instrument cluster or disconnection of the contacts; - malfunction of
the main harness with wires in the engine compartment; - failure of the left front sensor of the
anti-skid system; - malfunction of the main SRS module. B Damage or malfunction of the power
line indicator light activation and deactivation of airbags B Short circuit in the power supply
circuit of the airbag igniter mounted on the driver's side. Possible causes of the problem: damage or wear to the harness with electrical circuits connected to the instrument cluster; malfunction of a twisted wire assembly; - failure or disconnection of the contact from the sound
button; - malfunction of the SRS control module. B Damage to the wiring supplying the ignition
for a frontal airbag installed on the driver's side B A broken power line or improper resistance in
the power wiring of the right side airbag squib. B A microprocessor device has detected a short
circuit in the power line of the curtain airbag squib B The SRS system control module has
detected a short to the curtain line airbag igniter left supply line. B According to the official
translation of OBD2 codes for Mark 2 , NHW10 and other versions, this combination appears
with the following errors: the anti-skid control module detects the impulse of a break or damage
to the power supply line of the rear left squib; damage to the knock sensor of airbags; failure of
the control module or software failure of the SRS device. B Damage to the ignition line for the
front passenger airbag B The SRS control unit has detected an incorrect signal from the right
passenger airbag squib B Open or damaged passenger side airbag igniter circuit B Low signal
that does not correspond to the operating parameters in the daytime running lamp control
circuit B Malfunction or damage to the IG2 signal line transmitted on the LIN digital bus B Lack
of communication in the engine blocking system. B Code B appears when the following
malfunctions: - Communication error between the engine control module and the identification
code unit. It is recommended to diagnose the ECM module. To diagnose, do the following: Carry out a battery check. If the product has worn out, it must be replaced. C appears as a result
of a short or break in the power line of the VSC controller C Circuit malfunction or failure of the
rotor mechanism of the speed controller mounted on the front right wheel C Code C indicates a
malfunction in the electrical circuit of the rotary device of the speed controller C The C code on
Toyota Carina E and other models reports an incorrect voltage level that is fixed to the terminals
of the auxiliary battery. C Code C indicates a break or damage to the power line supplying the
stop lamp switch C Malfunction of the brake cylinder operating parameter control module. C
Data error when receiving a signal from the speed controller or steering wheel C Damage to the
cable or short circuit on the power line of the actuator mounted on the right front wheel C A
similar problem with the rear actuator C Combination C indicates an open or short circuit in the
wiring connected to the front left wheel actuator C Open or shorted power line to the positive
terminal of the bridge coupler C The control unit cannot detect the signal passing through the
control circuit of the shock absorber drive device C Short on line or open circuit in the power
circuit of the exhaust valve of the active suspension. C The microprocessor module of the car
cannot determine the signal coming from the ID3 controller when operating in the main mode
C1AEC The control unit has detected a violation of the exchange of information with the front

sensor of the parking radar. C1AED Exchange violation with rear parking controller. To search
for the cause, the following actions are performed: - the sensor itself is checked - the contact
could have moved away from the device; - diagnostics of the electrical circuit connected to the
sensor; - diagnosed parking radar control unit. Possible causes of the malfunction: - damage to
pins on the connection block; - cable breakage or wear of the insulating layer; - a malfunction of
the EFI unit itself; - software malfunction; - battery malfunction. The cause of the problem may
be the speedometer. A possible reason may be the failure of one of the components of the
ignition system: - candles; - coils; - high voltage wires; - distributor. Whether it's an installation
that might not have gone as planned, or a random problem that comes out of nowhere. Here is a
list of your common car stereo problems, symptoms and solutions to help get your stereo up
and running! Many Jeeps and Chevrolet systems have a data signal wire that carries a very low
voltage signal that tells the OEM Head Unit when to turn on, however; it is not compatible with
aftermarket units. Many cars have built in amplifiers that require a 12v signal to be sent in order
to turn on the Amplifier, most common being Bose, Infinity, and JBL. If you hear a wining noise
that fluctuates with the RPMs of your vehicle, and lessens when the car engine is turned off,
you are dealing with Alternator Wine. Check your ground wires and find a better place to ground
them, e. If you are experiencing headlight dimming when you have your radio turned up with
aftermarket amplifiers and subwoofers, your stereo is pulling too much power for the alternator
to keep up. There are a few solutions to this problem:. If you installed a new head unit in your
car, and you're now noticing that your car's radio has an abnormal amount of static, you may
have wired the unit incorrectly. Here's what you should look for:. If you recently installed a
stereo with an amplifier s and subwoofers, your alternator and battery may not be powerful
enough to handle the additional power that's being pulled when your stereo is turned to high
volumes. Don't see your issue on this list? Take a look at our Car Amplifier Troubleshooting
Guide to see if we can answer your car issues! Aftermarket Car Stereo Wire Colors. Wiring is all
the same, pin configuration might be different. But the dash kits and adapting wire harness eg.
Metra will not adapt. Cut the red wire a few inches from the radio and take the cut wire attached
to the radio and tap it into the yellow wire. If you do this, you will have to manually turn the radio
on and off whenever you want to use it, and it will no longer turn on and off with the vehicle. Car
stereo works. Front speakers work fine. Sub woofers and Amp work fine but only bass out of
new rear speakers? I have a jvc kdr when I have it hooked up right with constant and accessory
when I drive the radio cuts on and off as if its losing power but if I hook both uP to constant it
works fine. That is fine for me but alas my wife also drives car and I know she will leave the
radio on killing the battery any suggestions? I thought maybe running a line straight from the
radio fuse to the accessory wire would that fix it ya think. I replaced my Saturn outlook truck
radio,,with and upgrade!!! Now my speakers just stopped working!? What happen!! And yes it
does have factory amp. Thanks for the question. The easiest way to fix it without digging too
deep into troubleshooting is to find the closest cigarette lighter and tap into the 12v wire that
powers the lighter. If you have a volt meter check which one is positive. It will have right around
12v when you turn the ignition. Use that as the accessory power red wire on the back of the
unit. If they are correct, you will need to trace back the accessory wire and find another location
to tap into the accessory power to bypass the short. Make sure you check all of your adapting
wire harnesses for shorts if you are using any by shaking the wire. Another place to tap into is
from the ignition itself, but again you will need a volt meter to determine which wire is which.
Think I might of figured it out gonna try in morning. Gonna volt test in morning before I get knee
deep in wirering thanks for the help ill let ya know what happens. But try it and get back with us
either way! Wha if you have an older vehicle that did not have a 12v constant? Any advice
please!!! The constant power yellow wire on aftermarket units should not be ran to the cigarette
lighter, however, if you are running two accessories red wire off of one cigarette lighter it
should not be a problem. Hi, I have a saturn vue and just purchased an aftermarket car stereo.
When I hook up all of the right wires, the stereo is off when the car is off but when I turn the car
on the stereo stays off. I know there is a problem with the ignition switch wire so I believe I have
just not connected those wires. I installed it last night and since then I have just turned the
display off. I am worried that it will drain my battery. I want to be able attach the wire to another
one that is controlled by the ignition. Thanks for responding so quickly!.. Unfortunately I do not
have access to my car and the wires at this moment. As soon as I am able to do that I will. The
other option you have is to purchase a vehicle specific wiring harness that plugs into your
existing wires and adapts them to an aftermarket form, making it easy to wire. This will make
wiring as easy as putting red to red, yellow to yellow, purple to purple, etc. Let us know if this
helps! I wired it and it was all working great until a couple weeks later it fell out of the dash. Do
you have any suggestions? My head unit has power but my speakers do not. Head unit does not
have amp of any sort. Curious if the channel in my stereo is disabled. I have a sony stereo im

trying to put back in my car i have all the wires connected by color but there is a illumination
wire i dont know where it goes and when i plug it in theres power to the stereo but it wont do
anything any suggestions? As far as the stereo power, does it light up and function correctly
but not emit any sound? Or does it not power up at all. The screen comes on but it wont do
anything else-nothing happens when i hit the source button, its one where the face plate slides
down to put cds in it wont eject etc. You will need to double check the wires and their
corresponding functions. I have a 04 mustang GT and I installed a power Acoustic stereo into it
yesterday. I checked the wires and the fuses and didnt find anything that looked like it would
cause the sound to not play. Whats my next step. Most head units if not all should have that
wire coming from the unit. This will turn the amplifier on whenever you turn the key, just like
your head unit. The other problem that you may have, if your Mustang for sure has an amplifier,
is the adapting wire harness that you are using. You should be using the Metra with RCAs for
the speaker signal wires. Check the harness and make sure you have the correct one. Iv gone
over the wiring several times and have found its wired correctly. Iv never had a problam with
this equipment. Double check the amp turn on. Hi I have a BMW e I brought the correct wiring
harness to fit my car so I could plug it straight in. I had to also run a yellow wire from the
harness block to my fuse box for constant power with a in-line fuse, which is part of itâ€¦ It was
all working great and obviously connect up right and also remembering what I was on so
memory was also right. So I fitted it all into the car and when I tried to turn it onâ€¦ Nothing! So I
took it all back out checked for a lose wire or a wire that may have come off and checked all the
fuses. Everything was still spot on yet its still not turning on. I tried my Phillips in a friends car
and it works straight away. So my after market head unit is not at fault either. Which makes me
think maybe a fuse supplying that red wire has blown or something. Have you checked the
fuses under the hood as well? If you have access to the manual, look for the list of fuses and
locations and check both boxes in both the dash and under the hood. I have maxima with a
pioneer radio in it. When the music is playing through all of the speakers, I get major feedback.
It sounds like all of the speakers are blown. But when you turn the balance all the way to the
left, the music sounds normal. When you shift the balance to the right, the feedback problem
returns. I thought it was the factory amp so I bypassed it and ran the speakers directly from the
radio. What should I do next? It just stays blank. Where could I have gone wrong? All it does is
flicker on and off constantly. Does anyobe know how to fix this problem. It will not work. I
hooked the speakers up before the deck, and they were working fine with the factory stereo.
Now that I have installed the new deck the speakers are distorted. It sounds like the person is
far away and there is not any bass really. Now I had to figure out the wiring colors since KIA
likes to make their wires different colors than even their manual or diagram has they are. I just
ran the grounding to the actual grounding wire instead of in the harness and just left the
harness one unused. Q1: Is that okay? Or both? Any help would be greatly appreciated! First
thing, I would double check whether your car has an OEM amplifier or not. If it does, it will
explain the distortion that you are hearing and you will need a different wire harness that will
adapt the RCA outputs of the aftermarket head unit to the stock amplifier speaker signal wires.
Or, bypass the amplifier all together. To answer your other questions, as long as the ground
wire is attached to ground, it is fine. Thank you very much for your help in this matter. I believe
that everything is connected right now. Sounds a whole lot better now! I bought a Dual XDMA
aftermarket stereo to go in my Chevy Malibu also bought a gm adapter harness to do the wiring
08 also now when I plug all matching colors together nothing happens also has two orange
wires that did not go with any wire on the stereo. The orange wires are typically for illumination
and dimmer. Did you purchase an adapting wire harness? Double check that your accessory
and constant Red and Yellow wires are both connected to the corresponding 12V accessory and
12V constant wires of your car. Hi I have an 03 chevy tahoe and I just installed a jvc in dash. All
wires according to spec are in correct configuration, could you point me in the right direction??
If you have a volt meter, make sure the red accessory and yellow constant wires have 12V. The
accessory should only have 12V when you turn the car on. Constant should have 12V all the
time. I am reaching out hoping some one may have any idea what could be causing all thisâ€¦. I
am technically minded and have certificates in electronics and IT but its got me boggled as with
all installers involved. Check the wires behind the radio and make sure all of the connections
are good and correct and that no wire is exposed. Hope this helps. Could be a wiring problem.
Sounds like you may have wired the powered antenna solid blue to the OEM speaker amplifier if
you have one. The chassis is actually a After discussing with friends, I was told that the audio
units whether Ford or otherwise or even for autos used to have a small fan for cooling purposes
but this has been deleted on the units being built. Any information or advise will be appreciated.
The CD player works but nothing else registers to my botton-pressing. I recently bought a new
touch screen stereo for my Honda Civic SI and i have it installed and most of the wires

connected. Any help with this problem would be appreciated. Please email. Thank you.
Everything powers up and works great until I turn the car or accessory off. When I turn the
switch back on, the stereo will not come back on. In order for the stereo to come back on is to
either hit the reset button on the front of the stereo OR unplug the harness and plug back in.
From there powers up and works great until the you turn the switch off. Any help would be
appreciated! I have a dual xdma and when I kill my truck the radio will shut off. But when I turn it
on. The radio will not turn back on unless I do it manually. How can I fix this? I want it to turn on
when I turn the truck on? Please help? I have an 87 jeep wrangler with an aftermarket pioneer
super tuner 3 deck. When the radio is on all of the speakers work but when I plug my phone into
the aux cord the front speakers keep playing the radio station and the rear play my aux music.
What do I do so that all of my speakers will play the aux when I plug my phone in? Check that
the solid blue line from the metra antenna adapter harness is connected to the solid blue on the
head unit. Just got subwoofer and amplifier installed. If i take out the fuse coming from the
battery and put it back in it starts to work again. Anybody know how to fix this? Any help is
appreciated. Depending on the amp, the red light and the sequence of flashing will determine
what the problem is. Hi I recently installed a multimedia car system in my Toyota hilux and I am
having a problem with FM signal. The signal is fine when the car is not running and as soon as I
turn on the engine the signal is lost. I have the blue wire from the antenna connected to power
and this also does not work. Hello, we recently installed a aftermarket Pyle touchscreen stereo
to my car, previously had an aftermarket installed professionally and everything worked
beautifully, but decided to install the second one ourselves, everything works except the
subwoofer, could it be connector problem? If the amplifier turns on, it could be a signal issue
and the RCA wires may not be connected properly. Also check the amp fuses, and the in-line
fuse that will be located somewhere along the power wire to the amplifier to make sure that
nothing was blown. I have a bmw z4 i went to a professional installation shop to have a new
after market radio installed along with a new amp it was a pioneer radio. I bought the correct
wire harness and all. Once installed a few days later after driving the car and hearing music my
speakers will sound like they are popping or staticky. Also when i speed up it will happen more
frequently. I took it to the shop and after two hours they said it was the radio was defective. So i
sent the radio back and amp just to be sure and a new wire harness and bought another new
aftermarket radio and another new amp. So i took it back to the shop and they installed it. What
could be wrong? It all seems to work well until it drops out, then back in every now and then.
The time it takes to come back on is random too, but usually no more than a few minutes Any
clue what may be causing this? Bad earthing? Bad battery? However it has just cut out and ever
since the amp is showing warning light. I have checked all the connections and even changed
the amp and the same story again. Reading through different blogs I found one comment that
said to check with power meter the ground and remote wire. Once I have done that, it looks like
amp has been rebooted and it had the green light on and was working perfectly. However it has
cut out again, and I done the same trick again but it never came back on. Please help.. I have a
ford f When I put my head unit in originaly I had both power wires running through the ignition
power. After re-wiring it correctly i have no sound coming from my speaker. Before when it was
wired incorrectly it worked fine. I have a ford focus and decided to take my sound system out of
my car. I have 2 12inch subs with a w amp. The electric door locks seem to work fine the interior
lights as well which leads me to believe that the battery is fine. So I hooked everything back up
to see if it would start again and I still got nothing. Does anyone know what I can do to fix this? I
have two p3 shallows 12 and a watt amp, the problem that im having is that ever since i went to
a cruise i was playing the music load for a good while and now my speakers wont play only
when they want too. The amp doesnt go into protect mode and the speakers dont sound nasty
when they do start playing i checked all the speaker wires and they are all good i so idk if its the
amp or the speakers. Hi, I have installed a reversing camera in my Toyota HiLux, works well, but
since doing this I have lost reception to am and fm radio. The radio appears to work well, just
sounds like the aerial is not connected. Music from my phone works well through bluetooth,
just no radio Cheers, John. I have a Kia spectra. Installed a Dual xdm stereo. Not sure if I got
speakers pos and neg right. Also ran a wire strait from battery to my yellow wire with fuse. My
speakers cut out at high volume. What could be the problem. Have an issue with my 04 Chevy
Malibu Classic. My radio wont turn on. Now I touch the remote wire that was hook up to the amp
to the 12v wire that was running to the amp. Now I dont have power coming from my yellow 12v
constant wire now. I check the fuses but all of them wwere good I need help. I also upgraded the
factory speakers to kickers. So my problem is every time I shut off my vehicle have to open
door to completely shut off after a few seconds my speakers pop. I have a jeep grand cherokee
laredo with the infinity gold system. I removed the stock head unit and replaced it with a new
kenwood kdc-btu. I purchased the metra wiring harness for it. After installation, everything

works but the audio. I can adjust all of the settings. The siriusxm works fine, the steering wheel
adapter works fine. It holds all of the memory; but I have no sound. I looked in the trouble
shooting section and found that I can actually turn the speakers off or set which size of
speakers are being used or there is even a setting for OEM for optimal use. When I removed the
original head unit, there were only 4 connections: 1. Steering wheel control 2. Ground 3 and 4. It
does have the infinity amp; and prior to removing the stock unit like 30 seconds prior
everything worked fine as far as getting sound out of my speakers; and now nothing. I am
positive that the speaker wires are hooked up properly between wiring harnesses. In effect the
only change is the head unit and nothing else has been bothered so I am fairly stumped as to
what it could be if the settings on the new head unit are turned on for OEM speakers and there
is no wire coming from the new head unit to connect to the amp turn on. Any help would be
appreciated. Any suggestions would be appreciated. The power is also ON with the engine
running the key is at ON position. Should I connect the antenna wire to body of the unit? I have
had a dual aftermarket head unit installed for the last years with no issues. All of a sudden the
sound goes out but power remains on. Sometimes when I start the vehicle at the star of the day
the sound comes on briefly and then stops again. Sometimes my reverse lights work and
sometimes they blink when i put it into reverse and blink again when i take it out of reverse. I
have a jeep grand Cherokee. With my radio on while driving I turned on an interior light and my
radio shut off. I checked all fuses and they are fine. I checked fuse in cd player and it is fine. It
will not turn back on. Red blinking light still works when face is off. I have had my stereo shit off
temporarily one time before when I had door opened. I am thinking its wiring but where? I have
a 15 inch sub hooked up to an amp and my car speakers hooked up to an amp. Theres never
been a problem before but I got a new sub and now when I turn it up my speakers stop working
and only the sub works. Theres no blown fuses or bad connections to the speakers amp and the
speakers work until I turn it past 5. I just tried to install an aftermarket stereo Pioneer 4 speaker
car audio system package no. I have all the wires hooked up properly, but when I plug the head
unit in, nothing comes on. When I unplug it, and plug in the stock head unit, that one works just
fine. What am I doing wrong? I bought a wire harness, and I have more than triple-checked the
wiring between the harness and radio wires, they are all correct. The ground wire is connected
and screwed down to metal inside my dash. The radio receives no power. Many people say
check the fuses, those are all perfect. I proceed to plus in my old stock radio, it receives power
and everything is perfect. I then took the radio out to the vehicle and plugged it in and powered
it on everything was working fine stereo gps cd and dvd so i installed it in the dash everything
still working. My stock radio works fine but when i try it with two other new head units, they
dont turn on. I know wiring is correct. In 97 cavalier. I just installed a Alpine CDE in my saturn
sc2 and i got all the wires correct checked and double checked when i first cut the key on after
installation the unit came on and had sound when i turned key off it went off but when turned
key back on didnt come back on if i take the face off and put back on then press power button it
comes on but still no spound â€¦.. After attempting to install the radio my powerlocks my
windshield wipers and lights on inside of car stop working and my dashboard gagea went crazy
is there a reason y this happened. What do I do?? We turned the ignition on and the stereo just
turned on with the igniton. The display does not work at all. The volume and track select
buttons will work at first then stop working but if you turn the ignition off then back on they
might work again. You might have to try cycling power like that two or three times untill that
stuff works again. There is a blue ring around the volume knob and all the buttons light up on
the faceplate but the display stays blank. Hope you can help! I have a Chevy Trailblazer that the
previous owner had spliced wires and installed a after-market radio. We attempted to remove
and install a new Head Unit using the same wire scheme and looking up what colors go to what
after-market wires. I do not have on star. I am not getting power. I know what the colors are for
outside of the two orange wires. I am also not sure of the free wires untapped Black with solid
white line and Brown with solid white lineâ€¦. I have all other wires together that i can verify thru
Chevy Wiring color Codes some not listed and the pioneer wiring color code.. Again i have no
power.. An adapter Metra GMOS was needed to take the low voltage factory signal wire and
convert it to a 12v that is compatible with aftermarket units. I guess my next question would be
if i bought this interface which i have found cheaply will then need to undo the spliced wires
and then wire the After-market HU to the interface and cap them wires then do the same from
the factory wiring to the interface.. Radio has to be turned on an off also. Is it hooked up
incorrectly. Radio should not have to be turned off when you get out and it should not be
pulling so much from the alternator that it kills the battery. Also the radio seems to turn itself on
when no one is in the car!! Is there some type of harness adapter that connects the old harness
to the new one so it will pull power just like the old radio?? Hello, Very useful this thread! How
voltage need for dimmer signal? I bought a Kenwood dpxbt but from the manual no details for

voltage for this option! My car is Fiat Stilo 5D. Sometimes cuts off for a couple days and then
starts working until it eventually cuts out again. Power to the display but no sound. Any ideas
on what to look for would be appreciated. Hi there, I have a mitsubishi lancer i am trying to
install a aftermarket stereo but there is no power anywhere i have checked all the fuses taken
the battery terminals off etc but still nothing can someone please help? I am doing an install on
a motorbike. You seem to be the most knowledgeable and proactive on the planet:! Question; is
it a must to hook up the red accessories wire? I would like to run this completely manually. I am
not sure what that means and again, does it need to be connected. Also this is a manual wiring
job given that the factory connector was missing. After replacing the alternator the stereo will
not come back on, I removed the head unit from the dash and disconnected the wires and then
turned the accessory on and wired it back up and it work, but after turning the ignition off and
then back on again it wont come back on. Anybody have any ideas? Double check the
accessory or radio fuses. Please help. Sometimes the buttons will work and not the volume
knob, sometimes nothing will work, sometimes everything will work. Is this a radio malfunction
or am I doing something wrong? I have a pioneer Bluetooth head unit wired into my 95 Subaru
Legacy. Every time I turn on my car I have to set up the clock, turn demo mode off. But it does
remember my phone in the Bluetooth settings. I have to reconfigure my subwoofer settings
every time also. Just hooked up a new head unit and every works great. I have an amp and a
sub hooked to it and it sounds great. The only problem I am having is when initially turn on the
unit it has very little high range sound. When I push the treble up or down button or even the
bass up and down button everything goes back to normal. It also does the same thing if I switch
between application on my touch screen. I believe everything is wired correctly. Ever heard of
this? I checked the wires and nothing seems to be lose. Any help?? First time trying to install a
stereo unit and thought it was successful until I tried to listen to music. I have power to my
stereo but no sound from radio or aux input whatsoever. I have a toyota avalon which has the
jbl system in it. I already knew I could bypass the amp but I wanted to keep my tweeters working
and whatnot. Then the stereo unit also came with the power supply harness and the speaker
harness. In short I did not actually touch my stick wiring. I plugged the stock connector into the
aftermarket one I purchased then did on the wiring from that one to my stereos harnesses. Now
the aftermarket harness had rca plugs instead of just speaker wires. I clipped those off and just
matched all the wiring. After all the wiring is done I have one wire exposed from the head units
harness that it came with which is the power antenna. Then the aftermarket harness has the
amp on wire exposed and the power antenna wire exposed. I connected the amp on wire to the
power antenna and got a pop noise while trying to see if it would play aux music. No response
from connecting power ant to power ant wire though. My question is should any of those wires
be hooked up to something or is it just my speaker wiring that could be wrong? It was removed
from my old car and moved to my new car, an 06 Sorrento which uses a GM wiring harness. The
factory radio was a Delco. I made up the harness and no issues. The radio works but the USB
port and Bluetooth both show that they are working but there is no sound. I even have a second
of these Sony radios and swapped it in but the same result. I am starting to wonder about the
wiring harness. Is there anything that can cause this? Could that one wire do this? I have a
Cadillac Fleetwood and it had the cassette deck stereo. Install guide said that the orange wire
from factory is the constant. Hiwever, there are 1 orange and 2 orange with black stripe from
right side of old stereo. I tapped into the orange just as the illustration said and I get power but
no memory and no right channel and I know the speakers work as I plugged old one back in and
it works as intended. Please help!! Recently bought used dodge ram and it had aftermarket
radio and amp in it. Everything seemed to work fine and my mechanic told me that the radio
would sometimes come on by itself with no turn of the key when he was working on it. Wanted
to disconnect and take amp out so I disconnected the amp from the battery and then
disconnected the stereo wires from the amp no speakers were hooked up to the amp. Now when
the car is completely off the headlights, interior lights, remote keyless entry, and steering wheel
lock do not work but when I turn the key everything works fine. After reading these post , it
seems the previous owner may have hooked the radio up to a constant hot and somehow tied it
into the interior lights, headlights, and possibly ignition switch. Do not know if this blue wire
means anything but it might. Any advice would be awesome. What could I check to eliminate
any simple problems before I send it away for repairs? I have an 04 jeep grand cherokee new
kenwood u. When switch is in start position the radio gives an att off message and the reception
drops. Put the key to the acc mode and every thing is all good. I have checked all grrounds.
Antenna and every thing worked with the old jeep stereo. I have a mustang with premium audio
in it. I have a blue and white and a blue wire coming from the mustang and only a blue from the
head unit. The blue is the amp turn on but after the first use the amp stays on. And what is the
blue and white wire? I have a Kenwood stereo in my Mustang. Works fine with driver door open

but no sound when you close the door. Do you think this is wiring to the speakers or a ground
issue. Thanks for your help! Hi, i have a ford focus zx4 with a factory sub woofer. I have a
nissan pathfinder. I purchased an aftermarket kit B for it and my stereo is a s Ever since the guy
installed it, my factory lcd either turns off for a day or two, or reboots and i have to set it back to
what kind of car it is in the miscellaneous menu. Does the lcd and stereo need seperate power
or something? I am dumb to this and cant seem to get help from the installer either. But my
problem is that when I initially tested it, it powered on no problem. I have a jeep cherokee and I
have a problem but I dont know what it is. What happened was I plugged my cigarette lighter in
to its slot the the radio shut off immediately and now the radio refuses to turn back on. Ive had
the radio for a couple of years and this has never happened before. I checked the wiring twice I
did everything it said. Yes I unhooked the negative on the battery also. The kit came with a long
red wire that says 12 volt ignition switched on it but has no place to plug it in. I own a chevy
Colorado. I also even returned one radio and got another. I have kenwood kdc-btu. All I can see
is when I check dc before plugging in stereo it shows After I plug into stereo it shows What can
I do? Thanks for your time, David. I have a 93 Toyota Carolla and I went and picked myself up a
radio from the junkyard the other day. I spliced the wires and turned it on and it started up and
worked great. Any help is much appreciated. I have a 03 Pontiac Bonneville and I hooked a new
boss head unit in and it worked great at first. Then the first time I drove it during the day I
flipped by fog lights off and my head unit turned off. I tried turning my fog lights on and off, and
the head unit when on and off with the lights. I have done some guessing on my wiring but have
had no luck. Any ideas please let me know and they will be greatly appreciated! Same with usb,
aux on the mid console between the seats. Someone who knows what I should do to make the
buttons work? Is it problem with some pin in the ISO harness or the canbus? Hi i have an
aftermarket stereo in my car and it was in there alreadyâ€¦now it is not working at all it has
power and wheni turn the key on i hear a faint static pop and thats itâ€¦i thot of removing it but i
didnt and thot i should ask someone firstâ€¦.. Now, when I turn the radio up past a certain point,
the music will cut out and stay out until I power it off then back on but the subwoofer still works.
It clicks into place on one side and just hangs on the other side, which is the side that needs to
stay in place for the whole thing to work , how do I fix this? I hooked it up and the only problem I
have is the red ignition wire. Please help! My Kenwood radio is working and everything, I had
and alternator belt issue and it went outâ€¦ I drove it till it died, I fixed it, and now the radio
works and plays musicâ€¦ However, the screen flashes on and off. If I reset the radio with the
car on then it work better, but once I turn the car off again, the problem persists. Hi I recently
went to change factory stereo system in 04 Kia Sorento. I got the harness and 8 gauge wiring kit
for watt amp. And when i wired it i notice that in door the 6. Old unit had factory amp still
hooked up. Can u please help. Hi I have an android kld 2din with parking camera and the radio
loose the reception after 10 minutes when the engine is running. When the engine is off, radio is
working again and all stations have great reception. Also sometimes when the rpm from engine
is low the radio works again. I have just installed a pioneer deh-xui in a chevy aveo and turned
on the unit put in a CD and it played great for about 5 minutes. Took out the unit to look at the
wiring and the back of the unit was pretty hot anot sure if that has anything to do with it but it
was hot. Not sure what to do at this point. Why does my after market stereo not function when I
turn on my lights at night, during the day when my headlights are off the stereo works fine, how
can I fix this? What are a couple of easy ways to test if it is the speakers or something else, like
the head unit? I brought my Dodge Charger to Chrysler Dealership for problem with car radio.
My radio works fine for 5minutes sometimes a half hour then the audio just shuts off, no sound
and adjusting volume, nothing. But when I stop and turn off ignition for a minute or two. I all
returns to normal unit it happens again. This ridiculous!!! For some reason my mount broke
loose and my head unit came flying out of my dash and the end of the antenna wire broke off. I
tried a second head unit I have that I know for a fact works and it did the same thing. Just
wondering if my antenna wire is the problem. My 95 f alternator keeps going bad 3rd one in 3
months I have 2 mtx terminator subs as well as a watt amp and a watt kicker wiring kit. I also
have aftermarket hid headlights in my truck what is causing my alternators to burn up so easily.
I have a ford ranger. Check the manual to see if dimming is a feature your unit comes with. I
recently got my car fixed because I had a short that was causing my turn signals, windshield
wipers, and so we thought my radio to stop working. My radio would turn on but nothing would
come out, and now that my car is fixed I do not even have power to my radio or my cigarette
lighter. What could be the problem? Hi guys. I am having a really weird problem. I own a Dodge
Stratus. I just took out the old stock system and bought the car specific wiring harness. I wired
it all up according to color codes but when I got done I started my car and then it died after 2
seconds when my stereo turned on. Also none of my guages will work when it fires and the
odometer says no bus. I can get my car to run just fine if I unplug the radio harness. It has

something to do with my radio and I cannot figure out what it is. Help me please? Its an Eclipse
radio. I hope this has not been answered and I missed it? With all the right stuff I thought this
system would sound at least decent, but nope sounds like Sâ€¦ Then I really start researching
my car and found that the DQ was being fed by that horrible Amp connected to the deck, So I
find a Metra Plug to Bypass the amp. You may be able to tap into the signal wire for the oem
amp to use as the input to your sq depending on the voltage of the signal wire. Hi, thanks for
the response. The OEM is the culprit but how do I pass it?? When I plug my six lead into the
back of the sterio and then plug my phone in the sterio turns off?? In my chevy malibu lt i
installed a new headunit and everything is working but when i turn the car off the headunit stays
on and kills the battery what can i do to fix it? Why does it do that? Suzuki Carry Van â€” Can
someone please help me?! Where can I find the wiring diagram for my vehicle? I have a Sport. I
recently added my old amp and sub to it so I can have better sound. When installing the amp
and sub the direction said to connect the blue wire from the sub to the remote wire in the wiring
harness for the deck. Is this true? Hooked up new reciever works fine but when i go to charge
my phone using cig lighter outlet it fet nothing but static please help. Problem 1 is the poor
radio reception for regular radio stations. Buying an aftermarket antenna since stock is a
windshield antenna. Problem 2 is the significant drop of highs overall. Highs sound weaker than
factory stereo. All car speakers are connected well. No EQ setting will fix this. Stuck with this
problem. Now for a few days has encountered a funny problem, with the car ignition ON engine
OFF the player works fine. Again I switch off the engine and switch on ignition only the player
works fine. Ok I have a Pyle double din navigation unit, my screen is solid white now. Any ideas
of what could be wrong or what I should do? I have a Lexus SC, and I bought the car used, it
had 2 previous owners. I wanted to re-do the sound system. I had Best buy geek squad install it.
It works and run except, when I press the receiver firmly or press a button hard on the receiver
it resetsâ€¦ It will still have my custom lighting lit up but the song that I was playing will stop
playing, then it will pick up where it left off 3 seconds later. Almost like the machine is resetting
its self. I just installed a Kenwood DPX after market stereo on my 03 toyota 4runner. The stereo
works great but this morning my truck turned of 2 times. The truck starts right up when I put it
in park and turn the ignition. Any ideas on what could be wrong? Have an o4 Chevy suburban
that has a stock radio,xm radio,and is controlled with my steering wheel and connected to my
on star. As soon as I installed it, it worked fine. I was able to turn up the sound, changed inputs,
every thing was functional. I then paired my iPhone 6 with the blutooth and now it is not
functional. To turn on the stereo I need to press the eject button and do the same to change the
sources. I cannot change songs when the cd I had in there is playing, I cannot eject the CD, and
The volume is stuck at one level. Now the person who installed it just used the wiring harness
that was already on the stereo. Do you think changing it to the Honda wiring harness will make
a difference? I have a toyota Vitz radio which although has its power on, the sound takes a few
minutes to come. Sometimes it takes more than 15min. This happens more frequently in
summer times. Should someone have experienced such problem, please let me know what
might be the problem as I have already had some attempts with my techs but to no avail as the
fault is more like intermittent although very frequent. I have a ford explorers that I took out the
factory stereo and installed the proper wire harness adaptor and installed a jvc stereo. I have a
Mercedes C that I put a Kenwood BTu in, I used a wiring harness adapter and everything turns
on and plays and there is sound from all the speakers. My issue is that the display illumination
is not bright at all. I have turned the display brightness all the way up but when I turn the car on
I cannot see or read the display at all. I do not have the orange or orange black wires attached to
anything. I jut put an amp and subs in my car. I connected the remote turn on from the amp to
the blue and white wire. Should I do something differently? I have a 03 Saturn l, last week my
husband was messing with fuses in our car and now my radio will turn on but no sound will
come out of the speakersâ€¦any ideas how I can fix it? Got stereo fitted into my seat Ibiza mk3.
Works fine when engine is not running. Im having a really hard time connecting my Kenwood.
Dpxu to my saturn vue. I have the speakers connected but am unsure of the constant and
switched 12v connections. As well, i dont know what to do with the remaining wires coming
from the saturn. Im pretty sure they need to go to something, but the Kenwood doesnt have as
many wiresâ€¦. Any help would be super appreciated. Thanx J. I just got a civic lx. I put my
pioneer in with my one sub and amp. I used them in my 05 elantra and they sounded great. I
checked the wiring and the antenna plug-in. Any ideas??? The question remain is: where
should I connect the blue wire which comes out from the wiring harness Power Antenna
Wire??? There are rare occasions that it stays on for about an hour or so. When turning on the
fog lights or headlights, the stereo will light up but still will either not turn on or shut off soon
thereafter. Can you please help with this? Before it was perfectly working, but now whenever i
start the car, supposed to be the screen opens, read and plays music automatically. Can

somebody help me out, i think the problem is the fuse. Play the radio, and through aux port, at
any volume, and it cuts out for half a second and then comes back then cuts out after another 8
seconds. I am leaning towards a problem with the ground? I have a chevy silverado and i just
installed a boss double din touchscreen deck. It turned on right away and everything works fine
on it but then i park my truck for the night and when i get into it in the morning and i turn my
truck on the deck wont come on. I play music from my phone and the closer to the end the song
the song gets cut short and goes right to the next song. The next song does the same thing.
What do you think the problem is? I have the adapter harness all wired up but it receives no
power. All fuses are good, the stock radio works. I installed a Jvc car stereo and the FM was
working but quit within a weekâ€¦. I checked to make sure antenna was connected and it is â€¦. I
have a keenwood system and when i turn up to 20 plus it cuts off and on what could be causing
this. Of my bass when i turn car off i loose time and presets i hooked up radio with wiring
harness matching all color wires my after market radio does have 2 ign wires which i did not
connect because i couldnt figure out what to connect to my cig lighter is constant power with or
without keys. I have a 3 week old Kenwood HU. I heard a pop and smelled something. My radio
now has no power at all and all the fuses in all 3 places are all good, checked twice. What else
can I do? Any and all advice is appreciated in advance! Can you help? Any thoughts? But when
my car is still running it powers off when I open the driver side door. Also my dashboard lights
and tail lights quit working. The first time they quit it was a fuse. But this time the fuses are
good still. I used a multimeter to find the right wires. The sound comes out really faint on the
highest volume level Is it the amplifier? I had Best Buy put in an aftermarket Kenwood unit and
it works fine. Just curious if anyone else has had this problem with their factory stereo. Had a
kenwood double din installed in a shop with amps and speakers and everything worked great
for a couple of months. Then one day the unit turned off for a few seconds and then turned back
on and worked great. Over the next couple of months the random turning off of the head unit
became more frequent and stayed off for longer periods of time. I have noticed that it seems to
turn off at completely random times. It turns off when accelerating, decelerating, sitting in
driveway, car started, car turned to aux power, when its hot, when its cold, the only pattern I
have noticed is the fact that it got worse and worse. My head unit is only 6 mo. Hey, I just
installed a car stereo. I have all the wires hooked up correctly, but it has no power. Any ideas?
Never had a problem too now. I turn off head unit for a little while and turn it back on and
sometimes there will be sound, sometimes not. All the wiring is tightly connected. Hi, I have
recently bought a Ford focus from a car dealership, every thing is fine except the radioâ€¦. It
works fine when the car is still but as soon as I drive off it losses all Power. Thanks in advance
for any advice. I bought a Jensen in dash gps unit and a back up camera to go with it. I had a
professional install. The car is a manual and yes it is in reverse, I am just trying to figure what I
need to do to try and get it fixed. The installer says there is something wrong with the stereo
unit. Anyone heard of this? I think I have a loose wire and i had asked my uncle to fix my system
and he redid the system but I still think I have a loose wire or it may be something else but out
of nowhere the one of the back speackers will stop playing music or there will be no bass out of
nowhere and then after a while the speacker reconnects and you hear the speacker again or the
bass comes back. Any advise? I just had a alpine stereo hooked up in my car. I program all my
stations and set the clock but every time i start the car everything is gone please helpâ€¦.
Hoping someone can help me. I bought an after market car stereo to put in my daughters
plymouth breeze. We unhooked everything, try another brand new stereo the same way and
nothing. We unhooked that and put the factory stereo back in and nothing. We checked all the
fuses and everything there is good so i have no idea what to do next. When I press the button
for Tuner â€” there is no sound â€” not even radio static. The different channels show up on the
display like they should, but the audio is just not there. Hi i just purchased a pyle pldnb78i
double din i wired everything right and my screen pops on sometimes. But most the times just
stay black ihave sound and radio plays but screen want turn on. What could that be??????!
Very confused!!! I tried tu change the HU, but the problem persist. I tried to change the amplifier
and the problem is steel there. It can be a problem with signal wires? Do you have any
sugestions or solutions? Many thanks in advance! It works like powers on it shows the clock
and the buttons work but it wont play any radio stations even though it picks up the channels
when automatically searching or when you put in a cassette it will eject it 5 seconds later aswell
as its Kenwood Cd changer , so i dunno it might be just a lost cause and need a new one or if
one of the wires are wrong some how or its not getting its full 12volts or what ever it takes ,
reply as soon as you can it will help alot. I have a Toyota Highlander. Sometimes they start
working again right away and sometimes they start working in a day or so. It seemed like this
issue was happening more in the summer than now. What do you think it could be? I have
recently bought a Clarion cd,tape and radio all in one. Any ideas how to fix it? Sound is good

out of my stereo, but I have to have it turned up to 50 max to hear it with a decent volume. Are
the pre-outs as loud as using the wires on pigtail of the radio? I have the amp wire connected,
and I verified the amp connection. I have a kingranch and aftermarketsterio when I turn up sterio
it cuts outabouthalf aT then I have to reset deck or shut truck off and turn back on then I have
base again when it cuts out just looses base but highs still work gas jobby fking ranch. How to
install just a car stereo and amp if car has no wires,but have batterie,do I need a converter box
or fuse box to go off the battery. I have a 91 ford ranger and I installed a pioneer radio when I
turn on the head lights the radio goes on and off as well as if the radio has sound it goes on and
off only when the lights are on please help. I have an 88 ford ranger that i recently hooked up a
dual i think thats the right number , the blue lighting on the buttons come on, so its got power to
it, but the clock numbers dont show up and i have no sound coming out. I have a chrysler
crossfire , and tried putting on a pioneer stereo but no sound come out, help? Problem is that
when i play music and put headlights on the Music system gets hanged. No button works at that
time. I bought a Chevy Equinox LS model my radio is the old type I mean is not the screen touch
type but my proble is the woofer is not working I have checked and realized there is no feed
comng to the woofe. Please help me. It also does this during music playback when playing
higher notes. What can I do to correct this problem? After installing new speakers in my FJ
Cruiser the radio would suddenly turn off once in a while, usually after hitting a bump in the
road. I had the test lead connected to the wiring harness plug, so I think the problem must be
with wiring harness plug on the radio. Has anyone ever had to replace a wiring harness plug
because the pins in the plug no longer makes a perfect connection? Installed a new unit in my
Silverado. I am positive I connected wrong first try and blew the fuse. Tried going back to
original unit and still no power. Is there a secondary fuse or in line fuse somewhere other than
the fuse block? The problem is that I have the treble speakers working but the bass do not.
When the warning dings come on like telling me the key is in the ignition or door ajar I have full
stereo all speakers working. When no dings then no radio. Where do I start looking for the
problem. I tried a Big Box store and their guy said since factory radio then need to go to the
dealer. What im askingbis what would i use and how andbwhere would i use it in my maxima? I
have a Passat. After fitting an after market stereo, which allows a reverse camera to be
connected, although I have no camera connected , when I turn on my side lights or head lights,
the stereo goes into reversing mode, and shows a blank screen and stops all music. Basically,
my lights send a signal that I am reversing, and that a camera is connected. How can I stop this
signal from reaching my stereo? I have a double din for my 06 rendezvous and hooked the wire
harness up correctly, comes on and plays movie and all but I have no sound?!? Car battery died
after installing new battery, infinity radio in my crossfire does not have sound, CD changes
tracks, radio changes stations all displays working, balance display changes all functions
except tone has?? I have a 00 monte carlo I installed a aftermarket stereo and I spliced all the
wires correctly to my knowledge, even looked up the stereo wireing diagrame NO POWER what
so ever to the head unit. I unhooked the battery and looked the wires over again and again. The
diagrame says the orAnge wire is 12 v battery and I had test light and checked every wire and
none of them have power go ing to them. Got it working and hooked it up to my tweeters and 6
by 9 speakers as well. Heard a crackling noise coming from the speakers, so i instantly knew it
was a connection error. Took the HU out and corrected the noise and when i went to put my HU
back in a blue wire with a red stripe touched my ground wire. Radio hasnt worked since that
happend. I dont have a voltometer at the moment and have trouble shot everthing i could think
of. My vehicle is a 92 dodge b 5. I have nissan sentra and i bought a slide-out screen it was
working perfect but all now it keeps going off then it comes back on,it does that quit often,i dont
want to get rid of the radio if i can figure out the problem. I bought the wiring harness but the
factory harness has one more wire than it does. It is black with yellow stripe. All works but the
audio. Help plzz! I installed a Sony stereo in my outlander ,I have power but no sound ,do I need
something else? I installed new Sony stereo , every thing works but the sound ,all the wires are
good connected also we tried if we can use the headphone and we no had any sound either so
is not wire or speakers problem.. I am having the same problem did you find out what was
causing your problem I have already or works but no sound coming out of my Kicker box. What
solution will i make for my built in DVD player to work? I have a Toyota Hilux Dual Cab Ute 4 Cyl
Petrol motor -stock standard â€” I hear the radio clearly but with crackling â€” rev the motor
and the crackling stays at the same level â€” are you able to help as to a solution. I have an 89 f
and the original stereo system produced a very low volume which I could not control. So i got
new speakers and the same situation occurred. So I hooked up an alpine and everything worked
on it except it had no sound. The speakers are getting power because i can hear them when the
unit turns on and off, but no sound. I have a 99 Chevy Blazer that had the factory am-fm
cassette player. I checked the original car manual; it said that it could be the CD was dirty or

scratched or it was too hot but I live in Arizona. Two days ago I put in a single din stereo in my
van and it worked great. The next day it had no power, someone told me to pull out the bcm
fuse and put it back in and that fixed it. This is not a very expensive or powerful system. So last
night it did it again, so for the time being it is working. I pulled it out and went threw the wires
and interior fuse connected to the unit and it is fine. Is it just a bad unit or am I missing
something? Have a Ford Taurus the radio would work when in ACC but when its time to start it
actually stops. It has power sometimes but never no sound or anything. Any help. I recently
installed a Pioneer AVHBS and it worked great on the first week but now for about 5 minutes
after I start my car, it keeps uncontrollably changing the input. When I change it back to what I
want it just keeps changing. After about minutes on the road it quits and works normally. Tried
to see if the remote was a problem so we took out the remote battery but it still happens. Had a
friend install it for me but if anyone has suggestions on how to fix it would be much
appreciated! I have a Monte Carlo. I recently installed my front door speakers but when I took
the old ones out, they were melted. So when I installed the new ones in, nothing happened. Do I
need new wire harness? Everything went fine except for mounting it inside the dash. The
factory mount is actually a 5mm flat piece of plastic with a wood grain pattern overlay. There is
nothing on the sides or behind to help stabilize the deck. The factory deck was a generic
cassette player that hardly weighed anything. I know about the various mounting kits available
but have yet to find anything that will help me. Does anybody have any ideas on what I should
do? I am going to assume there is a problem with my alternator but i would like a more detailed
reason as to why this happens as in is my alternator out putting too much power so my amp is
shutting off. Hi I recently bought a double din for a VW Polo 6, after about 6 months my screen
becomes white with no sound while playing music and that sometimes happens when I hit a
speed hump. I tried to reset it, but nothing happens. I have to wait for a few hours or a day for it
to be normal again. Is really stressing. I have a impala ls. Finally I got it working then it
randomly started losing power and shutting off. Then it would turn back on by itself. I thought
maybe the radio was bad so I put factory radio back in. It does the same thing. I can be driving
down the road and it just shuts off then turns back on. Sometimes it can be for a second or two
and other times it can take almost a minute to turn back on. And other times it will just keep
turning on and off on and off repeatedly. The clock resets pretty much every time yet it seems to
save my presets. I took it in to a shop and they insisted it was the module I bought with the
aftermarket radio. But I disagree because it was doing it for a while before installing that
specific module. I originally tried a relocation harness before switching back to stock. Now mind
you, all factory plugs are still intact. I never cut them. Thanks in advance. Then I have to switch
my stereo off for 10 secs and on again and everything plays normal it happens all the time when
I press on my hooter even if I press it for 1 sec. Did you replace the factory head unit with the
Alpine or was there another aftermarket previous to the Alpine? If you replaced the factory radio
did you use also a harness that plugs into the harness you unplugged from the OEM radio to
facilitate the installation of the Alpine? Sounds like you either have the wrong harness because
the yellow wire is constant B and it sounds like it is grounding out and blowing the fuse. The
stereo and speakers are both factory. Try unplugging the power outlets connected to the same
fuse. I was having the same problem and that fixed it for me. Just installed a Jensen which
works fineâ€¦.. The same thing happens if you push anything on the actual face plate,
sometimes it works, sometimes it does nothing or it just reboots the whole thing. I pushed it
once and it restarted, so I pushed it again and held the button until it shut down. Appreciate
your help here. I have a an old nissan micra. The radio is old as the car. A few weeks ago all of a
sudden the radio started to make a beep sound and lose the radio connection. Sometimes if I
switch it off and on again, the radio broadcast again but sometimes it is not. It also changes the
station by itself always to a group of them. Is the radio that is gone or is the antenna that needs
replacement. How do I know? Thanks for your help here. HI, we just purchased a Mercedes
Smart Fortwo vehicle. Dealers just want you to bring the car in for service. After being on line
and doing research I have discovered there is not a SIM card in the stereo. Can you tell me
where to purchase a SIM card for the smart car? Just check for the fuses near the battery and
the ones down on the RHS of the steering. If the appropriate amp fuse is not given, they may be
blown. If no fuse is blown, then remove all the fuses and reconnect them. This should do the
trick. I got my problem solved by this technique. I installed woofer and tweeters in the doors of
my toyota corolla and used an Pioneer amp to power them. Once I hooked the system up I have
alternator noise and a constant buzzing coming from all the speakers. I have it grounded to the
car frame around the window where I scraped the paint off and then drilled a hole and screwed
the grounding wire in. The amp is under the drivers seat of the car and I installed new speaker
wires so that the sound quality and power would be better. Any advice on how to get rid of the
alternator noise and constant buzzing? The Corolla engines do not possess a large alternator.

Even though you have an amplifier it does not change the amount of power that the alternator
puts out. The wind is from the alternator being overloaded. An alternator with larger coils or a
bigger rating will not whine like yours is. I suggest getting a larger powered alternator. I can see
why it would be important to read why the head unit might not have sound. Another solution
would be to watch videos about it. Hi Joe, I have similar issue with my factory stereo in a
Landcruiser. Start car,turn radio on and sometimes no sound but minutes later normal
reception comes on. Then sometimes it works as normal,but issue seems to be happening more
frequentlyâ€¦.. A strong local station I have checked antenna connection and it appears to be
good, I can listen to am stations and when I disconnect antenna it goes out. So i have a 95
Nissan pathfinder, and an aftermarket boss stereo installed. Sometimes when I disconnect the
antenna cord thing. The cord that has a metal thing on it, supposed to be a ten thing or
something it starts working again. But then when I turn my car off and then back on when I get
into it, it stops lighting up again. All the wires are connected properly. I installed a double din
head unit in my 15 dodge dart several months ago, and it was loud clean etc then all of a
sudden it went to distortion what could cause this â€¦.??? I just bought a used Ford exposition.
And the car drives great. But the radio doest work!!! I back tracked to all the fuses under the
dash and in the Good, but the fuses checked out!!! Anyone have any suggestions? I have a
Mercury mountaineer. I had transmission work done about a year ago. The radio plays only one
station because the display screen does not come up so I can change stations. I bought my
head unit around that time too. I put in new door speakers last summer. Recently my speakers
slowly start getting quiet, and then they just stop working all together. Anyone ever had similar
issues? I have a crimefighter touch screen stereo and was working fime up untill today. Every
time i turn it on it just goes straight to the camera and wont change or it will turn on with a thud
through the speakers then static then switch off and do it all over again. I have a Nissan Altima.
I installed a 2-Din JVC radio. I noticed that sometimes when my headlights come on, the
speakers shut off. I turn the radio off and off; and the speakers work like normal. After this
started to happen to my speakers, I disconnected both wires. Yet the same thing still happens.
Not sure why. I have grand am.. My problem is where the deck goes right above it is a over
hanging part of the dash, I need my deck to come out about 3 inches. Do you know of any kits
or ideas on how I can do this? A very nice write-up, thanks for that. I have a different issue
though, if anyone has encountered this I would appreciate any tips. If I turn the gain for the rear
speakers all the way down on the amp, my car stereo goes into protection, I have to unplug
everything and plug it back to get it working again. Thanks, Dan. Ok so I installed a Dual radio in
my 02 jeep grand Cherokee and I bought the right wiring harness and matched all the colors but
only my rear speakers work. Just installed an aftermarket ken wood deck, in a Sunfire. What can
be causing this issue? Question I have a JVC kw-vbt and the system has been working fine, this
morning I started up my vehicle and no sound was coming out of the speakers. About 10
minutes into my commute to work, it started playing around again. It delays sound minutes after
starting up and I have no clue what this could be.. I listened to the rears and they are still
thumping, but there are no vocals coming through, I even replaced them today, but still nothing.
After installing, the radio is working fine, but there is some background noice. How to fix? The
bluetooth connection to mobile phone is in and out and on the unit it differents between phone
and audio playback. Connecting to one but not the other. Phone is connected, but the audio
playback is not possible, because the choise ON is disabeld. What to do? I have not found any
solution in the manual. I have a Civic. Bought it brand new and had an aftermarket system
installed shortly after I purchased the car. Currently have a Pioneer head unit. Boston Acoustic
front and rear speakers, 10 inch sub, and a 4 channel amp. Speakers and amp are originally
bought in My issue is the amplified audio from my speakers cuts off and on randomly. Stays
mainly off. It is the front and back speakers. When they cut off the only thing on and working is
unamplified sub. The transition from on to off, and back on when it happens, is quick and crisp.
Almost like a switch! Very clean transition. The head unit was replaced a few months before this
started to happen. Any advice would be appreciated! Run speaker wires directly to your
amplifier. Some cars have a speaker distribution box that has a small capacitor connected to
either the positive or negative side of each speaker wire! This prevents factory speaker overload
when you crank the radio up too high. I know this is going to be a pain in the ass but, you must
take every panel off and run the NEW speaker wires you can get either 16 or 18 gauge wires for
6X9 speakers, and 12 gauge speaker wire for the sub-woofer s! You changed-out your head unit,
you now must also change out your speaker wiring and connect it directly to the 4 chan. Hi, I
have a Ford Escape When I press the eject button on both the cd or cassette the display light
turns on. The it turns off.. I does not give me any sound. It takes the CD and ejects the CD. Any
suggestions? Is also warning lights coming on now and again also a symptom of bad current
on a vw polo? I have a infiniti i I installed my pioneer radio about 2 months ago and everything

worked perfectâ€¦ Bluetooth connection, radio, aux, etc. Then I get in my car today and my
phone connects to my radio but will not play sound Samsung Galaxy Emerge even connected
Bluetooth to another phone iPhone 6s. I had just been playing music 5 minutes before then I got
out of my car and came back then no sound. I tried to play the radio and the sound works fine!
Did I miss something? I have a chevy trailblazer luxury addition with on star. Do I need
something special to make it work since I have the on star and controls on my steering wheel? I
thought maybe it was the radio, but I tried my factory and it turns on but no sound now too.
Everything works perfect before I tried to hook up my aftermarket. Xdm Powers on plays radio.
HELP pleaseâ€¦? It has worked great since we bought the car until a month or so ago. When we
listen to the radio, everything is fine and it sounds good. Any ideas what is causing this and
how it can be fixed? Thanks for any help you can offer. Just bought an Opel Insignia with a
AC83xx corex4 unit replacing the original one. The issue i have is that the former owner
changed the language to Portuguese b4 switching headunit. This results in me having the
OnBoardComputer not changing language while changing it on the AC83xx corex4. I have my
pioneer after market radio installed and it works great while the car is on but once you turn it
over in idling mode the radio turns off, does the same thing if I turn my car lights on as wellâ€¦.
What could be the issue here? Can I switch out my factory Mono stereo with the Monsoon. I
know the monsoon amp has way to many wires to switch with my factory mono amp but can I
just switch the deck. The sound intermittently drops out of the right channel. In My Ford ranger
xlt. The deck i installed is only powering on when the headlights turn onâ€¦. Any Ideas? I have a
Toyota Tacoma. Ive had an aftermarket Kenwood head unit installed on the truck for at least 6
years now. Recently, I was on a road trip towing a trailer with a 4-pin adapter plugged into the
tow harness. While traveling, my radio, aux, bluetooth, or cd mode never played any music. My
head unit had power and would even beep through the speakers when the source was changed.
When I dropped the trailer and unplugged the adapter, music started playing again? Some time
went by and this music stopped playing again. This time I wasnt towing. This particular time, I
noticed an audible noise, like a white noise coming from the speakers, but no music would ever
play in any mode. I simply took the head unit out and unplugged it and it started playing music
again. Several weeks later, it happened again. No audible noises from speakers, still beeps from
the speakers when I switch modes, still has power. I have a crv and just recently had a battery
with a dead cell. I took out the stereo and it still makes the sound and while the car is off i cant
lock the car automatically. Does anyone know what i might have done wrong? My sub in my
Lincoln navigator was working jus fine a wire touched n now it sounds funny can you help.
While driving the unit will all of a sudden increase volume to max. I am wondering if it is a bad
steering wheel control adapter. Anyone hear of anything like this? Hi guys, I need help with my
Mitsubishi Lancer Does anyone has any clue about what might happen?! Thank you very much.
When I have the stock radio in, music plays loud and clear. But I put in my aftermarket radio and
no music will play but I have power to the radio. I put my stock radio back in and it still plays
music. I made sure the Fuses were good and a double checked all the wires and made sure they
were all hooked together. Worked perfect for six months but now when I turn the ignition off and
the power antenna retracts there is a problem. During the last 5 seconds of the retraction there
is a very loud noise coming from the speakers. When the antenna is all the way down the noise
stops. The radios work great until the power antenna is almost all the way down. I just installed
a brandless android head unit. But when ever i start the car. The unit becomes mute and i must
have to reset the unit for it to have sound. Please help me fix it or tell me what to do. The reason
why i bought it is because i wiuld like to use spotify. But i cant use it because the unit does not
allow spotify to draw over other apps. And the most annoying is that i have to reset the unit
every time to be able to get sound. I installed a pioneer avh in my ram with an aftermarket
harness that it required and now if I put truck in reverse the stereo turns off once in drive it
comes back on. Also if I hit a large bump it will turn off and sometimes does not come back on
until I turn truck off and turn truck back on. Sometimes it cuts off just randomly, at first I
thought it was because it was too loud but the other day it did it when the volume was lower.
Just for clarification the radio powers off and comes back on usually none of the settings are
lost. Any idea wtf is going on? Hi, I installed my aftermarket CD player in my truck, now when I
turn my key the truck starts without turning the key all the wayâ€¦â€¦. I have a JVC kwbt
installed in my passat. I used the PAC rp4-vw11 steering wheel control interface. The radio
keeps randomly rebooting. When I first installed it would reboot, seconds later reboot again. All
week last week it did not do it a single time. Then today it did it all day. Updated the stereo
firmware, double checked all of my wiring. Did you get your problem solved? Audio dealer is
replacing the unit next week. I replaced my old am fm casett raido in my f have power but no
sound the new jvc am fm cd player can you help thanks tim. Hey everyone I have a 99 Jeep
Grand Cherokee limited that has the aftermarket all hooked up but will only play in radio mode

but nothing else will play such as Bluetooth aux or Pandora. Any solutions? Am I missing a
wire? I took out the old radio. Installed the aftermarket kenwood. Checked wiring with test light.
All good. I am getting nothing to my kenwood. I used, Kenwood head unit, dash adapter kit,
wiring adapter and antenna adapter. I tried without the aftermarket wiring adapter, got nothing.
Then rewired with the wiring adapter, that is suppose to resolve the anti theft problem and still
get absolutely nothing. All fuses are good. Everything works fine for about 5 minutes then my
speakers start to crackle then squeal. What is causing this? All current features were to remain
available with the addition of another interface with touchscreen options allowing for streaming
and more bluetooth options. The aux option is no longer showing in the menu options and this
is the only way to use the 2nd interface. Not sure of the problem. Any assistance you can
provide would be appreciated. Hello, I installed an aftermarket unit in f with harness. It flashes
when plugged in but does not come on? What do I need to check? Hi guys, can any one please
tell me why the radio or the cd player on my car mercedes benz not turn on except when I put
the car in a reverse! A Jeep Cherokee latitude. Like it has no power. Hi I have a subaru impreza
and have a problem with a new stereo. I have plugged everything in and the stereo seems to
have power as it loads and ejects CDs but then the power will go off. Also I can press the
display button and it briefly tells me the time then goes off after 30 seconds? Help please. Hello,
first thing to check is wiring. Did you use a scosche, metra or wire harness that adapts the
aftermarket head unit to the wiring of your truck? Trying to install an aftermarket radio in my
Dodge ram , checked all the wiring, and it is connected correctly, but the constant wire is
getting zero power. Checked the fuse box, and it was fine, there are no tears in the wire either,
any ideas? Installed a amp and a sub. Could I have tripped the anti theft feature on the car? Or
what else could be wrong? And how to fix it please. Originally thought it was the wire harness
but all seems to be in order even has a canbus attached to it so avoids having to rewire the
ignition live. The OEM quadlock is missing the two smaller blocks inside it. Rumour has it the
additional wiring for these non existent speakers is on the factory wiring loom but hidden away.
Would you be able to advise on this? I have the stock 22gauge in the front and 16 gauge in the
back, the front sounds ok. But the back sounds muffled and low volume, shouldnt it have more
current running through the 16 gauge wire and thus more power to make it louder. I dont have
my amp wired yet. Your issue is with one of two things: 1. The head unit â€” if your head unit is
powering your system it may not be pushing enough power to all 4 channels. Hope this helps!
Also I can connect my phone and play music off my phone over the back speakers? Is it wired
wrong? I have a 06 Chevy Tahoe. Tv in the back on turn on either. Any idea what is happening?
Once it started it would not shift out of second gear. But it seems very odd that if the radio is
doing something the car messes up. Have you ever heard of anything like this happening. Hi I
bought a Target model car screen, everything works fine but the display lighting of the buttons
does not work Anyone know how to solve this problem? Hi i have a ford ranger as i was
installing a aftermarket radio i plugged it in and it worked i unplugged it to add some aditions
few items to it and plugged it in to see that it had no power the fuses are not blown but yet no
power what could be a issue. My Mini Cooper original factory radio stopped working, except for
the CD player. The CD player still plays perfectlyâ€¦ just, nothing else. All of a sudden my 01
Silverados kenwood radio gets louder or clearer when I turn off my engine. Username or Email
Address. Remember Me. Car Audio Troubleshooting. Kameron Scott 7 min read. Last updated
on November 19th, at am Page Content. See our Affiliate Disclosure for more info. Possible
Solution: Many cars have built in amplifiers that require a 12v signal to be sent in order to turn
on the Amplifier, most common being Bose, Infinity, and JBL. Possible Solution: First off, check
your wiring. If you have a voltage meter or a test light, test the ground black , constant 12v
yellow , and accessory 12v red wires to make see if you have the correct voltage in the correct
wires, as well as a good ground. Constant will always be 12v, whether or not your car is on.
Make sure to use your ground, as well as another ground like the frame or body of the car while
testing your constant and accessory to test that you have a good ground. If you find that one of
your power wires or ground wires are not correct, check your vehicle wire diagram and make
sure you have the correct corresponding power and ground wires. If you do not have power,
and you know for a fact your wiring is correct, check the fuses under the dash or under the
hood depending on your vehicle. After finding the location of the fuse, pull it and make sure that
the leads are not corroded and that the fuse has not been broken or popped. If your speakers
randomly stopped working and you noticed that your amplifier is in protection mode, there are a
few reasons why this might have happened. Most aftermarket amplifiers have a protection from
low and high voltage. Vice versa, if your battery is low and the amplifier is not receiving a
constant 12v, it will enter protection mode. Amplifiers will also enter protection mode if there is
a short somewhere. If you have a signal RCA wire that is shorting out, this could be your
problem so check to see if your RCAs are in-tact and not shorted. Also, if one of the output

channels are shorted out, or you have a blown speaker, many aftermarket amplifiers will enter
protection mode. Disconnect all output channels and see if it will return to normal operation.
Problem: Alternator Wine. Possible Solution: If you hear a wining noise that fluctuates with the
RPMs of your vehicle, and lessens when the car engine is turned off, you are dealing with
Alternator Wine. There are a few solutions to this problem: Wire in a Capacitor. A capacitor is
made to curve the spikes in power from the battery to the Amplifier, to create consistent 12v
power. Adding a capacitor with the correct farad, in some cases, will curve your amplifier power
drawing spikes enough to limit headlight dim. The rule of thumb farad â€” wattage conversion is
1 farad to every watts. Upgrade the Alternator. Replace your battery to a newer, bigger batter to
handle more power and load. Although this might not fix the problem it might help. Add an
Auxiliary Battery: Wire in a completely separate battery to power just your stereo. This will
lessen the load on your engine battery and sometimes will fix your headlight dim. Possible
Solution: If you installed a new head unit in your car, and you're now noticing that your car's
radio has an abnormal amount of static, you may have wired the unit incorrectly. Here's what
you should look for: Pull out the new car stereo to gain access to the wires again. Look for a
blue wire on the aftermarket head unit and ensure that it's connected to a corresponding wire
within your vehicle's wire harness. Without the power, your vehicle's antenna is significantly
less powerful and will result in static. Possible Solution: If you recently installed a stereo with
an amplifier s and subwoofers, your alternator and battery may not be powerful enough to
handle the additional power that's being pulled when your stereo is turned to high volumes.
Check your battery â€” is your battery fresh? Have one of your local auto stores like O'Reilly
Auto Parts do a load test on it. Your battery may be on its way out. Compare the output of your
alternator with the power demands of the stereo or components that you added to your car. You
may need an upgraded alternator. Get a capacitor â€” capacitors store battery to curve the
power demand spikes on your battery and alternator. This can help tremendously but requires
you to buy and wire in an additional component to your system. Installation Information. He
began assembling lists of products, how to's and more, testing products in his garage and
reviewing them as he installed them on customer vehicles. The goal was to give people easy
access to quality car audio and electronics and tech so that you don't have to spend hours
researching something like a car speaker. Between and he worked as a Digital Product Manger
at Motor Trend, working directly with the key editorial members like Mike Floyd and Ed Loh to
build meaningful web experiences tailored to the automotive enthusiast. Today he's still
assembling lists, testing products and writes articles along with the few members of
CarAudioNow's experts that he trusts. Apart from being the founder of CarAudioNow, he's the
primary editor and contributor as well. Related posts. Car Audio Troubleshooting , Learn.
Jumpstarting Your Car in 10 Easy Steps. Car Speakers â€” Why They Blow. A restyled version
of the fifth generation of the Toyota 4Runner. Toyota Alphard is a 5-door class L minivan. A
restyled version of the third generation of the model was introduced in December The car went
on sale in Toyota Auris is a 5-door Class C hatchback. A restyled model of the second
generation of the Toyota Auris model. The car debuted at the Geneva Motor Show in March
Toyota Avalon is a 4-door E-class sedan. The fifth generation of the model. The world premiere
of the car took place as part of the Detroit Automobile Salon in January Toyota Avensis - 4-door
sedan class "D". A restyled version of the third-generation Toyota Avensis model. Toyota Aygo
- 5-door hatchback class "A". The car premiered in at the Brussels Motor Show. A restyled
version of the first generation model. The car was introduced in the fall of Toyota Camry 4-door sedan class "D". The eighth generation of the Camry. The car premiered at the Detroit
Auto Show in January Toyota Corolla is a 4-door Class C sedan. For the first time, a restyled
version of the eleventh generation of the model was presented at the New York Auto Show in
the spring of The concept was presented at the Chicago Motor Show in Start of sales in The
second generation model. The world premiere of the car took place on July 16, in Thailand.
Toyota GT 86 - 2-door coupe class "G1". Facelift version of the GT 86 model. The world
premiere of the model took place in March at the auto show in New York. Toyota Hiace - 4 and
5-door minivan class "L". The sixth generation of the model was presented at the end of the
winter of Toyota Highlander - 5-door crossover class "K3". The fourth generation of the model.
Toyota Hilux - 4-door pickup class "K4". The eighth generation of the Hilux model. The
presentation of the car took place at the Frankfurt Motor Show in Toyota iQ - 3-door hatchback
class "A". The car was first introduced in Japan in the summer of The car debuted at the
Chicago Auto Show in February Toyota Mirai is a 4-door E-class sedan. The world's first
production car with a hydrogen engine. Toyota Prius - 5-door class C hatchback. The fourth
generation of the model debuted at a special event held in in Las Vegas. Restyling the second
generation model. The official show of the car took place at the Chicago Automobile Salon in
February The debut of the restyled version of the third generation of the model took place in the

summer of Toyota GR Supra - 2-door coupe class "G1". Fifth generation Supra model with A90
index. The car was presented at the Detroit Auto Show in the winter of Toyota Tacoma Access
Cab - 4-door pickup class "K4". The model debuted at the Detroit Auto Show in the winter of
Toyota Tundra - 4-door pickup class "K4". The third generation of the Toyota Tundra. The car
was first introduced in February at the Chicago Auto Show. Toyota Urban Cruiser - 5-door
compact crossover class "K1". The concept premiered at the Geneva Motor Show in March The
production version is presented at the Paris auto show in October Toyota Verso - 5-door
compact class "L" class. A restyled version of the third generation Verso model. The car
premiered at the Paris Motor Show in September Toyota Yaris is a 3-door class B front-wheel
drive hatchback. A restyled version of the third generation Toyota Yaris model. The car
premiered in the fall of Toyota Auris Wiring Diagrams. Adobe Acrobat Document 1. Toyota
Avalon Wiring Diagrams. Adobe Acrobat Document 5. Toyota Hilux Wiring Diagrams. Adobe
Acrobat Document 3. Toyota Avensis Wiring Diagrams. Adobe Acrobat Document Toyota Camry
Wiring Diagrams. Adobe Acrobat Document 6. Toyota Corolla Wiring Diagrams. Adobe Acrobat
Document 2. Toyota Hiace Wiring Diagrams. Toyota Land Cruiser Wiring Diagrams. Toyota
Prius Wiring Diagrams. Toyota Yaris Wiring Diagrams. Toyota Supra Wiring Diagrams. Lineup of
Toyota Cars. Introduction This policy implements the procedures set forth in 17 U. It is the
policy of the Company to respect the legitimate rights of copyright owners, their agents, and
representatives. Users of any part of the Company computing system are required to respect
the legal protections provided by applicable copyright law. Email: violations contact form this
email address is only for copyright infringement claims â€” you will not receive a reply if the
matter is not a copyright issue : legal hollywood. When we receive proper notification of
claimed infringement, the Company will follow the procedures outlined herein and in the DMCA.
An electronic or physical signature of the copyright owner or a person authorized to act on
behalf of the owner of an exclusive right that is allegedly infringed. Identification of the
copyrighted work or works claimed to have been infringed. Identification of the material that is
claimed to be infringing or to be the subject of infringing activity and that is to be removed or
access to which is to be disabled, and information reasonably sufficient to permit the Company
to locate the material. Information reasonably sufficient to permit the Company to contact the
complaining party, including an address, telephone number, and, if available, an email address
at which the complaining party may be contacted. A statement that the information in the notice
is accurate, and under penalty of perjury, that the complaining party is authorized to act on
behalf of the owner of an exclusive right that is allegedly infringed. If you do not include all of
the above information, it may invalidate your notification or cause a delay of the processing of
the DMCA notification. Please note that, under Section f of the Copyright Act, any person who
knowingly materially misrepresents that material or activity is infringing may be subject to
liability. Please also note that the information provided in your notification to us may be
forwarded to the perso
factory auto manuals
opel insignia 2015
auto factory service manuals
n who provided the allegedly infringing content. Company reserves the right to publish
Claimant information on the site in place of disabled content. The Company will comply with the
appropriate provisions of the DMCA in the event a counter notification is received. Please note
that under Section f of the Copyright Act, any person who knowingly materially misrepresents
that material or activity was removed or disabled by mistake or misidentification may be subject
to liability. Accommodation of Standard Technical Measures It is Company policy to
accommodate, and not interfere with, standard technical measures it determines are reasonable
under the circumstances, i. Click here - to use the wp menu builder Click here - to use the wp
menu builder. Where Are They Now? Want More? Sign Up for Our Newsletter! Follow hollywood.
Copyright Issues Hollywood. Complaint Notice Procedures for Copyright Owners The following
elements must be included in your copyright infringement complaint notice: 1.

