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Midwest Transmission Center can provide ZF-S Transmission rebuilt units as well as parts and
free technical assistance with your own transmission repairs. Ford starting using the ZF-S in to
utilized the SM was utilized between to , this transmission is rated for lb-ft. The particular unit
came in 2 different ratios wide and close ratio variations. The close ratio edition is utilized in
F-Series trucks using a 7. This transmission features an lightweight aluminum case having an
integral bell housing. The ZF transmission used with the 7. Rebuilt Manual ZF-S Transmission
can be purchased from Midwest Transmission Center, we can easily also provide rebuild
overhaul kits and hard-parts, inquire about our great take out parts , used let us help save you
some money! Five of the extremely common problems in ZF-S manual transmission failures
tend to be :. You should also examine the bearing between your input and main shaft. Rough
and excessive wear on the rear bearing on the output shaft. Noise can even be caused by
substantial use of needle bearings under main-shaft gears. Hard to get to get into gear ZF-S 1st,
2nd and reverse might be attributed to failing clutch. Grinding going into gear ZF-S Syncro ring
or slider wear, excessive bearing wear allowing shafts to move away from design boundaries.
An additional common problem is excessively worn shift housing or shifter, each of which can
replace by re-manufactured components by Midwest Transmission Center. Popping out of gear
ZF-S May be brought on by worn syncro slider and or perhaps shift lever maladjusted. Worn
input bearing as well as shift shaft. Will not shift through gear to gear ZF-S This issue may be
brought on by the examples below : Shift fork pads missing or with abnormal wear, damaged
fork or slider grooved. At the very first sign of vibration we suggest that you have the driveline
high-speed balanced. Malfunction of your dual mass flywheel can also crack the actual bell
housing portion of the case. This is an example of a widget area that you can place text to
describe a product or service. You can also use other WordPress widgets such as recent posts,
recent comments, a tag cloud or more. About Contact Us Blog Cart 0. Midwest Transmission
Center, Inc. Toll Free Free Technical Support. Ford 5 Spd Man. Footer 4 Widget This is an
example of a widget area that you can place text to describe a product or service. All Rights
Reserved. Designed and Managed by: Webbing Soul. Part of obeying a strict 7. You also need to
know just how much oil or fluid your 7. In this post, our 7. That means the exact 7. Although 7.
Also, always use your dipstick to determine when your 7. Depending on your axle, fluid fill
specifications vary. To keep your 7. There is a little bit of flexibility with engine oil. You may
need a different viscosity if you are in extremely cold climates. You do not have to go with
Motorcraft 15W40 however. There are many good 15W40 engine oils made specifically for a
diesel. This helps support Diesel Resource and allows us to continue to produce helpful diesel
insight and content. Thank you for the support! Want to learn more about the latest insights in
the diesel industry? Signup for our newsletter and stay up to date on the top trending topics!
Founder of Diesel Resource and a complete diesel head. Has a little bit of problem buying too
many trucks. Learn more about him by checking out his truck. Help Us Get to 1,! Written by
Kamil January 10th, Make Kamil's day and share it with a buddy! Best Ford 6. Complete 6.
Complete 7. Comprehensive 3. Comprehensive 6. Ford 3. Ford 6. Ford 7. The Ultimate Guide to
Ford 6. Ultimate Guide to Ford 6. Diesel Performance. Digital Gauge Monitors. Mercon V ATF.
Motorcraft VC 5. See the complete line of products that we offer at To speak to a Drive Train
Expert or to place an order call toll free ! Our factory rebuilt re-manufactured transmissions are
dyno tested before leaving the factory, ensuring the highest quality. Use our online shopping
cart, just double click the part number and see additional information, add to cart or proceed to
check out. If you need more information or cannot find the parts you need give us a call toll free
, if you would like to save money, ask about our good take out parts GTO , they are inspected
and guaranteed. We offer a no hassle 12 month warranty, performance guaranteed. You can find

the identification tag on the left side of the transmission case. Supplying this tag information
when ordering a replacement transmission or transmission parts is important. The ZF S was
used by Ford starting in Select this link to see what models that used this 5 Speed
transmission. For common problems for the ZFS see video. Below we provide a ZF S parts
illustrations 2 pages to assist you with correct identification of the parts you need. Select the
parts you require from the following list and give us a call. One of the most common problems
is rough bearing failure noise coming from the front of the transmission clutch area. This is
generally caused by pilot bearing failure that generally damages the input shaft, see our repair
kit. If you need more information or cannot find the parts you need give us a call. If you would
like to save money, ask about our good take out parts GTO , they are inspected and guaranteed.
Midwest Transmission can Cryogenic Treat any shaft or gear. Call for a quote. This is an
example of a widget area that you can place text to describe a product or service. You can also
use other WordPress widgets such as recent posts, recent comments, a tag cloud or more.
About Contact Us Blog Cart 0. Midwest Transmission Center, Inc. Toll Free Free Technical
Support. Applications F-Series Truck 4. Footer 4 Widget This is an example of a widget area that
you can place text to describe a product or service. All Rights Reserved. Designed and
Managed by: Webbing Soul. Need Stronger Parts? The monthly payment is based on the price
of this vehicle assuming it is financed. If you choose to lease, you can also use the payment
calculator to determine your lease terms. The ratings are based on a star system and can vary
by style. We have partnered with trusted dealers in your area to give you a great price on the
new Ford F This is how it works:. Saved Vehicles 0 Saved Searches 0. Cars Direct. Additionally,
find Ford F warranty and reliability information, such as limits on bumper-to-bumper coverage
and major components. Compare all Ford F models side-by-side. Est Monthly Loan. WB SRW.
Incentives Incentives that help lower the selling price of a vehicle. Money Factor Represents the
interest charged on a lease. May require top-tier credit to qualify for the best rates. Get Custom
Lease Quote Reset. See Used Listings. Front Anti-Roll Bar. Seating Capacity. Vanity Mirrors.
Skid Plates. For a list of safety-related features, please check the Safety section. Buying With
CarsDirect We have partnered with trusted dealers in your area to give you a great price on the
new Ford F Use the CarsDirect Target Price as a tool in your negotiation. The dealer will help
you with financing or leasing, as well as trade-in options. Ford F By Year New Used Quick Links.
See also: Shop Manual , User Manual. Table of Contents. Instrument Cluster. Warning Lights
And Chimes. Entertainment Systems. Auxiliary Input Jack. Navigation System. Family
Entertainment System. Climate Controls. Turn Signal Control. Bulb Replacement. Driver
Controls. Steering Wheel Adjustment. Power Windows. Speed Control. Upfitter Controls.
Owners Guide postfmt. USA fus. Ford may change the contents without notice and without
incurring obligation. Page 4: Introduction â€” Special handling may apply for service or vehicle
end of life disposal. See Please take the time to get well acquainted with your vehicle by reading
this handbook. The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Some vehicles are equipped with Powertrain Control Systems that can
detect and store information about vehicle modifications that increase horsepower and torque
output; Page 8 Snowplowing in the Driving chapter. Using your vehicle as an ambulance If your
light truck is equipped with the Ford Ambulance Preparation Package, it may be utilized as an
ambulance. In addition, ambulance usage without the preparation package could cause high
underbody temperatures. Page 10 Introduction These are some of the symbols you may see on
your vehicle. Many lights will illuminate when you start your vehicle to make sure the bulbs
work. Page 14 Instrument Cluster Under engine misfire conditions, excessive exhaust
temperatures could damage the catalytic converter, the fuel system, interior floor coverings or
other vehicle components, possibly causing a fire. Page 15 Instrument Cluster Safety belt:
Reminds you to fasten your safety belt. A Belt-Minder chime will also sound to remind you to
fasten your safety belt. Engine oil pressure: Illuminates when the oil pressure falls below the
normal range. Page 16 Instrument Cluster If the light remains on, have the system serviced
immediately by your authorized dealer. Continued driving with this light on may cause the
Service engine soon warning light to come on. Page 17 Instrument Cluster Four wheel drive low
if equipped : Illuminates when four-wheel drive low is engaged. Speed control if equipped :
Illuminates when the speed control is activated. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Page 21 Instrument Cluster Standard instrument cluster Harley-Davidson
instrument cluster Engine oil pressure gauge: Indicates engine oil pressure. If the needle falls
below the normal range, stop the vehicle, turn off the engine and check the engine oil level.
Page 22 Instrument Cluster Battery voltage gauge manual transmission only : Indicates the

battery voltage when the ignition is in the RUN position. Transmission fluid temperature gauge
automatic transmission only : If the gauge is in the: Normal area normal - the Ford strongly
recommends that drivers use extreme caution when using any device that may take their focus
off the road. The drivers primary responsibility is the safe operation of their vehicle. Page 24
Entertainment Systems 2. SEEK to adjust between the left and right speakers. Page 25 if
equipped Driving while distracted can result in loss of vehicle control, accident and injury.
When the chosen song is playing on any satellite radio channel, the system will alert you with
an audible prompt. When the six strongest stations are filled, the station stored in preset 1 will
begin playing. Page 30 Entertainment Systems 7. If you wish to engage shuffle mode right away,
press SEEK to begin random play. Otherwise, random play will begin when the current track is
finished playing. Page 32 if equipped Driving while distracted can result in loss of vehicle
control, accident and injury. Check with your authorized dealer for availability. Page 35
Entertainment Systems When the six strongest stations are filled, the station stored in preset 1
will begin playing. If there are less than six strong stations, the system will store the last one in
the remaining presets. Page 36 Entertainment Systems The default setting is off; increasing
your vehicle speed will not change the volume level. Adjust 1â€”7: Increasing this setting from 1
lowest setting to 7 highest setting allows the radio volume to automatically change slightly with
vehicle speed to compensate for road and wind noise. Recommended level is1â€”3; Page 38
Entertainment Systems You may store up to six stations in each frequency band for a total of
Page 39 Entertainment Systems The Auxiliary Input Jack, located on the instrument panel below
the power point, provides a way to connect your portable music player to the in-vehicle audio
system. Page 41 Entertainment Systems Troubleshooting: 1. Do not connect the audio input
jack to a line level output. Line level outputs are intended for connection to a home stereo and
are not compatible with the AIJ. The AIJ will only work correctly with devices that have a
headphone output with a volume control. Page 42 CD units are designed to only play
commercially manufactured, round 4. Due to technical incompatibility, certain homemade
compact discs may not function correctly when used in Ford CD players. Do not use any
irregular shaped CDs or discs with a scratch protection film attached. Page 43 Entertainment
Systems CDs with homemade paper adhesive labels should not be inserted into the CD player
as the label may peel and cause the CD to become jammed. It is recommended that homemade
CDs be identified with permanent felt tip marker rather than adhesive labels. While various.
Page 45 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete
programming including canceling, moving or adding particular channels, and its prices, at any
time, with or without notice to you. Ford Motor Company shall not be responsible for any such
programming changes. The system is working properly. Press the power button to turn the
system off. The indicator light will turn off indicating the system is off. Note: The audio from the
DVD system will play over all vehicle speakers and can be adjusted by the radio volume control.
Page 50 Entertainment Systems 2. It will load and automatically begin to play. Page 51
Entertainment Systems from the auxiliary source, the screen will remain black. To listen to
audio over the headphones Dual play mode : 1. Page 52 Entertainment Systems 2. Adjust the
volume levels using the volume controls on the DVD system. A display will appear at the bottom
of the screen indicating the brightness level. Page 54 Entertainment Systems 9. LCD screen:
The eight inch diagonal screen rotates down to view and up into housing to store when not in
use. Ensure that the screen is latched into the housing when being stored. Volume: When in
Single Play, press to increase or decrease the volume over all speakers. Page 55 Entertainment
Systems When not in a menu, and in DVD mode, press to adjust the brightness. A display bar
will appear at the bottom of the screen indicating the brightness levels. Page 56 Entertainment
Systems 3. Page 57 Entertainment Systems Press and release for the previous chapter. Press
PLAY to resume normal playback speed and volume. Page 58 Entertainment Systems Remove
the screw and unlatch the battery cover to access the batteries. The remote control unit uses
two AAA batteries which are supplied with the unit. Headphones Wireless headphones The
driver should never use the headphones while driving the vehicle. Page 59 Entertainment
Systems To install the batteries, remove the screw at the bottom of the cover. Then, lightly
press down on top and slide the cover off. When replacing the batteries, use two new batteries
alkaline recommended and install them with the correct orientation as indicated in the battery
housing. A red indicator light will illuminate indicating the headphones are ON. Page 61
Entertainment Systems Wired headphones Do not leave children unattended in the vehicle and
do not let children operate the system while unsupervised. If wired headphones or auxiliary
systems are used, children may become entangled in the cords and seriously injure
themselves. The driver should never use the headphones while driving the vehicle. Page 62
Entertainment Systems Single Play: Single play consists of all occupants in the vehicle
listening to the same playing media over the front and rear speakers. The system default is

Angle 1. The system default is English. The system default is OFF. This is disc dependent.
Press again to stop. Page 67 DVD only. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD and DVD players.
Please contact your authorized dealer for further information. Playing a DVD 1. Page 69
Entertainment Systems Frame by frame 1. With a DVD playing, press pause. Press the right
cursor button. The DVD will advance one frame. Each press of the right cursor button will
advance the DVD video by one frame. Status messages will appear in the radio display showing
the DVD status. In Single Play mode, all speakers listen to the same media. In Dual Play mode,
rear seat passengers can use the infrared wireless, or wired not included headphones to listen
to a different playing media than the front seat passengers. Page 72 Safety information Driving
while distracted can result in loss of vehicle control, accident and injury. It will not be capable of
providing audio to the speakers. Fan speed adjustment: Controls the volume of air circulated in
the vehicle. Temperature selection: Controls the temperature of the airflow in the vehicle. Air
flow selections: Controls the direction of the airflow in the vehicle. Page Manual Heating And Air
Conditioning Climate Controls To increase airflow to the outer instrument panel vents, close the
vents located in the middle of the instrument panel. Do not place objects on top of the
instrument panel as these objects may become projectiles in a collision or sudden stop. Page
78 Climate Controls 1. See the following for a brief description on each control. Recirculated air
may reduce the amount of time to cool down the interior of the vehicle and may also help
reduce undesired odors from reaching the interior of the vehicle. Recirculation can be engaged
manually in any other airflow selection except defrost. Select 2. Adjust the temperature control
to maintain comfort. Set the fan speed to the highest setting. Direct the outer instrument panel
vents towards the side windows. To increase airflow to the outer instrument panel vents, close
the vents located in the middle of the instrument panel. Turns on the parking lamps, instrument
panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Autolamp control if
equipped The autolamp system provides light sensitive automatic on-off control of the exterior
lights normally controlled by the headlamp control. Always remember to turn on your
headlamps at dusk or during inclement weather. Move the control to the full upright position,
past detent, to turn on the interior lamps. Page 88 Lights To adjust the headlamps: 1. Park your
vehicle on a level surface about 25 feet 7. Check your headlamp alignment at night or in a dark
area so that you can see the headlamp beam pattern. Page 89 Lights 5. Locate the vertical
adjuster 2 for each headlamp. Adjust the aim by turning the adjuster control either clockwise to
adjust up or counterclockwise to adjust down. In addition to the horizontal line marked in step
2, a pair of vertical lines 5 must be marked at the center line of the headlamps on the wall or
screen. Measure the height from the center of your headlamp indicated by a 3. Page 93 Lights 5.
Remove the bulb assembly by turning it counterclockwise and pulling it straight out. Grasp the
bulb only by its plastic base and do not touch the glass. The oil from your hand could cause the
bulb to break the next time the headlamps are operated. Page 94 Lights 4. Pull the old bulb out
from the socket. Install the new bulb s in reverse order. Replacing headlamp bulbs sealed beam
1. Page 95 Lights 2. Pull the assembly straight out disengaging snap clip. Top view of assembly
shown. Page 96 Lights 3. Rotate the bulb socket counterclockwise and remove from lamp
assembly. Pull the bulb straight out of the socket. Make sure the headlamp switch is in the off
position. Page 97 Lights Front clearance and identification lamp bulbs 1. Remove the screw and
lens from the lamp assembly. Install the bulb s in reverse order. Replacing foglamp bulbs if
equipped 1. Pull and hold the steering wheel release control toward you. Move the steering up
or down until you find the desired location. Release the steering wheel release control. This will
lock the steering wheel in position. If your vehicle is equipped with a moon roof, refer to
One-touch moonroof later in this chapter for information on its operation. Page Driver Controls
The auxiliary power point is located on the instrument panel. On SuperCab and Crew Cab
models, another power point is located on the rear of the center console if equipped. Do not use
the power point for operating the cigarette lighter element if equipped. They may seriously
injure themselves. If your vehicle is equipped with a power rear slide window, the switch is
located on the instrument panel behind the right-hand side of the steering wheel. Page Driver
Controls Automatic dimming inside rear view mirror if equipped Your vehicle may be equipped
with an inside rear view mirror which has an auto-dimming function. Page Driver Controls
Heated outside mirrors if equipped The main mirror glass is heated to remove ice, mist and fog.
To activate the heated mirrors, press the heated mirror control located on the climate control
panel. The heated mirrors will operate for 10 minutes, then automatically shut off or shut off
when the engine is turned off. If a mirror is folded manually forward to position 3, you must
manually fold it back to position 1 or 2 in order for the powerfold function to continue
functioning. Page Driver Controls Mirror mounted side turn signal indicator if equipped When
the vehicle turn signals are activated, the outer portion of the mirror housing will blink amber.

The turn signal feature can be seen by other drivers who may approach from the rear of the
vehicle. Page Speed Control Driver Controls Never adjust the accelerator and brake pedal with
feet on the pedals while the vehicle is moving. Page These controls allow you to operate some
radio and climate control features. Driving while distracted can result in loss of vehicle control,
accident and injury. These switches will only operate while the ignition is in the 3 ON position,
whether the engine is running or not. Page Moon Roof Brown More detailed information about
the Upfitter switches can be found in the Upfitter Switches bulletin found at Press and hold the
control again until the glass stops moving the moon roof does not go to the comfort position.
Page Driver Controls model manufactured before April 1, A garage door which cannot detect an
object, signaling the door to stop and reverse, does not meet current U. For more information,
contact HomeLink at: Retain the original transmitter for use in other vehicles as well as for
future programming procedures i. Page Driver Controls 6 to complete programming of a rolling
code equipped device most commonly a garage door opener. Activation will now occur for the
trained product garage door, gate operator, security system, entry door lock, or home or office
lighting etc. Page Driver Controls 5. In the event of a multiple warning situation, the message
center will cycle the display to show all warnings by displaying each one for 4 seconds.
Warning can Tire Monitor Fault if reappear if the condition is still equipped present. Warning will
reappear on the next ignition key-cycle if the condition Tire Sensor Fault if equipped still exists.
Displayed when the engine control module detects the Diesel particulate filter DPF is full of
particulates and that the vehicle is not being operated in a manner to allow automatic cleaning.
You may select display features on the message center for a display of status. Page Driver
Controls Autolamp timer presets This feature keeps your headlights on for up to three minutes
after the ignition is switched off. Determine your magnetic zone by referring to the zone map.
Turn ignition to the RUN position. Start the engine. Page Driver Controls 9. The compass is now
calibrated. Language 1. Page Driver Controls This acts as a reminder that these warning
conditions still exist within the vehicle. Warning display Status Park brake engaged Warning
returns after 10 minutes if condition still exists. Displayed when the rear left door is not
completely closed. Displayed when the rear right door is not completely closed. Displayed as an
early reminder of a low fuel condition. Displayed when the water separator has reached a
predetermined capacity and needs to be drained. Refer to your 6. Page Driver Controls 1. Before
removal of the tailgate, locate and disconnect the electrical connector under the pick-up box on
the right-hand side of the vehicle near the spare tire. Install the protective cap tethered to the
wiring harness under the vehicle on the RCS connector. Page Driver Controls 3. Rotate the
center molding to unlatch the tailgate. Flip open the panel to widen the step. Pull the locking pin
toward the center of the vehicle. Rotate the storage hinge rearward to unlatch the panels. Rotate
the panels toward the tailgate. Repeat Steps 1â€”3 for the other side of the bed extender.
Connect the two panels, then rotate both knobs a quarter-turn clockwise to secure the panels.
Ensure the latch rod is inserted into the tailgate hole and the locking pins on both sides are
engaged into their holes in the pick-up box. Page Driver Controls To open the bed extender into
Grocery Mode, follow Steps 1â€”5 by rotating the panels away from the tailgate. You should
always carry a second key with you in a safe place in case you require it in an emergency. Page
Locks and Security 4. Press the power door unlock control on the door panel three times. Turn
the ignition back to the 3 ON position. The horn will chirp one time to confirm programming
mode has been entered and is active. Close all the doors. Enter factoryâ€”set 5â€”digit entry
code. Operation is subject to the following two conditions: 1 This device may not cause harmful
interference, and 2 This device must accept any interference received, including interference
that may cause undesired operation. Page Locks and Security One step door unlocking If the
one step door unlocking feature is activated, press and release once to unlock all of the doors.
Note: The interior lamps will illuminate refer to the Illuminated entry feature later in this section
if the control on the overhead lamp is not set to the off position. Page Locks and Security
Activating the memory seat feature To activate this feature: 1. Position the seat, adjustable
pedals and mirrors to the position desired. Within five seconds, press one control on the remote
transmitter and then press the 1 or 2 control on the lower-center portion of the Page Locks and
Security 2. Do not wipe off any grease on the battery terminals on the back surface of the circuit
board. Remove the old battery. Note: Please refer to local regulations when disposing of
transmitter batteries. Insert the new battery. Refer to the diagram inside the remote entry
transmitter for the correct orientation of the battery. Page Locks and Security To reprogram the
remote entry transmitters: 1. Ensure the vehicle is electronically unlocked. Put the key in the
ignition. Note: The eighth turn must end in the 3 ON position. The dome lamp control if
equipped must not be set to the off position for the illuminated entry system to operate. Note:
The factory-set code cannot be associated with a memory setting. Use of these systems may
result in vehicle starting problems and a loss of security protection. Note: Large metallic

objects, electronic devices that are used to purchase gasoline or similar items, or a second
coded key on the same key chain may cause vehicle starting issues. Automatic disarming
Switching the ignition to the 3 ON position with a coded key disarms the vehicle. Page Locks
and Security 1. Do not pile cargo higher than the seatbacks to reduce the risk of injury in a
collision or sudden stop. The driver should never adjust the head restraint while the vehicle is
in motion. Ensure the seat is relatched into place. Page Seating and Safety Restraints Lift up
armrest to return it to a center seatback. Make sure that the seat is relatched into place. The
control is located on the outboard side of the seat cushion. Press front to raise or lower the
front portion of the seat cushion. Page Seating and Safety Restraints Using the manual lumbar
support The lumbar support control is located on the outboard side of the seat Turn the lumbar
support clockwise for more support. Turn the lumbar support counterclockwise for less
support. Heated seats if equipped The heated seat control is located on the climate control
panel. The memory seat control is located on the driver door. Page Seating and Safety
Restraints To fold the seatback down, pull down the latch lever located on the bottom seat back
to fold the seat back forward. To flip the seat cushion up, pull up on the lever located on the
side of the seat cushion to rotate the cushion up until it locks into a vertical storage position,
gaining Page Safety Restraints Seating and Safety Restraints To gain access to the cupholders
and tray, pull down on the armrest. Pull up on the straps located at the sides of the load floor,
and rotate forward until resting on the carpet. Page Seating and Safety Restraints It is extremely
dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision, people riding in
these areas are more likely to be seriously injured or killed. Do not allow people to ride in any
area of your vehicle that is not equipped with seats and safety belts. Page Seating and Safety
Restraints Combination lap and shoulder belts 1. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from until you hear a snap and feel it
latch. Make sure the tongue is securely fastened in the buckle. Page Seating and Safety
Restraints This mode should be used any time a child safety seat is installed except a booster
in a front or rear outboard passenger seating position if equipped. Children 12 years old and
under should be properly restrained in the rear seat whenever possible. Failure to replace the
belt and retractor assembly could increase the risk of injury in collisions. Page Seating and
Safety Restraints Position the safety belt height adjusters so that the belt rests across the
middle of your shoulder. Failure to adjust the safety belt properly could reduce the
effectiveness of the seat belt and increase the risk of injury in a collision. To adjust the shoulder
belt height, push the button and slide the height adjuster up or down. Page Seating and Safety
Restraints 2. Insert the belt into the clip on the back panel. Protect the stowed belt if you carry
cargo this may damage or soil the belt. If the belt has been disconnected to carry large objects
behind the seat, reconnect it as follows: 1. Page Seating and Safety Restraints longer. Before
you can reach and latch a combination lap and shoulder belt having a cinch tongue into the
buckle, you may have to lengthen the lap belt portion of it. Page Seating and Safety Restraints
Lap belts Adjusting the lap belt The lap belt should fit snugly and as low as possible around the
hips, not across the waist. Insert the tongue into the correct buckle the buckle closest to the
direction the tongue is coming Page Seating and Safety Restraints The following are reasons
most often given for not wearing safety belts All statistics based on U. Page Seating and Safety
Restraints Reasons given Frontal airbags are not designed to inflate in rear and side crashes or
rollovers. People who are ejected are 40 times more likely to DIE. Page Seating and Safety
Restraints While the design allows you to deactivate your Belt-Minder , this system is designed
to improve your chances of being safely belted and surviving an accident. We recommend you
leave the Belt-Minder system activated for yourself and others who may use the vehicle. Page if
equipped , shoulder belt guide on seatback if equipped , child safety seat LATCH and tether
anchors, and attaching hardware, should be inspected after a collision. Ford Motor Company
recommends that all safety belt assemblies in use in vehicles involved in a collision be
replaced. Page Additional equipment such as snowplow equipment may effect the performance
of the airbag sensors increasing the risk of injury. Please refer to the Ford Truck Body Builders
Layout Book for instructions about the appropriate installation of additional equipment.
Children and airbags For additional important safety information, read all information on safety
restraints in this guide. Page Seating and Safety Restraints An infant in a rear-facing seat faces
a high risk of serious or fatal injuries from a deploying passenger airbag. Rear facing infant
seats should NEVER be placed in the front seats, unless the passenger airbag is turned off.
How does the airbag supplemental restraint system work? The airbag SRS is designed to
activate when the vehicle sustains Page Seating and Safety Restraints restrained or are
otherwise out of position at the time of airbag deployment. Thus, it is extremely important that
occupants be properly restrained as far away from the airbag module as possible while
maintaining vehicle control. Several air bag system components get hot after inflation. Page

Seating and Safety Restraints Disposal of airbags and airbag equipped vehicles See your local
authorized dealer. Before driving, always look at the face of the switch to be sure the switch is
in the proper position in Page Seating and Safety Restraints If your vehicle has rear seats,
always transport children who are 12 and younger in the rear seat. Always use safety belts and
child restraints properly. Medical condition. Page To improve the fit of both the lap and shoulder
belt on children who have outgrown child safety seats, Ford Motor Company recommends use
of a belt-positioning booster. Booster seats position a child so that safety belts fit better. They
lift the child up so that the lap belt rests low across the hips and the knees bend comfortably.
Generally this is when they weigh about 80 lb. Page Seating and Safety Restraints Follow all
instructions provided by the manufacturer of the booster seat. Never use pillows, books, or
towels to boost a child. Page 80 pounds 36 kg using an upper torso harness and a
belt-positioning booster. Ford recommends the use of a child safety seat having a top tether
strap. Install the child safety seat in a seating position with a tether anchor. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Page Seating and Safety
Restraints 5. To put the retractor in the automatic locking mode, grasp the shoulder portion of
the belt and pull downward until all of the belt is extracted and a click is heard. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Page
Seating and Safety Restraints Attaching child safety seats with tether straps Most new
forward-facing child safety seats include a tether strap which goes over the back of the seat and
hooks to an anchoring point. Tether straps are available as an accessory for many older safety
seats. Contact the manufacturer of your child seat for information about ordering a tether strap.
Position the child safety seat on the seat cushion. Route the child safety seat tether strap over
the back of the seat. Locate the correct anchor for the selected seating position. Refer to the
Installing child safety seats with combination lap and shoulder belts section of this chapter for
further instructions to secure the child safety seat. Page Seating and Safety Restraints Many
tether straps cannot be tightened if the tether strap is hooked to the loop directly behind the
child seat. To provide a tight tether strap: 1. Route the tether strap through the loop directly
behind the child seat. Utility vehicles and trucks are not designed for cornering at speeds as
high as passenger cars any more than low-slung sports cars are designed Page Tires, Wheels
and Loading Power is supplied to all four wheels through a transfer case or power transfer unit.
You should become thoroughly familiar with this information before you operate your vehicle.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. Page Tires, Wheels and Loading Treadwear The treadwear grade is a
comparative rating based on the wear rate of the tire when tested under controlled conditions
on a specified government test course. Page Tires, Wheels and Loading TIRES Tires are
designed to give many thousands of miles of service, but they must be maintained in order to
get the maximum benefit from them. Page Tire Inflation if equipped , at least monthly and before
long trips. You are strongly urged to buy a reliable tire pressure gauge, as automatic service
station gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire
pressure gauge rather than a stick-type tire pressure gauge. The cold inflation pressure should
never be set lower than the recommended pressure on the Safety Compliance Certification
Label or Tire Label. When weather temperature changes occur, tire inflation pressures also
change. As such, they cannot be treated like normal light truck tires. Tire service, including
adjusting the air pressure, must be performed by personnel trained, supervised and equipped
according to Federal Occupational Safety and Health Administration OSHA regulations. Page
Tires, Wheels and Loading Stay out of the trajectory 1 as indicated in the illustration. TIRE
CARE Inspecting your tires Periodically inspect the tire treads for uneven or excessive wear and
remove objects such as stones, nails or glass that may be wedged in the tread grooves. Page
such as P-metric versus LT-metric or all-season versus all-terrain as those originally provided
by Ford. Page The tire pressure sensors mounted in the wheels if equipped are not designed to
be used in aftermarket wheels. The use of wheels or tires not recommended by Ford Motor
Company may affect the operation of your Tire Pressure Monitoring System if equipped. Page
Tires, Wheels and Loading Tire rotation Rotating your tires at the recommended interval as
indicated in the scheduled maintenance information that comes with your vehicle will help your
tires wear more evenly, providing better tire performance and longer tire life. We do not
recommend splitting up the dual rear wheels. This information identifies and describes the
fundamental characteristics of the tire and also provides a U. Page Tires, Wheels and Loading 7.
The speed rating denotes the speed at which a tire is designed to be driven for extended
periods of time under a standard condition of load and inflation pressure. The tires on your
vehicle may operate at different conditions for load and inflation pressure. Page Tires, Wheels
and Loading Tire Ply Composition and Material Used: Indicates the number of plies or the

number of layers of rubber-coated fabric in the tire tread and sidewall. Tire manufacturers also
must indicate the ply materials in the tire and the sidewall, which include steel, nylon, polyester,
and others. Note: Tire Quality Grades do not apply to this type of tire. Note: The temporary tire
size for your vehicle may be different from this example. If your vehicle has tires of a different
size than the size indicated on the vehicle placard or tire inflation pressure label, you should
determine the proper tire inflation pressure for those tires. Page Tires, Wheels and Loading
When you believe your system is not operating properly The main function of the Tire Pressure
Monitoring System is to warn you when your tires need air. It can also warn you in the event the
system is no longer capable of functioning as intended. Repair the damaged road wheel and
re-mount it on the vehicle to restore system functionality. Page Tires, Wheels and Loading
TPMS reset procedure if applicable This procedure is only required after tire rotation on
vehicles with different front and rear tire pressures. Page To reduce the chances of interference
from another vehicle, TPMS reset should be performed at least three feet one meter away from
another Ford Motor Company vehicle undergoing the TPMS reset procedure at the same time.
Do not wait more than two 2 minutes between resetting each tire sensor or the system will
timeout and the entire procedure will have to be repeated on all four wheels. Page Tires, Wheels
and Loading 3. Press and hold the brake pedal for two 2 seconds, then release. Page Tires,
Wheels and Loading 1. Left front tire: Place the TPMS reset tool against the left front tire where
the tire meets the rim, opposite from the valve stem 1 as shown. This is where the sensor is
located inside the rim. The tool needs to be held against the tire sidewall opposite the valve
stem as illustrated with the arrow on the tool pointing towards the rim; Page Tires, Wheels and
Loading Rotation, pressure adjustment and TPMS reset example The following example
describes all the major steps involved in rotating tires on a vehicle with different front and rear
tire pressures. It illustrates that the TPMS reset procedure needs to follow tire rotation and
pressure adjustment to avoid a possible false low tire warning. Page Tires, Wheels and Loading
Rotation, pressure adjustment and successful completion of the TPMS reset procedure Sensor
1: 80 psi Sensor 2: 80 psi Sensor 3: 50 psi Sensor 4: 50 psi Tire rotation and air pressure
adjustment followed by sensor resetting will ensure the system is properly programmed for
vehicles with different front and rear tire pressures and reduce the risk of a false low tire
warning. Properly loading your vehicle will provide maximum return of vehicle design
performance. Page Tires, Wheels and Loading The appropriate loading capacity of your vehicle
can be limited either by volume capacity how much space is available or by payload capacity
how much weight the vehicle should carry. Once you have reached the maximum payload of
your vehicle, do not add more cargo, even if there is space available. When towing, trailer
tongue load or king pin weight is also part of cargo weight. GVWR Gross Vehicle Weight Rating
â€” is the maximum allowable weight of the fully loaded vehicle including all options,
equipment, passengers and cargo. Page Tires, Wheels and Loading passengers â€” that the
vehicle can handle without risking damage. Separate functional brakes should be used for safe
control of towed vehicles and for trailers where the GCW of the towing vehicle plus the trailer
exceed the GVWR of the towing vehicle. Page Tires, Wheels and Loading 4. The resulting figure
equals the available amount of cargo and luggage load capacity. Page Tires, Wheels and
Loading The weight of all additional cargo and passengers must be subtracted from the
maximum trailer weight calculated above. The draw bar supports all the vertical tongue load of
the trailer. After proper adjustment, the rear bumper should be no higher than in Step 2. Page
Tires, Wheels and Loading The Ford TBC has only been verified to be compatible with trailers
having electric-actuated drum brakes one to four axles and not hydraulic surge or
electric-over-hydraulic types. It is the responsibility of the customer to ensure that the trailer
brakes are adjusted appropriately, functioning normally and all electric connections are
properly made. Page Tires, Wheels and Loading 5. If the manual control is activated while the
brake is also applied, the greater of the two inputs determines the power sent to the trailer
brakes. Page Note: Your TBC can be diagnosed by your authorized dealer to determine exactly
which trailer fault has occurred; however, if the fault is with the trailer this diagnosis is not
covered under your Ford warranty. Ford is not responsible for warranty or performance of the
TBC due to misuse or customer installation. The speed control may shut off automatically when
you are towing on long, steep grades. Refer to Maintenance Product Specifications and
Capacities in the Maintenance and Specifications chapter for the proper axle lubricant. ACC,
allows the electrical accessories such as the radio to operate while the engine is not running.
Page Driving If you smell exhaust fumes inside your vehicle, have your dealer inspect your
vehicle immediately. Do not drive if you smell exhaust fumes. Important safety precautions
When the engine starts, the idle RPM runs faster to warm the engine. If the engine idle speed
does not slow down automatically, have the vehicle checked. Page Driving If starting a vehicle
with a manual transmission: 1. Make sure the parking brake is set. Push the clutch pedal to the

floor. Some warning lights will briefly illuminate. See Warning lights and chimes in the
Instrument Cluster chapter for more information regarding the warning lights. Page Driving
Note: If the engine does not start on the first try, turn the key to OFF, wait 10 seconds and try
again. If the engine still fails to start, press the accelerator to the floor and try again; this will
allow the engine to crank with the fuel shut off in case the engine is flooded with fuel. Use only
an extension cord that can be used outdoors, in cold temperatures, and is clearly marked
Suitable for Use with Outdoor Appliances. To clean them, use a dry cloth. Depending on the
type of factory installed equipment, your engine block heater system may consume anywhere
between watts or watts of energy per hour. If the light does not illuminate during start up,
remains on or flashes, the ABS may be disabled and may need to be serviced. Even when the
ABS is disabled, normal braking is still effective. Page Traction Control Driving Pull the release
lever to release the parking brake. To prevent the pedal from releasing too quickly, place your
left foot on the parking brake pedal, then pull the release lever, making sure the pedal fully
releases. You may want to pull the release lever again to make sure the parking brake is fully
released. Page Driving into four-wheel drive mode if equipped , the traction control system will
be automatically disabled. Traction control operation will resume when the vehicle is placed
back into two-wheel drive mode. Aggressive driving in any road conditions can cause you to
lose control of your vehicle increasing the risk of severe personal injury or property damage. If
the power steering system breaks down or if the engine is turned off , you can steer the vehicle
manually, but it takes more effort. Page Transmission Operation Driving Vehicles with a higher
center of gravity such as utility vehicles and trucks handle differently than vehicles with a lower
center of gravity. Utility vehicles and trucks are not designed for cornering at speeds as high as
passenger cars any more than low-slung sports cars are designed to perform satisfactorily
under off-road conditions. Page Driving 2. Apply the brake. Use a tool or a small screwdriver to
pry out the access cover. Insert the tool into the access hole and slide the white override button
towards the left. Move the gear shift lever into N Neutral while holding the white override disc
towards the left. Page Driving Understanding the shift positions of the 5â€”speed automatic
transmission This vehicle is equipped with an adaptive Transmission Shift Strategy. Adaptive
Shift Strategy offers the optimal transmission operation and shift quality. Hold the brake pedal
down while in this position. Page Driving 3 Third Transmission starts and operates in third gear
only. Used for improved traction on slippery roads. Selecting 3 Third provides engine braking.
Page Driving To start the vehicle: 1. Make sure the parking brake is fully set. Press the clutch
pedal to the floor, then put the gearshift lever in the neutral position. Press the brake pedal and
move the gearshift lever to the desired gear; Page Driving The RSS detects obstacles up to 6
feet 2 meters from the rear bumper with a decreased coverage area at the outer corners of the
bumper, refer to the figures for approximate zone coverage areas. As you move closer to the
obstacle, the rate of the tone increases. Page Driving Objects in the red zone are closest to your
vehicle and objects in the green zone are further away. Objects are getting closer to your
vehicle as they move from the green zone to the yellow or red zones. Use the side mirrors and
rear view mirror to get better coverage on both sides and rear of the vehicle. Page Driving
Nighttime and dark area use At night time or in dark areas, the reverse camera system relies on
the reverse lamp lighting to produce an image. Therefore it is necessary that both reverse lamps
are operating in order to get a clear image in the dark. Page Driving 4H 4x4 High â€” For winter
and off-road conditions. Sends power to front and rear wheels. This mode is not intended for
use on dry pavement. N Neutral â€” Only used when towing the vehicle. Place the gearshift
lever in N Neutral. If the vehicle is equipped with a manual transmission, also depress the clutch
pedal. Page Driving This position should only be used when towing the vehicle. Do not leave the
vehicle unattended with the transfer case in the N Neutral position. Always set the parking brake
fully and turn off the ignition when leaving the vehicle. Disengagement of the transfer case and
front hubs may be delayed due to torque bind which is caused by driving on dry hard surfaces
or performing tight turns while using the 4x4 system. Page Driving 3. Hold the shift conditions
until the 4x4 LOW indicator light shuts off. Doing so will produce excessive noise, increase tire
wear and may damage drive components. Page Driving Do not rock the vehicle for more than a
few minutes or damage to the transmission and tires may occur or the engine may overheat.
The tires may fail and injure a passenger or bystander. Page Driving transmission is in P Park or
the manual transmission is in gear. Always set the parking brake fully and make sure the
gearshift is latched in P Park. Page Ford Motor Company joins the U. Page Driving Driving on
hilly or sloping terrain Although natural obstacles may make it necessary to travel diagonally up
or down a hill or steep incline, you should always try to drive straight up or straight down.
Avoid driving crosswise or turning on steep slopes or hills. Page Ford Motor Company
recommends that caution be used with any vehicle equipped with a high load or device such as
ladder racks or pickup box cover. Installing the snowplow Weight limits and guidelines for

selecting and installing the snowplow can be found in the Ford Truck Body Builders Layout
Book, Snowplow section, found at Page Do not attempt to service, repair, or modify the air bag
supplemental restraint system SRS or its fuses. See your Ford or Lincoln Mercury dealer. This
program is separate from the New Vehicle Limited Warranty. Page Assistance, call Canadian
customers who require roadside assistance, call If you need to arrange roadside assistance for
yourself, Ford Motor Company will reimburse a reasonable amount for towing to the nearest
dealership within 35 miles. To obtain reimbursement information, U. The hazard flashers will
operate when the ignition is in any position or if the key is not in the ignition. Push in the flasher
control and all front and rear direction signals will flash. To reset the switch: 1. Turn the ignition
off. Check the fuel system for leaks. If no leaks are apparent, reset the switch by pushing in on
the reset button. Page Roadside Emergencies To remove the fuse panel cover, pull the panel
toward you. When the clips of the panel disengage, let the panel fall easily. To remove a fuse
use the fuse puller tool provided on the fuse panel cover. Always disconnect the battery before
servicing high current fuses. Page Roadside Emergencies The fuses are coded as follows. To
reduce risk of electrical shock, always replace the cover to the Power Distribution Box before
reconnecting the battery or refilling fluid reservoirs. Page Ford. If the dissimilar spare tire or
wheel is damaged, it should be replaced rather than repaired. Page Tire Information Roadside
Emergencies 3. Page Roadside Emergencies Location of the spare tire and tools If your vehicle
is equipped with a spare tire, jack and associated tools, refer to the following table for their
locations: Tool Location Spare tire pick-up trucks only Under the vehicle, just forward of the
rear bumper Jack Regular cab and Crew Cab Attach the spare tire lock key A to the jack handle
B. Fully insert the jack handle with one extension through the bumper hole and into the guide
tube. Page Roadside Emergencies 4. Loosen each wheel lug nut one-half turn counterclockwise
but do not remove them until the wheel is raised off the ground. When one of the rear wheels is
off the ground, the transmission alone will not prevent the vehicle from moving or slipping off
the jack, even if the transmission is in P Park automatic transmission or R Reverse manual
transmission. Page Roadside Emergencies Never use the front or rear differential as a jacking
point. To lessen the risk of personal injury, do not put any part of your body under the vehicle
while changing a tire. Do not start the engine when your vehicle is on the jack. Insert the jack
handle into the pump linkage. Use an up-and-down motion with the jack handle to raise the
wheel completely off the ground. Hydraulic jacks are equipped Page Roadside Emergencies
Remove the lug nuts with the lug wrench. Replace the flat tire with the spare tire, making sure
the valve stem is facing outward on all front an inboard rear wheels. If replacing the outboard
wheel, the valve stem must be facing inward. Reinstall the lug nuts until the wheel is snug
against the hub. Page Roadside Emergencies 10â€”lug nut torque sequence Stow the flat tire.
Note: Do not stow the Harley-Davidson flat tire and wheel using the spare tire winch
mechanism; store the flat in the bed of the truck. This improper installation may appear and
sound correct, but will not keep the ornament on the vehicle. Ornaments improperly installed in
this manner will fall off or become loose with minimal force or impact. Use only Ford
recommended replacement fasteners. On all two-piece flat wheel nuts, apply one drop of motor
oil between the flat washer and the nut. Do not apply motor oil to the wheel nut threads or the
wheel stud threads. If there is visible corrosion in wheel pilot hole, remove loose particles by
wiping with clean rag and apply grease. Check all battery terminals and remove any excessive
corrosion before you attach the battery cables. Ensure that vent caps are tight and level. Turn
the heater fan on in both vehicles to protect from any electrical surges. Page Roadside
Emergencies 3. Connect the negative - cable to the negative - terminal of the assisting battery.
Page Roadside Emergencies Jump starting 1. Start the engine of the booster vehicle and run
the engine at moderately increased speed. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. After the disabled vehicle has been started and the jumper
cables removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing Note: It is recommended that the vehicle be towed with a
wheel lift or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. If the vehicle is towed by any other means or
incorrectly, vehicle damage may occur. Page If the vehicle is towed by other means or
incorrectly, vehicle damage may occur. Ford Motor Company produces a towing manual for all
authorized tow truck operators. Have your tow truck operator refer to this manual for proper
hook-up and towing procedures for your vehicle. Away from home If you own a Ford or Mercury
vehicle and are away from home when your vehicle needs service, or if you need more help than
the authorized dealer could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealer to help you. Page If you own a
Lincoln vehicle and are away from home when your vehicle needs service, or if you need more

help than the authorized dealer could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealer to help you. Page
Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in some
states. Page You are not bound by the decision but may choose to accept it. If the arbitrator has
decided in Page Customer Assistance If you did not take advantage of the Ford Extended
Service Plan at the time of purchasing your vehicle, you may still be eligible. Since this
information is subject to change, please ask your authorized dealer for complete details about
Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page Reporting
Safety Defects U. These products are available from your authorized dealer. Note: Removal of
deep scuffs and scratches should be performed by an authorized dealer or an experienced
repair facility. Page Your leather seating surfaces have a clear, protective coating over the
leather. Scratches Natural Markings - Because the leather in the seat comes from genuine steer
hides, there will be evidence of naturally occurring markings, such These quality products have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. Each product is made from high quality
materials that meet or exceed rigid specifications. If your vehicle requires professional service,
your authorized dealer can provide the necessary parts and service. Page Hood Maintenance
and Specifications 2. Block the wheels. Set the parking brake, depress the clutch and place the
gearshift in N Neutral. Note: Do not start your engine with the air cleaner removed and do not
remove it while the engine is running. Windshield washer fluid reservoir 2. Battery 3. Page
Maintenance and Specifications 6. Transmission fluid dipstick automatic transmission 4. Engine
oil filler cap 5. Engine oil dipstick 6. Power steering fluid reservoir 7. Brake fluid reservoir 8.
Engine coolant reservoir 9. Page In very cold weather, do not fill the reservoir completely. Do
not use any special washer fluid such as windshield water repellant-type fluid or bug wash as
Page Engine Oil Maintenance and Specifications Note: Poor wiper quality can be improved by
cleaning the wiper blades and the windshield; refer to Windows and wiper blades in the
Cleaning chapter. Note: To prolong the life of the wiper blades, it is highly recommended to
scrape off the ice on the windshield before turning on the wipers. Wipe the dipstick clean. Insert
the dipstick fully, then remove it again. Page Change your engine oil and filter according to the
appropriate schedule listed in the scheduled maintenance information. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. For longer, trouble-free operation, keep
the top of the battery clean and dry. Lift the battery with a battery carrier or with your hands on
opposite corners. Page Engine Coolant Maintenance and Specifications If the battery has been
disconnected or a new battery has been installed, the clock and the preset radio stations must
be reset once the battery is reconnected. Follow your local authorized standards for disposal.
Page Do not put engine coolant in the windshield washer fluid container. If sprayed on the
windshield, engine coolant could make it difficult to see through the windshield. Mixing
Motorcraft Specialty Orange Engine Page Recycled engine coolant Ford Motor Company does
NOT recommend the use of recycled engine coolant in vehicles originally equipped with
Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling process is not yet
available. Page Maintenance and Specifications 5. Re-start the engine and take your vehicle to a
service facility. Driving the vehicle without repairing the engine problem increases the chance
of engine damage. Take your vehicle to a service facility as soon as possible. Fuel such as
gasoline is highly toxic and if swallowed can cause death or permanent injury. Page The vehicle
warranty may be void for any damage to the fuel tank or fuel system if the correct genuine Ford
or Motorcraft fuel filler cap is not used. The fuel system may be under pressure. If the fuel filler
cap is venting vapor or if you hear a hissing sound, wait until it stops before completely
removing the fuel filler cap. Page Ask your fuel supplier about gasolines that meet the
World-wide Fuel Charter. Running out of fuel Avoid running out of fuel because this situation
may have an adverse affect on powertrain components. On restarting, cranking time will take a
few seconds longer than normal. Page Maintenance and Specifications If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Page Maintenance and Specifications
3. The fuel cap may not have been securely tightened. See Fuel filler cap in this chapter. Driving
through deep water - the electrical system may be wet. These temporary malfunctions can be
corrected by filling the fuel tank with good quality fuel, properly tightening the fuel cap or letting
the electrical system dry out. Refer to the scheduled maintenance information for the service
interval schedules. Refer to Identifying components in the engine compartment in the 6. Use
only a DOT 3 brake fluid designed to meet Ford specifications. Refer to Maintenance product

specifications and capacities in this chapter. Carefully read cautionary information on product
label. Page Maintenance and Specifications Automatic transmission fluid expands when
warmed. To obtain an accurate fluid check, drive the vehicle until it is at normal operating
temperature approximately 20 miles [30 km]. If your vehicle has been operated for an extended
period at high speeds, in city traffic during hot weather or pulling a trailer, the vehicle should be
turned off for about 30 minutes to allow fluid to cool before checking. High fluid level Fluid
levels above the safe range may result in transmission failure. Page 5. Install and tighten the fill
plug securely. Use only fluid that meets Ford specifications. Refer to Maintenance Product
Specifications and Capacities in this chapter. Add only enough fluid through the filler opening
so that the fluid level is at the bottom of the opening. Page Maintenance and Specifications 2.
Release three retainer clamps. Pull air filter cover toward passenger side of vehicle and up to
release the tabs. Lift air filter element up and out of housing. The air filter box needs to be free
of any debris before installing a new air filter. Replace the PCV valve with one that meets Ford
material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. The customer warranty may be void for any damage to the emissions system
if such a PCV valve is not used. Page Maintenance and Specifications 1. World manufacturer
identifier 2. Brake type and gross vehicle weight rating GVWR 3. Vehicle line, series, body type
4. Engine type 5. Check digit 6. Model year 7. Assembly plant 8. Contact your authorized dealer
for details and a copy of the warranty. The following is a list of several Genuine Ford
Accessories available for your vehicle. Not all accessories are available for all models. For a
Page Index Index acid, treating emergencies.. Page Page Index Family entertainment system..
Page Index autolock Page Index Rear seat entertainment SecuriLock passive anti-theft system
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Upload from URL. Log In Username. Login Forgot Your Password? Forgot Your Username?
New Customer? Create an Account. My Account Orders list Wishlist Checkout. Quality parts
guaranteed! OE Replacements. Find you vehicle transmission model in the following list, select
drawing and you will see details of transmission assembly:. AAM 9. Ring and Pinion GM: 9.
Auto Transmission parts. Hard Parts Automatic Transmission. Overhaul Kits Automotive and
Trucks. Audi Automatic Transmission Overhaul Kit. Daewoo Automatic Transmission Overhaul
Kit. Honda Automatic Transmission Overhaul Kit. Hyundai Automatic Transmission Overhaul
Kit. Isuzu Automatic Transmission Overhaul Kit. Jaguar Automatic Transmission Overhaul Kit.
Lexus Automatic Transmission Overhaul Kit. Mercedes Automatic Transmission Overhaul Kit.
Peugeot Automatic Transmission Overhaul Kit. Renault Automatic Transmission Overhaul Kit.
Porsche Automatic Transmission Overhaul Kits. Saab Automatic Transmission Overhaul Kit.
Subaru Automatic Transmission Overhaul Kit. Volkswagen Automatic Transmission Overhaul
Kit. Volvo Automatic Transmission Overhaul Kit. GM 4L80E illustrated parts drawing. Problem
Solving and Prevention Kits. Automatic Transmissions. Volvo Automatic Transmissions. Heavy
Duty Utility Automatics Transmissions. Buick Automatic Transmissions. Ford Car Automatic
Transmissions. Honda Automatic Transmissions. Eagle Automatic Transmissions. BMW
Automatic Transmissions. Rover Automatic Transmissions. Daihatsu Automatic Transmissions.
Cadillac Automatic Transmissions. Daewoo Automatic Transmissions. Acura Automatic
Transmissions. Toyota Automatic Transmissions. Triumph Automatic Transmissions.
Volkswagen Automatic Transmissions. Subaru Automatic Transmissions. Suzuki Automatic
Transmissions. Saturn Automatic Transmissions. Saab Automatic Transmissions. Infiniti
Automatic Transmissions. Isuzu Automatic Transmissions. Jaguar Automatic Transmissions.
Jeep Automatic Transmissions. KIA Automatic Transmissions. Land Rover Automatic
Transmissions. Lexus Automatic Transmissions. Lincoln Automatic Transmissions. Mazda
Automatic Transmissions. Mercedes Automatic Transmissions. Mercury Automatic
Transmissions. Nissan Automatic Transmissions. Mitsubishi Automatic Transmissions.
Hyundai Automatic Transmissions. Oldsmobile Automatic Transmissions. Peugeot Automatic
Transmissions. Pontiac Automatic Transmissions. Porsche Automatic Transmissions. Renault
Automatic Transmissions. Roll Royce Automatic Transmissions. GM Automatics. Shift Kits
re-program. What Domestic Automatic Transmission do I have? What Import Automatic
Transmission do I have? Reference Guide. What import automatic transmission do I have? Axle
Shafts. Axle Front Wheel Drive. Jeep Front Axle Shafts. Jeep Rear Axle Shafts. Batteries Dry
Cell. Acura Batteries Dry Cell. Clutch and Flywheel. Acura Honda Clutch. AMC Clutch Kits. BMW
Clutch Kits. Buick Clutch Kits. Chevrolet and GMC Truck. Clutch Chrysler Dodge. Dodge Diesel
Clutch Heavy Duty. Clutch Ford Mazda. Ford and Mercury. Ford Truck. Ford Diesel Clutch Heavy
Duty. Clutch Honda. Isuzu Daihatsu Hyundai Clutch Kit. Jeep Clutch Kits. Jeep Clutch Parts.
Mazda and Mitsubishi. Isuzu, Daihatsu and Hyundai. Clutch Mitsubishi Mazda. Nissan and
Infiniti. Nissan Lexus Clutch Kit. Saab, Subaru, Volkswagen and Volvo. Clutch Toyota and

Lexus. Toyota Lexus Clutch Replacments. Clutch Failures and How to Prevent Them!
Automotive Clutch Problems? Find Your Answers Here! Clutch Trouble Diagnosis Guide. Clutch
Trouble Diagnosis - Clutch Drags. Clutch Trouble Diagnosis - Clutch Noise. Clutch Trouble
Diagnosis - Clutch Rattles. Clutch Trouble Diagnosis - Clutch Slips. Clutch Trouble Diagnosis Clutch Vibration. Clutch Trouble Diagnosis - Clutch Squeaks. Diesel Clutch. Stock Horsepower.
Hydraulic Assembly. Stock Organic. Locking Hubs Manual Warn. Locking Hubs Standard
Manual Warn. Locking Hubs Manual Warn Premium. Warn Hubs Installation Instructions. Warn
Standard Hubs Manual Locking. Jeep Hubs. Center Bearing Supports. Rear End Differential
Custom and Production. Driveline and Driveshafts Replacements. Drive Shaft replacement
parts. Driveline BMW Replacements. Mercedes Driveline and Driveshafts Replacements.
Driveline and Driveshafts Nissan. Driveshaft Ford F Driveline Subaru Replacements. Driveline
and Driveshafts Replacements Toyota. Pinion Yokes Replacements. Pinion Yokes Driveline and
Driveshafts. Slip Yokes Driveline and Driveshafts. Driveline Driveshaft Troubleshooting.
Driveline Field Troubleshooting. Drive Shafts for Jeeps. Driveshaft KIA. Inifity Driveline. Jaguar
Driveline. Driveshaft Avalanche. Chevrolet Suv. Driveshaft Chevrolet Driveshaft Chevy Colorado
Pickup. Mitsubishi Driveline Replacements. Driveline Lexus. Driveline Mazda Car and Pick Up.
Merku Driveline. Mitsubishi Driveline. Driveline Mercury. Driveshaft J-Series Jeep Truck.
Driveshaft Jeep Commander. Driveshaft Jeep Grand Cherokee. Driveshaft Jeep Grand
Wagoneer. Driveshaft Jeep Liberty. Driveshafts Jeep Wagoneer. Driveshaft Jeep Wrangler.
Driveline Dodge Car. Ford Bronco. Driveshaft Ford Explorer Driveline. Driveline Jaguar.
Driveline Ford Mustang. Driveline Replacement for Honda. Inifiniti Driveline. Jeep Driveline.
Driveshaft Dodge Ramcharger. Driveshaft Dodge Van. Driveshaft Dodge Durango. Driveshaft
Dodge Dakota. Driveshaft Dodge Pickup Driveshaft Dodge Pickup. Ring and Pinion Toyota
4Runner. Heavy Duty Truck Parts. Heavy Duty Center Bearings. Manual Transmission Rebuild
Kits. Manual Transmissions. Rebuilt Manual Transmission Professional Built. Honda Rebuilt
Manual Transmission. Hyundai Rebuilt Manual Transmission. Isuzu Rebuilt Manual
Transmission. International Scout Rebuilt Manual Transmission. Mazda Rebuilt Manual
Transmission. Mitsubishi Rebuilt Manual Transmission. Nissan Manual Transmission Rebuilt.
Suzuki Rebuilt Manual Transmission. Saab Rebuilt Manual Transmission. Toyota Rebuilt Manual
Transmission. Volkswagen Manual Rebuilt Remanufactured. NV Manual Transmission Info.
Manual Transmission Dodge 5 speed to 6 speed conversion. NV Conversion Transmission.
Manual Transmission T56 Conversions. What Ford Manual Transmission is in my vehicle?
Whats a core? Manual Transmission Replacement Parts. Syncro Ring Kits Manual
Transmission. Oil Chart Manual Transmission. Acura Bearing Overhaul Kit. Acura Manual
Transmission illustrated parts drawings. Acura G3T4 Manual Transmission illustrated parts
drawing. Acura K4F6 Manual Transmission illustrated parts drawing. Cadillac Manual
Transmission Rebuild Kits. Borg Warner T5 Overhaul Kit. Muncie M20 Overhaul Kit. Muncie
Overhaul Kit. Borg Warner T10 Overhaul Kit. Borg Warner T56 Overhaul Kit. Corvette S Overhaul
Kit. Muncie 3 speed LD Overhaul Kit. Muncie M21 and M22 Overhaul Kit. General Motors Parts
illustrations Manual Transmission. T5 5 Speed Parts illustration. GM T10 Parts illustration. BW
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