1997 ford taurus manual

See also: Ford workshop manuals. First introduced in December , the Taurus has been
produced for more than 25 years, being one of the oldest models in the Ford lineup. Initially, the
Taurus was a mid-size front-wheel drive sedan, but now it has a full-size body and front-wheel
or all-wheel drive to choose from. The appearance of the Ford Taurus has made a great
contribution to the development of automotive design and the industry as a whole, becoming a
milestone. Since its launch in , more than 7 million of these cars have been sold worldwide 7,,
as of March 31, Between and Taurus was the best-selling car in the United States, losing the
championship only in , the Toyota Camry. In the late s â€” early s, the Taurus was ousted from
the market by Japanese mid-size sedans, so Ford decided to focus on the production of
crossovers and comfortable SUVs, and on October 26, , the Taurus was discontinued. It was
decided to replace the model with new full-size and mid-size sedans Ford Five Hundred and
Ford Fusion version for the American market. However, after a few months, it was decided to
revive the model, renaming the restyled versions of the Ford Five Hundred and Ford Freestyle
Taurus and Taurus X respectively into it. Production of the Ford Taurus X crossover was
completed on February 27, due to low sales. Mercury Sable ceased to be released on May 21,
The release of the sixth generation Taurus began on June 15, All content on the site
Carmanualsclub. The site administration does not bear any responsibility for illegal actions, and
any damage incurred by the copyright holders. Your email address will not be published. Save
my name, email, and website in this browser for the next time I comment. This site uses Akismet
to reduce spam. Learn how your comment data is processed. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Ford Taurus. Leave a Reply Cancel
reply Your email address will not be published. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
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Summary of Contents for Ford Taurus Page 1 Ford may change the contents without notice and
without incurring obligation. Page 4: Instrumentation Instrumentation Engine coolant
Tachometer temperature gauge pg. Page 5 Instrumentation Electronic sound system; refer to
Audio Giude pg. Page 7 Instrumentation Turn signal Illuminates when the left or right turn signal
or the hazard lights are turned on. High beams Illuminates when the headlamp high beams are
on. Safety belt Illuminates when the ignition is switched on to remind you to fasten your safety
belts. Page 8 Instrumentation lamp will illuminate. The ignition must be turned on for this lamp
to illuminate. This lamp will come on when the ignition is first turned on, but then should turn
off. Page 10 Instrumentation light fails to illuminate, continue to flash or remains on, have the
system serviced immediately. Page 11 Instrumentation Speedometer Indicates the current
vehicle speed. At normal operating temperature, the needle remains within the normal area.
Page The Vehicle Instrumentation Odometer Registers the total kilometers mileage of 0 0 0 0 the
vehicle. To reset, depress the 0 0 0 1 3 control. Move the thumbwheel up to brighten the lamps
or down to dim the lamps. Page 15 Controls and features 2. The indicator light will come on if it
is dark enough to activate the light sensor. The closer the thumbwheel is to the MAX mark, the
longer the lamps will stay on after leaving the vehicle. The air conditioning compressor will
operate in this mode. This will prevent your windshield from fogging. After a few minutes, select
any desired position. To exit, press AUTO or any of the other override controls. The airflow will
be from the instrument panel registers. Page 21 Controls and features The outside temperature
reading is most accurate when the vehicle is moving. Higher readings may be obtained when
the vehicle is not moving. The readings that you get may not agree with temperatures given on
the radio due to differences in vehicle and station locations. Press the wiper control to activate
the rear wiper. Press control again to turn off the wiper. Press the washer control to activate
rear washer. Page 23 Controls and features 3. OFF shuts off the ignition and accessories and
allows the gearshift and steering wheel to move. ON tests the warning lights. The key must
remain here when the engine is running. START cranks the engine. The key must return to ON

when running. If you drive up or down a steep hill, your vehicle speed may vary momentarily
slower or faster than the set speed. Page 25 Controls and features You can accelerate with the
accelerator pedal at any time during cruise control usage. Releasing the accelerator pedal will
return your vehicle to the previously programmed set speed. Page 26 Controls and features
Indicator light Lights when the cruise CRUISE control is turned on and remains lit until either
the cruise control or the ignition is turned off. Page 27 Controls and features Flash-to-pass Pull
the control toward you to activate the flash-to-pass function. Push the control once for a single
wipe. Push and hold for a longer wash cycle. Hold the control while adjusting the wheel to the
desired position, then release the control. Never adjust the steering wheel when the vehicle is
moving. Page 29 Controls and features The dome lamp will stay on if the control is moved to the
ON position. When the control is in the DOOR position, the lamp will only come on when a door
is opened. If the control is moved to the OFF position, the lamp will not come on at all. Each
passenger has window controls. The window lock feature allows only the driver to operate the
power windows. Turn the key a second time to unlock all doors. When locking, turn the key
toward the back of the vehicle to lock all doors. The rear doors can be opened from the outside
when the doors are unlocked. Move lock control up to engage the lock. Move control down to
disengage childproof locks. Press and release at the ridges to open. If your vehicle is equipped
with the column shift, it has a center console in the center front seating position. If your vehicle
is equipped with the column shift, it has a center console in the center front seating To open the
entire liftgate, press the release button hidden under An additional compartment is in the rear
trim panel on the right. Always put the load you are carrying as far forward as possible. Page 39
Seating and safety restraints 1. Remove the shade from the mounting brackets by detaching the
safety clip and pressure fit plastic knobs from either side of the shade. Wrap the vinyl around
the tube twice by twisting the tube away from you. Tuck the edged of the vinyl end cap with
each wrap. Page 41 Seating and safety restraints 2. Wait six seconds. For maximum security, do
not set a code that presents the numbers in sequential order or uses the same button five times.
All doors must be fully closed for the anti-theft system to arm. Page 43 Seating and safety
restraints 3. To reactivate the system, repeat the system deactivating instructions. You can also
deactivate or reactivate the autolock feature by this method: 1. It also arms and disarms the
anti-theft system. For more information on the anti-theft system, refer to Anti-theft system in
this chapter. The remote entry features only operate with the ignition in the OFF position. To
confirm all doors are closed and locked, press LOCK a second time. The doors will lock again,
the horn will chirp and the lamps will flash. This process will arm your anti-theft system. Page
46 Seating and safety restraints Replacing the batteries The transmitter is powered by two coin
type three-volt lithium batteries. When unauthorized entry occurs, the system will flash the
headlamps, parking lamps and the theft indicator lamp and will chirp the horn. When you press
the LOCK button twice within 5 seconds on your remote entry transmitter, the horn will chirp
once to let Page 49 Your vehicle is equipped with a coded-key anti-theft system. Only the
correct key will be able to start your vehicle. If your keys are lost or stolen, you must take your
vehicle to a Ford dealership for re-programming. Programming additional keys Front seats
Adjusting the manual seats Lift bar to move seat forward or backward. Pull lever up to adjust
seatback. Page 52 Seating and safety restraints Adjusting the power seats if equipped Press to
move front or rear of seat up and down. Press in the direction to raise or lower the seat, or to
move the seat forward or backward. Push to increase or decrease lumbar support. To lower the
seatback s from inside the vehicle, lift seatback release handle, pull tab, then fold seatback
down. In the sedan, the seatbacks can also be folded down from Page 54 Seating and safety
restraints To open up the seat: 1. Unlock the floor panel with the key, then use the handle to fold
the floor panel toward the front of the car. Remove the cargo cover. The cargo cover must be
removed or the seatback will not latch in the upright position. To prevent the risk of injury, make
sure children sit where they can be properly restrained. Page 56 Seating and safety restraints
To test the vehicle sensitive emergency locking mode, pull the shoulder belt quickly to lock. The
vehicle sensitive mode is the normal retractor mode, adjusting shoulder belt tightness in
response to vehicle movement. As the belt retracts, you will hear a clicking sound. Page 58
Seating and safety restraints Front safety belt height adjustment Your vehicle has safety belt
height adjustments for the driver and front passenger. Adjust the height of the shoulder belt so
the belt rests across the middle of your shoulder. To lower the shoulder belt height, push the
button and slide the height control down. Page 59 Seating and safety restraints To attach the
shoulder belt to the lap belt, pull the shoulder belt out from the retractor in the seatback and
insert into the lap belt connecting pin into the wide end of the key slot on the shoulder belt.
Page 60 Seating and safety restraints Your vehicle is equipped with safety belts containing an
adjust tongue at the rear-facing seating positions. Page 61 Seating and safety restraints Each
seating position in your vehicle has a specific safety belt assembly which is made up of one

buckle and one tongue that are designed to be used as a pair. Page 62 slide bar if equipped ,
shoulder belt height adjusters if equipped , child safety seat tether bracket assemblies if
equipped , and attaching hardware, should be inspected after a collision. Ford recommends that
all safety belt assemblies used in vehicles involved in a collision be Page 63 Seating and safety
restraints replaced. However, if the collision was minor and a qualified technician finds that the
belts do not show damage and continue to operate properly, they do not need to be replaced.
Safety belt assemblies not in use during a collision should also be inspected and replaced if
either damage or improper operation is noted. Page 64 Seating and safety restraints Do not
attempt to service, repair, or modify the Air Bag Supplemental Restraint System or its fuses.
See your Ford or Lincoln-Mercury dealer. Page 65 Seating and safety restraints wrong with the
system. Rather, it means the forces were not of the type sufficient to cause activation. The air
bags inflate and deflate rapidly upon activation. After air bag deployment, it is normal to notice
a smoke-like, powdery residue or smell the burnt propellant. The diagnostic module monitors its
own internal circuits and the supplemental air bag electrical system readiness including the
impact sensors , the system wiring, the air bag system readiness light, the air bag back up
power and the air bag ignitors. If small children ride in your vehicle generally children who are
four years old or younger and who weigh 18 kg [40 lbs] or less , you must put them in safety
seats made especially for children. Page 68 Do not leave children, unreliable adults, or pets
unattended in your vehicle. To improve the fit of lap and shoulder belts on children who have
outgrown child safety seats, Ford recommends use of a belt-positioning booster seat that is
labelled as conforming to all Federal motor vehicle safety standards. Refer to Using the
automatic locking mode. Ford recommends the use of a child safety seat having a top tether
strap. Install the child safety seat in a seating position which is capable of providing a tether
anchorage. Page 70 Seating and safety restraints Installing child safety seats in combination lap
and shoulder belt seating positions 1. Position the child safety seat in a seat with a combination
lap and shoulder belt. If you choose to install a child safety seat in the front passenger seat,
move the seat as far back as possible. Page 71 Seating and safety restraints 4. Insert the belt
tongue into the proper buckle for that seating position until you hear and feel the latch engage.
Make sure the tongue is latched securely by pulling on 5. To put the retractor in the automatic
locking mode, grasp the shoulder portion of Page 72 Seating and safety restraints you should
not be able to pull more belt out. If the retractor is not locked, unbuckle the belt and repeat
steps two through nine. Check to make sure the child seat is properly secured before each use.
Attaching safety seats with tether straps Some manufacturers make safety seats that include a
tether strap that goes over the back of the vehicle Page 73 Tether anchorage hardware kits part
number D74 including instructions, may be obtained at no charge from any Ford or
Lincoln-Mercury dealer. All vehicles built for sale in Canada include a tether anchor hardware
kit. This child seat conforms to all Federal and local motor vehicle safety standards. Read the
labels located on the child seat cushion and shoulder belt for information on the built-in child
seat. Page 75 Seating and safety restraints The rear seatback must be fully locked before
operating the child restraint system. Grasp the child seat at the top of the seatback and pull the
top forward to release the latch. Continue to unfold the child seat until it rests on the seat. Page
76 Seating and safety restraints 4. If connected, squeeze the top and the bottom of the right half
of the chest clip and pull to separate both halves. Place the child on the child seat and position
the shoulder belts over each shoulder. Page 77 If the child seat was in use during a collision,
Ford recommends replacing it. Built-in child restraints not in use during a collision should be
inspected and replaced if either damage This system meets all Canadian Interference-Causing
Equipment standard requirements regulating the impulse electrical field strength of radio noise.
When starting a fuel-injected engine, avoid pressing the accelerator before or during starting.
Page 80 Starting If the engine idle speed does not slow down automatically, have the vehicle
checked. Do not allow the vehicle to idle for more than ten minutes. Extended idling at high
engine speeds can produce very high temperatures in the engine and exhaust system, creating
the risk of fire or other damage. Turn the key to 5 Start without pressing the accelerator. The key
will return to 4 On. If the engine does not start within five seconds, wait ten seconds and try
again. Page 82 Starting Guarding against exhaust fumes Although odorless and colorless,
carbon monoxide is present in exhaust fumes. Take precautions to avoid its dangerous effects.
If you ever smell exhaust fumes of any kind inside your vehicle, have your dealer inspect and fix
your vehicle immediately. Do not drive if you smell exhaust fumes. Page 83 Starting Improve
vehicle ventilation by keeping all air inlet vents clear of snow, leaves and other debris. Anti-lock
brake system ABS if equipped The ABS operates by detecting the onset of wheel lock up during
brake applications and compensating for this tendency. The front wheels are prevented from
locking even when the brakes are firmly applied. However, avoid taking any unnecessary risks.
Parking brake The parking brake should be used whenever the vehicle is parked. Push pedal

downward to set the parking brake. Page Roadside Emergencies Driving Pull release handle
toward you to release parking brake. Driving with the parking brake on will cause the brakes to
wear out quickly and reduce fuel economy. Page 87 Driving Do not drive your vehicle until you
verify that the brakelamps are working. If your vehicle gets stuck in mud or snow it may be
rocked out by shifting from forward and reverse gears in a steady pattern. Press lightly on the
accelerator in each gear. Driving with the shift selector in D Overdrive gives the best fuel
economy for normal driving Make sure the gearshift is securely latched in P Park. This locks the
transaxle and prevent the front wheels from rotating. Hold the brake pedal down while in this
position. Contact your dealer as soon as possible or damage to the transaxle may occur. The
automatic transaxle will shift to the proper gear to ascend any grade without any need to shift to
1 First. The GVW is not a limit or a specification. Page 94 Your vehicle does not come from the
factory fully equipped to tow. Do not tow a trailer until your vehicle has been driven at least km
miles. If towing with a station wagon, inflate the rear tires to 35 psi. Page 95 Driving 3. Page 96
Driving Preparing to tow Use the proper equipment for towing a trailer, and make sure it is
properly attached to your vehicle. See your dealer or a reliable trailer dealer if you require
assistance. Hitches Your vehicle has a load carrying hitch. This type of hitch places the tongue
load of a trailer on the rear wheels of your vehicle. Cruise control may shut off if you are towing
on long, steep grades. Depress to activate all indicators simultaneously. Depress again to
switch off. The warning lights can be operated when the ignition is off. Page Roadside
emergencies If you have a sedan, the fuel pump shut-off switch is located on the right side of
the trunk behind the trunk liner. If you have a wagon, the switch is located behind the service
panel on the right side of the cargo area. Page Roadside emergencies Standard fuse amperage
rating and color Fuse rating Color 10 amp 15 amp Blue 20 amp Yellow 30 amp Light Green 30
amp fuse link Pink 40 amp Amber Passenger compartment fuse panel The fuse panel is located
below and to the left of the steering wheel by the brake pedal. Always replace the cover to the
Power Distribution Box before reconnecting the battery or refilling fluid reservoirs. It is smaller
than a regular tire and is designed for emergency use only. If you use the temporary spare tire
continuously or do not follow these precautions, the tire could fail, causing you to lose control
of the vehicle, possibly injuring yourself or Page Roadside emergencies Tire change procedure
1. Park on a level surface, activate hazard flashers and set parking brake. Place gearshift lever
in P Park , block the diagonally opposite wheel, then remove the spare tire, jack and lug wrench.
In the sedan, these are located in the trunk under the floor carpet. Page Roadside emergencies
3. Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until the
wheel is raised off the ground. Put the jack in the jack notch next to the door of the tire you are
changing. Page Roadside emergencies 9. Put flat tire, jack and lug wrench away. Make sure jack
is fastened so it does not rattle when you drive. Unblock the wheels. Removing and replacing
wheel covers Full wheel cover Your vehicle may have wheel covers with a wire retention
system. Page Roadside emergencies 2. Remove the center bolt on the wheel cover with the lug
wrench tip. To remove the wheel cover, pry it loose by inserting the tapered end of the lug
wrench between the wheel cover and wheel. To replace the wheel cover: 1. Page not the dealer
to get a replacement key. Do not use an impact wrench with the anti-theft key. Connect one end
of the second lead to the negative - terminal of the booster battery 3 and the other end to a
metal part of the engine to be started 4 , not to the negative - Page When calling for a tow truck,
tell the operator what kind of vehicle you have. A towing manual is available from Ford Motor
Company for all authorized tow truck operators. Have your tow truck driver refer to this manual
for proper hook-up and Page Maintenance and care Opening the hood 1. Inside the vehicle, pull
the hood release handle located under the bottom left corner of the instrument panel. Go to the
front of the vehicle and release the auxiliary latch that is located under the front center of the
hood. Page Maintenance and care 1. Automatic transaxle fluid dipstick 2. Brake fluid reservoir 3.
Air filter assembly 4. Battery 5. Engine oil filler cap 6. Engine oil dipstick 7. Power steering fluid
reservoir 8. Engine coolant reservoir 9. Windshield washer fluid reservoir 3. Page Maintenance
and care 8. Windshield washer fluid reservoir 9. Power steering fluid reservoir 3. Engine oil
dipstick 6. Engine oil filler cap 7. To check the oil: 1. Make sure the vehicle is on level ground. If
the engine is warm, turn the engine off and wait a few minutes for the oil to drain into the oil
pan. Page If a replacement oil filter is used that does not meet Ford material and design
specifications, startup engine noises or knock may be experienced. It is recommended you use
the appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. Page MAX. Do not fill above this line. Refer to Lubricant specifications in the
Capacities and specifications chapter. Brake fluid is toxic. The reservoir is highlighted with a
washer symbol. If the level is low, add enough fluid to fill the reservoir. In very cold weather, do
not fill the reservoir all the way. Page Maintenance and care to the coolant reservoir. For more
information on engine coolant maintenance, refer to Adding engine coolant in this chapter.

Automotive fluids are not interchangeable; do not use engine coolant, antifreeze or windshield
washer fluid outside of its specified function and vehicle location. Ford Premium Engine
Coolant is an optimized formula that will protect all metals and rubber elastomers used in Ford
cooling systems for four years or 80, km 50, miles. Do not use alcohol or methanol antifreeze or
any engine coolants mixed with alcohol or methanol antifreeze. Have your dealer check the
engine cooling system for leaks if you have to add more than a liter quart of engine coolant per
month. Page Maintenance and care 3. Check the fluid level on the dipstick. Do not add fluid if
the level is within this range. Page Maintenance and care Checking the automatic transaxle fluid
Your vehicle should be at normal operating temperature to get an accurate reading on the
transaxle fluid dipstick. Normal operating temperature is reached after driving approximately 32
km 20 miles. If the vehicle has been operating for extended periods of time at high speeds,
driven in city traffic during hot weather or has been pulling a trailer, the vehicle should be
turned off for at least Page Maintenance and care Adding transaxle fluid Before adding any
fluid, be sure the correct type is being used this is indicated on the transaxle dipstick. Page
Maintenance and care Applying too much pressure on the ends when lifting a battery could
cause acid to spill. Lift the battery with a carrier or with your hands on the opposite corners.
Servicing your battery The low-maintenance battery has removable vent caps for checking
electrolyte level and adding water. Follow your communities standards for disposal. Call your
local recycling center to find out more about recycling automotive batteries. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Page
Maintenance and care performance of tires depends upon the actual conditions of their use,
however, and may depart significantly from the norm due to variations in driving habits, service
practices, and differences in road characteristics and climate. However, in some climates, you
may need to use snow tires and chains. Page Maintenance and care If you do not use the proper
fuel cap, the pressure in the fuel tank can damage the fuel system or cause it to work
improperly in a collision. The fuel system may be under pressure. If the fuel cap is venting
vapor or if you hear a hissing sound, wait until it stops before completely removing the cap.
Breathing gasoline vapors or skin contact could cause an adverse reaction. Consult a physician
immediately. Fill the tank completely and record the initial odometer reading. Each time you fill
the tank, record the amount of fuel added in liters or gallons. After at least three to five fuel tank
fill-ups, fill the fuel tank and record the current mileage reading. Page Service Guide are
required because they are considered essential to the life and performance of your vehicle and
to its emissions system. Ford strongly recommends the use of genuine Ford replacement parts.
If other than Ford or Motorcraft parts or Ford authorized parts are used for Page Maintenance
and care Never use a metal exhaust collector when you service your vehicle. Do not drive your
vehicle if it does not operate properly. Page Maintenance and care 4. Release the attachment
slot onto the sheet metal hole. Install the package tray trim. High-mount brake lamp - Wagon To
remove the brake lamp: 1. Remove interior trim panel, then remove the three attachment nuts
that hold brake lamp in place. Make sure headlamp switch is in OFF position, then open the
hood. If you are replacing the driver side headlamp, unclip the electronic module on the right
side of the battery and move it out of the way. You may need to turn the bulb left or right to line
up the grooves in the plastic base with the tabs in the socket. Page Maintenance and care been
in an accident requiring the front end of the vehicle to be repaired, the horizontal indicator
should be recalibrated by the service facility. Horizontal aim adjustment 1. With the hood open,
locate the horizontal indicator and adjusting screw. Page 4. Close the hood. Washing your
vehicle Wash your vehicle regularly with cold or lukewarm water. Page Repairing paint chips
Minor scratches or paint damage from road debris may be repaired with touch-up paint, paint
repair foil or aerosol paint spray from the Ford accessory line. Observe the application
instructions on the products. Remove particles such as bird droppings, tree sap, insect
remains, tar spots, road salt and industrial fallout immediately. The high pressure fluid could
penetrate the sealed parts and cause damage. Page Maintenance and care Cleaning the wiper
blades If the wiper blades do not wipe properly, clean both the windshield and wiper blades
using undiluted windshield wiper solution or a mild detergent. Rinse thoroughly with clean
water. To avoid damaging the blades, do not use fuel, kerosene, paint thinner or other solvents.
Page Maintenance and care Cleaning leather seats if equipped For routine cleaning, wipe the
surfac
dish hopper joey wiring diagram
chevy cavalier 03
altima ac compressor
e with a soft, damp cloth. For more thorough cleaning, wipe the surface with a leather and vinyl

cleaner or a mild soap. Cleaning and maintaining the safety belts Clean the safety belts with a
mild soap solution recommended for cleaning upholstery or carpets. Page Capacities and
specifications Engine data Torque Required 87 octane 87 octane 91 octane fuel grade Firing
order Spark plug 1. Page Capacities and specifications Vehicle Sedan Wagon dimensions mm
in. Track Page Capacities and specifications This plate bears technical information on your
vehicle and identifies various components. Vehicle identification number The vehicle
identification number VIN is attached If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

