2000 cadillac deville belt diagram

The DeVille was a trim level above the Series 62 coupe. It was applied to carriages made for
in-town or in-city riding. It was meant to be like a convertible with a hard top. For their first
four-door hardtop in Cadillac named it Sedan DeVille. This was also a higher-optioned version
of the Series 62 four-door sedan. In a higher-optioned DeVille convertible was added above the
standard convertible. As Cadillac tried appealing to as many tastes as possible, by they offered
options in the series. By almost two thirds of all Cadillacs sold were DeVille models. A major
redesign occurred in with an extensive facelift in and again in During this period the ci V8 was
the only engine available. Redesigned tops for Coupe Deville, influenced by the Cadillac
Florentine concept car, had heavier-looking C-pillars and a smaller rear window giving a formal
look to the hardtop. Safety features included padded dash, hazard warning system, front
seatback lock, and outboard seatbelt retractors. Cadillac wanted their interiors to be the most
luxurious with the most combinations of trim and fabric for discerning owners. Unbelievably
there were combinations for interiors in alone. The fourth generation DeVille debuted in Trim
variations and the DeVille script identified them from other Cadillac series. In a facelift ushered
in the federally mandated five-mph bumpers and other safety and emissions regulations. One
bag was in the steering wheel and the other in the dash in front of the passenger. A new curved
dash was also a change from Electronic fuel injection was available by mid, which was when the
ci V8 was dropped, making the ci V8 the standard engine. With the fifth generation debuting in ,
we saw the first DeVilles without rear fender skirts in its history. DeVille sales held fairly steady
through this period, with four-doors in the , range and coupes selling around , per year.
Optional electronic fuel injection added 15hp to the standard ci V8. By a new hardtop coupe was
added eliminating the opera window in the C-pillar and instead placing a regular side window in
the pillar. While a great idea in theory, computer technology was not up to handling the Cadillac
V deactivation engine which saw cylinders shut down during cruise mode. This engine would
continue to be available in limousines but lasted only this one year in the regular Cadillac line.
By all Cadillac engines featured electronic fuel injection. In a completely new front-wheel drive
Cadillac debuted, downsized significantly from previous generations in an ongoing effort to
improve gas mileage. For Cadillac saw significant changes made to the sedans, and also a
longer wheelbaseâ€”up to Sales for Coupe DeVilles started to slide in the lates, with steadily
declining sales signaling dropping Coupe DeVille after the model year. Sharing the all-new
K-body GM platform sharing with the Seville limited development to a single four-door sedan.
This series of DeVille ran through The DeVille would be the final version. This ended DeVille
production. Home DeVille. Select Your Vehicle. Quick Links Download this manual. Table of
Contents. This manual includes the latest information at the time it was printed. We reserve the
right to make changes in the product after that time without further notice. If you do this, it will
help you learn about the features and controls for your vehicle. Many times, this damage would
not be covered by your warranty, and it could be costly. You can also learn about some things
you should not do with air bags and safety belts. Page Seats And Seat Controls Seats and Seat
Controls This section tells you about the power seats adjust them, and also about the reclining
front seatbacks, memory seats, lumbar adjustments and heated seats. Power Seats The power
seat controls, located on the sides of the front seats, move and adjust the angle of the front
seats. To increase the lumbar support, push the switch forward. To decrease the support, push
the switch backward. Page 15 Adaptive Seat Control Option The adaptive seat control is located
on the outboard side of each front seat. With the ignition in ON, first use the power seat control
to get the proper position. Then press the top of the control where it is marked AUTO. The
control buttons are located on the armrests. Page Safety Belts: They're For Everyone Head
Restraints Slide the head restraint up or down so that the top of the restraint is closest to the
top of your ears. This position reduces the chance of a neck injury in a crash. On some models,
the head restraints tilt forward and rear also. In a collision, people riding in these areas are more
likely to be seriously injured or killed. Do not allow people to ride in any area of your vehicle
that is not equipped with seats and safety belts. Put someone on it. Take the simplest vehicle.
Page 22 Get it up to speed. Then stop the vehicle. The person keeps going until stopped by
something. In a real vehicle, it could be the windshield Page 23 or the instrument panel With
safety belts, you slow down as the vehicle does. You get more time to stop. You stop over more
distance, and your strongest bones take the forces. Be aware that there are special things to
know about safety belts and children. And there are different rules for smaller children and
babies. Page 26 4. Push the latch plate into the buckle until it clicks. Be sure to use the correct
buckle when buckling your shoulder belt. If you find that the latch plate will not go fully into the
buckle, see if you are using the buckle for the center passenger position. Page 27 Shoulder Belt
Height Adjuster Before you begin to drive, move the shoulder belt adjuster to the height that is
right for you. Page 28 4. Now you can add a small amount of slack. Lean forward slightly, then
sit back. If you move around in the vehicle enough, or if you pull out the shoulder belt, the belt

will become tight again. The shoulder belt is too loose. In a crash, you would move forward too
much, which could increase injury. The belt is buckled in the wrong place. In a crash, the belt
would go up over your abdomen. The belt forces would be there, not at the pelvic bones. The
shoulder belt is worn under the arm. It should be worn over the shoulder at all times. In a crash,
your body would move too far forward, which would increase the chance of head and neck
injury. The belt is twisted across the body. If a belt is twisted, make it straight so it can work
properly, or ask your dealer to fix it. The belt should go back out of the way. Before you close
the door, be sure the belt is out of the way. If you slam the door on it, you can damage both the
belt and your vehicle. For pregnant women, as for anyone, the key to making safety belts
effective is wearing them properly. Wearing your safety belt during a crash helps reduce your
chance of hitting things inside the vehicle or being ejected from it. Safety belts help keep you in
position for air bag inflation before and during a crash. The system checks the air bag electrical
system for malfunctions. The light tells you if there is an electrical problem. The path of an
inflating air bag must be kept clear. Page 41 What makes an air bag inflate? In an impact of
sufficient severity, the air bag sensing system detects that the vehicle is in a crash. For both
frontal and side impact air bags, the sensing system triggers a release of gas from the inflator,
which inflates the air bag. This dust could cause breathing problems for people with a history of
asthma or other breathing trouble. To avoid this, everyone in the vehicle should get out as soon
as it is safe to do so. Page Rear Seat Passengers To make the belt shorter, pull its free end as
shown until the belt is snug. Buckle, position and release it the same way as the lap part of a lap
shoulder belt. Make sure the release button on the buckle is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. Page 46 1. Pick up the latch plate and pull
the belt across you. The shoulder belt may lock if you pull the belt across you very quickly. If
this happens, let the belt go back slightly to unlock it. Then pull the belt across you more
slowly. Page 47 3. To make the lap part tight, pull down on the buckle The lap part of the belt
should be worn low and snug on end of the belt as you pull up on the shoulder part. In a crash,
this applies force to the strong pelvic bones. The rear outboard seating positions may have a
shoulder belt tightness adjustment feature. You can tell if your vehicle has this feature by
following the steps below. The shoulder belt should fit against your body. To unlatch the belt,
just push the button on the buckle. When installed on a shoulder belt, the comfort guide pulls
the belt away from the neck and head. Page 51 2. Slide the guide under and past the belt. The
elastic cord must be under the belt. Then, place the guide over the belt, and insert the two
edges of the belt into the slots of the guide. Be sure that the belt is not twisted and it lies flat.
The elastic cord must be under the belt and the guide on top. Page Children 4. Make sure that
the shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze the
belt edges together so that you can take them out from the guides. The instructions for the
restraint will say whether it is the right type and size for your child. Page Child Restraints Child
Restraints Every time infants and young children ride in vehicles, they should have protection
provided by appropriate restraints. What are the different types of add child restraints? Page 56
A rear facing infant restraint B positions an infant to face the rear of the vehicle. Rear facing
infant restraints are designed for infants of up to about 20 lbs. Page 57 A forward facing child
restraint C E positions a child upright to face forward in the vehicle. These forward facing
restraints are designed to help protect children who are from 20 to 40 lbs. Page 58 A booster
seat F is designed for children who are about 40 to 60 lbs. Page 59 Where to Put the Restraint
Accident statistics show that children are safer if they are restrained in the rear rather than the
front seat. We at General Motors therefore recommend that you put your child restraint in the
rear seat. Never put a rear child restraint in the front passenger seat. Page Top Strap Top Strap
In Canada, the law requires that forward restraints have a top strap, and that the strap be
anchored. In the United States, some child restraints also have a top strap. If your child restraint
has a top strap, it should be anchored. Never secure a child restraint in the center front seat.
Page 62 Tilt the latch plate to adjust the belt if needed. Buckle the belt. Make sure the release
button is positioned so you would be able to unbuckle the safety belt quickly if you ever had to.
Page Front Seat Position 4. To tighten the belt, pull up on the shoulder belt while you push
down on the child restraint. This is because the back of the rear facing child restraint would be
very close to the inflating air bag. Always secure a rear facing child restraint in the rear seat.
Page 65 5. Pull the rest of the lap belt all the way out of the retractor to set the lock. To tighten
the belt, feed the lap belt back into the retractor while you push down on the child restraint. You
may find it helpful to use your knee to push down on the child restraint as you tighten the belt. If
you have the choice, a child should sit next to a window so the child can wear a lap get the
additional restraint a shoulder belt can provide. Accident statistics show that children are safer
if they are restrained in the rear seat. Here two children are wearing the same belt. In a crash,
the two children can be crushed together and seriously injured. A belt must be used by only one

person at a time. Here a child is sitting in a seat that has a shoulder belt, but the shoulder part is
behind the child. If the child wears the belt in this way, in a crash the child might slide under the
belt. When you go in to order it, take the heaviest coat you will wear, so the extender will be
long enough for you. Page 70 Section 2 Features and Controls Here you can learn about the
many standard and optional features on your vehicle, and information on starting, shifting and
braking. Also explained are the instrument panel and the warning systems that tell you if
everything is working properly and what to do if you have a problem. A child or others could be
badly injured or even killed. They could operate the power windows or other controls or even
make the vehicle move. Both the master and VALET key have a transponder embedded into the
key for security and vehicle theft deterrence. Passengers especially children open the doors
and fall out. Outsiders can easily enter through an unlocked door when you slow down or stop
your vehicle. Page Rear Door Security Locks Rear Door Security Locks Your vehicle is
equipped with rear door security locks that help prevent passengers from opening the rear
doors of your vehicle from the inside. To use this lock: 1. Page Leaving Your Vehicle Leaving
Your Vehicle If you are leaving the vehicle, open the door, set the locks from the inside, get out
and close the door. Remote Keyless Entry System With this feature, you can lock and unlock
your doors or unlock your trunk from about 3 feet 1 m up to 30 feet 9 m away using the remote
keyless entry transmitter supplied with your vehicle. Page 77 The average range of this system
is about 10 feet 3 m. At times you may notice a decrease in range. This is normal for any remote
keyless entry transmitter. If the transmitter does not work or if you have to stand closer to your
vehicle for the transmitter to work, try this: Check the distance. Page Matching Transmitter S To
Your Vehicle When you press this symbol to lock the doors, the parking lamps will flash once
and the horn will sound. The park lamps will not flash, however, if the manual park lamps are
left on. You can also program your vehicle so the parking lamps will not flash and the horn will
not sound. Page Battery Replacement Battery Replacement Under normal use, the battery in
your remote keyless entry transmitter should last about two years. Page 80 3. Replace the
battery. Insert the new battery as the instructions under the cover indicate. Snap the transmitter
back together tightly to be sure no moisture can enter. Resynchronize the transmitter. It can
cause unconsciousness and even death. If you must drive with the trunk lid open or if electrical
wiring or other cable connections must pass through the seal between the body and the trunk
lid Page 83 This feature is used to secure the trunk lid if it will not close completely, such as
when carrying large packages in the trunk. Page 84 Theft Vehicle theft is big business,
especially in some cities. Although your vehicle has a number of theft features, we know that
nothing we put on it can make it impossible to steal. However, there are ways you can help. The
light will also flash if the battery has been disconnected and reconnected. To arm the system,
do the following: 1. From inside the vehicle, roll down the window, then get out of the vehicle,
keeping the door open. From outside of the vehicle, with the door open, lock the vehicle using
the power door lock or the remote keyless entry transmitter and close the door. It works when
you insert or remove the key from the ignition. Up to ten additional keys may be programmed
for the vehicle. This procedure is for learning additional keys only. If all the currently
programmed keys are lost or do not operate, you must see your dealer or a locksmith who can
service PASS Page 90 With the ignition switch, you can turn the switch to four different
positions. This is the only position in which you can remove the key. This position locks the
ignition, steering wheel and transaxle. When the engine starts, let go of the key. The idle speed
will go down as your engine gets warm. Engine Oil Dipstick Location B. Engine Coolant Heater
Cord C. Also, the wrong kind of extension cord could overheat and cause a fire. You could be
seriously injured. Plug the cord into a properly grounded three volt AC outlet. Your vehicle has
an automatic transaxle shift lock control system. It can help control your speed as you go down
steep mountain roads, but then you would also want to use your brakes off and on. Page
Parking Brake Parking Brake Hold the regular brake pedal down with your right foot and push
the parking brake pedal down with your left foot to set the parking brake. If the parking brake
does not release, you should either drive to the nearest service station or have your vehicle
towed. Your vehicle can roll. If you have left the engine running, the vehicle can move suddenly.
Page Move the lever up as far as it will go. With your right foot still holding the brake pedal
down, set the parking brake. Turn the ignition key to OFF. Remove the key and take it with you.
Your vehicle could move suddenly if the shift lever is not fully in PARK P with the parking brake
firmly set. And, if you leave the vehicle with the engine running, it could overheat and even
catch fire. To access the shift lock release hole: 1. Locate the shift lock release on the front of
the center console. It can cause unconsciousness and death. You might have exhaust coming
in if: Your exhaust system sounds strange or different. Your vehicle gets rusty underneath.
Page Express Down Window All power windows have this feature. Pressing the control
rearward to the second position then releasing it, will lower a window completely. If you want to

stop the window as it is lowering, press the control forward briefly. Press the control forward
again to raise the window. The lever returns automatically when the turn is complete. An arrow
on the instrument panel will flash in the direction of the turn or lane change. For more cycles,
hold the band on MIST longer. The Rainsense system can be activated by turning the wiper
stalk to one of the five sensitivity levels indicated on the stalk. Otherwise the washer fluid can
form ice on the windshield, blocking your vision. To spray washer fluid on the windshield, press
and release this paddle. Cruise control can be dangerous on slippery roads. On such roads, fast
changes in tire traction can cause needless wheel spinning, and you could lose control. Page
Resuming a Set Speed Suppose you set your cruise control at a desired speed and then you
apply the brake. This, of course, shuts off the cruise control. When you take your foot off the
pedal, your vehicle will slow down to the cruise control speed you set earlier. Using Cruise
Control on Hills How well your cruise control will work on hills depends upon your speed, load
and the steepness of the hills. Page Parking Lamps Parking Lamps Turn the lamp control knob
clockwise to the first stop, to turn on the parking, taillamps, sidemarker lamps. If it is night, the
instrument panel switch backlighting will also illuminate. Turn the control knob
counterclockwise all the way back to turn the lamps and lights off. Headlamps Turn the control
knob clockwise all the way to turn on the parklamps and headlamps. Page The DRL system will
make the high come on at reduced intensity when: it is still daylight and the ignition is on, the
headlamp switch is off and the transaxle is not in PARK P. When DRL are on, only your high
beam headlamps at reduced intensity will be on. When you press the fog lamp button, a fog
lamp symbol located in the instrument panel will come on to indicate that the fog lamps and the
parking lamps are on. Page If you move the control all the way to the right, the lamps will remain
on for approximately three minutes after the ignition has been turned to OFF. If you move the
control so it is just on, the lamps will go off quickly when you turn the ignition switch out of
OFF. Page Courtesy Lamps Exterior Lighting Battery Saver If the headlamp or manual parking
lamp control has been left on, the exterior lamps will turn off approximately 10 minutes after the
ignition is turned to OFF. This protects draining the battery in case you have accidentally left
the headlamps or parking lamps on. Page Reading Lamps Parade Dimming This feature
prohibits dimming of the digital displays and backlighting during daylight hours when the key is
in the ignition and the headlamps are on. This feature operates with the light sensor for the
Twilight Sentinel and is fully automatic. When the light sensor reads darkness outside and the
park lamps are active, the digital displays can be adjusted by turning the lamp control knob
counterclockwise to dim and clockwise to Page Battery Load Management Battery Load
Management The battery load management feature is designed to monitor the vehicle electrical
load and determine when the battery is in a heavy discharge condition. During times of high
electrical loading, the engine may idle at a higher RPM setting than normal to make sure the
battery charges. Page When cleaning the mirror, use a paper towel or similar material
dampened with glass cleaner. Do not spray glass cleaner directly on the mirror as that may
cause the liquid cleaner to enter the mirror housing. Cleaning Photocells Use a cotton swab and
glass cleaner to clean the photocells when necessary. Page Compass Variance The mirror is set
in zone eight upon leaving the factory. It will be necessary to adjust the compass to compensate
for compass variance if you live outside zone eight. Under certain circumstances, as during a
long distance cross country trip, it will be necessary to adjust for compass variance. Press R on
the control switch to choose the right mirror or L to choose the left mirror. The center switch
position is for off and will not move the mirrors if touched. If you cut too sharply into the right
lane, you could hit a vehicle on your right. There is also a removable coinholder that attaches to
the side of one of the bins. The upper storage area is available for the optional cellular
telephone. Hot cigarettes or other smoking materials could ignite them, causing a damaging
fire. Front Ashtray With the full center console, the ashtray is located below the climate control
system. It can also be detached from the center mount and moved to the side while the auxiliary
sunshade remains to block the glare from the front. The visors also have side side slide
capability. Page Cellular Telephone Option Your vehicle has been prewired for dealer
installation of the Cadillac Communiport integrated portable cellular telephone system. Voice
activation with remote record and hands free operation are standard features. Page Assist
Handles Assist Handles A handle above each door can be used when getting out of your
vehicle. The sunshade can also be opened by hand. To close the glass panel, press and hold
the ROOF switch forward. As the glass panel closes, it will open slightly toward the vent to
provide a better seal. Operation is subject to the following two conditions: 1 this device may not
cause interference, and 2 this device must accept any interference, including interference that
may cause undesired operation of the device. Changes and modifications to this system by
other than an authorized service facility could void authorization to use this equipment. Page If
you have trouble programming the HomeLink Transmitter, make sure that you have followed the

directions exactly as described. If you have completed this programming already, you now need
to train the garage door opener motor head unit to recognize the HomeLink Transmitter. Page
Erasing Channels To erase all three programmed channels, hold down the two outside buttons
until the indicator light begins to flash after 20 seconds. Release both buttons. Accessories
Accessories for the HomeLink Transmitter are available from the manufacturer of the unit. If you
would like additional information, please call 1 Page The main components of the instrument
panel are: A. Air Outlets B. Cluster E. Audio Steering Wheel Controls F. Electronic Climate
Controls H. Page Digital Cluster If Equipped The instrument panel cluster is designed to let you
know at a glance how your vehicle is running. United States version shown, Canada similar The
odometer shows how far your vehicle has been driven, in either miles used in the United States
or kilometers used in Canada. Page Vehicle Speed Limiter This feature prevents your vehicle
from exceeding speeds that the tires are not rated for. When the vehicle speed slows, the fuel
supply will come on again. Tachometer Analog Cluster Only This gage indicates the engine
speed in revolutions Page Charging System Light Charging System Light When you turn the
key to ON, this light will come on briefly to show that the generator and battery charging
systems are working. If this light stays on, you need service and you should take your vehicle to
the dealer at once. To save your battery until you get there, turn off all accessories. Driving with
the brake system warning light on can lead to an accident. You should stop your vehicle and
turn the engine off as soon as possible. A warning chime should also sound if this light comes
on. As a check, the light should come on for a few seconds when you start your engine. Page If
the Light Is On Steady You may be able to correct the emission system malfunction by
considering the following: Did you recently put fuel into your vehicle? If so, reinstall the fuel
cap, making sure to fully install the cap. The diagnostic system can determine if the fuel cap has
been left off or improperly installed. Failure to pass this inspection could prevent you from
getting a vehicle registration. If you do, your engine can become so hot that it catches fire. You
or others could be burned. Check your oil as soon as possible and have your vehicle serviced.
Page If the fuel supply gets down to approximately three gallons On the digital cluster, if the
fuel is less than approximately 1. The computer does not know what driving conditions will be
like for the rest of your trip, so the range is estimated based on the recent fuel economy.
Vehicles that are first sold in Canada will have a number after each message. This number helps
to identify the problem. If this message appears immediately after starting, it is possible that the
generator can still recharge the battery. The battery should recharge while driving but may take
a few hours to do so. The oil level sensing system does not check for actual oil level if the
engine has been off for a short period of time, and the oil level is never sensed while the engine
is running. Stop and turn the engine off immediately to avoid severe engine damage. A multiple
chime will also sound when this message is displayed. Have the climate control system
serviced if you notice a drop in heating and air conditioning efficiency. The system is designed
to help you in bad weather or other difficult driving situations by making the most of whatever
road conditions will permit. The speed of your vehicle will surge as the fuel supply is cut off.
This allows your vehicle to stay in a safe tire operating range. Page Vehicle Programming and
Personalization Features If Equipped If your vehicle is equipped with personalization, you can
program certain features to a preferred setting for up to two people. If your vehicle does not
have personalization then some of the features on your vehicle have been programmed for all
drivers. Page Comfort Controls and Radio System Personalization These features allow both
drivers to personalize their own climate control settings as well as their radio settings. The
system works by sensing heat given off by objects in its field of view. Warmer objects, such as
pedestrians, animals and other moving vehicles, will appear whiter. It is dark enough outside.
The headlamps or foglamps if equipped are on. The ignition is turned to ON. The controls are
located to the left of and below the steering wheel. It appears in front of the driver just above the
front edge of the hood. Page In dry, clear weather, the system can see pedestrians, animals and
the direction of the road ahead. In light rain, light snow or light fog the image may not be as
clear and you may not be able to see the direction of the road ahead. Page Navigation Option
Navigation Display Controls The display screen is located in the center on the instrument panel.
The URPA display is located inside the vehicle, above the rear window. It has three color that
can be seen through the rearview mirror or by Page A chime will sound the first time an object
is detected. URPA can detect objects 3 inches 7. In order for the rear sensors to recognize an
object, it must be within operating range. Be sure to read about the particular systems supplied
with your vehicle. Page Comfort Controls Comfort Controls This section tells you how to make
your air system work for you. With this system, you can control the heating, cooling and
ventilation in your vehicle. Your vehicle also has a flow through ventilation system described
later in this section. Page Outside Temperature Display The outside temperature is always
displayed when your vehicle is running. The outside temperature sensor is located near the

front grille. Page With the automatic setting, the air conditioning compressor automatically
cycles when needed to cool the air. In cold weather, when the system senses the need for heat,
the airflow will be directed out the floor outlets. As the interior temperature approaches a
desired setting, the blower speed will decrease. This setting sends most of the airflow to the
windshield with only a small amount to the floor outlets. At this setting, the fan speed is
automatically controlled. The ECC panel uses this information to automatically make the
necessary temperature and airflow adjustments to maintain your comfort. Air Conditioning On
hot days, open the windows long enough to let hot inside air escape. Use defrost to remove fog
or ice from the windshield quickly in extremely humid or cold conditions. Adjust the fan speed
by pressing the fan button up or down. The climate control has three buttons: Mode: Press this
button to adjust the direction of the airflow. Outside air will also enter the vehicle when the
heater or the air conditioning fan is running. The front outlets are located in the center and at
each side of the instrument panel. Other touch controls operate some audio controls. Page
Audio Systems Audio Systems Your audio system has been designed to operate easily and give
years of listening pleasure. You will get the most enjoyment out of it if you acquaint yourself
with it first. Sources include cassette and compact disc. The audio source must be loaded to
play. Available loaded sources are shown on the display. If a source is being used, it will be
underlined on the display. The radio keeps separate tone settings for each band, each preset
and each source. Page RW: Press the left arrow to rewind the tape rapidly. The radio will play
while the tape rewinds. You may use your station pushbuttons to tune to another radio station
while in RW mode. Press the left arrow again to return to playing speed. Press the knob again to
turn the system off. To increase volume, turn the knob clockwise. Turn it counterclockwise to
decrease volume. Just: 1. Turn the radio on. Page Playing a Cassette Tape With the radio on,
insert a cassette tape. The tape will begin playing as soon as it is inserted. When one side of
your cassette tape is done playing, auto reverse plays the other side of your cassette tape.
Cassette tapes may be loaded with the radio off but they will not start playing until the radio is
on. The radio will play. Page FF: Press and hold the right arrow to fast forward to another part of
the compact disc. Release it to return to playing speed. This button works the same, whether it
is pressed to the first or second position. RDS mode gives you many useful new features. When
RDS is on, the radio can: seek only to stations with the types of programs you want to listen to,
seek to stations with traffic announcements, receive announcements concerning local and
national emergencies, When an RDS station becomes weak, this function searches for a
stronger station within the same network. A network can span a great distance. One network
can have stations spread across a country or continent. If the whole message does not appear
on the display, parts of the message will appear every three seconds until the message is
completed. These buttons have factory PTY presets. The radio keeps separate tone settings for
each band, preset except weather band presets and source. Page RW: Press and hold the left
arrow to reverse the compact disc. FF: Press and hold the right arrow to fast forward to another
part of the compact disc. With AVC, your audio system monitors the noise in the vehicle. Then,
AVC automatically adjusts the volume level so that it always sounds the same to you. The RDS
display will turn on. The radio will turn on the TA display. TP will appear on the display if the
tuned station broadcasts traffic announcements. You may also receive traffic announcements
from stations in the network related to the tuned station. The PTY display will turn on. DSP can
be used while listening to the radio, the cassette tape player or the MiniDisc player. Press this
button to turn DSP on. Page If an error occurs while trying to play a cassette tape, it could be
that: The cassette tape is tight and the cassette player cannot turn the hubs of the tape. Hold
the cassette tape with the open end down and try turning the right hub counterclockwise with a
pencil. Page Your cassette tape player automatically reduces background noise. Auto CrO
allows the cassette tape player to adjust to the type of cassette tape for clearer sound for CrO
cassette tapes. Page RDM: Press this button to hear the tracks in random, rather than
sequential, order. Press RDM again to turn off random play. Normal size discs may be played
using the trays supplied in the magazine. The smaller discs 8 cm can be played only with
specially designed trays. Page Close the door by sliding it all the way to the right. When the
door is closed, the changer will begin checking for discs in the magazine. This will continue for
up to one and a half minutes, depending on the number of discs loaded. You will hear the first
few seconds of the first track on each disc. Press this button again to stop scanning. RDM:
Press this button to hear the tracks in random, rather than sequential, order. With this feature,
your vehicle will recall the latest radio settings as adjusted the last time your vehicle was
operated. The longer range, however, can cause stations to interfere with each other. AM can
pick up noise from things like storms and power lines. Try reducing the treble to reduce this
noise if you ever get it. Page When using a scrubbing action, non cassette, it is normal for the
cassette to eject because your unit is equipped with a cut tape detection feature and a cleaning

cassette may appear as a broken tape. To prevent the cleaning cassette from being ejected, use
the following steps. Store them in their original cases or other protective cases and away from
direct sunlight and dust. If the surface of a disc is soiled, dampen a clean, soft cloth in a mild,
neutral detergent solution and clean it, wiping from the center to the edge. Please start with a
very important safety device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving
Death and injury associated with drinking and driving is a national tragedy. Alcohol affects four
things that anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person
who consumes food just before or during drinking will have a somewhat lower BAC level. Page
But the ability to drive is affected well below a BAC of 0. Research shows that the driving skills
of many people are impaired at a BAC approaching 0. All drivers are impaired at BAC levels
above 0. They are the brakes, the steering and the accelerator. All three systems have to do
their work at the places where the tires meet the road. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes. A computer senses that wheels are slowing down. If one of the wheels is about
to stop rolling, the computer will separately work the brakes at each front wheel and at both rear
wheels. Just hold the brake pedal down firmly and let anti lock work for you. You may hear the
anti lock pump or motor operate, and feel the brake pedal pulsate, but this is normal. Braking in
Emergencies With anti lock, you can steer and brake at the same Page The traction control
system automatically comes on whenever you start your vehicle. To limit wheel spin, especially
in slippery road conditions, you should always leave the system on. But you can turn the
traction control system off if you ever need to. You should turn the system off if your vehicle
ever gets stuck in sand, mud, ice or snow. Page Steering Steering Power Steering If you lose
power steering assist because the engine stops or the system is not functioning, you can steer
but it will take much more effort. Magnasteer This system continuously adjusts the effort you
feel when steering at all vehicle speeds. It provides ease when parking yet a firm, solid feel at
highway speeds. Page Steering In Emergencies If you need to reduce your speed as you
approach a curve, do it before you enter the curve, while your front wheels are straight ahead.
Maintain a reasonable, steady speed. Wait to accelerate until you are out of the curve, and then
accelerate gently into the straightaway. Page Off - Road Recovery An emergency like this
requires close attention and a quick decision. But you have to act fast, steer quickly, and just as
quickly straighten the wheel once you have avoided the object. Page Passing Passing The
driver of a vehicle about to pass another on a lane highway waits for just the right moment,
accelerates, moves around the vehicle ahead, then goes back into the right lane again. A simple
maneuver? Not necessarily! Passing another vehicle on a two highway is a potentially
dangerous move, since the passing vehicle occupies the same lane as oncoming traffic for
several seconds. Page Loss Of Control If other cars are lined up to pass a slow vehicle, wait
your turn. Remember to glance over your shoulder and check the blind spot. Page A cornering
skid is best handled by easing your foot off the accelerator pedal. Remember: Any traction
control system helps avoid only the acceleration skid. If your traction control system is off, then
an acceleration skid is also best handled by easing your foot off the accelerator pedal. One
reason is that some drivers are likely to be impaired by alcohol or drugs, with night vision
problems, or by fatigue. Here are some tips on night driving. Drive defensively. Page No one can
see as well at night as in the daytime. But as we get older these differences increase. A 50 driver
may require at least twice as much light to see the same thing at night as a 20 year old. Page
Driving too fast through large water puddles or even going through some car washes can cause
problems, too. The water may affect your brakes. Try to avoid puddles. So much water can build
up under your tires that they can actually ride on the water. When your vehicle is hydroplaning,
it has little or no contact with the road. If you try to drive through flowing water, as you might at
a low water crossing, your vehicle can be carried away. As little as six inches of flowing water
can carry away a smaller vehicle. Page City Driving City Driving One of the biggest problems
with city streets is the amount of traffic on them. Here are ways to increase your safety in city
driving: Know the best way to get to where you are going. Page Freeway Driving Freeway
Driving Mile for mile, freeways also called thruways, parkways, expressways, turnpikes or
superhighways are the safest of all roads. But they have their own special rules. Drive at the
same speed most of the other drivers are driving. Here are some things you can check before a
trip Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack of awareness, or
whatever. There is something about an easy stretch of road with the same scenery, along with
the hum of the tires on the road, the drone of the engine, and the rush of the wind against the
vehicle that can make you sleepy. Keep your vehicle in good shape. Check all fluid levels and
also the brakes, tires, cooling system and transaxle. Page Winter Driving As you go over the top

of a hill, be alert. There could be something in your lane, like a stalled car or an accident. You
may see highway signs on mountains that warn of special problems. Examples are long grades,
passing or no passing zones, a falling rocks area or winding roads. Page Driving On Snow Or
Ice Include an ice scraper, a small brush or broom, a supply of windshield washer fluid, a rag,
some winter outer clothing, a small shovel, a flashlight, a red cloth and a couple of reflective
warning triangles. And, if you will be driving under severe conditions, include a small bag of
sand, a piece of old carpet or a couple of burlap bags to help provide traction. Page Whatever
the condition smooth ice, packed, blowing or loose snow drive with caution. Keep your traction
control system on. It improves your ability to accelerate when driving on a slippery road. Put on
extra clothing or wrap a blanket around you. If you have no blankets or extra clothing, make
body insulators from newspapers, burlap bags, rags, floor mats anything you can wrap around
yourself or tuck under your clothing to keep warm. Page Recreational Vehicle Towing Run your
engine only as long as you must. This saves fuel. When you run the engine, make it go a little
faster than just idle. That is, push the accelerator slightly. This uses less fuel for the heat that
you get and it keeps the battery charged. It also gives you important information about the
number of people that can be in your vehicle and the total weight that you can carry. If you do,
parts on your vehicle can break, and it can change the way your vehicle handles. These could
cause you to lose control and crash. For example, if the trailer is too heavy, the brakes may not
work well or even at all. You and your passengers could be seriously injured. Box Pontiac, MI If
you have a weight hitch, the trailer tongue A should weigh 12 percent of the total loaded trailer
weight B. Page Safety Chains Safety Chains You should always attach chains between your
vehicle and your trailer. Cross the safety chains under the tongue of the trailer so that the
tongue will not drop to the road if it becomes separated from the hitch. Instructions about safety
chains may be provided by the hitch manufacturer or by the trailer manufacturer. Acquaint
yourself with the feel of handling and braking with the added weight of the trailer. Your vehicle
could be damaged. Avoid making very sharp turns while trailering. If something goes wrong,
your rig could start to move. People can be injured, and both your vehicle and the trailer can be
damaged. They also let police know you have a problem. Your front and rear turn signal lamps
will flash on and off. The hazard warning button is located on the center of the instrument panel
between the two air vents. Page Other Warning Devices Other Warning Devices If you carry
reflective triangles, you can set one up at the side of the road about feet m behind your vehicle.
Page 2. Keep hands, clothing and tools away from any underhood electric fan. Page 6. If they
do, you could get a shock. The vehicles could also be damaged. Before you connect the cables,
here are some basic things you should know. Page 9. Page Towing Your Vehicle A. Good
Battery C. Never tow faster than safe or posted speeds. Never tow with damaged parts not fully
secured. With current trends in automotive styles and design, it is essential that the correct
towing equipment is used to tow a vehicle. Your vehicle can be towed with wheel lift or car
carrier equipment. Stay away from the engine if you see or hear steam coming from it. Just turn
it off and get everyone away from the vehicle until it cools down. The costly repairs would not
be covered by your warranty. If it is, you may have a leak in the radiator hoses, heater hoses,
radiator, water pump or somewhere else in the cooling system. Page If there seems to be no
leak, with the engine on, check to see if the electric engine cooling fans are running. If the
engine is overheating, both fans should be running. Plain water, or some other liquid like
alcohol, can boil before the proper coolant mixture will. Page 1. You can remove the coolant
surge tank pressure cap 2. Then keep turning the cap, but now push down as when the cooling
system, including the coolant you turn it. Remove the pressure cap. Page 3. Then fill the coolant
surge tank with the proper 4. With the coolant surge tank pressure cap off, start the mixture, to
the base of the filler neck. Then replace the pressure cap. Be sure the arrows on the pressure
cap line up like this. Start the engine and allow it to warm up. Turn on your hazard warning
flashers. The vehicle can slip off the jack and roll over you or other people. Instructions for
changing your tires are on the inside of the tire cover located in your trunk. To gain access to
the instructions, spare tire and jacking equipment, do the following: 1. Unscrew the wing nuts to
remove the container that holds the wrench and jack. Remove the wheel wrench, jack and spare
tire from the trunk. Page Spare Tire Removing the Wheel Cover Models with Center Wheel Cover
For models having aluminum wheels with a center wheel cover, use the flat end of the wheel
wrench to gently pry the wheel covers off. Find the jacking location from the diagrams above
and corresponding hoisting notches located in the plastic molding. If the vehicle slips off the
jack, you could be badly injured or killed. Never get under a vehicle when it is supported only by
a jack. Page 8. Remove any rust or dirt from the wheel bolts, mounting surfaces and spare
wheel. The wheel could come off and cause an accident. Page Replace the wheel nuts with the
rounded end of the nuts toward the wheel. Tighten each nut by hand until the wheel is held
against the hub. Lower the vehicle by turning the jack handle counterclockwise. Lower the jack

completely. Tighten the wheel nuts firmly in a crisscross sequence as shown. If your vehicle is
equipped with wheel nut covers, screw them on with your fingers, then tighten quarter turn with
the wheel wrench. Store the wheel cover and lug nut caps in the trunk until you have the flat tire
repaired or replaced. If you try to put a wheel cover on your compact spare, you could damage
the cover or the spare. In a sudden stop or collision, loose equipment could strike someone.
Store all these in the proper place. The compact spare is for temporary use only. Page Compact
Spare Tire Compact Spare Tire Although the compact spare tire was fully inflated when your
vehicle was new, it can lose air after a time. Check the inflation pressure regularly. It should be
60 psi kPa. After installing the compact spare on your vehicle, you should stop as soon as
possible and make sure your spare tire is correctly inflated. Page Section 6 Service and
Appearance Care Here you will find information about the care of your vehicle. This section
begins with service and fuel information, and then it shows how to check important fluid and
lubricant levels. There is also technical information about your vehicle, and a part devoted to its
appearance care. Be sure you have sufficient knowledge, experience, the proper replacement
parts and tools before you attempt any vehicle maintenance task. If this occurs, return to your
authorized Cadillac dealer for diagnosis to determine the cause of failure. In the event it is
determined that the cause of the condition is the type of fuels used, repairs may not be covered
by your warranty. Never use leaded gasoline or any other fuel not recommended in the previous
text on fuel. Page The fuel door release button is located to the left of the steering wheel next to
the headlamp knob. Gasoline can spray out on you if you open the fuel filler cap too quickly.
This spray can happen if your tank is nearly full, and is more likely in hot weather. Static
electricity discharge from the container can ignite the gasoline vapor. You can be badly burned
and your vehicle damaged if this occurs. Then go to the front of the vehicle and find the
secondary hood release lever which is located under the front edge of the grille. Windshield
Washer Fluid Reservoir B. Underhood Junction Block C. Engine Coolant Surge Tank D. Power
Steering Fluid E. Engine Oil Fill Cap F. Engine Oil Dipstick G. Brake Master Cylinder H. Page
Engine Oil Before closing the hood, be sure all filler caps are on properly. Then pull the hood
down and close it firmly. Underhood Lamp Turn the parking lamps on to operate the underhood
lamp. The underhood lamp will come on when the hood is opened. In order to get an accurate
reading, the oil must be warm and the vehicle must be on level ground. But you must use the
right kind. This part explains what kind of oil to use. Do not use any oil which does not carry
this starburst symbol. These numbers on an oil container show its viscosity, or thickness. This
resets the oil life index. Remove the air filter element and any loose debris that may be found
laying in the air cleaner base. Replace the air filter element. Follow these steps to reinstall the
air cleaner cover to the air cleaner housing: 1. The air cleaner not only cleans the air, it stops
flame if the engine backfires. To access the passenger compartment air filter, insert the flat tip
of a screwdriver into the outer edge of the cover and gently pry the cover up. Then, insert the
flat tip of the screwdriver behind the push pin located on the inboard side of the air filter
compartment to carefully pry the pin out. Page Automatic Transaxle Fluid 3. To remove the air
filter, insert the flat tip of the screwdriver between the air filter and the compartment wall on the
outboard side of the vehicle. Then, push in to flatten the pin holding the air filter in place. Gently
remove the air filter and any loose debris that may be inside the air filter compartment. Page
How To Check How to Check Because this operation can be a little difficult, you may choose to
have this done at the dealership service department. If you do it yourself, be sure to follow all
the instructions here, or you could get a false reading on the dipstick. Page Checking the Fluid
Level Prepare your vehicle as follows: Park your vehicle on a level place. Keep the engine
running. With your foot on the brake pedal, move the shift lever through each gear range,
pausing for about three seconds in each range. Page How To Add Fluid 3. Check both sides of
the dipstick, and read the lower level. The fluid level must be in the cross hatched area. If the
fluid level is in the acceptable range, push the dipstick back in all the way. Reinstall the air
cleaner assembly. This resets the transaxle fluid life index. The cooling system is under a lot of
pressure when it is hot. Coolant contains ethylene glycol, and it will burn if the engine parts are
hot enough. Page Adding Washer Fluid How to Check Power Steering Fluid When the engine
compartment is cool, wipe the cap and the top of the reservoir clean, then unscrew the cap and
wipe the dipstick with a clean rag. Replace the cap and completely tighten it. Then remove the
cap again and look at the fluid level on the dipstick. Water can cause the solution to freeze and
damage your washer fluid tank and other parts of the washer system. Page There are only two
reasons why the brake fluid level in the reservoir might go down. The first is that the brake fluid
goes down to an acceptable level during normal brake lining wear. When new linings are put in,
the fluid level goes back up. Use new brake fluid from a sealed container only. Always clean the
brake fluid reservoir cap and the area around the cap before removing it. Disc brake pads have
built in wear indicators that make a high pitched warning sound when the brake pads are worn

and new pads are needed. The sound may come and go or be heard all the time your vehicle is
moving except when you are pushing on the brake pedal firmly. Its many parts have to be of top
quality and work well together if the vehicle is to have really good braking. Your vehicle was
designed and tested with top quality GM brake parts. Page Vehicle Storage To be sure the vent
hose A is properly attached, the vent hose connectors B must be securely reattached to the
vent outlets C on each side of the battery, and the vent assembly grommet D must be secured
to the floor pan E. Remove the two bolts at the top of the headlamp assembly. Loosen the bolt
at the bottom of the headlamp assembly to gain access to the bulb socket. Firmly grasp the
outboard side of the headlamp assembly with both hands and pull hard enough, so that the
whole assembly opens freely. Page 5. Remove the bulb socket dust cover and set aside. Install
the new bulb into the socket. Make sure that 6. Turn the headlamp housing socket
counterclockwise to 9. Reinstall the headlamp housing socket back into the unlock the socket
from the lamp housing. Page To reinstall the filler panel: 1. Place the filler panel in the correct
location. Reset each push pin by holding each by the outer circle while pushing up on the pin
assembly from below. The center portion of the push now be above the outer circle. Page If your
vehicle is damaged in an accident, the headlamp aim may be affected. Aim adjustment to the
low beam may be necessary if it is difficult to see lane markers for horizontal aim , or if
oncoming drivers flash their high beams at you for vertical aim. Adjustment screws can be
turned with an E8 Torx socket or T15 Torx screwdriver. Page Headlamp Vertical Aiming 1. Find
the aim dot on the lens of the lamps. Measure the distance from the ground to the aim dot on
each lamp; if left low beam, subtract two inches. Record this distance. At the wall or other flat
surface, measure from the floor to the recorded distance and draw a horizontal line the width of
the vehicle. Page 4. Turn on the low beam headlamps and cover the lamp not being evaluated.
The ambient light should allow the beam cut off to be seen on the wall. Turn the vertical aiming
screw C until the headlamp beam is aimed to the horizontal line. It is recommended to cover the
lamp that is not being evaluated to better see the beam being aimed. Disconnect the cornering
lamp bulb by pulling the bulb out of the socket. Do not twist or turn the bulb. Replace cornering
lamp bulb by pushing the bulb directly into the socket. Page Windshield Wiper Blade
Replacement 3. Remove the turn signal lamp housing socket and replace the bulb. Page Your
new vehicle comes with high a leading tire manufacturer. If you ever have questions about your
tire warranty and where to obtain service, see your Cadillac Warranty booklet for details. The
resulting accident could cause serious injury. Check all tires frequently to maintain the
recommended pressure. Tire pressure should be checked when your tires are cold. Overinflated
tires are more likely to be cut, punctured or broken by a sudden impact such as when you hit a
pothole. Any time you notice unusual wear, rotate your tires as soon as possible and check
wheel alignment. Also check for damaged tires or wheels. You need a new tire if any of the
following statements are true: You can see the indicators at three or more places around the
tire. If you mix tires of different sizes or types radial and bias belted tires , the vehicle may not
handle properly, and you could have a crash. Using tires of different sizes may also cause
damage to your vehicle. Page Treadwear The treadwear grade is a comparative rating based on
the wear rate of the tire when tested under controlled conditions on a specified government test
course. Page Wheel Replacement Wheel Alignment and Tire Balance The wheels on your
vehicle were aligned and balanced carefully at the factory to give you the longest tire life and
best overall performance. Scheduled wheel alignment and wheel balancing are not needed.
However, if you notice unusual tire wear or your vehicle pulling one way or the other, the
alignment may need to be reset. It could fail suddenly and cause an accident. If you have to
replace a wheel, use a new GM original equipment wheel. Some are toxic. Others can burst into
flame if you strike a match or get them on a hot part of the vehicle. Some are dangerous if you
breathe their fumes in a closed space. Page Cleaning Leather Here are some cleaning tips:
Always read the instructions on the cleaner label. Clean up stains as soon as you can Carefully
scrape off any excess stain. Use a clean cloth or sponge, and change to a clean area often. A
soft brush may be used if stains are stubborn. Commercial cleaners may affect the surface
finish. Cleaning Wood Panels Use a clean cloth moistened in warm, soapy water use mild dish
washing soap. Dry the wood immediately with a clean cloth. Page Windshield And Wiper Blades
Cleaning the Outside of the Windshield and Wiper Blades If the windshield is not clear after
using the windshield washer, or if the wiper blade chatters when running, wax, sap or other
material may be on the blade or windshield. Use a car washing soap. Be sure to rinse the
vehicle well, removing all soap residue completely. You can get approved cleaning products
from your dealer. Page Cleaning Tires Foreign materials such as calcium chloride and other
salts, ice melting agents, road oil and tar, tree sap, bird droppings, chemicals from industrial
chimneys, etc. Wash the vehicle as soon as possible. If necessary, use non abrasive cleaners
that are marked safe for painted surfaces to remove foreign matter. Page Chemical Paint

Spotting Although no defect in the paint job causes this, Cadillac will repair, at no charge to the
owner, the surfaces of new vehicles damaged by this fallout condition within 12 months or 12,
miles 20 km of purchase, whichever occurs first. You can see it if you look through the
windshield from outside your vehicle. Some add on electrical equipment can keep other
components from working as they should. Page Fuses And Circuit Breakers Fuses and Circuit
Breakers The wiring circuits in your vehicle are protected from short circuits by a combination
of fuses and circuit breakers. This greatly reduces the chance of fires caused by electrical
problems. Look at the silver colored band inside the fuse. If the band is broken or melted,
replace the fuse. To help avoid damage to the battery and wires, be careful when removing or
reinstalling the seat cushion. The fuse puller is located in number Crankcase Engine Oil with
Filter Change Engine Cooling System. Page Section 7 Customer Assistance Information Here
you will find out how to contact Cadillac if you need assistance. This section also tells you how
to obtain service publications and how to report any safety defects. Page Customer Assistance
Offices Customer Assistance Offices Cadillac encourages customers to call the toll-free number
for assistance. It provides every Cadillac owner with the advantage of contacting a Cadillac
Page , 24 hours a day, days a year. This service is provided at no charge for any warranty
covered situation and for
toyota fuel line disconnect tool
2002 chrysler 300m headlights
ford focus st youtube
a nominal charge if the Cadillac is no longer under warranty. Roadside Service is available only
in the United States and Canada. Cadillac Owner Privileges Page Courtesy Transportation
Transportation Options Warranty service can generally be completed while you wait. However, if
you are unable to wait Cadillac helps minimize your inconvenience by providing several
transportation options. Depending on the circumstances, Page Warranty Information General
Motors reserves the right to unilaterally modify, change or discontinue Courtesy Transportation
at any time and to resolve all questions of claim eligibility pursuant to the terms and conditions
described herein at its sole discretion. Warranty Information Your vehicle comes with a separate
warranty booklet that contains detailed warranty information. This manual is also suitable for:
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