2000 pontiac grand am manual

Quick Links Download this manual. Table of Contents. Automobile Pontiac Aztek Owner's
Manual pages. This manual includes the latest information at the time it was printed. We reserve
the right to make changes in the product after that time without further notice. If you do this, it
will help you learn about the features and controls for your vehicle. Many times, this damage
would not be covered by your warranty, and it could be costly. You can also learn about some
things you should not do with air bags and safety belt. Page Seats And Seat Controls Seats and
Seat Controls This section tells you about the seats adjust them and also about reclining
seatbacks and head restraints. Slide the seat to where you want it. Then release the lever and
try to move the seat with your body to make sure the seat is locked into place. This switch
allows you to move the seat up, down, forward, and backward. It also moves the front of the
seat up or down and the rear of the seat up or down. Reclining Front Seatbacks To adjust the
seatback, lift the lever on the outer side of the seat and move the seatback to where you want it.
Page Head Restraints Head Restraints Slide the head restraint up or down so that the top of the
restraint is closest to the top of your ears. This position reduces the chance of a neck injury in a
crash. In a sudden stop or crash, the person sitting there could be injured. It also tells you some
things you should not do with safety belts. Page 23 Put someone on it. Get it up to speed. Then
stop the vehicle. Page 24 The person keeps going until stopped by something. In a real vehicle,
it could be the windshield With safety belts, you slow down as the vehicle does. You get more
time to stop. You stop over more distance, and your strongest bones take the forces. Page 27 3.
Pick up the latch plate and pull the belt across you. The shoulder belt may lock if you pull the
belt across you very quickly. If this happens, let the belt go back slightly to unlock it. Then pull
the belt across you more slowly. Page 28 5. To make the lap part tight, pull down on the buckle
The lap part of the belt should be worn low and snug on end of the belt as you pull up on the
shoulder belt. In a crash, this applies force to the strong pelvic bones. Page 29 Shoulder Belt
Height Adjuster 4 Before you begin to drive, move the shoulder belt adjuster to the height that is
right for you. Door Models To move it down, squeeze the release button and move the height
adjuster to the desired position. You can move the adjuster up just by pushing on the shoulder
belt guide. The shoulder belt is too loose. In a crash, you would move forward too much, which
could increase injury. The belt is buckled in the wrong place. In a crash, the belt would go up
over your abdomen. The belt forces would be there, not at the pelvic bones. The shoulder belt is
worn under the arm. It should be worn over the shoulder at all times. In a crash, your body
would move too far forward, which would increase the chance of head and neck injury. The belt
is twisted across the body. If a belt is twisted, make it straight so it can work properly, or ask
your dealer to fix it. The belt should go back out of the way. Before you close the door, be sure
the belt is out of the way. If you slam the door on it, you can damage both the belt and your
vehicle. For pregnant women, as for anyone, the key to making safety belts effective is wearing
them properly. Safety belts help keep you in position before and during a crash. The system
checks the air bag electrical system for malfunctions. The light tells you if there is an electrical
problem. The path of an inflating air bag must be kept clear. Page 39 When should an air bag
inflate? An air bag is designed to inflate in a moderate to severe frontal or near frontal crash.
Page 40 What will you see after an air bag inflates? After an air bag inflates, it quickly deflates,
so quickly that some people may not even realize the air bag inflated. Accident statistics show
that unbelted people in the rear seat are hurt more often in crashes than those who are wearing
safety belts. Page 43 If the belt stops before it reaches the buckle, tilt the 3. To make the lap part
tight, pull down on the buckle latch plate and keep pulling until you can buckle it. Pull up on the
latch plate to make sure it is secure. Page 44 The lap part of the belt should be worn low and
snug on the hips, just touching the thighs. If you slid under it, the belt would apply force at your
abdomen. When installed on a shoulder belt, the comfort guide pulls the belt away from the
neck and head. Page 46 2. Slide the guide under and past the belt. The elastic cord must be
under the belt. Then, place the guide over the belt, and insert the two edges of the belt into the
slots of the guide. Be sure that the belt is not twisted and it lies flat. The elastic cord must be
under the belt and the guide on top. Page Center Passenger Position 4. Make sure that the
shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze the belt
edges together so that you can take them out from the guides. Page Lap Belt Lap Belt When you
sit in the center seating position, you have a lap safety belt, which has no retractor. To make the
belt longer, tilt the latch plate and pull it along the belt. Page Children Children Everyone in a
vehicle needs protection! That includes infants and all children smaller than adult size. Neither
the distance traveled nor the age and size of the traveler changes the need, for everyone, to use
safety restraints. In fact, the law in every state in the United States and in every Canadian
province says children up to some age must be restrained while in a vehicle. Page Child
Restraints Child Restraints Every time infants and young children ride in vehicles, they should
have protection provided by appropriate restraints. What are the different types of add child

restraints? Page 52 A rear facing infant restraint B positions an infant to face the rear of the
vehicle. Rear facing infant restraints are designed for infants of up to about 20 lbs. Page 53 A
forward facing child restraint C E positions a child upright to face forward in the vehicle. These
forward facing restraints are designed to help protect children who are from 20 to 40 lbs. This is
because the back of the rear facing child restraint would be very close to the inflating air bag.
Always secure a rear facing child restraint in a rear seat. See the earlier part about the top strap
if the child restraint has one. Page 57 Tilt the latch plate to adjust the belt if needed. Buckle the
belt. Make sure the release button is positioned so you would be able to unbuckle the safety
belt quickly if you ever had to. Page 58 4. To tighten the belt, pull up on the shoulder belt while
you push down on the child restraint. Page 59 1. Make the belt as long as possible by tilting the
latch plate and pulling it along the belt. Put the restraint on the seat. The child restraint
instructions will show you how. It will be ready to work for an adult or larger child passenger.
Never put a rear facing child restraint in this seat. Page 61 4. Make sure the release button is 5.
Pull the rest of the shoulder belt all the way out of positioned so you would be able to unbuckle
the the retractor to set the lock. Page Larger Children 6. To tighten the belt, feed the shoulder
belt back into the retractor while you push down on the child restraint. You may find it helpful to
use your knee to push down on the child restraint as you tighten the belt. Page 63 Accident
statistics show that children are safer if they are restrained in the rear seat. But they need to use
the safety belts properly. Here a child is sitting in a seat that has a shoulder belt, but the
shoulder part is behind the child. If the child wears the belt in this way, in a crash the child
might slide under the belt. When you go in to order it, take the heaviest coat you will wear, so
the extender will be long enough for you. Page 66 Section 2 Features and Controls Here you can
learn about the many standard and optional features on your vehicle, and information on
starting, shifting and braking. Also explained are the instrument panel and the warning systems
that tell you if everything is working properly and what to do if you have a problem. A child or
others could be badly injured or even killed. They could operate the power windows or other
controls or even make the vehicle move. Page 68 Remember to carry the pre cut emergency key
which Pontiac sends after delivery for vehicles sold in the United States. In an emergency, call
the Pontiac Roadside Assistance Program at Passengers especially children open the doors
and fall out. Outsiders can easily enter through an unlocked door when you slow down or stop
your vehicle. Page Power Door Locks Power Door Locks With the power door locks, you can
unlock or lock all of the doors of your vehicle from the driver or front passenger door lock
switch. Push the top of the switch to unlock all of the doors. Push the bottom of the switch to
lock all the doors. The doors will remain locked unless manually unlocked or the lock button is
pressed. Page Rear Door Security Locks Delayed Locking The Delayed Locking feature is
standard and makes it easier to use your power door locks at any time either manually or with
the power door lock switches. This feature will not operate if the key is left in the ignition. See
Anti Lockout Protection later in this section. Page Leaving Your Vehicle The rear doors of your
vehicle cannot be opened from the inside when this feature is in use. If you want to open a rear
door when the security lock is on: 1. Unlock the door from the inside. Then open the door from
the outside. Page 74 Keyless Entry System If Equipped If your vehicle has this feature, you can
lock and unlock your doors or unlock your trunk from about 3 feet 1 m up to 30 feet 9 m away
using the remote keyless entry transmitter supplied with your vehicle. The interior lamps will
turn off after all of the doors are closed. If all of the doors are closed, the parking lamps will
flash twice and the horn will chirp to indicate locking has occurred. Page Battery Replacement
Matching Transmitter s To Your Vehicle Each remote keyless entry transmitter is coded to
prevent another transmitter from unlocking your vehicle. If a transmitter is lost or stolen, a
replacement can be purchased through your dealer. Remember to bring any remaining
transmitters with you when you go to your dealer. Page 77 To replace the battery in the keyless
entry transmitter: 1. Use a small coin or flathead screwdriver to separate the bottom half from
the top half of the transmitter. Remove the battery and replace it with the new one. It can cause
unconsciousness and even death. If you must drive with the trunk lid open or if electrical wiring
or other cable connections must pass through the seal between the body and the trunk lid Page
Remote Trunk Release Lockout Remote Trunk Release Lockout Your remote trunk release is
equipped with a lockout feature to help prevent unauthorized entry into the trunk when the
vehicle is left unattended. The switch is located on the inside of the trunk lid, mounted to the
trunk lid latch. Then turn the ignition to OFF before attempting to start the engine. It also lets
you use things like the radio and windshield wipers when the engine is not running. To use
ACC, turn the key clockwise to the first position. Use this position if your vehicle must be
pushed or towed, but never try to push start your vehicle. Page 83 Starting Your 2. When the
engine starts, let go of the key. The idle speed will go down as your engine warms up. The idle
speed will go down as your engine gets warm. Turn off the engine. Open the hood and unwrap

the electrical cord. On the 2. Page Automatic Transaxle Operation Automatic Transaxle
Operation Your automatic transaxle has a shift lever located on the console between the seats.
Your vehicle has an automatic transaxle shift lock control. You can use it on very steep hills, or
in deep snow or mud. Slowly let up on the clutch pedal as you press the accelerator pedal. To
stop, let up on the accelerator pedal and press the brake pedal. Page Parking Brake Parking
Brake To set the parking brake, hold the regular brake pedal down with your right foot. Pull up
on the parking brake handle. If the ignition is on, the brake system warning light will come on.
To release the parking brake, hold the regular brake pedal down. Your vehicle can roll. If you
have left the engine running, the vehicle can move suddenly. Your vehicle could move suddenly
if the shift lever is not fully in PARK P with the parking brake firmly set. And, if you leave the
vehicle with the engine running, it could overheat and even catch fire. But if you ever have to,
here are some things to know. Page Manual Windows Windows Manual Windows On a vehicle
with manual windows, use the window crank to open and close each window. In addition, each
passenger door has a switch for its own window. Page Tilt Wheel Tilt Wheel A tilt steering wheel
allows you to adjust the steering wheel before you drive. You can also raise it to the highest
level to give your legs more room when you exit and enter the vehicle. To tilt the wheel, hold the
steering wheel and pull the lever toward you. These positions allow you to signal a turn or a
lane change. To signal a turn, move the lever all the way up or down. Page Windshield Wipers
Windshield Wipers You control the windshield wipers by moving the stalk with the wiper symbol
on it up or down. For a single wiper cycle, push the stalk down to MIST, then release it. For
more cycles, hold the stalk down longer. Page Windshield Washer Windshield Washer To wash
your windshield, push in the button at the end of the stalk until the washers begin. Otherwise
the washer fluid can form ice on the windshield, blocking your vision. Page Cruise Control If
Equipped The cruise control buttons are located on the bottom of the steering wheel. This can
really help on long trips. You could be startled and even lose control. Keep the cruise control
switch off until you want to use cruise control. Hold it there until you get up to the speed you
want, and then release the button. DRL can be helpful in many different driving conditions, but
they can be especially helpful in the short periods after dawn and before sunset. Page Fog
Lamps There is a delay in the transition between the daytime and nighttime operation of the
DRL and the ALC systems so that driving under bridges or bright overhead street lights does
not affect the system. The DRL and ALC systems will only be affected when the light sensor
sees a change in lighting lasting longer than this delay. Page Interior Lamps Interior Lamps
Instrument Panel Intensity Control You can brighten or dim the instrument panel cluster lights
by moving the thumbwheel to the right to increase intensity and to the left to decrease intensity.
The thumbwheel is located on the instrument panel to the left of the steering wheel. Page Mirror
Reading Lamps If Equipped Press the switch on the lower front portion of the mirror to turn on
the lamps. Press the other side of the switch to turn the lamps off. The ON position will turn on
the light. When any interior lamp trunk, mirror reading lamps, footwell, dome lamp or glove box
is left on when the ignition is turned off, the battery saver system will automatically shut the
lamp off after 20 minutes. Page Manual Remote Control Mirror The outside rearview mirror
should be adjusted so you can just see the side of your vehicle when you are sitting in a
comfortable driving position. To open, pull the glove box handle up. Center Console Storage
Area The center console has two separate storage areas. The upper compartment, which is also
the armrest, can be used to store maps, gloves, etc. You can also swing them to the side. Visor
Vanity Mirror Lift the cover to expose the vanity mirror. Sunroof If Equipped Open the sunshade
by hand when using the vent position. Page The main components of your instrument panel
are: A. Fog Lamp Switch B. Instrument Panel Intensity Control C. Horn E. Instrument Cluster F.
Ignition Switch H. Enhanced Traction System I. Hazard Switch J. It includes indicator warning
lights and gages that are explained on the following pages. Be sure to read about them. Your
odometer shows how far your vehicle has been driven, in either miles used in the United States
or kilometers used in Canada. The pictures will help you locate them. Warning lights and gages
can signal that something is wrong before it becomes serious enough to cause an expensive
repair or replacement. The system check includes the air bag modules, the wiring and the crash
sensing and diagnostic module. Page Brake System Warning Light Charging System Indicator
Light The charging system indicator light will come on when you turn on the ignition, but the
engine is not running, as a check to show you it is working. When the engine is running, the
light should go out. If it stays on, or comes on while you are driving and you hear a chime, you
may have a problem with the electrical charging system. If the light comes on while you are
driving, pull off the road and stop carefully. Slippery road conditions may exist if the Enhanced
Traction System active light comes on, so adjust your driving accordingly. The light will stay on
for a few seconds after the Enhanced Traction System stops limiting wheel spin. If this light
comes on and stays on and you hear a chime, the vehicle should promptly be pulled off the

road and the coolant level checked. Page NOTICE: If you keep driving your vehicle with this
light on, after a while, your emission controls may not work as well, your fuel economy may not
be as good and your engine may not run as smoothly. This could lead to costly repairs that may
not be covered by your warranty. If the light continues to flash, when it is safe to do so, stop the
vehicle. Find a safe place to park your vehicle. Turn the key off, wait at least 10 seconds and
restart the engine. Your vehicle will not pass this inspection if the OBD board diagnostic system
determines that critical emission control systems have not been completely diagnosed by the
system. If you do, your engine can become so hot that it catches fire. You or others could be
burned. Check your oil as soon as possible and have your vehicle serviced. Low Washer Light
This light will come on briefly when you turn on the ignition. It will also stay on, or come on and
a chime will sound, if the windshield washer fluid reservoir is less than third full. When the
indicator nears empty, the light will come on and you will hear a chime. You still have a little fuel
left, but you should get more soon. Be sure to read about the particular systems supplied with
your vehicle. Page Comfort Controls Comfort Controls With this system, you can control the
ventilation and heating in your vehicle. Your vehicle also has the flow through ventilation
system described later in this section. To select the force of air you want, turn the knob. The
rest of the air comes through the windshield and side window vents. Set the center control knob
to the temperature desired. DEFOG: This position divides the airflow between the floor outlets
and the windshield defroster vent. The system will bring in outside air, heat it and send it to the
floor outlets. Your vehicle has heat ducts that are directed toward the rear seat. Press the
defogger button. The indicator light will glow. The rear window defogger will turn itself off after
about ten minutes after the first time the button is pressed, and after five minutes each
additional time the button is pressed. Page Audio Systems Ventilation Tips Keep the hood and
front air inlet free of ice, snow or any other obstruction, such as leaves. The heater and
defroster will work far better, reducing the chance of fogging the inside of your windows. When
you enter a vehicle in cold weather, adjust the mode knob to FLOOR and the fan to the highest
speed for a few moments before driving off. To increase volume, turn the knob clockwise. Turn
it counterclockwise to decrease volume. If a station is weak or noisy, you may want to decrease
the treble. It will still play tapes, but you should clean it as soon as possible to prevent damage
to the tapes and player. The display shows your selection. TUNE: Press this knob lightly so it
extends. Turn it to choose radio stations. If the disc comes out, it could be that: The disc is
upside down. It is dirty, scratched or wet. Your tape player is built to work best with tapes that
are up to 30 to 45 minutes long on each side. Tapes longer than that are so thin they may not
work well in this player. Both features cannot be played at the same time. It is recommended
that you read through all nine steps before starting the procedure. If you allow more than 15
seconds to elapse between any steps, the radio automatically reverts to time and you must start
the procedure over at Step 4. Turn the ignition on. LOC will appear on the display. Press MIN
and will appear on the display. SEEK: Press the up arrow to tune to the next radio station and
the down arrow to tune to the previous radio station. The longer range, however, can cause
stations to interfere with each other. AM can pick up noise from things like storms and power
lines. Try reducing the treble to reduce this noise if you ever get it. Cassette tapes should be
stored in their cases away from contaminants, direct sunlight and extreme heat. The radio will
display to show the indicator was reset. Cassettes are subject to wear and the sound quality
may degrade over time. Always make sure the cassette tape is in good condition before you
have your tape player serviced. Please start with a very important safety device in your vehicle:
Buckle up. Page Drunken Driving Drunken Driving Death and injury associated with drinking
and driving is a national tragedy. Alcohol affects four things that anyone needs to drive a
vehicle: Judgment Muscular Coordination Vision A person who consumes food just before or
during drinking will have a somewhat lower BAC level. Page The body takes about an hour to
rid itself of the alcohol in one drink. No amount of coffee or number of cold showers will speed
that up. A person with even a moderate BAC might not be able to react quickly enough to avoid
the collision. They are the brakes, the steering and the accelerator. All three systems have to do
their work at the places where the tires meet the road. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes. A computer senses that wheels are slowing down. If one of the wheels is about
to stop rolling, the computer will separately work the brakes at each front wheel and at both rear
wheels. When this warning light is on, the system will not limit wheel spin. Page Power Steering
Steering Power Steering If you lose power steering assist because the engine stops or the
system is not functioning, you can steer but it will take much more effort. Variable Effort
Steering If Equipped This steering system provides lighter steering effort for parking and at low

vehicle speeds. Page Steering In Emergencies Steering in Emergencies There are times when
steering can be more effective than braking. For example, you come over a hill and find a truck
stopped in your lane, or a car suddenly pulls out from nowhere, or a child darts out from
between parked cars and stops right in front of you. If the level of the shoulder is only slightly
below the pavement, recovery should be fairly easy. Ease off the accelerator and then, if there is
nothing in the way, steer so that your vehicle straddles the edge of the pavement. Keep trying to
steer and constantly seek an escape route or area of less danger. One reason is that some
drivers are likely to be impaired alcohol or drugs, with night vision problems, or by fatigue. Here
are some tips on night driving. Drive defensively. It can take a second or two, or even several
seconds, for your eyes to readjust to the dark. Page The heavier the rain, the harder it is to see.
Even if your windshield wiper blades are in good shape, a heavy rain can make it harder to see
road signs and traffic signals, pavement markings, the edge of the road and even people
walking. You could lose control of the vehicle. After driving through a large puddle of water or a
car wash, apply your brake pedal lightly until your brakes work normally. If you try to drive
through flowing water, as you might at a low water crossing, your vehicle can be carried away.
As little as six inches of flowing water can carry away a smaller vehicle. Page Freeway Driving
Here are ways to increase your safety in city driving: Know the best way to get to where you are
going. Get a city map and plan your trip into an unknown part of the city just as you would for a
cross country trip. Drive at the same speed most of the other drivers are driving. Too slow
driving breaks a smooth traffic flow. Treat the left lane on a freeway as a passing lane. At the
entrance, there is usually a ramp that leads to the freeway. Here are some things you can check
before a trip Your brakes will have to do all the work of slowing down. You would then have
poor braking or even none going down a hill. Page Driving On Snow Or Ice Include an ice
scraper, a small brush or broom, a supply of windshield washer fluid, a rag, some winter outer
clothing, a small shovel, a flashlight, a red cloth and a couple of reflective warning triangles.
And, if you will be driving under severe conditions, include a small bag of sand, a piece of old
carpet or a couple of burlap bags to help provide traction. But wet ice can be even more trouble
because it may offer the least traction of all. You should probably stay with your vehicle unless
you know for sure that you are near help and you can hike through the snow. Here are some
things to do to summon help and keep yourself and your passengers safe: Turn on your hazard
flashers. This can cause deadly CO carbon monoxide gas to get inside. CO could overcome you
and kill you. Clear away snow from around the base of your vehicle, especially any that is
blocking your exhaust pipe. Page To tow your vehicle with a dolly, follow these steps: Put the
front wheels on a dolly. Set the parking brake and then remove the key. Clamp the steering
wheel in a straight with a clamping device designed for towing. Page 4. This will prevent your
battery from draining while towing. If you do, parts on your vehicle can break, and it can change
the way your vehicle handles. These could cause you to lose control and crash. For example, if
the trailer is too heavy, the brakes may not work well or even at all. You and your passengers
could be seriously injured. You can ask your dealer for our trailering information or advice, or
you can write us at: Pontiac Customer Assistance Center 31 E. Judson St. Pontiac, MI In
Canada, write to Page Weight Of The Trailer Tongue Weight of the Trailer Tongue The tongue
load A of any trailer is an important weight to measure because it affects the total or gross
weight of your vehicle. The Gross Vehicle Weight GVW includes the curb weight of the vehicle,
any cargo you may carry in it, and the people who will be riding in the vehicle. Here are some
rules to follow: The rear bumper on your vehicle is not intended for hitches. Page Making Turns
During your trip, check occasionally to be sure that the load is secure, and that the lamps and
any trailer brakes are still working. Following Distance Stay at least twice as far behind the
vehicle ahead as you would when driving your vehicle without a trailer. This can help you avoid
situations that require heavy braking and sudden turns. Page Driving On Grades When towing a
trailer, the arrows on your instrument panel will flash for turns even if the bulbs on the trailer
are burned out. Thus, you may think drivers behind you are seeing your signal when they are
not. Apply your regular brakes and hold the pedal down while you: Start your engine; Shift into
a gear; and Release the parking brake. Let up on the brake pedal. They also let police know you
have a problem. Your front and rear turn signal lamps will flash on and off. Press the button on
the instrument panel to make your front and rear turn signal lamps flash on and off. Page Other
Warning Devices Other Warning Devices If you carry reflective triangles, you can set one up at
the side of the road about feet m behind your vehicle. Jump Starting If your battery has run
down, you may want to use another vehicle and some jumper cables to start your vehicle. Page
1. Check the other vehicle. It must have a 12 battery with a negative ground system. Page 5.
People have been hurt doing this, and some have been blinded. Use a flashlight if you need
more light. Be sure the battery has enough water. Page 8. It goes to a heavy unpainted metal
part on the engine of the vehicle with the dead battery. Never tow faster than safe or posted

speeds. Never tow with damaged parts not fully secured. Never get under your vehicle after it
has been lifted by the tow truck. Sometimes the engine can get a little too hot when you: Climb
a long hill on a hot day. Stop after high speed driving. Plain water, or some other liquid like
alcohol, can boil before the proper coolant mixture will. You can remove the coolant surge tank
pressure 2. Then keep turning the pressure cap slowly, and cap when the cooling system,
including the coolant remove it. Turn the pressure cap slowly counterclockwise left about two
or two and half turns. Page 3. Then fill the coolant surge tank with the proper 4. Watch out for
the engine cooling fans. Then replace the pressure cap. Be sure the pressure cap is hand tight.
Check the level in the surge tank when the cooling system has cooled down. Turn on your
hazard warning flashers. The vehicle can slip off the jack and roll over you or other people. Pull
the carpeting from the floor of the trunk. Turn the center retainer nut on the compact spare
cover counterclockwise to remove it. Lift and remove the cover. Remove the wheel nut caps you
may need to use the wheel wrench to loosen and remove them, if your fingers do not fit into this
small area. Put the compact spare tire near you. Raise the vehicle by turning the wheel wrench
clockwise. Raise the vehicle far enough off the ground so there is enough room for the spare
tire to fit. Remove all of the wheel nuts. Remove the flat tire. If you do, the nuts might come
loose. Your wheel could fall off, causing a serious accident. Install the compact spare tire.
Replace the wheel and nuts with the rounded end of the nuts toward the wheel. Page Tighten
the wheel nuts firmly in a crisscross sequence, as shown. This could lead to an accident. Be
sure to use the correct wheel nuts. If you have to replace them, be sure to get new GM original
equipment wheel nuts. In a sudden stop or collision, loose equipment could strike someone.
Store all these in the proper place. Storing the flat tire in the compact spare tire compartment.
The compact spare is for temporary use only. Page Compact Spare Tire Compact Spare Tire
Although the compact spare tire was fully inflated when your vehicle was new, it can lose air
after a time. Check the inflation pressure regularly. It should be 60 psi kPa. After installing the
compact spare on your vehicle, you should stop as soon as possible and make sure your spare
tire is correctly inflated. Page Section 6 Service and Appearance Care Here you will find
information about the care of your vehicle. This section begins with service and fuel
information, and then it shows how to check important fluid and lubricant levels. There is also
technical information about your vehicle, and a part devoted to its appearance care. Be sure you
have sufficient knowledge, experience, the proper replacement parts and tools before you
attempt any vehicle maintenance task. If this occurs, return to your authorized Pontiac dealer
for diagnosis to determine the cause of failure. In the event it is determined that the cause of the
condition is the type of fuels used, repairs may not be covered by your warranty. Never use
leaded gasoline or any other fuel not recommended in the previous text on fuel. Page While
refueling, hang the cap inside the fuel door. To remove the cap, turn it slowly to the left
counterclockwise. The cap has a spring in it; if you let go of the cap too soon, it will spring back
to the right. Page Filling A Portable Fuel Container When you put the cap back on, turn it to the
right clockwise until you hear a clicking sound. Make sure you fully install the cap. The
diagnostic system can determine if the fuel cap has been left off or improperly installed. Keep
hands, clothing and tools away from any underhood electric fan. Page Then go to the front of
the vehicle and move the secondary hood release handle to the right. Lift the hood, release the
hood prop rod from its retainer and put the hood prop into the slot in the hood. Before closing
the hood, be sure all the filler caps are on properly. Page 2. Engine Coolant Surge Tank B.
Engine Oil Fill Cap C. Engine Oil Dipstick D. Power Steering Fluid Reservoir E. Brake Fluid
Reservoir F. Power Steering Fluid Reservoir C. Engine Oil Fill Cap D. Engine Oil Dipstick E.
Battery H. You should check your engine oil level regularly; this is an added reminder. Page V6
Engine The engine oil dipstick handle is yellow. The dipstick on the 2. The dipstick on the V6
engine is located on the front of the engine, behind the fan. Turn off the engine and give the oil
several minutes to drain back into the oil pan. But you must use the right kind. This part
explains what kind of oil to use. Be sure to fill it enough to put the level somewhere in the
proper operating range. These numbers on an oil container show its viscosity, or thickness. The
recommended oils with the starburst symbol are all you will need for good performance and
engine protection. When to Change Engine Oil Your vehicle has a computer that lets you know
when to change your engine oil. To check or replace the air filter: 1. Remove the screws that
hold the cover on. Lift off the cover. Reinstall the air cleaner filter and replace the cover tightly.
A transaxle fluid leak is the only reason for fluid loss. If a leak occurs, take the vehicle to the
dealership service department and have it repaired as soon as possible. Page Engine Coolant
Hydraulic Clutch The hydraulic clutch linkage in your vehicle is self adjusting. The clutch
master cylinder reservoir is filled with hydraulic clutch fluid. It is not necessary to regularly
check clutch fluid unless you suspect there is a leak in the system. Help keep the proper engine
temperature. Let the warning lights and gages work as they should. Too much water in the

mixture can freeze and crack the engine, radiator, heater core and other parts. Page CAUTION:
Turning the surge tank pressure cap when the engine and radiator are hot can allow steam and
scalding liquids to blow out and burn you badly. Never turn the surge tank pressure cap little
when the engine and radiator are hot. The vehicle must be on a level surface. Page Power
Steering Fluid Power Steering Fluid When to Check Power Steering Fluid It is not necessary to
regularly check power steering fluid unless you suspect there is a leak in the system or you
hear an unusual noise. A fluid loss in this system could indicate a problem. If you will be
operating your vehicle in an area where the temperature may fall below freezing, use a fluid that
has sufficient protection against freezing. It is filled with DOT brake fluid. The first is that the
brake fluid goes down to an acceptable level during normal brake lining wear. Page United
States When your brake fluid falls to a low level, your brake warning light will come on. Use new
brake fluid from a sealed container only. Disc brake pads have built in wear indicators that make
a high pitched warning sound when the brake pads are worn and new pads are needed. Page
Brake Adjustment Brake Adjustment Every time you make a moderate brake stop, your disc
brakes adjust for wear. If you rarely make a moderate or heavier stop, then your brakes might
not adjust correctly. If you drive in that way, then very carefully a few moderate brake stops
about every 1, miles 1 km , so your brakes will adjust properly. Page Bulb Replacement Bulb
Replacement This section describes bulb changing procedures for some of your interior and
exterior lamps. For any bulbs not listed in this section, contact your service department.
Remove the fasteners and the splash shield. Lift the two speed clips. Lift the headlamp
assembly forward, out of the mounting bracket. Twist the bulb assembly retainer
counterclockwise sixth of a turn and pull out the bulb assembly. Unclip the bulb assembly from
the wiring harness. Reverse Steps 1 through 4 to replace the bulb assembly and headlamp
housing. Disconnect the cargo net in the trunk. Pull back the trunk trim. Remove the four wing
nut bolts which fasten the taillamp lens to the vehicle. Page Tires Your new vehicle comes with
high a leading tire manufacturer. If you ever have questions about your tire warranty and where
to obtain service, see your Pontiac Warranty booklet for details. Any time you notice unusual
wear, rotate your tires as soon as possible and check wheel alignment. Also check for damaged
tires or wheels. You need a new tire if any of the following statements are true: You can see the
indicators at three or more places around the tire. If you mix tires of different sizes or types
radial and bias belted tires , the vehicle may not handle properly, and you could have a crash.
Using tires of different sizes may also cause damage to your vehicle. Page Treadwear The
treadwear grade is a comparative rating based on the wear rate of the tire when tested under
controlled conditions on a specified government test course. Page Wheel Replacement Wheel
Alignment and Tire Balance The wheels on your vehicle were aligned and balanced carefully at
the factory to give you the longest tire life and best overall performance. Scheduled wheel
alignment and wheel balancing are not needed. However, if you notice unusual tire wear or your
vehicle pulling one way or the other, the alignment may need to be reset. It could fail suddenly
and cause an accident. If you have to replace a wheel, use a new GM original equipment wheel.
Some are toxic. Others can burst into flame if you strike a match or get them on a hot part of the
vehicle. Some are dangerous if you breathe their fumes in a closed space. Page Special Fabric
Cleaning Problems Use a clean cloth or sponge, and change to a clean area often. A soft brush
may be used if stains are stubborn. If a ring forms on fabric after spot cleaning, clean the entire
area immediately or it will set. Rub with a clean, damp cloth to remove dirt. You may have to do
it more than once. GM Glass Cleaner or a liquid household glass cleaner will remove normal
tobacco smoke and dust films on interior glass. Use a car washing soap. Page Cleaning
Aluminum Wheels Exterior painted surfaces are subject to aging, weather and chemical fallout
that can take their toll over a period of years. You can help to keep the paint finish looking new
by keeping your vehicle garaged or covered whenever possible. Page Chemical Paint Spotting
Although no defect in the paint job causes this, Pontiac will repair, at no charge to the owner,
the surfaces of new vehicles damaged by this fallout condition within 12 months or 12, miles 20
km of purchase, whichever occurs first. You can see it if you look through the windshield from
outside your vehicle. Some add on electrical equipment can keep other components from
working as they should. Page Replacement Bulbs Cooling System 2. Engine Oil Filter 2. Page
Section 7 Maintenance Schedule This section covers the maintenance required for your vehicle.
Your vehicle needs these services to retain its safety, dependability and emission control
performance. The Plan supplements your new vehicle warranties. See your Warranty and Owner
Assistance booklet, or your dealer for details. Introduction Your Vehicle and the Environment
Proper vehicle maintenance not only helps to keep your vehicle in good working condition, but
also helps the environment. You may drive very short distances only a few times a week. Or you
may drive long distances all the time in very hot, dusty weather. Page Scheduled Maintenance
Scheduled Maintenance The services shown in this schedule up to , miles km should be

performed after , miles km at the same intervals. The services shown at , miles km should be
performed at the same interval after , miles km. Reset the system. The system will show you
when to change the oil 3, miles 5 km and 7, miles 12 km since your last oil change. Page
Scheduled Maintenance Page Scheduled Maintenance 7, Miles 12 km Rotate tires. Replace filter
if necessary. Page Scheduled Maintenance 37, Miles 62 km Rotate tires. Page Scheduled
Maintenance 52, Miles 87 km Rotate tires. Page Scheduled Maintenance 75, Miles km Inspect
engine air cleaner filter if you are driving in dusty conditions. An Emission Control Service. See
footnote Rotate tires. Page Scheduled Maintenance , Miles km Inspect spark plug wires except
2. Replace spark plugs. Change automatic transaxle fluid and filter if the vehicle is mainly driven
under one or more of these conditions: â€” Page At Each Fuel Fill Part B: Owner Checks and
Services Listed in this part are owner checks and services which should be performed at the
intervals specified to help ensure the safety, dependability and emission control performance of
your vehicle. Be sure any necessary repairs are completed at once. Whenever any fluids or
lubricants are added to your vehicle, make sure they are the proper ones, as shown in Part D.
Check for leaks. If a leak occurs, take the vehicle to your Pontiac dealership service department
and have it repaired as soon as possible. Hydraulic Clutch System Check Check the fluid level
in the clutch reservoir. Body Lubrication Service Lubricate all the door hinges and latches,
including those for the hood and the trunk lid. Part D tells you what to use. If it does, you or
others could be injured. Follow the steps below. Before you start, be sure you have enough
room around the vehicle. You or others could be injured and property could be damaged. Make
sure there is room in front of your vehicle in case it begins to roll. Page Exhaust System
Inspection Part C: Periodic Maintenance Inspections Listed in this part are inspections and
services which should be performed at least twice a year for instance, each spring and fall.
Page Throttle System Inspection Throttle System Inspection Inspect the throttle system for
interference or binding, and for damaged or missing parts. Replace parts as needed. Replace
any components that have high effort or excessive wear. Do not lubricate accelerator and cruise
control cables. Page Maintenance Record Part E: Maintenance Record After the scheduled
services are performed, record the date, odometer reading and who performed the service in the
boxes provided after the maintenance interval. Page Section 8 Customer Assistance Information
Here you will find out how to contact Pontiac if you need assistance. This section also tells you
how to obtain service publications and how to report any safety defects. Page Pontiac Cares
Pontiac is focusing on the changing needs of our customers and is committed to giving you an
exceptional level of customer care throughout your ownership experience. Page Your
satisfaction and goodwill are important to your dealer and to Pontiac. Sometimes, however,
despite the best intentions of all concerned, misunderstandings can occur. This program can
also provide you with free resource information, such as area driver assessment centers and
mobility equipment installers. This value added service is intended to provide you with peace of
mind as you drive in the city or travel the open road. While we hope you never have the
occasion to use our service, it is added security while traveling for you and your family. Page
Courtesy Transportation Transportation Options Warranty service can generally be completed
while you wait. However, if you are unable to wait Pontiac helps minimize your inconvenience
by providing several transportation options. Depending on the circumstances, This manual is
also suitable for: Grandam Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Choose
Your Option. We offer an industry leading 1-year warranty on every part type we sell. All of our
engines and transmissions carry a 1-year warranty with optional extensions up to 2 additional
years. Claims on engine warranties are limited to manufacturer defects in the pistons, heads,
block, crankshafts, rockers, and oil pumps. Though additional parts and accessories may be
attached upon purchase, coverage does not extend to sensors, switches, cables, electronics,
belts, hoses, water pumps, or manifolds, nor damage caused through overheating or improper
lubrication. Due to the COVID pandemic, your order may arrive later than expected so please
allow an extra few working days for your order to arrive. We can ship anywhere in the 48
contiguous U. We do not require a core charge or a return of the old part or engine. The more
local you shop, the more you save off the shipping cost. It typically takes us approximately
business days to process a credit back to your account and business days for the credit to
appear on your account. Note all returns and cancellations require a prior authorization. Terms :
All returns and cancellations may be subject to shipping charges, unless caused by our error or
cancelled by the customer prior to shipping. No returns without prior authorization from the
Supplier see Contact Us page. Replacements : It is company policy that we receive the original
auto part back before sending you a replacement auto part. The original auto part must be
returned using the provided shipping label. The shipping cost for both the original and the
replacement auto part is a cost attributed to the shipper at hand. Note, if these auto parts are

not shipped back to the supplier within 30 days of the delivery date of the replacement part, the
buyer's credit card is subject to a recharge for the initial cost of the original auto part minus the
initial shipping cost If you have any questions about the shipping back of the original part,
please contact customer service team at Press 2 for Returns open Monday-Friday
farmall hydraulic valves diagrams
chevy s10 passlock bypass
boss audio car radio
pm EST Or email cs allusedparts. Disclaimer : -Some of our units used engine, transmission,
axle, etc. They will need to be replaced before installation. Common items that are not
guaranteed include but not limited too nuts, bolts, links, seals, bushings, ball joints, brackets,
bezels, wiring, cables, sensors and other applicable items depending on the part. If they are not
serviceable, such as a pressed-in ball joint, they will be guaranteed. The purchased item may
need to be repainted, refinished, or reupholstered for proper color match. Technical Questions?
Contact the webmaster. Shopping Cart: Items. Contact Us. Order Tracking. Verify Your Part
Expand. Select Part Select Make Select Model Select Year Filters 16 Items. Price Mileage
Nearby. Description Warranty Shipping Returns. Nationwide Shipping: Due to the COVID
pandemic, your order may arrive later than expected so please allow an extra few working days
for your order to arrive. More Details Less Details. Update Your Location.

