2002 buick century engine diagram

Quick Links Download this manual. Table of Contents. Automobile Buick Century Owner's
Manual pages. This manual includes the latest information at the time it was printed. We reserve
the right to make changes after that time without further notice. If you do this, it will help you
learn about the features and controls for your vehicle. In the notice area, we tell you about
something that can damage your vehicle. Many times, this damage would not be covered by
your warranty, and it could be costly. Page 6 These are some examples of vehicle symbols you
may find on your vehicle You can also learn about some things you should not do with air bags
and safety belts. Page 8 Seats and Seat Controls This section tells you how to adjust the seats
and explains the reclining seatbacks and head restraints. To move the seat forward or rearward,
push the control forward or rearward. To raise or lower the entire seat, push the control up or
down. Page 11 Head Restraints Slide the head restraint up or down so that the top of the
restraint is closest to the top of your head. This position reduces the chance of a neck injury in
a crash. Split Folding Rear Seat If Equipped If your vehicle has this feature, it allows you to have
access to the trunk from inside of your vehicle. It also tells you some things you should not do
with safety belts. And it explains the air bag system. Page 13 In most states and Canadian
provinces, the law says to wear safety belts. Page 14 Put someone on it. Get it up to speed.
Then stop the vehicle. Page 15 The person keeps going until stopped by something. In a real
vehicle, it could be the windshield Page 16 or the safety belts! With safety belts, you slow down
as the vehicle does. You get more time to stop. You stop over more distance, and your
strongest bones take the forces. Lap-Shoulder Belt The driver has a lap shoulder belt. Close
and lock the door. Adjust the seat so you can sit up straight. Page 19 4. Push the latch plate into
the buckle until it clicks. Pull up on the latch plate to make sure it is secure. Make sure the
release button on the buckle is positioned so you would be able to unbuckle the safety belt
quickly if you ever had to. Page 20 Shoulder Belt Height Adjuster Before you begin to drive,
move the shoulder belt adjuster to the height that is right for you. The shoulder belt is too loose.
In a crash, you would move forward too much, which could increase injury. The shoulder belt
should fit against your body. The belt is buckled in the wrong place. In a crash, the belt would
go up over your abdomen. The belt forces would be there, not at the pelvic bones. The shoulder
belt is worn under the arm. It should be worn over the shoulder at all times. In a crash, your
body would move too far forward, which would increase the chance of head and neck injury.
The belt is twisted across the body. If a belt is twisted, make it straight so it can work properly,
or ask your dealer to fix it. Page 25 To unlatch the belt, just push the button on the buckle. The
belt should go back out of the way. Before you close the door, be sure the belt is out of the way.
If you slam the door on it, you can damage both the belt and your vehicle. Page 26 The best way
to protect the fetus is to protect the mother. For pregnant women, as for anyone, the key to
making safety belts effective is wearing them properly. Wearing your safety belt during a crash
helps reduce your chance of hitting things inside the vehicle or being ejected from it. Air bags
plus lap shoulder belts offer the best protection for adults, but not for young children and
infants. Page 31 When should an air bag inflate? Page 32 How does an air bag restrain? In
moderate to severe frontal or near frontal collisions, even belted occupants can contact the
steering wheel or the instrument panel. In moderate to severe side collisions, even belted
occupants can contact the inside of the vehicle. Page 33 In many crashes severe enough to
inflate an air bag, windshields are broken by vehicle deformation. Additional windshield
breakage may also occur from the right front passenger air bag. Air bags are designed to inflate
only once. There are parts of the air bag systems in several places around your vehicle. Your
dealer and the service manual have information about servicing your vehicle and the air bag
systems. Page 35 When you sit in a center seating position, you have a lap safety belt, which
has no retractor. To make the belt longer, tilt the latch plate and pull it along the belt. To make
the belt shorter, pull its free end as shown until the belt is snug. Accident statistics show that
unbelted people in the rear seat are hurt more often in crashes than those who are wearing
safety belts. Page 37 When the shoulder belt is pulled out all the way, it will lock. If it does, let it
go back all the way and start again. Page 39 Rear Safety Belt Comfort Guides for Children and
Small Adults Rear shoulder belt comfort guides will provide added safety belt comfort for older
children who have outgrown booster seats and for small adults. When installed on a shoulder
belt, the comfort guide better positions the belt away from the neck and head. Page 40 2. Slide
the guide under and past the belt. The elastic cord must be under the belt. Then, place the guide
over the belt, and insert the two edges of the belt into the slots of the guide. Be sure that the
belt is not twisted and it lies flat. The elastic cord must be under the belt and the guide on top.
Page 41 4. Make sure that the shoulder belt crosses the shoulder. To remove and store the
comfort guides, squeeze the belt edges together so that you can take them out of the guides.
During a crash a baby will become so heavy it is not possible to hold it. Air bags plus lap
shoulder belts offer outstanding protection for adults and older children, but not for young

children and infants. In a crash, an infant in a rear facing seat settles into the restraint, so the
crash forces can be distributed across the Page 45 Restraint Systems for Children An infant car
bed A , a special bed made for use in a motor vehicle, is an infant restraint system designed to
restrain or position a child on a continuous flat surface. Some like shields. Page 47 How do
child restraints work? A child restraint system is any device designed for use in a motor vehicle
to restrain, seat, or position children. A built in child restraint system is a permanent part of the
motor vehicle. Page 48 Where to Put the Restraint Accident statistics show that children are
safer if they are restrained in the rear rather than the front seat. General Motors, therefore,
recommends that child restraints be secured in the rear seat including an infant riding in a rear
facing infant seat, a child riding in a forward For it to work, a top strap must be properly
anchored to the vehicle. Some top strap equipped child restraints are designed for use with or
without the top strap being anchored. Page 50 Anchor the top strap to one of the following
anchor points. Be sure to use an anchor point located on the same side of the vehicle as the
seating position where the child restraint will be placed. To assist you in locating the lower
anchors for this child restraint system, each seating position with the LATCH system will have a
dot on the seat back. Page 52 A. Vehicle anchor B. Find the anchors for the seating position you
want to use, where the bottom of the seatback meets the back of the seat cushion. Put the child
restraint on the seat. Page 54 3. Buckle the belt. Make sure the release button is 4. Pull the rest
of the shoulder belt all the way out of positioned so you would be able to unbuckle the the
retractor to set the lock. Page 55 5. To tighten the belt, feed the shoulder belt back into the
retractor while you push down on the child restraint. Be sure to follow the instructions that
came with the child restraint. Page 57 1. Make the belt as long as possible by tilting the latch
plate and pulling it along the belt. Put the restraint on the seat. The child restraint instructions
will show you how. It will be ready to work for an adult or larger child passenger. Never put a
rear facing child restraint in this seat. Page 59 3. Tilt the latch plate to adjust the belt if needed.
Page 60 6. You may find it helpful to use your knee to push down on the child restraint as you
tighten the belt. If you have the choice, a child should sit next to a window so the child can wear
a lap get the additional restraint a shoulder belt can provide. What is the proper way to wear
safety belts? If possible, an older child should wear a shoulder belt and get the additional
restraint a Here two children are wearing the same belt. In a crash, the two children can be
crushed together and seriously injured. A belt must be used by only one person at a time. Here
a child is sitting in a seat that has a shoulder belt, but the shoulder part is behind the child. If
the child wears the belt in this way, in a crash the child might slide under the belt. When you go
in to order it, take the heaviest coat you will wear, so the extender will be long enough for you.
Page 65 Section 2 Features and Controls Here you can learn about the many standard and
optional features on your vehicle, and information on starting, shifting and braking. Also
explained are the instrument panel and the warning systems that tell you if everything is
working properly and what to do if you have a problem. A child can be overcome by the extreme
heat and can suffer permanent injuries or even death from heat stroke. Never leave a child alone
in a vehicle, especially with the windows closed in warm or hot weather. A child or others could
be badly injured or even killed. They could operate the power windows or other controls or even
make the vehicle move. Page 69 The ignition key is for the ignition only. The door key is for the
doors and all other locks. Your dealer or Buick Roadside Assistance has the code for your keys.
If you need a new ignition or door key, contact your dealer who can obtain the correct key code.
Passengers especially children easily open the doors and fall out of a moving vehicle. Page 71
Power Door Locks Your vehicle is equipped with front power door lock switches. Press a power
door lock switch to lock or unlock all doors. The rear doors do not have power door lock
switches. Use the manual lock levers to lock or unlock each rear door. Page 73 Rear-Door Child
Security Locks Your vehicle is equipped with rear door child security locks that help prevent
passengers from opening the rear doors of your vehicle from the inside. To use one of these
locks: 1. Open one of the rear doors. Page 74 Remote Keyless Entry With this feature, you can
lock and unlock your doors or unlock your trunk from about 3 feet 1 m up to 30 feet 9 m away
using the remote keyless entry transmitter supplied with your vehicle. To lock all doors, press
LOCK. To unlock the trunk, press the button with the trunk symbol on the remote keyless entry
transmitter. Page 76 Programmable Modes Your vehicle can be programmed to one of the
following modes. Page 77 Before your vehicle was shipped from the factory, it was programmed
to Mode 3. The mode to which your vehicle was programmed may have been changed since it
left the factory. To determine the security feedback unlock mode to which your vehicle is
programmed or to program your vehicle to a different mode, do the following: 1. Page 78
Delayed Locking Delayed locking allows the doors to be locked while passengers are exiting the
vehicle. This feature also allows for you to re enter the vehicle after the doors have been closed
and locked. Delayed locking is user programmable for enabling or disabling the feature. Page 79

During this procedure, the chime will sound, providing you with feedback. In Mode 1, a single
chime will be heard if the delayed locking feature is disabled. In Mode 2, two chimes will be
heard if the feature is enabled. When the door unlock switch is released, the vehicle will remain
in the most recent operating mode. Page Battery Replacement Battery Replacement Under
normal use, the battery in your remote keyless entry transmitter should last about three years. It
can cause unconsciousness and even death. If you must drive with the trunk lid open or if
electrical wiring or other cable connections must pass through the seal between the body and
the trunk lid Then close the trunk with your other hand. Improper use of the trunk release
handle could damage it. There is a glow dark trunk release handle located inside the trunk on
the latch. If the sensor detects motion and a difference in temperature in the trunk, the sensor
will sound the horn if the ignition is in OFF. Sensor Lens B. Page 86 Theft Vehicle theft is big
business, especially in some cities. Although your vehicle has a number of theft features, we
know that nothing we put on it can make it impossible to steal. However, there are ways you can
help. It works when you insert or remove the key from the ignition. This position locks the
ignition, steering wheel and transaxle. Page 92 4. Before starting the engine, be sure to unplug
and store the cord as it was before to keep it away from moving engine parts. How long should
you keep the coolant heater plugged in? The answer depends on the outside temperature, the
kind of oil you have, and some other things. Page 93 There are several different positions for
your shift lever. When towing a trailer, so there is less shifting between gears. When going
down a steep hill. When driving in no highway scenarios i. Page Parking Brake Parking Brake
To set the parking brake, hold the regular brake pedal down with your right foot. Push down the
parking brake pedal with your left foot. To release the parking brake, hold the regular brake
pedal down with your right foot and push the parking brake pedal with your left foot. Your
vehicle can roll. If you have left the engine running, the vehicle can move suddenly. Your
vehicle could move suddenly if the shift lever is not fully in PARK P with the parking brake
firmly set. And, if you leave the vehicle with the engine running, it could overheat and even
catch fire. It can cause unconsciousness and death. You might have exhaust coming in if: Your
exhaust system sounds strange or different. Your vehicle gets rusty underneath. If a bulb is
burned out, replace it to help avoid an accident. Delayed Wiping : Turn the band away from you,
just past OFF, to one of the five sensitivity settings, to choose the delayed wiping cycle. This
can really help on long trips. Page Resuming a Set Speed Suppose you set your cruise control
at a desired speed and then you apply the brake. This, of course, shuts off the cruise control.
DRL can be helpful in many different driving conditions, but they can be especially helpful in the
short periods after dawn and before sunset. You can brighten or dim the instrument panel lights
by adjusting the exterior lamps control located to the right of the exterior lamps control. If you
turn to control clockwise the interior lamps will come on and become brighter as the control is
turned further to MAX. Page The ignition must be off for delayed entry lighting to work. Just
after all the doors have been closed, the delayed entry lighting feature will continue to work
until one of the following occurs: The ignition is in RUN, or the doors are locked, or an
illumination period of 25 seconds has elapsed. Page Mirrors Adjust all the mirrors so you can
see clearly when you are sitting in a comfortable driving position. Push the button in the center
of the mirror to turn this feature on. The mirror will darken gradually to reduce glare from
headlamps behind you. This may take a few moments. Page There are two map lamps located
on the bottom of the mirror. Each lamp is turned on and off by pressing the button next to the
lamp. There are also three OnStar buttons located at the bottom of the mirror face. See your
dealer for more information on the system and how to subscribe to OnStar. If you cut too
sharply into the right lane, you could hit a vehicle on your right. To open, lift the latch. Front
Storage Armrest To use the storage area, fold down the armrest located in the center front seat.
Press the latch on the front edge and pull up to access the storage area. Put small loads, like
grocery bags, behind the net. It can help keep them from falling over during sharp turns or
quick starts and stops. Page Sun Visors To block out glare, you can swing down the visors. You
can also move them from side to side. The visors also have extenders that you can pull out for
added coverage. Visor Vanity Mirrors Open the cover on the visor to expose the vanity mirror.
Lighted Vanity Mirrors Option If your vehicle has the optional lighted vanity mirrors, the lamps
come on when you open the cover. Page Certain power auxiliary plugs may not be compatible
to the power auxiliary outlet and could result in blown vehicle or adapter fuses. If you
experience a problem, see your dealer for additional information on the power accessory plugs.
This feature provides power, ground and accessory wires which can be accessed to add
aftermarket electrical equipment to your vehicle. To receive OnStar services, a service
subscription agreement is required and an additional fee may be required. Page Volume Control
: You can control the volume of the OnStar System using either the volume knob on the radio or
using the steering wheel volume control If equipped. Telltale Light : This light will indicate the

status of the system. A solid green light will come on when you start the vehicle to let you know
that the system is on and is ready to make or receive calls. The system can then attempt to
locate and track your vehicle and the advisor will assist the proper authorities. An advisor will
contact the appropriate help. In order to provide you with excellent service, calls with the
OnStar Center may be monitored or recorded. Page Sunroof Option Your vehicle may be
equipped with an express sunroof. It includes a sliding glass panel and a piece sunshade. The
switch is located overhead on the headliner. The switch works only when the ignition is on or
when retained accessory power is active. Page The main components of the instrument panel
are the following: A. Exterior Lamps Control B. Instrument Panel Cluster D. Gear Shift Lever F.
Vents G. Side Window Defogger Vent H. Page Instrument Panel Cluster The instrument panel
cluster is designed to let you know at a glance how your vehicle is running. United States
version shown, Canada, Base Level similar The odometer shows how far your vehicle has been
driven in either miles used in the United States or in kilometers used in Canada. Page Warning
Lights, Gages and Indicators This part describes the warning lights and gages that may be on
your vehicle. The pictures will help you locate them. Warning lights and gages can signal that
something is wrong before it becomes serious enough to cause an expensive repair or
replacement. Page Air Bag Readiness Light There is an air bag readiness light on the
instrument panel, which shows the air bag symbol. The light tells you if there is an electrical
problem. The system check includes the air bag modules, the wiring and the crash sensing and
diagnostic module. Then it should go out. If it stays on, or comes on while you are driving, you
may have a problem with the charging system. Page If the light comes on while you are driving,
pull off the road and stop carefully. You may notice that the pedal is harder to push. Or, the
pedal may go closer to the floor. It may take longer to stop. If the light is still on, have the
vehicle towed for service. Page Low Traction Light If you have the Enhanced Traction System,
this light will also come on when the system is limiting wheel spin. You may feel or hear the
system working, but this is normal. Slippery road conditions may exist if the low traction light
comes on, so adjust your driving accordingly. If the gage pointer moves into the red area, your
engine is too hot! That reading means the same thing as the warning light. It means that your
engine coolant has overheated. If you have been operating your vehicle under normal driving
conditions, you should pull off the road, stop your vehicle and turn off the engine as soon as
possible. Page Low Tire Light The low tire inflation monitor system can alert you to a large
change in the pressure in one tire. Page NOTICE: If you keep driving your vehicle with this light
on, after a while, your emission controls may not work as well, your fuel economy may not be as
good and your engine may not run as smoothly. This could lead to costly repairs that may not
be covered by your warranty. If the light continues to flash, when it is safe to do so, stop the
vehicle. Find a safe place to park your vehicle. Turn the key off, wait at least 10 seconds and
restart the engine. Failure to pass this inspection could prevent you from getting a vehicle
registration. If you do, your engine can become so hot that it catches fire. You or others could
be burned. Check your oil as soon as possible and have your vehicle serviced. These problems
may not be obvious and may affect vehicle performance or durability. Page Fuel Gage United
States Your fuel gage tells you about how much fuel you have left when the ignition is on. When
the indicator nears empty, you still have a little fuel left, but you should get more soon. Here are
four things that some owners ask about. All these things are normal and do not indicate that
anything is wrong with the fuel gage: At the gas station, the pump shuts off before the gage Be
sure to read about the particular systems supplied with your vehicle. Page Comfort Controls
Dual ComforTemp Climate Control With this system, the driver and passenger can maintain
separate temperatures in their seating areas. The system works best if you keep your windows
closed while using it. Turn the knob clockwise toward HI to increase fan speed and
counterclockwise toward LO to decrease fan speed. Page Mode Knob The right knob has
several settings to control the direction of airflow. MAX Maximum Air Conditioning : This setting
recirculates much of the air inside your vehicle and sends it through the instrument panel
outlets. You can then either let the system automatically control airflow direction and force to
maintain the temperature, or you can manually adjust it. Page FAN: Press the up arrow to
increase fan speed and the down arrow to decrease fan speed. The fan must be turned on for
the air conditioning compressor to operate. Push the DUAL button so that the indicator light is
lit. Press the right arrow button to raise the temperature. An engine coolant heater outside
warms the coolant your engine and heating system use to provide heat. Press the button to turn
the rear defogger on. It will turn off after about 15 minutes. Page Ventilation System Adjust the
direction of airflow by moving the vent levers. Outside air will also enter the vehicle when the air
conditioning fan is running. If the airflow seems very low when the fan is adjusted to the highest
setting regardless of the mode setting, your passenger compartment air filter may need to be
Page Audio Systems Your audio system has been designed to operate easily and give years of

listening pleasure. You will get the most enjoyment out of it if you acquaint yourself with it first.
To change what is normally shown on the display station or time , push the knob until you see
the display you want, then hold the knob until the display flashes. Push this knob when the
ignition is off, to display the clock. Turn the knob to increase or decrease bass. Turn the knob to
increase or decrease treble. If a station is weak or noisy, you may want to decrease the treble.
Your tape must have at least three seconds of silence between each selection for previous to
work. The sound will mute while seeking. Remove the tape. Hold the tape with the open end
down and try to turn the right hub counterclockwise with a pencil. Turn it counterclockwise to
decrease the volume. To change what is normally shown on the display station or time , press
this button until you see the display you want, then hold the button until the display flashes.
Page Setting Preset Stations The six numbered pushbuttons let you return to your favorite
stations. Turn the radio on. Press AM FM to select the band. Turn the knob to move the sound
to the left or right speakers. The middle position balances the sound between the speakers.
FADE: Press this knob lightly so it extends. Turn the knob to move the sound to the front or rear
speakers. Dolby : Press this pushbutton to reduce background noise. The double D symbol will
appear on the display. The radio will go to a station, play for a few seconds, then go on to the
next station. Press one of the SEEK arrows again to stop scanning. Your tape bias is set
automatically. Page Reverse : Press and hold this pushbutton to quickly reverse within a track.
You will hear sound at a reduced level. Release it to play the passage. It works by using a secret
code to disable all radio functions whenever battery power is removed. Turn the ignition on.
LOC will appear on the display. Press MIN and will appear on the display. Page Audio Steering
Wheel Controls If Equipped If your vehicle has this feature, you can control certain radio
functions using the buttons on your steering wheel. SEEK : Press the up or down arrow to seek
to the next or previous radio station. If a cassette tape or compact disc is playing, the player will
advance to the next or previous selection. The longer range, however, can cause stations to
interfere with each other. AM can pick up noise from things like storms and power lines. Try
reducing the treble to reduce this noise if you ever get it. When cleaning the cassette tape
player with the recommended non Store them in their original cases or other protective cases
and away from direct sunlight and dust. If the surface of a disc is soiled, dampen a clean, soft
cloth in a mild, neutral detergent solution and clean it, wiping from the center to the edge. Page
If you choose to add a cellular telephone to your vehicle, and the antenna needs to be attached
to the glass, be sure that you do not damage the grid lines for the AM antenna. There is enough
space between the lines to attach a cellular telephone antenna without interfering with radio
reception. Page Defensive Driving The best advice anyone can give about driving is: Drive
defensively. Please start with a very important safety device in your vehicle: Buckle up. Page
Drunken Driving Death and injury associated with drinking and driving is a national tragedy.
Alcohol affects four things that anyone needs to drive a vehicle: Judgment Muscular
Coordination Vision Page According to the American Medical Association, a lb. The person
would reach the same BAC by drinking three 4 ounce ml glasses of wine or three mixed drinks if
each had 1 45 ml of a liquor like whiskey, gin or vodka. Page But the ability to drive is affected
well below a BAC of 0. Research shows that the driving skills of many people are impaired at a
BAC approaching 0. All drivers are impaired at BAC levels above 0. Page Control of a Vehicle
You have three systems that make your vehicle go where you want it to go. They are the brakes,
the steering and the accelerator. All three systems have to do their work at the places where the
tires meet the road. Page Avoid needless heavy braking. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly, an animal jumps out in front of you. You slam
on the brakes and continue braking. If one of the wheels is about to stop rolling, the computer
will separately work the brakes at each wheel. Page Power Steering Steering Power Steering If
you lose power steering assist because the engine stops or the system is not functioning, you
can steer but it will take much more effort. Magnetic Variable Effort Steering If Equipped This
steering system provides lighter steering effort for parking and when driving at low speeds.
Page Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly pulls out from nowhere, or a child darts out from between parked cars and stops right
in front of you. If the level of the shoulder is only slightly below the pavement, recovery should
be fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. Page Driving at Night Night driving is more dangerous than day
driving. One reason is that some drivers are likely to be impaired by alcohol or drugs, with night
vision problems, or by fatigue. Drive defensively. Page You can be temporarily blinded by

approaching headlamps. It can take a second or two, or even several seconds, for your eyes to
readjust to the dark. Page The heavier the rain, the harder it is to see. Even if your windshield
wiper blades are in good shape, a heavy rain can make it harder to see road signs and traffic
signals, pavement markings, the edge of the road and even people walking. You could lose
control of the vehicle. After driving through a large puddle of water or a car wash, apply your
brake pedal lightly until your brakes work normally. If you try to drive through flowing water, as
you might at a low water crossing, your vehicle can be carried away. As little as six inches of
flowing water can carry away a smaller vehicle. Page Here are ways to increase your safety in
city driving: Know the best way to get to where you are going. Get a city map and plan your trip
into an unknown part of the city just as you would for a cross country trip. Page The most
important advice on freeway driving is: Keep up with traffic and keep to the right. Drive at the
same speed most of the other drivers are driving. Too slow driving breaks a smooth traffic flow.
Treat the left lane on a freeway as a passing lane. At the entrance, there is usually a ramp that
leads to the freeway. Page Here are some things you can check before a trip: Windshield
Washer Fluid: Is the reservoir full? Are all windows clean inside and outside? Wiper Blades: Are
they in good shape? Lamps: Are they all working? Are the lenses clean? Tires: They are vitally
important to a safe, trouble Page Hill and Mountain Roads Driving on steep hills or mountains is
different from driving in flat or rolling terrain. Your brakes will have to do all the work of slowing
down. You would then have poor braking or even none going down a hill. Page Winter Driving
Here are some tips for winter driving: Have your vehicle in good shape for winter. You may want
to put winter emergency supplies in your trunk. Page Driving on Snow or Ice Most of the time,
those places where your tires meet the road probably have good traction. However, if there is
snow or ice between your tires and the road, you can have a very slippery situation. Put on
extra clothing or wrap a blanket around you. If you have no blankets or extra clothing, make
body insulators from newspapers, burlap bags, rags, floor mats anything you can wrap around
yourself or tuck under your clothing to keep warm. Page Then, shut the engine off and close the
window almost all the way to preserve the heat. Start the engine again and repeat this only
when you feel really uncomfortable from the cold. But do it as little as possible. Preserve the
fuel as long as you can. Page Dolly Towing To dolly tow your vehicle, do the following: 1. Put
the front or rear wheels on a dolly. Set the parking brake and then remove the key from the
ignition. The GVWR includes the weight of the vehicle, all occupants, fuel and cargo. Page If you
put things inside your vehicle tools, packages or anything else they will go as fast as the
vehicle goes. Page Trailering means changes in handling, durability and fuel economy.
Successful, safe trailering takes correct equipment, and it has to be used properly. In it are
many time tested, important trailering tips and safety rules. Many of these are important for your
safety and that of your passengers. Weight of the Trailer How heavy can a trailer safely be? It
should never weigh more than 1, lbs. But even that can be too heavy. Page Weight of the Trailer
Tongue The tongue load A of any trailer is an important weight to measure because it affects
the total or gross weight of your vehicle. The Gross Vehicle Weight GVW includes the curb
weight of the vehicle, any cargo you may carry in it, and the people who will be riding in the
vehicle. Here are some rules to follow: The rear bumper on your vehicle is not intended for
hitches. Page Driving with a Trailer Towing a trailer requires a certain amount of experience.
Acquaint yourself with the feel of handling and braking with the added weight of the trailer. Your
vehicle could be damaged. Avoid making very sharp turns while trailering. Page Driving On
Grades Reduce speed and shift to a lower gear before you start down a long or steep
downgrade. Apply your regular brakes and hold the pedal down while you: start your engine,
shift into a gear, and release the parking brake. Let up on the brake pedal. They also let police
know you have a problem. Your front and rear turn signal lamps will flash on and off. The
hazard warning flasher button is located on the top of the steering column. Page Jump Starting
Jump Starting If your battery has run down, you may want to use another vehicle and some
jumper cables to start your vehicle. Be sure to follow the steps below to do it safely. They can
be dangerous because: They contain acid that can burn you. Page 2. Page Be sure the battery
has enough water. But if a battery has filler caps, be sure the right amount of fluid is there. If it
is low, add water to take care of that first. Keep your hands away from moving parts once the
engine is running. If they do, you could get a shock. The vehicles could be damaged too. Page
8. Now connect the negative negative the good battery. Use a remote negative terminal if the
vehicle has one. The other end of the negative go to the dead battery. Page Now start the
vehicle with the good battery and run the engine for a while. Try to start the vehicle that had the
dead battery. Page Engine Overheating To disconnect the jumper cables from both vehicles do
the following: 1. Disconnect the black negative vehicle that had the dead battery. Disconnect the
black negative vehicle with the good battery. Page NOTICE: After driving in the overheated
engine protection operating mode, to avoid engine damage, allow the engine to cool before

attempting any repair. The engine oil will be severely degraded. Repair the cause of coolant
loss, change the oil and reset the oil life system. The costly repairs would not be covered by
your warranty. Electric Engine Cooling Fans B. Radiator Pressure Cap C. Page When the engine
is cold, the coolant level should be at or above the COLD mark on the coolant recovery tank.
Coolant contains ethylene glycol and it will burn if the engine parts are hot enough. When the
coolant in the coolant recovery tank is at the COLD mark, start your vehicle. Failure to follow
this procedure could cause your engine to overheat and be severely damaged. You can remove
the radiator pressure cap when the cooling system, including the radiator pressure cap and
upper radiator hose, is no longer hot. After the engine cools, open the coolant air bleed valves.
There are two bleed valves. Page 6. Then fill the coolant recovery tank to the COLD mark on the
coolant recovery tank. Put the cap back on the coolant recovery tank, but leave the radiator
pressure cap off. Start the engine and let it run until you can feel the upper radiator hose getting
hot. Then replace the pressure cap. At any time during this procedure if coolant begins to flow
out of the filler neck, reinstall the pressure cap. Be sure the arrow on the pressure cap lines up
like this. Check the coolant in the recovery tank. Page Changing a Flat Tire If a tire goes flat,
avoid further tire and wheel damage by driving slowly to a level place. Turn on your hazard
warning flashers. The vehicle can slip off the jack and roll over you or other people. Turn the
center nut on the compact spare tire cover counterclockwise to remove it. Then lift and remove
the cover. Page 3. Then remove the jack and wrench. Page Removing the Wheel Center Caps To
remove a center cap, use the wrench to pry gently at the notch. Then pry off the cap. Removing
the Wheel Covers If Equipped If your vehicle is equipped with wheel covers, be sure to use a
wheel wrench to begin the process of loosening the plastic wheel nut caps. Using the wheel
wrench, loosen all the wheel nuts. Turn the jack handle clockwise to raise the jack lift head. Put
the compact spare tire near you. Page 5. Raise the vehicle by turning the jack handle clockwise.
Raise the vehicle far enough off the ground for the spare compact tire to fit underneath the
wheel well. Remove all wheel nuts and take off the flat tire. If you do, the nuts might come loose.
Your wheel could fall off, causing a serious accident. Install the compact spare tire. Put the
wheel nuts back on with the rounded end of the nuts toward the wheel. Page This could lead to
an accident. Be sure to use the correct wheel nuts. If you have to replace them, be sure to get
new GM original equipment wheel nuts. Stop somewhere as soon as you can and have In a
sudden stop or collision, loose equipment could strike someone. Store all these in the proper
place. Page Compact Spare Tire Although the compact spare tire was fully inflated when your
vehicle was new, it can lose air after a time. Check the inflation pressure regularly. It should be
60 psi kPa. After installing the compact spare on your vehicle, you should stop as soon as
possible and make sure your spare tire is correctly inflated. Be sure you have sufficient
knowledge, experience, the proper replacement parts and tools before you attempt any vehicle
maintenance task. If this occurs, return to your authorized GM dealer for diagnosis. If it is
determined that the condition is caused by the type of fuel used, repairs may not be covered by
your warranty. Page To provide cleaner air, all gasolines in the United States are now required
to contain additives that will help prevent engine and fuel system deposits from forming,
allowing your emission control system to work properly. You should not have to add anything
to your fuel. Gasolines containing oxygenates, such as ethers and ethanol, and reformulated
gasolines may be available in your area to contribute to clean air. While refueling, let the fuel
cap hang by the tether below the fuel fill opening. To remove the fuel cap, turn it slowly to the
left counterclockwise. Gasoline can spray out on you if you open the fuel cap too quickly. This
spray can happen if your tank is nearly full, and is more likely in hot weather. Static electricity
discharge from the container can ignite the gasoline vapor. You can be badly burned and your
vehicle damaged if this occurs. Page Hood Release To open the hood, do the following: 1. Pull
the handle inside the vehicle, located just below the instrument panel and to the left of the
steering column. Then go to the front of the vehicle and release the secondary hood release by
pushing it to the right. Windshield Washer Fluid Reservoir B. Battery C. Underhood Fuse Block
E. Radiator Pressure Cap F. Engine Coolant Recovery Tank G. Power Steering Fluid Reservoir
H. You should check your engine oil level regularly; this is an added reminder. But you must
use the right kind. This part explains what kind of oil to use. Page Be sure to fill it enough to put
the level somewhere in the proper operating range. What Kind of Engine Oil to Use Oils
recommended for your vehicle can be identified by looking for the starburst symbol. This is
based on engine revolutions and engine temperature, and not on mileage. Anytime your oil is
changed, reset the system so it can calculate when the next oil change is required. And, dirt can
easily get into your engine, which will damage it. Passenger Compartment Air Filter The
passenger compartment air filter is located underneath your hood Page 7. Remove the
passenger compartment air filter. Then replace the old air filter with the new one. Reinstall the
air inlet grille. Reinstall the air inlet grille retainers. Page How to Check Because this operation

can be a little difficult, you may choose to have this done at the dealership service department.
If you do it yourself, be sure to follow all the instructions here, or you could get a false reading
on the dipstick. Page Checking the Fluid Level Prepare your vehicle as follows: Park your
vehicle on a level place. Keep the engine running. With your foot on the brake pedal, move the
shift lever through each gear range, pausing for about three seconds in each range. Check both
sides of the dipstick, and read the lower level. The fluid level must be in the cross hatched area.
If the fluid level is in the acceptable range, push the dipstick back in all the way. This coolant is
designed to remain in your vehicle for 5 years or , miles km , whichever occurs first, if you add
only COOL extended life coolant. The vehicle must be on a level surface. Coolant contains
ethylene glycol, and it will burn if the engine parts are hot enough. Occasionally check the
coolant level in the radiator. Page When to Check Power Steering Fluid It is not necessary to
regularly check power steering fluid unless you suspect there is a leak in the system or you
hear an unusual noise. A fluid loss in this system could indicate a problem. Have the system
inspected and repaired. If you will be operating your vehicle in an area where the temperature
may fall below freezing, use a fluid that has sufficient protection against freezing. It is filled with
DOT fluid. There are only two reasons why the brake fluid level in the reservoir might go down.
Use new brake fluid from a sealed container only. Always clean the brake fluid reservoir cap and
the area around the cap before removing it. Page When tires are rotated, inspect brake pads for
wear and evenly tighten wheel nuts in the proper sequence to GM torque specifications. Page
Brake Adjustment GM replacement parts. For example, if someone puts in brake linings that are
wrong for your vehicle, the balance between your front and rear brakes can change worse. This
will help keep your battery from running down. Page Headlamps 1. Open the hood. Pull up on
the headlamp retainers A to release the assembly locator tabs. Disconnect the electrical
connector B from the headlamp assembly. Slide the headlamp assembly out of the slots.
Remove the rubber access cover from behind the bulb you are replacing. Turn the bulb socket
one quarter turn and remove it from the headlamp assembly. Lift the plastic locking tab on the
electrical connector and pull the connector from the headlamp bulb socket. Connect the new
headlamp bulb to the wiring harness, making sure the connector tab snaps into place. Page To
check the aim, the vehicle should be properly prepared as follows: The headlamps must be off
for one hour prior to aiming and must remain off during this procedure. The vehicle must have
all four tires on a perfectly level surface. Horizontal Aim Adjustment Screw B. Horizontal Block
Index Plate C. Vertical Aiming Level Start with the horizontal aim. The adjustment screws can be
turned with an E8 Torx socket. Page Center High-Mounted Stoplamp 1. Open the trunk. Reach
through the access opening in the trunk lid. Remove the old bulb by turning it one turn
counterclockwise. Place the new bulb into the bulb socket. Turn the bulb one quarter turn
clockwise to reinstall. If your vehicle is equipped with a convenience net, remove it. Remove the
plastic wing nuts A. There is one wing nut located on the outside of the carpet. The other two
are located underneath the carpet. Page Back-Up Lamps 1. Open the trunk lid halfway. Remove
the seven wing nuts A from the applique. Remove the applique from the trunk lid. Twist and pull
the bulb sockets B from the trunk lid applique. Page Windshield Wiper Blade Replacement
Windshield wiper blades should be inspected at least twice a year for wear or cracking. Turn on
the wipers to LO. Turn off the ignition while the wipers are at the outer positions of the wiper
pattern. Page Tires Your new vehicle comes with high a leading tire manufacturer. If you ever
have questions about your tire warranty and where to obtain service, see your Buick Warranty
booklet for details. Overloading your tires can cause overheating as a result of too much
friction. Page Tire Inflation Monitor System The tire inflation monitor system can alert you to a
large change in the pressure of one tire. The system normally takes between 45 and 90 minutes
of driving to learn the tire pressures. Page To reset calibrate the system: 1. Turn the ignition to
RUN. After the tires have been rotated, adjust the front and rear inflation pressures as shown on
the Tire Information label. Reset the Tire Inflation Monitor system. When you get new tires, get
ones with that same TPC Spec number. Page Uniform Tire Quality Grading Quality grades can
be found where applicable on the tire sidewall between tread shoulder and maximum section
width. Sustained high temperature can cause the material of the tire to degenerate and reduce
tire life, and excessive temperature can lead to sudden tire failure. Page If you need to replace
any of your wheels, wheel bolts or wheel nuts, replace them only with new GM original
equipment parts. This way, you will be sure to have the right wheel, wheel bolts and wheel nuts
for your vehicle. Install them on the front tires and tighten them as tightly as possible with the
ends securely fastened. They will clean normal spots and stains very well. You can get GM
approved cleaning products from your dealer. Page Special Fabric Cleaning Problems Stains
caused by such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks, vomit,
urine and blood can be removed as follows: 1. Carefully scrape off excess stain, then sponge
the soiled area with cool water. Page Clean safety belts only with mild soap and lukewarm

water. Cleaning Glass Surfaces Glass should be cleaned often. GM Glass Cleaner or a liquid
household glass cleaner will remove normal tobacco smoke and dust films on interior glass.
Page Cleaning the Outside of the Windshield and Wiper Blades If the windshield is not clear
after using the windshield washer, or if the wiper blade chatters when running, wax, sap or
other material may be on the blade or windshield. Clean the outside of the windshield with a full
glass cleaning liquid. Page Cleaning Aluminum Wheels If Equipped Keep your wheels clean
using a soft clean cloth with mild soap and water. Rinse with clean water. After rinsing
thoroughly, dry with a soft clean towel. A wax may then be applied. The surface of these wheels
is similar to the painted surface of your vehicle. Page Finish Damage Any stone chips, fractures
or deep scratches in the finish should be repaired right away. Bare metal will corrode quickly
and may develop into a major repair expense. Minor chips and scratches can be repaired with
touch materials available from your dealer or other service outlets. You can see it if you look
through the windshield from outside your vehicle. Some add on electrical equipment can keep
other components from working as they should. Page Fuses and Circuit Breakers The wiring
circuits in your vehicle are protected from short circuits by a combination of fuses, circuit
breakers and in the wiring of the fuse block itself. This greatly reduces the chance of fires
caused by electrical problems. Look at the silver colored band inside the fuse. Center High
Mounted Stop It is recommended that service work on your air conditioning system be
performed by a qualified technician. Page Section 7 Maintenance Schedule This section covers
the maintenance required for your vehicle. Your vehicle needs these services to retain its
safety, dependability and emission control performance. The Plan supplements your new
vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer for details.
Introduction Your Vehicle and the Environment Proper vehicle maintenance not only helps to
keep your vehicle in good working condition, but also helps the environment. Page GM trained
and supported service people will perform the work using genuine GM parts. The proper fluids
and lubricants to use are listed in Part D. Make sure whoever services your vehicle uses these.
Page Scheduled Maintenance Scheduled Maintenance The services shown in this schedule up
to , miles km should be repeated after , miles km at the same intervals for the life of this vehicle.
The services shown at , miles km should be repeated at the same interval after , miles km for the
life of this vehicle. Reset the system. Your vehicle has a computer system that lets you know
when to change the engine oil and filter. Page Scheduled Maintenance Page Scheduled
Maintenance 7, Miles 12 km Rotate tires. See footnote. Replace filter if necessary. Page
Scheduled Maintenance 30, Miles 50 km Replace passenger compartment air filter. If you drive
regularly under dusty conditions, the filter may require replacement more often. Rotate tires.
Replace engine air cleaner filter. Page Scheduled Maintenance 60, Miles km Replace passenger
compartment air filter. Inspect engine accessory drive belt. Page Scheduled Maintenance 82,
Miles km Rotate tires. Page Scheduled Maintenance , Miles km Inspect spark plug wires. An
Emission Control Service. Replace spark plugs. Change automatic transaxle fluid and filter if
the vehicle is mainly driven under one or more of these conditions: â€” Page Part B: Owner
Checks and Services Listed in this part are owner checks and services which should be
performed at the intervals specified to help ensure the safety, dependability and emission
control performance of your vehicle. Be sure any necessary repairs are completed at once.
Whenever any fluids or lubricants are added to your vehicle, make sure they are the proper
ones, as shown in Part D. Page At Least Twice a Year Restraint System Check Make sure the
safety belt reminder light and all your belts, buckles, latch plates, retractors and anchorages are
working properly. Look for any other loose or damaged safety belt system parts. If you see
anything that might keep a safety belt system from doing its job, have it repaired. If it does, you
or others could be injured. Follow the steps below. Before you start, be sure you have enough
room around the vehicle. The key should come out only in LOCK. Page Part C: Periodic
Maintenance Inspections Listed in this part are inspections and services which should be
performed at least twice a year for instance, each spring and fall. Engine Cooling System
Inspection Inspect the hoses and have them replaced if they are cracked, swollen or
deteriorated. Inspect all pipes, fittings and clamps; replace as needed. Clean the outside of the
radiator and air conditioning condenser. Page Maintenance Record Part E: Maintenance Record
After the scheduled services are performed, record the date, odometer reading and who
performed the service in the boxes provided after the maintenance interval. Also, you should
retain all maintenance receipts. Your owner information portfolio is a convenient place to store
them. Page Here you will find out how to contact Buick if you need assistance. This section also
tells you how to obtain service publications and how to report any safety defects. Page
Customer Satisfaction Procedure Your satisfaction and goodwill are important to your dealer
and to Buick. Sometimes, however, despite the best intentions of all concerned,
misunderstandings can occur. Our commitment to Buick owners has always included superior

service through our network of Buick dealers. Page Courtesy Transportation Buick has always
exemplified quality and value in its offering of motor vehicles. To enhance your ownership
experience, we and our participating dealers are proud to offer Courtesy Transportation, a
customer support program for new vehicles. Please consult your dealer for details. General
Motors reserves the right to unilaterally modify, change or discontinue Courtesy Transportation
at any time and to resolve all questions of claim eligibility pursuant to the terms and conditions
described herein To request an order form, please specify year and model name of the vehicle.
This manual is also suitable for: Century Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL. Wiring Diagram Sample. Failing to take the proper precautions or to use the right tools can
put you you in danger. Common risks include electrocution and possible electrical fireplace. To
properly read a wiring diagram, one has to learn how the particular components inside the
system operate. For instance , in case a module will be powered up also it sends out a signal of
fifty percent the voltage in addition to the technician does not know this, he would think he
offers an issue, as he would expect the 12V signal. Subsequent diagrams is pretty simple, but
using it within the range of how the machine operates is a new different matter. My most sage
advice is not necessarily only look in the diagram, nevertheless understand how the
constituents operate when inside use. Read cabling diagrams from bad to positive and redraw
the signal like a straight range. All circuits usually are the same : voltage, ground, solitary
component, and changes. They could include a multimeter, a non-contact voltage detector tests
the heat of wire without touching it and a combo sheath and wire stripper. Being equipped with
the right tools will help you be prepared for anything throughout the electrical switch wiring
process. Whenever connecting electrical wiring to an outlet, it may be important to not confuse
your wires or force them in the wrong terminal. The black wire, on the other hand, is the hot wire
and goes into the hot terminal, the one opposite the neutral terminal. Knowing the variation
between the wire connections will allow you to wire your home effectively and prevent the high
volt quality of swapping the neutral and hot. You will find wire extensions available if you
conclusion up cutting them short, but the wiring will work better if it is intact. Thankfully, there
are extra-large plates available at hardware stores that you can use to cover your switches.
They have a tendency to be only slightly more expensive, but additionally last lengthier. A good
way to tell a quality switch or outlet is by the occurrence of a back-wire feature. Be sure to test
the voltage of wires and brake lines before touching them. Testing electric components with
tools like a cable sniffer or a multimeter think if they are safe to touch or if an electrical current
is flowing through them. Always test before touching. Searching for tutorials on what to wire a
light-weight change is a great way to learn more regarding how to accomplish. Learning how to
do electrical work in an educational setting is the best way to ensure you know very well what
you are doing in home DIY electrical wiring. Save my name, email, and website in this browser
for the next time I comment. Electric Motor Switch Radio Latest. Facebook Tweet Pin. Buick
Century is the model name that was used by Buick for a line of upscale full-size cars from to
and to , as well as from to for mid-size cars. The first Buick Century debuted in as a shorter and
lighter model featuring the same engine as the bigger Roadmaster and Limited series giving it
more performance. In , Buick developed a concept car known as the Century Cruiser. Originally,
the Series 60 had the It had, at the beginning of the generation, a full-length running board
denoting the top model for Buick at the time. In , GM built 38, cars. The bodystyles available
were torpedo , sedan, coupe, and roadster convertible , using GM's " B-body " platform. In , the
running board was reduced and the Aesthetically, the Series 60 remained almost unchanged,
and the same fact occurred also in the following year. In and , a total of 55, were produced. In ,
the length of the body increased. In , the appearance was changed to a more rounded
appearance, with a new In , the model remained almost unchanged. Total production from to
was 31, In , the model changed its name to "Century". Buick renamed its entire model lineup for
the model year to celebrate the engineering improvements and design advancements over their
models, introducing a " streamlined " appearance. Buick's Series 40 model range became the
Special , the Series 80 became the Roadmaster , and the Series 90, Buick's largest and most
luxurious vehicles, became the Limited. The Century took the place of the Series The basic
formula for the to Century was established by mating the shorter behind-the-engine cowl
Special bodies to the Roadmaster's larger straight-eight engine and consequently longer engine
compartment. In contrast, the Series 50 Super combined the larger Roadmaster body with the
smaller Special engine. Included in the model lineup during this period was a station wagon
model, a body style that had been unavailable during the Century's first production period of to
Introduced in the middle of the model year, the four-door Buick Century Riviera along with the
four-door Special Riviera , the four-door Oldsmobile 98 Holiday , and four-door 88 Holiday , were
the first four-door hardtops ever produced. For the first time, the Century featured four "

VentiPorts " on the front fenders like the larger Buick Roadmaster and Super; making more
apparent its status above that of the Special. In , the California Highway Patrol placed a large
fleet order for Century two-door sedans, a body style unavailable to the general public. It
combined the Special two-door sedan body shell with Century powertrain and trim. Broderick
Crawford was shown driving a two-door Century sedan during the first season of his popular
syndicated TV series Highway Patrol. In later seasons, he drove a four-door Century, like his
real-life counterparts in the California Highway Patrol. Power brakes were optional. Power
windows were standard in the convertible. A padded safety dash became optional. Because the
Century was considered the senior "small Buick", the model received a version of GM's only
hardtop station wagon, the Century Caballero , from through The Caballero proved expensive to
manufacture and unpopular with customers only 14, produced for both model years , so GM did
not bring it back for For , Buick renamed the Century the Invicta. The Buick Century nameplate
was revived for the model year on the rear-wheel drive intermediate A-body platform, which was
redesigned for this year. The name replaced Skylark for Buick's mid-sized cars. The Century
Regal coupe was added at the top of the model range and later became a separate series,
dropping the Century name. The base Century and Century coupes had a fastback roof with
large rear quarter glass, while the Century Luxus featured a more formal notchback roofline
with narrow opera windows. By replacing the Skylark, the Century inherited the Gran Sport
performance option. The package was available with any engine and included upgraded
suspension, additional instrumentation, and unique appearance treatment. A Saginaw
three-speed manual was standard with either engine. A Muncie M four-speed was available with
either or with the regular , while the Stage I required a Turbo-Hydramatic For , the Luxus was
renamed Century Custom. The four-barrel V8 became standard on station wagons. A new
landau top became available for fastback coupes that partially covered the rear quarter glass,
giving an appearance similar to the formal-roof Century Custom. A Century Special coupe was
added to the lineup, using the fastback roofline. The Special was marketed as an economy
variant of the Century and was only available with the V6 engine. In , the US government
legalized rectangular headlights long commonplace in Europe , and Buick promptly added them
to the Century, positioned side-by-side on coupes, and stacked vertically on sedans. Sedans
received a taller, more-formal grille, while coupes got an angled, body-colored front end along
with new bodyside sheet metal that lacked the traditional "sweepspear". The Gran Sport option
was discontinued. Buick Centuries were used in the and Indianapolis Motor Speedway as pace
cars. Buick introduced a Buick Century "Free Spirit" edition replica based on the Indy Pace Car
for the public with patriotic graphic decals and the Buick Hawk on the hood. This vehicle had a
transmission shifter on the floor with bucket seats and "Hurst Hatch" T-tops installed.
Alternatively, in , Buick introduced the "Free Spirit" edition of the Indy Pace Car; it was
downsized to the Special facelift sheet metal with a V6. The original Indy Pace Car had the
turbocharged V6. The replica featured a silver, black, and red paint with a black interior. The
vehicle included a positive-traction differential. The Century name was now applied to the entire
range except for the coupe, which retained the Regal name. The Century was initially offered as
an "aeroback" fastback two-door coupe and a fastback four-door sedan along with a station
wagon model sharing bodies with the Oldsmobile Cutlass Salon. The car was over a foot
shorter, several inches narrower, and several hundred pounds lighter than its predecessor. V6
engines were still standard due to fuel economy regulations. One of the more rare models of
this time was the to Century Turbo Coupe, powered by a turbocharged version of the 3. The
Turbo Coupe was not nearly as popular as the similar Regal Turbo Sport Coupe of the time, and
total production is estimated to be less than 2, The two fastback models along with the
Oldsmobile Cutlass Salon proved unpopular. For , the fastback four-door sedan was dropped in
favor of a conventional notchback four-door sedan. After , the Century fastback coupe was
discontinued. With the introduction of the new front-wheel drive Century in , the existing
notchback sedan and wagon models were transferred to the Regal line. In January , another
downsized Century arrived, this time on the front-wheel drive A platform , in coupe and sedan
forms. In , all versions were "freshened" with a new, more angular front fascia. Wheelbase was
Both four-cylinder gasoline units and diesel V6 engines were offered in this generation,
although neither became popular. Performance versions of several Buick models, including the
Century coupe, were marketed in the mids under the T-Type name. Although these convertibles
were sold as new cars through Buick dealerships, these conversions were not factory
authorized. In , the engine distributor was replaced by a coil-pack ignition system that proved to
be far more reliable than the system that it replaced. In Mexico, it was sold as the Century
Limited with no brand, although it wears the Buick logos. Introduced for , it was the top model
for General Motors Mexico, and it survived the import car wave from previously new car
importations were forbidden in Mexico and continued in production until the model year. The

Century received a facelift in late for the model year, [12] gaining a new more-rounded roofline,
but continuing on the A-body platform. Black plastic inserts with the Buick tri-shield emblem
replaced the rear quarter windows. The front end received flush headlamps and a rounded
grille, and the stand-up hood ornament was now standard. All sedan models were easily
distinguished by their full-width taillights that followed a Buick tradition of big taillights. The
was introduced in as a lower-powered alternative to the cc engine. The smaller engine featured
multiport fuel injection, waste spark distributor-less ignition controlled by the ECM after startup,
but had no balance shaft. An interior refresh came in for models. The model had seatbelts
mounted on the b-pillar, for the seatbelts were mounted on the door. From , the Century had a
black bumper and side trim, and from the Century had a bodycolored trim. For the model year,
[14] the Century received another slight facelift featuring a bigger radiator grille and different
headlamps. The interior featured new door panels with the window switches and door lock
switches relocated to a more convenient configuration found on more modern cars, where the
switch location corresponds with the window location in the car body. This feature never
appeared on its sibling the Oldsmobile Ciera, which retained the inline switch bank mounted
flush with the door panel, the rear switch being the driver's door window. The Century windows
switches were not backlit, but illuminated by a small bulb in the door panel trim above the
switch bank. Other interior changes included new seat covers, and relocating the front outboard
seat belts from the A-pillar into the door, functioning as "automatic" seat belts so that the belts
could be buckled and the door opened and closed while still buckled. The driver and front
passenger could enter and exit the vehicle while the seat belt was still fastened. For , the 2. For ,
the slow-selling coupe model was dropped sold for , or 0. Midway through the model year, a
round speedometer replaced the wide rectangular one, but the car still carried on with the
original dash. Despite its dated design, the Century and its sibling the Oldsmobile Cutlass Ciera
still sold well during the s and proved both reliable and profitable to GM since their tooling
costs had been monetized. In general, the A-body platform was sturdy, and quality was
improved every year while more standard features were added. The Century was redesigned for
the last time in December Plainer "Custom" and fancier "Limited" trim levels were carried over
from the previous generation. The redesign moved Centurys to the W-body platform, rejoining
its former Regal sibling. In this generation, the Century and Regal were nearly the same cars,
distinguished only by seating configurations, trim, and engine differences. Since the Century
was lower-priced than the Regal, it was also the lower-powered and plainer of the two, offering
only a 3. In keeping with its traditional image, the six-passenger Century came equipped with a
front bench seat and column shifter, while the more performance-oriented five-passenger Regal
came standard with front bucket seats and a console shifter. After the discontinuation of the
Skylark, the Century became Buick's entry-level car for the first time. For , all trim levels were
eliminated, leaving one standard model. Additionally, the "Century" nameplate on the front
doors was dropped, and only seen on the vehicle's taillights. Changes were relatively few over
the Century's nine-year run. A limited run of Centurys with special trim were produced for to
mark the end of the name. A four-cylinder model was also available paired to a 5-speed manual
gearbox. The Century was replaced by the Buick Regal due to poor sales. After the
discontinuation of the model in , the New Century name was used as a trim level of the Buick
Regal, sold until at least From Wikipedia, the free encyclopedia. Line of upscale performance
cars. Motor vehicle. Full-size car â€” Full-size car â€” Midsize car â€” FR layout â€” Transverse
front-engine, front-wheel drive â€” Buick Master Six. See also: Buick Regal fourth generation.
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matches Wikidata Short description is different from Wikidata Commons category link from
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She carefully drives the car back home and i find that the metal brake line from the abs unit
running accross the fire wall to the right front wheel has completely rusted through out of sight
on the firewall about mid section of the line. Changing rear brake shoes on century, having
trouble. Manufactured under the highest quality standards to meet or exceed oe quality form

and function this hose will provide reliable and long lasting service life. Free shipping on many
items. I have a broken line that must be going to rear brakes. We have direct fit replacements for
original brake hoses and you can upgrade to stainless steel lines. Equip cars trucks suvs with
buick century brake lines and hoses from autozone. Many people trying to find information
about buick century brake line diagram and of course. Keyword buick century brake line
diagram keyword 2 buick century brake line diagram keyword 3 buick century brake line
diagram keyword 4. My wife ended up in the intersection after the brake pedal went most of the
way to the floor in her 01 buick. Nowadays we are delighted to announce that we have
discovered an incredibly interesting topic to be discussed namely buick century brake line
diagram. Buick century brake hose by centric. Diagram of rear brake line for buick regal gs
broken rear brake line buick regal question. Browse categories answer questions. This is not a
how to video. We have the best products at the right
2008 honda accord battery
68 mustang radio
vw oil change
price. Keep your buick centurys brake system safe and leak free. It was a pain to get finished
because of all the rust but. Brake line diagram for the brake lines going into the ABM. Repair
Guides. Rusty Buick brake lines - YouTube. How many brake lines does a Intrigue have and how
to. Rear Brakes Parts for Buick Century. Auto Wiring. Buick Century Retainer. Early fuel
evaporation. Fuel line. Cadillac ignition lock cylinder repair How to change the rear brakes;
thear is a crossover bar on. On lincoln 7 replacement of master cylinder and abs. Posting
Komentar. Changing rear brake shoes on century, having trouble I replaced all the brake lines
on my brothers 97 lesabre and just wanted to show where they tend to rust out. There was fluid
flowing out on drivers side just about were front seat is under truck. Bagikan Artikel ini.
Langganan: Posting Komentar Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah
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