2002 buick lesabre belt diagram

The engine in your Buick car uses a serpentine belt to turn the accessories on the front of the
engine. The belt is made from nylon-reinforced rubber and while the nylon helps, the rubber will
stretch over time. Regular inspection of the belt is the only way to avoid a belt failure. Check
your serpentine belt every time you check your oil. A visual inspection is all that is required
unless you spot damage on the belt; then removal is necessary for further inspection and
replacement if needed. Find the belt routing diagram on the fan shroud. If it is not there, draw a
diagram of the serpentine belt's path around the pulleys with pencil and paper so you can get
the new belt on right. Find the automatic tensioner. It is located just above and to the right of
the crankshaft pulley. If there is no arm, use the box end of a wrench on the bolt in the center of
the tensioner to rotate it counterclockwise to release tension. Slide the belt off the pulleys while
keeping the tensioner rotated. After you have removed the belt, slowly let the tensioner rotate
back. Begin sliding the new belt onto the pulleys. Rotate the tensioner again to finish
installation. Make sure the belt is centered on all pulleys. Open the hood of your Park Avenue
and locate the negative battery terminal on the battery. The cable is normally black and the
battery case will have a large minus - symbol molded into it next to the negative terminal.
Remove the cable using a wrench to loosen the retaining bolt on the cable end, then separate
the cable from the battery terminal. Locate the belt tensioner on the front of the engine, just
below the alternator. Place a socket on the mounting bolt in the center of the idler pulley, then
rotate it counterclockwise using a breaker bar to remove the tension on the belt. Remove the
old belt from the pulleys and discard it. Slowly rotate the breaker bar clockwise, allowing the
tensioner to return to its home position. Install the new serpentine belt onto all the pulleys on
the front of the engine except the tensioner pulley. Using the breaker bar and socket, rotate the
tensioner counterclockwise again and slide the belt onto the tensioner pulley. Rotate the
tensioner clockwise and allow the tensioner to remove the slack from the belt. Do not let it snap
back into place or damage will occur to the tensioner spring. Remove the breaker bar and
socket from the front of the tensioner and out of the engine compartment. Visually check the
belt to ensure it is lying properly over the pulleys before starting the engine. Install the negative
battery cable on the negative terminal of the battery and tighten the retaining bolt with a wrench.
Start the engine and watch the belt, making sure it does not wobble or walk off the pulleys.
Close the hood and shut off the engine. Locate the tensioner pulley. It is directly beneath the
alternator on the left side facing the engine of the engine compartment. Two different types of
pulleys may have been used for the manufacturing of the Buick Rendezvous. Each offers a
different belt release option. Insert the correct adapter onto the belt tensioner tool to
accommodate the bolt head or the square drive of the tensioner pulley. Place the serpentine belt
tool and adapter onto the bolt head or square drive of the tensioner pulley and then release the
belt tension by turning the tool clockwise. While holding the tool to relieve the tension of the
belt with one hand, slide the belt off of the alternator pulley with the other. Be careful not to
allow the belt tool to slip or it can swing back and cause injury. Allow the belt tool to return the
tensioner back to its seated position once the belt has been removed from the alternator pulley.
Remove the tool. Work the belt off of all the pulleys. Since limited access is available in the 3. If
necessary, remove the lower splash guard using a ratchet and socket set to remove the
retaining bolts. Remove the belt and then compare its length and rib count to the replacement
belt to ensure that the correct belt was purchased. Since the tensioner only pivots slightly, only
one belt will fit on this engine. Install the new belt starting at the crankshaft on the bottom. Refer
to the routing diagram to ensure you're placing the ribbed side of the belt appropriately into the
grooved pulleys of the crankshaft, power steering pump, water pump and air conditioner unit
see Resources. The flat side of the belt will go against the surface of the upper and lower idler
pulleys. Do not incorporate the belt around the alternator pulley at this time. Hold the belt up
near the alternator pulley and inspect the lower portion of the belt to ensure the ribs are aligned
in the grooves. One misaligned rib on a pulley will prevent the belt from being installed on the
last alternator pulley. Reinsert the belt tool onto the bolt head or square drive of the belt
tensioner while still holding the belt near the alternator. Turn the tensioner clockwise to
reposition the tensioner pulley, which will allow you to slip the belt onto the alternator. If it is
not fitting properly, the belt is misaligned somewhere. Remove all the tools from the engine
compartment area after the belt has been replaced. Start the engine and inspect the operation of
the belt to make sure it's staying in place and no squeals or squeaks are present. Raise the
passenger side of the car with the floor jack and place the jack stand under the frame. Lower the
car onto the jack stand. Remove the lug nuts on the wheel with the lug wrench and remove the
wheel. Place a ratchet with the appropriate socket on the belt tensioner and pull the tensioner
away from the serpentine belt to relieve the tension. Remove the belt from the pulleys. The belt
will come off the pulleys, however, it will not come out because the belt passes through the
motor mount arm. Look through the fender well now that the wheel is removed and you will see

the lower motor mount straight ahead on the frame rail. Look to the right side of the arm where
it attaches to the engine and you will see a 2-inch section of the arm held in with two bolts. This
section must be removed in order to remove the serpentine belt. Place the floor jack under the
passenger side of the oil pan and raise the jack just enough to give support to the engine.
Remove the bolts in the engine mount support arm with a socket and remove the piece. Remove
the serpentine belt and install the new belt. Don't worry about installing it on the pulleys, just
place it through the motor mount for now. Install the piece of the motor mount arm and tighten
the bolts. Look at the diagram for the belt routing on the radiator cover. It is very tight fit
between the engine and the frame. The belt needs to be installed a little at a time, starting at the
top. Then go in the fender well and grab the belt and pull it down into place as far as possible,
and then back to the top and so on until it fits. Install the belt as illustrated on the radiator cover
and when the belt is on all the pulleys, move the pulley tensioner away from the belt and install
the belt on the tensioner. Allow the tensioner to operate and apply tension to the belt. Install the
wheel and tighten the lug nuts with the lug wrench. Lower the car. Note how the old belt is
routed. Making a drawing of the belt routing can make it easier to install the new belt, especially
if the under hood routing guide sticker is missing. If the belt has broken, the belt routing can be
found in a service manual see Resource. Remove the old belt by compressing the spring-loaded
tensioner and slipping the belt off the alternator pulley. If your LeSabre has the engine package
that does not require removal of the motor mount, the belt will simply pull out of the engine
compartment, and you can install the new belt in reverse order. If you have to remove the motor
mount, continue to the next step. Position the floor jack under the engine with a block of wood
between the oil pan and the jack. Then jack up the engine just enough to make good contact
and support some of the weight. Remove the coolant overflow bottle. Remove the bolts
attaching the motor mount to the frame, as well as the motor bracket. Then lift out the motor
mount and remove the old belt. Install the new belt, referring to the belt routing drawing or
service manual, and slip it back onto the alternator while compressing the spring-loaded
tensioner. Reinstall the motor mount and coolant overflow bottle, tightening the bolts securely.
Start the engine, and check that the belt is routed properly and sitting evenly in the pulley
grooves. Items you will need Wrench set Breaker bar Socket set. Items you will need Serpentine
belt tool with adapters Routing diagram Replacement belt Ratchet and socket set. Quick Links
Download this manual. Table of Contents. This manual includes the latest information at the
time it was printed. We reserve the right to make changes after that time without further notice.
If you do this, it will help you learn about the features and controls for your vehicle. In the notice
area, we tell you about something that can damage your vehicle. Many times, this damage
would not be covered by your warranty, and it could be costly. Page 6 These are some
examples of vehicle symbols you may find on your vehicle You can also learn about some
things you should not do with air bags and safety belts. Page 8: Seats And Seat Controls Seats
and Seat Controls This section tells you about the seats them and also about reclining
seatbacks, lumbar adjustments, heated seats and head restraints. Page 9 Power Seats If
Equipped If your vehicle has this feature, the power seat controls are located on the outboard
side of each front seat cushion. Raise or lower the front of the seat cushion by holding the front
part of the horizontal control up or down. Raise or lower the rear of the seat cushion by holding
the rear part of the horizontal control up or down. Page 10 If you have the independent front
cushion moved down as far as it will go, you may feel the lumbar support higher in your back.
Readjust the location of the cushion until you are comfortable. You may also want to adjust the
seatback for maximum comfort. The seat and mirrors will move to the position previously
stored for the identified driver. When the heated seat button is first pressed, the high setting is
activated. Press the button again for the low setting. Page Safety Belts: They're For Everyone
Head Restraints Slide the head restraint up or down so that the top of the restraint is closest to
the top of your head. This position reduces the chance of a neck injury in a crash. In a collision,
people riding in these areas are more likely to be seriously injured or killed. Do not allow people
to ride in any area of your vehicle that is not equipped with seats and safety belts. Put someone
on it. Take the simplest vehicle. Page 17 Get it up to speed. Then stop the vehicle. The person
keeps going until stopped by something. In a real vehicle, it could be the windshield Page 18 or
the instrument panel With safety belts, you slow down as the vehicle does. You get more time to
stop. You stop over more distance, and your strongest bones take the forces. Be aware that
there are special things to know about safety belts and children. And there are different rules for
smaller children and babies. Page 21 4. Push the latch plate into the buckle until it clicks. Pull
up on the latch plate to make sure it is secure. Make sure the release button on the buckle is
positioned so you would be able to unbuckle the safety belt quickly if you ever had to. The
shoulder belt is too loose. In a crash, you would move forward too much, which could increase
injury. The belt is buckled in the wrong place. In a crash, the belt would go up over your

abdomen. The belt forces would be there, not at the pelvic bones. The shoulder belt is worn
under the arm. It should be worn over the shoulder at all times. In a crash, your body would
move too far forward, which would increase the chance of head and neck injury. The belt is
twisted across the body. If a belt is twisted, make it straight so it can work properly, or ask your
dealer to fix it. The belt should go back out of the way. Before you close the door, be sure the
belt is out of the way. If you slam the door on it, you can damage both the belt and your vehicle.
For pregnant women, as for anyone, the key to making safety belts effective is wearing them
properly. Wearing your safety belt during a crash helps reduce your chance of hitting things
inside the vehicle or being ejected from it. Air bags plus lap shoulder belts offer the best
protection for adults, but not for young children and infants. CAUTION: If something is between
an occupant and an air bag, the bag might not inflate properly or it might force the object into
that person causing severe injury or even death. For moderate frontal impacts, these air bags
inflate at a level less than full deployment. For more severe frontal impacts, full deployment
occurs. Page 33 How does an air bag restrain? In moderate to severe frontal or near frontal
collisions, even belted occupants can contact the steering wheel or the instrument panel. In
moderate to severe side collisions, even belted occupants can contact the inside of the vehicle.
Page 34 Your vehicle has a feature that will automatically unlock the doors and turn the interior
lamps on when the air bags inflate if battery power is available. You can lock the doors again
and turn the interior lamps off by using the door lock and interior lamp controls. There are parts
of the air bag systems in several places around your vehicle. Your dealer and the service
manual have information about servicing your vehicle and the air bag systems. Page 36 When
you sit in the center front seating position, you have a lap safety belt, which has no retractor. To
make the belt longer, tilt the latch plate and pull it along the belt. Accident statistics show that
unbelted people in the rear seat are hurt more often in crashes than those who are wearing
safety belts. Page 38 If the belt stops before it reaches the buckle, tilt the 3. To make the lap part
tight, pull down on the buckle latch plate and keep pulling until you can buckle it. Page 39 The
lap part of the belt should be worn low and snug on the hips, just touching the thighs. In a
crash, this applies force to the strong pelvic bones. If you slid under it, the belt would apply
force at your abdomen. When installed on a shoulder belt, the comfort guide better positions
the belt away from the neck and head. Page 41 2. Slide the guide under and past the belt. The
elastic cord must be under the belt. Then, place the guide over the belt, and insert the two
edges of the belt into the slots of the guide. Be sure that the belt is not twisted and it lies flat.
The elastic cord must be under the belt and the guide on top. Page Children 4. Make sure that
the shoulder belt crosses the shoulder. To remove and store the comfort guides, squeeze the
belt edges together so that you can take them out of the guides. During a crash a baby will
become so heavy it is not possible to hold it. Air bags plus lap shoulder belts offer outstanding
protection for adults and older children, but not for young children and infants. In a crash, an
infant in a rear facing seat settles into the restraint, so the crash forces can be distributed
across the Page Restraint Systems For Children Restraint Systems for Children An infant car
bed A , a special bed made for use in a motor vehicle, is an infant restraint system designed to
restrain or position a child on a continuous flat surface. Some like shields. Page 48 How do
child restraints work? A child restraint system is any device designed for use in a motor vehicle
to restrain, seat, or position children. A built in child restraint system is a permanent part of the
motor vehicle. Page 49 Where to Put the Restraint Accident statistics show that children are
safer if they are restrained in the rear rather than the front seat. General Motors, therefore,
recommends that child restraints be secured in the rear seat including an infant riding in a rear
facing infant seat, a child riding in a forward For it to work, a top strap must be properly
anchored to the vehicle. Some top strap equipped child restraints are designed for use with or
without the top strap being anchored. Your vehicle has top strap anchors already installed for
the rear seating positions. Page 52 In order to use the system, you need either a forward facing
child restraint that has attaching points B at its base and a top tether anchor C , or a rear facing
child restraint that has attaching points B , as shown here. In a crash, the child could be
seriously injured or killed. Page 55 Tilt the latch plate to adjust the belt if needed. Buckle the
belt. Make sure the release button is positioned so you would be able to unbuckle the safety
belt quickly if you ever had to. Page 56 4. To tighten the belt, pull up on the shoulder belt while
you push down on the child restraint. Never put a rear facing child restraint in this seat. Page 58
4. Make sure the release button is 5. Pull the rest of the lap belt all the way out of the positioned
so you would be able to unbuckle the retractor to set the lock. Page 59 6. To tighten the belt,
feed the lap belt back into the retractor while you push down on the child restraint. You may
find it helpful to use your knee to push down on the child restraint as you tighten the belt. If
possible, an older child should wear a shoulder belt and get the additional restraint a shoulder
belt can provide. Here two children are wearing the same belt. In a crash, the two children can

be crushed together and seriously injured. A belt must be used by only one person at a time.
Here a child is sitting in a seat that has a shoulder belt, but the shoulder part is behind the child.
If the child wears the belt in this way, in a crash the child might slide under the belt. When you
go in to order it, take the heaviest coat you will wear, so the extender will be long enough for
you. Page 64 Section 2 Features and Controls Here you can learn about the many standard and
optional features on your vehicle, and information on starting, shifting and braking. Also
explained are the instrument panel and the warning systems that tell you if everything is
working properly and what to do if you have a problem. A child can be overcome by the extreme
heat and can suffer permanent injuries or even death from heat stroke. Never leave a child alone
in a vehicle, especially with the windows closed in warm or hot weather. In addition, each
passenger door has a control for its own window. A child or others could be badly injured or
even killed. They could operate the power windows or other controls or even make the vehicle
move. Passengers especially children open the doors and fall out of a moving vehicle. Page
Central Door Unlocking System Central Door Unlocking System If your vehicle has a theft
deterrent system, all doors will unlock if the key is held in the outside key cylinder unlock
position for more than two seconds. The doors will also unlock if the key is turned to the unlock
position twice in three seconds. If your vehicle is not equipped with the DIC, use the following
procedure to change modes: 1. If your vehicle is equipped with the DIC, you must use it to
program this feature. To turn the feature on, do the following: 1. Unlock the door. Then open the
door from the outside. Operation is subject to the following two conditions: 1 this device may
not cause interference, and 2 this device must accept any interference received, including
interference that may cause undesired operation of the device. Changes or modifications to this
system by other than an authorized service facility could void authorization to use this
equipment. Page 75 When the lock symbol is pressed, all doors will lock, the exterior lamps will
flash once and the horn may sound. The trunk will unlock when the trunk symbol is pressed
when the ignition is in OFF. Page 76 Security Feedback This feature provides feedback to the
driver when the vehicle receives a command from the remote keyless entry transmitter.
Feedback is only provided if all doors are closed, the ignition is off and the RAP is inactive. One
of the following modes may be selected for each transmitter: Mode 1: No feedback when locking
or unlocking vehicle. Page Battery Replacement This procedure only changes the mode for the
transmitter used to change this setting. The procedure will need to be repeated for the second
transmitter. Page 78 For battery replacement, use one Duracell type DL , or a similar type. To
replace the battery, do the following: 1. Insert a coin, or similar object, into the notch near the
key ring. Turn it counterclockwise to separate the two halves of the transmitter. It can cause
unconsciousness and even death. If you must drive with the trunk lid open or if electrical wiring
or other cable connections must pass through the seal between the body and the trunk lid
Some early production vehicles may not have this feature. NOTICE: The trunk release handle
was not designed to be used to tie down the trunk lid or as an anchor point when securing
items in the trunk. Page 81 Parking at Night Park in a lighted spot, close all windows and lock
your vehicle. Remember to keep your valuables out of sight. Put them in a storage area, or take
them with you. Page Testing The Alarm If a door is opened without the key or remote keyless
entry transmitter, the alarm will go off. The lamps and horn will then turn off to save battery
power. It works when you insert or remove the key from the ignition. Page 84 If the engine still
does not start, and the key appears to be undamaged, try another ignition key. If the engine still
does not start with the other key, your vehicle needs service. This position locks your ignition,
steering wheel and transaxle. If it is, then turn the steering wheel left and right while you turn
the key hard. If you add electrical parts or accessories, you could change the way the engine
operates. Before adding electrical equipment, check with your dealer. Page Automatic Transaxle
Operation Automatic Transaxle Operation Your automatic transaxle has a shift lever located on
the steering column. Your vehicle has an automatic transaxle shift lock control system. You can
use it on very steep hills, or in deep snow or mud. Page 93 If you try to drive approximately 20
feet 6. You may have to replace them, and you could also damage other parts of your vehicle.
Page 94 1. Hold the brake pedal down with your right foot and set the parking brake. Move the
lever up as far as it will go. Your vehicle could move suddenly if the shift lever is not fully in
PARK P with the parking brake firmly set. And, if you leave the vehicle with the engine running,
it could overheat and even catch fire. It can cause unconsciousness and death. You might have
exhaust coming in if: Your exhaust system sounds strange or different. Your vehicle gets rusty
underneath. Your vehicle can roll. For a single wiping cycle, turn the band to MIST. Hold it there
until the wipers start, then let go. The wipers will stop after one cycle. If you want more cycles,
hold the band on MIST longer. Page Rainsense II Wipers If Equipped The moisture sensor is
mounted on the interior of the windshield below the rearview mirror and is used to automatically
operate the wipers. This system operates by monitoring the amount of moisture build the

windshield. Wipes occur as needed to clear the windshield depending on the driving conditions
and the sensitivity setting. To spray washer fluid on the windshield, push the paddle. The
wipers will clear the window and either stop or return to your preset speed. Cruise control can
be dangerous on slippery roads. On such roads, fast changes in tire traction can cause
needless wheel spinning, and you could lose control. Page Resuming a Set Speed Suppose you
set your cruise control at a desired speed and then you apply the brake. This, of course, shuts
off the cruise control. Page Exterior Lamps Using Cruise Control on Hills How well your cruise
control will work on hills depends upon your speed, load and the steepness of the hills. When
going up steep hills, you may have to step on the accelerator pedal to maintain your speed.
When going downhill, you may have to brake or shift to a lower gear to keep your speed down.
Page Lamps On Reminder Wiper Activated Headlamps This feature turns on the low beam
headlamps, instrument panel cluster backlighting and taillamps when the Twilight Sentinel is in
day mode and after the windshield wipers have been in use for approximately six seconds. To
operate the wiper activated headlamps, the Twilight Sentinel must be on. When it is dark
enough outside, your low headlamps will come on. The other lamps that turn on with your
headlamps will also turn on. To turn the exterior lamps back on, slide the lever all the way
toward OFF again, and release it; The instrument panel lights will be on only when the parking
lamps are on. Page Theater Dimming Theater Dimming This feature allows for a three to five the
courtesy lamps instead of immediate turn off. Delayed Exit Lighting If it is dark enough outside
when you remove the key from the ignition, the interior lamps will turn on and stay on for
approximately 25 seconds. Page Front Reading Lamps To turn the feature on, do the following:
1. Close all the doors and turn the ignition on. Keep all doors closed throughout this procedure.
Press and hold LOCK on the power door lock switch throughout this procedure. All the doors
will lock. During times of high electrical loading, the engine may idle at a higher rpm setting
than normal to make sure the battery charges. To adjust the mirror, press one of the four arrows
located on the control pad to move the mirror in the direction you want it to go. If you cut too
sharply into the right lane, you could hit a vehicle on your right. The cupholders have removable
liners to hold beverage containers of different sizes. To access the cupholders and the front
storage area, push the doors covering them back into the console. Page Sun Visors To use a
lighter, push the center all the way in and let it go. When it is ready, the center will pop back out
by itself. Pull out the entire unit to use it. Page Your vehicle may have a small cap that must be
pulled down to access the auxiliary power outlet. If it does, when not using the outlet be sure to
cover it with the protective cap. The auxiliary power outlets will only operate when the ignition
key is in RUN and for 10 minutes after turning the ignition off. Page OnStar System If Equipped
OnStar is a vehicle communications system that offers a variety of services and provides a one
hands free communication link between you and the OnStar Center. To receive OnStar services,
a service subscription agreement is required and an additional fee may be required. If this
occurs press the OnStar Services button to attempt to contact an advisor. If the connection is
made, the advisor will assist you with steps to take to make sure that the system is functioning
properly. You will be required to provide your security information. Route Support: An advisor
can provide directions or guidance to most places you want to go. Page Sunroof Option The
sunroof has both manual and express features for opening the glass panel and sunshade. If
your vehicle has this option, the switch for the sunroof is located on the headliner between the
sun visors. The sunroof has four positions, express open, comfort stop, closed and vent.
Operation is subject to the following two conditions: 1 this device may not cause harmful
interference, and 2 this device must accept any interference received, including interference
that may cause undesired operation. This includes any garage door opener model
manufactured before April 1, Be sure that people and objects are clear of the garage door you
are programming. If you have completed this programming already, you now need to train the
garage door opener motor head unit to recognize HomeLink. Page Canadian Programming
Canadian Programming Canadian Owners: During programming, the hand held transmitter may
automatically stop transmitting after two seconds. Page The main components of your
instrument panel are the following: A. Air Outlets B. Hazard Warning Flashers F. Instrument
Panel Cluster G. Page Instrument Panel Clusters Your instrument panel cluster is designed to
let you know at a glance how your vehicle is running. Your vehicle is equipped with one of these
instrument panel clusters, which includes indicator warning lights and gages that are explained
on the following pages. Your odometer shows how far your vehicle has been driven, in either
miles or kilometers. The pictures will help you locate them. Warning lights and gages can signal
that something is wrong before it becomes serious enough to cause an expensive repair or
replacement. The light tells you if there is an electrical problem. The system check includes the
air bag sensors, the air bag modules, the wiring and the crash sensing and diagnostic module.
If the light stays on, a chime will sound indicating that the vehicle needs service. You should

take your vehicle to the dealer as soon as possible. You may notice that the pedal is harder to
push. Or, the pedal may go closer to the floor. It may take longer to stop. If the light is still on,
have the vehicle towed for service. If the pointer moves into the shaded area, the engine is too
hot. A temperature indicator light will turn on and a chime will sound. If you have been
operating your vehicle under normal driving conditions, and the temperature indicator light
comes on, you should pull off the road, stop your vehicle and turn off the engine as soon as
possible. Page NOTICE: If you keep driving your vehicle with this light on, after a while, your
emission controls may not work as well, your fuel economy may not be as good and your
engine may not run as smoothly. This could lead to costly repairs that may not be covered by
your warranty. If the light continues to flash, when it is safe to do so, stop the vehicle. Find a
safe place to park your vehicle. Turn the key off, wait at least 10 seconds and restart the engine.
Failure to pass this inspection could prevent you from getting a vehicle registration. The oil
could be low, or there might be some other oil problem. See your dealer for service. Fuel Gage
United States The fuel gage shows about how much fuel is in your tank. It works only when the
ignition is on. When the indicator moves to the edge of the low fuel warning band, the low fuel
warning light will come on and a chime will sound. The DIC will display information about how
your vehicle is functioning, as well as warning messages if a system problem is detected. This
feature also allows two different drivers to store and recall their own personal choice settings.
Average fuel economy is viewed as a long term approximation of your overall driving
conditions. If the voltage drops below If the voltage is above The system is designed to help
you in bad weather or other difficult driving situations by making the most of whatever road
conditions will permit. Page 3. Page Security Feedback By choosing different combinations of
these selections, you can choose the type of transmitter activated feedback when locking and
unlocking your vehicle with your transmitter. Page Perimeter Lighting When the button with the
unlock symbol on the remote keyless entry transmitter is pressed, the DRL high beams at
reduced intensity , parking lamps and back up lamps will turn on if it is dark enough according
to the Twilight Sentinel. The seat will move when you enter the vehicle after unlocking it with a
remote keyless entry transmitter. This will allow for easy entry. Be sure to keep the HUD image
dim and placed low in your field of view. Page Be sure to continue scanning your displays,
controls and driving environment just as you would in a vehicle without HUD. If you never look
at your instrument panel cluster, you may not see something important, such as a warning light.
Now press the image height adjuster switch to position the image as low as possible, while still
keeping it in full view. Slide the dimmer lever downward until the HUD image is no brighter than
necessary. To turn the HUD display off, slide the dimmer lever all the way down. Be sure to read
about the particular systems supplied with your vehicle. With this system, you can control the
heating, cooling and ventilation in your vehicle. Your vehicle also has a flow through ventilation
system described later in this section. The air conditioning compressor is not working when
VENT is selected. The setting will be shown in the display. Pressing the OFF button a second
time will turn off the main system. Turning off the main system causes the fan to turn off and
the airflow to be directed toward the floor. Page Automatic Operation Passenger Climate
Control If Equipped If your vehicle is equipped with the Dual Automatic ComforTemp t system,
the front seat passenger can control the air temperature in his or her seating area. Page Sun
and temperature sensors automatically adjust the air temperature, the airflow direction and the
fan speed to maintain your temperature setting. The system may supply cooler air to the side of
the vehicle toward the sun. Be careful not to put anything over the sensor on top of the dash.
Page Air Conditioning To program a personal choice climate control setting, do the following: 1.
Choose a temperature setting for the driver and if desired, for the passenger. Adjust the fan
speed and the direction of the airflow. Page On sunny days, when the air is moderately warm or
cool, use Bi Level to deliver warm air to the floor ducts and cooler air to the instrument panel
outlets. On days like these, the sun may adequately warm your upper body, but your lower body
may not be warm enough. This may damage the rear defogger grid. Do not attach a temporary
vehicle license, tape or decals across the defogger grid on the rear window. Page Ventilation
Tips Keep the hood and front air inlet free of ice, snow or any other obstruction such as leaves.
The heater and defroster will work better, reducing the chance of fogging your windows. Keep
the air path under the front seats clear of objects. Page Audio Systems Audio Systems Your
audio system has been designed to operate easily and give years of listening pleasure. You will
get the most enjoyment out of it if you acquaint yourself with it first. The display shows your
selection. TUNE: Turn this knob clockwise to tune to the next station. Turn it counterclockwise
to tune to the previous station. SEEK : Press the right or left arrow to go to the next or previous
station and stay there. BASS and a positive number will appear on the display. BASS and a
negative number will appear on the display. Then turn the AUDIO knob clockwise to move the
sound to the right speakers or counterclockwise to move the sound to the left speakers. Page If

you want to insert a tape when the ignition or radio is off, first press the eject button or DISP.
Cassette tape adapter kits for portable compact disc players will work in your cassette tape
player. Your tape bias is set automatically. Remove the tape. Hold the tape with the open end
down and try to turn the right hub counterclockwise with a pencil. VOL Volume : Turn this knob
clockwise to increase volume. Turn it counterclockwise to decrease the volume. You will hear a
double beep. The radio will go to the first preset station stored on your pushbuttons, play for a
few seconds, then go on to the next preset station. The indicator will be centered on the display
To adjust both tone controls and both speaker controls to the middle position, end out of audio
mode by pushing the AUDIO knob until the display goes blank. The last selected PTY will
appear on the display for five seconds. You will not be able to turn off alert announcements.
When an alert announcement comes on the current radio station, you will hear it, even if the
volume is muted or a cassette tape is playing. Page Playing a Compact Disc Insert a disc
partway into the slot, label side up. The player will pull it in. The disc should begin playing. If
you turn off the ignition or radio with a disc in the player, it will stay in the player. The disc
should play when the road is smoother. The disc is dirty, scratched, wet or upside down. The air
is very humid. The clock can be displayed with the ignition on or off. Page When you are tuned
to an RDS station, the station name will appear on the display, instead of the frequency. Page
Playing a Cassette Tape The longer side with the tape visible should face to the right. If the
ignition and the radio are on, the tape can be inserted and will begin playing. If you hear nothing
or hear a garbled sound, the tape may not be in squarely. Press the eject button to remove the
tape and start over. Eject : Press this button to eject a tape. Page You must first load the
magazine with discs before you can play a compact disc. Each of the 12 trays holds one disc.
Slide the button on the top of the magazine and gently pull out one of the trays. Load the trays
from top to bottom, placing a disc on the tray label side up. Page Close the door by sliding it all
the way to the right. When the door is closed, the changer will begin checking for discs in the
magazine. This will continue for up to one and a half minutes depending on the number of discs
loaded. RAND will appear on the display. While in this mode, tracks and discs will be played in
random order. Press this pushbutton again to turn off the random feature and return to normal
operation. If the error occurred while trying to play a CD in the compact disc player or changer,
the following conditions may have caused the error: E The road is too rough. It works by using
a secret code to disable all radio functions whenever battery power is removed and the radio is
placed in a different vehicle. This feature requires no user input to be activated. The sound will
mute while seeking. When playing a cassette tape or a compact disc, press the up arrow to hear
the next selection. Page Care Of Your Compact Discs When cleaning the cassette tape player
with the recommended non abrasive cleaning cassette, it is possible that the cassette may
eject, because the cut tape detection feature on your radio may recognize it as a broken tape. If
the cleaning cassette ejects, insert the cassette at least three times to ensure thorough
cleaning. Be sure that the inside surfaces of the front windshield and rear window are not
scratched and that the lines on the glass are not damaged. Please start with a very important
safety device in your vehicle: Buckle up. Page Drunken Driving Drunken Driving Death and
injury associated with drinking and driving is a national tragedy. Alcohol affects four things that
anyone needs to drive a vehicle: Judgment Muscular Coordination Vision A person who
consumes food just before or during drinking will have a somewhat lower BAC level. Page The
body takes about an hour to rid itself of the alcohol in one drink. No amount of coffee or number
of cold showers will speed that up. A person with even a moderate BAC might not be able to
react quickly enough to avoid the collision. They are the brakes, the steering and the
accelerator. All three systems have to do their work at the places where the tires meet the road.
Some people drive in spurts heavy acceleration followed by heavy braking rather than keeping
pace with traffic. This is a mistake. Your brakes may not have time to cool between hard stops.
Your brakes will wear out much faster if you do a lot of heavy braking. Suddenly, an animal
jumps out in front of you. You slam on the brakes and continue braking. If one of the wheels is
about to stop rolling, the computer will separately work the brakes at each front wheel and at
both rear wheels. Page This light should come on briefly when you start the engine. When this
warning light is on, the system will not limit wheel spin. Page Steering Steering Power Steering
If you lose power steering assist because the engine stops or the system is not functioning, you
can steer but it will take much more effort. Page Steering In Emergencies Steering in
Emergencies There are times when steering can be more effective than braking. For example,
you come over a hill and find a truck stopped in your lane, or a car suddenly pulls out from
nowhere, or a child darts out from between parked cars and stops right in front of you. If the
level of the shoulder is only slightly below the pavement, recovery should be fairly easy. Ease
off the accelerator and then, if there is nothing in the way, steer so that your vehicle straddles
the edge of the pavement. Keep trying to steer and constantly seek an escape route or area of

less danger. One reason is that some drivers are likely to be impaired by alcohol or drugs, with
night vision problems, or by fatigue. Drive defensively. Page No one can see as well at night as
in the daytime. But as we get older these differences increase. A 50 driver may require at least
twice as much light to see the same thing at night as a 20 year old. Page Driving too fast
through large water puddles or even going through some car washes can cause problems, too.
The water may affect your brakes. Try to avoid puddles. Never drive through water that is
slightly lower than the underbody of your vehicle. Page City Driving City Driving One of the
biggest problems with city streets is the amount of traffic on them. Here are ways to increase
your safety in city driving: Know the best way to get to where you are going. Page Freeway
Driving Freeway Driving Mile for mile, freeways also called thruways, parkways, expressways,
turnpikes or superhighways are the safest of all roads. But they have their own special rules.
Drive at the same speed most of the other drivers are driving. Here are some things you can
check before a trip Or is it just plain falling asleep at the wheel? Call it highway hypnosis, lack
of awareness, or whatever. There is something about an easy stretch of road with the same
scenery, along with the hum of the tires on the road, the drone of the engine, and the rush of the
wind against the vehicle that can make you sleepy. Keep your vehicle in good shape. Check all
fluid levels and also the brakes, tires, cooling system and transaxle. Page Winter Driving Winter
Driving Here are some tips for winter driving: Have your vehicle in good shape for winter. You
may want to put winter emergency supplies in your trunk. However, if there is snow or ice
between your tires and the road, you can have a very slippery situation. Put on extra clothing or
wrap a blanket around you. If you have no blankets or extra clothing, make body insulators from
newspapers, burlap bags, rags, floor mats anything you can wrap around yourself or tuck under
your clothing to keep warm. Page Recreational Vehicle Towing Then, shut the engine off and
close the window almost all the way to preserve the heat. Start the engine again and repeat this
only when you feel really uncomfortable from the cold. But do it as little as possible. Preserve
the fuel as long as you can. Your vehicle was not designed to be towed with all four wheels on
the ground. If your vehicle must be towed, you should use a dolly. If you do, parts on your
vehicle can break, and it can change the way your vehicle handles. These could cause you to
lose control and crash. For example, if the trailer is too heavy, the brakes may not work well You
and your passengers could be seriously injured. You can ask your dealer for our trailering
information or advice, or you can write us at: Buick Customer Assistance Center P. Box Detroit,
MI Page Weight Of The Trailer Tongue Weight of the Trailer Tongue The tongue load A of any
trailer is an important weight to measure because it affects the total or gross weight of your
vehicle. The Gross Vehicle Weight GVW includes the curb weight of the vehicle, any cargo you
may carry in it, and the people who will be riding in the vehicle. Page Driving With A Trailer Will
you have to make any holes in the body of your vehicle when you install a trailer hitch? If you
do, then be sure to seal the holes later when you remove the hitch. Page Following Distance
Following Distance Stay at least twice as far behind the vehicle ahead as you would when
driving your vehicle without a trailer. This can help you avoid situations that require heavy
braking and sudden turns. Page Parking On Hills When towing a trailer, the arrows on your
instrument panel will flash for turns even if the bulbs on the trailer are burned out. Thus, you
may think drivers behind you are seeing your signal when they are not. Apply your regular
brakes and hold the pedal down while you: start your engine, shift into a gear, and release the
parking brake. Let up on the brake pedal. They also let police know you have a problem. Your
front and rear turn signal lamps will flash on and off. The hazard warning flasher button is
located on top of the steering column. Be sure to use the steps below to do it safely. They can
be dangerous because: They contain acid that can burn you. Page 1. Check the other vehicle. It
must have a 12 battery with a negative ground system. You will not see the battery of your
vehicle under the hood. You will not need to access the battery for jump starting. Keep your
hands away from moving parts once the engine is running. If they do, you could get a shock.
The vehicles could be damaged too. Page 7. Now connect the black negative negative the good
battery. Use a remote negative terminal if the vehicle has one. Page 9. Connect the other end of
the negative at least 18 inches 45 cm away from the dead battery, but not near engine parts that
move. The electrical connection is just as good there, and the chance of sparks getting back to
the battery is much less. Sometimes the engine can get a little too hot when you: Climb a long
hill on a hot day. Stop after high speed driving. Coolant Recovery Tank B. Radiator Pressure
Cap C. Coolant contains ethylene glycol and it will burn if the engine parts are hot enough. You
can remove the radiator pressure cap when the cooling system, including the radiator pressure
cap and upper radiator hose, is no longer hot. Turn the pressure cap slowly counterclockwise
until it first stops. Page A. Clean the area around the engine oil fill tube and cap before
removing. Twist the oil fill tube, with cap attached, counterclockwise and remove it. If you have
the supercharged engine, remove the nut in the center of the cover shield. Page 5. Fill the

radiator with the proper DEX coolant mixture, up to the base of the filler neck. If you see a
stream of coolant coming from an air bleed valve, close the valve. Page Start the engine and let
it run until you can feel the upper radiator hose getting hot. Watch out for the engine cooling
fans. By this time, the coolant level inside the radiator filler neck may be lower. Pull the
carpeting from the floor of the trunk. Page 4. Unscrew the wing nuts to remove the container
that holds the wrench and jack. Remove the wheel wrench, jack and the spare tire from the
trunk. The jack has a bolt at the end. Attach the wheel wrench to the bolt to create a jack handle.
Put the jack into a notch in the frame which is located near each wheel well. The front notch is
eight inches 20 cm back from the front wheel well. The rear notch is three inches 8 cm forward
from the rear wheel well. Raise the vehicle by turning the wheel wrench clockwise in the jack.
Remove all the wheel nuts and take off the flat tire. If you do, the nuts might come loose. Your
wheel could fall off, causing a serious accident. Place the compact spare tire on the wheel
mounting surface. Reinstall the wheel nuts with the rounded end of the nuts toward the wheel.
This could lead to an accident. Be sure to use the correct wheel nuts. If you have to replace
them, be sure to get new GM original equipment wheel nuts. In a sudden stop or collision, loose
equipment could strike someone. Store all these in the proper place. Store the compact spare
tire and tools as shown in the diagram. Page Compact Spare Tire Compact Spare Tire Although
the compact spare tire was fully inflated when your vehicle was new, it can lose air after a time.
Check the inflation pressure regularly. It should be 60 psi kPa. After installing the compact
spare on your vehicle, you should stop as soon as possible and make sure your spare tire is
correctly inflated. Page Section 6 Service and Appearance Care Here you will find information
about the care of your vehicle. This section begins with service and fuel information, and then it
shows how to check important fluid and lubricant levels. There is also technical information
about your vehicle, and a part devoted to its appearance care. Be sure you have sufficient
knowledge, experience, the proper replacement parts and tools before you attempt any vehicle
maintenance task. Gasolines meeting these specifications could provide improved driveability
and emission control system performance compared to other gasolines. Page Fuels In Foreign
Countries Additives Some gasolines that are not reformulated for low emissions may contain an
octane enhancing additive called methylcyclopentadienyl manganese tricarbonyl MMT ; ask the
attendant where you buy gasoline whether the fuel contains MMT. General Motors does not
recommend the use of such gasolines. Fuels containing MMT can reduce the life of spark plugs
and the performance of the emission control system may be affected. It burns violently, and that
can cause very bad injuries. Keep sparks, flames and smoking materials away from gasoline.
Gasoline can spray out on you if you open the fuel cap too quickly. This spray can happen if
your tank is nearly full, and is more likely in hot weather. Static electricity discharge from the
container can ignite the gasoline vapor. You can be badly burned and your vehicle damaged if
this occurs. Pull the hood release handle inside the vehicle. It is located next to the parking
brake pedal near the floor. Then go to the front of the vehicle and pull up on the secondary hood
release. Engine Compartment Fuse Block B. Windshield Washer Fluid Reservoir C. Remote
Positive Terminal D. Engine Coolant Recovery Tank E. Radiator Pressure Cap F. Engine Oil
Dipstick G. You should check your engine oil level regularly; this is an added reminder. Pull out
the dipstick and clean it with a paper towel or cloth, then push it back in all the way. Do not use
any oil which does not carry this starburst symbol. These numbers on an oil container show its
viscosity, or thickness. This is based on engine revolutions and engine temperature, and not on
mileage. Clean your skin and nails with soap and water, or a good hand cleaner. Page 2.
Remove the air intake hose that is snapped over the throttle body by pulling the hose upward
and away from the throttle body which is located near the top of the engine. Disconnect the
electrical connector from the air intake hose. Reconnect the electrical connector. Reattach the
air intake hose by snapping it back onto the throttle body. The filter removes certain particles
from the air, including pollen and dust particles. Reductions in airflow, which may occur more
often in dusty areas, indicate that the filter may need to be replaced early. Change both the fluid
and filter every 50, miles 83 km if the vehicle is mainly driven under one or more of these
conditions: In heavy city traffic where the outside temperature regularly reaches Page To get
the right reading, the fluid should be at normal operating temperature, which is C to 93 Get the
vehicle warmed up by driving about 15 miles 24 km when outside temperatures are above 50 C.
Page How To Add Fluid 2. Push it back in all the way, wait three seconds and then pull it back
out again. Check both sides of the dipstick, and read the lower level. The fluid level must be in
the cross hatched area. This coolant is designed to remain in your vehicle for 5 years or , miles
km , whichever occurs first, if you add only COOL extended life coolant. The vehicle must be on
a level surface. Be sure the arrows on the cap line up with the overflow tube on the radiator filler
neck. Page Windshield Washer Fluid How to Check Power Steering Fluid Turn the key off, let the
engine compartment cool down, wipe the cap and the top of the reservoir clean, then unscrew

the cap and wipe the dipstick with a clean rag. Replace the cap and completely tighten it. Then
remove the cap again and look at the fluid level on the dipstick. Add washer fluid until the tank
is full. Water can cause the solution to freeze and damage your washer fluid tank and other
parts of the washer system. It is filled with 3 brake fluid. There are only two reasons why the
brake fluid level in the reservoir might go down. Use new brake fluid from a sealed container
only. Always clean the brake fluid reservoir cap and the area around the cap before removing it.
Disc brake pads have built in wear indicators that make a high pitched warning sound when the
brake pads are worn and new pads are needed. The sound may come and go or be heard all the
time your vehicle is moving except when you are pushing on the brake pedal firmly. Its many
parts have to be of top quality and work well together if the vehicle is to have really good
braking. Your vehicle was designed and tested with top brake parts. Page Vehicle Storage To be
sure the vent hose A is properly attached, the vent hose connectors B must be securely
reattached to the vent outlets C on each side of the battery, and the vent assembly grommet D
must be secured to the floor pan E. Page Bulb Replacement Bulb Replacement For any bulb
changing procedure not listed in this section, contact your dealer. Turn the bulb retainer
counterclockwise to remove it from the bulb assembly. Pull the bulb straight out from the
retainer. Push the new bulb straight into the retainer. Reverse Steps 1 through 3 to reinstall the
headlamp assembly. Headlamp Aiming Your vehicle has a visual optical headlamp aiming
system equipped with horizontal aim indicators. Page If your vehicle is damaged in an accident,
the headlamp aim may be affected. Aim adjustment to the low beam may be necessary if it is
difficult to see lane markers for horizontal aim , or if oncoming drivers flash their high beams at
you for vertical aim. Adjustment screws can be turned with an E8 Torx socket or T15 Torx
screwdriver. Headlamp Horizontal Aiming Turn the horizontal aiming screw A until the indicator
B is lined up with zero. Adjusting the vertical aim first will result in an incorrect headlamp aim.
Find the aim dot on the lens of the low beam lamps. Covering a headlamp may cause excessive
heat build up which may cause damage to the headlamp. Turn the vertical aiming screw C until
the headlamp beam is aimed to the horizontal tape line. Page Front Turn Signal Front Turn
Signal Once the headlamp assembly has been removed from the vehicle, the front turn signal
bulbs can be accessed. Reach down into the space provided by the removal of the headlamp
assembly and, while pushing in the tab on the bulb assembly, turn the assembly
counterclockwise and remove it. Pull out the assembly. Push in the tab and turn the bulb socket
counterclockwise to remove it. Remove the bulb by pulling it straight out. Replace the bulb and
reverse the steps to install the assembly. Open the trunk. Turn the screws located just inside of
the trunk counterclockwise and remove them. Remove the plastic trim piece from the trunk. Pull
the carpet away from the rear area to access the turn signal bulb assembly. Replacement blades
come in different types and are removed in different ways. To replace the wiper blade assembly,
do the following: 1. Page Your new vehicle comes with high a leading tire manufacturer. If you
ever have questions about your tire warranty and where to obtain service, see your Buick
Warranty booklet for details. Page Check Tire Pressure System If Equipped The check tire
pressure system can alert you to a large change in the pressure of one tire. You must begin
driving before the system will work properly. Turn the ignition switch to RUN. After the tires
have been rotated, adjust the front and rear inflation pressures as shown on the Tire
Information label. Reset the Check Tire Pressure System. Make certain that all wheel nuts are
properly tightened. When you get new tires, get ones with that same TPC Spec number. Page
Uniform Tire Quality Grading Uniform Tire Quality Grading Quality grades can be found where
applicable on the tire sidewall between tread shoulder and maximum section width. Sustained
high temperature can cause the material of the tire to degenerate and reduce tire life, and
excessive temperature can lead to sudden tire failure. Page If you need to replace any of your
wheels, wheel bolts or wheel nuts, replace them only with new GM original equipment parts.
This way, you will be sure to have the right wheel, wheel bolts and wheel nuts for your vehicle.
Install them on the front tires and tighten them as tightly as possible with the ends securely
fastened. Wipe vinyl, leather, plastic and painted surfaces with a clean, damp cloth. Page
Cleaning Leather 3. Let dry. Stains caused by candy, ice cream, mayonnaise, chili sauce and
unknown stains can be removed as follows: 1. If you do, it may severely weaken them. In a
crash, they might not be able to provide adequate protection. Clean safety belts only with mild
soap and lukewarm water. Page Cleaning The Outside Of Your Vehicle Cleaning the Outside of
the Windshield and Wiper Blades If the windshield is not clear after using the windshield
washer, or if the wiper blade chatters when running, wax, sap or other material may be on the
blade or windshield. Clean the outside of the windshield with a full glass cleaning liquid. Rinse
with clean water. After rinsing thoroughly, dry with a soft clean towel. A wax may then be
applied. The surface of these wheels is similar to the painted surface of your vehicle. Page
Chemical Paint Spotting Although no defect in the paint job causes this, Buick will repair, at no

charge to the owner, the surfaces of new vehicles damaged by this fallout condition within 12
months or 12, miles 20 km of purchase, whichever occurs first. You can see it if you look
through the windshield from outside your vehicle. Some add on electrical equipment can keep
other components from working as they should. Lift the cover to gain access. On some
vehicles, there may be an additional cover that you will need to lift to gain access to the fuses.
The rear seat cushion must be removed to access the fuse block. High Beam Front Turn Signal.
It is recommended that service work on your air conditioning system be performed by a
qualified technician. Page Section 7 Maintenance Schedule This section covers the
maintenance required for your vehicle. Your vehicle needs these services to retain its safety,
dependability and emission control performance. The Plan supplements your new vehicle
warranties. See your Warranty and Owner Assistance booklet or your dealer for details.
Introduction Your Vehicle and the Environment Proper vehicle maintenance not only helps to
keep your vehicle in good working condition, but also helps the environment. You may drive
very short distances only a few times a week. Or you may drive long distances all the time in
very hot, dusty weather. This is particularly important when outside temperatures are below
freezing. Most trips include extensive idling such as frequent driving in stop go traffic. Spark
Plug Replacement. Automatic Transaxle Service normal conditions. Every , Miles km : Cooling
System Service or every 60 months, whichever occurs first. Tire Rotation. The services shown
at , miles km should be repeated at the same interval after , miles km for the life of this vehicle.
Change your oil as soon as possible within the next two times you stop for fuel. An Emission
Control Service. Inspect engine air cleaner filter if you are driving in dusty conditions. Replace
filter if necessary. Rotate tires. If Equipped: Replace passenger compartment air filter. Inspect
engine accessory drive belt. Replace engine air cleaner filter. Replace spark plugs. Inspect
hoses. Clean radiator, condenser, pressure cap and neck. Pressure test cooling system and
pressure cap. Pressure test the cooling system and pressure cap. Page Part B: Owner Checks
And Services Part B: Owner Checks and Services Listed in this part are owner checks and
services which should be performed at the intervals specified to help ensure the safety,
dependability and emission control performance of your vehicle. Be sure any necessary repairs
are completed at once. Whenever any fluids or lubricants are added to your vehicle, make sure
they are the proper ones, as shown in Part D. Look for any other loose or damaged safety belt
system parts. If you see anything that might keep a safety belt system from doing its job, have it
repaired. If it does, you or others could be injured. Follow the steps below. Before you start, be
sure you have enough room around the vehicle. The key should come out only in LOCK. Page
Part C: Periodic Maintenance Inspections Part C: Periodic Maintenance Inspections Listed in
this part are inspections and services which should be performed at least twice a year for
instance, each spring and fall. Engine Cooling System Inspection Inspect the hoses and have
them replaced if they are cracked, swollen or deteriorated. Inspect all pipes, fittings and clamps;
replace as needed. Clean the outside of the radiator and air conditioning condenser. Page Part
E: Maintenance Record Part E: Maintenance Record After the scheduled services are performed,
record the date, odometer reading and who performed the service in the boxes provided after
the maintenance interval. Also, you should retain all maintenance receipts. Your owner
information portfolio is a convenient place to store them. Page Section 8 Customer Assistance
Information Here you will find out how to contact Buick if you need assistance. This section
also tells you how to obtain service publications and how to report any safety defects.
Sometimes, however, despite the best intentions of all concerned, misunderstandings can
occur. Page STEP TWO -- If after contacting a member of dealership management, it appears
your concern cannot be resolved by the dealership without further help, contact the Buick
Customer Assistance Center by calling Our commitment to Buick owners has always included
superior service through our network of Buick dealers. While we hope you never have the
occasion to use our service, it is added security while traveling for you and your family. Page
Courtesy Transportation Transportation Options Warranty service can generally be completed
while you wait. However, if you are unable to wait Buick helps minimize your inconvenience by
providing several transportation options. Depending on the circumstances, Please consult your
dealer for details. General Motors reserves the right to unilaterally modify, change or
discontinue Courtesy Transportation at any time and to resolve all questions of claim eligibility
pursuant to the terms and conditions described herein Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. For more information go to Only a few cars could actually withstand the
tight competition in the automobile market. With all the new models popping out like wild
mushrooms, only the best and the trusted will survive. It is one of the very few, long-running
vehicles that was able to repeatedly dominate the sedan market since it debuted in For many
years before , the Buick Special held the record of having the lowest base price in the Buick

vehicle line up. When the LeSabre arrived, patrons were instantly captured by its economical
value and its mesmerizing, full-size sedan goodness. The first ten years of Buick LeSabre
covered three generations of constant style evolution. From its boxier years during the second
and first generations, LeSabre adapted a rounder body outline for the first batch of third
generation models. It went back, however, to its boxier contour during the last half of the third
generation. Regular changes to the rear, fascia, light assembly, and side body were the style
highlights during the first decade. The third generation brought more luxurious interior,
concealed wipers, standard headrests, and a concealed radio antenna to the Buick LeSabre.
The fourth and fifth generation models fell under the second decade of Buick LeSabre. Apart
from the curvier contours and the shift from larger to smaller body frame, the LeSabre received
extra roll-over protection through the new double shell roof. The new cockpit-style panel also
gave the driver an easier access to the car instruments and controls. But perhaps LeSabre went
too far in its safety features with the interlock system, which required the driver and the front
passenger to buckle up before they could rev up the engine. Numerous protests were staged
against this feature that the Congress eventually permitted the owners to legally disable the
interlock system on their vehicles. This was made possible by the constant improvement and
evolution of the car not only in terms of its engine performance but also through its world-class
style modifications. Through its yearly facelifts and makeovers, LeSabre managed to maintain
top-of-the-line interior, light and bumper assemblies, dash board panel, and safety features.
Only a few car models could survive and flourish the tight competition in the automobile
market. When one talks about longevity, the Buick LeSabre is always at the top of the list. It is
one of the rare long-running vehicles that repeatedly dominated the sedan market since it
debuted in For many years before , the Buick Special held the record of having the lowest base
price in the Buick vehicle lineup. When the LeSabre arrived, it instantly captured its patron with
its economical value and its mesmerizing, full-size sedan goodness. The major style changes
during these generations focused on enhancing comfort and safety for the driver and
passengers. But perhaps LeSabre went too far in its safety features when it came to the
interlock system, which required the driver and the front passenger to buckle up before they
could rev up the engine. Numerous protests were staged against this feature that the Congress
eventually permitted the owners to disable the interlock system on their vehicles legally. The
car received constant improvement and evolution, not only in terms of its engine performance
but also through its world-class style modifications. Through its yearly facelifts and makeovers,
LeSabre maintained top-of-the-line interior, light and bumper assemblies, dash board panel, and
safety features. Even a long-running and best-selling model like the Buick LeSabre can suffer
malfunctions. The following are frequently-asked questions about common problems with the
LeSabre:. To identify the root of the problem, you have to check some parts in your LeSabre.
First, check for a defective relay or a blown fuse, as one of them commonly causes this kind of
power window failure. If the relay and fuse are both in good condition, then the driver door
master switch may be the one causing the power windows to malfunction. Check for power
running through this switch by testing the switchâ€”if power is lost, all windows would
definitely stop working. Failure of the crankshaft position sensor or mass air flow MAF sensor
might have caused the engine to stall. For a quick and cheap fix, you may clean the MAF sensor
using a spray designed for the job. However, this is just a temporary solution. Expect that your
engine will stall again soon. To keep that from happening, it is best to install a new MAF sensor.
Changing the MAF sensor is fairly easy using simple tools such as a screwdriver , as long as
you know where the engine air box and MAF sensor are located. If you are not sure, check your
owner's manual. Once you have found the MAF sensor, remove it and install the new one to the
air tube and mount it back to the air box cover. On Buick LeSabres, this might indicate a
worn-out or loose gas cap. To fix the issue, you only have to replace the gas cap with a new
one. If you do not change your gas cap immediately, gas will keep on escaping and evaporating,
reducing your car's fuel mileage by 0. The location of your car's fuel filter depends on its year of
manufacture. In earlier models, the filter can be found close to or attached to the frame rail on
the driver side, across from the rear passenger or driver door. If you cannot find the fuel filter
there, look for it under the hood. It might be attached to the fuel line below the firewall. What
starts as a minor issue will become a full-blown disaster one day. If you ignore this problem, the
internal components in your dash will be exposed. Worse, your safety will be compromised
because the airbags might fail to work in case of an accident. A temporary fix is to add a few
screws that will hold the dash parts together. Or better yet, replace the entire dash panel. If you
ignore this problem, it will expose the internal components in your dash. Worse, your safety will
decrease because the airbags might fail in case of an accident. We've Made a Site Update.
Refresh to the latest version. Retrieve quote. Track order. Sign In or Create Account. Every
Purchase Supports. Texas Relief Efforts. Select your vehicle. Select Your Vehicle Part. Buick
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