2002 mercury sable power steering pump
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Samoa There are 1 items available. Mercury Sable owners have reported 8 problems related to
power steering pump under the steering category. The most recently reported issues are listed
below. Also please check out the statistics and reliability analysis of Mercury Sable based on all
problems reported for the Sable. The steering is horible, about 3years ago changed rack appion
steering, and just a week ago, put new steering pump on, still. See all problems of the Mercury

Sable. Recently I wrote you about my Sable it has only 16, mile on it and I was having problems
with the steering stiffing up while driving. I did some investigating and had it diagnosed by a
reputable person. It was the power steering pump and racket pinion bar. I did not go to the
dealer because it was out of warranty. You in turned sent my complaint to Ford and they wrote
back saying they were sorry and I should of taken to a dealership so they can document it. I just
felt since it was out of warranty I would go to someone reputable because it wouldn't so costly
to have repaired. Maybe the problem documented thanks for your response c. The wheel
stiffens up while making a turn. The ball joints, barrings, and racket pinon was checked out by a
mechanic and the conclusion he came to was he thinks it could be the power steering pump has
faulted. This started in the beginning of November and currently is getting worse. Due to the car
only having 16, miles and he heard of this happening to other Mercury's we were wondering if
there is any sort of recall, and if there isn't if this problem could be noted for future reference.
During rainy weather, the right front tire splashes water into the engine fan belt assembly
causing the fan belt to slip and squeal. The power steering pump fails to turn resulting in hard
steering and loss of vehicle control, the generator fails to turn resulting in battery light
illumination. The right front wheelwell baffle assembly installed by the mfg does not adequately
shield the fan belt assembly from rain water intrusion. A temporary, thought inadequate fix, is to
apply "belt dressing" to the fan belt. Ref complaint Soon after the vehicle was purchased
vehicle started to leak oil, and vehicle had some problems with steering pump. Contacted
dealer, and dealer replaced steering pump twice, and tries to fix leaking problem. But to this
date problem still occurs. The power steering pump was leaking and was replaced. But the
leaking continued and the dealer did services like cleaning the tensioner, replaceing belt
tensioner assembly, but the customer states that the vehicle was still leaking oil. When making
a sharp right turn vehicle made a groaning noise. Vehicle was taken to dealership. Dealer
determined the problem was related to rack and pinion steering. Rack and pinion steering has
been replaced four times. Also, power steering pump has been replaced twice, along with the
pressure and return hoses. Vehicle is still undriveable. Please provide any further information.
When driving in wet conditions and making a right hand turn from a stopped position, power
steering is lost and engine power is reduced. Also, dashboard warning lights illuminate. This
loss of power and steering while entering traffic is alarming! I have inspected the belt and it is in
fine condition. There is no manual adjustment for the belt tensioner spring loaded. This problem
started at 24, miles. I have searched the internet and have seen another similar complaint. I
belive that this problem must be reviewed before someone loses steering while entering traffic
and is killed! I realize that replacing the belt may make the problem go away, however, this is an
obviou. Power steering pump failed at 13, miles due to a defective core. Dealerr replaced it
another pump which also became defective within 2 days. Car Problems. Power Steering Pump
problem of the Mercury Sable 1. Power Steering Pump problem of the Mercury Sable 2. Power
Steering Pump problem of the Mercury Sable 3. Power Steering Pump problem of the Mercury
Sable 4. Power Steering Pump problem of the Mercury Sable 5. Power Steering Pump problem
of the Mercury Sable 6. Power Steering Pump problem of the Mercury Sable 7. Power Steering
Pump problem of the Mercury Sable 8. Other Common Steering related problems of Mercury
Sable. Steering Rack And Pinion problems. Steering problems. Hydraulic Power Assist Steering
System problems. Steering Wheel problems. Steering Tie Rod Assembly problems. Steering
Failed problems. Steering Rack problems. Power Steering Fluid problems. Power Steering
Failed problems. Mercury Sable owners have reported 32 problems related to steering rack and
pinion under the steering category. The most recently reported issues are listed below. Also
please check out the statistics and reliability analysis of Mercury Sable based on all problems
reported for the Sable. Tl the contact owns a Mercury Sable wagon. While driving 40 mph, the
steering wheel became loose and was unable to control the vehicle. There were no warning
indicators illuminated. The contact was able to depress the brake pedal to stop the vehicle. The
vehicle was towed to the contact's residence and then to an independent mechanic who stated
that the rack and pinion needed to be replaced. The vehicle was not diagnosed or repaired. The
dealer and manufacturer were not notified. The failure mileage was , The VIN was not available.
See all problems of the Mercury Sable. In motion the car wants to keeps accelerating even when
you hit brake. And will stay the speed you are going or go faster. And you don't have to keep
pushing accelerated. From start the rpms go straight to like 5 to 6 to 7 rpms and takes about 30
sec to idle down. I have tried everything to fix it. It just won't fix!. My power steering pump is
brand new my rack and pinion is brand new. And my fluid still wants to over flow every time I
get done driving it. I have tried everything to fix it can't and it's so hard to turn. Just not safe car
at all I have put money in to fix all of this and it hasn't changed anything. They just keep
messing up. The both of them. And the acceleration is very very dangerous. Cause the brake
won't even slow you down. In motion and it happens in motion. And the rpms ramp up happens

when just turning it on. And the power steering happens in motion an stationary. Even after
replacing the second power steering pump , it is horrible turning the steering wheel most of the
time. Also, it is noisy while I'm driving it. It had a new rack and pinion on it when I bought it.
Parking in a parking lot is awful as it is almost impossible to maneuver around other cars.
Turning corners ,sometimes it's okay and other times really hard. Not sure if this complaint
belongs here, but heater doesn't work ,either. Had a friend check it and he is having a hard time
figuring it out. Don't know how to answer "date happened" as it has been doing this since I
bought it in August. With no power steering it was a very dangerous condition while entering a
service plaza. Also subsequent maneuvering on city streets was nearly impossible. New
alignment was performed per TSB. Vehicle took 3 days to repair. Ford issued a technical service
bulletin on March 23, but to my knowledge has not issued a recall. The contact owns a Mercury
Sable. The contact stated that it became difficult to steer the vehicle. The dealer stated that the
rack and pinion needed to be replaced. The vehicle was repaired and the manufacturer was
notified. The VIN was unavailable. The failure mileage was 29, Tl-the contact owns a Mercury
Sable premier. The contact stated that while driving 55 mph, she heard a popping noise as the
vehicle veered to the right and the steering wheel became difficult to turn. Three days later while
pulling into a parking lot, doing 5 mph, the contact felt the tightness on the steering. The
contact can no longer turn to the right. The dealer was notified of the problem. The rack and
pinion was fractured and would need to be replaced. The vehicle was not repaired. The
manufacturer was not made aware of the failure. The approximate failure mileage was 55, While
driving last week my wife noticed that when turning into a parking spot the steering stiffened up
and had to make a sudden stop as to not hit the vehicle to her left. I checked the car out and
noticed it is mostly affected at low speed while making turns either left or right this had no
warning and could be very dangerous. It is just luck that a walker or jogger were not on the
streets at the time. This needs immediate attention I will attempt at repair myself as it is out of
warranty possible rack and pinion also transmission slippage at times. The contact owns
Mercury Sable. The contact stated while driving, the steering failed. The contact took the vehicle
to the dealer and was told the rack and pinion failed and needed to be replaced. The vehicle was
repaired. The contact was concerned because the failure occurred without warning. The failure
mileage was 60, and the current mileage was 61, While driving 35 mph the driver side curtain air
bag deployed without warning. The vehicle has not been diagnosed by the dealer. The current
and failure mileages were The air bag in the driver seat deployed for no reason. Also, the rack
and pinion needed to be replaced. Steering very noisy and it is very difficult to make a right
turn. You practically have to enter the other lane to make a right turn at a corner. This is not
good. The vehicle was loosing power steering fluid through the rack and pinion steering. The
owner took the vehicle back to the dealer, and was informed that the fluid was leaking through
the rack and pinion steering assembly. The turning radius was not adequate enough to make a
right turn without the front of the vehicle entering the left lane of traffic on the road being turned
onto. Rear right passenger seat belt did not retract. Also, rack and pinion steering had to be
replaced because of a seal leak. Power steering failed while driving. Consumer heard a winding
coming from the front. Consumer pulled over, lifted up the hood, and noticed power steering
fluid was dry inside of the canister pump. Consumer was able to drive the vehicle to a local
repair shop for steering fluid. Then, consumer took vehicle to dealer for inspection, and
mechanic determined that rack pinion failed, and needed to be replaced. Consumer informed
the mechanic that problem recurred. Vehicle is Mercury Sable,power steering pump started
making noise. Examining pump showed no leaks although fluid was low. Fluid added to proper
level. Within driving 2 miles pump again made noise. Backing up car allowed visual
confirmation of fluid leak on ground. Although some fluid was in steering pump, power assist
was lost while driving making the car hard to steer and control. Trip to mechanic revealed rack
and pinion failure and massive fluid leak. Milage on vehicle is 67, miles. Mechanic feels
premature failure should not have occured at 67k miles. The power steering pump and steering
rack and pinion were replaced on our Sable when it had 56, miles. Rack and pinion steering
failed. Causing power steering pump to boil over continously. Making you think that the pump
was bad. Consumer states that power steering failed. Vehicle checked by dealer who
determined needs new rack and pinion. Consumer stated unsafe to drive vehicle because
turning capability is greatly reduced. This could have caused the power steering to fail and
result in an accident. There was no viable reason for this componenet to fail. The car has never
been in any kind of an accident. However, in this instance, the gear has been grinding away the
bolts. There is no evidence of the gear "slipping" it is and has always been in the same spot.
This causes metal shavings to fall onto the abs sensor and results in the abs not working. This
is a safety issue and could result in a crash due to the abs not working. Ford does not seem to
want to fix this item even though it is clear that the car originally came from the manufacturer

with this problem. Rack and pinion failed causing power steering to fail making the car unsafe
to drive. While no accident occured, it was by luck. When making a sharp right turn vehicle
made a groaning noise. Vehicle was taken to dealership. Dealer determined the problem was
related to rack and pinion steering. Rack and pinion steering has been replaced four times.
Also, power steering pump has been replaced twice, along with the pressure and return hoses.
Vehicle is still undriveable. Please provide any further information. Rack and pinion steering
was replaced under warranty in Feb Currently, it needs to be replaced again. Consumer states
dealership replaced the rack and pinion the first time, and now that it needs to be replaced
again they are refusing, consumer was informed by dealership that things just happen. No
summary listed for above vehicle. Dealership replaced the defective rack and pinion assembly
with another defective unit resulting in vehicle fire due to leakage of fluid. Was making noises
when ever turning left or right. Would be hard to return it back to original position. Customer
service at Ford claims no ability to help. Rack and pinion failed, was replaced and the
replacement failed three months later. When turning the steering wheel, the steering wheel gets
stiff and makes it diffacult to steer. Please describe. Power steering gear and the return line is
leaking steering fluid. The dealer has been notified. Car Problems. Other Common Steering
related problems of Mercury Sable. Steering Rack And Pinion problems. Steering problems.
Hydraulic Power Assist Steering System problems. Steering Wheel problems. Steering Tie Rod
Assembly problems. Power Steering Pump problems. Steering Failed problems. Steering Rack
problems. Power Steering Fluid problems. Power Steering Failed problems. The power steering
system is responsible for taking energy from the engine, converting it to hydraulic pressure,
and using that pressure to decrease the amount of force that you need to apply to the steering
wheel. Before power steering, it would take many turns of the steering wheel to move the
wheels all the way in any direction. Many turns made it easier for the driver to move the wheels
by leveraging mechanical advantage , but it was still much harder than driving a non power
assisted vehicle. Since now you only get a few turns of the wheel, it can be almost impossible to
drive a modern vehicle without power steering. The place to start looking for what is making
your steering wheel hard to turn is the power steering fluid. If enough of it has leaked out, your
Sable will no longer have enough to properly function. This is the most common reason that the
power steering stops working. Putting fluid back in may solve the problem for a bit, but if has
leaked out before, it will leak out again. Finding the cause of the leak is going to be necessary.
Check the hoses around the pump. You should have been hearing an almost grumble like
sound as you moved the wheel if this were the case. The power steering pump itself can go bad.
You can check the belt that turns the power steering pump. Does it look worn or damaged to
you? Is it shiny and glazed? With the engine off, pinch it lightly and try and move your fingers.
As it warms up the problem will go away at first. Eventually it never goes away. If your having a
hard time steering your Sable, it is a safety issue. We recommend bringing it in for service right
away. If it was out of fluid, make sure to keep an eye on it. If there is anything that you would
like to add, please feel free to leave a comment below. Good luck! Power Steering Fluid Low The
place to start looking for what is making your steering wheel hard to turn is the power steering
fluid. Bad Power Steering Pump The power steering pump itself can go bad. Loose or Bad Belt
You can check the belt that turns the power steering pump. Search our online power steering
pump catalog and find the lowest priced discount auto parts on the web. We sell wholesale to
the public. We specialize in a wide-variety of high-quality car parts and accessories for your car,
truck or SUV. Call toll free to order or place your order online via our secure checkout system.
Our online parts catalog uses real-time inventory, so you can be assured the parts you buy are
in stock at the time of ordering. Most orders are shipped the same day. They are available for
the following Mercury Sable years: , , , , , , , , , , , , , , , , , , , , , 09, 08, 05, 04, 03, 02, 01, 00, 99, 98,
97, 95, 94, 93, 92, 91, 90, 89, 88, 87, This part is also sometimes called Mercury Sable Steering
Pumps. While the engineers who designed the Ford Taurus and Mercury Sable brackets that
hold the steering pump should be drawn and quartered because removal is a real pain , the
people who refurbished this replacement steering pump deserve kudos. After replacement, the
pump immediately quieted down and works perfectly. The quiet pump allowed me to hear a
vacuum leak I had not discovered before as well. Skip to main content Menu. Close X. Call To
Order: To return a part, simply submit a support ticket within 30 days of ordering and we will
issue you an RMA number to return your product. See customer service page for refund and
return details. We scour the web to make sure PartsGeek always has low prices. You can buy
with confidence! Click to Enlarge. Core Price [? Features: All critical components cam packs,
spool valves, etc. HNBR does not break down at high temperatures like conventional seal
material. As a remanufactured Original Equipment part, this unit guarantees a perfect vehicle fit.
FInal pump assembly is computer-tested to measure pressure, bypass, fluid flow, valve
operation, steering effort and noise to ensure reliable performance. Shafts are surfaced to

precise specifications to eliminate premature seal wear and extend pump life. Product SKU: W
New or Remanufactured Remanufactured. Features: Premium-quality new power steering pump
designed for dependability and reliability throughout the service life of the vehicle. Features:
Premium-quality remanufactured power steering pump designed for dependability and reliability
throughout the service life of the vehicle. Read more reviews. Catalog: B. Vehicle Mercury
Sable. Catalog: A. Vehicle Engine Mercury Sable. Catalog: H. Catalog: C. Catalog: T. Catalog: P.
Well after taking a look around I could see that the power steering pump shaft seal was leaking
and the pulley was slinging the fluid onto the underside of my hood. To remove the pump first I
needed to remove the serpentine belt. There isn't a lot of room between the side of the vehicle
and the auto tensioner and it wasn't obvious how I was going to get a wrench on it. I thought, I
wonder if I can grab the belt on each side of the power steering pulley and lift the belt up and
remove it by hand. The answer is yes. I lifted the belt moved it in front of the pulley and lowered
it slowly till the tension was released. Now I know I can replace the belt without any tools. Next I
needed a way to catch the fluid from the power steering reservoir and hose when I disconnected
the hose from the pump. With very little space to work and no obvious place to fit a container to
capture the fluid. I tried a 1 gallon zip lock freezer bag and found it worked perfectly to catch the
power steering fluid. When you remove the pump intake hose you are going to empty the power
steering pump reservoir. The next step is to get the coolant reservoir out of the way. I removed
the fasteners and used a bungee cord hooked to the underside of the hood and the rear
mounting flange of the reservoir to keep it out of the way while leaving the hoses connected. A
metal flange is molded into the center of the pulley. The pulley remover has jaw halves that are
placed around the pulley flange and a jaw sleeve is used to hold them in place. With the pulley
remover in place the jack screw is turned and the metal button at the end of the jack screw
pushes against the power steering pump shaft forcing the pulley off the shaft. Removing the
pulley was a quite a work out. It took a lot of force to move it. I bought a GreatNeck 18mm flare
nut wrench from a local auto parts store to remove the power steering pump high pressure line.
The 18mm wrench had the best fit of any of my wrenches, but still did not fit tight enough. When
I tried to loosen the flare nut the wrench started to slip on the flare nut. I needed to create a
tighter fit so I made a shim by cutting up one of my old feeler gauges. Through trial an error I
found the gauge with the best fit. In the mean time I also sprayed WD40 on the flare nut threads.
Once I tapped the shim into place I was able to remove the high pressure line flare nut. The
coolant reservoir is being held up with a bungee cord shown on the left side of the image. The
power steering reservoir is laying on it's side, shown on the bottom, and my 1 gallon zip lock
bag is catching the power steering fluid from the high pressure line. I bought a rebuilt pump
from a local auto parts store. It included o rings for the inlet tube, a reservoir o ring not needed
for this application, and a Teflon o ring seal for the high pressure line connection to the pump.
The inlet tube must be transferred to the new pump. It is fastened with two Torx head screws.
The Project Asylum. Power Steering Pump Replacement Tips for the 3. My automotive repair
pages are not intended to replace a service manual. It is just a means to share some of the
things I learned while repairing my Mercury Sable and I hope you find the information helpful.
Skip to main content Menu. Close X. Call To Order: Alignment Shim Multi-Pack. Ignition Lock
Cylinder. Ignition Switch. Power Steering Cooler. Power Steering Cooler Bracket. Power
Steering Cooling Line. Power Steering Filter. Power Steering Fluid. Power Steering Hose. Power
Steering Hose Connector. Power Steering Pressure Hose. Power Steering Pressure Sensor
Connector. Power Steering Pressure Switch Connector. Power Steering Pump Pulley. Power
Steering Pump Repair Kit. Power Steering Pump Seal Kit. Power Steering Pump Washer. Power
Steering Reservoir. Power Steering Reservoir Cap. Power Steering Reservoir Line Hose. Power
Steering Return Hose. Power Steering Seal. Rack and Pinion Bellow. Rack and Pinion Bellow
Set. Steering Column Lock Actuator. Steering Column Tube. Steering Gear. Steering Rack.
Steering Rack Boot Kit. Steering Rack Seal Kit. Steering Shaft. Steering Shaft Universal Joint.
Tie Rod. Tie Rod End. Tie Rod End Set. Air Intake. Body Electrical. Chemicals and Fluids.
Climate Control. Cooling System. Diesel Injection. Drive Belts. Engine Electrical. Engine
Mechanical. Fuel Delivery. Fuel Injection. Tools and Hardware. A1 Cardone. BBB Industries. DNJ
Rock. Shop By Vehicle. Click to Enlarge. Core Price [? Features: Premium-quality new power
steering pump designed for dependability and reliability throughout the service life of the
vehicle. Features: Premium-quality remanufactured power steering pump designed for
dependability and reliability throughout the service life of the vehicle. Motorcraft Power Steering
Pump. Product List Price:. Shipping Options: Ground, Overnight, 2 Day. A1 Cardone Power
Steering Pump. Features: All critical components cam packs, spool valves, etc. HNBR does not
break down at high temperatures like conventional seal material. As a remanufactured Original
Equipment part, this unit guarantees a perfect vehicle fit. FInal pump assembly is
computer-tested to measure pressure, bypass, fluid flow, valve operation, steering effort and

noise to ensure reliable performance. Shafts are surfaced to precise specifications to eliminate
premature seal wear and extend pump life. Manufactured with premium grade, high-temperature
seals for added durability under all driving conditions. Precise bushing alignment prevents
premature shaft and seal wear, significantly reducing noise and vibration. Units are supplied
with reservoir and cap when applicable to reduce installation time and prevent contamination
from trapped debris. All critical components campacs, spool valves, etc. Viton does not break
down at high temperatures like conventional seal material. Every pump is computer tested to
measure pressure, bypass, fluid flow, valve operation, steering effort and noise for guaranteed
performance. Shafts are surfaced to p. Image is not vehicle specific. Maval Power Steering
Pump. Shaft and internal surfaces are inspected, reconditioned and polished. Seals and O-rings
are replaced with new, OE-equivalent parts. Catalog: H. Vehicle Engine Mercury Sable. Catalog:
B. Catalog: A. Vehicle Sub Model Mercury Sable. Our mobile mechanics offer services 7 days a
week. Upfront and transparent pricing. Our certified mobile mechanics can come to your home
or office 7 days a week between 7 AM and 9 PM. Power steering makes steering a vehicle much
easier at low speeds. However, because the system is powered by the engine, increased loads
can cause problems. The harder the power steering system must work to meet the demands of
the driver, the heavier the load is placed on the engine. The power steering pressure switch is
located either at the power steering pump or the gearbox. The switch uses a diaphragm, as well
as two electrical sensors. Over time and through exposure to heat, the sensor can malfunction
or fail. The power steering system of your vehicle makes handling at low speeds much easier.
We recommend having any malfunction diagnosed as soon as possible by one of our expert
mechanics. Note that problems with the pressure switch can be similar to numerous other
issues, so self-diagnosing the failure is not recommended. Estimate price near me. Service
Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. Keep in mind: The power steering pressure switch is not part of any
regular maintenance. The power steering pressure switch cannot be inspected without
significant teardown. How it's done: The hood is opened and the engine is allowed to cool then
drained of fluid The power steering pressure switch is removed from the pressure line The new
power steering pressure switch is installed into the pressure line The power steering system is
refilled with fluid and purged of air The engine is run and the power steering system operation
is checked. Our recommendation: The power steering system of your vehicle makes handling at
low speeds much easier. What common symptoms indicate you may need to replace the Power
Steering Pressure Switch? Lack of power steering assist Engine stutters under heavy steering
load. How important is this service? Number of Mercury Sable services completed.
Yourmechanic was featured in. P
swengines review
haynes auto books
258 firing order
opular Mercury Jobs. Auto service in Your City. Meet some of our expert Mercury mechanics
Real customer reviews from Mercury owners like you. Excellent Rating. Rating Summary.
Raymond 27 years of experience. Request Raymond. Arrived on time for the appointment,
smooth accurate removal and replacement of alternator and serpentine belt, clean ,accurate and
professional, great performance and personable also,I will hire Raymond for all of my further
repair needs. Request david. David was on time, professional and had the job done quickly. I
will hire again and recommend his services. Brikk 18 years of experience. Request Brikk. He
told me what the problem may be after I told him what all had been done to the car. He was very
nice and friendly I definitely would use him again. Patrick 33 years of experience. Request
Patrick. Mercury Sable - Car is hesitating and bucking - Austin, Texas. I really appreciate
Patrick's experience and honesty. I highly recommend him! How can we help? Read FAQ.

