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To reset the switch: 1. Turn the ignition OFF. Check the fuel system for leaks. If no leaks are
apparent, reset the switch by pushing in on the reset button. Turn the ignition ON. Wait a few
seconds and return the key to OFF. Make another check for leaks. Blown fuses are identified by
a broken wire within the fuse. Check the appropriate fuses before replacing any electrical
components. Note:Always replace a fuse with one that has the specified amperage rating. Using
a fuse with a higher amperage rating can cause severe wire damage and could start a fire.
Remove the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided
on the fuse panel cover. Always disconnect the battery before servicing high current fuses. To
reduce risk of electrical shock, always replace the cover to the Power Distribution Box before
reconnecting the battery or refilling fluid reservoirs. If the battery has been disconnected and
reconnected, refer to the Batterysection of theMaintenance and specificationschapter. The
high-current fuses are coded as follows. An explosion could result in injury or vehicle damage.
Batteries contain sulfuric acid which can burn skin, eyes and clothing, if contacted. Do not
attempt to push-start your vehicle. Automatic transmissions do not have push-start capability;
doing so may damage the catalytic converter. Preparing your vehicle Your battery is located in
the trunk of your vehicle. When the battery is disconnected or a new battery is installed, the
transmission must relearn its shift strategy. This operation is considered normal and will not
affect function or durability of the transmission. Over time, the adaptive learning process will
fully update transmission operation to its optimum shift feel. G Owners Manual online. Car
Manuals Online. The fuses are coded as follows. Rear power distribution box The rear power
distribution box is located in the luggage compartment under the spare tire well cover. G Quick
Reference Guide. G Manual. All product names, logos, and brands are property of their
respective owners. Do you have a question about the Ford Thunderbird or do you need help?
Ask your question here. Provide a clear and comprehensive description of the issue and your
question. The more detail you provide for your issue and question, the easier it will be for other
Ford Thunderbird owners to properly answer your question. View the manual for the Ford
Thunderbird here, for free. This manual comes under the category Cars and has been rated by 1
people with an average of a This manual is available in the following languages: Engels. Below,
you will find the most frequently asked questions about the Ford Thunderbird Is your question
not listed? We use cookies to ensure that we give you the best experience on our website. If
you continue to use this site we will assume that you are happy with it. Introduction 4.
Instrument Cluster W arning and control lights Entertainment Systems Climate Controls
Electronic automatic temperature control Rear window defroster T urn signal control Bulb
replacement Driver Controls Steering wheel adjustment Power windows Speed control Locks
and Security Anti-theft system Seating and Safety Restraints Safety restraints Air bags Child
restraints T able of Contents. Ask a question. About the Ford Thunderbird Ford Thunderbird
specifications. Related product manuals. Frequently Asked Questions Below, you will find the
most frequently asked questions about the Ford Thunderbird How do I convert miles into
kilometres? The location of the VIN number of the car differs per brand and type of car. The
code may be stamped on the frame of the car or mounted on a plate. It is best to consult the
manual of the Ford Thunderbird for the exact location of the VIN number. What is a VIN
number? The VIN number of a car is an identification number unique to each car. When does my
Ford need maintenance? Regular maintenance is necessary for every car. How often the car
needs maintenance and what exactly needs to be done can be found in the maintenance
instructions. For major periodic service, this should generally be done every 2 years or after 30,
kilometres. When should I change the brake fluid of my Ford? It is recommended to change the
brake fluid every two years. What is the difference between E10 and E5 petrol? E10 petrol
consists of up to ten per cent ethanol while E5 petrol will contain less than five per cent ethanol.
As a result, the percentage of E10 petrol is lower than that of E5 petrol, making it less bad for
the environment. One or more doors won't open from the inside. Now what? The lock is most
likely set to the child safety lock so it cannot be opened from the inside. How to unset the child
safety lock differs per brand and type. My car radio does not turn on, now what? If your car
radio does not turn on, it will not receive any power. Check that the red wire is connected to the
contact power supply and the yellow wire to the constant power supply. Read more. Quick
Links. Table of Contents Introduction. Instrument Cluster. Warning and control lights.
Entertainment Systems. Climate Controls. Electronic automatic temperature control. Rear
window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Locks and Security. Anti-theft system. Seating and
Safety Restraints. Safety restraints. Air bags. Child restraints. Ford motor company freestyle
quick reference guide 12 pages. Ford motor company ford crown victoria owner's guide pages.
Automobile Ford Freestar Owner's Manual Ford motor company ford freestar owner's guide
pages. Ford crown victoria automobile owner's manual pages. Ford may change the contents

without notice and without incurring obligation. Page 4: Introduction The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 kilometers of operation, since these additives may prevent piston ring seating. See
Engine oil in the Maintenance and Specifications chapter for more information on oil usage.
Page 7 Introduction To access this information, special equipment must be directly connected
to the recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, unless pursuant to court order or where
required by law enforcement, other government authorities or other third parties acting with
lawful authority. A chime will also sound to remind you to fasten your safety belt. Charging
system: Illuminates when the battery is not charging properly. Speed control: Illuminates when
the speed control is activated. Turns off when the speed control system is deactivated.
Odometer: Registers the total miles kilometers of the vehicle. Your Audiophile radio comes
equipped with Satellite ready capability. The kit to enable Satellite reception is available through
your Ford dealer. Detailed Satellite instructions are included with the dealer installed kit. Page
17 RDS technology to transmit information. FM radio stations are independently operated and
individually elect to use RDS technology to transmit station ID and program type as desired.
The kit to enable the Satellite reception is available through your Ford dealer. Detailed satellite
instructions are included with the dealer installed kit. Dealer installed satellite kit available only
in the continental United States. Page 19 Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players.
Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with homemade
paper adhesive labels should not be inserted into the CD player. The label may peel and cause
the CD to become jammed. Never touch the playing surface. Clean only with an approved CD
cleaner and wipe from the center out. Page Climate Controls Allows the passenger to choose
and control a different temperature than the driver, if desired. Rear defrost: Press to defrost the
rear window. Refer to Rear Window Defrostfor more information. To allow the system to
automatically control fan speed, press AUTO. This also reduces side window fogging. For more
information, or to replace the filter, see your Ford, Lincoln or Mercury Dealer. Close the hood
and turn off the lamps. Interior bulbs Check the operation of all of the bulbs periodically. Keep
the ring to retain the new bulb. Turn the headlamps on and make sure they work properly. If the
headlamp was correctly aligned before you changed the bulb, you should not need to align it
again. Push the two retainer pins down. Turn the lamps on and make sure the new bulb works
properly. Pull the bulb straight out of the socket and push in the new bulb. To complete
installation, follow the removal procedure in reverse order. Pull the lamp assembly towards the
rear of the vehicle disengaging the ball stud locator from the ball stud socket in the body.
Carefully remove the lamp assembly from the vehicle. Install the lamp assembly with two
screws. Replacing high-mount brake lamp assembly For bulb replacement, see a dealer or
qualified technician. Exceeding these limits will result in a blown fuse. Always keep the power
point caps closed when not being used. Move the control in the direction you wish to tilt the
mirror. Return to the center position to disable the adjust function. Do not use the speed control
in heavy traffic or on roads that are winding, slippery or unpaved. Press and release this control
to decrease the vehicle set speed in small amounts by 1 mph 1. Position the end of your
hand-held transmitter inches cm away from the HomeLink button you wish to program located
on the header trim while keeping the indicator light in view. For questions or comments, please
contact HomeLink at In the event that there are still programming difficulties, contact HomeLink
at To lower the convertible top: 1. Bring vehicle to a complete stop. Put the gearshift in the P
Park position. Fasten the snaps on the boot to the quarter trim panel on both sides of the
vehicle and at the center. Remove the boot and store it in the luggage compartment. Push the
two screws down into the windscreen panel of your vehicle. Do not use abrasive material or
cleaners. If your car is equipped with a light colored convertible top, it will require extra care.
Page 55 2. Ensure that the removable top levers are rotated rearward to the fully open position.
Lock the wheels on the storage cart, and with the help of at least another person remove the top
from the cart. Take the mounting key from the bag located in the trunk. Removable top storage
rack It is recommended that you prepare the storage rack prior to removing the top from the
vehicle. To lock the wheels, push down on the bottom part of the plastic tab located on the tip of
each wheel. To remove the floor mat, reverse the installation procedure. The illuminated entry
feature will turn on all the interior lamps for 25 seconds or until the ignition is turned to the 4
RUN position. This feature turns on the interior lamps for 25 seconds or until the ignition is
turned to the 4 RUN position. Replacing the battery The remote entry transmitter uses one coin
type three-volt lithium battery CR or equivalent. Press the driver door unlock control three
times. Use of these systems may result in vehicle starting problems and a loss of security
protection. Page 71 Only a coded key will start your vehicle. Spare coded keys may be

purchased from an authorized Ford dealer. An authorized Ford dealer can also program your
coded key, or you can do it yourself. Refer to Programming spare keys in this chapter. Page 72
If two previously programmed coded keys are not available, you must take your vehicle to an
authorized Ford dealer to have the spare coded key s programmed. Please read and understand
the entire procedure before you begin. Page 73 Triggering the anti-theft system The armed
system will be triggered if any door, the trunk or the hood is opened without using the key or
the remote entry transmitter. The head restraints can be moved up and down. Push control to
lower head restraint. Do not pile cargo higher than the seatbacks to avoid injuring people in a
collision or sudden stop. Press the control to move the seat forward, backward, up or down.
Combination lap and shoulder belts Before fastening the safety belt, make sure the shoulder
belt passes through the belt holder on the top of the seatback. The belt will still retract to
remove any slack in the shoulder belt. The automatic locking mode is not available on the driver
safety belt. Failure to replace the safety belt assembly under the above conditions could result
in severe personal injuries in the event of a collision. BeltMinder reminds us to take a few
seconds to buckle up. Ford recommends that all safety belt assemblies used in vehicles
involved in a collision be replaced. See your Ford or Lincoln Mercury dealer. Modifying or
adding equipment to the front end of the vehicle Page 89 Thus, it is extremely important that
occupants be properly restrained as far away from the air bag module as possible while
maintaining vehicle control. Unless serviced, the system may not function properly in the event
of a collision. Turning the front and side passenger air bags back on The front and side
passenger air bags remain OFF until you turn them back ON. The front passenger air bag and
the passenger side air bag should always All occupants of the vehicle should always wear their
safety belts even when an air bag SRS is provided. Do not touch them after inflation. Also see
Air bag supplemental restraint system SRS in this chapter for special instructions about using
air bags. Ford recommends the use of a child safety seat having a top tether strap. Page 1.
Position the child safety seat in a seat with a combination lap and shoulder belt. Pull down on
the shoulder belt and then grasp the shoulder belt and lap belt together. Allow the belt to
retract. The belt will click as it retracts to indicate it is in the automatic locking mode. Contact
the manufacturer of your child seat for information about ordering a tether strap. Locate the
tether anchor at the bottom back of the passenger seat. Route the child safety seat tether strap
under the head restraint and over the back of the seat. Grasp the tether strap and position it to
the seat frame. Rotate the tether strap. Clip the tether strap to the anchor on the seat frame.
Check to see if the anchors hold the seat in place. If the safety seat is not anchored properly,
the risk of a child being injured in a collision greatly increases. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford to give
you the following information about tire grades exactly as the government has written it. Inflate
all tires to the inflation pressure recommended by Ford Motor Company. Ford recommends the
use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
Page 7. Check the sidewalls to make sure there are no gouges, cuts or bulges. Use of any tire or
wheel not recommended by Ford can affect the safety and performance of your vehicle, which
could result in an increased risk of loss of vehicle control, vehicle rollover, personal injury and
death. Page Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather
than repaired. Park on a level surface, activate hazard flashers and set parking brake. Loosen
each wheel lug nut one-half turn counterclockwise but do not remove them until the wheel is
raised off the ground. Do not fully tighten the lug nuts until the wheel has been lowered. Lower
the wheel by turning the jack handle counterclockwise. Put flat tire, jack and lug wrench away.
Make sure jack is fastened so it does not rattle when you drive. Unblock the wheels. These
ratings are listed in the following chart. Maximum Load Single lbs. Page Unless otherwise
specified, rotate the tires approximately every 5, miles 8, km. Page Vehicle Loading GAW Gross
Axle Weight â€” is the total weight placed on each axle front and rear â€” including vehicle curb
weight and all payload. Determine the combined weight of luggage and cargo being loaded on
the vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in Step 4. Page Driving Only use the accelerator when you have difficulty starting the
engine. For more information on starting the vehicle, refer to Starting the engine in this chapter.
Make sure the headlamps and electrical accessories are off. Make sure the parking brake is set.
Make sure the gearshift is in P Park. However, the ABS does not decrease stopping distance.
See your dealer or a qualified service technician as soon as possible. Turn the ignition to the
LOCK position and remove the key whenever you leave your vehicle. Wet brakes do not stop
the vehicle as quickly as dry brakes. Page Hazard Flasher Switch Roadside Emergencies
Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need to arrange
roadside assistance for yourself, Ford Motor Company will reimburse a reasonable amount. To
obtain reimbursement information, U. Ford or Mercury vehicles customers call ; Lincoln vehicle

customers call 1â€”â€”â€” Page Fuses And Relays Note: Always replace a fuse with one that
has the specified amperage rating. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Remove the panel cover to access the fuses. To remove a
fuse use the fuse puller tool provided on the fuse panel cover. If the battery has been
disconnected and reconnected, refer to the Battery section of the Maintenance and
specifications chapter. Over time, the adaptive learning process will fully update transmission
operation to its optimum shift feel. Note: In the illustrations, lightning bolts are used to
designate the assisting boosting battery. Connect the negative - cable to the negative - terminal
of the assisting battery. Start the engine of the disabled vehicle. Once the disabled vehicle has
been started, run both engines for an additional three minutes before disconnecting the jumper
cables. Remove the jumper cable from the spare tire tie-down stud. Do not tow with a slingbelt.
Ford Motor Company has not approved a slingbelt towing procedure. If the vehicle is towed by
other means or incorrectly, vehicle damage may occur. Page Customer Assistance Center at the
number below. Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the dealership could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealership to help you. Page If you still have a complaint involving a warranty
dispute, you may wish to contact the Dispute Settlement Board U. In some states in the U. Ford
is also allowed a final repair attempt in some states. The Dispute Settlement Board may not be
available in all states. The decisions of the Board are binding on Ford and, in some cases, on
the dealer but not on consumers who are free to pursue other remedies available to them under
state or federal law. If you did not take advantage of the Ford Extended Service Plan at the time
of purchasing your vehicle, you may still be eligible. Since this information is subject to change,
please ask your dealer for complete details about Ford Extended Service Plan coverage options,
or visit the Ford ESP website at Page If your vehicle must be serviced while you are traveling or
living in Central or South America, the Caribbean, or the Middle East, contact the nearest Ford
dealership. Page Reporting Safety Defects U. ONLY Page Cleaning low-gloss black colored trim,
such as grained door handles, roof racks, bumpers, side moldings, mirror housings or the
windshield cowl area. Keep body and door drain holes free from packed dirt. These quality
products have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and appearance of your vehicle. Page Maintenance And
Specifications Working with the engine off 1. Set the parking brake and ensure the gearshift is
securely latched in P Park. Turn off the engine and remove the key. Lift the hood until the lift
cylinders hold it open. Engine oil dipstick 3. Brake fluid reservoir 4. Engine coolant reservoir 5.
Air filter assembly 6. Power steering fluid reservoir 7. Windshield washer fluid reservoir 8. Turn
the engine off and wait a few minutes for the oil to drain into the oil pan. Open the hood. Protect
yourself from engine heat. If the engine oil level is not within the normal range, add only
certified engine oil of the recommended viscosity. Remove the engine oil filler cap and use a
funnel to pour the engine oil into the opening. Ford production and aftermarket Motorcraft oil
filters are designed for added engine protection and long life. If a replacement oil filter is used
that does not meet Ford material and design specifications, start-up engine noises or knock
may be experienced. Page Battery Maintenance and Specifications It is recommended you use
the appropriate Motorcraft oil filter or another brand meeting Ford specifications for your engine
application. Page This operation is considered normal and will not affect function or durability
of the transmission. Over time the adaptive learning process will fully update transmission
operation to its optimum shift feel. Add the mixture to the coolant reservoir, when the engine is
cool, until the appropriate fill level is obtained. Pull off the road as soon as safely possible and
turn off the engine. Arrange for the vehicle to be taken to a service facility. If this is not possible,
wait a short period for the engine to cool. Gasoline may contain benzene, which is a
cancer-causing agent. The flow of fuel through a fuel pump nozzle can produce static electricity,
which can cause a fire if fuel is pumped into an ungrounded fuel container. The fuel system may
be under pressure. If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until
it stops before completely removing the fuel filler cap. Page Aftermarket products could cause
damage to the fuel system. Repairs to correct the effects of using an aftermarket product in
your fuel may not be covered by your warranty. Running out of fuel Avoid running out of fuel
because this situation may have an adverse affect on powertrain components. Page 3. After at
least three to five tank fill-ups, fill the fuel tank and record the current odometer reading.
Subtract your initial odometer reading from the current odometer reading. Your fuel economy
may vary depending upon the method of operation and conditions. If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Note: Do not start your engine with

the air cleaner removed and do not remove it while the engine is running. Remove the air filter
element from the air filter housing. Wipe the air filter housing and cover clean to remove any dirt
or debris and to ensure good sealing. It is one of the items listed in the Scheduled Maintenance
Guide and is essential to the life and perform
raptor660
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ance of your vehicle and to its emissions system. Replace the PCV valve with one that meets
Ford material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. The customer warranty may be void for any damage to the emissions system
if such a PCV valve is not used. Refer to Lubricant Specifications in this chapter. DOT 3 fluid is
recommended. Add the coolant type originally equipped in your vehicle. Ford design rear axles
contain a synthetic lubricant that does not require changing unless the axle has been
submerged in water. Page 2 Overall width at mirrors Production sequence number Engine
number The engine number the last eight numbers of the vehicle identification number is
stamped on the engine block, transmission, frame and transfer case if equipped. Ford Motor
Company will repair or Page Index Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

