2006 ford escape exhaust system diagram

Quick Links. See also: Owner's Manual. Instrument Cluster. Warning and control lights.
Entertainment Systems. Climate Controls. Heater only. Manual heating and air conditioning.
Rear window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Message center. Locks and Security. Anti-theft
system. Owners Guide postfmt. USA fus. Ford motor company automobile quick reference
guide 2 pages. Automobile Ford Expedition Owner's Manual pages. Ford may change the
contents without notice and without incurring obligation. Page 4: Introduction State of
California to cause cancer and birth defects or other reproductive harm. Please take the time to
get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Correct vehicle usage and the authorized disposal of waste, cleaning and lubrication
materials are significant steps towards this aim. Information in this respect is highlighted in this
guide with the tree symbol. Failure to follow the specific warnings and instructions could result
in personal injury. To access this information, special equipment must be directly connected to
the recording modules. Ford Motor Company and Ford of Canada do not access event data
recorder information without obtaining consent, Page 8 Your vehicle is not equipped with a
snowplowing package. Using your vehicle as an ambulance Do not use this vehicle as an
ambulance. Your vehicle is not equipped with the Ford Ambulance Preparation Package. Cell
phone use The use of Mobile Communications Equipment has become increasingly important in
the conduct of business and personal affairs. Page 9 By referring to the pages in the provided
supplement, you can properly identify those features, recommendations and specifications that
are unique to your vehicle. Normal braking is still functional unless the brake warning light also
is illuminated. If the light flashes steadily or does not illuminate, have the transmission serviced
soon, or damage may occur. If the indicators stay on or flash faster, check for a burned out
bulb. Driving with your tachometer pointer continuously at the top of the scale may damage the
engine. Refer to Filling the tank in the Maintenance and Specifications chapter for more
information. Press MENU again to disengage clock mode. Irregular shaped CDs, CDs with a
scratch protection film attached, and CDs with homemade paper adhesive labels should not be
inserted into the CD player. The label may peel and cause the CD to become jammed. Page 23
CD units are designed to play commercially pressed 4. Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Turn the control to adjust the sound between the left and right speakers. CD door:
Insert CDs label side Press to toggle between FM1 and FM2. AM: Press to enter AM mode. The
kit to enable Satellite reception is available through your dealer. Detailed Satellite instructions
are included with the dealer installed kit. Dealer installed satellite kit only available in the
continental United States. Detailed satellite instructions are included with the dealer installed
kit. Page 32 Recommended level is 1â€”3. Level 0 turns the feature off and level 7 is the
maximum setting. The level will appear in the display. The display will scroll through all of the
text in the current field before changing to the next field. Page Climate Controls 3. Set the fan
speed to the highest setting. Direct the outer instrument panel vents toward the side windows.
To increase airflow to the outer instrument panel vents, close the vents located in the middle of
the instrument panel. To manually turn off the defroster before 15 minutes have passed, push
the control a second time. See Autolamp delay system if equipped to set the auto headlamp off
delay time. Turn the headlamp control to the OFF position when the desired delay time up to 3
minutes has been reached. High beams Push the lever toward the instrument panel to activate.
Pull the lever towards you to deactivate. Park the vehicle directly in front of a wall or screen on
a level surface, approximately 25 feet 7. Close the hood and turn off the lamps. Press the button
on either side of each map lamp to illuminate the lamps. Push the button again to turn off the
lamps. Replacing exterior bulbs Check the operation of all the bulbs frequently. Replacing the
interior bulbs Check the operation of all bulbs frequently. Replacing headlamp bulbs 1. Make
sure that the headlamp control is in the OFF position and open the hood. Note: If the bulb is
accidentally touched, it should be cleaned with rubbing alcohol before being used. To complete
installation, follow the removal procedure in reverse order. Make sure the headlamp switch is in
the OFF position and then pry the license plate lamp assembly located above the license plate
from the liftgate. Remove bulb socket from lamp assembly by turning counterclockwise.
Replacing foglamp bulbs For bulb replacement, see a dealer or qualified technician. Windshield
washer: To activate the windshield washer, pull control toward you. Release control to stop
washer fluid spray. Push the steering column tilt lever up. This will lock the steering wheel in
position. Never adjust the steering wheel when the vehicle is moving. Use care in cutting it to
length. If the rubber actuator 1 is cut too much the aftermarket transmitter 6 will not activate the
garage door opener. Improper use of the power outlet can cause damage not covered by your
warranty. These include: 1. Power point 2. Cupholders 3. Utility compartment 4. Ash cup if

equipped Use only soft cups in the cupholders. Hard objects can injure you in a collision. Press
the left side to restore the window controls. Move the control in the direction you wish to tilt the
mirror. Return to the center position to lock mirrors in place. Press the ON control and release
2. Accelerate to the desired speed. Note: When you turn off the speed control or the ignition,
your speed control set speed memory is erased. Drive the vehicle at least 8 km 5 miles with the
speed control system engaged to display a stabilized average. Select this function from the
INFO menu for the current units to be displayed. Fuel Level Status Language 1. Select this
function from the INFO menu for the current language to be displayed. Pressing the SET control
cycles the message center through each of the language choices. Displayed when the
passenger door is not completely closed. Displayed when the rear left door is not completely
closed. Displayed when the rear right door is not completely closed. Displayed when the 4X4 is
restored to normal operations. Grasp the handle at the rear edge of the shade and pull rearward.
Secure both ends of the support rod into the retention slots located on the rear quarter trim
panels. Use a long, flat object to depress the tongue in the endcaps on both sides of the
cross-bar. Slide the cross-bar assembly off the end of the rail. Slide the cross-bar assemblies
over the end cap tongue and into the side rails. Tighten thumbwheel at both ends of the
cross-bar. Rotate the handle on the lift bar of the inner rack in the direction of the arrows on the
handle. Lift the bar straight up about two inches. Insert the feet into the receivers on the
bumper. Push the rack into the bumper until the feet click into place. Do not use the inner rack
as a ladder. This could result in personal injury and damage to your roof rack. Lift the inner rack
pivoting at the hinges. Continue lifting the inner rack until it is parallel with the roof. Slide the
rack forward onto the roof, pushing the rack into its final stowed position. Do not load cargo
outside of the designated area 2. Distribute the load as evenly as possible. Always use tie
downs to secure the load. Failure to drive cautiously could result in an increase risk of loss of
vehicle control, vehicle rollover, personal injury and death. Press the power door lock control
on the door panel two times within five seconds. The parklamps will flash twice to indicate that
the vehicle has switched to one step unlocking. Repeat the procedure to switch back to two
step unlocking. Twist a thin coin between the two halves of the remote entry transmitter near
the key ring. Note: If all remote entry transmitters are not present during the programming
procedure, the missing transmitters will not work with the vehicle following programming. Use
of these systems may result in vehicle starting problems and a loss of security protection. Note:
Large metallic objects, electronic devices that are used to purchase gasoline or similar items, or
a second coded key on the same key chain may cause vehicle starting issues. Page 89 2. Keep
the ignition in the 3 RUN position for at least three seconds, but no more than 10 seconds. Turn
the key full travel toward the front of the vehicle to ensure the alarm disarms. Note: The key
must be a valid, programmed, coded key. Push side control and push down on head restraint to
lower it. Adjusting the front power seat if equipped The control is located on the outboard side
of the seat cushion. Press to raise or lower the front portion of the seat cushion. Folding down
rear seats 1. Raise the rear seat head restraint and remove. Place the head restraint under the
front seat for storage. This will ensure that safety belt does not get caught by staying out of the
seat back folding path. Pull seatback up and into upright position making sure seatback locks
into place and the red seat unlatched indicator on release paddle is not visible. Lift the yellow
tab to release the hinges. Pull the cushion to the outboard side of the vehicle. Refer to Safety
restraints section in this chapter. Unless serviced, the system may not function properly in the
event of a collision. Always transport children 12 years old and under in the back seat and
always properly use appropriate child restraints. As the belt retracts, you will hear a clicking
sound. This indicates the safety belt is now in the automatic locking mode. Failure to adjust the
safety belt properly could reduce the effectiveness of the safety belt and increase the risk of
injury in a collision. Belts are uncomfortable Ford designs its safety belts to enhance comfort. If
you are uncomfortable - try different positions for the safety belt upper anchorage and seatback
which should be as upright as possible; See your Ford or Lincoln Mercury dealer. Modifications
to the front end of the vehicle, including frame, Page Front airbags are designed to inflate in
frontal and near-frontal collisions, not rollover, side-impact, or rear-impacts unless the collision
causes sufficient longitudinal deceleration. If the airbag is not replaced, the unrepaired area will
increase the risk of injury in a collision. For most objects that are in the front passenger seat,
the passenger airbag will be disabled. Page Do not attempt to service, repair, or modify the
airbag SRS, its fuses or the seat cover on a seat containing an airbag. All occupants of the
vehicle should always wear their safety belts even when an airbag SRS is provided. Page The
fact that the airbags did not inflate in a collision does not mean that something is wrong with
the system. Rather, it means the forces were not of the type sufficient to cause activation. All
occupants of the vehicle including the driver should always Page RCM to initiate Safety Canopy
inflation or when a certain likelihood of a rollover event is detected by the rollover sensor. Refer

to the Airbag readiness section in the Instrument Cluster chapter. Routine maintenance of the
side airbag is not required. The passenger cannot protect the child from injury in a collision.
Always follow the instructions and warnings that come with any infant or child restraint you
might use. Booster seats position a child so that safety belts fit better. They lift the child up so
that the lap belt rests low across the hips and the knees bend comfortably. If you do not install
and use the safety seat properly, the child may be injured in a sudden stop or collision. Ford
recommends the use of a child safety seat having a top tether strap. Page Children 12 and
under should be properly restrained in the rear seat whenever possible. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Allow the belt to retract.
The belt will click as it retracts to indicate it is in the automatic locking mode. Locate the correct
anchor for the selected seating position. There are three tether anchors located on the headliner
at the rear of the vehicle. For forward-facing child seats, the tether strap must also be attached
to the proper tether anchor. See Attaching safety seats with tether straps in this chapter. Check
to see if the anchors hold the seat in place. If the safety seat is not anchored properly, the risk
of a child being injured in a crash greatly increases. This increases traction which may enable
you to safely drive over terrain and road conditions that a conventional two-wheel drive vehicle
cannot. Department of Transportation-Tire quality grades: The U. Department of Transportation
requires Ford Motor Company to give you the following information about tire grades exactly as
the government has written it. Page The temperature grade for this tire is established for a tire
that is properly inflated and not overloaded. Excessive speed, underinflation, or excessive
loading, either separately or in combination, can cause heat buildup and possible tire failure.
You are strongly urged to buy a reliable tire pressure gauge, as automatic service station
gauges may be inaccurate. Ford Motor Company recommends the use of a digital or dial-type
tire pressure gauge rather than a stick-type tire pressure gauge. Page Always inflate your tires
to the Ford recommended inflation pressure even if it is less than the maximum inflation
pressure information found on the tire. Page Only use replacement tires and wheels that are the
same size and type such as P-metric versus LT-metric or all-season versus all-terrain as those
originally provided by Ford. Use of any tire or wheel not recommended by Ford can affect the
safety and performance of your vehicle, which could result in an increased risk of loss of
vehicle control, vehicle rollover, personal injury and death. Page 2. In general, the larger the
number, the wider the tire. Maximum Load Single lb. Refer to the payload description and
graphic in the Vehicle loading â€” with and without a trailer section. Have a qualified technician
at a Ford or Lincoln Mercury dealer check the wheel alignment periodically. Page Unless
otherwise specified, rotate the tires approximately every 5, miles 8, km. Note: If your tires show
uneven wear ask a qualified technician at a Ford or Lincoln Mercury dealership to check for and
correct any wheel misalignment, tire imbalance or mechanical problem involved before tire
rotation. Consult your dealer for information on other Ford approved methods of traction
control. Page Overloading or improperly loading your vehicle can contribute to loss of vehicle
control and vehicle rollover. When towing, trailer tongue load or king pin weight is also part of
cargo weight. Refer to Preparing to tow in this chapter. Refer to Driving while you tow in this
chapter. Certain states require electric trailer brakes for trailers over a specified weight. The
Escape vehicle electrical system is not equipped to accommodate electric trailer brakes. See
your dealer or a reliable trailer dealer if you require assistance. The speed control may shut off
automatically when you are towing on long, steep grades. For other towing requirements, refer
to Wrecker towing in the Roadside Emergencies chapter. Exhaust fumes can be toxic. Always
open the garage door before you start the engine. See Guarding against exhaust fumes in this
chapter for more instructions. Make sure the headlamps and electrical accessories are off.
Check for low power steering pump fluid level before seeking service by your dealer. Extra
precautions such as slower speeds and increased stopping distance should be taken when
driving a heavily loaded vehicle. Remove tool and reinstall BTSI tethered cover cap. Start the
vehicle and release the parking brake. Do not drive your vehicle until you verify that the
brakelamps are working. Driving with the gearshift lever in D Overdrive gives the best fuel
economy for normal driving conditions. For manual control, start in 1 First and then shift
manually. These actions will seriously reduce clutch life. This is a special lockout feature which
prevents you from shifting into R Reverse when you downshift from 5 Fifth. Apply the brake and
shift into the neutral position. Set the parking brake. Depress the clutch, then shift into 1 First.
The system may not detect smaller objects, particularly those close to the ground. If the
sensors are covered, it will affect the accuracy of the RSS. You may lose control if you do not
slow down or if you turn the steering wheel too sharply or abruptly. The tires may fail and injure
a passenger or bystander. Page Rapid pumping of the brake pedal will help you slow the vehicle
and still maintain steering control. If your vehicle has anti-lock brakes, apply the brakes
steadily. Page Driving through deep water where the transaxle is submerged may allow water

into the transaxle and cause internal damage. Have the fluid checked and, if water is found,
replace the fluid. Page Hazard Flasher Switch 1â€”â€”â€”; Lincoln vehicle customers call
1â€”â€”â€” Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount. To obtain reimbursement information, U. Ford or Mercury vehicles customers call ;
Using a fuse with a higher amperage rating can cause severe wire damage and could start a fire.
To remove a fuse use the fuse puller tool provided on the fuse panel cover. If the battery has
been disconnected and reconnected, refer to the Battery section of the Maintenance and
Specifications chapter. The use of tire sealants may damage your tires. If the dissimilar spare
tire or wheel is damaged, it should be replaced rather than repaired. Page To help prevent the
vehicle from moving when you change a tire, be sure the parking brake is set, then block in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. Pull back the carpet away from the lift gate, and remove the hardboard cover.
Release the retention clip on the upper part of the jack bracket. Dislodge the jack from the
bracket and carefully guide jack down and out through trim opening, upper end out first. Slide
the retainer through the center of the wheel. If equipped with a tether, perform the following
additional steps: 4. Lift the spare tire on end to access tether attachment 1. Changing the flat
tire 8. Loosen each wheel lug nut one-half turn counterclockwise but do not remove them until
the wheel is raised off the ground. Cargo management system if equipped : Reclip the tools
onto the jack. Repeat this tightness check procedure when servicing the spare tire pressure
every six months, per scheduled maintenance information , or at any time that the spare tire is
disturbed through service of other components. Use only Ford recommended replacement
fasteners. When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the front disc brake hub and
rotor that contacts the wheel. Page Connecting the jumper cables 1. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Connect the negative cable to the negative - terminal of the assisting battery. Start the engine of the disabled vehicle.
Once the disabled vehicle has been started, run both engines for an additional three minutes
before disconnecting the jumper cables. Remove the jumper cable from the ground metal
surface. After the disabled vehicle has been started and the jumper cables removed, allow it to
idle for several minutes so the engine computer can relearn its idle conditions. Do not tow with
a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. On FWD
vehicles, if your vehicle is to be towed from the front, ensure proper wheel lift equipment is
used to raise the front wheels off the ground. Ford Motor Company produces a towing manual
for all authorized tow truck operators. Have your tow truck operator refer to this manual for
proper hook-up and towing procedures for your vehicle. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Relationship Center to find an authorized dealership to help you. Page If you
own a Lincoln vehicle and are away from home when your vehicle needs service, or if you need
more help than the dealership could provide, after following the steps described above, contact
the Ford Customer Relationship Center to find an authorized dealership to help you. Page
Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in some
states. In the United States, a warranty dispute must be submitted to the The Dispute Settlement
Board may not be available in all states. The decisions of the Board are binding on Ford and, in
some cases, on the dealer but not on consumers who are free to pursue other remedies
available to them under state or federal law. Page Customer Assistance If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your dealer for complete
details about Ford Extended Service Plan coverage options, or visit the Ford ESP website at
Page Reporting Safety Defects U. These products are available from your dealer. Keep body and
door drain holes free from packed dirt. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. Page Maintenance And Specifications 2. Turn off the engine
and remove the key. Block the wheels. Set the parking brake and shift to P Park. At the front of
the vehicle, lift up on the auxiliary latch handle located in the center between the hood and the
grille. Lift the hood open and secure it with the prop rod. Automatic transmission dipstick 4. Air
filter assembly 6. Power distribution box 7. Battery 8. Engine oil filler cap 9. Engine oil dipstick
Automatic transmission fluid dipstick 4. Brake fluid reservoir 5. Engine oil dipstick 9. Engine oil
filler cap Windshield washer fluid reservoir Escape Owners Guide postfmt USA fus Page In very
cold weather, do not fill the reservoir completely. Only use a washer fluid that meets Ford
specifications. Refer to Lubricant specifications in this chapter. State or local regulations on

volatile organic compounds may restrict the use of methanol, a common windshield washer
antifreeze additive. Page Engine Oil 3. Set the parking brake and ensure the gearshift is securely
latched in P Park automatic transmissions or 1 First manual transmissions. Open the hood.
Protect yourself from engine heat. Put the indicator back in and ensure it is fully seated. Page
Battery Change your engine oil and filter according to the appropriate schedule listed in
scheduled maintenance information. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Do not put engine coolant in the windshield washer fluid container. If sprayed on
the windshield, engine coolant could make it difficult to see through the windshield. Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant
since a Ford-approved recycling process is not yet available. Page If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Re-start the engine and take your vehicle to a service facility.
Driving the vehicle without repairing the engine problem increases the chance of engine
damage. Take your vehicle to a service facility as soon as possible. Gasoline may contain
benzene, which is a cancer-causing agent. The flow of fuel through a fuel pump nozzle can
produce static electricity, which can cause a fire if fuel is pumped into an ungrounded fuel
container. The fuel system may be under pressure. Remove fuel filler cap slowly. Page Ask your
fuel supplier about gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid
running out of fuel because this situation may have an adverse affect on powertrain
components. Each time you fill the tank, record the amount of fuel added in gallons or liters.
After at least three to five tank fill-ups, fill the fuel tank and record the current odometer reading.
Your fuel economy may vary depending upon the method of operation and conditions. If the
fluid is low, add fluid in small amounts, continuously checking the level until it reaches the
range between the MIN and MAX lines. Be sure to put the cap back on the reservoir. Remove the
dipstick, wiping it clean with a clean, dry lint free rag. If necessary, refer to Identifying
components in the engine compartment in this chapter for the location of the dipstick. Add
enough fluid through the filler opening so that the fluid level is at the bottom of the opening.
Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to
the Refill capacities in this chapter. Page Note: Failure to use the correct air filter element may
result in severe engine damage. The customer warranty may be voided for any damage to the
engine if the correct air filter element is not used. Replace the PCV valve with one that meets
Ford material and design specifications for your vehicle, such as a Motorcraft or equivalent
replacement part. The customer warranty may be void for any damage to the emissions system
if such a PCV valve is not used. Page Refill Capacities 2. Refer to your scheduled maintenance
information to determine the correct service interval. Service refill capacity is determined by
filling the transmission to the bottom of the filler hole with the vehicle on a level surface. Use of
synthetic or synthetic blend motor oil is not mandatory. Refer to Adding engine coolant, in the
this chapter. Ensure the correct automatic transmission fluid is used. Model year 7. Assembly
plant 8. Production sequence number Engine number The engine number the last eight
numbers of the vehicle identification number is stamped on the engine block and transmission.
The following table tells you which transmission or transaxle each code represents. Ford Motor
Company will repair or Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Last
Updated: September 5, References. This article was co-authored by our trained team of editors
and researchers who validated it for accuracy and comprehensiveness. There are 18 references
cited in this article, which can be found at the bottom of the page. This article has been viewed ,
times. Learn more Exhaust systems connect to your engine and guide the emissions through a
pipe underneath your vehicle that helps remove toxic chemicals and reduce noise. If you want
to use an after-market exhaust system or replace the one you have without disturbing the
engine, you can install a new system from the catalytic converter to the tailpipe with a few tools.
Start by disconnecting the bolts and wires of the old exhaust system from underneath your
vehicle so you can remove it. Position the new exhaust system so it lines up with the downpipe
leading to your engine and secure it. Once you check the system for leaks, you can start driving
your vehicle again! Tip: If the exhaust pipe bends over your rear axle, it may be difficult to pull
out in 1 piece. Instead, you can cut through the pipe at the top of the bend with a hacksaw or
reciprocating saw with a metal-cutting blade. Remove the pieces of the exhaust system
separately. Tip: If your exhaust system comes in multiple pieces, start with the section of pipe
that attaches to the downpipe. Continue installing the pieces of your exhaust system as you
work back toward the rear of your vehicle. An exhaust system connects to your engine and

guides the emissions through a pipe under your car. This system helps remove toxic chemicals
and reduces noise. If you need to replace your system, you can install a new one from the
catalytic converter to the tailpipe with a few tools. Then, starting where the exhaust pipe
connects to the engine, unscrew the nuts with a ratchet. Unhook the pipes from the rubber
exhaust hangers and pull the exhaust system down. Once your old system is out, you can
position the new system so it lines up with the downpipe leading to your engine. Plug the
oxygen sensors back into the ports and slide the metal pins on the system into the rubber
exhaust hanger to secure the pipe. To learn how to test the new system for leaks, keep reading!
Did this summary help you? Yes No. We've been helping billions of people around the world
continue to learn, adapt, grow, and thrive for over a decade. Every dollar contributed enables us
to keep providing high-quality how-to help to people like you. Please consider supporting our
work with a contribution to wikiHow. Log in Social login does not work in incognito and private
browsers. Please log in with your username or email to continue. No account yet? Create an
account. We use cookies to make wikiHow great. By using our site, you agree to our cookie
policy. Cookie Settings. Learn why people trust wikiHow. Download Article Explore this Article
parts. Tips and Warnings. Things You'll Need. Related Articles. Article Summary. Part 1 of All
rights reserved. This image may not be used by other entities without the express written
consent of wikiHow, Inc. Familiarize yourself with the parts of the exhaust system. Look up
diagrams for the make and model of your vehicle so you can locate the exhaust system. The
exhaust system starts with the manifold, which is the section of 4â€”8 pipes that connect to
your engine guide the fumes underneath your vehicle through a metal downpipe. Your exhaust
system may have more than 1 catalytic converter. The oxygen sensors are electronic ports that
plug into the exhaust system before and after the catalytic converters to check if your engine is
burning oxygen efficiently. The resonator is a slightly wider section of your exhaust pipe that
helps reduce the amount of noise when you run your engine at certain RPMs. Not every exhaust
system will have a resonator. The muffler is the large metal box near the rear of your vehicle
that helps reduce the amount of noise your exhaust makes. The tailpipe is the small section of
tubing that connects to the back of the muffler and allows the fumes to escape into the air.
Leave the vehicle alone for about 1 hour until you can comfortably handle the exhaust pipes.
You can try spraying the exhaust system with lukewarm water to help cool it down faster. Raise
your vehicle so you can work underneath it using a jack. Place the jack so the arm that raises
up underneath the frame at the front or back of the vehicle. Pull the handle of the jack down to
lift the vehicle off of the ground high enough so you can get underneath it. You can also drive
your vehicle onto ramps to lift it off of the ground. Place jack stands near each tire to keep the
vehicle from moving around. Slowly lower your jack so the body of your vehicle sits on the jack
stands. Part 2 of Disconnect the oxygen sensors from underneath your vehicle. The oxygen
sensors are small metal pieces attached to wires that connect into the sides of the exhaust pipe.
Pull the oxygen sensor straight out from the pipe before unplugging it from the wires
connecting to your vehicle. Vehicles only have oxygen sensors if they have a catalytic
converter. If your vehicle is from or prior, then the exhaust may not have oxygen sensors. Lie
on a rolling creeper trolley to move around under your vehicle more easily. You can buy a
creeper trolley from an automotive supply store. Spray the nuts along the exhaust pipe with
penetrating fluid. Penetrating fluid works between the bolt and nut threadings to add lubrication
and make it easier to unscrew the system. Point the spout of the penetrating fluid directly at the
nuts connecting the exhaust pipe to the downpipe attached to your engine. Make sure to coat all
of the threadings evenly to make the job easier. If your exhaust system is made up of multiple
pieces, then look for bolts where the pieces connect to one another. Spray those with your
penetrating fluid as well so you can remove each of the pieces separately. Unscrew the nuts
with a ratchet. Start where your exhaust pipe connects to the engine at the front of your vehicle.
Choose a ratchet bit that matches the size of the nuts holding the exhaust system to your
vehicle. Apply firm pressure as you rotate the nut since it may be stuck or locked in tightly.
Continue unscrewing the rest of the nuts if the pieces of your exhaust system are held together
by other bolts or clamps. Unhook the pipes from the rubber exhaust hangers. Support the
exhaust pipe with your nondominant hand as you slide the metal pin out from the rubber.
Slowly and carefully take the other pins off so the exhaust system comes loose from the body
of your vehicle. Pull the exhaust system down from your vehicle. Slowly take the exhaust
system from the catalytic converter to the tailpipe and lower it to the ground. Do not drive your
vehicle while you have the exhaust system removed since it may be illegal in your area and you
will release harmful fumes. Part 3 of Get a new exhaust system that matches the make and
model of your vehicle. The system will contain the main exhaust pipe, catalytic converters, a
muffler, and tailpipe. Order the exhaust system you want so you can install it on your vehicle.
For example, if you have a dual-exhaust engine, then you need a system that has 2 exhaust

ports. If your old exhaust system went over your rear axle, then get an exhaust system that
comes in multiple pieces so you can easily install it. Clean the rust off of the bolt threads with a
wire cleaning brush. Try to get the most rust off of the threadings as possible so you can easily
screw and unscrew the nuts on them. Apply anti-seize fluid on all of the bolt threadings. Put the
anti-seize fluid on your finger and rub it around the threadings of the bolt. Lift the new exhaust
system into place using your jack. Keep lifting the exhaust system until the end of the pipe lines
up with the port on the downpipe, which comes down from the engine and connects to the
entire system. Part 4 of Place a gasket over the downpipe with one of the bolts. A gasket is a
thin piece that fits between pipes to prevent any leaks from escaping the connection. Hold the
port at the end of the downpipe steady and lay the gasket on top of it. Slide one of the bolts
through the downpipe and gasket so the threaded end points toward the rear of your vehicle.
Attach the front of the exhaust system loosely to the downpipe with the bolts. Position the end
of the new exhaust pipe with the port on the downpipe so the bolt holes line up. Connect
sections of your system with exhaust clamps, if needed. Get exhaust clamps, which are metal
loops that you can tighten around pipes to hold them together, from your local hardware or
automotive store. Tighten the clamp with a ratchet so it holds the pieces tightly. You may also
have extension pipes that connect between some of the pieces. In some cases, you may need to
weld the pieces together rather than use clamps, so see what the manufacturer recommends.
Plug the oxygen sensors back into the ports on your vehicle. Locate the small holes in the sides
of the exhaust pipe near the front axle of your vehicle. Slide the old oxygen sensors back into
the holes and tighten them by hand by turning the bolts clockwise. Slide the metal pins on the
system into the rubber exhaust hangers. The metal pins will line up with the rubber hangers you
already have under your vehicle. Apply firm pressure until you see the end of the pin poke
through the other side of the hanger. Continue putting the pins through the other hangers to
secure the pipe against your vehicle. Tighten the bolts at the front of the exhaust until they form
a tight seal. Go back to the front of your exhaust system and use your ratchet to rotate the nuts
clockwise. Be careful not to overtighten them since you could damage the exhaust system or
cause leaks. Spray the connections with soapy water to see if there are any leaks. Fill a bottle
with soapy water and spray any areas where you had to connect pipes to one another. If you
notice bubbles forming around the connection, tighten the bolts more to see if it fixes your
problem. The only fluid that you might encounter is water. This might occur if the outside
temperatures are pretty low or humidity is very high. The water might actually be brownish due
to the dirt inside the exhaust system. Not Helpful 1 Helpful 4. Not Helpful 0 Helpful 2. Position
each ramp right in front of a tire, get in the car, and gradually but steadily apply the gas. Have a
friend watch and guide you to make sure the tires are positioned perfectly on each ramp. That
lowers the risk of scraping your bumper, or worse, driving off the ramp. Put the parking brake
on, put a block behind the other tires, and you're good to go. Not Helpful 0 Helpful 3. Helpful 0
Not Helpful 0. Avoid driving once you remove the old exhaust system since it may be illegal in
your area and you will emit a lot of harmful fumes. Related wikiHows How to. How to. More
References 9. About This Article. Co-authored by:. Co-authors: Updated: September 5,
Categories: Exhaust and Fuel Parts. Article Summary X An exhaust system connects to your
engine and guides the emissions through a pipe under your car. Thanks to all authors for
creating a page that has been read , times. Did this article help you? Cookies make wikiHow
better. By continuing to use our site, you agree to our cookie policy. Derek Michoud Jun 4,
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the Brand: As a solution to the problem of excessive noise experienced in Californian racing
events back in , Flowmaster creator Ray Flugger designed and patented the first Established in ,
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lly Warranty : 25,mile Davico limited warranty on catalyst emission properties and 5-year or
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Flowmaster's exhaust pipes are made from high quality gauge, mandrel-bent aluminized steel.
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Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement.

