2007 chrysler town and country wiring diagram

Free Wiring Diagram. Variety of chrysler town and country wiring diagram. A wiring diagram is a
simplified conventional photographic representation of an electrical circuit. It shows the
elements of the circuit as simplified forms, and the power as well as signal links in between the
tools. A wiring diagram generally offers details regarding the family member placement as well
as arrangement of devices and also terminals on the devices, to aid in structure or servicing the
tool. A pictorial representation would certainly show extra detail of the physical look, whereas a
wiring diagram uses a more symbolic notation to stress interconnections over physical
appearance. A wiring diagram is usually made use of to fix issues and to earn sure that the links
have been made as well as that whatever exists. Click on the image to enlarge, and then save it
to your computer by right clicking on the image. Architectural wiring layouts show the
approximate locations as well as interconnections of receptacles, illumination, and also
permanent electric services in a structure. Adjoining wire courses might be shown
approximately, where specific receptacles or fixtures should be on an usual circuit. The electric
signs not just show where something is to be installed, however likewise exactly what type of
gadget is being mounted. A surface area ceiling light is shown by one symbol, a recessed
ceiling light has a different sign, and a surface fluorescent light has another icon. On big jobs
symbols could be numbered to show, for instance, the panel board as well as circuit to which
the gadget connects, and likewise to identify which of numerous types of component are to be
set up at that place. A set of wiring layouts may be required by the electric evaluation authority
to approve connection of the home to the general public electrical supply system. Circuitry
representations will certainly likewise include panel schedules for circuit breaker panelboards,
as well as riser layouts for special solutions such as smoke alarm or closed circuit tv or various
other special solutions. All wiring diagrams posted on the site are collected from free sources
and are intended solely for informational purposes. Chrysler Wiring Diagrams. Chrysler Voyager
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competition. Chrysler soon realized they needed to better market their products. They hoped to
become a leading competitor in the automobile industry along with Ford , Dodge , and General
Motors. With increased production Chrysler sold 98, cars in As competition increased so did the
ideas by Chrysler Corporation. During the 's Chrysle r began producing an excessive amount of
cars. Overall Chrysler has become a major automobile corporation. They have created some
spectacular cars throughout the years. In the 's as well as the 's they continued to change
features and upgrade automobiles. They have increased production and looked forward to
satisfying customers along with remaining profitable. Dodge Chrysler Jeep Plymouth standard
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Contents. This manual has been prepared with the assistance of service and engineering
specialists to acquaint you with Engine exhaust, some of its constituents, and certain the
operation and maintenance of your new vehicle. It is vehicle components contain or emit
chemicals supplemented by a Warranty Information Booklet and known to the State of
California to cause cancer and various customer oriented documents. If you do not read this
entire manual you may miss important information. Any modifications or alterations to this
vehicle could seriously affect its roadworthiness and safety and may lead to an accident
resulting in serious injury or death. Turn the ignition switch to be used to order duplicate keys
from your dealer. NEVER leave children alone in a vehicle. Leaving children in a vehicle
unattended is dangerous for a number of reasons. A child or others could be seriously or fatally
injured. With the engine running, turn the steering wheel upside down, turn off the engine and
remove the key. The shaft lock module is located inside the steering All of the keys provided
with your new vehicle have column. After 10 dealer. Operation is tional minutes of headlights
and security telltale flashing, subject to the following conditions: if the system has not been
disabled. The table below explains the Lamp Flash options. See page for more information. With
the transmitter buttons facing down, use a thin 2. Remove and replace the batteries. Avoid
touching the coin to pry the two halves of the transmitter apart. Make new batteries with your
fingers. Skin oils may cause sure not to damage the rubber gasket during removal. Therefore,
make sure the keys are not Manual Door Locks inside the vehicle before closing the door. Lock
the doors by pushing down on the lock plungers on each door trim panel. This prevents you
from acciden- Power Door Locks â€” If Equipped A power door lock switch is on each front
door trim tally locking your keys in the vehicle. Removing the key panel. If a chime is not heard,
program mode was canceled ing steps: before the feature could be disabled. If necessary,
repeat the above procedure. Repeat the above steps to alternate the availability of Auto Unlock
On Exit Programming â€” If Equipped The doors will unlock automatically on vehicles with this
feature. Wind buffeting can be described as the perception of Press the window switch past the
detent, release, and the pressure on the ears or a helicopter type sound in the window will go
down automatically. A single chime will sound to signify that you have while the fuel door is
open. This feature operates only successfully completed the programming. NOTE: When the
child lock system is engaged, the door can be opened only by using the outside door handle
even though the inside door lock is in the unlocked position. The key must be held in the
unlocked position for the liftgate to open. Power Liftgate â€” If Equipped The power liftgate may
be opened manually or by using the button on the remote keyless entry transmitter. During
power operation, personal injury or cargo damage may occur. Ensure the liftgate travel path is
clear. Make sure the liftgate is closed and latched before driving away. If the within the same
cycle, the system will automatically liftgate is not in the full open or close positions it must stop
and must be opened or closed manually. However, because the gas pressure drops with
tempera- ture, it may be necessary to assist the props when The storage bin cover must lay flat
and latched to opening the liftgate in cold weather. These include the front and rear seat belts
for the driver and all passengers, front airbags for both the driver and front passenger, driver

inflatable knee blocker and if equipped, window bags for the driver and passengers seated next
to a window. Everyone in a motor vehicle should be belted at all times. Seat inside or outside of
a vehicle. In a collision, belts are designed to go around the large bones of people riding in
these areas are more likely to be your body. Enter the vehicle and close the door. Sit back and
adjust the seat. The seat belt latch plate is near the seatback of the front seats and next to your
arm in the rear seats. Grasp the latch plate and pull out the belt. To release the belt, push the
red button on the buckle. The upper anchorage can be adjusted upward by If necessary, slide
the latch plate down the webbing to pushing anywhere on the anchorage. Continue to slide the
latch plate up until it clears the prefer a lower position, and if you are taller than average, folded
webbing. If a seat belt is too short, even when fully extended and when the adjustable upper
shoulder belt anchorage if NOTE: Although the Enhanced Warning System equipped is in its
lowest position, your dealer can This vehicle may also be equipped with a driver inflat- able
knee blocker located on the instrument panel below the steering column. Do not put anything
on or around the airbag covers or attempt to manually open them. The driver and front
passenger seats should be severe injuries in a collision. The airbags work moved back as far as
practical to allow the front airbags with your seat belt to restrain you properly. This is about half
of the time it takes to blink your eyes. Al- ways use the correct seat cover specified for the
Unapproved modifications or service procedures to vehicle. Have the airbags, front seat
Modifications to any part of the airbag system could cause it to fail when you need it. General
the electronic data may be used by DaimlerChrysler data that does not identify particular
vehicles or crashes Corporation and others to learn more about the possible may be released
for incorporation in aggregate crash causes of crashes and associated injuries in order to
Always check the child led up in a rear seat. An incorrectly anchored tether strap could lead to
When using the tether anchorages in the center position increased head motion and possible
injury to the on 3rd row fold-in-floor seating, ensure that the strap is child. If the buckled seat
belt interferes with the child full rear position on the tracks when the LATCH system restraint
installation, instead of tucking the seat belt is used. In an Transporting Pets Airbags deploying
in the front seat could harm your pet. Locate the child restraint tether anchor on the floor just
behind the front passenger seat. Tether To Anchor 3. Route the tether strap beneath the head
restraint 6. Using the hook attached to the child restraint tether between the two head restraint
posts. Ensure that the strap, attach the child restraint tether strap to the metal child restraint
tether strap is centered between the two ring on the vehicle tether anchor. Wide open throttle
acceleration in low gear can be The vehicle tether anchor is designed to be used detrimental
and should be avoided. DO NOT use the recirculation mode. The mirror should be adjusted
Adjust the mirror to center on the view through the rear while set in the day position toward
windshield. To avoid damage to the mirror during cleaning, never spray any cleaning solution
directly onto the mirror. Apply the solution onto a clean cloth and wipe the mirror clean. Turn
the power mirror switch knob all the way down to the left or right to fold in the mirrors. Turn the
knob back Vehicles and other objects seen in a passenger side upward to the left mirror, right
mirror, or off center convex mirror will look smaller and farther away position to the normal
unfolded driving position. This feature is activated whenever you turn on the Rear Window
Defrost. See If structure. Voice commands are required after most your cellular phone supports
a different profile e. Each After you are finished editing an entry in the phonebook, language has
a separate name phonebook accessible you will be given the opportunities to edit another entry
only in that language. Only one call can be placed on hold at one To make a second call while
you are currently in a call, time. To learn how to page, refer to Working with Automated
Systems. Paging works properly except for pagers of Towing Assistance certain companies
which time-out a little too soon to If you need towing assistance, Pull the bar up and move the
seat to the desired position. Add location Add new Release the bar to lock the seat into
position. Adjust the seat only while the vehicle is parked. Adjusting a seat while the vehicle is
moving is dangerous. Do not place any article under a power seat or impede its ability to move
as it may cause damage to the seat controls. Persons who are unable to feel pain to the skin
because of advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol use,
exhaus- tion or other physical condition must exercise care To recline, lean forward slightly, lift
the lever, then push back to the desired position and release the lever. Do not ride with the
seatback reclined so that the shoulder belt is no longer resting against your chest. In a collision
you could slide under the seat belt and be seriously or fatally injured. Use the recliner only
when the vehicle is parked. Lower the head restraint and raise the armrests on the second row
seat. Slide the storage bin locking mechanism to the Locked position and then pull up on the
storage bin latch to open the cover. Close the storage bin cover. NOTE: The storage bin cover
must be locked and flat to avoid damage from contact with the front seat tracks, which have
minimal clearance to the cover. To Unfold Second Row Seats 1. Pull up on the seatback recliner

lever located on the To Fold Third Row Seats outboard side of the seat, to return the seatback to
its full 1. Lower the head restraint to its full down position. To Unfold Third Row Seats 1. Pull up
on the assist strap to lift the seat out of the 3. In a collision, you or others in your vehicle could
be injured if seats are not properly latched to their floor attachments. Always be sure the seats
are fully latched. Tailgate Mode 1. To avoid serious injury or death, never operate the vehicle
with occupants in the third row seat, while in the tailgate mode. Pull up on the seatback release
lever located on the 4. Pull up on the release handle and tumble the seat fully outboard side of
the seat and fold the seatback down. If forward. Pull the release bar located at the bottom front
edge of To reinstall the seat, remove any obstructions from the the seat to disengage the front
attachments. Squeeze the release handle and rotate the floor. Additional Storageâ€” The 2nd
and 3rd row seats installed. The 3rd row bench seat is in the full forward position on the tracks
and one or both of the rear seatbacks are folded down. Both seatbacks Driving with the 2nd row
seats in the tumbled position is are in the upright position. The 2nd row seats are removed from
the vehicle. Insert the ignition key and turn the ignition switch to To recall the memory settings
for driver one, press the ON position. A chime 1. Turn the ignition switch to the OFF position
and will sound signaling to you that the transmitter link has remove the key. First pull the hood
release lever located under the left side of the instrument panel. Hood Safety Catch Use the
hood prop rod to secure the hood in the open position. This should secure both latches. Never
drive your vehicle unless the hood is fully closed, with both latches engaged. If the hood is not
fully latched, it could fly up when the vehicle is moving and block your forward vision. The
Daytime Running Lights will come on whenever the The battery protection feature will be
disabled if the vehicle is running, the headlights are off, and the parking ignition switch is
turned to any other position other than Move the Multifunction Lever up or down and the If the
headlights are turned off before the ignition, they arrows on each side of the base instrument
cluster or will turn off in the normal manner. Passing Light You can signal another vehicle with
your headlights by lightly pulling the multifunction lever toward the steer- ing wheel. If the end
of the lever is depressed while in the OFF position, the wipers will operate for approximately
two wipe cycles, then turn OFF. Rotate the end of the lever to the first detent position, then turn
the end of the lever to select the desired delay interval. Tilting the steering column while the
vehicle is moving is dangerous. Without a stable steering col- umn, you could lose control of
the vehicle and have an accident. Adjust the column only while the ve- hicle is stopped. Always
check System should only be used as a parking aid and carefully behind your vehicle, and be
sure to check is unable to recognize every obstacle, including for pedestrians, animals, other
vehicles, obstruc Your vehicle could go too fast for the conditions, and you could lose control.
An accident could be the result. If your vehicle is equipped with This display provides the
outside temperature and one of Remote Keyless Entry, the lights will also turn on when eight
compass readings to indicate the direction the the unlock button on the transmitter is pressed.
Do not place any external magnets, such as magnetic roof mount antennas, in the vicinity of the
compass. Press this button to convert the display from U. The overhead console and climate
control displays will be in the selected units. A moving garage door can cause injury to people
and Vehicle exhaust contains carbon monoxide, a danger- pets in the path of the door. People
or pets could be ous gas. Do not repeat mitter buttons. Firmly press and release the learn or
smart button. The indicator light will flash slowly and then rapidly. Proceed with the indicator
light begins to flash-after 20 seconds. Programming Step Four to complete. The sunroof can be
stopped at any position position. Again, any release of the switch will stop the between closed
and full open. If the buffeting occurs with the sunroof open, adjust the sunroof opening to In an
accident, there is a greater risk of being thrown minimize the buffeting or open any window. The
automatic circuit breaker restores power when the overload is removed. The circuit breaker also
supplies power to the outlet in the removable floor console, when in the front position. Place the
container to be held ashes without the optional ash receiver in place. Perma- into one of the
cupholders and then push the arm toward nent burn marks may result. There are also dual
underseat cupholders for the 2nd seat passengers. To return the cupholder to its normal
position, simply push the cupholder up to snap it into place. In an accident, serious injury could
result if the seat storage bin covers are not properly latched. The storage bins may be placed
anywhere on the overhead rail system. Do not load objects over 1. Push the latch handle down
to lock the storage bin in place. In a collision, you or others in your vehicle could be injured if
the storage bins are not properly latched to the Overhead Rail System. Open the console lid and
remove the storage tray. To reinstall the console, open the console lid and remove the storage
tray. Pull up on the release handle and slide 2. Pull up on the release handle located inside the
floor the console forward to engage the front of the console console, and slide the console
rearward to disengage into the floor tray. Squeeze the legs together to disengage the holder
from the floor console and remove the cell phone holder. To reinstall the cell phone holder,

align the pivot legs into the guides and push forward to snap the legs into place. Plug in the
power cord for the cellular phone into the Cell Phone Holder outlet located in the bottom of the
forward console bin 1. Open the front lid and remove the cell phone holder and reinstall the cell
phone holder. Your vehicle may be equipped with open storage bins located in each rear trim
panel. NOTE: With all rear seat backs folded, a 4 x 8 foot sheet of building material may be
stored in the long-wheelbase body style on top of the folded seats with the liftgate closed. Once
the cross bar is in place, retighten the thumb screws to lock the cross bar into position.
Improperly secured loads can fly off the luggage rack position for proper function. The vehicle
must be driven to reset the system. Do not install the load leveling system on vehicles that are
not equipped with Anti-Lock Brakes. Fuel Gauge nates, you should stop and check your tires as
soon as The pointer shows the level of fuel in the fuel tank when possible, and inflate them to
the proper pressure. The flash cycle will 3. Low Fuel Light repeat every ten minutes or until the
fault condition is When the fuel level reaches approximately 3. Immediate repair This light turns
on and remains on for 6 to 8 to the ABS system is required. This light will flash for
approximately 15 sec- onds when the vehicle theft alarm is arming. Driving with a hot engine
cooling system could damage your vehicle. A hot engine cooling system is dangerous. You or
Oil Pressure Warning Light others could be badly burned by steam or boiling This light shows
low engine oil pressure. The light coolant. Malfunction Indicator Light Trac Off Indicator â€” If
Equipped This light is part of an onboard diagnostic system This display indicator should
illuminate for approxi- called OBD that monitors engine and automatic mately four seconds as a
bulb check when the ignition transmission control systems. To a normal condition. The system
will remain disabled for switch from odometer to trip odometer, press the Trip about 4 minutes
until the brakes have cooled. The word TRIP will appear when in the and press the time button.
If you press and hold the button, terial, for example Rock Music. When you are receiving a
station that you wish to commit to push-button memory, press the SET button. The display will
Press the top of the SEEK button for the next selection on show the track number and index
time in minutes and the CD. Scan Button Seek Button Press this button to play the first 10
seconds of each track. Turn the Classical Classical volume control clockwise to increase the
volume. Press the and rear speakers. This device must accept any interference received,
repeating the above procedure with this exception: Press including interference that may cause
undesired opera- the SET button twice and SET 2 will show in the display tion. Supported
medium formats file systems The medium formats supported by the radio are ISO Multisession
discs may contain combinations of normal Level 1 and Level 2 and includes the Joliet
extension. CD audio tracks and computer files including MP3 files. Turn player while in the
Satellite Radio mode. The display will If you have ejected a disc and have not removed it within
show the disc number, the track number, and index time 15 seconds, it will be reloaded. If no
action is taken during the 5 second time out the PTY icon will turn off. Play can be resumed
band and list each corresponding program type in the when the operating temperature is
corrected or another radio display. Turn the NOTE: The radio sales code is located on the lower
left volume control clockwise to increase the volume. The frequency will be displayed and
continu- pressing the push-button twice. Every time a preset ously updated while the button is
pressed. This device may not cause harmful interference, displayed. This device must accept
any interference received, sound level between the front and rear speakers. The RW Reverse
display. The Setup screen appears. At the Clock Setup screen highlight the box next to 6. If you
do not remove the disc within 10 seconds, it will be reloaded and the display will show PAUSE.
Headphone Transmitter Enter 2. Light 3. Return The headphone transmitter button on the
remote control 5. Press this This button only functions in DVD video mode. Press this button to
return to the previous menu when in the disc button once to pause the video, press a second
time to menu mode. Press this up or down will toggle through the chapters or tracks. The
replacement batteries for the remote control are two AAA batteries. Operating Instructions â€”
Video Screen Push up on the release button to lower the video screen. Enter Button This button
will enter the selection from the on-screen menu. Brightness Button Changes the brightness of
the screen picture. An indicator light will illuminate on the head- phone earpiece to indicate the
headphones are ON. If you do not hear sound coming from the headphones, check for the
following conditions: 1. Credit card information. Your Vehicle Identification Number. Pressing a
pre-set memory Storing and Selecting Pre-Set Channels In addition to the 10 AM and 10 FM
pre-set stations, you button during a music type scan, will call up the memory may also commit
10 satellite stations to push button channel and stop the search. The left hand rocker switch has
a push button in the center. The function of the left hand switch is different depending on which
mode you are in. A loose tape should be corrected before use. Each Panel Mode of these outlets
can be individually adjusted to direct the flow of air. Moving the air vane knob on the center
outlets down, will close off the air flow from the center outlets. A slight amount of air is also

directed through the side window demister outlets. NOTE: In many temperature lever positions,
the bi- level mode is designed to provide cooler air out of the panel outlets and warmer air from
the floor outlets. A slight amount of air is Air comes from the floor, defrost and side window
directed through the defrost and side window demister demist outlets. This is done to assist in
Defrost Mode drying the air and it will help in keeping the windows from fogging. As the rear
temperature knob is be adjusted as desired by the second seat occupants. Once the desired
temperature is displayed, the system will achieve and maintain that comfort level automatically.
When the system is set up for your comfort level, it is not necessary to change the settings.
Each of rotating the right mode control knob to one of the these outlets can be individually
adjusted to direct the flow following positions. NOTE: In many temperature positions, the
bi-level mode is designed to provide cooler air out of the panel outlets and warmer air from the
floor outlets. Defrost mode must be manually selected to clear the windshield and side glass.
Control System through an intake grille located in the passenger side trim panel behind the
third seat. Refer system lubrication to minimize the possibility of com- to section 7,
Maintenance Procedures, of this manual for pressor damage when the system is started again.
Window Fogging Winter Operation Vehicle windows tend to fog on the inside in mild rainy Press
and hold the button for as long as spray is desired. When this button is pressed and the ignition
Adding Washer Fluid switch is in the ON position, the rear wiper will The fluid reservoir for the
windshield washers and the operate at a fixed interval of about 8 seconds. A light will show that
the defroster is on. The defroster automati- cally turns off after about 10 minutes of operation. If
your vehicle is equipped with Infrared Three-Zone Automatic Temperature Control the rear
defroster sym- bol will show in the display screen when the rear Accidents can be caused by
inadvertently moving the gear selection lever or by pressing the accelerator pedal. Push Never
pour fuel or other flammable liquid into the the accelerator pedal all the way to the floor and
hold it throttle body air inlet opening in an attempt to start there while cranking the engine.
Release the accelerator pedal and the key once the engine is running Do not attempt to push or
tow your vehicle to get it smoothly. This system prevents the key from being removed unless
the shift lever is in PARK. Your dealer has diagnostic equip- Reset Mode - Electronic
Transmission The transmission is monitored electronically for abnor- ment to determine if the
problem could recur. If a condition is detected that could cause If the transmission cannot be
reset, dealer service is damage, the transmission automatically shifts into sec- required. To
release the parking brake, pull out on occur earlier than other gear range selections. If wheel
spin is detected, brake pressure is applied to the slipping wheel s and engine power is reduced
to provide enhanced acceleration and stability. The standard power steering system will give
you good vehicle response and increased ease of maneuverability NOTE: Extended heavy use
of Traction Control may in tight spaces. Acceleration Continued operation with reduced power
steering Rapid acceleration on snow covered, wet, or other slip- assist could pose a safety risk
to yourself and others. This is known as hydroplaning and may cause partial or complete loss
of vehicle control and stopping ability. Tires designed to this standard have spares designed for
temporary emergency use only. If the TIN is not found on however, the date code may only be
on one side. Tire and Loading Information This placard tells you important information about
the Overloading of your tires is dangerous. Use tires of the Improperly inflated tires are
dangerous and can cause accidents. These pressure con- 2. Do not make a visual judgement
Check tire pressures more often if subject to a wide range when determining proper inflation.
Radial tires may look of outdoor temperatures, as tire pressures vary with properly inflated even
when they are under inflated. It is engineered to be used on your style wheel is designed
specifically for the compact spare. The limited use spare tire is for temporary emergency use on
your vehicle. This tire is identified by a limited use The limited use spare tires are for emergency
use spare tire warning label located on the limited use spare only. Fast spinning tires can be
dangerous. Forces gener- ated by excessive wheel speeds may cause tire dam- age or failure. A
tire could explode and injure someone. Protect tires from contact factors including but not
limited to: with oil, grease, and gasoline. Some combinations of unap- may result in false
speedometer and odometer read- proved tires and wheels may change suspension dimen- ings.
Vibration may be a result of tire and wheel out-of- balance. Proper balancing will reduce
vibration and To avoid damage to your vehicle or tires, observe the following precautions: avoid
tire cupping and spotty wear. The flash cycle sequence will repeat and an The Tire Pressure
Monitoring System TPMS has audible chime will sound once every ignition cycle for been
optimized for the original equipment tires and each condition that it detects. This sequence will
repeat for every key cycle until Your vehicle is designed to meet all emis- the original TPMS tire
has been properly repaired or sion regulations and provide excellent fuel replaced and put back
on the vehicle in place of the economy when using high quality regular Oxygen- fuel properties
necessary to deliver enhanced emissions, ates are required in some areas of the country during

the engine performance, and durability for your vehicle. Carbon Monoxide Warnings Using
leaded gasoline can impair engine performance, damage the emission control system. Have any
abnormal conditions repaired promptly. Until repaired, drive with all side windows fully open.
This is an indication that the fuel filler cap is fuel filler cap is loose, improperly installed, or damproperly tightened. The information in this section is for Flexible Fuel ve- hicles only. This
includes driver, passengers, and cargo. The total load must be limited so that you do not
exceed the The label contains the following information: GVWR. This is the cold tire inflation
pressure for your vehicle for all loading conditions up to full GAWR. Because the front wheels
drive and steer the vehicle, it is important that you do not exceed the maximum Curb Weight
front or rear GAWR. Empty Weight 2, lbs 1, lbs kg kg Load Including driver, pas- lbs lbs
Distribute the load over the front and rear axles a trailer. A weight-distributing system works by
applying lever- age through spring load bars. Trailer Tow Prep Package. See your dealer for
package Class I - Light Duty 2, lbs kg content. GTW Gross Max. Tongue Wt. Rating Trailer Wt.
Always connect the chains to the frame or hook retainers of the vehicle hitch. Cross the
Improper towing can lead to an injury accident. It can overload your brake sys- tem and cause it
to fail. The electrical connections are all complete to the vehicle but you must mate the harness
to a trailer connector. Refer to the following illustrations. When the Hazard Warn- the instrument
panel above the radio. In any of the following situations, you can reduce the potential for
overheating by taking the appropriate ac- Driving with a hot cooling system could damage tion.
You may want to call a service center if your Getting under a jacked-up vehicle is dangerous.
Preparations For Jacking Do not attempt to change a tire on the side of the vehicle close to
moving traffic. Also remove the tool pouch behind the rear left side trim panel in the rear cargo
area. Loosen but do not remove the wheel lug nuts by turning them to the left one turn while the
wheel is still on the ground. Getting under a jacked-up vehicle is dangerous. The The winch
mechanism is designed for use with the vehicle could slip off the jack and fall on you. Use of an
air wrench or other could be crushed. There are two jack engagement locations on each side 4.
The jack is to be located, engaging the flange, between the pair of tabs Raising the vehicle
higher than necessary can make closest to the wheel to be changed. Lower the vehicle by
turning the jack screw to the Place the deflated flat tire and compact spare tire left. Rotate the
nut to the left until the winch mechanism stops turning freely, this will allow enough slack in the
cable to allow you to pull the wheel spacer out from under the vehicle. The jack, jack handle are
stowed behind the rear left side trim panel in the rear cargo area. Pull up on the lever to Do not
attempt to change a tire on the side of the release the cover. Loosen but do not remove the
wheel lug nuts by The winch mechanism is designed for use with the turning them to the left
one turn while the wheel is still jack handle only. A loose tire or jack, thrown forward in a
collision or Do not use a hammer or force to install the wheel covers. If a light or 4. Connect one
end of a jumper cable to the positive bright colored dot is visible in the indicator if equipped ,
terminal of the discharged battery. Do not connect the cable to the negative post of the Any
procedure other than above could result in: discharge battery. The resulting electrical spark 1.
Personal injury caused by electrolyte squirting could cause the battery to explode. With Ignition
Key Fast spinning tires can be dangerous. Forces gener- Your vehicle may be towed under the
following condi- ated by excessive wheel speeds may cause tire dam- tions: The gear selector
must be in NEUTRAL, the age or failure. Vehicle damage may occur. Page 3. This is an
indication is functioning and is not on when the engine is running, that the gas cap is properly
tightened. As soon as you turn your key to the ON position, you you may need to do nothing
more than drive your will see your MIL symbol come on as part of a normal vehicle as you
normally would in order for your OBD bulb check. Checking the oil while the vehicle is on level
ground will improve the accuracy of the oil level readings. Check the If ANY of these apply to
you, then change your engine oil following list to see if any apply to you. This engine oil
improves low temperature recommends engine oils that are API certified and meet starting and
vehicle fuel economy. Use a filter of this type for replacement. The quality the engine oil. The air
induction system air cleaner, hoses, etc can Spark Plugs provide a measure of protection in the
case of engine Spark plugs must fire properly to assure engine perfor- backfire. However, it is
im- systems can result in civil penalties being assessed portant to keep the engine properly
tuned to assure against you. You will never have to add water, nor is periodic maintenance
required. Battery fluid is a corrosive acid solution and can It is essential when replacing the
cables on the burn or even blind you. This service should approved by the manufacturer for
your air condi- include cleaning of the condenser fins and a system tioning system. The
steering shaft seal, at the point where the shaft passes through the bulkhead, is lubricated when
it is installed. If Fluid level should be checked on a level surface and the seal becomes noisy
when the steering shaft is turned, with the engine off to prevent injury from moving it should be
lubricated with a multi-purpose grease. It is located in the engine compartment and should be

checked for fluid level at regular intervals. Fill the reservoir with windshield washer solvent not
radiator antifreeze and operate the system for a few seconds to flush out the residual water. The
best protection against carbon monoxide entry into the vehicle body is a properly maintained
engine exhaust Commercially available windshield washer solvents system. They could ignite
and burn you. Care must be exercised when filling or working around Whenever a change is
noticed in the sound of the exhaust the washer solution. Exhaust gases can injure or kill. Your
vehicle has been built with an improved engine coolant that allows extended maintenance
intervals. This Mixing of coolants other than specified HOAT en- coolant can be used up to 5
Years or , miles before gine coolants, may result in engine damage and may replacement. Do
ground. If antifreeze needs to be operation. If replacement is ever necessary, install added,
contents of coolant recovery bottle must also be ONLY the correct type thermostat. Suggested
service intervals can be found in the Mainte- Components should be replaced immediately if
there is nance Schedules. The fluid level in the master cylinder should be checked when
performing underhood services, or immediately if Use of brake fluid that may have a lower initial
the brake system warning light indicates system failure. The automatic transmission and
differential assembly are contained within a single housing. Do not allow petroleum base fluid
to contaminate the brake fluid â€” all brake seal components could All automatic transmissions
are equipped with a conven- be damaged causing partial or complete brake fail- tional filler tube
and dipstick. The fluid level in the automatic transmission should be checked whenever the
vehicle is serviced. Operation with Using a transmission fluid other than the manufac- an
improper fluid level will greatly reduce the life of the turers recommended fluid may cause
deterioration transmission and of the fluid. Dirt and water in the transmission been driven at
least 15 miles 24 km. No regular maintenance is required for these compo- nents. Always wash
your ve- resistance built into your vehicle. Use Mopar Total Clean to chrome plated wheels
should be cleaned regularly with a clean vinyl upholstery mild soap and water to prevent
corrosion. Do not use volatile solvents for cleaning purposes. Many are potentially flammable,
and if used in Glass Surfaces closed areas they may cause respiratory harm. When cleaning the
lenses, care Cleaning The Instrument Panel and Underseat must be taken to avoid scratching
the plastic. After one hour pull the drawer from the water and dip it back into the water about six
times. This will loosen any remaining debris. Rinse the drawer thoroughly un- der warm running
water. Shake the excess water from the drawer and dry the outer surfaces with a clean soft
cloth. This center contains car- 30 Amp Front Wipers tridge fuses and mini fuses. A label that
identifies each Pink component may be printed on the inside of the cover. The power seats are
in the fresh air and high blower setting. Headlights All of the interior bulbs are glass wedge
base or glass 1. Remove the three screws securing the headlight mod- cartridge types.
Aluminum base bulbs are not approved ule. Turn the bulb socket retaining ring or the bulb
assem- NOTE: On some vehicles it may be necessary to slide bly counterclockwise. Do not
touch the new bulb with your fingers. Remove the three screws securing the headlight mod- ule.
Replace bulb, reinstall socket and then reinstall the headlight module. Reach behind the front
fascia from under the vehicle. Raise the liftgate. Twist the front fog light bulb to remove from the
fog light housing. Pull the bulb out of
headlights 2001 dodge ram 1500
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the socket. Replace the bulb and License Light reattach the lens assembly. Remove the two
lens assembly mounting screws. Rotate Tires Inspect the brake linings. Inspect the engine air
cleaner filter, replace if necessary. Inspect the engine air cleaner filter, replace if neces- sary.
Inspection and service should also be performed anytime a malfunction is observed or
suspected. Retain all re- This maintenance is required only for police, taxi, ceipts. Replace the
engine air cleaner filter. Replace the air conditioning filter. We strongly recommend service
advisor know. They know you and your vehicle best, and are most concerned that you get
prompt and high quality service. Page Warranty Information U. Included are Corporation
vehicles. A tire marked C may have poor traction perfor- passenger car tires must meet under
the Federal Motor mance. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

