2007 ford edge repair manual

Quick Links. See also: Quick Reference Manual. Instrument Cluster. Warning lights and chimes.
Entertainment Systems. How to get going. Auxiliary input jack Line in. Satellite radio
information. Family entertainment system. Navigation system. Climate Controls. Manual heating
and air conditioning. Automatic temperature control. Rear window defroster. Turn signal
control. Bulb replacement. Driver Controls. Steering wheel adjustment. Power windows. Speed
control. Message center. Owners Guide postfmt. USA fus. Ford explorer sport trac automobile
owner's manual pages. Ford motor company automobile quick reference guide 2 pages.
Automobile Ford Explorer Owner's Manual pages. Ford may change the contents without notice
and without incurring obligation. Page 4: Introduction â€” Special handling may apply for
service or vehicle end of life disposal. See Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 kilometers of operation,
since these additives may prevent piston ring seating. See Engine oil in the Maintenance and
Specifications chapter for more information on oil usage. Page 6 In order to properly diagnose
and service your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities
may access vehicle diagnostic information through a direct connection to your vehicle when
diagnosing or servicing your vehicle. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Page Instrument Cluster If
the light is blinking, engine misfire is occurring which could damage your catalytic converter.
Drive in a moderate fashion avoid heavy acceleration and deceleration and have your vehicle
serviced immediately by your authorized dealer. Have the vehicle checked by your authorized
dealer. Driving extended distances with the parking brake engaged can cause brake failure and
the risk of personal injury. Page 12 If the light remains ON at start up or while driving, the tire
pressure should be checked. If the indicators flash faster, check for a burned out bulb.
Odometer: Registers the total miles kilometers of the vehicle. Page 16 this represents the trip
mode. Press the control again to select Trip A and Trip B features. To access your saved
stations, press the corresponding memory preset. The memory preset and the station frequency
will appear on the display. Press CD to enter CD mode. If a disc is already loaded into the
system, CD play will begin where it ended last. Page 20 15 seconds, the system will reload the
disc. To auto eject up to 6 discs, press and hold until the system begins ejecting all loaded
discs. If the discs are not removed, the system will reload the discs. Check with your authorized
dealer for availability. Press again to return to the playing media. Radio volume automatically
gets louder with increasing vehicle speed to compensate for road and wind noise. Press again
to stop. Refer to Category Mode under Menu for further information. Page 36 CD units are
designed to play commercially pressed 4. Due to technical incompatibility, certain recordable
and re-recordable compact discs may not function correctly when used in Ford CD players. Do
not use any irregular shaped CDs or discs with a scratch protection film attached. Page Page 39
Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. This message should disappear shortly. If this message does not clear within a short
present. Please review this material to become familiar with the FES features and controls as
well as the very important safety information. To ensure proper disc operation, check the disc
for finger prints and scratches. Clean the disc with a soft cloth, wiping from the center to the
edge. The audio source will be shown on the display. You may change the active channel by
pressing the A or B headphone control button. A display will appear at the bottom of the screen
indicating the brightness level. The brightness display will only appear when the menu is not
displayed. Page 46 DVD system. Reverse : Press and release for the previous chapter or track.
Page 47 When in Dual Play, press to increase or decrease the volume for the wired headphones.
Wireless headphone volume is controlled with the rotary dial on the right ear piece. Page 48
When not in a menu, and in DVD mode, press to adjust the brightness. A display bar will appear
at the bottom of the screen indicating the brightness levels. Remove the screw and unlatch the
battery cover to access the batteries. The remote control unit uses two AAA batteries which are
supplied with the unit. When replacing the batteries, use two new batteries alkaline
recommended and install them with the correct orientation as indicated in the battery housing.
Both Channel A and Channel B can be listened to on the wired headphones not included or on
the infrared IR wireless headphones. The system default is Angle 1. This is disc dependent. The
system default is English. The system default is OFF. We recommend that you avoid running
other software applications on your PC during MP3 encoding to avoid undesirable noise and
distortion. Page 60 DVD only. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD and DVD players.

These will display on the status bar on top of the screen as the screens cycle through at this
rate. Frame by frame 1. With a DVD playing, press pause. Plug in wired headphones not
included here. They cannot access radio sources. If wired headphones or auxiliary systems are
used, children may become entangled in the cords and seriously injure themselves. Page 66 Be
especially careful not to spill liquids of any kind onto the media controls or into the system. If
liquid is accidentally spilled onto the system, immediately turn the system OFF and consult a
qualified service technician. Refer to Rear window defroster later in this chapter for more
information. Page Automatic Temperature Control 4. Passenger heated seat: Press to control
the passenger heated seat. Refer to Heated seats in the Seating and Safety Restraints chapter
for more information. Page 72 5. Direct the outer instrument panel vents towards the side
windows. To increase airflow to the outer instrument panel vents, close the vents located in the
middle of the instrument panel. Page Rear Window Defroster The access door for the filter is
located behind the glove box. For replacement intervals regarding the cabin air filter, see the
scheduled maintenance information. For more information regarding your filter, see your
authorized dealer. Page Lights Note: Some vehicles may be equipped with a headlamps on with
windshield wipers feature. If the windshield wipers are turned on for a fixed period of time the
exterior lamps will turn on with headlamp control in the Autolamp position. Park the vehicle
directly in front of a wall or screen on a level surface, approximately 25 feet 7. Close the hood
and turn off the lamps. The map lamps are activated by pressing the controls on either side of
the lens. Make sure that the headlamp control is in the OFF position. Open the hood. Reach over
the front bolster. Remove the bulb by turning it counterclockwise and then pulling it straight
out. Page 81 5. Carefully pull the bulb out of the socket and push in the new bulb. Install the
bulb socket into the lamp assembly and rotate clockwise. Page 82 7. Carefully install the tail
lamp assembly on the vehicle by securing the lamp assembly with two bolts. Replacing
high-mount brake lamp bulbs 1. Remove the two screws and move the lamp assembly away
from the liftgate. Pull bulb straight out of socket and push in the new bulb. To install, carefully
press the lamp assembly into liftgate. Carefully disconnect the bulb from the harness assembly
via the two snap clips. Install the new bulb in reverse order. Page Steering Wheel Adjustment 3.
While holding the steering wheel in place, pull the lever up to its original position to lock the
steering column. Never adjust the steering wheel when the vehicle is moving. The door will
open to full open position. To prevent the battery from being discharged, do not use the power
point longer than necessary when the engine is not running. Page 90 With accessory delay, the
audio system, power windows and moon roof if equipped operate for up to ten minutes after the
ignition switch is turned from the ON to the OFF position or until either front door is opened.
Move the control in the direction you wish to tilt the mirror. Return to the center position to lock
mirrors in place. Press the ON control and release 2. Accelerate to the desired speed. This will
automatically return the vehicle to the previously set speed. Page 94 1 mph 1. Firmly press and
hold the control again to fully close. Start the engine. The top of the message center must be
blank. This will take up to three circles to complete calibration. The compass is now calibrated.
The sequence of the system check report is as follows: 1. Selectable languages are English,
Spanish and French. Displayed when the Tire Pressure Monitoring System is malfunctioning. If
the warning stays on or continues to come on, have the system inspected by your authorized
dealer. Page Make sure that the mat does not interfere with the operation of the accelerator or
the brake pedal. To remove the floor mat, reverse the installation procedure. Page This will also
prevent passengers and cargo from falling out. If you must drive with the liftgate door open,
keep the vents open so outside air comes into the vehicle. Extra precautions, such as slower
speeds and increased stopping distance, should be taken when driving a heavily loaded
vehicle. Turn the ignition to the 1 LOCK position. The horn will chirp once to confirm the
procedure is complete. Refer to Message center in the Driver Controls chapter. The user should
receive a horn chirp to indicate the system has been disabled or a chirp followed by a honk to
indicate the system has been enabled. The battery saver feature will turn off the interior lamps
10 minutes after the ignition is turned to the 1 LOCK position. Page Note: The seat will not travel
to its final position if the key is not in the ignition and the easy entry feature is enabled.
Activating the memory feature To activate this feature: 1. Position the seat and mirrors to the
desired positions. To replace the battery: 1. Twist a thin coin in the slot of the IKT near the key
ring in order to remove the battery cover. Press the power door unlock control on the door
panel three times. This must be done within five seconds of completing Step 2. All personal
codes are now erased and only the factory set 5â€”digit code will work. Use of these systems
may result in vehicle starting problems and a loss of security protection. If the theft indicator
stays on for an extended period of time or flashes rapidly, have the system serviced by your
authorized dealer. Page Steps 1 through 8. If failure repeats, bring your vehicle to your
authorized dealer to have the new key s programmed. To program additional new

unprogrammed key s , wait twenty seconds and then repeat this procedure from Step 1. The
head restraints can be moved up by pulling up on the head restraint. Always drive and ride with
your seatback upright and the lap belt snug and low across the hips. Move the seat as far back
as possible. Push the head restraint release button and move the head restraint fully down. Tilt
function Move the switch in the direction of the arrows to tilt the seat forward or backward.
Push release button to lower head restraint. The control buttons are located on the left-hand
rear quarter trim panel accessible from the liftgate area. To adjust the second row seatback to
the desired position, while seated, pull the release lever up and push the seatback rearward.
Rotate the armrest rearward until the armrest is in the latched position. The armrest will click
when it is latched into position. Page If you must use a forward-facing child seat in the front
seat, move the seat all the way back. Page Refer to the Warning light section in the Instrument
Cluster chapter. Page Be sure everyone in your vehicle is in a seat and using a safety belt
properly. Page Position the safety belt height adjusters so that the belt rests across the middle
of your shoulder. Failure to adjust the safety belt properly could reduce the effectiveness of the
safety belt and increase the risk of injury in a collision. This assembly can be obtained from an
authorized dealer. Ford Motor Company recommends that all safety belt assemblies in use in
vehicles involved in a collision be replaced. Page If the Belt-Minder warnings have expired
warnings for approximately 5 minutes for one occupant driver or front passenger , the other
occupant can still activate the Belt-Minder feature. Page The following are reasons most often
given for not wearing safety belts All statistics based on U. The Belt-Minder feature will not
activate. We design our safety belts to enhance comfort. If you are uncomfortable Page We
recommend you leave the Belt-Minder system activated for yourself and others who may use
the vehicle. Placing objects on or over the airbag inflation area may cause those objects to be
propelled by the airbag into your face and torso causing serious injury. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Page Do not lean
your head on the door. The side airbag could injure you as it deploys from the side of the
seatback. Unless serviced, the system may not function properly in the event of a collision. To
reduce risk of injury, do not obstruct or place objects in the deployment path of the inflatable
Safety Canopy. Page The Safety Canopy system is designed to activate when the vehicle
sustains lateral deceleration sufficient to cause the side crash sensor to Edge edg Owners
Guide postfmt USA fus system work? Page The SRS uses a readiness light in the instrument
cluster or a tone to indicate the condition of the system. Refer to the Airbag readiness section in
the Instrument Cluster chapter. Routine maintenance of the airbag is not required. Page Child
Restraints Never let a passenger hold a child on his or her lap while the vehicle is moving. The
passenger cannot protect the child from injury in a collision. Always follow the instructions and
warnings that come with any infant or child restraint you might use. Booster seats position a
child so that safety belts fit better. They lift the child up so that the lap belt rests low across the
hips and the knees bend comfortably. They can slide around and increase the likelihood of
injury or death in a collision. Ford Motor Company recommends the use of a child safety seat
having a top tether strap. Page Children 12 and under should be properly restrained in the rear
seat whenever possible. Position the child safety seat in a seat with a combination lap and
shoulder belt. If the retractor is not locked, unbuckle the belt and repeat Steps 2 through 9.
Check to make sure the child seat is properly secured before each use. Locate the correct
anchor behind the gap cover for the selected seating position. Check to see if the anchors hold
the seat in place. If the safety seat is not anchored properly, the risk of a child being injured in a
crash greatly increases. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page TIRES Tires are designed to give many
thousands of miles of service, but they must be maintained in order to get the maximum benefit
from them. Remember that a tire can lose up to half of its air pressure without appearing flat.
You are strongly urged to buy a reliable tire pressure gauge, as automatic service station
gauges may be inaccurate. Ford recommends the use of a digital or dial-type tire pressure
gauge rather than a stick-type tire pressure gauge. Page 7. Check the sidewalls to make sure
there are no gouges, cuts or bulges. TIRE CARE Inspecting your tires Periodically inspect the
tire treads for uneven or excessive wear and remove objects such as stones, nails or glass that
may be wedged in the Edge edg Owners Guide postfmt USA fus Page You should replace your
spare tire when you replace the road tires or after six years due to aging even if it has not been
used. Page such as P-metric versus LT-metric or all-season versus all-terrain as those originally
provided by Ford. Page 4. Use both eye and ear protection. For a mounting pressure more than
20 psi greater than the maximum pressure, a Ford Dealer or other tire service professional
should do the mounting. Always inflate steel carcass tires with a remote air fill with the person
inflating standing at a minimum of 12 ft. Page Tire And Wheel Alignment Unless otherwise

specified, rotate the tires approximately every 5, miles 8, km. Page These speed ratings may
need to be adjusted for the difference in conditions. These ratings are listed in the following
chart. The tire suppliers may have additional markings, notes or warnings such as standard
load, radial tubeless, etc. Maximum Load Single lb. Refer to the payload description and graphic
in the Vehicle loading â€” with and without a trailer section. Failure to properly maintain your
tire pressure could increase the risk of tire failure, loss of control, vehicle rollover and personal
injury. Check your tire pressure to ensure tires are properly inflated; refer to Inflating your tires
in this chapter. Page If the low tire pressure warning light is ON, visually check each tire to
verify that no tire is flat. If one or more tires are flat, repair as necessary. Check air pressure in
the road tires. It does not include passengers, cargo, or optional equipment. Page Overloading
or improperly loading your vehicle can contribute to loss of vehicle control and vehicle rollover.
GAW Gross Axle Weight â€” is the total weight placed on each axle front and rear â€” including
vehicle curb weight and all payload. You will need to reduce the load weight by at least lb. If you
remove lb. For load specification terms found on the label, refer to Vehicle loading in this
chapter. Remember to figure in the tongue load of your loaded vehicle when figuring the total
weight. See your authorized dealer or a reliable trailer dealer if you require assistance. Page
Your lamp outage feature may also be disabled or provide incorrect information. See your
authorized dealer or trailer rental agency for proper instructions and equipment for hooking up
trailer lamps. When turning, make wider turns so the trailer wheels will clear curbs and other
obstacles. The emission system heats up the engine compartment and exhaust system, which
can start a fire. Make sure the headlamps and electrical accessories are off. Excessive cranking
could damage the starter. If your BRAKE warning lamp illuminates with the parking brake
released, have your brake system serviced immediately by an authorized dealer. AdvanceTrac
with RSC will attempt to correct the vehicle motion by applying brake force at individual tires
and, if necessary, by reducing engine power. See your authorized dealer as soon as possible.
Page The system is designed to provide a warning to assist the driver in detecting large
stationary objects to avoid damaging the vehicle. The system may not detect smaller objects,
particularly those close to the ground. The tires may fail and injure a passenger or bystander.
Avoid excessive speed because vehicle momentum can work against you and cause the vehicle
to become stuck to the point that assistance may Edge edg Owners Guide postfmt USA fus
Page Ford Motor Company joins the U. Page Do not become overconfident as to road
conditions. Ford Motor Company recommends that caution be used with any vehicle equipped
with a high load or device such as ladder or luggage racks. Page Roadside Emergencies Ford
and Mercury vehicles, and six years or 70, miles , km on Lincoln vehicles. Page Hazard Flasher
Switch 1â€”â€”â€”; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call 1â€”â€”â€”; Using a fuse with a higher
amperage rating can cause severe wire damage and could start a fire. Page Roadside
Emergencies The fuses are coded as follows. If the battery has been disconnected and
reconnected, refer to the Battery section of the Maintenance and Specifications chapter. Page
Changing Tires Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Page Stopping and securing the vehicle 1. Park on a level surface, activate
hazard flashers and set the parking brake. If the vehicle slips off the jack, you or someone else
could be seriously injured. Page 2. Remove wheel cover if equipped with the lug wrench tip and
loosen each wheel lug nut one-half turn counterclockwise but do not remove them until the
wheel is raised off the ground. Remove the jack and fully tighten the lug nuts in the order
shown. Refer to Wheel lug nut torque specifications later in this chapter for the proper lug nut
torque specification. Use only Ford recommended replacement fasteners. When a wheel is
installed, always remove any corrosion, dirt or foreign materials present on the mounting
surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that contacts
the wheel. Page Jump Starting Ensure that vent caps are tight and level. Turn the heater fan on
in both vehicles to protect from any electrical surges. Turn all other accessories off. Start the
engine of the booster vehicle and run the engine at moderately increased speed. Start the
engine of the disabled vehicle. Page 1. Remove the jumper cable from the ground metal surface.
Note: In the illustrations, lightning bolts are used to designate the assisting boosting battery.
After the disabled vehicle has been started and the jumper cables removed, allow it to idle for
several minutes so the engine computer can relearn its idle conditions. Do not tow with a
slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. On FWD
vehicles, if your vehicle is to be towed from the front, ensure proper wheel lift equipment is
used to raise the front wheels off the ground. Ford Motor Company produces a towing manual
for all authorized tow truck operators. Have your tow truck operator refer to this manual for

proper hook-up and towing procedures for your vehicle. Away from home If you own a Ford or
Mercury vehicle and are away from home when your vehicle needs service, or if you need more
help than the authorized dealer could provide, after following the steps described above,
contact the Ford Customer Relationship Center to find an authorized dealer to help you. Page If
you own a Lincoln vehicle and are away from home when your vehicle needs service, or if you
need more help than the authorized dealer could provide, after following the steps described
above, contact the Ford Customer Relationship Center to find an authorized dealer to help you.
Page Customer Assistance In some states in the U. Ford is also allowed a final repair attempt in
some states. Page You are not bound by the decision but may choose to accept it. If the
arbitrator has decided in Page Customer Assistance If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your authorized dealer for complete details
about Ford Extended Service Plan coverage options, or visit the Ford ESP website at Page
Reporting Safety Defects U. Remove the soaked cloth, and if it is not soiled badly, use this cloth
to clean the area by using a rubbing motion for 60 seconds. Following this, wipe area dry with a
clean white cotton cloth. Keep body and door drain holes free from packed dirt. These quality
products have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and appearance of your vehicle. Page Maintenance And
Specifications 2. Block the wheels. Go to the front of the vehicle and release the auxiliary latch
that is located under the front center of the hood. Lift the hood and support it with the prop rod.
Brake fluid reservoir 4. Battery 5. Power distribution box 6. Air filter assembly 7. Transmission
fluid dipstick 8. Engine oil dipstick 9. Engine oil filler cap Attach the new wiper to the wiper arm
and press it into place until a click is heard. Replace wiper blades at least once per year for
optimum performance. Make sure the vehicle is on level ground. Turn the engine off and wait a
few minutes for the oil to drain into the oil pan. Fully install the engine oil filler cap by turning
the filler cap clockwise until it stops. Ford production and aftermarket Motorcraft oil filters are
designed for added engine protection and long life. If a replacement oil filter is used that does
not meet Ford material and design specifications, start-up engine noises or knock may be
experienced. Page Battery Lift the battery with a battery carrier or with your hands on opposite
corners. Mixing Motorcraft Specialty Orange Engine If you removed the radiator cap in an
overflow system, fill the radiator until the coolant is visible and radiator is almost full. Page
When this occurs the vehicle will still operate. The pressure in an overfilled tank may cause
leakage and lead to fuel spray and fire. Repeated or prolonged skin contact with fuel liquid or
vapor causes skin irritation. The fuel system may be under pressure. If the fuel filler cap is
venting vapor or if you hear a hissing sound, wait until it stops before completely removing the
fuel filler cap. Page Do not be concerned if your engine sometimes knocks lightly. However, if it
knocks heavily under most driving conditions while you are using fuel with the recommended
octane rating, see your authorized dealer to prevent any engine damage. Running out of fuel
Avoid running out of fuel because this situation may have an adverse effect on powertrain
components. Your results will be most accurate if your filling method is consistent. Contact
your authorized dealer if the window sticker is not supplied with your vehicle. No additional
vehicle service is required. The normal operating temperature can be reached after
approximately 20 miles 30 km of driving. When changing the air filter element, use only the
Motorcraft air filter element listed. Refer to Motorcraft part numbers in this chapter. The
customer warranty may be void for any damage to the engine if the correct air filter element is
not used. Replace the PCV valve with one that meets Ford material and design specifications for
your vehicle, such as a Motorcraft or equivalent replacement part. The customer warranty may
be void for any damage to the emissions system if such a PCV valve is not used. Short drivebelt
is on first pulley groove closest to engine. Long drivebelt is on second pulley groove farthest
from engine. Page Vehicle identification number VIN The vehicle identification number is
located on the driver side instrument panel. The following table tells you which transmission or
transaxle each code represents. These quality accessories have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
aerodynamic appearance of your vehicle. Page Index Page Getting assistance outside the U.
Page ABS Page Belt-Minder Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. This
repair manual contains information about repair, service, maintenance and installation jobs. It
serves customers just like an instructor and gives guideline for all major and minor vehicle
related topics. Description of every part is given through diagrams and images. Moreover,
wiring schematics are designed to troubleshoot and fix errors in vehicle in simple way. This
video is for Land Rover, but all the repair manuals have identical functions. This Ford Edge
service manual will help customers to diagnose errors, repair vehicle and install new parts to

have trouble free drive. If you have planned to visit far off places with family, it is important to
check your vehicle before the time of departure. In case, some problem occurs on the way,
presence of pdf files in Smartphone will give an immediate support. Do not waste your time by
searching car mechanics workshop. Take out tools box
e33 bmw
obd0 to obd1 conversion harness wiring diagram
suzuki grand vitara service manual pdf
and open relevant topic to get support. Wiring schematics will never let you depressed when
you open bolt. To get confidence and know-how of engine and other parts, start from
uncomplicated jobs like repairing of punctured tires, change of spark plug, change of engine oil
and wipers installation. It is not essential to purchase repair manual only for installation or
repair job. There are many schedule tasks and maintenance jobs which improve vehicle
performance. Just keep an eye on water level in radiator, engine oil and air pressure in tires to
get rid of uncertain issues. Ford Edge service manual download is simple process. Just visit
our website, select relevant guidebook and fill an online form to confirm payment. Save
thousands of files in your system and enjoy tension free life. Engine Discussed in Ford Edge
repair manual V6 cylinder 3. Read more and download Ford Edge repair manual , and ! Tagged: ,
, , car mechanics , download , Ford Edge , pdf , repair manual , service manual.

