2008 chevy malibu headlights replacement

Lake Ford helped make these videos. The video above shows you to replace the headlight in
your Chevrolet Malibu. Changing both headlight bulbs on your Malibu at the same time will
allow both bulbs to have the same intensity and prevent the new headlight bulb from appearing
brighter than the bulb on the opposite side. In some Chevrolets, the highbeam is the same bulb
as the headlight and it is possible for the highbeam to work, but the headlight be burnt out even
if they are the same bulb and vise versa. Some Chevrolets have high intensity discharge
headlights, sometimes referred to as xenon lights. These bulbs have a very high voltage that
runs through them, even if the battery is disconnected. If your Malibu has this type of bulb, we
do not recommend that you attempt to change it yourself. When you change the headlight on
your Malibu, it is important to not touch the glass part of the bulb with your fingers because the
oil from your fingertips will cause that part of the bulb to burn hotter, which significantly
shortens the life of the bulb. Hans Angermeier has produced over , videos showing drivers how
to fix things on their cars. He has broad expertise on basic repair procedures covering the
majority of cars on the road. Odd electrical problems that come out of nowhere can often signify
a blown engine fuse - check and change yours here! If your transmission is running low on
fluid, be sure to add some - find out how to do this here! If your brake fluid is a little low, learn
how to add some here. Ignoring a low level leads to big problems. Car companies often use the
same engines in different cars. They also slightly alter the styling and sell the same car by two
different names amongst other tricks to help offset development costs. Our system selects the
most applicable video for your car based, in part, on these characteristics. The video displayed
may not look exactly like your car, but may be relevant enough for you to get a good idea how
to do it. Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Check
for a blown engine fuse. How to add transmission fluid. Proper jumpstart procedure. Learning
how to jump your car before you need to is an excellent idea. Add brake fluid. See all videos for
the Chevrolet Malibu. We have a massive and growing video library, but we don't have
everything I've replaced headlight bulbs on many vehicles and the Malibu is by far the most
time consuming one. But it's not a difficult procedure if you follow the steps below. The tools
needed to complete this procedure include a 7mm socket, a 10 mm socket, a ratcheting wrench,
a flat head screwdriver and a pair of needle nose pliers. Nine of the bolts are the exactly the
same but there are two 10mm bolts with larger heads on either side of the hood latch
mechanism near the front of the vehicle. Pry Out Center of Rivet Pull Out Center of Pop Rivet
Pull Out Plastic Fastener To remove the four black plastic pop rivets near the front edge of the
radiator cover, pry out the center piece first with a flathead screwdriver and then pry out the
outer piece from the cover. You should have 2 large head 10mm bolts, 9 regular head 10mm
bolts, and four black plastic pop rivets with their center pieces. Carefully lift off the radiator
cover and set it aside in a safe place. Turn Wheels To Left Remove 7mm Screws To make more
room to work in the wheel well liner area, turn the steering wheel all the way to the opposite side
of your burnt out headlight bulb. Some people may choose to remove the wheel entirely for
easier access to the wheel well liner. If you plan on replacing both headlight bulbs at the same
time, it may be easier to just remove both front wheels and secure the vehicle with two jack
stands. Move to the front of the vehicle and lay down beneath the front bumper. Locate the
black 7mm screws along the black plastic underbody cover and remove them with a socket or
wrench. There is also 1 black plastic rivet that needs to be removed per side of the underbody
cover. If you are only replacing bulbs in one headlight assembly, you'll only need to remove
7mm screws and 1 pop rivet. Be sure to keep all of the bolts, screws and rivets organized for
easy re-assembly later. Front Bumper Cover Bracket Two 10mm Bolts Remove 1st 10mm Bolt
There is one 10mm bolt closer to the wheel well and another a few inches in towards the front of
the vehicle. The closest 10mm bolt needs to be removed entirely. The 2nd inner bolt only needs
to be loosened a bit. Outer Bolt Removed Liner Propped Open Loosen Inner 10mm Bolt To make
it easier to remove the first bolt and loosen the inner bolt, prop open the wheel well liner with
some rags, a rubber mallet or some other soft item that won't damage the body work. Pull Off
Side of Bumper Inner 10mm Bolt Still In Place Pulling Off Bumper Cover Once the bolt closest to
the wheel well has been removed and the inner bolt has been loosened a few turns, you can
gently pull the bumper cover away from the side of the vehicle. If the side of the bumper doesn't
pull away with moderate force, you may need to loosen the inner 10mm bolt a few more turns.
Try to avoid removing it entirely, since it may be difficult to re-insert. There is one black bolt on
the side of the vehicle, one black bolt at the front of the headlight, and two silver bolts that hold
a black plastic bracket in place just above the headlight lens. Pull off the black plastic bracket
above the headlight. Now the headlight assembly can finally be pulled away from the front of the
vehicle. Turn the headlight assembly upside down and gently rest it on the bumper. To help
avoid scratching the plastic headlight lens or the painted surfaces of the vehicle, place a rag in

between the headlight and the bumper. Grasp the base of the bulb with your thumb and
forefinger. Pull the bulb straight out of the headlight housing. If you do touch the bulb or it gets
dirty, wipe it clean with a paper towel moistened with rubbing alcohol before installing it. Pull
the side marker bulb straight out of the socket and push in a new bulb. If you would like to have
brighter side marker lights, install some compatible replacement LED bulbs. Gently pull the wire
loom away from the rear of the headlight to make some slack. It would be a good idea to test the
new light bulb s now before re-assembling the bumper. Turn the headlight back over and line up
the plastic spikes on the rear with the holes in the car's metal body work. Insert the black 10mm
bolt on the side of the headlight and tighten it with the socket and ratcheting wrench. Re-attach
the black plastic bracket in place over the top edge of the headlight. Insert and tighten the two
silver 10mm bolts. Lower the top part of the bumper over the black plastic bracket until the
bumper is flush with the quarter panel. Pull aside the wheel well liner and insert the 10mm bolt
back into the closest hole. Tighten the closest 10mm bolt and also the other one located a few
inches forward of the wheel well. Further 10mm Bolt Tighten Both 10mm Bolts Wheel Well Liner
Line up the black plastic wheel well liner with the holes in the bumper cover and re-insert the
Xmas tree fasteners. Tighten the 7mm screws and re-insert the black plastic pop rivet fastener.
Replace the 9 standard 10mm bolts, the 2 large head 10mm bolts front center near hood latch ,
and the 4 black pop rivets front edge. Be sure to record the bulb change in your vehicle's
service records. If you found this guide to be helpful, please consider making a small donation
by clicking on the PayPal. Thank you! Note: I am not a registered charity. Donations are not tax
deductible. Replacing the headlight bulbs in a 7th generation Chevy Malibu does require at least
partially removing the front bumper in order to unbolt the headlight assembly and access the
bulbs. Black Plastic Radiator Cover. Remove 10mm Bolts. Different Bolts At Center. Two Types
of Bolts. The first step is to remove the eleven 10mm bolts and four black plastic pop rivets that
hold the radiator cover in place. Pry Out Center of Rivet. Pull Out Center of Pop Rivet. Pull Out
Plastic Fastener. To remove the four black plastic pop rivets near the front edge of the radiator
cover, pry out the center piece first with a flathead screwdriver and then pry out the outer piece
from the cover. Remove Radiator Cover. Front Wheel. Once you are done removing all of the
bolts and pop rivets, set them aside in a safe place such as a small parts case or in a
Tupperware container. Turn Wheels To Left. Remove 7mm Screws. To make more room to work
in the wheel well liner area, turn the steering wheel all the way to the opposite side of your burnt
out headlight bulb. Pry Out Xmas Tree Fastener. Wheel Well Liner. Next move to the wheel well
liner and locate the black plastic pop rivets or "Christmas Tree" fasteners that hold it in place.
Pry Out Christmas Tree Rivets. Pull With Needle Nose Pliers. There are three plastic rivets along
the edge of the wheel well liner and one a few inches in towards the engine bay. Four Wheel
Well Clips Removed. Pull Back Wheel Well Liner. Once all four wheel well fasteners have been
removed, you can peel back the liner in order to access the last two 10mm bolts that hold the
bumper cover in place. Front Bumper Cover Bracket. Two 10mm Bolts. Remove 1st 10mm Bolt.
There is one 10mm bolt closer to the wheel well and another a few inches in towards the front of
the vehicle. Outer Bolt Removed. Liner Propped Open. Loosen Inner 10mm Bolt. To make it
easier to remove the first bolt and loosen the inner bolt, prop open the wheel well liner with
some rags, a rubber mallet or some other soft item that won't damage the body work. Pull Off
Side of Bumper. Inner 10mm Bolt Still In Place. Pulling Off Bumper Cover. Once the bolt closest
to the wheel well has been removed and the inner bolt has been loosened a few turns, you can
gently pull the bumper cover away from the side of the vehicle. Pull Off Top of Bumper.
Headlight Bolts Accessible. Side 10mm Bolt. Move to the front of the car and gently pull the
bumper cover away from the headlight assembly. Remove Front Lower Bolt. Two Silver Bolts Bracket. The headlight assembly is held in place by four 10 mm bolts. Pull Off Black Plastic
Bracket. Pull Headlight Housing Off. Set the four 10mm headlight bolts aside in a safe place,
preferably with a Post-It note to help you remember where they go during re-assembly. Turn
Headlight Upside Down. High Beam Bulb. The High Beam bulb is located near the center line of
the vehicle and has a light blue plastic label. Pull Out High Beam Bulb. Pry Off Power
Connector. Use a small flathead screwdriver to gently pry off the high beam bulb's power
connector. Philips H9 Bulb 12V 65W. Insert New H9 Bulb. Avoid touching the glass part of the
new halogen bulb. Low Beam Light Bulb. Pull Out Old Low Beam. The Low Beam headlight bulb
is located closer to the outside edge of the vehicle and has a bright green plastic label. Pry Off
Power Plug. Use a small flathead screwdriver to gently pry off the low beam's power connector
clips and separate the bulb. Insert New H11 Bulb. Sidemarker Bulb Socket. Pull Out Side Marker
Bulb. The Side Marker light bulb is located at the outer edge of the headlight assembly. Turn
Signal Bulb Socket. Pull Off Wire Loom. The turn signal light bulb socket is located at the inner
edge of the headlight assembly. Pull the old turn signal light bulb straight out of the socket.
Alternate Bulb NAK. Re-attach Wire Loom. Line Up Plastic Spikes. Re-attach the wire loom to

the rear of the headlight housing. Insert Peg Into Hole. Headlight Assembly Replaced. Tighten
10mm Side Bolt. Push the headlight back into place until the plastic spikes are fully seated.
Insert Black Front Bolt. Re-Attach Black Bracket. Black Bracket In Place. Insert the 2nd black
10mm bolt into the front of the headlight housing and tighten it. Insert 2 Silver 10mm Bolts. Line
Up Front Bumper. Lower Bumper Over Bracket. Line up the front of the bumper and gently push
it towards the vehicle. Top Of Bumper In Place. Insert Bumper Side Over Bracket. Side of
Bumper Installed. Next insert the side of the bumper over the black plastic bracket by the wheel
well. Test New Headlight Bulbs. Insert Closer 10mm Bolt. If you haven't already, test the new
headlight bulb s before continuing the re-assembly process. Further 10mm Bolt. Tighten Both
10mm Bolts. Line up the black plastic wheel well liner with the holes in the bumper cover and
re-insert the Xmas tree fasteners. Insert Plastic Pop Rivets. Bottom Of Bumper. Push all four
black plastic pop rivets firmly into the wheel well until they are flush with the liner. Insert Xmas
Tree Fastener. Insert 7mm Screws. Tighten 7mm Screws. Move to the underbody cover located
below the bumper and insert the 7mm screws. Replace Plastic Radiator Cover. Place the black
plastic radiator cover back over the top of the engine bay. Insert Center of Rivet. To re-install
the black plastic pop rivets, first insert the larger outer piece and then push in the smaller piece
into the center. Tighten 11 10mm Bolts. Re-Assembly Complete. Test Low, High Beam, Signal.
Tighten all 11 of the 10mm bolts and close the hood of the car to complete the job. Paul's Travel
Pictures is a participant in the Amazon Services LLC Associates Program, an affiliate
advertising program designed to provide a means for sites to earn advertising fees by
advertising and linking to Amazon. Orders ship same day when ordered by 2pm ET. Need your
part faster? Choose expedited shipping at checkout. Providing you the highest quality, direct fit
replacement auto parts enforced to the strictest product standards. Exceeding customers'
expectations every day, our team of passionate auto enthusiasts are here to help. Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. This part will only fit a Chevrolet Malibu with these options. If your vehicle isn't
listed, close the window to return to search. Clear vehicle X. Year Make Model. Search by
Vehicle. Select your vehicle. Year Make Model Search. What year is your Year. Free Same Day
Shipping. View: 11 5 Filter by Vehicle. Year Part Type. Headlight Set. Lighting Kit. DIY Solutions.
Eagle Eyes. Side Location. Driver Side. Passenger Side. Set Quantity. Filter Results. Guaranteed
to Fit Chevrolet Malibu. Part : 1ALHP Add to Cart. Part : 1ALHL Part : 1ALHT Chevrolet is a
registered trademark of General Motors Company. See all trademarks. Guaranteed To Fit
Providing you the highest quality, direct fit replacement auto parts enforced to the strictest
product standards. USA Customer Support Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Instructional Video Library Thousands of
how-to auto repair videos specific to year, make and model guide you step-by-step through
your repair. Terms of Use Privacy Policy. Narrow Your Results: Select your year, make, model to
find parts that fit Before proceeding, select your Vehicle, to verify this Part will fit. Our mobile
mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified mobile
mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. Headlight
bulbs are encased in a carefully designed housing that illuminates the roadways and makes
your car visible to other drivers and pedestrians. There are many types of headlight bulbs in use
today including sealed beams, halogen plug-in bulbs, LED light emitting diode , and HID high
intensity discharge bulbs. All headlamps rely on reflectors in the lamp housing to focus the
headlight bulbs. This allows the most useful pattern of light to be cast onto the roadway.
Halogen bulbs have a gas that allows for additional light. HID bulbs use two electrodes within
the bulb that charge the gas to produce the light. LED bulbs operate at a lower temperature and
the light shown on the road tends to be lower than HID bulbs. All headlights are designed to
provide a well lit driving path when natural sunlight is not enough. Headlights must always be
fully functional after dusk to drive safely. Should your car have a failed headlight and is driven
only when there is adequate daylight, you can put off the repair until it is convenient. Working
headlights are required by law in throughout the U. Chevrolet Malibu Headlight Bulb
Replacement at your home or office. Estimate price near me. Service Location. YourMechanic
Benefits Online Booking. Mechanic comes to you. Free 50 point safety inspection. See
availability. Headlight Bulb Replacement Service What are headlight bulbs and how do they
work? When to replace headlight bulbs? Bulb is blown out. All of the various headlight bulb
types are replaced if the bulb itself has failed. This is the most common scenario. Bulb has
dimmed. Some bulb types, particularly halogen bulbs, will produce significantly less light
output as the bulb filament ages from use. LED and HID lighting do not dim with age and thus
are generally only serviced if the light source has failed. Headlight circuit fails. Note that in
some cases, the bulbs are not the underlying issue that leads to the need for replacements.
Instead wiring to the bulb, terminal connections, bulb sockets, and system components could

be the underlying problem. How do mechanics replace headlight bulbs? Halogen bulbs and
sealed beams, which are generally modular plug in components, are accessible once the hood
is raised. Removal procedures for sophisticated HID and LED systems vary by car model and
mechanics follow the repair procedures in the factory service manual for your model. For all
bulb types, wiring and bulb sockets must be carefully inspected when replacing bulbs to ensure
that the electrical connections are complete and secure. Finally, the installed newly bulbs are
turned on to ensure normal operation. Is it safe to drive with a headlight problem? When
replacing headlights keep in mind: If a bulb does not have a visible filament that can inspected
and tested, a mechanic might first test to see if there is power to the bulb. Halogen lamps and
sealed beams should be re
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placed in pairs so that illumination levels are equal on both sides of the car. Plastic lenses on
many headlights degrade over time. The condition of bulb sockets, the ground connection,
fuses, and all components of the headlight circuit are important to proper and reliable
functioning of the headlights and a mechanic should consider those aspects. Yourmechanic
was featured in. Popular Chevrolet Jobs. Auto service in Your City. Meet some of our expert
Chevrolet mechanics Real customer reviews from Chevrolet owners like you. Excellent Rating.
Rating Summary. Dameron 14 years of experience. Request Dameron. First time using this app
and company great service. Bryant 8 years of experience. Request Bryant. David 16 years of
experience. Request David. Outstanding service very respectful and caring excellent work thank
you. Nathaniel 7 years of experience. Request Nathaniel. Nathaniel was courteous,
knowledgeable and informative when it came to fixing my headlight. How can we help? Read
FAQ.

