2009 nissan altima belt diagram

The serpentine belt is important on all vehicles. It drives multiple accessories and "snakes"
around under the hood. For the 2. For the standard 2. Find the auto-adjusting belt tensioner.
You can use your owner's documentation or a belt routing diagram under the hood--if
provided--to find out where the tensioner pulley is located. Rotate the belt tensioner bolt with
your wrench or belt tool to release tension on the belt. Bolt size may vary on different models.
Use your own memory or refer to the routing belt diagram again to install the new serpentine
belt, fitting it around all of the pulleys. Make sure the belt is seated correctly on all the pulley
and that the ribs fit into the pulley grooves. Rotate the tensioner again to allow the belt to be
installed on all pulleys, then release it to regain tension. This article was written by a
professional writer, copy edited and fact checked through a multi-point auditing system, in
efforts to ensure our readers only receive the best information. To submit your questions or
ideas, or to simply learn more, see our about us page: link below. Step 1 Find the auto-adjusting
belt tensioner. Step 2 Rotate the belt tensioner bolt with your wrench or belt tool to release
tension on the belt. Step 3 Remove the old serpentine belt. Step 4 Use your own memory or
refer to the routing belt diagram again to install the new serpentine belt, fitting it around all of
the pulleys. Tips Nissan recommends a belt check every 7, miles or every 6 months to see if
belts need to be replaced due to wear. Wrench set or serpentine belt tool Ribbed serpentine
belt. The process described related to the standard 2. For other engines, it may be necessary to
work with a system of bolts to loosen the tensioner and replace the belt. This guide relates to a
limited number of model years from to Take a look at the owner's documentation for other
model years to make sure the methods, tools, and belt type are specific to your Nissan Altima
model year. The Nissan Altima uses three separate serpentine belts for the major components
along the motor. This is useful in case a weak belt breaks. You will still have use of the other
components until you can get to a place to replace the broken belt. There are three layers of
belts to replace. You will have the air conditioner compressor belt, the alternator and water
pump belt and the power steering belt. All these belts work off the constant motion of the
crankshaft and supplies power to all the components along the belts paths. Open the hood to
access the engine compartment. Locate the idler pulley on the top right-hand side of the belt
path. Loosen the bolt behind the idler pulley with a socket wrench. The belt will lose it's tension.
Slide belt off the power steering pump, crankshaft and idler pulley. Pull the belt out from the
engine compartment. Locate the idler pulley underneath the air conditioner compressor. You
will need to crawl under the vehicle to locate this pulley. Loosen the bolt behind the the idler
pulley with a socket wrench. The tension will loosen as you turn the bolt counter-clockwise. Pull
the belt off the pulleys once the tension has been relieved. Locate the tensioner bolt above the
alternator. You can access this from under the hood. Loosen with a socket wrench. Remove the
belt once the tension has been relieved. Place first belt around the alternator, water pump and
crankshaft pulleys. Tighten the tensioner bolt until the belt is tight along the pulley. There
should be no slack on the belt when you pull it with your hands. Place second belt along the air
conditioner compressor, idler pulley and crankshaft pulley. Tighten the tensioner bolt with a
socket wrench. Tighten until there is no slack in the belt. Place third belt along the power
steering pump, idler pulley and crankshaft. Tighten the tensioner bolt until all the slack is
removed from the belt. Start the car to observe the belts. Watch for any loose belts and to
ensure all the components are working adequately. Gregory Crews has been in the film industry
for three years and has appeared in more than 38 major motion pictures and 16 television
shows. He also writes detailed automotive tutorials. His expertise in the automotive industry
has given him the skills to write detailed technical instructional articles. Step 1 Open the hood
to access the engine compartment. Step 2 Loosen the bolt behind the idler pulley with a socket
wrench. Step 3 Slide belt off the power steering pump, crankshaft and idler pulley. Step 4 Locate
the idler pulley underneath the air conditioner compressor. Step 5 Loosen the bolt behind the
the idler pulley with a socket wrench. Step 6 Locate the tensioner bolt above the alternator.
Discard of all three belts once they have been removed. Step 1 Place first belt around the
alternator, water pump and crankshaft pulleys. Step 2 Place second belt along the air
conditioner compressor, idler pulley and crankshaft pulley. Step 3 Place third belt along the
power steering pump, idler pulley and crankshaft. References 2carpros. The crankshaft has
separate grooves for each of the three belts. Socket wrench Socket set 3 Serpentine belts. Use
extreme caution when working around the motor. Ensure the car is turned off and the keys are
out of the ignition. Order your parts online or pick them up in store at your local advance auto
parts. Check prices reviews on aftermarket stock parts for your altima serpentine belt. Since
this belt is so. How to change the serpentine belt on a nissan altima I need a belt diagram for the
serpentine belt on a nissan altima 4 cyliner the diagram on a nissan altima will be located on the
left rear side of the hood. Compare nissan altima serpentine belt brands. For the 25l nissan
altima the type of serpentine belt system depends on the engine type. The average cost for a

nissan altima serpentine belt replacement is between 95 and Purchase from us and save a lot.
Nissan altima serpentinedrive belt replacement costs between and on average. This model has
a power steering pump. The serpentine belt on this altima 25l broke so i printed off a belt
routing diagram and grabbed a 14mm wrench. Labor costs are estimated between 61 and 78
while parts are priced at Took about 20 minutes or so. What could be better than a high quality
nissan altima serpentine belt offered with an amazing low price guarantee. The parts and labor
required for this service are. The third generation nissan altima model years uses a single
serpentine belt to power the alternator power steering pump water pump crankshaft and air
conditioning. Jason ely views. The belt tension is automatically adjusted by a pulley tensioner
located near the center of the other components. For the standard 25l there is one true
serpentine belt a ribbed belt driving the various. I made my first how to video on change the
serpentine belt on a altima 25 base. It drives multiple accessories and snakes around under the
hood. Repair Guides. Nissan Altima Serpentine Belt Replacement Nissan Ja10b Serpentine Belt.
Serpentine Belt Diagram Nissain Altima. Solved Belt Diagram Fixya. Serpentine Belt. Nissan
Ed80a. Adjusting Nissan Sentra Serpentine Belts. Serpentine Belt Replacement Maxima Forums.
Nissan Altima Parts Partsgeekcom. Nissan Ja10b. Mitsuboshi Accessory Drive Belt. Nissan
Altima. Designed by Templateism. Perfect Nissan. By ekokurniawan on June 08, Newer Post
Older Post. Popular Posts. Search This Blog. Follow by Email. Use the Nissan Altima car radio
wiring diagram below to complete your car stereo installation. Our car wiring diagram tells you
what every wire in your car stereo wiring harness does. One of the most time consuming tasks
with installing an after market car stereo, car radio, satellite radio, xm radio, car speakers,
tweeters, car subwoofer, crossovers, audio equalizer, car amplifier, mobile amp, car amplifier,
mp3 player, ipod or any car audio electronics is identifying the correct color car audio wires for
your Nissan Altima headlight bulb size you need for your low beam or high beam and save time.
Also, find your other car light bulb sizes including your fog light, reverse light, turn signal,
brake light and more. The Modified Life staff has taken all its Nissan Altima car radio wiring
diagrams, Nissan Altima car audio wiring diagrams, Nissan Altima car stereo wiring diagrams,
Nissan Altima car radio wiring schematics, Nissan Altima car wiring diagrams and cataloged
them online for use by our visitors for free. Our automotive wiring diagrams allow you to enjoy
your new mobile electronics rather than spend countless hours trying to figure out which wires
goes to which Nissan Altima part or component. Use of the Nissan Altima wiring information is
at your own risk. Always verify all wires, wire colors and diagrams before applying any
information found here to your Nissan Altima. If you would like to help the Modified Life
community by adding any missing information or adding a new car audio wire diagram to our
resource, please feel free to post it at the bottom of this page. Simply ground your wire to the
chassis look below. Find some bare metal on your vehicle somewhere near your factory radio
harness. Make sure this bare metal touches the chassis frame of the vehicle. Connect a ring
terminal to the black wire coming off your aftermarket radio harness. Use a self tapping screw
to attach the black wire with ring terminal to the bare metal. Your email address will not be
published. Skip to content. Adding More Information If you would like to help the Modified Life
community by adding any missing information or adding a new car audio wire diagram to our
resource, please feel free to post it at the bottom of this page. Leave a Comment Cancel Reply
Your email address will not be published. Follow Us. Copyright by ModifiedLife. More than
service repair and owners manual for Nissan Altima free download! Nissan Altima is a middle
class car that has been in production since In the model lineup of Nissan, Altima takes place
between the Sentra and Maxima. The first version in the body of the U13 was an adaptation of
the Nissan Bluebird for the North American market. The third and fourth Altima is a car close to
the Nissan Teana, and the fifth generation is completely Teana with a different name. Altima
engines to match the size: until , when the car was in a golf class, the popular 2. These engines
are manufactured until today and are quite modern and perfect. Below, choosing your model,
you will find the technical characteristics of Altima engines, their main problems and causes, as
well as repairs. In addition, you will learn what oil to pour, engine life, tuning and more. All
content on the site Carmanualsclub. The site administration does not bear any responsibility for
illegal actions, and any damage incurred by the copyright holders. Your email address will not
be published. Save my name, email, and website in this browser for the next time I comment.
This site uses Akismet to reduce spam. Learn how your comment data is processed. Necessary
cookies are absolutely essential for the website to function properly. This category only
includes cookies that ensures basic functionalities and security features of the website. These
cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Nissan Altima. Leave a

Reply Cancel reply Your email address will not be published. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Accept Reject Read More. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Drivers of certain Nissan vehicles may complain about noises coming from the
drive belt. Correcting these noises will involve inspecting the power steering oil pump pulley
alignment and possibly realigning the pump bracket if needed , and replacing the auto-tensioner
and drive belt with the ones listed below if needed. Duplication of this noise may require
operation of the engine for at least one hour. Correcting either of these noises will involve
inspecting the power steering oil pump pulley alignment and possibly realigning the pump
bracket if needed , and replacing the auto-tensioner and drive belt with the ones listed below if
needed. Refer to the steps in this Tech Tip for details. Repair Procedure 1. Rotate the drive belt
auto tensioner counterclockwise loosening direction of the tensioner using a suitable tool.
Caution: Do not move it clockwise. Advertisement 4. Remove the drive belt. Using a straight
edge or other equivalent tool , visually check the power steering oil pump pulley and crankshaft
pulley alignment. The pulleys should be evenly aligned see Figure 1. Loosen the three bolts
holding the heat shield to the right-hand exhaust manifold. Push the heat shield out of the way
and secure it with a bungee cord or similar tool. Loosen the two front bolts securing the power
steering pump bracket to the engine block see Figure 2. Check the part number on the front of
the tensioner arm using a mirror see Figure 4. Special Topics Webinars Video Podcasts.
Magazine Current Issue Past Issues. Connect with us. Advertise Subscribe Contact Us. By
Underhood Service Staff Writers. Remove the air duct. Loosen the two side bolts on the bracket
see Figure 3. Finger-tighten the two front bolts. Finger-tighten the two side bolts. Do not reuse
the existing belt. Install the engine cover in reverse order of removal. Install the air duct and
exhaust heat shield. Drive the vehicle to verify that the incident has been resolved. In this
article: Block , Cooling. Watch a webinar for free on-demand! Listen to the latest Underhood
Service podcast. Stay up to date with the latest Underhood Service news. By Brendan Baker
Baker. By Andrew Markel. Diagnostics: Power Window Regulator Replacement. Video Series
View More Videos. Sponsored Content. We offer an industry leading 1-year warranty on every
part type we sell. All of our engines and transmissions carry a 1-year warranty with optional
extensions up to 2 additional years. Claims on engine warranties are limited to manufacturer
defects in the pistons, heads, block, crankshafts, rockers, and oil pumps. Though additional
parts and accessories may be attached upon purchase, coverage does not extend to sensors,
switches, cables, electronics, belts, hoses, water pumps, or manifolds, nor damage caused
through overheating or improper lubrication. Due to the COVID pandemic, your order may arrive
later than expected so please allow an extra few working days for your order to arrive. We can
ship anywhere in the 48 contiguous U. We do not require a core charge or a return of the old
part or engine. The more local you shop, the more you save off the shipping cost. It typically
takes us approximately business days to process a credit back to your account and business
days for the credit to appear on your account. Note all returns and cancellations require a prior
authorization. Terms : All returns and cancellations may be subject to shipping charges, unless
caused by our error or cancelled by the customer prior to shipping. No returns without prior
authorization from the Supplier see Contact Us page. Replacements : It is company policy that
we receive the original auto part back before sending you a replacement auto part. The original
auto part must be returned using the provided shipping label. The shipping cost for both the
original and the replacement auto part is a cost attributed to the shipper at hand. Note, if these
auto parts are not shipped back to the supplier within 30 days of the delivery date of the
replacement part, the buyer's credit card is subject to a recharge for the initial cost of the
original auto part minus the initial shipping cost If you have any questions about the shipping
back of the original part, please contact customer service team at Press 2 for Returns open
Monday-Friday pm EST Or email cs allusedparts. Disclaimer : -Some of our units used engine,
transmission, axle, etc. They will need to be replaced before installation. Common items that are
not guaranteed include but not limited too nuts, bolts, links, seals, bushings, ball joints,
brackets, bezels, wiring, cables, sensors and other applicable items depending on the part. If
they are not serviceable, such as a pressed-in ball joint, they will be guaranteed. The purchased
item may need to be repainted, refinished, or reupholstered for proper color match. Technical
Questions? Contact the webmaster. Shopping Cart: Items. Contact Us. Order Tracking.

Description Warranty Shipping Returns. This is an original used OEM Cooling Fan Assembly
that's guaranteed to fit a Nissan Altima with the applicable vehicle manufacturer's
specifications. Nationwide Shipping: Due to the COVID pandemic, your order may arrive later
than expected so please allow an extra few working days for your order to arrive. More Details
Less Details. This is an original used OEM Bumper Bar, Front that's guaranteed to fit a Nissan
Altima with the applicable vehicle manufacturer's specifications. S, 2DR. This is an original
used OEM Bumper Cover, Front that's guaranteed to fit a Nissan Altima with the applicable
vehicle manufacturer's specifications. This is an original used OEM Condenser Assembly that's
guaranteed to fit a Nissan Altima with the applicable vehicle manufacturer's specifications. S,
4DR. Toggle Navigation. Parts Accessories Merchandise Nismo Blog. Search Go. You can edit
the name of your vehicle by clicking the pencil icon on the right. Something went wrong. Please
try again. Select Your Vehicle Below:. VIN Go. No vehicles found. Select your vehicle below:.
Home Nissan A Nissan combines innovation and efficiency with uncompromised driving
enjoyment. Repairing or updating your Nissan with OEM parts ensures that same excitement for
the full life of your Nissan. Altima Maxima Rogue Sentra Titan. Parts
car manuals download
fuse panel box
broan 350 f
Categories. Upgrade your Nissan with innovative technology additions. Explore more with the
right accessories for your Nissan. Enhance and upgrade the aesthetic of your Nissan. Add
protection and comfort to your drive with interior accessories. Experience ultimate Nissan
performance inspired by the race track. Truck and Towing. Nissan Merchandise Collections.
Showcase the enthusiasm you have for Nissan performance and innovation with the Nissan
Merchandise Collection. Featured Parts and Accessories. Rear Spoiler K23 - Brilliant Silver.
OEM Parts for your Nissan. Our nationwide network of dealers has all the high-quality OEM
parts to ensure your Nissan continues to impress for years to come. Distance: Shop Now. Legal
Privacy Policy Warranty. Dealer sets actual price. While every reasonable effort is made to
ensure the accuracy of this data, we are not responsible for any errors or omissions contained
on these pages. Please verify any information in question with a sales representative.

