2010 ford escape exhaust diagram

Also new for are integrated Read more The Ford Escape offers many of the new safety features
that Ford is offering across its lineup for the model year. Options available include Active Park
Assist, with sensors on the front and rear of the vehicle; Electric Power Assist Steering, to help
guide into a parking space, and SYNC, which delivers up-to-date traffic, directions and
information. Also new for are integrated spotter mirrors, which include a secondary convex
spotter in the top outer corner, aimed at the driver's blind spot. An available rear view camera
system uses an exterior camera embedded in the rear of the vehicle that sends images to a
video display in the rearview mirror or the navigation system screen, if equipped, to help
enhance visibility directly behind the vehicle when it is in reverse. MyKey, a programmable
vehicle key exclusive to Ford, will be available on all trims. It allows parents to program the
vehicle so that when a minor is driving, top speeds are limited to 80 mph, an alarm rings at
speeds of 45, 55 or 65 mph, the audio system goes mute until the safety belt is buckled, and
volume can be limited to 44 percent of maximum volume. It can also activate a persistent
Belt-Minder chime and a traction control system that limits tire spin and cannot be deactivated.
Close this Model value: The Ford Escape is one of the most affordable and economical small
SUVs, and its car-like ride and handling, along with good maneuverability, make it a solid choice
for urban drivers. The Escape is a Top Safety Pick award winner from the Insurance Institute for
Highway Safety and has received a five-star government rating in all crash tests. Read more The
Ford Escape is one of the most affordable and economical small SUVs, and its car-like ride and
handling, along with good maneuverability, make it a solid choice for urban drivers. At the same
time, the Hybrid model is one of the lowest-priced hybrids and offers a practical way to "go
green. The base engine is 2. Also available is a 3. All models, including the Hybrid, offer a
choice of front-wheel All models, including the Hybrid, offer a choice of front-wheel drive or
all-wheel drive. A 5-speed manual transmission is standard with the 4-cylinder engine. A
6-speed automatic transmission is standard on all V6 engines and available with the 4-cylinder.
The Escape Hybrid powertrain includes a 2. It delivers horsepower at rpm and pounds-feet of
torque at rpm. It is coupled with an electric motor that delivers 94 horsepower at rpm. The
powertrain also incorporates electronic throttle control ETC , which replaces the manual linkage
between accelerator and throttle with a control unit that calculates the optimal throttle position
from a number of sensors. It is available with front wheel drive, 4-wheel drive or as a Limited
trim. Standard safety features include front side-impact airbags, AdvanceTrac with Roll Stability
Control, Ford's Safety Canopy a side curtain air bag technology , SecuriCode keyless entry and
a tire pressure monitoring system. The base XLS comes with a minimal amount of standard
comfort features, to include keyless entry and power doors, mirrors and windows. Numerous
options and packages are available. Major options on the Escape include larger inch wheels, a
watt audiophile sound system, Sirius satellite radio, a DVD-based navigation system,
leather-trimmed power seats, a power moonroof, a roof rack, ambient lighting, steering wheel
audio controls, auxiliary audio input jack and a V AC power outlet Hybrid models only. Limited
and Hybrid Limited trims come equipped with an abundance of luxury and convenience
features. Highlights on the Limited include leather upholstery, upgraded sound system, chrome
trim and bezels inside, fog lamps, and bright machined-aluminum wheels. The Hybrid includes
dual-zone automatic climate control, eco-friendly fabric, fog lamps and unique alloy wheels.
Close this There's a problem loading this menu right now. Would you like to sell products for
this vehicle on Amazon. Learn how. About This Vehicle Model strengths: Smooth ride and
handling; fuel efficiency across the lineup; competitive pricing; hybrid available; an eco-friendly
vehicle inside and out. The Ford Escape offers many of the new safety features that Ford is
offering across its lineup for the model year. Read more. Close this. The Ford Escape is one of
the most affordable and economical small SUVs, and its car-like ride and handling, along with
good maneuverability, make it a solid choice for urban drivers. There's a problem loading this
menu right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to
top. Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Skip
to main content. Exterior Accessories. Mirrors Exterior Mirrors Towing Mirrors. Interior
Accessories. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life. Ford Escape owners have reported 43 problems related to engine exhaust system
under the engine and engine cooling category. The most recently reported issues are listed

below. Also please check out the statistics and reliability analysis of Ford Escape based on all
problems reported for the Escape. Bought a used Escape 1. Jan 5 I went to crank it and it waa
puttering. Was low on gas and on an incline so thought that waa the problem. Got gas and was
fine the next fine. But the 8th. Went it cranked it I heard water sloshing. Looked up some stuff
and had some mechanic friends look at it and told me it was a blown head gasket coolant was
low. So went to add nore and it smells luke gas. And my exhaust smells like antifreeze. Was told
that this is something with this year model. So now I have it in the shop hoping it gets fixed
soon. Apparently this needs to be recalled. I have miles on it. See all problems of the Ford
Escape. Tl- the contact owns a Ford Escape. The contact stated that while operating the vehicle
white smoke was present coming from the exhaust pipes. The vehicle was taken to the local
dealer bob moore Ford located at s. I service rd. Oklahoma city who indicated that no coolant
was present in the coolant bend and the engine would need to be removed to diagnose the
cause of the failure. The vehicle was not repaired. The manufacturer was notified of the failure
but no assistance was offered. The failure mileage was 92, Exhaust hose under vehicle drive
side leaked causing exhaust creep into cabin with excessive strong gas smell inside and
outside cabin both stationary and in motion. Car was running rough and hesitating, took it in
and they said it had to do with coolant loss, said they fixed. Car continued to run rough took
back and it smelt like something was burning, and now when started white smoke can out of
exhaust. Now they say I need a new engine. Tl the contact owns a Ford Escape. When the
engine was started, the contact noticed blue smoke coming from both exhaust pipes. There
were no warning indicators illuminated. The contact also stated that the tank that held the
antifreeze was empty, but there was no external leak. The vehicle was not taken to a dealer or an
independent mechanic for diagnostic testing. The manufacturer was not notified of the failures.
The approximate failure mileage was 82, After starting the vehicle, the contact noticed that the
engine was idling roughly, the check engine indicator illuminated, and white smoke was coming
from the exhaust. The vehicle was taken to key Ford us-1, york, maine where it was diagnosed
that the head gasket was faulty and damaged the engine. The engine needed to be replaced. The
contact indicated that the vehicle was previously serviced per NHTSA campaign number: 17v
engine and engine cooling. The manufacturer was notified, but no assistance was offered. The
failure mileage was , While driving low speeds, the contact noticed smoke coming from the
tailpipe. An independent mechanic diagnosed and repaired the turbo charger, but the failure
recurred. The vehicle was not repaired a second time. The manufacturer was made aware of the
failure. The dealer was not contacted. The failure mileage was 61, Smell enters passenger cabin
from what appears to be catalytic exhaust fumes while driving on highway. While standing still
or driving under 30 mph,exhaust fumes enter vehicle with fresh air indicated on switch,set to
recirculate, air switch changes by itself and allows fumes into car. While driving 45 mph, the
vehicle decelerated and white smoke appeared from the exhaust. The contact pulled the vehicle
over until the smoke subsided. When the contact turned off the vehicle, it could not be
restarted. The vehicle was taken to bill kay Ford s ciceros, midlothian, IL , where it was
diagnosed that a new engine was needed. The dealer stated that the warranty was expired;
therefore, they did not assist. The manufacturer was not made aware of the failure. The failure
mileage was 78, The VIN was unknown. We took our car into a dealership when it was under
warranty because of exhaust fumes. We often are smelling exhaust but since the dealership
dismissed our problem we have been dealing with it all these years as 'normal'. I recently was
hearing of police officers with Ford vehicles passing out or having damage because of the
fumes in their Ford SUV. I took my daughter to the doctor a few years ago after being on a trip in
the vehicle because she was throwing up on the way there and back. The doctors gave her back
x-rays and said that it was just motion sickness. She often complains of being sick in the car. I
also don't like the fumes, but just drive it. Now I realize it may be a problem that was ignored by
Ford to begin with. The more I drive it the more dizzy spells I have during the day. The fumes are
almost immediately when we run the vehicle and when driving. This is been re-accuring since
we bought the vehicle with around 50k, now it has k miles. The contact owns a Ford Escape.
While the vehicle was at an independent mechanic for exhaust repairs, the technician noticed
that the engine cradle and the lower part of the engine frame were corroded and needed to be
replaced. The contact called suburban Ford of sterling heights at van dyke, sterling heights, mi
and was informed that the VIN was not included in a recall. The manufacturer was not
contacted. The approximate failure mileage was , While driving 10 mph, the steering wheel
shook without warning. The vehicle was towed to a local dealer blackwell Ford, Plymouth rd,
Plymouth, mi where it was diagnosed that the cross frame, lower control arm, and exhaust
needed to be replaced. The manufacturer was not notified. The failure mileage was
approximately , When I run my ac or heater exhaust comes in cant use either not sure whats
going on with car but I do know that my car has been recalled prior to me owning the vehicle in

of August and do know that it has not been fixed. Currently my car has 10 recalls and cant get
my car fixed by Ford. I bought my car in February Soon after purchasing this used I began
losing engine coolant rapidly and my car would not get warm when I had the heat on. Also, blue
smoke would come from the exhaust. I have taken to my brother-in-law for a look-over and they
said this looks like a lemon car. Well, upon research, I see a recall which matches a lot of the
symptoms of my cars issues, but no recall has been issued on my VIN. I believe that whatever is
going on with my car is a direct result of the same issue being recalled and I need this
investigated as soon as possible. The contact stated that exhaust fumes entered the cabin of
the vehicle. When the heater and air conditioner were activated, the amount of exhaust fumes
increased. The contact took the vehicle to a certified mechanic who was unable to identify the
cause of the failure. The contact stated that there was an abnormal odor emitting from the air
vents of the vehicle. Exhaust fumes also entered the cabin of the vehicle. The dealer was unable
to duplicate the odor. The manufacturer was made aware of the issue. The approximate failure
mileage was 48, While commuting in heavy traffic this morning, with times of heavy idling, an
exhaust type smell starting coming into the cabin causing me to become nauseous and dizzy
until windows were opened. This vehicle was taken to a Ford dealership last March for the same
issue, but the problem was not diagnosed. I purchased a battery operated co2 detector to test
and it alarmed while driving under these conditions. The vehicle was taken to the same Ford
dealer this morning and left running. The service technician did detect some type of odor
coming through the vents. Carbon monoxide: there is a strong smell of exhaust frequently in
the vehicle. This occurs at at idle as well as while driving. There does not appear to be any
difference between windows rolled up or down, air on or off, or recirculation on or off. I do not
get any warning lights on the dash. I searched the internet and saw that there was a similar
issue with explorers but not much information on the Escape. I called my local dealership and
there were not aware of an issue either. I have an appointment to take it in and see what can be
done to fix the problem. The only mechanical problem that the vehicle has is a warning light and
reduction of power when the turbo charger gets overheated. On my home from the grocery
store driving approximately 55 to 60 mph in our Ford Escape 4 cyl SUV. The vehicle made a loud
pop and then caught on fire. Freaked out I pulled off in a driveway. We poured soda pop from 2
litres on the fire to extinguish the flame. The mesh pipe before the last catalytic converter was
glowing red. I have read many stories of people with the same problem on all years of Ford
Escape. It is in my opinion the rear converter stopped up causing this damage to our once
lovely ride. Now I am not even sure if it will run. The heat from things like this causes major
stress on internal engine parts as the exhaust has no where to go. Then when the engine
explodes as it should fire starts. We are now out of a ride until we can pay an extreme amount
for this defective SUV. Engine started in parking lot with a very rough idle. I thought it may be a
fuel issue because the car started but dies immediately after giving gas to the pedal. The Ford
Escape was towed to our mechanic and he reported it has a seized engine on the exhaust vale 1
cylinder. I then had the car towed to the Ford dealership to have a new Ford engine replaced. I
am concerned this is related to the gas throttle recall as the engine was running fine and with
low miles and oil changes every 3, miles it just does not make sense. You would hope Ford
could stand by their recall product, but they said no warranty on powertrain. This is a very
unfortunate and very expensive repair. I have a Ford Escape 6 cyl. At , miles, the 2 catalytic
converter blew and was replaced along with all 6 ignition coils. A second mechanic found
debris in the 3 catalytic converter, cleaned it and the exhaust system. A recall is already out for
Ford minivans for the same issue but apparently not for the Escapes. Why not? I bought a new
Ford Escape in February Since day one I have noticed an exhaust smell in cabin when the
vehicle is put into reverse and occasionally when driving at low speeds. Similar to what other
customer complained. I will bring this to the attention of my Ford dealership when it goes in for
maintenance service when it reaches 10, miles, but maybe sooner to have it looked at. The heat
shield on the undercarriage of the car is very cheaply made and is falling apart. It is basically
fiberglass insulation covered with shiny aluminum foil. It is very flimsy and exposed to the
elements. The shielding has come loose and the more I drive, the more the wind pulls it and
tears it from the car. It is now hanging down from the undercarriage and almost touching the
ground, laying over the exhaust and directly touching it. This seems to be a very hazardous
situation. It seems to be a very poor design to have something that is so delicate and flimsy to
be directly exposed just inches from the ground on the undercarriage where any sort of road
debris could easily damage it and cause it come into direct contact with a hot exhaust pipe. I'm
sure once it catches on something it would be easily ripped free of the vehicle and leave
absolutely no heat shielding between the exhaust and the floorboard. Leased this vehicle in
August, I am sensitive to odors in general and my family members only smelled it occasionally,
so I disregarded until recently the odors are becoming stronger inside the cabin and not

clearing when windows are lowered to air out. Catalytic converter problem. Problem began last
week when dpfe tubes came off and dpfe sensor melted. The next day the valve next to the dpfe
sensor blew a hole and all parts were replaced. The next day one of the dpfe tubes came off
again. This was replaced again. The next day the car did not have good gas power. When going
up a small incline the car would not go past 40 mph. Went to car repair shop and O2 sensor was
removed to see if it was the catalytic convertor. This car has 3 catalytic convertors. This car is
at another car repair shop now to see what the cause is for the catalytic convertor s to go bad.
One repair shop advised that this is a common problem with Ford Escapes. I contacted Ford
motor company and was told that there have been no recalls for this problem. I went out to the
Ford forum and there are enteries from to present with many Escape owners that have
experienced the same problems that I am experiencing. This problem can cause major engine
problems that could cause an accident. No engine light has come since the dpfe tubes and
sensor and valve was replaced. Nothing let up to the failure. Car died while pulling out in traffic.
Was told it was the coil paks gone bad. Replaced them. Then told the calatlyic converter burn
out when the coils went. Come to find out this is a issue for is aware of on the Escape. I was
almost rear ended when this happened and has a hard time getting off the road. No indication it
was going to stall. This is a safety issue on these cars. Iit also has blown up my computer in the
car. I was scared to death and very lucky that I was not hit. Ford is aware of this problem and
will do nothing about it. What will it take for some action to be taken? T fine problem. While
vacationing in myrtle beach, my Ford esape ran sluggish and was missing after a heavy rain.
Had it towed to the local dealer where they told me that the casing for the pcm had leaked and
water had gotten into the pcm and caused the malfunction. This problem also caused the plugs
and coils to need replacing. Parts were not available and had to wait two weeks for repairs.
Received a call from dealer saying that it was also necessary to replace the exhaust manifold
and the catalytic converter. Along with a rental car for 1. Called Ford customer service when I
returned home and they were not even interested in my situation. Needless to say, I will never
own another Ford, and am now driving japanese. I noticed a strong oil burning smell. And oil
leaking from the engine. The dealer informed me the oil was leaking thru the oil pan, and that
Ford had a retrofit for the problem. I asked if this was a seal problem. I was told no, the material
the oil pan was made of allowed the oil to eventually start leaking directly thru the material. I
asked if this was a recall due to the fire danger, and was told no. The repair was completed and
the oil pan was replaced. I kept the old oil pan. Drive this car reasonably, not like a teenager,
and the manifold cracked. Since this manifold has built-in catalysts, repair is extremely
expensive. Ford has not recalled, but the exhaust fumes that build up in the vehicle are extreme
we get headaches. Also, mpg has fallen to 14 mpg, and still no cel-on condition. The contact
took the vehicle to a repair shop because the emissions indicator was illuminated. The repair
shop kept the vehicle for two weeks due to the parts that needed to be ordered. When the
gasket was installed in the vehicle, the engine became very hot and the corking used to seal the
gasket melted onto the catalytic converter. The manufacturer has not been notified. The current
mileage was approximately 70, and failure mileage was approximately 68, My vehicle was
bucking and almost stalled when I pulled into the nearest service center. The check engine light
was on. The mechanic diagnosed the problem as clogged cat converters. The car has three sets
of them. This is the effect of the cause which he believed was faulty oxygen sensors as well as
bad spark plugs. At the end of sept the car was not running well and I went to another mechanic
who said the egr valve was blown and their was broken bolts where the mechanic was replacing
the exhaust system. I was furious and proceeded to return to the merrick bellmore service
center. He told me if the problem was on his end that he will take care of it and then diagnosed
that the cats where clogged again. He didn't properly diagnose the cause of the cats getting
clogged the first time. The shop is "trying" to get Ford to pay for the exhaust parts. I am
frustrated, angry and don't know where to turn. Catalytic converters all3 have gone bad, vehicle
has only 90, miles on it, vehicle began miss firing shortly after purchase a year ago. However,
dealership mechanics could not find anything wrong. At times exhaust is circulated back into
vehicle. Car Problems. Engine Exhaust System problem of the Ford Escape 1. Engine Exhaust
System problem of the Ford Escape 2. Engine Exhaust System problem of the Ford Escape 3.
Engine Exhaust System problem of the Ford Escape 4. Engine Exhaust System problem of the
Ford Escape 5. Engine Exhaust System problem of the Ford Escape 6. Engine Exhaust System
problem of the Ford Escape 7. Engine Exhaust System problem of the Ford Escape 8. Engine
Exhaust System problem of the Ford Escape 9. Engine Exhaust System problem of the Ford
Escape Engine And Engine Cooling problems. Car Stall problems. Coolant Leaking problems.
Check Engine Light On problems. Engine Stall problems. Engine Shut Off Without Warning
problems. Engine Cooling System problems. Vehicle Overheat problems. Water Pump
problems. Engine Overheat problems. Quick Links. See also: Workshop Manual , Owner's

Manual. Table of Contents. Instrument Cluster. Warning Lights And Chimes. Entertainment
Systems. Auxiliary Input Jack Line In. Usb Port. Climate Controls. Manual Heating And Air
Conditioning. Dual Automatic Temperature Control. Rear Window Defroster. Turn Signal
Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Moon Roof. Owners
Guide, 1st Printing. USA fus. Automobile Ford Edge Owner's Manual pages. Ford escape hybrid
automobile owner's manual pages. Ford explorer sport trac automobile owner's manual pages.
Ford may change the contents without notice and without incurring obligation. Please take the
time to get well acquainted with your vehicle by reading this handbook. The more you know and
understand about your vehicle, the greater the safety and pleasure you will derive from driving
it. Page 5 Drive your new vehicle at least 1, miles 1, km before towing a trailer. For more detailed
information about towing a trailer, refer to Trailer towing in the Tires, Wheels and Loading
chapter. Your vehicle is not equipped with a snowplowing package. Ford strongly recommends
that drivers use extreme caution when using any device that may take their focus off the road.
Page 14 A Belt-Minder chime will also sound to remind you to fasten your safety belt. Page 15
refer to Fuel gauge in this chapter. Speed control: Illuminates when the speed control is
engaged. Turns off when the speed control system is disengaged. Refer to Filling the tank in the
Maintenance and Specifications chapter for more information. In the event of a multiple warning
situation, the message center will cycle the display to show all warnings by displaying each one
for four seconds. Refer to Brake fluid in the Maintenance and Specifications chapter. See Active
park assist in the Driving chapter for more information. Refer to Active park assist in the Driving
chapter for more information. LOAD: This control is not operational. To load a CD, simply insert
the disc, label side up, into the CD slot. If a specific category is selected, Jazz, Rock, News, etc.
Page 37 6. You should hear audio from your portable music player although it may be low. Page
40 CD units are designed to play commercially pressed 4. Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Do not use any irregular shaped CDs or discs with a scratch protection film
attached. Page Page 43 Note: SIRIUS reserves the unrestricted right to change, rearrange, add
or delete programming including canceling, moving or adding particular channels, and its
prices, at any time, with or without notice to you. Ford Motor Company shall not be responsible
for any such programming changes. This message should disappear shortly. If this message
does not Page Climate Controls : Distributes air through the instrument panel vents. To change
the display between Fahrenheit and Celsius, see Message center in the Instrument Cluster
chapter. Page 48 5. Direct the outer instrument panel vents towards the side windows. To
increase airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. The system will automatically provide outside air to reduce window fogging.
Press AUTO to return to full automatic control. Page 50 This re-cooling of the interior air is more
economical and efficient. Recirculated air may also help reduce undesirable odors from
entering the vehicle. Press AUTO for full automatic operation. Page Rear Window Defroster This
may cause damage to the heated grid lines and will not be covered by your warranty. Turn the
key to the off position. Page 54 The fog lamp indicator light will illuminate. High beams Push the
lever toward the instrument panel to activate. Pull the lever toward you to deactivate. Rotate to
full down position past detent to prevent interior lamps from illuminating when the doors are
opened. Page 56 If this edge is not at the horizontal reference line, the beam will need to be
adjusted. Note: When manually in the off position, the dome lamp will not illuminate when the
door s are opened. When the control is in the OFF position, it will not illuminate when you open
the doors. Replacing exterior bulbs Check the operation of all the bulbs frequently. Make sure
the headlamp control is in the off position. Open the hood. Reach over the front bolster. Rotate
the bulb socket counterclockwise and remove from the lamp assembly. Page 62 5. Pull bulb
straight out of socket and push in the new bulb. Install the bulb socket into the lamp assembly
and rotate clockwise. Carefully install the tail lamp assembly on the vehicle and secure with two
screws. Press the lever and carefully pry the license plate lamp assembly located above the
license plate from the liftgate. Rotate the bulb socket counterclockwise and remove from lamp
assembly. Remove the bulb from the lamp assembly by pulling out the bulb while squeezing the
upper and lower snap clips at the same time. Install the new bulb in reverse order. Push the
steering column tilt lever up. This will lock the steering wheel in position. Page 69 The utility
compartment has a removable bin with coin holder slots, a sliding tray, a cell phone holder and
CD holders 3. Rear power point 4. Page Mirrors darken to minimize glare. The mirror will
automatically return to the normal state whenever the vehicle is placed in R Reverse to ensure a
bright clear view when backing up. See Blind spot mirrors in the Driving chapter. Fold-away
mirrors Fold the side mirrors in carefully when driving through a narrow space, like an
automatic car wash. Page Speed Control The controls for using your speed control are located
on the steering wheel for your convenience. Press the ON control and release 2. Accelerate to

the desired speed. This will automatically return the vehicle to the previously set speed. Note:
When you turn off the speed control or the ignition, your speed control set speed memory is
erased. Page 78 Navigation display to use the voice command feature. Press to activate phone
mode or answer a phone call. Press and hold to exit phone mode or end a call. Do not program
the Car2U system with the vehicle in the garage. Page 82 Immediately within 1 second release
the button once the garage door moves. When the button is released, the indicator light will
begin to blink rapidly until programming is complete. The indicator light will begin to blink
rapidly until programming is complete. If your garage door opener does not operate following
these steps, repeat Steps 2 through 6. Otherwise, call the toll-free Car2U help line at Car2U
Changes and modifications to the Car2U system transmitter by other than an authorized service
facility could void authorization to use the equipment. Page 88 Your vehicle may be equipped
with factory-installed crossbars. Ford Genuine Accessory crossbars, designed specifically for
your vehicle, are also recommended for use with your roof rack system. Page 89 3. Use a long,
flat object to depress the tongue in the endcaps on both sides of the cross-bar. Slide the
cross-bar assembly off the end of the rail. Slide the cross-bar assemblies over the end cap
tongue and into the side rails. Tighten thumbwheel at both ends of the cross-bar. It is
recommended that you keep the label in a safe place for future reference. Page 94 You must
complete Steps 1â€”5 within 30 seconds or the procedure will have to be repeated. If the
procedure needs to be repeated, wait a minimum of 30 seconds before beginning again. Repeat
the procedure to switch back to two step unlocking. Page 98 Note: The panic alarm will only
operate when the ignition is in the off position. Replacing the battery The Integrated Keyhead
Transmitter uses one coin type three-volt lithium battery CR or equivalent. Page 99 To program
a new Integrated Keyhead Transmitter yourself, refer to Programming spare keys in the
SecuriLock passive anti-theft section of this chapter. Note: At least two IKTs are required to
perform this procedure yourself. Page You can also create your own 5â€”digit personal entry
code. When pressing the controls on the keyless entry keypad, press the middle of the controls
to ensure a good activation. Use of these systems may result in vehicle starting problems and a
loss of security protection. The IKT functions as both a programmed ignition key that operates
all the locks and starts the vehicle, as well as a remote Escape Owners Guide, 1st Printing USA
fus Page 3 on position for at least three seconds, but no more than 10 seconds. Turn the
ignition to the 1 off position and remove the first coded key from the ignition. If you choose to
install a remote start system please see your authorized dealer for a Ford approved remote start
system. When using a Ford-approved remote start system, the default settings will recognize
the remote start system as an additional Admin Key with its associated privileges. Whenever
possible it should be installed and properly adjusted when the seat is occupied. Press to raise
or lower the front portion of the seat cushion. Press to raise or lower the rear portion of the seat
cushion. Raise the head restraint by pulling up on the head restraint. Pull up the head restraint
until it reaches the highest adjustment position. Pull the seat release strap. Note: Make sure the
floor is clear of all objects before folding the seat. Note: When the seatback release lever is
pulled, slowly lower seatback to the flat position. Rotate seat cushion down into the seating
position making sure that the seat cushion is locked into place and that the safety belt buckles
are exposed. To remove the second row cushion 1. Lift the yellow tab to release the hinges. Pull
the cushion to the outboard side of the vehicle. Check seat covers and buckles before you place
a child anywhere near them. As the belt retracts, you will hear a clicking sound. This indicates
the safety belt is now in the automatic locking mode. The Belt-Minder feature will not activate.
Page 3 of 4 fatal crashes occur within 25 miles 40 km of home. Your Ford safety belts are
designed to enhance comfort. If you are uncomfortable - try different positions for the safety
belt upper anchorage and seatback which should be as upright as possible; Refer to Front
passenger sensing system later in this chapter. Failure to follow these instructions may
interfere with the front passenger seat sensing system. Page SRS, its fuses or the seat cover on
a seat containing an airbag. See an authorized dealer. Unless serviced, the system may not
function properly in the event of a collision. Disposal of airbags and airbag equipped vehicles
including pretensioners Contact your authorized dealer as soon as possible. Page Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in a front seating position. Page All children are shaped differently. The child height, age
and weight thresholds provided are recommendations or the minimum requirements of law. To
avoid risk of injury, occupants should only use seating positions where they are able to be
properly restrained. Position the child safety seat in a seat with a combination lap and shoulder
belt. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt together. Try
to pull the belt out of the retractor to make sure the retractor is in the automatic locking mode
you should not be able to pull more belt out. If the retractor is not locked, repeat Steps 5 and 6.
Page Ford Motor Company recommends the use of a child safety seat having a top tether strap.

See Attaching child safety seats with tether straps and Recommendations for attaching safety
restraints for children in this chapter for more information. Page The seat should move less
than one inch when you do this for a proper installation. If the safety seat is not anchored
properly, the risk of a child being injured in a crash greatly increases. Route the child safety
seat tether strap over the back of the seat. For vehicles with adjustable head restraints, remove
the head restraint first, place under the front seat for storage, and then route the tether strap
over the top of the seatback. If your child restraint system is equipped with a tether strap, and
the child restraint manufacturer recommends its use, Ford also recommends its use. Child
booster seats The belt-positioning booster booster seat is used to improve the fit of the vehicle
safety belt. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. This increases traction which may enable you to safely drive
over terrain and road conditions that a conventional two-wheel drive vehicle cannot.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. Page Every day before you drive, check your tires. If one looks lower
than the others, use a tire gauge to check pressure of all tires and adjust if required. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than
a stick-type tire pressure gauge. Page Check the tire and valve stems for holes, cracks, or cuts
that may permit air leakage and repair or replace the tire and replace Escape Owners Guide, 1st
Printing USA fus Page You should replace your spare tire when you replace the road tires or
after six years due to aging even if it has not been used. Page such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Page The tire
pressure sensors mounted in the wheels originally installed on your vehicle are not designed to
be used in aftermarket wheels. Have an authorized dealer check the wheel alignment
periodically. Page This information identifies and describes the fundamental characteristics of
the tire and also provides a U. These ratings are listed in the following chart. The tire suppliers
may have additional markings, notes or warnings such as standard load, radial tubeless, etc.
Page 4. Maximum Load Single lb kg at psi kPa cold: Indicates the maximum load and tire
pressure when the tire is used as a single; defined as two tires total on the rear axle. Refer to
the payload description and graphic in the Vehicle loading â€” with and without a trailer section.
Check your tire pressure to ensure tires are properly in- flated; refer to Inflating your tires in this
chapter. Page Check air pressure in the road tires. If any tire is under-inflated, carefully drive the
vehicle to the nearest location where air can be added to the tires. Inflate all the tires to the
recommended inflation pressure. Use of any tire or wheel not recommended by Ford can affect
the safety and performance of your vehicle, which could result in an increased risk of loss of
vehicle control, vehicle rollover, personal injury and death. Page Vehicle Loading It does not
include passengers, cargo, or optional equipment. Vehicle Curb Weight â€” is the weight of
your new vehicle when you picked it up from your authorized dealer plus any aftermarket
equipment. Page Once you have reached the maximum payload of your vehicle, do not add
more cargo, even if there is space available. Overloading or improperly loading your vehicle can
contribute to loss of vehicle control and vehicle rollover. Depending upon the type and
placement of the load, hauling cargo and people may raise the center of gravity of the vehicle.
For load specification terms found on the label, refer to Vehicle loading in this chapter.
Remember to figure in the tongue load of your loaded vehicle when figuring the total weight.
Certain states require electric trailer brakes for trailers over a specified weight. The Escape
vehicle electrical system is not equipped to accommodate electric trailer brakes. Page Use the
proper equipment for towing a trailer and make sure it is properly attached to your vehicle.
Contact your authorized dealer or a reliable trailer dealer as soon as possible if you require
assistance. Exhaust fumes can be toxic. Always open the garage door before you start the
engine. See Guarding against exhaust fumes in this chapter for more instructions. Make sure
the headlamps and vehicle accessories are off. Turn the key to 3 on without turning the key to 4
start. You may experience a decrease in peak performance when the engine is cold when
operating on E ethanol. Page Parking brake Apply the parking brake whenever the vehicle is
parked. To set the parking brake, press the parking brake pedal down until the pedal stops.
Page Pull the release lever to release the brake. Driving with the parking brake on will cause the
brakes to wear out quickly and reduce fuel economy. Page Advancetrac Operating your vehicle
with AdvanceTrac with RSC disabled could lead to an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page This may cause the system to activate multiple
times, and you may experience a slight deceleration of the vehicle. Ford does not recommend

disabling this feature except in situations where speed reduction may be detrimental e. Page
Fuses and relays in the Roadside Emergencies chapter. If the fuse is not blown, perform the
following procedure: 1. Apply the parking brake, turn the ignition to off, then remove the key.
Always come to a complete stop before shifting into and out of R Reverse. Page Parking your
vehicle 1. Apply the brake and shift into the neutral position. Fully apply the parking brake, then
shift into 1 First. Turn the ignition off. If the turn signal is not on, the system will automatically
search the passenger side. APA can only look for a parking space while moving forward. APA
relies on a correctly sensing the temperature outside for precisely positioning the vehicle. Turn
the ignition to the off position and remove the key whenever you leave your vehicle. Apply the
accelerator slowly and avoid spinning the wheels. Page Ford Motor Company joins the U. Page
Rapid pumping of the brake pedal will help you slow the vehicle and still maintain steering
control. Since your vehicle has anti-lock brakes, apply the brakes steadily. Page The
suspension and steering systems on your vehicle have been designed and tested to provide
predictable performance whether loaded or empty and durable load carrying capability. For this
reason, Ford Motor Company strongly recommends that you do not make modifications such as
adding or removing parts such as lift kits or stabilizer bars or by using replacement parts not
equivalent to the original factory equipment. Page Ford Motor Company recommends that
caution be used with any vehicle equipped with a high load or device such as ladder racks or
pickup box cover. This program is separate from the New Vehicle Limited Warranty. Page
Hazard Flasher Control Assistance, call Canadian customers who require roadside assistance,
call If you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse
a reasonable amount for towing to the nearest dealership within 35 miles 56 km. To obtain
reimbursement information, U. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Press the tabs on the top and bottom of the fuse cover to
remove. Replace the spare tire with a road tire as soon as possible. During repairing or
replacing of the flat tire, have the authorized dealer inspect the TPMS sensor for damage. Page
Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired.
Page Unbuckle the strap and remove the jack and tools by pulling the right side up first.
Remove the tools from the jack in order to remove the spare tire from under the vehicle. Slide
the retainer through the center of the wheel. If equipped with a tether, perform the following
additional steps: 4. Lift the spare tire on end to access tether attachment 1. Page in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. Block the diagonally opposite wheel. Loosen each wheel lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. Position the
jack directly below the protruding bolt. Be sure to place the jack away from the rear edge of the
rocker to avoid damaging the rear tire spoiler pictured. Page 7. Remove the jack and fully
tighten the lug nuts in the order shown. Refer to Wheel lug nut torque specifications later in this
chapter for the proper lug nut torque specification. The spare tire carrier will ratchet when the
tire is in the fully stowed position. Use only Ford recommended replacement fasteners.
WARNING: When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. Page Jump Starting Do not attempt to push-start your
automatic transmission vehicle. Automatic transmissions do not have push-start capability.
Attempting to push-start a vehicle with an automatic transmission may cause transmission
damage. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Page 2. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Page After the disabled vehicle has been started and the
jumper cables removed, allow it to idle for several minutes so the engine computer can relearn
its idle conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. On FWD vehicles, if your vehicle is to be towed from the front,
ensure proper wheel lift equipment is used to raise the front wheels off the ground. Page 4WD
system or vehicle. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Page Customer Assistance A reasonable time must be allowed to
perform a repair after taking your vehicle to the authorized dealer. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is
also allowed a final repair attempt in some states. Page If you are in another foreign country,
contact the nearest authorized dealer. If the authorized dealer employees cannot help you, they
can direct you to the nearest Ford affiliate office. If you buy your vehicle in North America and
then relocate outside of the U. Page Reporting Safety Defects U. Page WARNING: Do not use

chemical solvents or strong detergents when cleaning the steering wheel or instrument panel to
avoid contamination of the airbag system. Such products could contaminate the side-airbag
system and affect performance of the side airbag in a collision. These quality products have
been specifically engineered to fulfill your automotive needs; Page Maintenance And
Specifications 1. Set the parking brake, press and hold the clutch pedal, place the gearshift in 1
First , and release the clutch pedal. Turn off the engine and remove the key. Block the wheels.
At the front of the vehicle, lift up on the auxiliary latch handle located in the center between the
hood and the grille. Lift the hood open and secure it with the prop rod. Automatic transmission
dipstick if equipped 4. Air filter assembly 6. Power distribution box 7. Battery 8. Engine coolant
bleed valve 9. Engine oil dipstick Brake fluid reservoir 4. Automatic transmission fluid dipstick
5. Power distribution box 6. Battery 7. Coolant bleed valve 8. Engine oil dipstick 9. Engine oil
filler cap Only use a washer fluid that meets Ford specifications. Do not use any special washer
fluid such as windshield water repellent type fluid or bug wash. They may cause squeaking,
chatter noise, streaking and smearing. Page The layer of ice has many sharp edges and can
damage the micro edge of the wiper rubber element. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmissions or 1 First manual transmissions.
Protect yourself from engine heat. Locate and carefully remove the engine oil level dipstick.
Page Battery Lift the battery with a battery carrier or with your hands on opposite corners.
Water alone without engine coolant can cause engine damage from corrosion, overheating or
freezing. Used engine coolant should be disposed of in an appropriate manner. Page Once the
engine temperature cools, the engine can be re-started. Take your vehicle to an authorized
dealer as soon as possible to minimize engine damage. WARNING: The flow of fuel through a
fuel pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. After you are done pumping fuel, slowly remove the fuel filler
nozzleâ€”allow about five seconds after pumping fuel before removing the fuel filler nozzle. This
allows residual fuel to drain back into the fuel tank and not spill onto the vehicle. You should
drive the vehicle immediately after refueling for at least 5 miles 8 km to allow the vehicle to
adapt to the change in ethanol concentration. Running out of fuel Avoid running out of fuel
because this situation may have an adverse effect on powertrain components. Locate the white
plastic funnel. It is attached to the inside of the rear passenger side cargo compartment access
door. The amount of usable fuel in the empty reserve varies and should not be relied upon to
increase driving range. When refueling your Escape Owners Guide, 1st Printing USA fus Page
Driving style â€” good driving and fuel economy habits Give consideration to the lists that
follow and you may be able to change a number of variables and improve your fuel economy.
Page 1. The vehicle has run out of fuelâ€”the engine may misfire or run poorly. Poor fuel quality
or water in the fuelâ€”the engine may misfire or run poorly. A complete check may take several
days. The normal operating temperature can be reached after approximately 20 miles 30 km of
driving. The type of fluid used is normally indicated on the dipstick blade. Refer to Maintenance
product specifications and capacities in this chapter. Before you recreational flat tow, your fluid
level must be verified by an authorized dealer. Add enough fluid through the filler opening so
that the fluid level is at the bottom of the opening. Install an
lincoln electric motor wiring diagram
car stereo amp wiring
tracer youtube
d tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to the
Maintenance product specifications and capacities section in this chapter. Page Note: Failure to
use the correct air filter element may result in severe engine damage. The customer warranty
may be void for any damage to the engine if the correct air filter element is not used. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
The following table tells you which transmission each code represents. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. With Ford ESP,
you minimize your risk for unexpected repair bills and rising repair costs. Page Controls power
seat Page Radio Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

