2013 honda civic manual

You have no vehicle information saved in your Honda Owners account. The Owner's Manual
explains the various features and functions of your Honda, offers operation tips and
suggestions for vehicle care and maintenance, provides specific details on safety systems, and
includes comprehensive technical specifications. If your vehicle is equipped with a navigation
system, a navigation manual with detailed instructions, settings, and other information is also
available. To purchase printed manuals, you can order online or contact:. Delivery time is
approximately five weeks. To save paper and time, you can download the latest manuals now.
Need more help? Contact your local Honda dealer for assistance. Choose a Year and Model to
View YEAR MODEL. These files contain detailed information about your vehicle, and can be
downloaded, searched, and printed. The Owner's Guide provides a quick how-to on basic
functions and features. Coverage and terms of your vehicle's warranties, including general
provisions, new vehicle limited warranty, emissions, tires and accessories warranties,
replacement parts and more. Details can be found in the Warranty section. Quick Links
Download this manual. Table of Contents. This document does not contain hyperlinks and may
be formatted for printing instead of web use. This is due to changes. This manual will be
replaced with a. Summary of Contents for Honda Civic Sedan Page 1 This manual will be
replaced with a hyperlinked version at the end of the model year. Honda Motor Co. Rearview
Camera P. On models with navigation system The climate control system is voice operable.
Shift Lever Transmission is locked. Reverse Neutral Transmission is not locked. Add when
necessary. The ignition switch does The shift lever should be moved to not turn from I cannot
remove the key. Page 23 If you do not open the doors within 30 seconds, the doors are Models
with remote transmitter Why do the doors lock relocked automatically for security. Why does
the beeper The beeper sounds when: sound when I open the The key is left in the ignition
switch. In addition to the WARNING: This product contains or emits vehicle manufacturer, other
parties, such as law enforcement, that chemicals known to the state of California to cause have
the special equipment, can read the information if they have cancer and birth defects or other
reproductive Page Safe Driving Safe Driving You can find many safety recommendations
throughout this chapter, and throughout this manual. The safety precautions below are ones
that we consider to be among the most important. Remember, situations can change quickly,
and only you can decide when it is safe to divert some attention away from driving. Some
features do not require any action on your part. These include a strong steel framework that
forms a safety cage around the passenger compartment, front and rear crush zones, a
collapsible steering Close all doors tightly until the each time before you drive. They also help
keep you from being thrown against the inside of the vehicle, against other passengers, or out
of the vehicle. The front seats are equipped with automatic seat belt tensioners to enhance
safety. If a tensioner is activated, the SRS indicator will come on. Not checking or maintaining
seat belts can If a belt does not retract easily, cleaning the belt may correct the problem. Page
40 uuAirbagsuAirbag System Components The front, front side, and side curtain An electronic
control unit that continually Impact sensors that can detect a airbags are deployed according to
the monitors and records information about moderate-to-severe front or side direction and
severity of impact. Both side the sensors, the airbag activators, the collision. Together, Airbags
can pose serious hazards. To do their job, airbags must inflate with airbags and seat belts
provide the best protection. When the vehicle decelerates suddenly, the sensors send
information to the control unit which signals one or both front airbags to inflate. A frontal
collision can be either head-on or angled between two vehicles, or when a vehicle crashes into
a stationary object, such as a concrete wall. Side impacts: Front airbags can provide protection
when a sudden deceleration causes a driver or front passenger to move towards the front of the
vehicle. Page Passenger's Front Airbag Do not place any cover over the passenger side The
passenger's advanced front airbag system dashboard. Page Side Airbags uuAirbagsuSide
Airbags Side Airbags The side airbags help protect the upper torso of the driver or a front
passenger 1Side Airbags during a moderate-to-severe side impact. Make sure you and your
front passenger always sit upright. In such cases, there may be little or no damage, but the side
impact sensors detected a severe enough impact to deploy the airbag. The side curtain airbags
If the SRS control unit senses that your vehicle is equipped in this vehicle are also designed to
help reduce the likelihood of partial and about to rollover, it immediately deploys both side
complete ejection of vehicle occupants through side windows in crashes, particularly In this
case, the side curtain airbags will deploy slightly after the front airbags. Canada indicator
comes on riding there, something may be interfering with the The indicator comes on to alert
you that the Page Airbag Care This would likely disable the driver's seat position sensor or the
weight sensors in the passenger's seat. If it is necessary to remove or modify a front seat to
accommodate a person with disabilities, contact a Honda dealer, or for U. Page Child Safety
Child Safety Protecting Child Passengers Each year, many children are injured or killed in

vehicle crashes because they are 1Protecting Child Passengers either unrestrained or not
properly restrained. Children who are unrestrained or To reduce the number of child deaths and
injuries, every state, Canadian province improperly restrained can be seriously Some have a
rigid-type connector, while others have a flexible-type connector. Both are equally easy to use.
A child seat is attached to the lower anchors with either the rigid or flexible type of connectors.
A child seat that is not properly secured will not adequately protect a child in a crash and may
cause injury to the child or other vehicle occupants. Place the child seat on the vehicle seat.
Make sure the child seat is firmly secured by 1Installing a Child Seat with a Seat Belt rocking it
forward and back and side to To deactivate a lockable retractor, release the buckle side; Carbon
monoxide gas is toxic. They warn you of potential hazards that can cause serious injury or
death. Read these labels carefully. If a label comes off or becomes hard to read except for the U.
Page Instrument Panel Instrument Panel This chapter describes the buttons, indicators, and
gauges that are used while driving. Check the w , then goes off. With this ABS Anti-lock w , then
goes off. Message Condition Explanation Appears when the fuel fill cap is loose or is not Page
Gauges And Displays Gauges and Displays Gauges Gauges include the speedometer,
tachometer, fuel gauge, and related indicators. When all the indicators are on, the tachometer
reading is on the verge of entering into the red zone. Page Information Display uuGauges and
DisplaysuInformation Display Information Display The information display shows the odometer,
trip meter, engine oil life and 1Switching the Display maintenance service item codes, and other
gauges. The display is updated at set intervals. When a trip meter is reset, the average fuel
economy is also reset. To change the item displayed on the fuel It also displays important
messages such as warnings and other helpful information. When a trip meter is reset, the
average fuel 2 Customized Features P. Shows the outside temperature in Fahrenheit U. You can
exit the customizing screen at any time by pressing the MENU button. Wallpaper Image 3 Three
images can be stored. Import Imports an image file for a new wallpaper. Adjusts the temperature
reading by a few degrees. Images in a folder cannot be imported. The file names are displayed
on the screen. Press the - button until the file name you want to store appears on the center of
the display, then press the SOURCE button. Press the MENU button to exit the customize
screen. Press the MENU button. Page Controls Controls This chapter explains how to operate
the various controls necessary for driving. Setting the Clock Page Setting The Clock Setting the
Clock Clock Models without navigation system 1Clock You can adjust the time in the clock
display, using the CLOCK knob with the ignition Models with navigation system switch in ON
The clock is automatically updated through the navigation system, so the time does not need to
be adjusted. Use the keys to start and stop the engine, to 2 Immobilizer System P. When you
lock the driver's door with a key, all the other doors lock at the same time. Apply the parking
brake. Models with automatic transmission Models with automatic transmission Move the shift
lever to If it is not fully opened, the trunk lid may begin to close under its own weight. Using the
Master key 1Using the Master key Insert the key in the cylinder to unlock and Trunk Button
Emergency Trunk Opener 1Emergency Trunk Opener The trunk release lever allows you to open
the Parents should decide if their children should be trunk from inside for your safety. Page
Security System Security System Immobilizer System The immobilizer system prevents a key
that has not been pre-registered from 1Immobilizer System starting the engine. Leaving the
ignition key in the vehicle can result in theft or accidental movement of the vehicle. Close To
close: Pull the switch up. Release the switch when the window reaches the desired position.
Use the switch in the front of the ceiling to open and close the moonroof. When the fog lights
are on, the indicator in the instrument panel will be on. Page Brightness Control uuOperating
the Switches Around the Steering WheeluBrightness Control Brightness Control When the
parking lights are turned on and the 1Brightness Control ignition switch is in ON w , you can
use the Instrument panel brightness varies, depending on brightness control knob to adjust
instrument whether the exterior lights are on or off. Keep the inside and outside mirrors clean
and adjusted for best visibility. Page Adjusting The Seats Adjusting the Seats Adjusting the
Seat Positions Adjust the driver's seat as far back as possible 1Adjusting the Seats Allow
sufficient while allowing you to maintain full control of space. You should be able to sit upright,
well back in the seat and be able to Sitting too close to a front airbag can result adequately
press the pedals without leaning Driver side only Pull up or push down the lever to raise or
lower the seat. Improperly positioning head restraints reduces their effectiveness and increases
Head restraints are most effective for the likelihood of serious injury in a crash. To raise the
head restraint: Pull it upward. Remove the center shoulder belt from the accommodate bulkier
items in the trunk. Guide guide. To adjust Slide the armrest to desired position. An open glove
box can cause serious injury to your passenger in a crash, even if the passenger is wearing the
seat belt. Be careful when you are using the beverage holders. Hot liquid can scald you. Pull it
down to use it. The heater uses engine coolant to warm the air. Adjust the fan speed using the

fan control dial. Adjust the fan speed using the fan control more rapidly by partially opening the
windows. Do not set the temperature near the upper or lower limit. Do not cover or spill any
liquid on them. Page Features Features This chapter describes how to operate technology
features. Direct sunlight and high temperatures may 2. Page Audio System Theft Protection You
can register the security code at Owner Link after 10 tries, leave the system for one hour before
trying again, or visit a dealer owners. Knob higher frequency, and turn it to Stereo reproduction
in AM is not available. Rotate HIGH. Stereo reproduction in AM is not available. Each time you
press , the RDS Information switches between on and off. With the CD loaded, press the CD
button. The label can 1. Press to switch the display to a folder list. Some functions may not be
available on the vehicle's audio system. Normal Play 1. Shuffle Off: Turns off the shuffle mode.
Shuffle: Plays all available files in a selected list playlists, artists, albums, songs, genres, or
Sound Settings Repeat One Track: Repeats the current file. Make sure that your phone is paired
and phone. If so, follow the phone maker's operating connected to HFL. If you cannot clear the
error message, contact a dealer. Use the device to create a station. A Dual-disc cannot play on
this audio unit. Do not insert a damaged CD. Other trademarks and trade names are Signal
Strength those of their respective owners. Reply to a received message using one Reply of six
fixed phrases. Connect a Phone Connect a phone to the system. Disconnect Phone Disconnect
a paired phone from the system. Delete a Phone Delete a previously paired phone. Pairing Code
Create a code for a paired phone. Call History Select a phone number from the call history to
store as a speed dial number. Phone Number Enter a phone number to store as a speed dial
number. If a prompt appears asking to connect to a phone, select No and proceed with step 2.
Make sure your phone is in search or discoverable mode, then press HFL automatically
searches for a Bluetooth device. The default pairing code is until you change the Rotate to
select Phone Setup, then setting. Avoid using duplicate voice tags. Delete Voice Tag 3. Select
an existing speed dial entry. Press the button and follow the prompts. This function is disabled
while the vehicle is moving. Rotate to select Dial, then press However, you can call a stored
speed dial number 3. The call history displays the last 20 dialed, received, or 1. The following
options are available during a call. Mute: Mute your voice. Touch Tones: Send numbers during a
call. You can only hear them read received messages on a linked cell phone. Rotate to select
Text Message, then Only the first three lines of the received message are press displayed with
this option. This option changes to: 2. Rotate to select to Text Message, then press 3. Rotate to
select a message, then press The text message is displayed. Page Driving Driving This chapter
discusses driving, refueling, and information on items such as accessories. When doors are
frozen shut, use warm water around Remove any frost, snow, or ice. However, if you regularly
carry Carrying too much cargo, or improperly storing it, can affect your vehicle's heavy items in
the trunk or tow a trailer, have the handling, stability, stopping distance, and tires, and make it
unsafe. They can interfere with the driver's ability to operate the pedals, the operation of the
seats, or the operation of the sensors under the seats. Page uuBefore DrivinguMaximum Load
Limit 5 Determine the combined weight of luggage and cargo being loaded on the vehicle. That
weight may not safely exceed the available cargo and luggage load capacity calculated in step
4. Attempting to do so can void your warranties. Pull to the side of the road safely to cool down
the engine if necessary. Make sure the parking brake is applied. The engine is harder to start in
cold weather and in thinner air found at altitudes above 8, feet 2, meters. This can damage the
engine or Do not operate the shift lever while pressing the driveline, or cause electrical
component failure. Keep the brake pedal firmly depressed when stopped. Depress the
accelerator pedal carefully, especially on slippery roads and curves. Operating the shift lever
before the vehicle has come to a complete standstill can damage the transmission. Shift Lever
Position Indicator Use the shift lever position indicator to check the lever position before pulling
away. Shifting to before stopping can damage the transmission. Page uuWhen DrivinguShifting
When you are not shifting, do not rest your 5-speed manual 1Shifting transmission foot on the
clutch pedal. This can cause your Recommended Shift Points clutch to wear out faster. Driving
in the highest gear that allows the engine to run and accelerate smoothly helps to optimize fuel
economy and effective emissions control. If you cannot shift to R when the vehicle is stopped,
do the following: 1. Use cruise control on freeways or open roads where you can travel at a
WARNING constant speed with little acceleration or deceleration. Improper use of the cruise
control can lead When to use to a crash. Release the parking brake fully before driving. The To
apply: rear brakes and axle can be damaged if you drive Pull the lever fully up without pressing
the with the parking brake applied. The brakes on the rear wheels may or if there is a buildup of
road surface water. If be disc or drum, depending on the model. When brake assist operates, the
pedal may wiggle slightly and an operating noise may be heard. Depress the brake pedal firmly.
Firmly apply the parking brake. Do not park your vehicle near flammable objects, such as dry
grass, oil, or timber. Automatic transmission models Heat from the exhaust can cause a fire.

You cannot see rearview camera. Page Refueling Top tier detergent gasoline as ethanol. Do not
use gasoline containing methanol. Page How To Refuel For further important fuel-related
information for your vehicle, or on information on gasoline that does not contain MMT, visit In
Canada, visit For more information on top tier gasoline, visit Page uuRefuelinguHow to Refuel 4.
Remove the fuel fill cap slowly. If you hear a 1How to Refuel release of air, wait until this stops,
then turn The filler nozzle automatically stops to leave space in the knob slowly to open the fuel
fill cap. Page Fuel Economy Fuel Economy Improving Fuel Economy Fuel economy depends on
several conditions, including driving conditions, your 1Improving Fuel Economy driving habits,
the condition of your vehicle, and loading. Depending on these and Direct calculation is the
recommended method to other conditions, you may or may not achieve the rated fuel economy
of this vehicle. Page Accessories And Modifications Honda Genuine accessories are
recommended to Modifications ensure proper operation on your vehicle. Do not modify your
vehicle or use non-Honda components that can affect its handling, stability, and reliability.
Overall vehicle performance can be affected. Always make sure all equipment is properly
installed and maintained, and that it meets federal, state, province, territory, and local
regulations. Page Maintenance Maintenance This chapter discusses basic maintenance. Before
Performing Maintenance Engine Coolant Examine the tread for wear and foreign objects. Only
you can decide whether or not you should perform a given task. Honda genuine parts are
manufactured according to the The messages notify you when to change the engine oil, or
when to bring your vehicle to a dealer for indicated maintenance services. Oil Life Display
Explanation Information Maintenance Minder Indicator The engine oil life indicator starts The
engine oil is approaching the to appear along with other due end of its service life. Failure to
reset the engine oil life after a maintenance 1. Turn the ignition switch to ON service results in
the system showing incorrect 2. Failure to reset the engine oil life after a maintenance service
results in the system showing incorrect maintenance intervals, which can lead to serious
mechanical problems. Park the vehicle on a level surface, and set 1Opening the Hood Hood
Release Handle the parking brake. Pull the hood release handle under the Do not open the hood
when the wiper arms are lower left corner of the dashboard. Use a Genuine Honda Motor Oil or
another commercial engine oil of suitable viscosity for the ambient temperature as shown. If the
oil level is near or below the lower mark, slowly Wait approximately three minutes after turning
the engine off before you check the add oil being careful not to overfill. Remove the dipstick
again, and check the 1. It should be between the upper and lower marks. Add oil if necessary.
Upper Mark Lower Mark 2. Unscrew and remove the engine oil fill cap. Add oil slowly. If any oil
spills, wipe it up immediately. Spilled oil may 3. The engine may be damaged if they are not
changed regularly. Remove the drain bolt and washer from the bottom of the engine, and drain
the Drain Bolt oil into a suitable container. Washer 2. You will need a special wrench to replace
the oil 6. Make sure the engine and radiator are 1. Removing the radiator cap while the Radiator
Cap 2. Turn the radiator cap counterclockwise and engine is hot can cause the coolant to spray
relieve any pressure in the coolant system. Page Transmission Fluid Any damage caused by
using a transmission fluid that Perform step 3 after waiting for about 60 is not equivalent to
Honda ATF DW-1 is not covered seconds less than 90 seconds. Page 5. Put a new washer on
the filler bolt, then 2. Low beam headlight: 51 W HB4 for halogen bulb type Oil, perspiration, or a
scratch on the glass can cause the bulb to overheat and shatter. Clip A 1. Remove the holding
clips A. Push up the Cover tab, and remove the cover of the air intake duct and its upper part.
Remove the holding clip C using a flat-tip Press down the central pin until it clicks to unlock it.
Push the tab to remove the coupler. Holding clip C-type 4. Rotate the old bulb to the left to
remove. Insert a flat-tip screwdriver, lift and remove the 5. Insert a new bulb into the headlight
central pin to remove the clip. Oil, perspiration, or a scratch on the glass can cause the bulb to
2. Remove the screws using a Phillips-head 1. Insert a new bulb into the fog light assembly and
turn it to the right. Turn the steering wheel all the way to the Inner opposite side from the light
being replaced. Fender Passenger side: Turn the steering wheel to the left. Turn the socket to
the left and remove it, then remove the old bulb. Insert a new bulb. Bulb Socket Page When
replacing, use the following bulbs. Rear side marker light bulbs are LED type. Remove the
screw from the center of the Lining fastener using a Phillips-head screwdriver. Fastener 2.
Remove the screw from the center of the Fastener fastener using a Phillips-head screwdriver.
Page 2. Turn the socket to the left and remove it. Remove the old bulb and insert a new bulb.
Bulb Socket 2. Have an authorized Honda dealer inspect and replace the light bulbs. Slide the
wiper blade out from its holder by pulling the tabbed end out. Blade 5. Remove the retainers
from the rubber blade Retainer that has been removed, and mount to a Blade new rubber blade.
Page Checking And Maintaining Tires Checking and Maintaining Tires Checking Tires To safely
operate your vehicle, your tires must be of the proper type and size, in 1Checking Tires good
condition with adequate tread, and properly inflated. Vehicles The tires on your vehicle meet all

U. Federal Safety Requirements. All tires are also graded for treadwear, traction, and
temperature performance according to Department of Transportation DOT standards. Tires with
directional tread patterns should only be rotated front to back not from one side to the other.
Using the wrong chains, or not properly Be particularly careful when operating the steering
wheel or brakes to prevent installing chains, can damage the brake skidding. The battery gives
off explosive hydrogen gas during normal operation. A spark or flame can cause the battery to
explode with enough force to kill or seriously hurt you. Unscrew the cover with a small Phillipsenvironment. The If the airflow from the heating and cooling system Maintenance Minder
messages will let you know when to replace the filter. Page Cleaning Cleaning Interior Care Use
a damp cloth with a mixture of mild detergent and warm water to remove dirt. Do not spill
liquids inside the vehicle. Regularly inspect your vehicle for scratches on painted surfaces. A
scratch on a painted surface can result in body rust. If you find a scratch, promptly repair it.
Open the trunk floor lid. If mounted on the front, the compact spare, smaller in size than the
normal tire, may damage the differential. Place the compact spare tire wheel side up under the
vehicle body, near the tire that needs to be replaced. Models with 15 x 6J aluminum wheels 6.
Remove the center cap from the wheel with the jack handle bar. Place the jack under the jacking
point closest to the tire to be changed. The vehicle can easily roll off the jack, seriously injuring
anyone underneath. Remove the wheel nuts and flat tire. Models with wheel cover Models with
wheel cover Wheel Lower the vehicle and remove the jack. Tighten the wheel nuts in the order
indicated in the image. Go around, tightening the nuts, two to three times in this order. If the tire
has a large cut or is otherwise The kit should not be used in the following situations. In cold
temperatures, the sealant may not flow easily. In this situation, warm it up for five minutes
before using. Remove the valve cap from the tire valve Valve Cap stem. Tire sealant contains
substances that are harmful and can be fatal if swallowed. If accidentally swallowed, do not
induce vomiting. Plug in the compressor to the accessory 1Injecting Sealant and Air power
socket. Running the engine with the vehicle in an 5. Page See a Honda dealer for a replacement
sealant bottle Reinstall the valve cap. Recheck the air pressure using the air only 1Distributing
the Sealant in the Tire hose on the compressor. Do not turn the air compressor on to Running
the engine with the vehicle in an check the pressure. Do not operate the temporary tire repair kit
1. Plug in the kit to the accessory power 1Inflating An Under-inflated Tire socket. Running the
engine with the vehicle in an 8. Turn off the engine, then open the hood. A battery can explode if
you do not follow 1. Connect the first jumper cable to your 1. Page uuJump Startingu 4. Connect
the other end of the second 1Jump Starting 1. Do not connect this jumper cable to any other
part. Disconnect the jumper cable from your vehicle's ground. Disconnect the other end of the
jumper cable from the booster battery - terminal. Set the parking brake. Remove the key from
the ignition switch. Removing the radiator cap while the If the cooling fan is not operating,
engine is hot can cause the coolant to spray immediately stop the engine. Have your vehicle
repaired immediately. Fog Lights 20 A 70 A Moonroof 20 A Small Lights 7. Turn the ignition
switch to LOCK 0. Turn 1Inspecting and Changing Fuses headlights and all accessories off.
Remove the fuse box cover. Replacing a fuse with one that has a higher rating 3. Page
Emergency Towing Emergency Towing Call a professional towing service if you need to tow
your vehicle. Page Information Information This chapter includes your vehicle's specifications,
locations of identification numbers, and other information required by regulation. See the image
below for the VIN locations. Engine Number and Transmission Number See the image below for
the locations of your vehicle's engine number and transmission number. Drive on the highway
in D automatic or 5th manual. Do not use cruise control. When traffic allows, drive for 90
seconds without moving the accelerator pedal. P
jaguar xe owners manual
mini cooper wiring diagram
568 wiring diagram
age Warranty Coverages Rust Perforation Limited Warranty â€” all exterior body panels are
covered for rust-through from the inside for the specified time period with no mileage limit.
Accessory Limited Warranty â€” Honda accessories are covered under this warranty. Time and
mileage limits depend on the type of accessory and other factors. Page Replacement Muffler
Lifetime Limited Warranty â€” provides coverage for as long as the purchaser of the muffler
owns the vehicle. Restrictions and exclusions apply to all these warranties. Please read the
Honda warranty information booklet that came with your vehicle for precise information on
warranty coverages. Visit Please contact a dealer to order any manuals that you may require. If
you are dissatisfied with the P. Page Brake System Page Gauges Page Information Page MP
Page Select Lever Page Trunk Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

