Honda accord relay

Do not use pliers. Pliers will damage the relay. Windshield wiper motor relay: There should be
continuity between terminals C4 and ' BIO, and terminals C4 and B12 when battery power is
connected to terminal B9, and body ground is connected to terminal B3. There should be no
continuity between terminals C4 and B10, and terminals C4 and B12 when power is
disconnected. There should be no voltage between terminal C5 and body ground when terminal
B12 is disconnected. There should be no continuity between terminals B3 and C2, and there
should be continuity between terminals B3 and C5 when power is disconnected. Radiator fan
relay: - There should be continuity between terminals B1 and C4 when battery power is
connected to terminal B7, and battery ground is connected to terminal B Fan control relay:
There should be continuity between terminals C3 and C5 when battery power is connected to
terminal B3, and battery ground is connected to terminal B Windshield wiper motor relay: There
should be continuity between terminals C2 and B6, when battery power is connected to terminal
B12 and C2, and battery ground is connected to terminal B4and B There should be no continuity
between terminals C2 and B6, when ground is disconnected from terminal B4. Windshield wiper
intermittent relay: There should be battery voltage between terminals B6 and body ground when
battery power is connected to terminals B12 and C2, and battery ground is connected to
terminal B4 and B There should be no voltage between terminals B6 and body ground when
terminal B13 is disconnected. There should be no continuity between terminals B4 and B5, and
there should be continuity between terminals B4 and B6 when power is disconnected.
Windshield wiper motor relay. Rear Window Defogger The rear window defogger will clear fog,
frost, and thin ice from the window. Push the defogger button to turn it on and off. The indicator
in the button comes on to show the defogger is o Console Compartment To open the console
compartment, pull up on the lever and lift the armrest. To close, lower the armrest, and push it
down until it latches. Battery Removal and Installation NOTE: The battery terminal
disconnection and reconnection procedure see page must be done before and after doing this
procedure- Some systems store data in memory that is lost when the batt Ignition Switch See
also: Rear Window Defogger The rear window defogger will clear fog, frost, and thin ice from
the window. The Honda Accord Main Relay can cause you major head aches when it goes bad.
It can leave you high and dry at the most inconvenient time or place. Not only have I seen go
bad myself on numerous occasions, but I hear about this a lot on other Honda vehicles! When it
goes bad, one of the main solder joints inside the relay gets old and deteriorates and prevents
contact which will not allow power to travel through the Main Relay out to vital components
under the hood which will prevent your Honda Accord from starting. For example, your Honda
Accord starts great in the morning, drive around town, stop a the grocery store or the gas
station and the vehicle no longer starts up after a hot soak. When this happens, the engine will
crank over because the starting circuit is still good, but the Idle Air Control Valve, Fuel Injectors
and Fuel Pump will not have battery voltage because of this bad Main Relay. This will obviously
prevent your Engine from getting fuel in your Honda Accord and will result in your no start
condition. On most Honda Accords, the Main Relay is located on the dash on the drivers hand
side usually to the left of the steering column. Some are located to the right of the column. This
Main relay is very easy to replace yourself. It is usually clipped in and or held in place by one or
two screws 10 mm screws or nuts. Main relay location On most Honda Accords, the Main Relay
is located on the dash on the drivers hand side usually to the left of the steering column. OEM,
Original Parts! Actual and real photos! This listing is for part or sub-assembly number given
below only. Skip to main content. Email to friends Share on Facebook - opens in a new window
or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new
window or tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1
- Carousel. Check if this part fits your vehicle. Picture Information. Mouse over to Zoom - Click
to enlarge. Trusted seller, fast shipping, and easy returns. Learn more - Top Rated Plus - opens
in new window or tab. Get the item you ordered or get your money back. Learn more - eBay
Money Back Guarantee - opens in new window or tab. Contact seller. Visit store. See other
items More See all. Item Information Condition:. Read more. Sign in to check out Check out as
guest. Make Offer. Resume making your offer , if the page does not update immediately. Add to
Watchlist Remove from watch list. Watch list is full. Fast and safe Shipping. This amount is
subject to change until you make payment. For additional information, see the Global Shipping
Program terms and conditions - opens in a new window or tab. Item location:. Ships to:. United
States and many other countries See details. For additional information, see the Global
Shipping Program terms and conditions - opens in a new window or tab This amount includes
applicable customs duties, taxes, brokerage and other fees. Estimated between Wed. Delivery
times may vary, especially during peak periods. Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab International
shipping and import charges paid to Pitney Bowes Inc. Learn More - opens in a new window or

tab Any international shipping and import charges are paid in part to Pitney Bowes Inc. Learn
More - opens in a new window or tab Any international shipping is paid in part to Pitney Bowes
Inc. Learn More - opens in a new window or tab. Sponsored items from this seller. Showing
Slide 1 of 2 - Carousel. Add to cart to save with this special offer. If you Buy It Now, you'll only
be purchasing this item. If you'd like to get the additional items you've selected to qualify for
this offer, close this window and add these items to your cart. Buy only this item Close this
window. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. My Garage. Go to My Garage. Please wait. We were
unable to complete your request. Please try again later. This part is not compatible with this.
Compatibility information is not available for this item. Oops, something went wrong. This part
is compatible with below vehicle s. This part is compatible with below vehicle s matching this. A
quantity of 2 is recommended. Payment We accept Paypal, including major credit cards
transacted through PayPal Sales tax collected by eBay where applicable We mail your purchase
s exclusively to the address listed on your PayPal account. Payments for items purchased on
eBay must be made within 3 days of the purchase. After a 3 day period, we reserve the right to
open an unpaid item dispute on eBay. We also offer overnight express shipping; please contact
us for rates. International shipping is available only through eBay Global Shipping Program.
Local Pick-Up Please make an appointment at least two hours in advance of pick-up. Handling
time for Freight items is 3 to 5 business days. We combine shipping for multiple items; please
contact us via eBay messages before making payment. Freight shipping advertised price has no
extra charges if the destination is a business location or a transporter's terminal. We will
provide all needed info to track your shipment and will assist you during the delivery. We
carefully test all our items prior to selling them; we do our best to ensure that all parts are in a
proper working condition. We will promptly refund money paid in the unlikely event your part
breaks or stops working during the warranty period. All parts must be returned in the original
packaging and condition. Any attempts to disassemble parts will void the warranty. The engine
you receive may include some accessories and extra parts. Warranty does NOT cover labor,
diagnostic, towing or rental car costs. Cost of labor can NOT be refunded under any
circumstances. Powered by Checkmate. Shipping and handling. This item will ship to Ukraine ,
but the seller has not specified shipping options. Contact the seller - opens in a new window or
tab and request a shipping method to your location. Shipping cost cannot be calculated. Please
enter a valid ZIP Code. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 1 items available. Please enter a number less than or equal to 1.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time.
Taxes may be applicable at checkout. Learn more. Return policy. No returns or exchanges, but
item is covered by the eBay Money Back Guarantee - opens in a new window or tab. Payment
details. Payment methods. Back to home page Return to top. Back to home page. Listed in
category:. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter
- opens in a new window or tab Share on Pinterest - opens in a new window or tab Add to
Watchlist. Image not available Photos not available for this variation. International Priority
Shipping. If something electrical in your car stops working, the first thing you should check for
is a blown fuse. Determine from the chart and, or the diagram on the fuse box lid, which fuse or
fuses control that component. Check those fuses first, but check all the fuses before deciding
that a blown fuse is not the cause. Replacing a fuse with one that has a higher rating greatly
increases the chances of damaging the electrical system. If you do not have a replacement fuse
with the proper rating for the circuit, install one with a lower rating. The interior fuse boxes are
located on each side of the dashboard. To open an interior fuse box, open the car door. Pull the
cover open, then take it out of its hinges by pulling it toward you. To open it, push the tabs.
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analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
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Enabled. Non-necessary Non-necessary. Fuse box diagram fuse layout , location, and
assignment of fuses and relay Honda Accord Mk7 and Accord Hybrid North America , , , , , If
something electrical in your car stops working, the first thing you should check for is a blown
fuse. Determine from the chart and, or the diagram on the fuse box lid, which fuse or fuses
control that component. Check those fuses first, but check all the fuses before deciding that a
blown fuse is not the cause. Replacing a fuse with one that has a higher rating greatly increases
the chances of damaging the electrical system. If you do not have a replacement fuse with the
proper rating for the circuit, install one with a lower rating. To remove the fuse box lid, pull it
toward you and take it out of its hinges. To open it, push the tabs as shown. Necessary cookies
are absolutely essential for the website to function properly. This category only includes
cookies that ensures basic functionalities and security features of the website. These cookies
do not store any personal information. Any cookies that may not be particularly necessary for
the website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Notice Replacing a fuse with one that
has a higher rating greatly increases the chances of damaging the electrical system. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Power Window Relay. When the turn signal relay in your Honda
Accord fails, you will notice that your turn signal no longer flashes. The turn signals are the
only system you have to alert drivers on the road when you are turning or changing lanes. You
should keep your turn signals fully functional at all times to protect yourself and others on the
road. The relay is easily accessible right in your own driveway. Buy a replacement relay from an
auto-parts retailer. Locate
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timer relay wiring diagram
the fuse panel just beneath the dashboard on the driver side of the car. Remove the screw
securing the fuse panel cover and remove the cover. Reach to the top-right corner of the fuse
panel to locate the turn signal relay. The turn signal relay is a square-shaped relay. Push the
tabs out on each side of the relay to release it, then pull the relay straight back to remove it from
the panel. Push the new relay into place until the tabs click on the sides to lock it in place.
Replace the cover on the fuse panel, tightening the screw with a Phillips screwdriver. Tara
Kimball is a former accounting professional with more than 10 years of experience in corporate
finance and small business accounting. She has also worked in desktop support and network
management. Her articles have appeared in various online publications. Step 1 Locate the fuse
panel just beneath the dashboard on the driver side of the car. Step 2 Reach to the top-right
corner of the fuse panel to locate the turn signal relay.

