Honda jazz 2009

Selling Honda BR-V in good condition. High quality Honda Jazz for sale. Beautiful Honda Civic
for sale. Honda City Philippines Review: An insight into the 1. Honda Cars, Mandaue dealership.
Automatic 37, km. Automatic 96, km. Automatic 40 km. Automatic 80 km. Automanual 52, km.
Automanual , km. Manual 47, km. Automatic , km. Automatic 63, km. Automatic 89, km.
Automanual 75, km. Manual , km. Automatic 74, km. Buying a pre-owned car for sale isn't the
first choice for everyone, but it's definitely a smart move if you're cutting on costs. A used car
isn't only cheaper than one that's fresh off the dealership; it can also be as dependable! This
happens because of a process called depreciation, and it can affect you whether you're buying
or selling a used vehicle. To get a better understanding of this, go ahead and read on so you
can use the process of depreciation to your advantage. Depreciation is a normal process that
happens wherein a property home, vehicle, etc. In this case, let's take a 3-year old car from
Honda Philippines as an example and say that it's definitely less valuable than the brand new
car that's parked in the dealership. As time flies by, the 3-year old car gets older and also
depreciates in value. Depreciation doesn't happen in a straight line but in a curve instead.
Among all other assets a person can own, vehicles are the fastest to depreciate. If you'll notice,
the depreciation is non-linear. This can be used to your advantage. A tip when it comes to
buying a Honda Jazz is choosing a unit that's model years ago. By doing so, you are avoiding
the steepest climb in the depreciation curve. If you happen to buy a second hand Honda Jazz
that's around 2 years old, you would know by now that it has lost the most profitable part of its
life and has now depreciated in value. If you're thinking of selling the vehicle, you should first
think about when the best time would be to do so. The answer is already stated in the
depreciation curve we discussed earlier. When a car gets close to its 5th year, the selling price
will drop because of the possible problems that may arise with the aging vehicle. For example,
the car may now have mechanical problems and may require maintenance procedures like
wheel alignment and oil change. The warranty may also start to lose effectiveness and you may
need to get a new one suitable for your car's age. You are browsing the extensive listing of
Honda Jazz cars for sale in the Philippines because you decide that it's time to drive home a
new car. Whatever you look for in a car, we have it for you, without the hidden fees, without the
unnecessary fuss, and without worry. D-Max mu-X All Models. Car Search Both. From year To
year From km 0 km 1, km 5, km 10, km 20, km 30, km 50, km 70, km , km. Save this search. Use
saved search. Midsize vs Full-Size Trucks: What are the differences aside from size? Suzuki
Ertiga: How much do you need to earn to buy one? Is it wise to buy or sell used child car seats?
Want to get updated car listings in the mail? Honda Jazz for sale Show cars in my city. Honda
Jazz Honda Jazz GE 1. Show more. What is depreciation? What is the depreciation curve? When
is the best time to buy a used car? When is the best time to sell a used car? Show less. All
rights reserved. You have no vehicle information saved in your Honda Owners account. The
Owner's Manual explains the various features and functions of your Honda, offers operation
tips and suggestions for vehicle care and maintenance, provides specific details on safety
systems, and includes comprehensive technical specifications. If your vehicle is equipped with
a navigation system, a navigation manual with detailed instructions, settings, and other
information is also available. To purchase printed manuals, you can order online or contact:.
Delivery time is approximately five weeks. To save paper and time, you can download the latest
manuals now. Need more help? Contact your local Honda dealer for assistance. Choose a Year
and Model to View YEAR MODEL. These files contain detailed information about your vehicle,
and can be downloaded, searched, and printed. The Owner's Guide provides a quick how-to on
basic functions and features. Honda Remote Engine Starter Quick Start Guide The Owner's
Manual explains the various features and functions of your Honda, offers operation tips and
suggestions for vehicle care and maintenance, provides specific details on safety systems, and
includes comprehensive technical specifications. Coverage and terms of your vehicle's
warranties, including general provisions, new vehicle limited warranty, emissions, tires and
accessories warranties, replacement parts and more. Details can be found in the Warranty
section. Quick Links. Table of Contents. Main Menu. Your selection of a Honda Fit was a wise
investment. One of the best ways to enhance the enjoyment of your new vehicle is to read. In it,
you will learn how to operate its driving controls and. Afterwards, keep this owner's manual in
your vehicle so. Several warranties protect your new vehicle. Read the warranty booklet.
Maintaining your vehicle according to the maintenance minder shown in the. When your vehicle
needs maintenance, keep in mind that. Your dealer is dedicated to your satisfaction and will be.
As you read this manual, you will find. Automobile Honda Pilot Owner's Manual pages. Honda
civic coupe automobile owners manual pages. Summary of Contents for Honda Fit Page 1 As
you read this manual, you will find information that is preceded by a intended to help you avoid
damage to your vehicle, other property, or the environment. This information is Page 2 It may
also be combined with data from other sources for research purposes, but it remains

confidential and is never linked to the vehicle owner. A Few Words About Safety Your Vehicle at
a Glance main controls Instruments and Controls indicators, gauges, dashboard, steering
wheel, and other convenience items Page 5 Technical Information ID numbers, dimensions,
capacities, and technical information. Refer to your warranty manual for detailed information.
Refer to the navigation system manual. Page 9: Important Safety Precautions Infants, young
children, and short adults are at the greatest risk. Be sure to follow all instructions and
warnings in this manual. Even one drink can reduce your ability to Page Airbags see page for
more information on how your side airbags work. Page 13 A front passenger should move their
seat as far back from the dashboard as possible. Remember, however, that no safety For more
information, see page Adjust the Front Seats Adjust the driver's seat as far to the rear as
possible while allowing you to maintain full control of the vehicle. Adjust the Seat-Backs Adjust
the driver's seat-back to a comfortable, upright position, leaving ample space between your
chest and the airbag cover in the center of the steering wheel. Taller persons should adjust their
restraint as high as possible. Page Maintain A Proper Sitting Position See page for additional
information about your seat belts and how to take care of them. Maintain a Proper Sitting
Position After all occupants have adjusted their seats and head restraints, and Page Advice For
Pregnant Women Fit When driving, remember to sit upright and adjust the seat as far back as
possible while allowing full control of the vehicle. Page Additional Information About Your Seat
Belts Fit If the indicator comes on or the beeper sounds when the driver's seat belt is latched
and there is no front To refasten the seat belt, pull it out only as far as needed. Page Automatic
Seat Belt Tensioners When the tensioners are activated, the seat belts will remain tight until
they are unbuckled. Pull each belt out fully, and look for frays, cuts, burns, and wear. Page 24
Additional Information About Your Seat Belts Not checking or maintaining seat belts can result
in serious injury or death if the seat belts do not work properly when needed. Check your seat
belts regularly and have any problem corrected as soon as possible. The driver's airbag is
stored in the center of the steering wheel; the front passenger's airbag is stored in the
dashboard. Page 29 This provides longer airbag inflation time with a little less force. Airbags
with this feature have two deployment Page 30 If there is a problem with the sensor, the SRS
indicator will come on, and the airbag will inflate in the normal manner regardless of the driver's
seating position. If it is not, the mat may interfere with the proper operation of the sensors and
operation of the seat. Page 32 Objects placed on the front passenger seat can also cause the
side airbag to be shut off. Once the passenger is Page How Your Side Curtain Airbags Work To
get the best protection from the side curtain airbags, occupants should wear their seat belts
and sit upright and well back in their seats. If it doesn't come on, stays on, or comes on while
driving without a passenger in the front seat, have the system checked. Page Airbag Service If
no obstructions are found, have your vehicle checked by a dealer as soon as possible. Page 39
U. Please read and follow the instructions on these labels. Page If You Must Drive With Several
Children Fit If a child requires close physical attention or frequent visual contact, we strongly
recommend that another adult ride with the child in a back seat. Page Additional Safety
Precautions Canadian provinces, and can be very hazardous. A child left alone with the key in
the Page Protecting Small Children Of the different seats available, we recommend those that
have a five- point harness system as shown. Make sure the child is properly strapped in the
child seat according to the child seat maker's instructions. Make sure there are no objects near
the anchors that could prevent a secure connection between the child seat and the anchors.
Place the child seat on the vehicle seat, then attach the seat to the lower anchors according to
the child seat maker's instructions. Page 47 94 , then route the tether strap through the legs of
the head restraint and over the seat-back, making sure the strap is not twisted. Attach the tether
strap hook to the anchor, then tighten the strap as instructed by the child seat maker. To
activate the lockable retractor, slowly pull the shoulder part of the belt all the way out until it
stops, then let the belt feed back into the retractor. Page 49 If the child seat is not secure,
unlatch the belt, allow it to retract fully, then repeat these steps. Page Installing A Child Seat
With A Tether see page 45 , lift the head restraint, then route the tether strap over the seat-back
and through the head restraint legs. Attach the tether strap hook to the anchor, making sure the
tether strap is not twisted. Route the tether strap over the head restraint, then attach the tether
strap hook to the anchor, making sure the tether strap is not twisted. Tighten the strap
according to the seat maker's instructions. Page Using A Booster Seat Fit Some states and
Canadian provinces also require children to use a booster seat until they reach a given age or
weight e. And while age may be one indicator of Page Carbon Monoxide Hazard Even with the
door open, run the engine only long enough to move the vehicle out of the garage. Page Safety
Labels If a label comes off or becomes hard to read except for the U. Page Control Locations
Vehicle with navigation system is shown. Page Instrument Panel Indicators For more
information, see page Page 64 For more information, see page Canada Side Airbag Off Indicator

When the indicator comes on, there is about 1. Page 66 If it comes on when the engine is warm
normal operating temperature , have the vehicle inspected by your dealer as soon as possible.
Page 67 Take the vehicle to your dealer to have the system checked. It comes on when the light
switch is in either the position. See page for information on operating the cruise control. Page
69 If it is not a properly coded key, the indicator will blink, and the engine's fuel system will be
disabled see page See page for more information on the VSA system. Page 73 Avoid driving
with an extremely low fuel level. Running out of fuel could cause the engine to misfire,
damaging the catalytic converter. Page 74 ON II position. This information helps to keep you
aware of the periodic maintenance your vehicle needs for continued trouble- free driving. Refer
to page more information. Page Windshield Wipers And Washers The wipers run at low speed,
then complete one more sweep after you release the lever. Page 77 6. Flash high beams On
Sport model 7. Fog lights off 8. To signal a lane change, push lightly on the lever and hold it.
Page 78 You can use the fog lights only when the headlights are on low beam. They will go off
when the headlights are turned off. Page 79 Fit Rear Window Defogger The rear window
defogger will clear fog, frost, and thin ice from the window. Page 80 Make sure you can see the
instrument panel gauges and indicators. Push the lever forward fully to lock the steering wheel
in position. Make sure you have securely locked the steering wheel in place by trying to move it
up, down, in, and out. You will need this key number if you ever have to get a lost key replaced.
Use only Honda-approved key blanks. Page Immobilizer System If you have lost your key and
cannot start the engine, contact your dealer. Always take the ignition key with you whenever
you leave the vehicle alone. Page Ignition Switch If your vehicle has an automatic transmission,
the shift lever must be in Park before you can remove the key from the ignition switch. This can
cause you to lose control of the vehicle. Page 85 If you try to lock an open driver's door by
pulling the lock tab rearward, the driver's door lock tab pops out and unlocks the driver's door.
This is the default setting. Page 87 2. Turn the ignition switch to the ON II position, and make
sure to close the driver's door. Push and hold the front of the master door lock switch on the
driver's door. You will hear a click. Turn the ignition switch to the LOCK 0 position. Make sure
the shift lever is in the Park P position. Page 90 Park P position. Page 91 if equipped. Page 92
Place a cloth on the edge of the cover, then use a small flat-tipped screwdriver to remove the
cover on the back of the tailgate. Page Remote Transmitter If you do not open any door or the
tailgate within 30 seconds, they will automatically relock and the security system if equipped
will set. Page 94 If it takes several pushes on the button to lock or unlock the doors and the
tailgate, replace the battery as soon as possible. Remove the screw at the base of the
transmitter with a small Phillips-head screwdriver. Page 95 Always confirm local regulations for
battery disposal. Install the parts in reverse order. Operation is subject to the following two
Page 96 Try to move the seat to make sure it is locked in position. Page 97 You can adjust the
angle of the rear seat-backs separately. To change the seat-back angle, pull up the release lever
on the outer side of the seat- back. Page 98 Fit Seats Removing the Head Restraint To remove a
head restraint for cleaning or repair, pull it up as far as it will go. Page 99 If the restraints do not
return to their normal position, or in the event of a severe collision, have the vehicle inspected
by a Honda dealer. Page Set the seat leg in the floor guide. A latch comes out when the leg is
set properly. Page 2. Pull up the release lever on the outside of the seat-back. Fold the
seat-back forward. While lifting the seat-back, the seat cushion may come up with it. Page The
windows will operate for up to 10 minutes after you turn off the ignition switch. Opening either
front door cancels this function. Make sure your passengers are away from the windows before
closing them. Page The night position reduces glare from headlights behind you. Flip the tab on
the bottom edge of the mirror to select the day or night position. Page Mirrors, Parking Brake
Press the button again to turn the heaters off. Pressing this button also turns the rear window
defogger on and off. To release it, pull up slightly, push the button, and lower the lever. A
beeper will sound if the vehicle is driven with the parking brake on. Page Always keep the glove
box closed while driving. Close it with a firm Page Open the seat under box by turning the knob.
To close the seat under box, turn the knob and align the marks. Page Interior Lights If you do
not open a door, the light fades out in about 30 seconds. If you leave any door open without the
key in the ignition switch, the ceiling light will go off after 15 minutes. Page see page On some
models, this button also operates the heated outside mirrors see page Some air will flow from
the dashboard corner vents in all modes. Page 1. Select 2. Set the fan to the desired speed.
Adjust the warmth of the air with the temperature control dial. Check the high temperature
indicator see page Page 5. Select to help clear the rear window. To increase airflow to the
windshield, close the corner vents. This helps to dehumidify the air and to defog the windshield.
Page Turning the fan speed control dial all the way to the left shuts the system off. Page PLAY
button. The system will return to the normal display about 10 seconds after you stop adjusting
the tune mode. To activate it, Page If the station you are listening to is an RDS station, the

displayed frequency switches to the station name. The display shows the selected RDS
category name for about 10 seconds. You can In this case, the display shows a frequency in
place of a PS name. Page This function is set to MID as the default setting when the vehicle
leaves the factory. Page Fit You can see the album, artist, and track name in the display. If a
disc is recorded in MP3 or WMA, you can see the folder and file name, and the artist, album, and
track tag. Press and hold the RDM button to turn it off. If you eject the disc, Current track will be
skipped. The next supported track or file plays automatically. Page HUB. Direct sunlight and
high heat will damage it. Connect your dock connector to the iPod correctly and securely. Install
the dock connector to the USB connector securely. When the iPod is connected and the iPod
mode is selected on the audio display, the USB and iPod indicators are shown in the display.
Page If you reconnect the same iPod, the system may begin playing where it left off, depending
on what mode the iPod is in when it is reconnected. Check the files in the iPod. Page digital
rights management files cannot be played. Page Each time you press the RPT button, the mode
changes from file repeat to folder repeat, then to normal playing. To activate the track random
feature, press the RDM button. Page The system cannot read the file s. Check the files in the
USB flash memory device. There is a possibility that the files have been damaged. Page AM.
Stereo reproduction on AM is not available. Page 4. Repeat steps 1 through 3 to store a total of
six stations on AM and twelve stations on FM. This restores the presets you originally set. To
adjust the If you feel the sound is too loud, choose low. Page Audio System Lighting You can
use the instrument panel brightness control knob to adjust the illumination of the control panel
see page The audio system illuminates when the parking lights are on, even if the radio is
turned off. Page You cannot load and play 3-inch 8- cm discs in this system. Each preset
button's function is shown on the bottom of the screen. Move it to left, right, up, or down to
change the highlighting and scroll through lists. Page preset 2. Press the RDM button again to
return to normal play. Page The current folder is highlighted in blue. Page You cannot close the
screen if a disc is partially inserted into its slot. You can also eject the disc when the ignition
switch is off. Protecting Discs For information on how to handle and protect discs, see page
Check if it is inserted correctly in the disc player. Make sure the disc is not scratched or
damaged. The specifications for compatible MP3 files are: â€” Page OPEN button beside the
screen. The screen folds back, and the PC card slot appears. The drive will read the PC card and
begin to play it. Page Select the desired mode by touching the appropriate icon, or move the
joystick, then press the ENT. Page Each preset button's function is shown on the bottom of the
screen. Move the joystick left or right and up or down Page 10 seconds each. Page Select the
desired file by touching the appropriate icon, or moving the joystick and pressing the ENT. Page
When you leave the vehicle, always remove the PC card from the audio unit. Use only
compatible iPods with the latest firmware. When the iPod is connected and the iPod mode is
selected on the audio display, the iPod indicator is shown on the screen. To activate the repeat
feature, press the RPT button Preset 1. On some models, there is no message to disconnect.
Page If you cannot clear the error message, take your vehicle to your dealer. If the system finds
Page RDM button Preset 2. To turn it off, press the RDM button Preset 2. To activate the folder
random feature, press and hold the RDM button Preset 2. Appears when the unsupported USB
flash memory device is inserted. Page Eventually, the stereo indicator will go off and the sound
will fade completely as you get out of range of the station's signal. Page You may be able to
receive a distant radio station one day and not receive it the next day because of a change in
conditions. Page Protecting Your Discs Never try to insert foreign objects in the disc player. Do
not place stabilizer rings or labels on the disc. It finds a station with a strong signal. Page Radio
Theft Protection You have 10 tries to enter the correct code. If you are unsuccessful in 10
attempts, you must then leave the system on for 1 hour before trying again. Page Security
System The alarm will also be activated if a passenger inside the locked vehicle turns the
ignition switch on. Page Cruise Control 2. After completing the pass, take your foot off the
accelerator pedal. Page For more information on driving with paddle shifters, see page Page
Before Driving The information in this section will help you. If you plan to add any accessories
to your vehicle, please read the information in this section first. Page If this happens, contact
your authorized dealer for service. Your vehicle is designed to Page To prevent the fuel fill cap
from becoming lost, it is attached to the fuel filler with a tether. Stop filling the tank after the fuel
nozzle automatically clicks off. Page Pull the hood release handle under the lower left corner of
the dashboard. The hood will pop up slightly. Put your fingers under the front edge of the hood
near the center. Slide your hand to the left until you feel the hood latch handle. Remove the
dipstick orange loop. Wipe off the dipstick with a clean cloth or paper towel. Insert the dipstick
all the way back into its hole. Remove the dipstick again, and check the level. Refer to Owner's
Maintenance Checks on page for information about checking other items on your vehicle. The
scale represents the range of combined fuel economy for other vehicles in the class. Page 1 Fill

the fuel tank until the nozzle automatically clicks off. Page Accessories And Modifications if
equipped. If you plan to modify your vehicle, consult your dealer. Page Follow all load limits and
other loading guidelines in this manual. Both are on a label on the driver's doorjamb. Page Your
vehicle also has cargo hooks on side panel in the cargo area. They are designed to hold light
items. Heavy objects may damage the hook. Make sure any items put on each hook weigh less
than 2. Page Driving Guidelines Low curbs that do not affect the average vehicle may be high
enough to hit the bumper on your vehicle. The front or rear bumper may scrape when trying to
drive onto an incline, such as a steep driveway or trailer ramps. Page Preparing To Drive 9.
Fasten your seat belt. Check that your passengers have fastened their seat belts see page When
you start the engine, check the gauges and indicators in the instrument panel see page Page
Starting The Engine If the engine starts, release pressure on the accelerator pedal so the engine
does not race. If the engine fails to start, press the accelerator pedal all the way down, and hold
it there while starting to clear flooding. Page Manual Transmission Before downshifting, make
sure the engine speed will not go into the tachometer's red zone in the lower gear. If you crash,
you can be injured. Page The engine speed limiter only works when you upshift; engine speed
is not limited during downshifts. Before downshifting, make sure the engine will not go into the
tachometer's red zone. Avoid rapid acceleration, and have the transmission checked by your
dealer as soon as possible. Use Park whenever you are turning off or starting the engine. To
shift out Page D can also keep the transmission from cycling between third and fourth gears in
stop-and-go driving. Page For more information on driving with the paddle shifters, see page
Push down on the key while you press the release button on the shift lever and move the shift
lever out of Park to neutral. Remove the key from the shift lock release slot, then reinstall the
cover. Page If you try to do this, the gear position indicator will flash the number of the lower
gear several times, then return to a higher gear. Here are the speed ranges for downshifting.
Page While you are driving in the sequential shift mode, the transmission will not automatically
return to drive mode D. Starting in second gear helps to reduce wheelspin in deep snow or on a
slippery surface. The hot three way catalytic converter could cause these materials to catch on
fire. If your vehicle has a manual transmission, put it in first gear and set the parking brake.
Page Braking System If one circuit should develop a problem, you will still have braking at two
wheels. However, you may feel the ABS activate immediately if you are trying to stop on snow
or ice. Page Fit A vehicle with ABS may require a longer distance to stop on loose or uneven
surfaces, such as gravel or snow, than a vehicle without anti- lock. The system also includes a
traction control function. Page VSA on again. We do not recommend driving your vehicle with
the VSA and traction control systems switched off. Page Tire Pressure Monitoring System Tpms
If the tire is flat, or if the tire pressure is too low to continue driving, replace the tire with the
compact spare tire see page Page Page Have the flat tire repaired by your dealer as soon as
possible. Otherwise severe automatic transmission damage will occur. Page Fit When towing
your vehicle for long periods, remove the 20A Accessory Socket and 30A Radio fuses to reduce
drain on battery. These fuses Page When the audio system is disabled, the clock setting in the
audio system will be canceled. You will need to reset the clock see page Page Main Menu Table
Of Contents Towing Your Vehicle Behind a Motorhome Automatic transmission If you tow a Fit
behind a motorhome, the transmission fluid must be changed every 2 years or 30, miles 48, km ,
whichever comes first. Page See page for information on how to obtain a copy, or see your
dealer. Page Maintenance Safety Burns from hot parts. Failure to properly follow Page When
you see this message, immediately have the indicated maintenance done by your dealer. For an
explanation of these maintenance codes, see page Page You should check the following items
at the specified intervals. If you are unsure of how to perform any check, turn to the appropriate
page listed. See page Page If you tow a FIT behind a motorhome, the transmission fluid must be
changed every 2 years or 30, miles 48, km , whichever comes first. It is highly recommended
that you use Honda Motor Oil in your vehicle for optimum engine protection. Page Unless you
have the knowledge and proper equipment, you should have this maintenance done by a skilled
mechanic. Run the engine until it reaches normal operating temperature, then shut it off. Turn
off the engine, let it sit for several minutes, then check the oil level on the dipstick. If necessary,
add more oil. If you change your own oil, please dispose of the used oil properly. Removing the
radiator cap Put the radiator cap back on, and tighten it fully. Pour coolant into the reserve tank.
Put the cap back on the reserve tank. Page Transmission Fluid 3. Insert the dipstick all the way
into the transmission securely as shown in the illustration. Remove the dipstick, and check the
fluid level. It should be between the upper and lower marks. Page Halogen headlight bulbs get
very hot when lit. Oil, perspiration, or a scratch on the glass can cause the bulb to overheat and
shatter. Page 8. Push the electrical connector onto the new bulb. Make sure it is connected
securely. Turn on the headlights to test the new bulb. Open the hood. Install the new bulb in the
socket. Turn it clockwise to lock it in place. Reinstall the socket into the light assembly by

turning it clockwise until it locks. Remove the bulb by turning it about one-quarter turn
counterclockwise. Insert the new bulb into the hole, and turn it one-quarter turn clockwise to
lock it in place. Page 3. Remove the socket by turning it one-quarter turn counterclockwise.
Remove the burned out bulb from the socket by pulling it straight out of its socket. Page Dirt
build-up in the loops of the seat belt anchors can cause the belts to retract slowly. Wipe the
insides of the loops with a clean cloth dampened in mild soap and warm water or isopropyl
alcohol. Page This prevents the antenna from being damaged by the car wash brushes. Page
Wiper Blades Do not open the hood when the wiper arms are raised, or you will damage the
hood and wiper arms. Remove the blade from its holder by grabbing the tabbed end of the
blade. Pull firmly until the tabs come out of the holder. Examine the new wiper blades. If they
have no plastic or metal reinforcement along the back Page 7. Lower the wiper arm down
against the windshield, the passenger's side first, then the driver's side. Raise the wiper arm off
the rear window. Page Fit 5. Slide the new blade into the holder. Make sure it is engaged in the
slot along its full length. Page TPMS warns you when a tire pressure is low. See page more
information. If you think a tire might be low, check it immediately with a tire gauge. Page A tire
this worn gives very little traction on wet roads. You should replace the tire if you can see three
or more tread wear indicators. Page If you purchase directional tires, rotate only front-to-back.
When the tires are rotated, make sure the air pressures are checked. Page This can cause a
crash in which you can be seriously hurt or killed. Always use the size and type of tires
recommended in this owner's manual. Page Remove them as soon as you begin driving on
cleared roads. Page The location of the test indicator window varies between manufacturers. To
remove it, cover the terminals with a solution of baking soda and water. Page Checking The
Battery Wear protective clothing and a face shield, or have a skilled technician do the battery
maintenance. Page Vehicle Storage Also, apply a vehicle body wax to the painted surfaces that
mate with the door and tailgate seals. Page If not, you will also find instructions on getting your
vehicle towed. Have all passengers get out of the vehicle while you change the tire. Lift the rear
center head restraint. Page Canadian LX model with manual transmission, remove the wheel
cover by carefully prying under its edge with the flat tip of the extension. Page Place the flat tire
on the ground with the outside surface facing up. Before mounting the spare tire, wipe any dirt
off the mounting surface of the wheel and hub with a clean cloth. Page On Sport model and
Canadian LX model with manual transmission: Remove the center cap before storing the flat
tire. Remove the strap loop from the legs of the head restraint and lower the cargo area floor lid.
Page Store the wheel, jack, and tools securely before driving. Place the floor lid in the cargo
area. Store the wheel cover or center cap in the cargo area. Align the valve mark on the wheel
cover to the tire valve on the wheel, then install the wheel cover. Make sure the wire support
ring is on the outer side of the tire valve Park vehicle on a level surface in a safe place. Set
shifter lever into PARK and engage the parking brake. An instruction sheet. Remove the air
pump from the repair kit, then screw the air pump hose onto the bottle adapter tightly. Route the
power cord into the vehicle, and insert the plug into the accessory power socket. Page 10 to 20
psi 70 to kPa. Inflate the tire to 33 psi kPa , then turn the air pump switch OFF for an accurate
pressure reading. Page The label may adhere poorly when cold. Clean the surface and securely
attach the label. Remove the front pillar label from the repair kit and place it as shown above.
Page You do not need to attach the power cord or turn the air pump switch on. Refer to Starting
the Engine on page Put the transmission in neutral manual or Park automatic , and set the
parking brake. Page Do not connect this jumper cable to any other part of the engine. If the
booster battery is in another vehicle, have an assistant start that vehicle and run it at a fast idle.
Page If The Engine Overheats Wait until you see no more signs of steam or spray, then open the
hood. If you do not see steam or spray, leave the engine running, and check the high
temperature indicator. Page After the pressure releases, push down on the cap, and turn it until
it comes off. Start the engine, and set the temperature control dial to maximum heat. Add
coolant to the radiator up to the base of the filler neck. Page There is a mechanical problem that
needs to be repaired before you can continue driving see Emergency Towing on page Page
Brake System Indicator Towing on page If you must drive the vehicle a short distance in this
condition, drive slowly and carefully. Page The interior fuse box is behind the fuse lid. To
access it, pull the fuse lid toward you. Check each of the large fuses in the under-hood fuse box
and the interior fuse box by looking through the top at the wire inside. Check all smaller fuses in
the interior fuse box by pulling out each one with the fuse puller provided in the interior fuse
box. Page Leave the blown fuse in that circuit and have your vehicle checked by a qualified
technician. Follow the above procedure exactly. If you cannot shift the transmission or start the
Take the towing hook and the extension out of the tool kit in the cargo area. The tow hook
should not be used to tow the vehicle onto a flat bed. Do not use it as a tie down. Slide the cover
on the engine compartment bulkhead to view the VIN. Always close the cover when finished.

The transmission number is on a label on top of the transmission. Page Specifications Page 0.
Those grades represent the tire's ability to Page Warning: The temperature grade for this tire is
established for a tire that is properly inflated and not overloaded. Excessive speed,
underinflation, or excessive loading, either separately or in combination, can cause heat
buildup and possible tire failure. TIN is located on the sidewall of the tire. Page Fit Driving on a
significantly under- inflated tire causes the tire to overheat and can lead to tire failure. Page
TPMS from functioning properly. Always check the TPMS malfunction telltale after replacing
one or more tires or wheels on your vehicle to ensure that the replacement or alternate tires and
wheels allow the TPMS to continue to function properly. Page Emissions Controls The positive
crankcase ventilation valve routes them from the crankcase back to the intake manifold. They
are then drawn into the engine and burned. Page Emis
2002 chevy cavalier wiring diagram
meritor wabco trailer abs troubleshooting
02 chevy tracker
sions Testing 6 hours or more. Without touching the accelerator pedal, start the engine, and let
it idle for 20 seconds. Page 9. Make sure the vehicle has been parked with the engine off for 30
minutes. If the testing facility determines the readiness codes are still not set, see your dealer.
Vehicles Authorized Manuals Fit Virgin Islands: Bella International P. Page Authorized Manuals
Electrical Troubleshooting Manual: Complements the Service Manual by providing in-depth
troubleshooting information for each electrical circuit in your vehicle. Body Repair Manual:
Describes the procedures involved in the replacement of damaged body parts. Page Service
Information Summary 10W motor oil as a temporary replacement see page Capacity including
differential : 1. This owner's manual covers all models of the Fit. This manual is also suitable
for: Fit Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL.

