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specialized utility vehicle designed for both on-road and off-road use. It can go places and
perform tasks for which conventional two-wheel drive vehicles were not intended. This vehicle
has a higher ground clearance, higher center of gravity, and narrower track than many
passenger cars. It is capable of perform- ing better in a wide variety of off-road applications. In
fact, the U. Engine exhaust, some of its constituents, and certain vehicle components contain or
emit chemicals known to the State of California to cause cancer and birth defects or other
reproductive harm. In addition, certain fluids contained in vehicles and certain prod- ucts of
component wear contain or emit chemicals known to the State of California to cause cancer and
birth defects or other reproductive harm. This number also appears on the Automobile
Information Disclosure Label affixed to a window on your vehicle. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to
an accident resulting in serious injury or death. If you received your keys without the bag, ask
your dealer to give you the number. Page 15 To remove the ignition key on models with a
manual transmission, depress and hold the key release button, turn the ignition key to LOCK
and remove the key. Leaving children in a vehicle unattended is danger- ous for a number of
reasons. Use of these systems may result in vehicle starting problems and loss of security
protection. A blank key is one which has never been programmed. Customer Key Programming
You can program new keys to the system if you have two valid keys by doing the following This
device must accept any interference that may be received, including interference that may
cause undes- ired operation. This lock pre- vents steering the vehicle without the ignition key.
After this, the display will continue to cycle only no chimes. Press this switch to lock or unlock
the doors. Power Door Lock Switch If the plunger is down when the door is closed, the door will
lock. If you push up on the lever on the open edge of the door it cannot be opened from the
inside of the vehicle. Repeating steps 1â€”3 will restore original operation. NOTE: The Light
Flash can be enabled or disabled within 23â€”50 feet 7â€”15 meters of the vehicle by performing the following procedure: 1. Press and hold the Lock button on the transmitter. To avoid
injury stand back when opening. Glass will automatically rise. Page Transmitter Battery Service
2. If your Remote Keyless Entry fails to operate from a normal distance, check for these two
conditions: 1. Weak batteries in transmitter. The expected life of batteries is from one to two
years 2. When the alarm is activated, the system provides both audible and visual signals. If
something has triggered the system in your absence, the horn will sound three times when you
unlock the doors. Pull the handle to its second detent all the way to open both the flip-up
window and swing gate. Page 33 EVIC display not in the instrument cluster. After this, the VF
display will continue to sequence only no chimes. The top left switch controls the left front
window and the top right switch controls the right front window. The lower left switch controls
the left rear passenger window, and the lower right switch controls the right rear passenger
window. Press the window switch past the detent, release, and the window will go down automatically. Page Occupant Restraints windows down, or the sunroof if equipped in certain open
or partially open positions. This is a normal occur- rence and can be minimized. If the buffeting

occurs with the sunroof open, adjust the sunroof opening to minimize the buffeting. Some of
the worst injuries happen when people are thrown from the vehicle. Seat belts reduce the
possibility of ejection and the risk of injury caused by striking the inside of the vehicle. Enter
the vehicle and close the door. Sit back and adjust the seat. The seat belt latch plate is above
the back of your seat. Grasp the latch plate and pull out the belt. Slide the latch plate up the
webbing as far as necessary to make the belt go around your lap. A belt that is buckled into the
wrong buckle will not protect you properly. Position the lap belt across your thighs, below your
abdomen. To remove slack in the lap portion, pull up a bit on the shoulder belt. To loosen the
lap belt if it is too tight, tilt the latch plate and pull on the lap belt. A lap belt worn too high can
increase the risk of injury in a collision. To lower the shoulder belt height, push the button and
slide the height adjuster down. Position the shoulder belt height adjusters so that the belt rests
across the middle of your shoulder. Failure to adjust the safety belt properly could reduce the
effectiveness of the seat belt and increase the risk of injury in a collision. Page Energy
Management Feature Energy Management Feature This vehicle has a safety belt system with an
energy management feature at the driver and front passenger seating positions to help further
reduce the risk of injury in the event of a head-on collision. This safety belt system has a
retractor assembly that is designed to pay out webbing in a controlled manner. This extender
should be used only if the existing belt is not long enough. Page 49 the instrument panel, above
the glove compartment. NOTE: The front airbags are certified to the Federal regulations that
allow less forceful deployment. The front airbags have a multi stage inflator design. This may
allow the airbag to have different rates of inflation that are based on collision severity and
occupant size. You may damage the airbags and you could be injured be- cause the airbags are
not there to protect you. These protective covers for the airbag cushions are de- signed to open
only when the airbags are inflating. Page 51 airbags work, you need the seat belts to keep you
in the right position for the airbags to protect you properly. Here are some simple steps you can
take to minimize the risk of harm from a deploying airbag. Children 12 years and under should
always ride buckled up in a rear seat in an appropriate child restraint. The airbags work with
your seat belt to restrain you properly. Always wear your seat belts even though you have
airbags. A single chime will sound if the light comes on again after initial start up. When the
ORC with side impact option detects a collision requiring the window bags to inflate, it signals
the inflators on the crash side of the vehicle. A quantity of nontoxic gas is generated to inflate
the window bag. In the pres- ence of an occupant in the passenger seat, if both the PAD
indicator light located in the front passenger grab handle and AIRBAG warning light located in
the instrument cluster are illuminated the airbag will Page 57 should always use the PAD
indicator light as an indica- tion if the front passenger is properly positioned or not. If the PAD
indicator light comes on when an adult is in the passenger seat, have the passenger re-position
them- selves in the seat until the light goes out. The BTS creates a signal based on outboard lap
belt tension. This signal is sent to the OCM to ensure that the resultant bladder pressure
increase due to applied lap belt tension does not cause a small occupant to be classified as a
larger occupant. Al- ways use the correct seat cover specified for the vehicle. As the airbags
deflate you may see some smoke-like particles. The particles are a normal by- product of the
process that generates the nontoxic gas used for airbag inflation. If the airbags deploy after an
impact and the electrical system remains functional, the interior lights will turn on and the
power door locks if equipped will unlock 5 seconds after airbag deployment. You could be
injured if the airbag system is not there to protect you. Do not modify the components or wiring,
including adding any kind of badges or stickers to the steering wheel hub trim cover or the
upper right side of the instrument panel. Page Child Restraint Child Restraint Everyone in your
vehicle needs to be buckled up all the time â€” babies and children, too. Every state in the
United States and all Canadian provinces require that small children ride in proper restraint
systems. This is the law, and you can be prosecuted for ignoring it. Forward-facing child seats
and convertible child seats used in the forward-facing direction are for children who weigh 20 to
40 lbs 9 to 18 kg , and are older than one year old. The manufacturer recommends that you try a
child restraint in the vehicle seats where you will use it before you buy it. Not all child restraint
systems will be installed as described here. Again, carefully follow the installation instructions
that were provided with the child restraint system. Page 69 In addition, there are tether strap
anchorages behind each rear seating position located on the back of the seat. Improper
installation of a child restraint to the LATCH anchorages can lead to failure of an infant or child
restraint. Insert the latch plate into the buckle with the release button facing out. An incorrectly
anchored tether strap could lead to increased head motion and possible injury to the child. Use
only the anchor positions directly behind the child seat to secure a child restraint top tether
strap. Drive moderately during the first miles km. While cruising, brief full-throttle acceleration,
within the limits of local traffic laws, contributes to a good break-in. If the vehicle is stopped in

an open area with engine running for more than a short period, adjust the ventilation system to
force fresh, outside air into the vehicle. You should feel the air directed against the windshield.
A two-point pivot system allows for horizontal and vertical adjustment of the mirror. The mirror
should be adjusted while set in the day position toward windshield. You can turn the feature on
or off by pressing the button at the base of the mirror. A light in the button will indicate when
the dimming feature is activated. Vehicles and other objects seen in the right side convex mirror
will look smaller and farther away than they really are. Relying too much on your right side
mirror could cause you to collide with another vehicle or other objects. Use your inside mirror
when judging the size or distance of a vehicle seen in the right side mirror. This feature is
activated whenever you turn on the rear window defrost. The system is available in English,
Spanish, or French languages as equipped. The rearview mirror contains the microphone for
the system and the control buttons that will enable you to access the system. You can enter any
four-digit pin number. You will not need to remember this pin number after the initial pairing
process. The phone number that you enter must be of valid length and combination. For
example, is nine digits long, which is not a valid phone number - the closest valid phone
number has ten digits. Use of long names helps the voice recognition and is recom- mended.
For example, say Robert Smith or Robert instead of Bob. Phonebook Edit can be used to add
another phone number to a name entry that already exists in the phonebook. This feature is
only supported in the USA. Page Front Seat Adjustment - Recline Using body pressure, move
forward and rearward on the seat to be sure the seat adjusters have latched. The sudden
movement of the seat could cause you to lose control. The seat belt might not be properly
adjusted and you could be injured. Adjustable head restraints should be adjusted so that the
upper edge is as high as practical. The head restraints have a locking button that must be
pushed inward to lower the head restraint. Do not ride with the seatback reclined so that the
seat belt is no longer resting against your chest. In a collision you could slide under the seat
belt and be seriously or even fatally injured. Use the recliner only when the vehicle is parked.
Pull up on the lever to recline the seat. Locate the seatback release handle on the outboard top
side of each rear seatback; lift up on the handle, and rotate the lever forward until the seatback
releases. Fold the seatback completely forward. If interference from the cargo area prevents the
seatback from fully locking, you will have difficulty returning the seat to its proper position.
First pull the hood release lever inside your vehicle located under the left side of the instrument
panel. Hood Release Lever Then, reach under the hood and slide the safety latch to the right
and lift the hood. Page Lights secure both latches. Never drive your vehicle unless the hood is
fully closed, with both latches engaged. If the hood is not fully latched, it could fly up when the
vehicle is moving and block your forward vision. Be sure all hood latches are latched fully
before driving. This can be helpful when driving with your headlights on during the daytime
such as in a parade or a funeral procession. To activate this feature, rotate the multi-function
control lever one detent lower than the dome light. Turn to the second detent for headlight
operation. To change the brightness of the instrument panel lights, rotate the center portion of
the multi-function control lever up or down. Remove lamp covers by pressing the thumb tab upwards, and pulling the cover off. With the ignition in the ON position, press the button to turn on
the light bar located on the instrument panel to the left of the steering column. Press the button
again to turn off the light bar. This control lever is located on the right side of the steering
column. For front wiper operation, turn the control lever end cap upward to select the desired
wiper speed. If the lever is pulled while in the delay range, the wiper will operate for two wipe
cycles after the lever is released, and then resume the intermit- tent interval previously selected.
Page Mist Feature Mist Feature Push down on the wiper lever to activate a single wipe to clear
off road mist or spray from a passing vehicle. As long as the lever is held down, the wipers will
continue to operate. In cold weather, always turn off the wiper switch and allow the wipers to
return to the park position before turning off the engine. Pull the lever back towards you and
firmly push the lever until it is above the lower surface of the shroud to lock the column in
place. Tilting the steering column while the vehicle is moving is dangerous. Without a stable
steering col- umn, you could lose control of the vehicle and have an accident. Adjust the
column only while the ve- hicle is stopped. Be sure it is locked before driving. Release the
accelerator and the vehicle will operate at the selected speed. When the pedal is released, the
vehicle will return to the set speed. NOTE: When driving uphill, at elevations above 2, ft.
Pressing the STEP button will select the available choices. NOTE: Temperature accuracy can be
effected from heat soak. Page Electronic Vehicle Information Center The reading lights are
activated by pressing on the recessed area of the corresponding lens. When in this display you
may select one of five lan- guages for all display nomenclature, including the trip computer
functions. Train Remote? When this feature is selected, the front and rear turn signals will flash
when the doors are locked or unlocked using the remote keyless entry transmitter. This feature

may be selected with or without the sound horn on lock feature selected. Page Mini-Trip
Computer Mini-Trip Computer This feature, located in the overhead console, displays
information on outside temperature, compass direction, and trip information. This will occur
only if a resettable function is currently being displayed Aver- age Economy, Trip Miles, and
Time Elapsed. Drive carefully under such conditions to prevent an accident and possible personal injury or property damage. The tire location will blink when under pressure. Blank Screen
Shows a blank screen. In some areas of the country, the difference between magnetic and
geographic north is great enough to cause the compass to give false readings. If this occurs,
the compass variance must be set according to the Compass Variance Map. Operation is
subject to the following two conditions: 1. This device may not cause harmful interference 2.
Before programming HomeLink to a garage door opener or gate operator, make sure that people
and objects are out of the way of the device to prevent potential harm or damage. When
programming a garage door opener, it is advised to park outside of the garage. Page
Programming Homelink Programming HomeLink NOTE: It is recommended that a new battery
be placed in the hand-held transmitter of the device being pro- grammed to HomeLink for
quicker training and accurate transmission of the radio frequency signal. Vehicle exhaust
contains carbon monoxide, a danger- ous gas. Simultaneously press and hold both the desired
HomeLink button and the hand-held transmitter button. Do not release the buttons until the next
step has been completed. Continue with steps five through seven below to complete the
program- ming of a rolling code equipped device most commonly a garage door opener. Page
Using Homelink Press and hold the HomeLink button while you press and release - every two
seconds cycle your hand-held transmitter button until the radio signal has success- fully been
accepted by HomeLink. Proceed with the remaining steps under Programming HomeLink to
complete. The sunroof can be stopped at any position between closed and full open.
Momentarily pressing the switch rearward will activate the Express Open Feature, causing the
sunroof to open automatically. Page Express Open Feature the sunroof and the sunroof will
remain in the partial vent position until the switch is pushed forward again. Express Open
Feature During the Express Open operation, any movement of the switch will stop the sunroof
and it will remain in a partial open position. Pull lightly on the top of the plastic cover to open
the outlet. Page The rear power outlet is a direct feed from the battery so it receives power
whether the ignition is in the ON or OFF position. All accessories connected to this outlet
should be re- moved or turned off when the vehicle is not in use. If all doors are closed and only
the swing gate is open, pushing on the cargo light lens surface will turn off all interior lights. In
an accident a cargo cover loose in the vehicle could cause injury. It could fly around in a
sudden stop and strike someone in the vehicle. Do not store the cargo cover on the cargo floor
or in the passenger compart- ment. In a sudden stop or colli- sion a hook could pull loose and
allow the child seat to come loose. A child could be badly injured. Use only the anchors
provided for child seat tethers. Items may be placed on the flat surface or stored in the three
storage compartments. Page 2. Place the rear corners of the cargo organizer into the supports
located on the rear trim panel. Press down on the back of the cargo organizer to lock it into
place. Do not load objects over 30 lbs Pull up on the center opening of the cargo organizer.
Using Cargo Organizer 2. Lift up on the storage compartment dividers and lock into place.
Cargo Organizer Removal Loosen screw, then lift lever from each mount located on the floor of
the rear cargo area, and remove the cargo organizer from the vehicle. When the vehicle is
restarted, the wiper will resume function at whichever position the switch is set If the swing gate
flip-up window is open or the swing gate is open, connection to the rear window wiper is
interrupted preventing activation of the rear wiper blade. An amber indicator in the push button
will light when the defroster is turned on. Push again to turn off the defroster prior to an
automatic time-out. Be sure that the total occupant and luggage load inside the vehicle, plus the
load on the luggage rack, do not exceed the rated vehicle capacity as shown on the label
attached to the drivers door shut face. Cargo must be securely tied before driving your vehicle.
Improperly secured loads can fly off the vehicle, particularly at high speeds, resulting in
personal injury or property damage. Page Mode Tachometer Indicates the permissible engine
revolutions-per-minute for each gear range. Before reaching the red area, ease up on the
accelerator to prevent engine damage. Turn Signal Indicator Light The arrows will flash in
unison with the exterior turn signals, when using the multi-function control lever. Each tire,
including the spare, should be checked monthly when cold and set to the recommended
inflation pressure as specified on the vehicle placard. See page for more information. The
vehicle should be serviced as soon as possible if this occurs. Page Temperature Gage Indicates
engine coolant temperature. Any read- ing within the normal range indicates that the cooling
system is operating satisfactorily. The gage pointer will likely indicate a higher temperature
above center scale when driving in hot weather, up mountain grades, in heavy stop and go

traffic, or when towing a trailer. Part Time Indicator Light â€” If Equipped This light alerts the
driver that the vehicle is in the PART TIME fourâ€”wheel drive high range mode, and the front
and rear driveshafts are mechanically locked together forcing the front and rear wheels to rotate
at the same speed. NOTE: This light shows only that the parking brake is applied. It does not
show the degree of brake application. If the parking brake is off and the light remains on, have
the brake system inspected as soon as possible. Seat Belt Indicator Light When the ignition
switch is first turned ON, this light will turn on for 5 to 8 seconds as a bulb check. If the light
remains lit with the engine running your vehicle will usually be drivable, however, see your
dealer for service as soon as possible. Like any system, however, car radios have performance
limitations, due to mobile op- eration and natural phenomena, which might lead you to believe
your sound system is malfunctioning. Opening a vehicle front door will cancel this feature. If
you press and hold the button, the radio will continue to tune until you release the button. The
frequency will be displayed and continu- ously updated while the button is pressed. The PTY
icon will then turn off. Balance The Balance control adjusts the left-to-right speaker bal- ance.
SET 1 will show in the display window. Select the push-button you wish to lock onto this station
and press and release that button. Press the SEEK button once to move 1 selection, twice to
move 2 selections, etc. When power is restored to the tape player, the pinch roller will
automatically reengage and the tape will resume play. The display will show the track number
and index time in minutes and seconds. Play will begin at the start of track one. The RW
Reverse button works in a similar manner. Scan Button Press this button to play the first 10
seconds of each track. To stop the scan function, press the button a second time. CD Changer
Control Capability â€” Random can be cancelled by pressing the button a second time or by
ejecting the CD from the changer. This CD player will accept 4 only. The use of other sized discs
may damage the CD player mechanism. You may either insert or eject a disc with the radio OFF.
Play can be resumed when the operating temperature is corrected or another MODE is selected.
Page and release that button. If a button is not selected within 5 seconds after pressing the SET
RND button, the station will continue to play but will not be locked into push- button memory.
You may add a second station to each push-button by repeating the above procedure with this
exception: Press the SET button twice and SET 2 will show in the display window. Operation is
subject to the following conditions: 1. This device may not cause harmful interference, 2. This
device must accept any interference received, including interference that may cause undesired
opera- tion. Page show the disc number, the track number, and index time in minutes and
seconds. Play will begin at the start of track 1. Please have the following informa- tion available
when activating your system: 1. Press the top of the button to search up and the bottom of the
button to search down. Holding the TUNE button causes the radio to bypass channels until the
button is released. Pressing a pre-set memory button during a music type scan, will call up the
memory channel and stop the search. Reach behind the wheel to access the switches. The right
hand control is a rocker type switch with a push-button in the center and controls the volume
and mode of the sound system. The button located in the center of the left hand control will
tune to the next preset station that you have pro- grammed in the radio preset push-button. The
button in the center of the left hand switch will cause the CD changer to play the next available
disc in the 6â€”disc magazine. If you wait until the head becomes very dirty noticeably poor
sound , it may not be possible to remove all deposits with a simple WET cleaning cassette.
These comfort controls can be set to obtain desired interior conditions. Page This position
turns off the blower motor and outside air will not pass through any outlets. Allows for
circulation of interior air only which will cool the cabin faster. Defrost Air flows through the
outlets at the base of the windshield and through the side window demister outlets. Do not
leave children or animals inside parked vehicles in hot weather. Interior heat build up may
cause serious injury or death. If the engine fails to start within 10 seconds, turn the key to the
OFF position, wait 5 seconds, then repeat the normal starting procedure. Never pour fuel or
other flammable liquids into the throttle body air inlet opening in an attempt to start the vehicle.
This could result in a flash fire causing serious personal injury. After Starting The idle speed is
automatically controlled and will de- crease as the engine warms up. A manual hand prime
pump is located on the filter head for re-priming the fuel system. The fuel-water separator is
located on the driver side cowl in the engine compartment. Depress the fuel-water separator
knob 20 consecutive times. Hand Prime Pump 4. If the engine does not start, repeat Step 3.
NOTE: The engine will typically start within 10 sec- onds; Remember to disconnect the cord
before driving. Damage to the volt AC electrical cord could cause electrocution. When parking
your vehicle, always leave a manual transmission in first gear and apply the parking brake fully
to guard against vehicle movement and possible injury or damage. Never use any gear as a
substitute for the parking brake. To drive as safely as possible and to prolong the life of your
manual transmission, follow these tips Recommended Manual Transmission Shifting Speeds

The manufacturer recommends that you use the shift speeds listed in the chart below. Be sure
to keep your foot on the brake when moving the shift lever between these gears. The engine can
be started in this range. Never use P Park while the vehicle is in motion. Apply the parking brake
when leaving the vehicle in this range. Always place the gear selector in the P Park position
first, and then apply the parking brake. Normal Overdrive and shifting operation will resume
when the temperature of the transmission reaches the appropriate temperature. Page Over
Temperature Mode The transmission electronics constantly monitor the transmission oil
temperature. If the transmission gets too hot, the transmission will change the way it shifts to
help control the condition. This may result in a slightly different feeling or response during
normal operation in D Drive position. The torque converter will refill within 5 seconds of shifting
from P Park into any other gear position. Rocking the Vehicle If the vehicle becomes stuck in
snow, sand, or mud, it can often be moved by a rocking motion. Page When additional traction
is required the transfer case 4H and 4L positions can be used to lock the front and rear
driveshafts together and force the front and rear wheels to rotate at the same speed. This is
accomplished by simply moving the shift lever to these positions. Any difference will adversely
affect shifting and can cause damage to the transfer case. Locks the front and rear driveshafts
together. Forces the front and rear wheels to rotate at the same speed. Additional traction and
maximum pulling power for loose, slippery road surfaces only. Several attempts may be
required for clutch teeth alignment and shift completion to occur. Page Shifting Procedure
Neutral - Disengages both the front and rear driveshafts from the powertrain. To be used for flat
towing behind another vehicle. This will allow full engagement of the newly selected position.
Apply a constant force when shifting the transfer case lever. If traction differs between the two
rear wheels, the differ- ential automatically proportions the usable torque by providing more
torque to the wheel that has traction. Before leaving the vehicle parked on a hill, you must make
sure the parking brake is fully applied and place the gear selector in the P Park position. The
system operates with a separate com- puter to modulate hydraulic pressure to prevent wheel
lock-up and help avoid skidding on slippery surfaces. All vehicle wheels and tires must be the
same size and type and tires must be properly inflated to produce accurate signals for the
computer. Pumping of the Anti-Lock Brakes will diminish their effectiveness and may lead to an
accident. Pumping makes the stopping distance longer. Just press firmly on your brake pedal
when you need to slow down or stop. The Anti-Lock Brake System is subject to possible
detrimental effects of electronic interference caused by improperly installed aftermarket radios
or tele- phones. NOTE: During severe braking conditions, a pulsing sensation may occur and a
clicking noise will be heard. This is normal, indicating that the Anti-Lock Brake System is
functioning. Page Driving In Snow, Mud And Sand Standing Water Avoid driving in standing
water deeper than 20 inches, and reduce speed appropriately to minimize wave ef- fects.
Maintenance After driving through deep water, inspect your vehicle fluids and lubricants engine
oil, transmission oil, axle, transfer case to assure the fluids have not been contami- nated. If the
brakes are required to control vehicle speed, apply them lightly and avoid locking or skidding
the tires. If the engine stalls or you lose headway or cannot make it to the top of a steep hill or
grade, never attempt to turn around. After going off-road it is always a good idea to check for
damage. That way you can get any problems taken care of right away and have your vehicle
ready when you need it. Page Tire and Loading Information Placard Tire and Loading
Information This placard tells you important information about the: 1 number of people that can
be carried in the vehicle 2 the total weight your vehicle can carry 3 the tire size designed for
your vehicle 4 the cold tire inflation pressures for the front, rear and spare tires. Steps for
Determining Correct Load Limit 1. Overloading of your tires is dangerous. Overloading can
cause tire failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. Page Tire Inflation
Pressures 2. Economyâ€” Improper inflation pressures can cause uneven wear patterns to
develop across the tire tread. These abnormal wear patterns will reduce tread life resulting in a
need for earlier tire replacement. Under inflation also increases tire rolling resistance and
results in higher fuel consump- tion. Combining radial ply tires with other types of tires on your
vehicle will cause your vehicle to handle poorly. The instability could cause an accident. Always use radial tires in sets of four. Never combine them with other types of tires. Cuts and
punctures in radial tires are repairable only in the tread area because of sidewall flexing. When
the tread pattern is worn down to these treadwear indicators, the tires should be replaced.
Overloading your vehicle, long trips in very hot weather, and driving on bad roads may result in
greater wear. Some combinations of unap- proved tires and wheels may change suspension
dimen- sions and performance characteristics, resulting in changes to steering, handling, and
braking of your vehicle. Alignment will not correct this problem. See your dealer for proper
diagnosis of the problem. Improper alignment will not normally cause vehicle vibration, which

may be a result of tire and wheel out-of-balance. Page The system will consist of tire pressure
monitoring sensors attached to each wheel through the valve stem mounting hole, a central
receiver module and an amber colored Indicator Lamp. A sensor is located in the spare wheel if
the vehicle is equipped with a matching full size spare wheel and tire assembly. After inspecting
or adjusting the tire pressure al- ways reinstall the valve stem cap. This will prevent moisture
and dirt from entering the valve stem, which could damage the wheel rim sensor. Page system
fault is detected. The flash cycle will repeat every ten minutes or until the fault condition is
removed and reset. Broken chains can cause serious damage. For these reasons, they wear at
unequal rates, and develop irregular wear patterns. These effects can be reduced by timely
rotation of tires. Page Reformulated Gasoline Light spark knock at low engine speeds is not
harmful to your engine. However, continued heavy spark knock at high speeds can cause
damage and immediate service is required. Poor quality gasoline can cause problems such as
hard starting, stalling and hesitations. If you experience these symptoms, try another brand of
gasoline before consid- ering service for the vehicle. Oxygen- ates are required in some areas of
the country during the winter months to reduce carbon monoxide emissions. Fuels blended
with these oxygenates may be used in your vehicle. Use of additional detergents or other
additives is not needed under normal conditions. Carbon monoxide CO in exhaust gases is
deadly. They contain carbon monoxide, a colorless and odorless gas which can kill. Never run
the engine in a closed area, such as a garage, and never sit in a parked vehicle with the engine
running for an extended period. Do not use alcohol or gasoline as a fuel blending agent. They
can be unstable under certain conditions and hazardous or explosive when mixed with diesel
fuel. If the gas cap is lost or damaged, be sure the replacement cap has been designed for use
with this vehicle. When tightening the gas cap, tighten until 2 or 3 clicks are heard to insure that
the cap is properly seated. Tighten the fuel filler cap properly and press the odometer reset
button to turn the message off. If the trailer weighs more than 1, lbs kg loaded, it should have its
own brakes and they should be of adequate capacity. Failure to do this could lead to
accelerated brake lining wear, higher brake pedal effort, and longer stopping distances. Towing
â€” 2WD Models Recreational towing is not allowed. Towing with the rear wheels on the ground
can result in severe transmis- sion damage. Internal damage to the transfer case will occur if a
front or rear wheel lift is used when recreational towing. Shift automatic transmission into D
Drive or manual transmission into any forward gear. Release brake pedal and ensure that there
is no vehicle movement. Page Snow Plow 5. Start engine. You or others could be injured if you
leave the vehicle unattended with the transfer case in the N Neutral position without first fully
engaging the parking brake. Do not add a snow plow, winches, or any other aftermarket
equipment to the front of your vehicle. This could adversely affect the functioning of the airbag
system and you could be injured. When you activate it, all front and rear directional signals will
flash intermittently. Use it when your vehicle is disabled on or near the road. It warns other
drivers to steer clear of you and your vehicle. The air conditioning system will turn off
automatically and power loss will occur until the engine temperature returns to the normal
range. Page Jack Location Jack Location The scissor-type jack, and tire changing tools are
stored beneath the right rear seat. To remove the jack from its stowage position, turn the thumb
screw counterclock- wise to loosen jack assembly and then remove it. Preparations For Jacking
Park the vehicle on a firm level surface, avoid ice or slippery areas, set the parking brake and
place auto- matic transmission in P Park , or manual transmission in Page 4. Locate the jack as
shown. For the front tires, place it in the notch on the body weld seam behind wheel to be
changed. For the rear tires, place it under the axle by the wheel to be changed. Position the jack
handle on the jack. Do not raise the vehicle until you are sure the jack is fully engaged. Raising
the vehicle higher than necessary can make the vehicle less stable and cause an accident. It
could slip off the jack and hurt someone near it. Raise the vehicle only enough to remove the
tire. If the indicator is light or yellow, replace the battery. Wear eye protection and remove any
metal jewelry such as watch bands or bracelets that might make an unintended electrical
contact. Jump starting can be dangerous. Do not attempt to push or tow your vehicle to get it
started. Unburned fuel could enter the catalytic converter and, once the engine has started,
ignite and damage the converter and vehicle. Page Bulb Replacement This system monitors the
performance of the emissions, engine, and automatic transmission control systems. When
these systems are operating properly, your vehicle will provide excellent performance and fuel
economy, as well as engine emis- sions well within current government regulations. Press the
odometer reset button to turn the message off. If the problem persists, the message will appear
the next time the vehicle is started. This might indicate a damaged cap. Page Replacement Parts
5. Approximately 15 seconds later, one of two things will happen: a. The MIL will flash for about
10 seconds and then return to being fully illuminated until you turn off the ignition key or start
the engine. Service Manuals are available which include detailed service information for your

vehicle. Refer to these manuals before attempting any procedure yourself. Page The best time
to check the engine oil level is about 5 minutes after a fully warmed engine has been shut off, or
before starting the engine after it has sat overnight. Checking the oil while the vehicle is on level
ground will improve the accuracy of the oil level readings. Engine Oil Viscosity 2. Used oil and
oil filters, indiscriminately discarded, can present a problem to the environment. Contact your
authorized dealer, service station, or gov- ernmental agency for advice on how and where used
oil can be safely discarded in your area. Page Spark Plugs Spark Plugs Spark plugs must fire
properly to assure engine perfor- mance and emission control. New plugs should be in- stalled
at the mileage specified in the appropriate main- tenance chart. The entire set should be
replaced if there is any malfunction due to a faulty spark plug. A hot exhaust system can start a
fire if you park over materials that can burn. Such materials might be grass or leaves coming
into contact with your ex- haust system. Do not park or operate your vehicle in areas where
your exhaust system can contact any- thing that can burn. Page Engine Timing Belt - 2. Ignition
Wiring System â€” 2. Crankcase Emission Control System Proper operation of this system
depends on freedom from sticking or plugging due to deposits. You will never have to add
water, nor is periodic main- tenance required. Battery posts, terminals, and related accessories
con- tain lead and lead compounds. Always wash hands after handling the battery. It is
essential when replacing the cables on the battery that the positive cable is attached to the
positive post and the negative cable is attached to the negative post. How- ever, the
manufacturer recommends that air conditioning service be performed by dealers or other
service facilities using recovery and recycling equipment. See your authorized dealer for
complete service information. Body Lubrication Locks and all body pivot points, including such
items as seat tracks, doors, swing gate and hood hinges, should be lubricated periodically to
assure quiet, easy operation and to protect against rust and wear. It is located in the front of the
engine compartment on the passenger side and should be checked for fluid level at regular
intervals. Page Cooling System have an authorized technician inspect the complete ex- haust
system and adjacent body areas for broken, dam- aged, deteriorated, or mispositioned parts.
Open seams or loose connections could permit exhaust fumes to seep into the passenger
compartment. In addition, inspect the exhaust system each time the vehicle is raised for lubrication or oil change. If the coolant solution is dirty or contains a considerable amount of
sediment, clean and flush with a reliable cooling system cleaner see your authorized dealer for
recommendations. Do not overfill. Points To Remember NOTE: When the vehicle is stopped
after a few miles kilometers of operation, you may observe vapor coming from the front of the
engine compartment. Also, if your vehicle is equipped with air conditioning, keep the front of
the condenser clean. Riding the brakes can lead to brake failure and possibly an accident.
Driving with your foot resting or riding on the brake pedal can result in abnormally high brake
temperatures, excessive lining wear, and possible brake damage. Worn brake hoses can burst
and cause brake failure. You could have an accident. If you see any signs of cracking, scuffing,
or worn spots, have the brake hoses replaced immediately. Use of a brake fluid that may have a
lower initial boiling point or unidentified as to specification, may result in sudden brake failure
during hard pro- longed braking. Page Hydraulic Clutch Fluid - Manual Transmission
cross-hatched area on the oil level indicator. If the fluid level is low, add sufficient fluid to bring
to the proper level. Fluid changes are not necessary unless the lubricant has become
contaminated with water. If con- taminated with water, the fluid should be changed immediately. When installing plugs, do not overtighten. You could damage them and cause them
to leak. The following maintenance recommendations will enable you to obtain maximum
benefit from the corrosion resistance built into your vehicle. What Causes Corrosion?
Corrosion is the result of deterioration or removal of paint and protective coatings from your
vehicle. Do not use abrasive or strong cleaning materials such as steel wool or scouring
powder, which will scratch metal and painted surfaces. Your authorized dealer has touch up
paint to match the color of your vehicle. Page cleaning inside rear windows equipped with
electric defrosters. Do not use scrapers or other sharp instru- ments which may scratch the
elements. When cleaning the rear view mirror, spray cleaner on the towel or rag that you are
using. Do not spray cleaner directly on the mirror. Under frequent heavy-duty driving
conditions, change all lubricants and lubricate body compo- nents, all driveline joints and
steering linkage more often than in normal service to prevent excessive wear. This will insure
adequate system lubrication to minimize the possibility of compressor damage when the
system is started again. Open the hood. Reach behind the headlamp unit in the engine compartment to access the headlamp bulb lock ring. Firmly grasp the lock ring on the back of the
headlamp unit housing. Pull the inboard side of the lamp away enough to disengage the tab that
secures the outboard side of the lamp from the slot in the front bumper fascia. Remove the
three screws from the backside of the lamp housing. Pull the bezel and lens away from the lamp

housing far enough to access and disconnect the wiring connector from the bulb pigtail wire.
Remove the screws from the light bar cover. Remove the light bar cover. Disconnect wiring
harness from bulb socket. Rotate the socket on the back of the lamp housing counter-clockwise
to unlock it. Do not touch the new bulb with your fingers. Open the swing gate. Remove the two
Torx fasteners. Remove rear lamp assembly. Replace the bulb. These, and all other
maintenance services included in this manual, should be done to provide best vehicle
performance and reliability. Checking the oil level while the vehicle is on level ground will
improve the accu- racy of the oil level reading. Rotate the tires. Inspect the engine air filter
element, replace if necessary. Inspect the brake linings. Page Miles Kilometers Change the
engine oil and engine oil filter, if not replaced at 3 months. Replace the spark plugs. Inspect and
replace the PCV valve, if necessary. Replace the ignition cables 2. Not required if belt was
previously replaced. Drain and refill the transfer case fluid. Inspection and service should be
performed anytime a malfunction is observed or suspected. Inspect the engine air filter element,
and replace if necessary. Inspect the transfer case fluid. Page Miles Kilometers [Months]
Change the engine oil and engine oil filter. Inspect the engine air filter element, and replace if
nec- essary. Inspect the ignition cables, and replace if necessary 2. First is Schedule B. It is for
vehicles that are operated under the conditions that are listed below and at the beginning of the
schedule. Page Miles Kilometers Change the engine oil and engine oil filter. Inspect the engine
air filter element. Replace as necessary. Replace the engine air filter element. Inspect the boost
pressure solenoid filter. Replace the boost pressure solenoid filter, if not previously replaced.
Re- place as necessary. Drain and refill the front and rear axle fluid. Replace as neces- sary.
Replace as nec- essary. Page Miles Kilometers Replace the engine accessory drive belt.
Warranty service must be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly
recommend that you take your vehicle to you selling dealer. They know you and your vehicle
best, and are most concerned that you get prompt and high quality service. Page technicians,
special tools, and the latest information to assure your vehicle is fixed correctly and in a timely
manner. Most matters can be resolved with this process. They will help you keep your vehicle
operating at its best. Visa, Mas- tercard, American Express, and Discover orders are ac- cepted.
If you prefer mailing your payment, please call for an order form. Page Bar, Light Page Selection
of Coolant Page Exhaust Gas Caution Page Identifying Your Engine Page Transmission
Warning Page Timing Belt Page Wind Buffeting Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. For more information go to Its reliability and overall performance makes it
easy to see why most car owners, like you, prefer to drive one. Keeping your Jeep Liberty in
great shape, performance-wise and aesthetic-wise, isn't rocket science. Knowing the basics is
key to the longevity of your Liberty. Here are simple vehicle maintenance tips for your Jeep
Liberty. Keep your Liberty windshield and windows in check. Keep your windshield and
windows clean. Using automotive glass cleaners will do the trick. Also, make sure that the
window motors and regulators are always lubricated to ensure it works smoothly. Accumulated
dirt and other residues will hamper its performance. Try applying silicone spray on your
windows to loosen the dirt and residues. The silicone spray will also lubricate the window
motors and regulators. The fuel system is your vehicle's circulatory system. Without it, fuel will
not reach your engine. It is important to know the parts of the fuel system, how it works and
when the right time is to do regular maintenance. It will certainly avoid huge and costly
damages in the long run. If you have little knowledge of your vehicle, it is best that you find a
reliable car mechanic near you. The engine is the heart of your Liberty. Without it, the vehicle
will not run at all. Make sure that your engine is properly lubricated with motor oil to ensure that
the engine won't break down. The motor oil needs to be replaced regularly as it becomes heavy
over time. Have the motor oil replaced every 3,,kms. One of your Liberty's best features is its
comfortable interiors. Its air conditioning system is an important part that ensures your drive is
comfortable and leisurely. For your Liberty to continuously provide that, its air conditioning
system should also be well maintained. Air conditioning system maintenance includes checking
the radiator for rust, leaks, blockages and making sure that it is filled with coolant. Make sure
that the coolant is also replaced regularly as it becomes acidic. It can damage the insides of the
radiator as well as the gaskets, hoses and belts. The brake system of your Liberty is the most
important safety component of your vehicle. It is basically made up of five basic components.
They are the rotors, brake pads, calipers, master cylinder and brake lines. You'll know it's time
to change the brakes when you hear high pitched sounds coming from it every time your car
stops, or when you sense your Liberty is pulling to the left or to the right when you stop. It is
recommended that the brake pads be replaced every 25, miles. The brake system also needs
brake fluid for it to maximize the stoppage power of the vehicle. The brake fluid also needs to be
replaced every 20,, miles. As a successor of the Cherokee, the Jeep Liberty lived up to its

off-road lineage when it was first introduced in , also being the first Jeep to use rack-and-pinion
steering. With steep approach and departure angles, the Liberty was the only one designed for
trailing and off-roading among its lighter-weight, car-based sport utility competitors. Despite its
capacity to conquer rough and steep roads, however, there are still many other aspects of the
Liberty, such as interior appearance and fuel efficiency, which need to be improved. During its
launch, the Jeep Liberty was originally available in three trim levels: the Limited, the Renegade,
and the Sport. All models came with a drivetrain option of either a two-wheel drive or a
four-wheel drive. Being the first to use the two new PowerTech engines, the Liberty ran on two
different power options. The hp, 2. The V6 engine was made standard with a 5-speed manual
transmission throughout the to models. Except for the improvements in engine and
transmission, the Liberty experienced trickle-down updates in and These changes include a
Grand Cherokee-inspired overhead console, a six-disc-in-dash CD sound system, and Columbia
Edition graphite-painted inch wheels and exterior trim among others. A diesel engine option
was a distinct feature on the and model years. With the 2. Another update was the expansion of
transmission options, which came to include a 6-speed manual or a 4-speed automatic. And by ,
the Renegade was replaced with the more urban-looking Latitude. The new Liberty had a boxier,
more off-road look, resembling that of the Dodge Nitro. The second gen dropped its
four-cylinder engine in order to stand out in its crossover SUV lineup. And to fulfill the demands
of MPG-conscious buyers, the Liberty came with an iron-block, aluminum-head V6 as the only
engine available for its model year. The second gen had a towing capacity of 5, lbs, and retained
the 6-speed manual or 4-speed automatic transmission options. Only two trim levels were
available at the onset, the Sport and the Limited. Wheel choices included 16, 17, and 18 inches.
In an attempt to give users an open-air feeling like those from previous Jeep models, the
second gen Liberty had the Sky Slider, a power roof that opens up to 60 inches by 30 inches.
The model received minor updates, including stiffer rear axle shafts and the standardization of
the 4-speed automatic transmission. We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. Select Your Vehicle Part. Jeep Liberty Alternator. Jeep Liberty Axle
Assembly. Jeep Liberty Blower Motor. Jeep Liberty Brake Booster. Jeep Liberty Brake Caliper.
Jeep Liberty Brake Disc. Jeep Liberty Brake Master Cylinder. Jeep Liberty Brake Pad Set. Jeep
Liberty Bumper Reinforcement. Jeep Liberty Cabin Air Filter. Jeep Liberty Catalytic Converter.
Jeep Liberty Door Glass. Jeep Liberty Driveshaft. Jeep Liberty Engine Control Module. Jeep
Liberty Exhaust System. Jeep Liberty Floor Mats. Jeep Liberty Fog Light Cover. Jeep Liberty
Fuel Filter. Jeep Liberty Fuel Pump. Jeep Liberty Grille Guard. Jeep Liberty Headlight. Jeep
Liberty Muffler. Jeep Liberty Nerf Bars. Jeep Liberty Power Steering Pump. Jeep Liberty Rocker
Panel. Jeep Liberty Serpentine Belt. Jeep Liberty Spark Plug. Jeep Liberty Starter. Jeep Liberty
Steering Knuckle. Jeep Liberty Steering Rack. Jeep Liberty T Connector. Jeep Liberty Tail Light.
Jeep Liberty Throttle Body. Jeep Liberty Wheel. Jeep Liberty Window Motor. Jeep Liberty Wiper
Blade. Jeep Liberty Wiper Motor. Refin
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e by:. See All. Shop Jeep Liberty Parts. Showing 1 - 15 of results. Display item:. Sort by:.
Vehicle Info Required to Guarantee Fit. Core Charge. Add to cart. Page 1 of Showing 1 - 15 of
results. Jeep Liberty Customer Reviews. Feb 09, Good parts and fast shipping. Melissa Tubbs.
Purchased on Jan 30, Aug 07, Great product. Judy Burgess. Purchased on Jul 18, Jul 29, I Love
my Part. My part arrived on time and the part fitted on my car with no problem ,,, Thank You.
Purchased on Jul 13, Jeep Liberty Guides. Helpful Information About Jeep Liberty. Maintenance
Tips. Helpful Automotive Resources. RepairPal rates it a 3. It received higher scores on Cars.
The average yearly cost. Instead, it has to do with a flaw in the design, which could cause
friction and fracture on the plate. This may lead to overheating and may possibly result in.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement.

