Mazda airbag codes

Troubleshooting an Airbag Warning Light. There are several ways to conduct an airbag check.
Making sure your airbag is working properly can help reassure that you and your passengers
are safe. So, check to see if your airbag system is operating correctly. Airbag Diagnostic Tests
Most cars today can do an airbag diagnostic test. The test checks to see if all the sensors and
circuits of the airbag are functioning. If the system detects any problems, it gives you a signal
through the airbag indicator by flashing the light several times, giving you the specific problem
the test has detected. These flashes are codes, each having its own meaning. Airbag Diagnostic
Codes The airbag codes are double digit numbers. To read the codes, count the number of
times the light flashes, wait for the pause and count the flashes again. For example, two flashes,
a pause and four flashes mean that your airbag system's problem is a code Code 12 means
your battery voltage is low, while 13 means the airbag circuit is shorted or grounded. Code14
means the short or ground is on the primary crash sensor circuit. You need to check if the
airbag is mounted properly to your car if you read code Code 22 means the safing sensor
output is shorted to battery voltage, while 23 means the safing sensor input feed or return
circuit is open. Code 24 means the output feed is open. Codes 32 to 35 pertain to problems with
the airbags on the driver and passenger sides. Codes 41 to 45 pertain to problems with the RH
and LF primary crash sensor. Airbag diagnostic codes go up to It is important that you
familiarize yourself with these codes so you get the appropriate airbag repair services.
Resetting the Airbag Light After running the diagnostic, the air bag light needs to be reset. If
needed, you can ask a professional to do an airbag reset job for you. However, you can do this
yourself. First, loosen the retaining nut on the negative cable wire. Then, take off the clamp from
the negative terminal on your battery. Wait a few seconds before reconnecting the terminal. Put
the retaining nut back on, making sure that it is tight. This should reset the airbag module. To
verify that everything has been reset, turn on the ignition and check to see that the light is not
flashing. If the airbag light is not flashing, then the resetting was successful. Why There Is No
Airbag Deployment after an Accident If you've had no airbag deployment after a car accident,
there may not be something wrong with your car. Airbags are an essential part of your car
safety features and they can be the difference between life and death of the passengers inside
the car. Here are a few common reasons why there might be no airbag deployment after an
accident. Speed Threshold Most airbags are designed to deploy at a certain speed. Accidents
that don't trip the sensor will not cause the airbags to deploy. There are cases where airbag
deployment during a low speed accident has hurt the driver more than the actual accident. Most
airbags are designed to have a threshold barrier of 14 mph, above which they will deploy. There
is also a lower limit of 8 mph, below which the airbag will not deploy. These specifications
change from model to model, so read the owner's manual completely. Passenger Sensors Most
cars have sensors that detect the passengers sitting inside the car. That means if you have a
single person in the driver's seat, only the air bag in the driver's side will inflate. Children
cannot be detected by the sensors that are calibrated to an adult's body weight. Make sure that
you seat children in the back seat just for this reason. Accident Direction The actual direction of
the accident also makes a difference. For example, your front airbags should not deploy on side
impacts or rollovers. This is because side airbags, curtain airbags and rollover airbags have to
deploy to deal with the side to side deceleration. There are more reasons why your airbags may
not deploy after accidents. Take a closer look at the driver's manual for more information on
your particular car model. Here are the three that occur most frequently. Airbags can inflate with
so much pressure that drivers who are placed improperly in their seats can suffocate. Place
yourself about ten inches from the steering wheel to get the best protection without any
injuries. Airbag failure is rare, but it's a good idea to protect yourself before an accident
happens Facial injuries. An improperly tilted steering wheel can cause the airbag to inflate right
into your face. Whiplash injuries and neck and back injuries are very common. Adjust the
steering wheel so that the airbag is tilted towards your chest and not your face. If you have an
adjustable steering wheel you can do this yourself. If not, get in touch with an experienced
technician to have it done Child injuries. Never place children in the front passenger seat where
they can be suffocated by an airbag deployment meant for adults. Place children in the back
seat, no matter what the situation. Use child safety devices and seat belts to protect them
Airbag Problem Recalls In recent years, several different car manufacturers have had to call
back their car models due to problems with airbag inflation. Here are a few of the well known
airbag recalls that you should be aware of. Honda recalled more than 80, models in several
different countries due to defective airbags and defective airbag inflation. A press release from
the company stated that defective airbag inflators were the main fault and the reason for the
extensive recalls. The company also cautioned drivers that airbag inflation could result in metal
fragments slicing through the bag material and injuring drivers and passengers Nissan. On May
5, , Nissan stated that models of , Infiniti G35 would be recalled due to the problems of defective

airbag wiring and defective plugs. Other models included in the recall were the G35 Sedan
models of and , and the G35 Coupe of to Chrysler. Chrysler recalled more than , models of their
Caravan and Grand Caravan models for the same reason. The problem with the airbags was
attributed to water seepage into the car sensors. This would delay the deployment of the airbag
in case of accidents Take a look at the US Consumer Product Safety Commission to find the
latest updated recalls made by the US government. Where to Get an Airbag Deactivation An
airbag deactivation is necessary if you plan to get rid of your vehicle airbag system, or if you'll
be dismantling certain parts of the car. This shuts off the airbag computer so that you can
remove the airbags or drive without them being able to deploy. Mechanic shops. Some
mechanics will perform the airbag deactivation process for you. This is a fairly specialized task,
however, and many mechanics are likely to not be able to do it for you Specialty service shops.
The best way to have your airbags deactivated, reset or recalibrated is to take your car to a
special service or contractor who works on airbags specifically. Generally, these specialty
services are quite expensive. Some dealership mechanics will also deactivate and remove
airbags for you. This depends upon the individual mechanic and dealership, so you may need to
ask around in your area in order to find a worker who is familiar with the process for your
particular type of car Where to Find Your Airbag ECU The airbag ECU, also known as the airbag
crash unit or airbag crash module, is a vital piece of equipment that controls the deployment of
the airbag. It senses a crash immediately, allowing the deployment of the airbag in a fraction of
a second. The airbag ECU also stores the crash data. It's this that prevents the airbag being
reused. The airbag ECU has to be removed and the cleared. A number of companies offer this
service. You remove the airbag ECU, send it to them, they clear it and return it for you to
replace. It has to be fully cleared in order for the airbag to be operational. When removing or
installing an airbag ECU you should always remove the negative battery cable from the terminal
first. After replacement, turn the key to accessories, then replace the cable. This way, you'll be
out of the way in case of a malfunction that causes the airbag to deploy. Location The airbag
ECU is generally located near the gear stick of a car, usually in front or behind it. You need to
remove the transmission tunnel in order to access it. In some vehicles it's located under the
passenger seat or inside the glove box. Yes, used airbags have a higher chance of failure, as
they are older than a brand new factory replacement airbag. Like any material, an airbag grows
weaker over time, and the likelihood for used airbags failure is more likely because the device
must be disconnected from one vehicle and installed in another. If used airbags are installed
improperly in a vehicle, they may not deploy in the event of an accident, or they may cause the
airbag warning light to stay lit on your vehicle, indicating an improper installation. Used airbags
can help you save a little money over a new model, but ensure that used airbags are functional
before purchasing them. A bad airbag control module is normally signified by an airbag or
supplemental restraint system warning light appearing on your dashboard. This light points to a
fault somewhere in the airbag system. This fault light indicates an electrical issue in the airbag
control module system that prevents the restraint from inflating properly in the event of an
incident. Whenever a bad airbag control module is indicated via warning light, you should take
your car in for service immediately to have the fault repaired. You can also drive with increased
peace of mind after the airbag control module is repaired, as your airbags will properly deploy
when needed. Saved Vehicles 0 Saved Searches 0. Cars Direct. Featured Stories. Airbag Check
Guide. Interested in Leasing? Select a Make. Select a Model. Research Cars Select a Make.
Recent Articles. Buying Safe Cars - June 25, Get Affordable Car Insurance Let us help you find
affordable insurance. Get Quotes. Some common airbag fault codes include code numbers 12,
13, 14, 21, 22 and Each of these codes has a different meaning and can be discovered by
running an airbag diagnostic on the vehicle in question, then counting the number of flashes
produced by the airbag indicator, which will produce the fault code for any faulty airbags in use.
Airbag fault code number 12 refers to the battery voltage being low. Code number 13 informs
the driver that the airbag circuit has been either short-circuited or grounded. Code number 14
states that the short circuit of the airbag is on the primary crash sensor circuit. Code 21 refers
to the airbag not being properly mounted. Code 22 informs the driver that the safety sensor
output has been shorted, and code 23 states that the safety sensor output is open or grounded.
Airbag diagnostic codes can run all the way up to code Code 24 means the output feed is open.
Codes 32 to 35 inform drivers of certain issues with the airbags on the driver and passenger
sides. Codes 41 to 45 address problems with the RH and LF primary crash sensor. Becoming
familiar with each of the 53 airbag codes is essential to vehicle safety. More From Reference.
How to Use a Personal Loan Calculator. Mailing a Letter to Japan? We are here to save you
hundreds of dollars resetting your airbag control module and rebuilding your seat belts. Even
after a minor accident the airbag may not deploy but the seat belts will lock and airbag module
will need to be reset because of crash data and crash codes that are stored in the airbag

module. MyAirbags will reset your airbag control module back to its original manufacturer state
clear of all codes, both soft and hard codes. Typically, these codes will indicate that there is
crash data stored, airbags deployed, communication failure, a full memory, or other airbag, seat
belt related issues. Regardless of which issue these codes are indicating, they require to be
sent to MyAirbags for reset because of the crash history and hard codes that are stored in the
airbag control module. These codes and crash data will not clear with a diagnostic scanner.
Below you will find common airbag codes that can be stored in your airbag control module after
your vehicle was in an accident. No additional programming of the VIN is required. This is an
alternative to purchasing a new or used airbag module that will need to be taken to the
dealership to have the new or used airbag control module programmed to your vehicle. Send
your airbag control module to MyAirbags and save time, money and not having to deal with a
dealership! During an accident, seat belt retractors and tensioners are deployed and will lock up
by their gas charges, similarly to how airbags are deployed in a collision. After an accident or
collision, the seat belts will be locked or will no longer work properly. Your seat belts will lock
and will not work pull out or retract back in. MyAirbags can rebuild your seat belt and will save
you hundreds of dollars on each seat belt. MyAirbags is certified and uses all OEM parts to
rebuild seat belts. So, how do you know that your seat belts are malfunctioning or damaged
after a collision? A few common symptoms include:. Click here to start your order! SRS Airbag
DTC Codes Even after a minor accident the airbag may not deploy but the seat belts will lock
and airbag module will need to be reset because of crash data and crash codes that are stored
in the airbag module. Seat Belt Repair During an accident, seat belt retractors and tensioners
are deployed and will lock up by their gas charges, similarly to how airbags are deployed in a
collision. A few common symptoms include: Locked seat belts Seat belts not retracting Slow
seat belts Seat belts that are tight Compressed seat belt buckles Airbag code: pretensioner
resistance too low Airbag code: pretensioner resistance too high Seat belts making rattling
noise Ready to Order? Our services are easy to use and will save you hundreds! Did it come out
of this car? We dont change configuration here, even if we wanted to. If your part number is not
on this list, no worries we still reset it as long as your vehicle is year and up. Previous Post Next
Post. Short circuit to passenger-side lap pre-tensioner seat belt and other air bag module
circuits. Incorrect Vehicle ID Not the correct module for the vehicle. It looks like you're new
here. If you want to get involved, click one of these buttons! Howdy, Stranger! Sign in or
Register. On Edmunds. Visit Edmunds How-To Guides. Service Centers in. Browse Forums by:.
What Edmunds Says Pros. September in Mazda. Hello folks; I have a Mazda 5, auto with around
65K miles on it. I recently started getting an airbag light warning. Specifically, there is a long
flash, followed by 9 short flashes. I believe this indicates a fault code However, I don't know
what it means. I would appreciate any information and remedies to this. September I just started
getting the same flashing light on my dash. Happened after I took my Mazda in for an oil change
on Friday. Taking back today to have them run diagnostics. I plan to go to have it fixed later this
week. If you get it checked before me, please do keep me posted. February Did you find a
solution to this problem? It was something inside the steering cylinder that was effecting the
electrical contact. The airbag itself was ok and did not have to be replaced. March This car,
Mazda 5 , has been a nightmare since I purchased it 4 years ago! Then, lets talk about my back
locks not working! The first time, they fixed them for free, it was a recall Now I have dealt with it,
for over a year and a half, they are NOT working again! When i called, they said, they ONLY fix
recalls once NOW, my transmission is messed up! IT got stuck in 3rd gear on the highway!
Couldn't go more than Then 3 when I was trying to get it to move, bucking all the way. I got it off
the highway, and to a garage. We put ATF in it STILL wouldn't move! Only bucking, reving and
rolled backwards, smoking I'm a single mom, don't know where to turn I DON"T have the money
for a transmission right now This is a major issue with Mazda 5 cars???? Seems like anyone
having one from ?? October How do you clear the code? I have this same problem. Al thought it
was not in accident that I know its a family car, no other damage though. July We just got our
airbag fault code fixed today on our Mazda5. Some wire was corroded apparently and they
cleaned it and the code went off. We were lucky in that it was 2 days before the 5 year warranty
for this expired and hopefully if it comes back on in the near future we can say we took it in
before the warranty expired! We paid nothing. First, the code 19 provided by the Air Bag Dash
light only provides a signal that the Air Bag system has a fault. Consider the signal 19 to. To
find the fault yo
wikipedia subaru wrx
toyota sienna power steering pump
toyota 47 engine
u must use a reader to see the codes for to control wiring. In this case the fault on the Mazda5

Air Bag System. In my case the signal fault came up on the Reader as a high resistance in the
control circuit for the 2 Drivers "side airbag" aka as curtain air bag etc. The Mazda incorporates
a typical "Monitored Alarm System" for the wiring. In this a check is made of the resistance or
continuity in the wiring to each Air Bag component. This is to insure that; A. The wiring has
continuity from the signal source to the device being monitored.. The wiring has a "load
resistor"that provides a known resistance to allow a check for high resistance in the circuit.
This is shown on each device. In my case the read out of the code stated that I had a high
resistance. This was found to be a connector at the left rear of the vehicle. The kicker in all this
is that I was lucky to have a Mazda5 factory manual to look up the codes provided by the Code
Reader. Good Luck. Sign In or Register to comment.

