Motor control wiring diagram

Free Wiring Diagram. Variety of motor control panel wiring diagram. A wiring diagram is a
simplified traditional photographic representation of an electrical circuit. It reveals the parts of
the circuit as streamlined shapes, and the power and also signal links in between the gadgets. A
wiring diagram generally provides information concerning the relative position and plan of
gadgets and terminals on the tools, to aid in building or servicing the gadget. A pictorial layout
would certainly reveal more information of the physical appearance, whereas a wiring diagram
uses an extra symbolic notation to stress interconnections over physical appearance. A wiring
diagram is often utilized to repair issues as well as making sure that all the links have been
made which everything exists. Click on the image to enlarge, and then save it to your computer
by right clicking on the image. A wiring diagram is a straightforward graph of the physical links
and physical design of an electric system or circuit. It reveals just how the electrical wires are
interconnected as well as can additionally reveal where fixtures as well as elements may be
connected to the system. Use circuitry representations to assist in structure or making the
circuit or digital tool. They are also helpful for making repair services. Do It Yourself lovers
make use of electrical wiring representations but they are also typical in home structure and
also automobile fixing. For instance, a residence builder will wish to verify the physical place of
electrical outlets as well as light components making use of a wiring diagram to avoid
expensive blunders as well as building code infractions. A schematic shows the strategy and
feature for an electric circuit, but is not interested in the physical format of the cables. Wiring
representations reveal how the cables are connected and also where they ought to located in
the actual tool, as well as the physical connections between all the components. Unlike a
photographic layout, a wiring diagram uses abstract or streamlined forms and also lines to
reveal elements. Photographic diagrams are often images with tags or highly-detailed drawings
of the physical parts. If a line touching an additional line has a black dot, it implies the lines are
attached. Most icons made use of on a wiring diagram look like abstract versions of the actual
objects they represent. A switch will certainly be a break in the line with a line at an angle to the
wire, much like a light switch you can flip on and also off. Premium Membership. Wiring
diagrams show the connections to the controller. They show the relative location of the
components. They can be used as a guide when wiring the controller. Figure 1 is a typical
wiring diagram for a three-phase magnetic motor starter. They do not indicate the physical
relationships of the various components in the controller. They are an ideal means for
troubleshooting a circuit. Both line and wiring diagrams are a language of pictures. It is not
difficult to learn the basic symbols. Once you do, you are able to read diagrams quickly, and
can often understand a circuit at a glance. The more you work with both line and wiring
diagrams, the better you will become in analyzing them. Because of these standards, you will be
able to read all diagrams that come across your workbench. Knowledge of basic single- and
three phase electrical systems including basic AC and DC motor control and safety measures
on electrical equipment. Search for:. Electrical engineering guides, research studies and
papers. Basic wiring for motor control â€” Technical data guide. Wiring diagrams Wiring
diagrams show the connections to the controller. Basic wiring for motor control â€” Technical
data. Related EEP's content with sponsored links. It will help you to shape up your technical
skills in your everyday life as an electrical engineer. Leave a Comment Cancel Reply. Learn from
experienced engineers and sharpen up your knowledge. Browse Courses. The content is
copyrighted to EEP and may not be reproduced on other websites. Facebook Linkedin Linkedin
Twitter. Motor Control Wiring Diagram Pdf â€” wiring diagram is a simplified usual pictorial
representation of an electrical circuit. It shows the components of the circuit as simplified
shapes, and the facility and signal associates with the devices. A wiring diagram usually gives
assistance just about the relative point of view and bargain of devices and terminals on the
devices, to put up to in building or servicing the device. A pictorial diagram would proceed
more detail of the visceral appearance, whereas a wiring diagram uses a more symbolic
notation to heighten interconnections more than beast appearance. A wiring diagram is often
used to troubleshoot problems and to create definite that all the associates have been made
and that everything is present. Architectural wiring diagrams produce an effect the approximate
locations and interconnections of receptacles, lighting, and unshakable electrical facilities in a
building. Interconnecting wire routes may be shown approximately, where particular
receptacles or fixtures must be on a common circuit. Wiring diagrams use normal symbols for
wiring devices, usually oscillate from those used on schematic diagrams. The electrical
symbols not forlorn enactment where something is to be installed, but in addition to what type
of device is brute installed. For example, a surface ceiling buoyant is shown by one symbol, a
recessed ceiling buoyant has a exchange symbol, and a surface fluorescent buoyant has
marginal symbol. Each type of switch has a stand-in fable and so reach the various outlets.
There are symbols that play-act the location of smoke detectors, the doorbell chime, and

thermostat. A set of wiring diagrams may be required by the electrical inspection authority to
accept connection of the address to the public electrical supply system. Wiring diagrams will as
a consequence count panel schedules for circuit breaker panelboards, and riser diagrams for
special services such as flame alarm or closed circuit television or additional special services.
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for free. Perhaps the most challenging aspect of interpreting ladder diagrams, for people more
familiar with electronic schematic diagrams, is how electromechanical relays are represented.
Compare these two equivalent diagrams:. Based on your observations of these two diagrams,
explain how electromechanical relays are represented differently between ladder and schematic
diagrams. One of the most significant differences is that in ladder diagrams, relay coils and
relay contacts the normally-open contact in this diagram shown as a capacitor-like symbol need
not be drawn near each other. Discuss these diagrams with your students, noting any
significant advantages and disadvantages of each convention. Be sure your students have
researched this and know what these labels mean! Also, explain the operation of this motor
control circuit. The follow-up question of how we may make the motor stop running is a very
important one. Spend time with your students discussing this practical design problem, and
implement a solution. As usual, the circuit shown here is not the only way it could have been
built, but it is one solution. The simplest and least expensive style of electric motor control is
the so-called across-the-line starter. An alternative to across-the-line motor starting is reduced
voltage starting. Identify some of the reasons across-the-line starting is undesirable for large
electric motors. The reasons for using reduced-voltage starting instead of across-the-line
starting go beyond electrical! Discuss this with your students. A special type of overcurrent
protection device used commonly in motor control circuits is the overload heater. These
devices are connected in series with the motor conductors, and heat up slightly under normal
current conditions:. In other words, it is not the purpose of an overload heater to burn open
under an overcurrent fault condition, although it is possible for them to do so. How does this
purpose differ from that of fuses or circuit breakers? Does the presence of overload heaters in
this circuit negate that need for a circuit breaker or regular fuses? Explain your answers. The
heaters do not take the place of regular overcurrent protection devices circuit breakers, fuses ,
but serve a different purpose entirely. It is the task of the overload heaters to protect the motor
against overcurrent by mimicking the thermal characteristics of the motor itself. Circuit
breakers and fuses, on the other hand, protect an entirely different part of the circuit! Ask your
students to describe the information they found on overload heaters through their research.
There are different styles and variations of overload heaters, but they all perform the same
function. Also, be sure to review with your students the purpose of fuses and circuit breakers.
These devices are not intended to protect the load motor , but rather another important

component of an electrical system! An interesting way to explain the function of overload
heaters is to refer to them as analog models of the motor windings. They are designed such that
at any given current level, they will take as long to heat up and reach their trip point as the real
motor itself will take to heat up to a point of impending damage. Likewise, they also cool off at
the same rate as the real motor cools off when no power is applied. Overload heaters are like
small motor-models with a thermostat mechanism attached, to trip the overload contact at the
appropriate time. It is an elegant concept, and quite practical in real motor control applications.
The circuit shown here provides two-direction control forward and reverse for a three-phase
electric motor:. Explain how the reversal of motor direction is accomplished with two different
motor starters, M1 and M2. Also, explain why there is only one set of overload heaters instead
of two one for forward and one for reverse. Finally, explain the purpose of the normally-closed
contacts in series with each starter coil. Motor reversal is accomplished by reversing the phase
sequence of the three-phase power going to the motor from ABC to ACB. The starter and
overload heater assembly for an industrial electric motor is often located quite a distance from
the motor itself, inside a room referred to as a motor control center , or MCC:. Since it is
impossible for a technician to be in two places at once, it is often necessary to perform
diagnostic checks on a malfunctioning electric motor from the MCC where the technician has
access to all the control circuitry. One such diagnostic check is line current, to detect the
presence of an open motor winding. If a three-phase motor winding fails open, the motor will
not run as it should. This is called single-phasing. A good way to check for this condition is to
use a clamp-on inductive ammeter to check line current on all three lines while the starter is
energized. This may be done at any location where there is physical access to the motor power
conductors. Suppose, though, you are working on a job site where single-phasing is suspected
and you do not have a clamp-on ammeter with you. You are about to head back to the shop to
get a clamp-on ammeter when a more experienced technician suggests an alternate test. He
takes your DMM, sets it to the AC millivolt range, then connects the test probes to either side of
each overload heater element, one heater at a time like this:. Across each overload heater
element he measures about 20 mV AC with the starter engaged. From this he determines that
the motor is not single-phasing, but is drawing approximately equal current on all three phases.
Explain how this diagnostic check works, and why this determination can be made. Also
describe what limitations this diagnostic procedure has, and how a clamp-on ammeter really is
the best way to measure motor line current. Each overload heater element possesses a small
amount of electrical resistance, which is the key to this diagnostic procedure. Of course, the
measurement obtained is strictly qualitative, not quantitative as a clamp-on ammeter would
give. Follow-up question 1: what sort of result might occur with this diagnostic check if the
motor were indeed single-phasing due to one of the overload heaters failing open? I have used
this diagnostic check more than once to troubleshooting a single-phasing electric motor. It is
amazing what sorts of diagnostic checks you can do with a high-quality DMM and a sound
understanding of electrical theory! A popular strategy for AC induction motor control is the use
of variable frequency drive units, or VFDs. Explain what varying the frequency of power to an
AC induction motor accomplishes, and why this might be advantageous. Variable frequency
drives allow for the precise and efficient control of induction motor speed, which is not possible
by other means. Central to the answer of this question is the principle of a rotating magnetic
field and how rotor speed is primarily a function of line frequency. While the internal details of a
VFD are quite complex, the basic operating principle and rationale is not. Circuit breakers can
be re-closed mere moments after a trip with no problem, and fuses of course can be replaced
moments after blowing. Is this an intentional design feature of overload heaters, or just an
idiosyncrasy? The reset time for an overcurrent heater is an intentional design feature. If the
heater is too hot to re-set, then the motor is too hot to re-start. Remind your students that the
purpose of an overload heater is to provide a thermal analogue of the electric motor itself.
Ideally, the heater heats up and cools down at the exact same rate as the motor. Ask your
students to share the common design features of an overload heater, from their research. How
do these devices actually function? If your students understand this, they should have no
difficulty understanding why overload heater contacts require time to reset after a trip. This, as
well, is not an idiosyncrasy, but rather a design feature of the overload heater. Therefore the
motor does not need to cool down as long prior to the next re-start. Protective relays are special
power-sensing devices whose job it is to automatically open or close circuit breakers in large
electric power systems. Some protective relays are designed to be used directly with large
electric motors to provide sophisticated monitoring, shut-down, and start-up control. One of the
features of these motor-oriented protective relays is start-up lockout. What this means is the
relay will prevent someone from attempting too many successive re-starts of a large electric
motor. If electric motors are perfectly capable of running continuously at full load for years on

end, why would a few start-ups be worthy of automatic lock-out? Inrush current is a factor with
every motor type, AC or DC. When students consider the magnitude of the currents involved,
and also the fact that most electric motors are fan-cooled and therefore lacking in cooling
during the initial moments of a start-up, the reason for automatic lock-out after several
successive start-up events becomes obvious. Explain why this is. What is it about the
construction or operation of such a relay that invites this dangerous phenomenon?
Electromechanical relays interrupt circuit current by drawing pairs of metal contacts apart,
separating them with an air gap. Because this contact motion is not instantaneous, it is possible
to generate an arc across the air gaps of such magnitude that it becomes an arc flash. Arc flash
is just as hazardous to electrical technicians as electric shock, yet I have seen and worked with
people who pay no attention to the dangers! It must be understood that motor starters are by
their very nature arc-generating devices, and that under certain unusual conditions may
generate lethal arc flashes. You might want to ask your students what sorts of unusual
conditions could lead to a contactor producing an actual arc flash rather than merely a few
small sparks. There are several different methods of providing reduced-voltage starting for
electric motors. One of them is the autotransformer method. Here is a diagram showing how
this works:. Three sets of contacts R, S, and Y serve to connect power to the motor at different
times. The starting sequence for the motor is as follows:. Explain the operation of this system.
How do the autotransformers serve to reduce voltage to the electric motor during start-up?
Follow-up question: how do the overload heaters function in this circuit? For each step of the
start-up sequence, it is possible to re-draw the circuit feeding power to the motor, in order to
make its function more apparent. Do not create these re-drawings yourself, but have your
students draw an equivalent circuit for each step in the start-up sequence. The follow-up
question is a good review of current transformers CT , as well as an introduction to the use of
overload heaters in high-current electrical systems. Follow-up question: there will be a
difference in operation between the L1 fuse blowing and either the L2 or L3 fuse blowing.
Explain what this difference is, and why it might serve as a clue to what was wrong. Identifying
multiple faults should be quite easy in this circuit. The real value of this question is the
opportunity for explanation and discussion that it generates for your students as they share
their answers with each other. There is something wrong in this motor control circuit. When the
start button is pressed, the contactor energizes but the motor itself does not run:. Identify a
good place to check with your multimeter to diagnose the nature of the fault, and explain your
reasoning. Discuss with your students the various options they have in diagnostic steps, and
what they think of the step proposed in the answer. Troubleshooting scenarios such as this as
excellent for stimulating active class discussions, so take advantage of it! Note that the details
of the power supply are not shown in these diagrams. This is a common omission, done for the
sake of simplicity. Discuss with your students the sources of electrical power for both circuits
here: the relay control circuit and the motor itself. Challenge your students to explore this
concept by asking them the following questions:. This form of motor control circuit is very
popular in industry. In this particular case, I show a low-voltage control circuit and a 3-phase,
higher voltage motor:. The normally-open M1 contact shown in the low-voltage control circuit is
commonly called a seal-in contact. Ask your students if they can think of any application for a
circuit such as this. An alternative to the conventional schematic diagram in AC power control
systems is the ladder diagram. As you can see, the symbolism in ladder diagrams is not always
the same as in electrical schematic diagrams. While some symbols are identical the toggle
switch, for instance , other symbols are not the solenoid coil, for instance. Re-draw this ladder
diagram as a schematic diagram, translating all the symbols into those correct for schematic
diagrams. While ladder diagrams have their own unique elegance, it may be frustrating for some
students to have to learn a new diagram convention. Since ladder diagrams are so common in
industry, your students really have no choice. This is a realistic scenario, where the only type of
switch you have available is a SPDT, but the wiring diagram calls for something different. It is
your job to improvise a solution! Challenge question: which switch position handle to the left or
handle to the right turns the motor on? In reference to the challenge question, the particular
style of SPDT switch shown is very common, and the terminal connections on the bottom might
not be what you would expect from looking at its schematic symbol. Examine this three-phase
motor control circuit, where fuses protect against overcurrent and a three-pole relay called a
contactor turns power on and off to the motor:. After years of faithful service, one day this
motor refuses to start. A mechanic checks it out and determines that the shaft is not seized, but
is free to turn. The problem must be electrical in nature! You are called to investigate. Using a
clamp-on ammeter, you measure the current through each of the lines immediately after each
fuse as another start is once again attempted. You then record the three current
measurements:. Then, decide what your next measurement s will be to isolate the exact location

and nature of the fault. Discuss alternatives with your classmates. This is a practical scenario
which you and your students should have some fun exploring. Bring one with you to discussion
if you have the opportunity! Working on a job site with an experienced technician, you are
tasked with trying to determine whether the line currents going to a three-phase electric motor
are balanced. If everything is okay with the motor and the power circuitry, of course, the three
line currents should be precisely equal to each other. The problem is, neither of you brought a
clamp-on ammeter for measuring the line currents. Your multimeters are much too small to
measure the large currents in this circuit, and connecting an ammeter in series with such a
large motor could be dangerous anyway. So, the experienced technician decides to try
something different - he uses his multimeter as an AC milli-voltmeter to measure the small
voltage drop across each fuse, using the fuses as crude shunt resistors:. The results are
inconclusive, because resistance for the whole fuse and holder assembly is not a reliably stable
quantity. Corrosion between one of the fuse ends and the fuse holder clip, for example, would
increase resistance between the points where millivoltage is shown measured. Follow-up
question: just because the results of these millivoltage measurements are inconclusive in this
scenario does not necessarily mean the principle of using fuses as current-indicating shunt
resistors is useless. Describe one application where using a fuse as a current-indicating shunt
would yield trustworthy information about the current. Challenge question: determine where
you could measure millivoltage, that might be more reliable in terms of quantitatively indicating
line current. While measuring millivoltage across a fuse may seem like a strange diagnostic
technique, it is one I have gainfully applied for years. It is not a precise, quantitative technique
by any means! When starting, all power must go through the resistors. Hint: you only need two
contacts and one resistor! None of the control circuitry start switch, overload contact, starter
coil, etc. If students have studied the autotransformer method of reduced-voltage starting, ask
them to compare this method against that. Certainly, the resistive method is simpler, but does
the autotransformer method have its own advantage s? Published under the terms and
conditions of the Creative Commons Attribution License. Don't have an AAC account? Create
one now. Forgot your password? Click here. Latest Projects Education. PDF Version. Question
1 Perhaps the most challenging aspect of interpreting ladder diagrams, for people more familiar
with electronic schematic diagrams, is how electromechanical relays are represented. Compare
these two equivalent diagrams: First, the ladder diagram: Next, the schematic diagram: Based
on your observations of these two diagrams, explain how electromechanical relays are
represented differently between ladder and schematic diagrams. Reveal answer One of the most
significant differences is that in ladder diagrams, relay coils and relay contacts the
normally-open contact in this diagram shown as a capacitor-like symbol need not be drawn near
each other. Notes: Discuss these diagrams with your students, noting any significant
advantages and disadvantages of each convention. Question 2 Interpret this AC motor control
circuit diagram, explaining the meaning of each symbol: Also, explain the operation of this
motor control circuit. Question 3 Draw the necessary wire connections to build the circuit
shown in this ladder diagram: Ladder diagram: Illustration showing components:. Reveal
answer. Question 4 The simplest and least expensive style of electric motor control is the
so-called across-the-line starter. Notes: The reasons for using reduced-voltage starting instead
of across-the-line starting go beyond electrical! Question 6 A special type of overcurrent
protection device used commonly in motor control circuits is the overload heater. Notes: Ask
your students to describe the information they found on overload heaters through their
research. Question 7 The circuit shown here provides two-direction control forward and reverse
for a three-phase electric motor: Explain how the reversal of motor direction is accomplished
with two different motor starters, M1 and M2. Reveal answer Motor reversal is accomplished by
reversing the phase sequence of the three-phase power going to the motor from ABC to ACB.
Question 8 The starter and overload heater assembly for an industrial electric motor is often
located quite a distance from the motor itself, inside a room referred to as a motor control
center , or MCC: Since it is impossible for a technician to be in two places at once, it is often
necessary to perform diagnostic checks on a malfunctioning electric motor from the MCC where
the technician has access to all the control circuitry. He takes your DMM, sets it to the AC
millivolt range, then connects the test probes to either side of each overload heater element,
one heater at a time like this: Across each overload heater element he measures about 20 mV
AC with the starter engaged. Reveal answer Each overload heater element possesses a small
amount of electrical resistance, which is the key to this diagnostic procedure. Notes: I have
used this diagnostic check more than once to troubleshooting a single-phasing electric motor.
Reveal answer Variable frequency drives allow for the precise and efficient control of induction
motor speed, which is not possible by other means. Notes: Central to the answer of this
question is the principle of a rotating magnetic field and how rotor speed is primarily a function

of line frequency. Reveal answer The reset time for an overcurrent heater is an intentional
design feature. Notes: Remind your students that the purpose of an overload heater is to
provide a thermal analogue of the electric motor itself. Question 11 Protective relays are special
power-sensing devices whose job it is to automatically open or close circuit breakers in large
electric power systems. Reveal answer Electromechanical relays interrupt circuit current by
drawing pairs of metal contacts apart, separating them with an air gap. Notes: Arc flash is just
as hazardous to electrical technicians as electric shock, yet I have seen and worked with people
who pay no attention to the dangers! Question 13 There are several different methods of
providing reduced-voltage starting for electric motors. The starting sequence for the motor is as
follows: 1. Motor off R open, S open, Y open 2. Start button pressed S and Y contacts all close 3.
Time delay depending on the size of the motor 4. Y contacts open 5. Time delay depending on
the size of the motor 6. R contacts close, S contacts open Explain the operation of this system.
Notes: For each step of the start-up sequence, it is possible to re-draw the circuit feeding power
to the motor, in order to make its function more apparent. Question 14 Identify at least three
independent faults that could cause this motor not to start: For each of the proposed faults,
explain why they would prevent the motor from starting. Reveal answer Here are some possible
faults not an exhaustive list by any means! Notes: Identifying multiple faults should be quite
easy in this circuit. Question 15 There is something wrong in this motor control circuit. When
the start button is pressed, the contactor energizes but the motor itself does not run: Identify a
good place to check with your multimeter to diagnose the nature of the fault, and explain your
reasoning. Notes: Discuss with your students the various options they have in diagnostic steps,
and what they think of the step proposed in the answer. Question 16 Interpret this AC motor
control circuit diagram, explaining the meaning of each symbol: Also, explain the operation of
this motor control circuit. Notes: Discuss with your students the sources of electrical power for
both circuits here: the relay control circuit and the motor itself. Notes: This form of motor
control circuit is very popular in industry. Question 19 An alternative to the conventional
schematic diagram in AC power control systems is the ladder diagram. Notes: While ladder
diagrams have their own unique elegance, it may be frustrating for some students to have to
learn a new diagram convention. Reveal answer Challenge question: which switch position
handle to the left or handle to the right turns the motor on? Question 21 Examine this
three-phase motor control circuit, where fuses protect against overcurrent and a three-pole
relay called a contactor turns power on and off to the motor: After years of faithful service, one
day this motor refuses to start. You then record the three current measurements: Line Current 1
Notes: This is a practical scenario which you and your students should have some fun
exploring. Question 22 Working on a job site with an experienced technician, you are tasked
with trying to d
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etermine whether the line currents going to a three-phase electric motor are balanced. So, the
experienced technician decides to try something different - he uses his multimeter as an AC
milli-voltmeter to measure the small voltage drop across each fuse, using the fuses as crude
shunt resistors: He obtains the following measurements: Line Fuse voltage drop 1 Why or why
not? Reveal answer The results are inconclusive, because resistance for the whole fuse and
holder assembly is not a reliably stable quantity. Notes: While measuring millivoltage across a
fuse may seem like a strange diagnostic technique, it is one I have gainfully applied for years.
Reveal answer None of the control circuitry start switch, overload contact, starter coil, etc.
Notes: If students have studied the autotransformer method of reduced-voltage starting, ask
them to compare this method against that. Log in to comment. Load more comments. You May
Also Like. Sign In Stay logged in Or sign in with. Continue to site.

