O2 sensor honda accord 2007

For more information go to Properly functioning oxygen sensors are important when it comes
to your vehicles fuel efficiency and reducing harmful exhaust emissions. Meticulously
engineered and evaluated to exceptional standards, Denso's 4-wire OE replacement oxygen
sensors will restore your ride to fresh-from-the-factory quality with their perfect fit an Features:
Precision manufact We've Made a Site Update. Refresh to the latest version. Retrieve quote.
Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief Efforts. Select
your vehicle. Refine by:. Oxygen Sensor part. See All. Returns Policy. Quantity Sold. Product
Fit. Shop Honda Accord Oxygen Sensor. Showing 1 - 15 of 93 results. Display item:. Sort by:.
Guaranteed to Fit. Core Charge. Add to cart. Wire Length Thread Size : M Part Number: RH Wire
Length Thread Size : 0. Part Number: Part Number: SET Part Number: WKP Page 1 of 7 Showing
1 - 15 of 93 results. Featured Brands. Reviews Questions, Answers. Bosch invented the
automotive oxygen sensor and is the number one choice of vehicle manufacturers around the
world. Oct 11, This fits great. Edward White. Purchased on Sep 27, Aug 31, Awesome purchase!
Great product and quality. I would recommend to anyone. Guest Guest. Purchased on Aug 10,
Jun 16, They sent the right part. A tally got the right part this time. Clarence Micke. Purchased
on May 27, Show More. Helpful Automotive Resources. P Code: HO2S Heater Control Circuit
Bank 1 Sensor 3 Newer car models determine oxygen content through heated oxygen sensors
in the exhaust system before and after the catalytic converter s. The information supplied by the
oxygen sensors helps the fuel system maintain the right air to fuel ratio. Downstream oxygen
sensors also help the PCM determine the efficiency of the. The PCM uses a closed-loop air-fuel
metering system and monitors the heated oxygen sensor signal voltage. It utilizes various data
from the sensors in the car, such as the oxygen sensors, manifold absolute pressure. P Code:
O2 Sensor Circuit Slow Response Bank 1, Sensor 2 The rear sensor is located behind the
catalytic converter, and bank 1 refers to the side of the engine that houses the 1 cylinder. It uses
this information to make short-term or long-term fuel corrections, like changes in fuel delivery
strategy and ignition timing, in order to achieve the optimal air-fuel ratio. Contact Us. Phone
Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy Policy. California
Supply Chain Disclosure. Accessibility Statement. The O2 sensor measures the content of the
exhaust coming out of your Accord's tailpipe and adjusts the air to fuel ratio accordingly based
on the information it receives. Over time, the O2 sensor will fail. This might happen at , miles, or
sooner. When it does happen, you will notice a dramatic decrease in performance. You may not
be able to start your Accord, or your Accord's idle may be really rough. At this point, you need
to replace the O2 sensor. Raise the Accord onto jack stands. Lift up the front of the accord with
a floor jack using the front jack point. Slide the jack stands under the front pinch welds and
lower the Accord onto the stands. Remove the O2 sensor by turning it counterclockwise with a
O2 sensor socket and socket wrench. Install the new O2 sensor. Reverse the order of these
instructions to reassemble. I am a Registered Financial Consultant with 6 years experience in
the financial services industry. I am trained in the financial planning process, with an emphasis
in life insurance and annuity contracts. I have written for Demand Studios since Step 1 Raise
the Accord onto jack stands. Step 2 Pull the O2 sensor leads off the factory wiring harness.
Step 3 Remove the O2 sensor by turning it counterclockwise with a O2 sensor socket and
socket wrench. Haynes; The code is triggered when there is an issue with the response time
from the oxygen O2 sensor when switching voltage levels. When they take too long to respond,
the ECM can no longer depend on that information to manage the mixture. There are also some
less likely problems that can cause P Typically, the only symptom of P is going to be the service
engine soon light. In some cases, there can be other symptoms as well. These symptoms
include:. Often, the vehicle with P will not pass emissions due to the higher levels of pollutants
in the exhaust. Here are the most common issues that cause the P code in the Honda Accord.
They are presented in order somewhat of most to least likely to cause the problem. It is possible
to diagnose the P with a multimeter. If the light comes on, even for a second, you know that you
have a short circuit causing the P trouble code. Good luck finding whatever caused P in your
Honda Accord. If you have anything that you would like to add, please feel free to leave a
comment below. These symptoms include: Increased emissions Smelly exhaust Service light on
Pinging Often, the vehicle with P will not pass emissions due to the higher levels of pollutants
in the exhaust. A poor air fuel mixture going through the catalytic converter can cause damage
to it eventually. Bad Oxygen Sensor â€” The O2 sensor itself is one of the most likely reasons
that P is triggering your service engine soon light. See directly below. They are relatively
affordable at Autozone or Amazon. Wiring Harness Issues â€” The wiring that goes to the front
and rear oxygen sensors is very susceptible to damage. This is due to the fact that O2 sensors
are under the chassis where they are subject to punishment from road debris, and they are
subjected to a lot of exhaust heat. Damage to the Terminal â€” The terminal that the oxygen
sensor connects to the plug is also relatively susceptible to damage. Wrong O2 Sensor â€” If

you are getting P after having recently replaced your Oxygen sensor, it may be that the
replacement is wrong or bad. Accord P Diagnosis It is possible to diagnose the P with a
multimeter. Conclusion Good luck finding whatever caused P in your Honda Accord. We offer a
full selection of genuine Honda Oxygen Sensors, engineered specifically to restore factory
performance. Please narrow the Oxygen O2 Sensor results by selecting the vehicle. About
Honda Oxygen Sensor One of the smaller components of your emission system is your Honda's
oxygen sensor. This sensor monitors the total amount of oxygen found in the exhaust stream of
your motor, and then adjusts the fuel ratio so your vehicle will run at its fullest potential for the
given load. After it determines the O2 levels it senses in the stream, it then dispatches the
information to the ECU to employ specific alterations to the amount of fuel to deliver for your
engine's air fuel ratio mixture. Most vehicles will simply have one oxygen sensor in the exhaust
manifold, while others may have up to 3 sensors found there and in the catalytic converters.
Removing and replacing an oxygen sensor is not extremely difficult, but with the right adapter
tools, accessories and some patience, swapping it out will be a breeze. Unplug any associated
electrical connectors on the sensor, use an O2 sensor socket adapter to remove the old one and
prepare to install your new Honda oxygen sensor. So if your miles per gallon starts to drop off
and your check engine warning light becomes lit with an oxygen sensor code thrown, your O2
sensor may be to blame. You know that you love Honda, but do you know what sets it apart
from the competition? The answer is simple - Honda genuine parts and accessories. Only OEM
Honda parts can fit your car perfectly and make your car a master on the road again. Yes, we
support international shipping, so we will deliver to you wherever you are. Featured Honda
Oxygen Sensor. Our Customers Reviews. Award Winning Customer Service. I took on this
repair because my Honda Accord 2. Its also worthy to note that while I waited for my
replacement aftermarket Denso Oxygen Sensor to arrive from Amazon, the dreaded P showed
up. NB: the listed sensor is strictly. The good news is that following my replacement of the O2
sensor, the P cleared as well. I have now driven over miles since this DIY repair with no codes.
Materials: 1. A thick 22mm spanner should be adequate , 10mm wrench and support stands.
Move the front passengers seat as forward as possible, then from the rear of the seat, peel back
the floor carpet under it. This is to expose the connector of the O2 sensor. I was able to do this
without removing the front seat. Carpet partially peeled showing grey O2 connector. Carpet fully
peeled showing the rubber grommet black attached to the floor in addition to the O2 sensor
connector. Detach the O2 sensor connector and then remove the rubber grommet. Slide this
through the opening in the floor which the grommet covers. O2 sensor connector and grommet
passed through the floor opening. Jack up the left side of the vehicle and suspend on support
stands. Using 2 support stands; front and rear, will give you more room to work under the
vehicle. Remember, never work under a vehicle supported by a car jack alone. Jacks can fail! I
guess you no what this is, no need for a title. The O2 sensor attached to the catalytic converter
with heat shield in place. Time to get dirty, go under the vehicle, remove the plastic clips
holding the O2 sensor wires to the underside of the vehicle. Remove the 4 10mm bolts holding
the bottom half of the heat shield in place. Unscrew the O2 sensor using the O2 socket or 22
spanner, Some sources recommend running the engine for 1 min and then shutting it off to
ease the loosening of the sensor. Harvest the plastic connectors from the old sensor wire and
attach them to the new sensor wire. When doing this, place them at the same positions they
occupied on the old sensor. Match the length from the connector to the rubber grommet on the
old sensor to that on the new sensor, then use adhesive tape to ensure that the O2 sensor wire
does not move back and forth on the new sensor. Old and new O2 sensor side by side. Observe
the plastic clips on the old sensor. Apply anti-seize past to the O2 sensor threads. This Denso
from this seller on Amazon came with anti-seize. Follow reverse steps. Clear your codes using
an OBD device. If you have a P and P, address the P first it may take care of the P Over miles
and counting since replacing this and no codes! Thanks for the post, after I changed the o2
sensor, I cleared the code but it came up again with
rj12 to rj45 wiring diagram
atc 300 manual
2008 mustang
an p code what should I do nest? Hello, The light should stay on until the car completes a
number of drive cycles. After that, the light should go off. Thank you, this worked great for my
Honda Accord Ex. I had to trim the carpet a bit under seat. Excellent work. I fixed my O2 sensor
on my Accord just as you described. I dont have an o2 sensor as shown.. Where else could it be
i cant find it. This site uses Akismet to reduce spam. Learn how your comment data is
processed. My 22mm O2 sensor socket. Heat shield off. O2 sensor out of catalytic converter.
Anti-seize applied to threads of O2 sensor. New O2 sensor installed on cat. All done! Share

this:. Like this: Like Loading Hi Ayuku, what was the initial code you had before the replacement
and was it the only code? Hi I replaced the O2 sensor and the cat convert and the engine light
still stays on.. Steve A Chaput. Dean Parmar. Thanks Dean. Great to know you found it useful.
Thumbs up on your fix! Comments - Have your Say! Cancel reply.

