Par-31maa

This attractive full dot liquid crystal display incorporates a large backlit screen and simple
menus for easy operation. You can set up to 8 temperature and airflow patterns per day for
seven days, allowing you to reduce your energy consumption when needed, saving you both
time and money. Perfect for the busy home and office or retail store. Our PAR31 controller
allows you to precisely control power consumption. Our auto-return function automatically
resets the temperature to the original setting. This function allows you to limit the maximum and
minimum temperature settings preventing overheating or overcooling. This controller also
comes with an operation lock. Also, this control starts cooling operation when the control
object group is stopped and the room temperature rises above the preset upper limit
temperature. Auto Return - This function helps to maintain the indoor temperature at the
required level. Even if the temperature setting is changed during operation, the set temperature
automatically returns to the originally preset temperature after certain amount of time. It is
possible to set the required temperature for limited time min. Please confirm mode availability
where this feature is critical to design. Sensing in the return air of an indoor unit is not always
ideal, especially when fresh air is being introduced. All of the Mitsubishi Electric wired wall
controllers now have the ability to sense the room ambient via the inbuilt thermostat. This
means you are sensing the actual space temperature where the end user is. If the wall controller
is not located in an appropriate location for sensing the space condition, a PAC-SE41 remote
sensor could also be installed. Professional Specialist Printers. Discontinued product. Contact
us. Replacement product available. Features Specifications Support Features Backlit LCD
Screen This attractive full dot liquid crystal display incorporates a large backlit screen and
simple menus for easy operation. Weekly Timer You can set up to 8 temperature and airflow
patterns per day for seven days, allowing you to reduce your energy consumption when
needed, saving you both time and money. Temperature Range Restriction This function allows
you to limit the maximum and minimum temperature settings preventing overheating or
overcooling. Room air temperature sensing Sensing in the return air of an indoor unit is not
always ideal, especially when fresh air is being introduced. Download a brochure. Discontinued
Product. Terms of use Where to buy Contact us Trade login. Condition is new in box. Backlit
LCD Screen. This attractive full dot liquid crystal display incorporates a large backlit screen and
simple menus for easy operation. Weekly Timer. You can set up to 8 temperature and airflow
patterns per day for seven days, allowing you to reduce your energy consumption when
needed, saving you both time and money. Perfect for the busy home and office or retail store.
Energy Efficient Control. Our PAR33 controller allows you to precisely control power
consumption. Our auto-return function automatically resets the temperature to the original
setting. Temperature Range Restriction. This function allows you to limit the maximum and
minimum temperature settings preventing overheating or overcooling. This controller also
comes with an operation lock. Energy saving functions. Also, this control starts cooling
operation when the control object group is stopped and the room temperature rises above the
preset upper limit temperature. Even if the temperature setting is changed during operation, the
set temperature automatically returns to the originally preset temperature after certain amount
of time. It is possible to set the required temperature for limited time min. Please confirm mode
availability where this feature is critical to design. Room air temperature sensing. Sensing in the
return air of an indoor unit is not always ideal, especially when fresh air is being introduced. All
of the Mitsubishi Electric wired wall controllers now have the ability to sense the room ambient
via the inbuilt thermostat. This means you are sensing the actual space temperature where the
end user is. If the wall controller is not located in an appropriate location for sensing the space
condition, a PAC-SE41 remote sensor could also be installed. Verified purchase: Yes Condition:
new Sold by: unnapuna. Skip to main content. Email to friends Share on Facebook - opens in a
new window or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens
in a new window or tab. Add to Watchlist. People who viewed this item also viewed. Showing
Slide 1 of 1 - Carousel. Picture Information. Mouse over to Zoom - Click to enlarge. Get the item
you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in new
window or tab. Seller information hill Contact seller. See other items More See all. Item
Information Condition:. Sign in to check out Check out as guest. Make Offer. Resume making
your offer , if the page does not update immediately. Add to Watchlist Remove from watch list.
Watch list is full. Longtime Member. May not ship to Ukraine - Read item description or contact
seller for shipping options. See details. Item location:. Beaver Falls, Pennsylvania, United
States. Ships to:. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab This amount includes applicable customs duties, taxes, brokerage and other fees. For
additional information, see the Global Shipping Program terms and conditions - opens in a new
window or tab. Any international shipping is paid in part to Pitney Bowes Inc. Learn More -

opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
Item specifics Condition: New: A brand-new, unused, unopened, undamaged item in its original
packaging where packaging is applicable. Packaging should be the same as what is found in a
retail store, unless the item is handmade or was packaged by the manufacturer in non-retail
packaging, such as an unprinted box or plastic bag. See the seller's listing for full details. See
all condition definitions - opens in a new window or tab Read more about the condition.
Shipping and handling. The seller has not specified a shipping method to Ukraine. Contact the
seller - opens in a new window or tab and request shipping to your location. Shipping cost
cannot be calculated. Please enter a valid ZIP Code. Shipping to: United States. No additional
import charges at delivery! This item will be shipped through the Global Shipping Program and
includes international tracking. Learn more - opens in a new window or tab. There are 7 items
available. Please enter a number less than or equal to 7. Select a valid country. Please enter 5 or
9 numbers for the ZIP Code. Domestic handling time. Taxes may be applicable at checkout.
Learn more. Return policy. No returns or exchanges, but item is covered by the eBay Money
Back Guarantee - opens in a new window or tab. Payment details. Payment methods. Ratings
and Reviews Write a review. Most relevant reviews. OK Fair price, perfect condition X Previous
image. Why is this review inappropriate? Back to home page. Listed in category:. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not
available Photos not available for this variation. New: A brand-new, unused, unopened,
undamaged item in its original packaging where packaging is applicable. Mitsubishi Electric.
Quick Links. See also: Instruction Book , Operating Manual. Table of Contents. Slim Air
Conditioners. Prior to use, thoroughly read the instructions in this manual to use the product
correctly. To ensure safety and proper operation of the remote controller, the remote controller
should. City multi control system and mitsubishi mr. Ma remote controller city multi control
system and mitsubishi mr. Ma remote controller for city multi and mr. Retain for future
reference. Page 3 This controller is designed for exclusive use with the cloth, and wipe off water
with a dry cloth. Building Management System by Mitsubishi Electric. The use of this controller
for with other systems or To avoid damage to the controller, provide protection for other
purposes may cause malfunctions. Auto-off timer function is enabled. Press button 7 F1 to
display the operation mode "Auto". When the room temperature is lower than the preset
temperature, heating operation starts. Page 8: Troubleshooting Troubleshooting When an error
occurs, the following screen will appear. Check the error status, stop the operation, and consult
your dealer. Error code, error unit, refrigerant address, unit model name, and Error information
serial number will appear. Error code The model name and serial number will appear only if the
information Error unit Ref. Page Maintenance Maintenance Filter information will appear on the
Main display in the Full mode when it Room is time to clean the filters. Cool Set temp. Auto
Mode Temp. Print page 1 Print document 12 pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. See
also: Instruction Book. Table of Contents. Slim Air Conditioners. Prior to use, thoroughly read
the instructions in this manual to use the product correctly. To ensure safety and proper
operation of the remote controller, the remote controller should. City multi control system and
mitsubishi mr. Ma remote controller city multi control system and mitsubishi mr. Ma remote
controller for city multi and mr. Page 3 This controller is designed for exclusive use with the
cloth, and wipe off water with a dry cloth. Building Management System by Mitsubishi Electric.
The use of this controller for with other systems or To avoid damage to the controller, provide
protection for other purposes may cause malfunctions. Auto-off timer function is enabled. Press
button 7 F1 to display the operation mode "Auto". When the room temperature is lower than the
preset temperature, heating operation starts. Page 8: Troubleshooting Troubleshooting When
an error occurs, the following screen will appear. Check the error status, stop the operation, and
consult your dealer. Error code, error unit, refrigerant address, unit model name, and Error
information serial number will appear. Error code The model name and serial number will
appear only if the information Error unit Ref. Page 9 Timer, Weekly timer, Energy saving The
settings for Timer, Weekly timer, and Energy saving operation can be made from the remote
controller. Page Maintenance Maintenance Filter information will appear on the Main display in

the Full mode when it Room is time to clean the filters. Cool Set temp. Auto Mode Temp. Print
page 1 Print document 22 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Skip to main content. Email to friends
Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new window or
tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. This listing has ended.
Ships to:. This amount is subject to change until you make payment. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab This
amount includes applicable customs duties, taxes, brokerage and other fees. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab. Start of add to list layer. Add to Watchlist Add to wish list. Sign in for more lists. Dec 07,
PST. Does not ship to Ukraine See details. Seller's other items. Related sponsored items.
Showing Slide 1 of 2 - Carousel. E-Pro 3. Similar sponsored items. Seller assumes all
responsibility for this listing. Item specifics Condition: New: A brand-new, unused, unopened,
undamaged item in its original packaging where packaging is applicable. Packaging should be
the same as what is found in a retail store, unless the item is handmade or was packaged by the
manufacturer in non-retail packaging, such as an unprinted box or plastic bag. See the seller's
listing for full details. See all condition definitions - opens in a new window or tab Read more
about the condition. This attractive full dot liquid crystal display incorporates a large backlit
screen and simple menus for easy operation. Weekly Timer. You can set up to 8 temperature
and airflow patterns per day for seven days, allowing you to reduce your energy consumption
when needed, saving you both time and money. Perfect for the busy home and office or retail
store. Energy Efficient Control. Our PAR31 controller allows you to precisely control power
consumption. Our auto-return function automatically resets the temperature to the original
setting. Temperature Range Restriction. This function allows you to limit the maximum and
minimum temperature settings preventing overheating or overcooling. This controller also
comes with an operation lock. Energy saving functions. Also, this control starts cooling
operation when the control object group is stopped and the room temperature rises above the
preset upper limit temperature. Even if the temperature setting is changed during operation, the
set temperature automatically returns to the originally preset temperature after certain amount
of time. It is possible to set the required temperature for limited time min. Please confirm mode
availability where this feature is critical to design. Roo
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m air temperature sensing. Sensing in the return air of an indoor unit is not always ideal,
especially when fresh air is being introduced. All of the Mitsubishi Electric wired wall controllers
now have the ability to sense the room ambient via the inbuilt thermostat. This means you are
sensing the actual space temperature where the end user is. If the wall controller is not located
in an appropriate location for sensing the space condition, a PAC-SE41 remote sensor could
also be installed. Back to home page Return to top. Back to home page. Listed in category:.
Email to friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in
a new window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist.
Condition: New. Ended: Dec 07, PST. Shipping: Does not ship to Ukraine See details. Seller:
lzusman Seller's other items. New: A brand-new, unused, unopened, undamaged item in its
original packaging where packaging is applicable. Mitsubishi Electric.

