Rca jack wiring diagram

With this you can play music from your iPod or mp3 player on your TV or amplifier! It is
extremely easy to make and it is also a very cheap project. You plug the 3. If you have any
questions then post it in the comments. You can cut it off a pair of ear buds or headphones. You
can also buy one at radio shack Solder and soldering iron Optional, If you don't have one then
you can use tape to connect the wires. Electrical tape Scissors or wire strippers. Follow the
circuit diagram to make it. If you are using a 3. Two are grounds for each of the RCA plugs and
one is the right channel and one is the left channel. For my headphones the right and left
channels were in green and white insulation while the two grounds were bare copper wires.
Now it is time to plug it in and listen to your music! Question 2 years ago on Step 1. I wany yo
do the same thing buy only add the video in also.. Reply 2 years ago. Sadley no because you
would need to connect your music source to an amplifier and then connect your amplifier to
your speaker otherwise it won't work from the music source to the speaker alone. Question 3
years ago on Introduction. Reply 3 years ago. Reply 7 years ago on Introduction. Reply 4 years
ago. I made it! Simply stripped a headphone wire and the red and whites from an old
Playstation, connected the reds and the whites and the grounds. Will this work if I use dual
headphone plugs instead of RCA plugs? Thanks for the great instructable. If you have the right
stores near you, you can buy this setup quite cheap. I've been able to buy this setup
ready-made at Radio Shack for many years. I have radios, boomboxes , amplifiers in various
rooms in the house with one of these cords attached, for super sound. You can buy cheap
boomboxes on eBay - you have to type "aux in" when you search, so you have a place to plug it
in. Same for great sounding keyboards. I did try to put my home sound system working , by
linking my PC and speakers. I does not work. Do I need an amplifier? Reply 6 years ago on
Introduction. Hey I tried this too. Turns out they were different levels so I had to turn my volume
way up to hear something. By mshbi Follow. More by the author:. Did you make this project?
Share it with us! I Made It! Easy Zoom Quit Button by randofo in Arduino. Mars Clock by
prdassonville in Clocks. Answer Upvote. TimM 4 years ago. Reply Upvote. ChristianW TimM
Reply 2 years ago. RianG2 Question 3 years ago on Introduction. Simpler solution. Go to Dollar
Tree. Take cable home. ShashiS19 4 years ago. Jorge EnriqueL1 5 years ago. BenS 5 years ago.
FarrukhB1 5 years ago. TareqK1 5 years ago on Introduction. BettyLee miguellopesgaspar
Reply 6 years ago on Introduction. To create this article, volunteer authors worked to edit and
improve it over time. This article has been viewed , times. Learn more RCA cables are used for
many audio applications. If you want to install custom audio systems in your car or home,
making your own RCA cables ensures that you have a clean system with no excess cable.
Making your own cables can save you money, as well. We've been helping billions of people
around the world continue to learn, adapt, grow, and thrive for over a decade. Every dollar
contributed enables us to keep providing high-quality how-to help to people like you. Please
consider supporting our work with a contribution to wikiHow. Log in Social login does not work
in incognito and private browsers. Please log in with your username or email to continue. No
account yet? Create an account. Edit this Article. We use cookies to make wikiHow great. By
using our site, you agree to our cookie policy. Cookie Settings. Learn why people trust wikiHow.
Turn on a soldering iron. Do this first so it is hot enough when you begin soldering. Make sure
the tip of the iron is not touching anything, and that it is safely out of the way so you do not
accidentally bump into it. If the cable is too big to fit in one of the gauge holes on a wire cutter,
use the sharp edge at the base of the cutters or a pair of scissors. Strip the conductor wires.
Many cables have 4 conductors. If this is the case, just twist the common colors together. Coat
or tin the conductor ends. Applying a small amount of solder to the twisted ends keeps them
together and it easier to connect them to the RCA end. Heat up the wire and hold the solder on
the opposite the iron touching the wire. The heated conductor wire should provide a high
enough temperature for the solder to melt and apply an even coat. Apply heat shrink wrap. If
you plan on making multiple cables for a stereo application, use a different colored shrink wrap
for the left and right channel. Cut a shrink wrap tube about 1 inch 2. Slide the shrink wrap over
the the conductor wires onto the cable itself. Let the end of the shrink wrap hang slightly over
the end of the cable, but not past the conductor wire tips. Disassemble your RCA ends and keep
all components neatly in one place. Slide the outer barrel of the RCA ends onto the cable past
the conductor wires. This is necessary in order to be able to screw the end together once
you've soldered it. Connect the signal conductor to the RCA end. Find the U-shaped piece that
runs in line with the center pin. Insert the tinned conductor end into the "U" and apply the
soldering iron to the wire. This will heat up the solder and connect it to the center pin. If
necessary, apply a small amount of solder over the top of the wire to assure a solid connection.
Connect the ground connector to the RCA end. Find the long tab that extends out of the RCA
end and has a hole in the center. Insert the tinned ground connector into the hole and apply the
soldering iron to the conductor wire. This should be adequate enough to make a solid

connection. If needed, apply a small amount of solder on top. Include your email address to get
a message when this question is answered. The location of an RCA end's ground connection
can vary, as well as the shape of the center pin's solder point. Helpful 0 Not Helpful 1. If
possible, use a high-quality soldering iron. A good soldering iron heats up to a higher
temperature than the lower-quality model. The process will be easier and the results will be
much cleaner. Submit a Tip All tip submissions are carefully reviewed before being published.
Related wikiHows How to. How to. Co-authors: 5. Updated: March 29, Categories: Cabling and
Wiring Connection. Thanks to all authors for creating a page that has been read , times. Is this
article up to date? Yes No. Cookies make wikiHow better. By continuing to use our site, you
agree to our cookie policy. About This Article. Related Articles How to. By signing up you are
agreeing to receive emails according to our privacy policy. Follow Us. Learn the tech tips and
tricks that everyone should know! Learn More. X Help us do more We've been helping billions of
people around the world continue to learn, adapt, grow, and thrive for over a decade. Let's do
this! Free Wiring Diagram. Collection of rca to rj45 wiring diagram. A wiring diagram is a
streamlined conventional photographic depiction of an electrical circuit. It shows the elements
of the circuit as simplified shapes, and also the power and signal links between the gadgets. A
wiring diagram normally offers information concerning the family member position and setup of
devices as well as terminals on the tools, to aid in structure or servicing the tool. A
photographic representation would reveal a lot more detail of the physical look, whereas a
wiring diagram makes use of a more symbolic symbols to highlight affiliations over physical
look. A wiring diagram is usually made use of to repair problems and to make sure that the links
have been made which whatever exists. Click on the image to enlarge, and then save it to your
computer by right clicking on the image. Architectural electrical wiring diagrams reveal the
approximate locations and interconnections of receptacles, illumination, and also permanent
electric solutions in a structure. Interconnecting wire paths may be revealed approximately,
where specific receptacles or fixtures should get on an usual circuit. The electrical signs not
only show where something is to be mounted, however additionally exactly what kind of device
is being installed. A surface area ceiling light is shown by one symbol, a recessed ceiling light
has a different symbol, and a surface area fluorescent light has one more symbol. On large jobs
symbols might be phoned number to reveal, for instance, the panel board as well as circuit to
which the tool links, as well as likewise to identify which of a number of kinds of fixture are to
be mounted at that place. A set of circuitry representations may be needed by the electric
evaluation authority to approve connection of the residence to the general public electrical
supply system. Wiring layouts will certainly also include panel routines for breaker
panelboards, as well as riser representations for unique services such as fire alarm system or
shut circuit television or various other special services. Typical RCA cables will have two or
three color coded connectors. RCA audio cables have two connectors: red right stereo and
white or black for left stereo. An additional third connector on an RCA cable will be yellow for
composite video. Connections are made by pushing the cable's plug into the female jack on the
device. The signal-carrying pin protrudes from the plug, and often comes into contact with the
socket before the grounded rings meet, resulting in loud hum or buzz if the audio components
are powered while making connections. Continuous noise can occur if the plug partially falls
out of the jack, breaking ground connection but not the signal. Ask a question Comment Edit
Submit New. The picture on left is self-explanatory. According to 3 reports in our database 3
positive and 0 negative this pinout should be correct. Is this pinout correct. If you did publish
instruction for Do-It-Yourself device with this pinout, share the link with us. No portion of this
webpage may be reproduced in any form without visible link to pinoutguide. Efforts have been
made to ensure this page is correct, but it is the responsibility of the user to verify the data is
correct for their application. Rca Wiring Diagram â€” rca cable wiring diagram, rca connector
wiring diagram, rca converter wiring diagram, Every electrical arrangement is composed of
various different parts. Each part should be set and linked to different parts in specific way.
Otherwise, the arrangement will not work as it should be. To be able to be certain that the
electrical circuit is built correctly, Rca Wiring Diagram is demanded. How can this diagram help
with circuit construction? The diagram provides visual representation of the electric structure.
However, the diagram is a simplified variant of the structure. This makes the procedure for
building circuit simpler. This diagram provides advice of circuit components in addition to their
own placements. There are just two things which are going to be present in any Rca Wiring
Diagram. The first element is emblem that indicate electric component in the circuit. A circuit is
usually composed by various components. Another thing you will find a circuit diagram could
be traces. Lines in the diagram show how each component connects to one another. The
positions of circuit components are relative, not accurate. The arrangement is also not logical,
unlike wiring schematics. Diagram only reveals where to place component at a spot relative to

other components within the circuit. Despite the fact that it is simplified, diagram is a fantastic
basis for anyone to construct their own circuit. One thing that you must learn before studying a
circuit diagram is the symbols. The most common components are capacitor, resistor, and
battery. There are also other elements such as floor, switch, motor, and inductor. Everything
rides on circuit that is being constructed. According to earlier, the traces at a Rca Wiring
Diagram represents wires. Sometimes, the cables will cross. However, it does not mean
connection between the cables. Injunction of 2 wires is usually indicated by black dot to the
intersection of two lines. Colours can also be used to differentiate wires. Usually, there are two
chief types of circuit links. The first one is known as string link. Because of the electric current
in each part is comparable while voltage of the circuit is total of voltage in each component.
Parallel link is more complicated compared to string one. Unlike in series connection, the
voltage of each component is similar. It is because the element is directly linked to electricity
resource. This circuit consists of branches that are passed by distinct electrical current levels.
The current joins together when the branches match. There are numerous things that an
engineer should pay attention to when drawing wirings diagram. To start with, the symbols
used in the diagram ought to be accurate. It must represent the specific element required to
construct a planned circuit. When the symbol is wrong or unclear, the circuit will not function
since it is supposed to. It is also highly suggested that engineer brings favorable supply and
damaging source symbols for better interpretation. Meanwhile the negative supply symbol is
set below it. The current flows in the left to right. Along with that, diagram drawer is
recommended to limit the number of line crossing. The line and part placement ought to be
made to minimize it. Since you can begin drawing and translating Rca Wiring Diagram may be
complicated endeavor on itself. The advice and tips which have been elaborated above should
be a great kick start, though. Rca Wiring Diagram. Each component should be set and
connected withâ€¦. True Freezer T 49F Wiring Diagram â€” true freezer model t 49f wiring
diagram, true freezer tf wiring diagram, true t 49 freezer wiring diagram, Every electrical
arrangement is composed of various distinct parts. Each part should be placed and linked to
different parts inâ€¦. Pool Pump Wiring Diagram â€” v pool pump wiring diagram, century pool
pump wiring diagram, hayward pool pump wiring diagram, Every electrical arrangement
consists of various different parts. Each part ought to be placed and linked to other parts in
particular manner. If not, theâ€¦. Gallery of Rca Wiring Diagram. Related Post to Rca Wiring
Diagram 7 Way Rv Wiring Diagram 7 Way Rv Wiring Diagram â€” 7 way camper plug wiring
diagram, 7 way rv flat blade trailer side wiring diagram, 7 way rv flat blade wiring diagram, Every
electric structure is composed of various diverse pieces. Rca Plug to Speaker Wire Diagram â€”
wiring diagram is a simplified welcome pictorial representation of an electrical circuit. It shows
the components of the circuit as simplified shapes, and the capacity and signal associates amid
the devices. A wiring diagram usually gives instruction not quite the relative point of view and
treaty of devices and terminals on the devices, to help in building or servicing the device. A
pictorial diagram would do something more detail of the brute appearance, whereas a wiring
diagram uses a more symbolic notation to highlight interconnections more than bodily
appearance. A wiring diagram is often used to troubleshoot problems and to create determined
that all the friends have been made and that whatever is present. Architectural wiring diagrams
perform the approximate locations and interconnections of receptacles, lighting, and
long-lasting electrical facilities in a building. Interconnecting wire routes may be shown
approximately, where particular receptacles or fixtures must be upon a common circuit. Wiring
diagrams use tolerable symbols for wiring devices, usually interchange from those used on
schematic diagrams. The electrical symbols not single-handedly play a role where something is
to be installed, but also what type of device is monster installed. For example, a surface ceiling
open is shown by one symbol, a recessed ceiling vivacious has a oscillate symbol, and a
surface fluorescent well-ventilated has different symbol. Each type of switch has a different
fable and therefore reach the various outlets. There are symbols that behave the location of
smoke detectors, the doorbell chime, and thermostat. A set of wiring diagrams may be required
by the electrical inspection authority to take up link of the address to the public electrical
supply system. Wiring diagrams will as well as attach panel schedules for circuit breaker
panelboards, and riser diagrams for special services such as flare alarm or closed circuit
television or other special services. Necessary cookies are absolutely essential for the website
to function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. This website uses cookies to improve your experience. We'll

assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close
Privacy Overview This website uses cookies to improve your experience while you navigate
through the website. Out of these, the cookies that are categorized as necessary are stored on
your browser as they are essential for the working of basic functionalities of the website. We
also use third-party cookies that help us analyze and understand how you use this website.
These cookies will be stored in your browser only with your consent. You also have the option
to opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. Menu Menu. Search
Everywhere Threads This forum This thread. Search titles only. Search Advanced searchâ€¦.
Everywhere Threads This forum This thread. Search Advancedâ€¦. Log in. Category 1 Category
2 Category 3 Category 4. Support UI. X Donate Contact us. New posts Trending Search forums.
What's new. New posts New profile posts Latest activity. Current visitors New profile posts
Search profile posts Billboard Trophies. Sidebar Sidebar. JavaScript is disabled. For a better
experience, please enable JavaScript in your browser before proceeding. Previous Next. Guest
Guest. Archived from groups: rec. This is a very simple electrical question, but the answer for
which I cannot locate because I know nothing about such matters. Which is which? One wire
has writing on it which I've been told distingues one wire from the other. Is that wire positive?
One is in the center of the plug where it can be pinched and soldered to the plug. And the other
is a hole where the wire can be threaded thru. Which is positive and which is negative: the
center pinch or the hole? Much thanks! Generally, the center pin is positive, and the outer shell
of an RCA connector is negative. You have not provided enough information to make any
reliable suggestions regarding your question. What equipment are you connecting to that uses
an RCA jack for speaker connections? Are you SURE that it is a speaker-level output and not
line-level? You can use a 1. OTOH, if both sides are wired the same, it is unlikely to make any
discernable difference is the absolute polarity is wrong. I know nothing about audio equipment
so excuse my ignorance. I am connecting the RCA plug into a subwoofer. The other end of the
wire connects to a wall speaker part of the surround sound system. On the speaker there are 2
connection levers for the wire: black and red. In general which wire is usually positive? The wire
that has the writing on it? Honestly, the 1. I wouldn't know what to do with the battery to check
for the polarity. Much thanks for the help! If this subwoofer has an integrated amplifier then it is
most likely a LINE-level input. There are ways of doing this, but direct connection carries a very
high risk of damaging your equipment. You have completely lost me at this point. How are you
attaching a subwoofer to an existing speaker? Is this speaker also a subwoofer? If it is not, then
it likely does NOT have the proper signal for the subwoofer. How did you come to the
conclusion that you could connect your system like this? Yes, generally, red indicates
"positive" and black indicates "negative". Note that electricians who wire buildings have a
different concept, so beware! However, it would appear that polarity is the least of your
problems at this point. Here are my concerns: 1 I question how you have arrived at your plan of
how you are connecting your system. Are you trying to mix-n-match various pieces? Did
someone who knows your equipment recommend this setup? It sounds like it is a surround
speaker and likely has been stripped of any subwoofer low frequencies in the amplifier. Does
the source have an output identified as dedicated to the subwoofer? If you feed speaker level
into a line-level input, there is a very significant possibility of damaging the subwoofer. Please
identify specifically what the source is receiver, etc. Also identify what the subwoofer is,
whether it has an integrated amplifer, and describe ALL the inputs. There is almost certainly a
correct match between your source and your subwoofer, but I think you haven't found the right
combination yet. A dirty little secret about wire is the fact that it is rarely if ever marked with
pluses and minuses. Some cables are even composed of two absolutely identical wires. Nasty,
eh? Most wire has some distinguishing marks, such as the writing that you've noticed. Or, there
is a color difference. Or ,there is some texture or ribbing molded into the insulation. Or, one
conductor is plated and looks silvery, while the other is unplated and is copper-colored. In
some cases the difference between the wires in a cable is gross, such as shielded cable where
one "wire" is the stranded shielding braided over the other wire, which is more conventional.
The second dirty little secret is that in most cases it doesn't matter which wire you consider to
be plus and which wire you consider to be minus, as long as you are consistent with your
choices at both ends of the same piece of wire. Often with wire, nobody cares about your
choices but you, but you should care very much about your choices. If your memory tends to
fail you, cut up some pieces of say masking tape or bandage tape, use an indelible pent to write
positive and negative on them, and apply them to both ends of the wire when you can easily see
both ends of the wire at the same time. Again, be consistent! If you do this often, you can even
get little books of adhesive markers at a home improvement or electrical supply store. They
tend to fall off as they age, so real neatnicks hold them in place with clear shrinkable plastic

tubing. One common exception to the "don't care" rule is the black, green, and white wiring that
the AC wiring in your house is probably made up with, if you live in the US. Black is "hot" call it
plus , white is "cold" call it minus , and green is safety ground. For reasons of safety, everybody
who wires houses follows this standard for assigning function to the various colors of AC
wiring. So, if one wire in a cable has printing on it, and the other doesn't have printing on it,
then make up your own mind about which is positive and which is negative, but be consistent. If
you need more help, I say flipping coin make the wire with writing on it be
unhhhhhhhhhhhhhhhhhhhhh "positive". Everything that Mr. Krueger wrote is correct. However
until "Jack" determines the nature of his input, and source, he should NOT attempt to make this
connection in either polarity. I agree. The 6. The subwoofer for this system has jacks in the back
of it where all the the speakers connect from. There's no mismatch of equipment here, I simply
followed the directions that came with the speakers. I only came across a problem when I
needed to use different wire because the wire that came with the system wasn't long enough.
Hopefully, with the advice that you all provided, I can successfully complete the installation of
my rear speakers. It is highly unusual for a subwoofer to have an RCA jack for speaker level
input unless is it is a little plastic "toy" computer speaker or something. My church has a
low-powered integrated amp from Radio Shack that is built this way. It looks like "Jack" is
indeed talking about a plastic "computer speaker" surround kit. I made the mistake of assuming
he was talking about a "real" 12" or larger home theatre type subwoofer. Perhaps the subwoofer
is also something else too. I don't know the specifics. All I know is that I just needed to extend
the wires that came with the system. Now to solve your problem. Really easy--go to Radio
Shack with one of the speakers and ask for an extension cable of the correct type. The cable will
have a Male connection on one end and a female on the other with a piece of wire between
them. No soldering and no need to worry about polarity changes. If you are looking for a heavier
gauge wire, buy the ends and hook up whatever wire will lfit into them. Wire does not worry
about polarity so just make sure that you solder the same at each end. Richard H. Kuschel "I
canna change the law of physics. Gman Distinguished. Dec 31, 0 18, 0. His speakers are
computer speakers. The amp in the Subwoofer is for the whole system. He is just trying to make
a longer pair of wires to run his rear surround speakers farther away and to the back of the
room. Dec 4, 1 0 18, 0. A wire is a wire. The reason the speaker wire you bought has writing on
one side is so you can identify at the other end of the wire which side is which. All you have to
do is decide which side the "writing" side or "non-writing" side YOU want to be positive and
which side YOU want to be negative. This is very simple as the writing or red line or rib or
difference in color on the wire runs the entire length of the wire. Remember a wire is only a
conductor wrapped in a insulator and in your case connected to another wire, side by side. This
is basic electronics. Now all of that being said, you're most likely going to need two of these
wires to connect your right and left speakers. That way you'll always know and never forget
which is which weather it is a wire you made 20 years ago or today. Good luck and I'm here to
help. Better to open your own thread than hang this on the end of an old one. As it is your
question doesn't make a lot of sense. What amplifier are you trying to connect to? Most
computer speakers are amplified already. You must log in or register to reply here. Is it a normal
behavior? Audio 0 Nov 9, Solved! How can I get my standalone speakers to play audio through
both devices? Audio 1 Aug 1, Solved! How do I connect active speakers to an active speaker
with no RCA output? Audio 1 Jul 29, J Solved! Audio 5 Dec 15, B Question Subwoofer on 2.
Audio 4 Jun 28, H Question How do i connect my logitech z speaker to my uhd tv? Audio 2 Jun
26, Question No audio coming from speakers connected to projector from specific files Audio 2
Apr 16, Q Question my led tv has no digital audio out, and i want to connect it to hd audio rush
5. Audio 6 Feb 17, B Solved! Audio 3 Dec 26, J Solved! Audio 2 Dec 26, Similar threads Question
How to connect turntable to powered speakers Question Subwoofer to stereo speakers
connection Question Can you connect center speaker to sub output on 2. Question Subwoofer
on 2. Question How do i connect my logitech z speaker to my uhd tv? Question No audio
coming from speakers connected to projector from specific files Question my led tv has no
digital audio out, and i want to connect it to
vanos adjustment unit
audi owner manual
leviton rotary dimmer wiring diagram
hd audio rush 5. Post thread. Laptop Tech Support. Laptop General Discussion. Started by
MMohammed Nov 18, Replies: Started by choeandrew Feb 2, Replies: 0. Android Tablets. Apps
General Discussion. Moderators online. Tom's Guide is part of Future plc, an international
media group and leading digital publisher. Visit our corporate site. All rights reserved. England
and Wales company registration number Top Bottom. Question How to connect turntable to

powered speakers. Feb 10, Question Subwoofer to stereo speakers connection. Jan 26,
Question Can you connect center speaker to sub output on 2. Nov 25, Nov 9, Oct 8, Aug 17, Aug
1, Jul 29, Jul 17, Jun 11, Mar 23, Question Trying to Connect powered Mackie's to receiver. Dec
15, Sep 11, Sep 10, Question FDx connection to Samsung nu? Jun 28, Jun 26, Question No
audio coming from speakers connected to projector from specific files. Apr 16, Question my led
tv has no digital audio out, and i want to connect it to hd audio rush 5. Feb 17, Dec 26,

