Valve cover bmw

For more information go to Who is not in distress if they detect oil, fluid, water leaks on the
ground after they have parked their vehicle? Like death and taxes, leaks are inevitable so there
is nothing to worry about as it happens all the time. But what if oil spots turn into puddles?
Most likely trouble is in the horizon. While most car owners doesn't think about vital-fluid leaks,
meticulous auto enthusiasts will take them seriously and do the necessary repairs right away.
Failure to correct leaks can lead to overheating, prematurely worn parts, breakdowns and
hazardous driving conditions. So whenever signs of fluid leakage are present under your BMW,
it pays to investigate. But hindering an oil leak is really frustrating if you don't find the correct
source of the oil leak, right? Believe it or not but one of the source of oil leaks are your BMW
valve covers. The valve cover is the long lid made of either plastic or metal that lays on top of
the cylinder head, covering the various engine valve train components, specifically the valves.
Aside from this main function, the valve cover is also responsible for containing lubricant oil in
the valve train area. But while it is the function of your BMW valve cover to contain the lubricant
oil as it drips back to the bottom of the engine, sometimes it is the valve cover itself that causes
the leak. What causes the leak? One is the warping of the BMW valve cover due to the heat of
the engine core which causes oil to seep through the valve cover gasket. Another is that if your
BMW valve covers are corroded already, it may develop holes in its surface that also causes the
leak. But these things can be prevented if you only know the proper maintenance of your
vehicle. However, if you really think you need a valve cover replacement, then have it replaced
right away. The BMW valve cover is built to enclose and protect the delicate parts that make up
the engine valve train. The valve train is made up of a number of vital engine parts, such as the
rocker arms, lifters, valve springs and push rods. In engines that use an overhead cam system,
there is a cam located under the BMW valve cover as well. These parts are quite delicate, and
must operate with precision to keep the engine performance at its most efficient. The valve train
system needs a constant flow of engine oil passing through the BMW valve cover to operate
without producing friction, which can cause extreme wear on its moving parts. The BMW valve
cover must keep this flow of engine oil contained to ensure that the supply remains sufficient to
keep the valve train well lubricated. This can be made difficult by the position of the BMW valve
cover, as it is mounted on the top of the engine, with a gasket to seal it at the bottom where it
bolts to the engine. Engine oil circulates through the BMW valve cover under pressure in a
constant circuit that pumps the oil up through the push rods to coat the rocker arms, and then
drains the excess away through a number of small drain holes to the oil pan. If there is any
opening in the seal of the BMW valve cover, gravity can easily draw the oil out to leak away,
leaving the vital valve train parts unprotected and subject to friction damage or failure. We carry
a selection of BMW valve cover replacements at great prices in our online catalog. Our secure
site will make ordering your BMW valve cover fast and easy or our toll-free phone line can take
your order just as conveniently. We've Made a Site Update. Refresh to the latest version.
Retrieve quote. Track order. Sign In or Create Account. Every Purchase Supports. Texas Relief
Efforts. Select your vehicle. BMW Valve Cover. Refine by:. Valve Cover part. Product Fit.
Returns Policy. Quantity Sold. Showing 1 - 15 of 26 results. Display item:. Sort by:. Part Number:
RB Vehicle Info Required to Guarantee Fit. Core Charge. Add to cart. Product Details Notes : 27
in. Inside Clearance Height; 3 in. Product Details Notes : Inside Clearance Height; 0. Part
Number: GXL Page 1 of 2 Showing 1 - 15 of 26 results. BMW i Valve Cover. BMW is Valve Cover.
BMW xi Valve Cover. BMW d Valve Cover. Replacement Valve Cover. Feb 08, My son got this for
his BMW and the fit was perfect. He wanted to buy OEM parts but the cost was way to much for
him. I recommended trying this valve cover. He was super happy with the fit and the look. I
would recommend buying from this company anytime. Michael Grove. Purchased on Dec 24,
May 26, Happy customer. Very refreshing to deal with a company that does what it says and
delivers quality parts. I am very pleased. Thank you for being automotive professionals.
Purchased on May 04, May 01, Pleased with it. The cover is good but the scary warning about it
causing cancer is not comforting as specially, because there are no percentages, or how to
avoid the effects, is it from touching it bare hands or while you are driving, how does it cause
cancer??? Dan mcArthur. Purchased on Apr 15, Contact Us. Phone Number Shop with
Confidence. All Rights Reserved. Terms of Use. Privacy Policy. California Supply Chain
Disclosure. Accessibility Statement. This DIY is going to be centered around handling the
replacement of a valve cover gasket and associated gaskets on N51 and N52N engines. Unlike
early N52 engines, which used a magnesium valve cover and had an external crankcase vent
valve, the updated version features a plastic valve cover with an integrated PCV valve. One
thing to note about the N51 and N52N engines is that the valve cover screws DO NOT need to be
replaced, unlike the magnesium valve cover which requires special aluminum screws which are
also prone to breaking , the N51 and N52N engine's valve cover has encapsulated hardware.
You can ignore the symptoms of a failing valve cover gasket for a while. However, if you let it go

too long, it can result in costly damage. Some of the major symptoms are:. I must stress that
this is not a basic or straight forward job; i t will require basic automotive skills and some
finesse. Depending on the vehicle you're working on, you may have more or less stuff to move
out of the way before you can access the valve cover. I was able to complete the job in about 5
hours doing it my first time, however it may take you more time or less time based on your
experience. This step is going to vary based on what car you own. For an E8X 1-series or E9X
3-series, you will start off by removing the cabin filter housing, AUC sensor if equipped , strut
brace if equipped , engine acoustic cover, etc. Basically, this first step is to open the engine bay
up and get the other equipment out of the way. At this point, it's a good idea to disconnect the
battery ground cable in the trunk to make sure you don't inadvertently short anything out as
you will be moving harnesses and disconnecting a lot of electrical components in this job. All
you need is a 10mm box wrench or socket on a ratchet. Once the bolt is loose, pull the terminal
connector off the lead on the battery and put off to the side:. At this point, it's time to start
disconnecting all of the electrical connections. On the intake side of the engine, you will need to
disconnect the fuel injector harness, oil pressure sensor, oxygen sensor connectors, and
anything else in the way. The fuel injector harness is one plastic housing with individual
connectors that plug into the injectors. Using a small pick tool, pull the small metal clips up and
back. Make sure you do not lose the clips as finding replacements in next to impossible. Once
all the clips are pulled back, pull the injector harness up and out of the way. When doing this,
make sure that there is not too much tension on other parts of the harness. If there is, trace the
wires to the source of the tension and disconnect if possible. You will also need to remove the
e-box cover on the passenger side of the engine bay. The locks on this cover slide into the
unlock position, allowing you to lift the cover out of the way. You will have to slide the
harnesses that sit in the box out of the way later on as well. During this step, unplug the
Valvetronic servo motor large silver component on the side of the valve cover as well as the
Valvetronic sensor connector from the front of the valve cover. It's also a good time to unplug
the ignition coils and remove them. Simply flip the tabs on the coils up and pull the electrical
connector out. Gently lift the ignition coils out of the valve cover. There is a breather hose on
the back of the valve cover. Be careful when removing this as it can be fragile with age. Simply
press the tabs inward with your fingers and push the hose off the nipple on the valve cover. If
it's not moving, do not pry on it with any tools. Take your time and make sure you don't break
the hose. On the N51 and N52N engines, there are metal spark plug sleeves which help seal off
the spark plug tubes. These sleeves are one time use only and must be removed to have
enough room to remove the valve cover. Using a pair of snap ring pliers, squeeze the gap in the
sleeves together and pull them out. This is what they look like when installed:. In addition, they
also have a secondary air injection system. The secondary air injection valve and hose will need
to be removed in order to get the valve cover off. The secondary air injection hose is your
standard issue type of quick disconnect hose. Simply press the tabs in and twist off. Be careful
when doing so as the plastic hose can become brittle with age. To remove the secondary air
injection valve on the side of the cylinder head you will need to use a universal joint and
extension to gain access to the 10mm nuts that hold it on. Basically, find the combination of
tools that works for you and make sure you don't drop the nuts into the engine bay. With
everything disconnected and the harness moved out of the way, this is what your engine bay
will look like:. You can remove the Valvetronic motor safely in two ways. This is the preferred
method, but you can also do it the low-tech way. There is a spot on the side of the Valvetronic
motor where you can insert a 4mm allen socket. Spin the motor to the right clockwise until you
feel some tension. Once you feel tension stop, leave the socket in the motor. Next, you will be
removing the e-torx screws that hold the motor to the valve cover. There is one just under the
motor and two on the mounting flange. Remove the lower screw entirely. The two larger screws
that secure the motor to the valve cover loosen slightly. At this point you will spin the
Valvetronic motor with the 4mm socket to the left counter clockwise and the motor will start to
back itself out of the valve cover. As the Valvetronic motor is coming out gradually back the
main torx screws out. What you do not want to happen is have the motor eject out of the valve
cover and get damaged. Think of the larger mounting screws on the flange like the safety pin on
a grenade. Once the motor is completely out, place it somewhere safe. The valve cover is held
on with a series of torx screws that sit around the perimeter of the valve cover. The torx screws
in the back are going to be brutal to gain access to; this is where your universal joints and
extensions come into play. Pro-Tip: Do not drop your E8 torx socket when working on the back
of the engine. Finding it will take a lot of time and will involve removing the under tray. Ask me
how I know. Basically, go around the perimeter of the valve cover loosening all the torx screws
first. These screws are encapsulated and will not come out of the valve cover. The housing the
screws are in may come out of the valve cover, but you can slid them back into place. Once you

undo all of the perimeter screws, double check to make sure nothing is in the way. There are
three studs in the center of the valve cover that can be removed with regular hex sockets. Make
sure you have deep sockets for this as one of the studs is pretty deep. Two of the studs are
grounding points for the ignition coil harness. These three inner bolts also thread into the
cylinder head and help seal the valve cover around the spark plug tubes. Note: On some
vehicles the coolant expansion tank hose may be in the way. Simply disconnect the hose and
put it off to the side. Do a final check around the perimeter of the valve cover and make sure
every fastener has been loosened before you attempt to remove the valve cover. Note that a
faulty Valvetronic motor seal will cause oil to pool in the center cavity of the valve cover. Be
aware of this when removing the valve cover as it will likely spill everywhere. Also, be careful
when pulling the valve cover out as there is not a ton of room to work with. I basically lifted from
the front and angled it towards the passenger side. The e-box and the windshield cowl interfere
slightly but with enough finesse, you can get the valve cover out without damaging it or
breaking anything else. Below is what you are left with when the valve cover is off the engine. If
you've ever wondered how the valvetronic system works, the motor has a corkscrew that turns
which in turn changes the position of the eccentric shaft. This will either increase or decrease
the lift of the intake valves. This is how it mounts:. Have a break and pat yourself on the back.
You have reached the halfway point in the job. If you're replacing the entire valve cover, you
don't need to worry about these steps. If you are reusing the original valve cover, you will need
to remove the old gasket as well as the three individual spark plug tube seals. This step is
relatively straight forward. First, clean the valve cover as best as you can. Brake parts cleaner
works well for this. You will want to clean the mating surfaces on the cylinder head with lint free
shop rags. Make sure no left over gasket material or oil is on the surface as it can prevent the
gasket from sealing properly. The replacement valve cover gasket has a tab on it with the short
seven digit BMW part number. If you're having trouble orienting the new gasket, this tab is
located on the intake side of the valve cover towards the front like this:. Push in the new spark
plug tube seals. They only fit one way, so don't worry about mixing them up:. The Valvetronic
motor gasket and Valvetronic sensor seal can be replaced once the valve cover is installed. This
makes things much easier later on and prevents inadvertently damaging the seals particularly,
the Valvetronic sensor seal. For now, remove the Valvetronic motor seal by undoing the two T30
screws. The Valvetronic sensor seal can then be pried out with a flat head screw driver. The
trick here is making sure you don't roll the valve cover gasket pushing the valve cover into
place. It's also important to make sure the spark plug tube seals don't fall out. Putting the valve
cover back in is more challenging than getting it out. Basically, I had to put the valve cover in at
an angle towards the back passenger side of the engine to clear the e-box and windshield cowl.
You need to have a steep angle to make sure the valve cover clears the eccentric shaft tower on
the intake side of the engine. My hand is the only way I can really communicate this insertion
strategy:. Once the valve cover is in place, go around the perimeter and make sure the gasket is
still in place. Now comes time to torque the valve cover bolts. I torqued the original bolts back
down in a Z pattern to make sure the valve cover was torque evenly on the cylinder head. This
was tough with the rear screws, but I did the best I could with the space I had. Once the valve
cover bolts are torqued down, it's time to install the new spark plug tube sleeves. Line them up
inside the spark plug tubes and snap them into place they can only be installed one way. Now
replace the Valvetronic motor seal. Simply put it into place only fits in one way and install the
two T30 screws. At this point, it's also a good time to reinstall the Valvetronic motor. Put the
motor in place and use the 4mm allen socket to spin the motor counterclockwise. You will
notice the motor being pulled in. Once you feel tension, stop spinning the motor and reinstall
the torx screws securing the motor to the valve cover. Torque to 10Nm. The Valvetronic sensor
seal can basically be pushed into place. If you have a 32mm socket on hand, you can use this to
gently tap it in until it bottoms out against the valve cover. In my case, I was just able to push it
in with my thumbs. At this point, you're basically done with all the hard stuff. Make sure you
reconnect all electrical connectors, reinstall the ignition coils, ground straps, secondary air
injection parts if applicable. You should be left with an engine bay that looks like this:. Now,
reconnect the battery. It will take a couple of days for the Valvetronic system to completely reset
without a hard reset electronically, so you may notice some roughness when the engine idles.
And that's all there is to it! If this guide was helpful, let us know in the comments. If we missed
anything, also let us know! Gareth's BMW obsession started with a hand me down E39 i when
he was From this car he learned how to do his own repair work while also learning more about
BMW. This is where he developed his love of the automotive industry. Follow along with this
step-by-step guide. Installing coilovers on your BMW E36 is one of the best ways to improve the
handling or close that wheel gap. Follow this DIY for cost-effective coilovers. Being able to see
is important for you and others. The only thing separating your BMW F30 engine from the

harmful, damaging air is the engine air filter. Learn how to replace a BMW F30 engine air filter. If
you've ever had to bleed an older BMW's cooling system, you know how much of a pain it is.
BMW fixed this on their newer cars with an electric water pump. BMW made it easy to reset the
service message or service light in their modern cars such as the F Learn how to reset it in a
matter of minutes. There aren't any tools required and it should take less than a minute. Learn
how to service it on a BMW F30 or any car. What is a vacuum pump on a car and what does it do
are the two most-asked questions we're asked about them. Read or watch to learn more about
car vacuum pumps. When it fails, it allows the engine to leak oil requiring frequent oil top-ups.
The best course of action is a visual inspection around the back of the valve cover. When this
happens, oil will prevent proper spark and can eventually result in fire inside your engine bay.
Step 6: Remove the valve cover The valve cover is held on with a series of torx screws that sit
around the perimeter of the valve cover. This is how it mounts: Here is a good video showing
how the Valvetronic system works:. Written by : Gareth Foley. Previous Comments. More
Related Articles. Engine oil never goes anywhere or gets used up. Therefore, it is important to
check the oil in your BMW regularly, as low levels can signify leaks. If all oil is lost, the damage
to a BMW engine will be extensive and costly and may even require a new engine. According to
AutohauzAZ, engine oil is dark or honey-colored and greasy. Leaks from the valve cover gasket
are common in many BMW engines. Valve covers sit at the top of the engine to protect the
valves and rocker arms. The covers are bolted to the engine and sealed by a cork or rubber
gasket. Leaks or seeps can occur even with a new valve cover, but are more common on older
cars. According to RepairPal, valve cover gasket leaks are common after 60, miles. Applying
sealant can sometimes fix the problem, but it is best to check with a certified mechanic. Many
BMW engines feature an oil pan that allows for easier access for engine repairs and overhauls.
However, it is common for the gasket on the pan to leak as the BMW ages. According to
members of the BMW Car Club of American, rear seals fail when there is too much wear on the
crankshaft and the lip is unable to control the output of fluid. It is common for oil leaks to occur
in older BMWs when drivers use synthetic oil in the engine. This is generally due to older seals,
which tend to leak with synthetic oil. Pelican Parts recommends that drivers use non-synthetic
oil in older BMWs. Pochman has been writing fitness and health articles since Synthetic Oil It is
common for oil leaks to occur in older BMWs when drivers use synthetic oil in the engine. This
listing is for part or sub-assembly number given below only. All cars to which auto parts fit were
provided. You may get any part for the car you want. Please contact us and we will list any part
of the car you need. Wait for the invoice if you have bought many items. Additional shipping
cost will be added ONLY by the weight of the additional item. We cannot guarantee if the part
will fit to your car, if your car is not in the chart. Please email us first for RA Return
Authorization Number if you will need to return or exchange the product. This is actually a really
cool upgrade from the traditional silver. Verified purchase: No. Skip to main content. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who
viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your
vehicle. Picture Information. Trusted seller, fast shipping, and easy returns. Learn more - Top
Rated Plus - opens in new window or tab. Get the item you ordered or get your money back.
Learn more - eBay Money Back Guarantee - opens in new window or tab. Contact seller. Visit
store. See other items More See all. Item Information Condition:. Sign in to check out Check out
as guest. Add to Watchlist Remove from watch list. Watch list is full. Longtime Member. Fast
and safe Shipping. This amount is subject to change until you make payment. For additional
information, see the Global Shipping Program terms and conditions - opens in a new window or
tab. Item location:. Glendale, California, United States. Ships to:. United States and many other
countries See details. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. Estimated between Wed. Delivery times may vary, especially
during peak periods. Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab International shipping and import
charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any international
shipping and import charges are paid in part to Pitney Bowes Inc. Learn More - opens in a new
window or tab Any international shipping is paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 - Carousel.
Report item - opens in a new window or tab. This translation tool is for your convenience only.
The accuracy and accessibility of the resulting translation is not guaranteed. Note: The
accuracy and accessibility of the resulting translation is not guaranteed. Seller assumes all
responsibility for this listing. My Garage. Go to My Garage. Please wait. We were unable to
complete your request. Please try again later. This part is not compatible with this. Compatibility

information is not available for this item. Oops, something went wrong. This part is compatible
with below vehicle s. This part is compatible with below vehicle s matching this. A quantity of 2
is recommended. Search within store. Not the part you need? We combine shipping Wait for the
invoice if you have bought many items. Shipping and handling. This item will ship to Ukraine ,
but the seller has not specified shipping options. Contact the seller - opens in a new window or
tab and request a shipping method to your location. Shipping cost cannot be calculated. Please
enter a valid ZIP Code. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 3 items available. Please enter a number less than or equal to 3.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time.
Taxes may be applicable at checkout. Learn more. Return policy. Payment details. Payment
methods. Ratings and Reviews Write a review. Most relevant reviews. Better than OEM This is
actually a really cool upgrade from the traditional silver. X Previous image. Why is this review
inappropriate? This is a private listing and your identity will not be disclosed to anyone except
the seller. Back to home page. Listed in category:. Email to friends Share on Facebook - opens
in a new window or tab Share on Twitter - opens in a new window or tab Share on Pinterest opens in a new window or tab Add to Watchlist. Image not available Photos not available for this
variation. Part Fits:. International Priority Shipping. Skip to main content of results for "bmw tire
valve stem caps". Skip to main search results. Eligible for Free Shipping. Customer Review.
From Our Brands. Packaging Option. New Arrivals. International Shipping. Filter results by your
vehicle:. Enter a new vehicle to add it to Your Garage and filter the results below. Enter a new
vehicle. Get it as soon as Sat, Feb Get it as soon as Tue, Mar 2. Only 14 left in stock - order
soon. Get it as soon as Wed, Mar 3. Only 1 left in stock - order soon. In stock on February 27,
FREE Shipping. Only 3 left in stock - order soon. BMW Valve Caps. Related searches. Need
help? Visit the help section or contact us. Go back to filtering menu. There's a problem loading
this menu right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime.
Back to top. Get to Know Us. Amazon Payment Products. English Choose a language for
shopping. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life. Leaks, burning oil, and dirty oil are all signs that your valve cover could be to
blame. This valve cover from BMW comes with everything you need to replace the whole
system in your garage in half a day or less. In this guide, Gareth Foley, our BMW Catalog
Manager, tears into an N55 and and teaches us a few of his tips and tricks when replacing the
valve cover. There is a wide range of models and years that shipped with the N55 engine. This
DIY will apply to all of them. I wouldn't ignore the signs of a faulty valve cover. If you suspect
that it is the issue, I'd inspect it to see if it's just the valve cover gasket, or if you have a crack in
the cover itself. BMW doesn't have a regular service interval for the valve cover, but many
people start to see symptoms around the 70, mile mark. However, it's possible for the gasket to
fail earlier or develop a crack in the cover. Doing the job yourself, you can expect it to take
around 6 hours give or take depending on how comfortable you are in the engine bay. By
purchasing the parts through us and doing this job yourself, you will only pay a fraction of the
cost. Plus, when you need to replace them again, you can make use of our Lifetime
Replacement Guarantee. Start by removing the engine cover and the air intake. On this car,
there's an aftermarket intake installed. However, removal of the stock airbox is very
straightforward. You will need a flat head screwdriver to remove the hose clamps and possibly a
pick tool to help remove the electrical connector. To remove the inlet pipe, you have to remove
the connectors from it. Low and to the front, there's an electrical connector. Further back from
that, you have one corrugated pipe as well as one vacuum line. The last thing to remove is the
hose clamp that is lowest and in toward the front. Use care when removing all of these clips.
There's only one fastener holding on the inlet pipe, and it's a 10mm. Once that's removed, you
can simply pop the entire inlet pipe right off. Since you have to disconnect the battery leads
inside the engine bay, you should always disconnect the battery in the trunk before doing so.
Do so before going forward. The wiring harness is held in by multiple clips along the back side
of the engine. It has to be removed to make room to get to all of the bolts. There are a number of
electrical connectors that have to be removed to get to the rest of the valve cover. These are the
wastegate actuator connector, O2 sensor connectors, the valvetronic unit connector, and two

cable holders. Some of these it helps to gently use a screwdriver or pliers. Remove the vacuum
line from the valve cover. There will be a vacuum plug in one of the two holes, make sure to
transfer the plug to the corresponding inlet on the new valve cover. Vacuum lines can
sometimes be stubborn, so use care and work them off slowly. The second vacuum line that
needs to be replace goes to the vacuum accumulator. This line has a squeeze-tab type
connector. Now you have access to the ignition coils. The first step is to remove the
connectors. All you have to do is flip up the connector, and it should pull itself right out. Next,
you need to remove the ground to the ignition coils using an 8mm socket. Be careful not to drop
one of these screws into your engine bay. Once that's done, you can pull the ignition coil
straight out. It's helpful to use a tool, such as a pick or a screwdriver, through the hole on the
top of the coil to have a little more to grab onto. Using a 14mm wrench, you can remove the flare
nuts on the high-pressure fuel lines. Since the system is pressurized, it's helpful to place a rag
over the fitting when loosening it. It also helps to wear safety glasses in this case as well. Do
this for all of the fittings on both sides of the fuel rail. Gareth lets us onto a little tip to save you
a lot of potential headaches. Since you will still be working in the engine bay, he cuts the finger
tips off of rubber gloves to use as caps over the high-pressure fuel connections. This keeps
debris out of the rails, preventing clogs in the future. Remove the two E6 bolts that hold the
valvetronic motor seal in place. The motor itself doesn't need to be removed, just these two
bolts. These bolts are self-tapping and will be replaced with new ones. The seal itself is
one-time-use as well, and is included in the kit. There are 24 E12 bolts that hold the valve cover
in place. A few of them toward the back of the engine are tough to get to, you will probably need
to shift the cowl out of the way. Once these are loosened, you can remove them fully using an
electric ratchet to make your life easier. When installing the new valve cover, you want to be
careful to not pinch, roll, or let the gasket fall off the new cover. If you're lucky as Gareth was,
you can install it in one shot. Once the valve cover is in place, you want to start putting the new
screws in place. Tighten them just snug by hand first, you will follow this up by torquing them
to spec. When torquing the valve cover bolts, you want to alternate the pattern across and from
side to side. The goal here is to evenly compress the gasket. As these are aluminum bolts in a
plastic valve cover, you want to be gentle with these. The torque spec is 8. The rest of the
process is fairly straight forward. You simply want to reverse the steps above until everything is
put back together. If you get stuck on the process, in the video at the top, Gareth shows the
entire process of reinstallation. The job was fairly involved, but there's nothing to really get
caught up on like with other DIYs. You should be good as new with a fully functioning valve
cover and PCV system. Follow along with this step-by-step guide. Installing coilovers on your
BMW E36 is one of the best ways to improve the handling or close that wheel gap. Follow this
DIY for cost-effective coilovers. Being able to see is important for you and others. The only
thing separating your BMW F30 engine from the harmful, damaging air is the engine air filter.
Learn how to replace a BMW F30 engine air filter. If you've ever had to bleed an older BMW's
cooling system, you know how much of a pain it is. BMW fixed this on their newer cars with an
electric water pump. BMW made it easy to reset the service message or service light in their
modern cars such as the F Learn how to reset it in a matter of minutes. There aren't any tools
required and it should take less than a minute. Learn how to service it on a BMW F30 or any car.
What is a vacuum pump on a car and what does it do are the two most-asked questions we're
asked about them. Read or watch to learn more about car vacuum pumps. Written by : Evan
Madore. Previous Comments. More Related Articles. Complete Repair in One Purchase - Stop
searching for parts individually and complete your repair with a single purchase of a
customized kit or set from DIY Solutions. High-Quality Parts from Trusted Brands - DIY
Solutions' kits and sets are selected from the best automotive brands and include hard-to-find
and even obsolete parts you may need for your vehicle. Guaranteed Fit - DIY Solutions ensures
its selected parts are quality-tested to guarantee fit and function. This item is backed by our
limited lifetime warranty. In the event this item should fail due to manufacturing defects during
intended use, we will replace the part free of charge. This warranty covers the cost of the part
only. This item may be interchangeable with parts from other brands with the above part
numbers. This information is provided only for reference and does not guarantee that the item
you are purchasing is identical to parts with part numbers from the brands listed above. To
confirm that this item fits your vehicle, use the above "Check Vehicle Fit" option. Not all parts
are the perfect fit. Enter your Vehicle and we'll confirm fit, or help get you to one that will.
Orders ship same day when ordered by 2pm ET. Need your part faster? Choose expedited
shipping at checkout. Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos
specific to year, make and model guide you step-by-step through your repair. If your vehicle

isn't listed, search Valve Cover. This part will only fit a vehicle with these options. Clear vehicle
X. Year Make Model. Search by Vehicle. Select your vehicle. Year Make Model Search. Valve
Cover. Add to Cart. Loading Delivery Options. Delivery options for:. Estimated Arrival Cost
Finalize your delivery options in checkout. Brand : VCA Frequently bought together. Vehicle Fit.
Lifetime Warranty This item is backed by our limited lifetime warranty. Shipping is not available
to a P. Check Vehicle Fit. Fits these Makes BMW. Product Reviews. Great price and shipping.
Ordered a new valve cover gasket which shipped very fast. Unfortunately one of the new bolts
broke off into the block under light torque and now I have a bigger problem on my hands. Great
product! This was a great product and the shipping was quick. Will do business with you again
soon thanks again! BMW valve cover. Excellent fit with quality gasket and quick delivery.
Installation of valvetronic motor mount was backwards. You get what you pay for. The part is
cheaply priced for a reason, the valvetronic motor mount was installed backwards. The lack of
quality oversight makes me doubt the entire valve cover assemblies integrity and longevity.
Great price. Part arrived quickly with all gaskets and bolts necessary for installation at a great
price. I experienced two problems, the valvetronic motor lower attachment was installed
backwards making it impossible to install motor. The other condition was one of the bolt
bushings did not fit over the forward alignment pin. These were quickly resolved by using the
old cover bushing and rotating the bracket. All in all, great products. Great Value. Part was
complete wanted to wait before reviewing Excellent value. Included all needed to complete job.
Would recommend. Great replacement. The part fit perfectly on my i. The mount for the valve
servo was rotated but easily taken off and put back on with the correct orientation Valve cover
gaskets. The product fits great and I had no issues with it. Just wanna say thanks for my order
getting here time and I look forward to Place my next order with you guys. Good price. This part
was priced great compared to OEM. The bolt hole tolerances were not exact and I had to fit it a
couple of times but it was close enough to make it work. Shipped fast and came with everything
you need except for new plug sleeves. Guide for valvetronic motor. The guide for the
Valvetronic eccentric valve motor was installed backwards when I went to remove the screws
they snapped seemed like they were crossed threaded when assembled. I had to drill them out
and tap new threads what a pain. The cover seemed to fit well. Really good. Really good valve
cover. Fits well but bolts are off a bit. I had to cut the insert around the bolt with a grinder to get
it fit correctly. I also had to remove the little plate that holds the valvetronic motor and turn it
around. Out of the box it was backwards. The cover fits and preforms properly but everyone is
right the bolts are a bit wonky. Exactly the part I needed and at a great price. I had a crack on my
valve cover and needed to get a good replacement at a reasonable price. I was able to find a
quality product at a great price. I'll order parts from 1A Auto again! Valve cover. It fit right in,
good quality product. For sure I'll recommend your website. BMW X5 parts. I have ordered twice
already for my BMW X Thank you 1aauto!!! I ordered a valve cover for my BMW Z4. It was
deliver earlier than I thought it was. The product is excellent n is a perfect fit as they said it
would. Very happy with my purchase. I am glad I found this valve cover at the price I did vice the
other more expensive valve covers on the market. The quality was good and it included the
gasket so no more leaks on my engine. Dose this cover have the PVC valve built in it? Joel N.
Thank you for your inquiry. Yes this has the PCV valve built in! Anthony C. Is this a part number
too? Kevin H. Yes, our part replaces that OE part. Andra M. Does this come with gaskets and
bolts? Brad W. This will include the gaskets and bolts for installation. Please let us know if you
have any further questions. Call Now Customer service. Guaranteed To Fit Providing you the
highest quality, direct fit replacement auto parts enforced to the strictest product standards.
USA Customer Support Exceeding customers' expectations every day, our team of passionate
auto enthusiasts are here to help. Instructional Video Library Thousands of how-to auto repair
videos specific to year, make and model guide you step-by-step through your repair. Terms of
Use Privacy Policy. Narrow Your Results: Select your year, make, model to find parts that fit
Before proceeding, select your Vehicle, to verify this Part will fit. Year If your option isn't listed
search Valve Cover. When you ride this finely constructed BMW, you're riding with confidence.
Auto enthusiasts who enjoy optimized vehicles understand that nothing is more important than
getting the best new parts for your car. Outstanding car manufacturers grasp the inherent
importance of great performance. BMW Valve Covers are designed to protect the car's rocker
arms and the valves they operate. A malfunctioning BMW Valve Cover might cause the motor to
damage itself because of a lack of oil and your rocker arms to lock up. Searching for a good
source for outstanding parts can sometimes feel like searching for a needle in a haystack, but it
doesn't need to. That BMW in the garage was manufactured using quality and skill; it ought to
get new replacement or OEM components with a similar top level of value. Drivers who choose
a BMW realize that performance and elegance are worth the time and energy; excellent parts will
keep your car or truck in the best condition. I ordered a valve cover for the 1st time with this

company, the price was affordable, on the low end. The shipping was on point, I got my part the
following day. Everything was right, perfect matching part ,so yes I am really pleased and will be
useing parts geek again. Skip to main content Menu. Close X. Call To Order: To return a part,
simply submit a support ticket within 30 days of ordering and we will issue you an RMA number
to return your product. See customer service page for refund and return details. We scour the
web to make sure PartsGeek always has low prices. You can buy with confidence! ActiveHybrid
3. ActiveHybrid 5. ActiveHybrid 7. Mi xDrive. Alpina B7. Alpina B7L xDrive. Alpina B7 xDrive.
Alpina B7L. Beck Arnley. DIY Solutions. OE Supplier. BMW Head Gasket. BMW Oil Pan. BMW
Engine Mount. BMW Timing Belt. BMW Harmonic Balancer. BMW Oil Filter. BMW Rocker Arm.
Click to Enlarge. Replacement Valve Cover. Shipping Options: Free Ground Shipping. Genuine
W Valve Cover. Product SKU: W Shipping Options: Ground, Overnight, 2 Day. Recommended to
also replace 6 11 12 7 Spark Plug Tube. Shipping Options: Ground Shipping. Febi 11 12 7 Valve
Cover. Product SKU: 11 12 7 Genuine 11 12 7 Valve Cover. Features: Matches the original
equipment part for fit and function Made of quality materials to withstand extreme temperatures
to resist leaking Original Equipment Quality Try-on and material tested to ensure a quality fit
and reliable service. Features: Direct Fit Replacement - Guaranteed to fit and function for your
specific application Quality Tested - built to a strict level of product standards. Important
Product Info: with Gasket. Features: OE Style for easy replacement and fitment Made of
corrosion resistant materials to ensure durability Stringent quality control ensures part meets
product standards. More Models. Read more reviews. Catalog: E. Vehicle BMW i. Catalog: A.
Catalog: G. Vehicle BMW X3. Catalog: B. Vehicle BMW xi. Catalog: C. Vehicle Engine BMW i.
Catalog: T. Catalog: Q. Vehicle Body BMW i. Catalog: K. Vehicle Notes BMW i. Catalog: S. One
of the more irritating issues plaguing BMW owners with the N55 turbocharged six cylinder
engine are valve cover gasket oil leaks, especially around the exhaust manifold and the rear of
the cylinder head. Although these leaks do not present an immediate danger, they do need to be
ultimately fixed to keep burnt oil smoke from billowing from the engine compartment and into
the interior of the vehicle. A BMW N55 valve cover gasket seals the top of the cylinder head,
preventing the oil that is being agitated by the cam shafts, valves and timing chain from
escaping the engine. The valve cover gasket actually consists of four parts; a perimeter gasket
that seals the outside edge of the cover and three interior gaskets that seal the spark plug wells.
A BMW N55 valve cover replacement requires removing the cover and replacing all four
gaskets. The BMW N55 engine generates a tremendous amount of heat creating a brutal
environment inside the engine compartment. These conditions play havoc on gaskets and
seals, especially the valve cover which is situated in close proximity to the extremely hot
turbocharger. As the valve cover gasket becomes brittle from heat and age it cracks, allowing
oil from the cylinder head to slowly seep out around its edges. If the oil leak is on the right side
or rear of the valve cover it will drip on the turbocharger, exhaust pipe or catalytic converter
creating a burnt oil smell and blue smoke to emanate from under the hood. Often the leaks are
very hard to visually observe, even with the vehicle up on a lift. Since the oil is usually instantly
vaporized by the intense heat of the turbocharger and upper exhaust pipe, the only indication
there is a leak is often just a plume of smoke. A BMW N55 valve cover gasket replacement is
actually not a difficult repair and should not intimidate the home mechanic with average skills.
In fact the most time consuming part of the repair is clearing out the myriad of engine
components that block access to the cover. Be sure to take your time while removing the cover
â€” label all of the connections with high visibility tape to aid during reassembly. We have
included a handy checklist at the end of this article to help with reassembly. Valve cover gasket
required â€” Always use a high quality gasket in you N55 turbocharged engine. We give you
several great options based on your budget and brand preference. Crankcase vent hose
optional â€” One of the most damaged parts when performing a BMW N55 valve cover gasket
replacement is the crankcase vent hose. As this part ages it becomes extremely brittle and
usually snaps in half during disassembly. Save time and avoid aggravation by ordering a new
vent hose before starting the repair. Valve cover optional â€” There is unfortunately a chance
that the actual valve cover on your N55 engine is cracked causing an oil leak. The N55 valve
cover is made of plastic and is susceptible to the same punishing heat conditions as the other
parts in the engine compartment. If you determine that your cover is cracked, order from one of
these OE quality replacements. As previously discussed, the most time consuming part of
removing the valve cover is clearing out the components around it. The BMW N55 valve cover is
held in place with 16 perimeter and 10 interior steel mounting bolts. Since the mounting bolts
are steel and not aluminum, they typically do not need to be replaced when performing a BMW
N55 valve cover gasket replacement. It is very important to note that the valve cover on an N55
engine is very easy to remove after all of its mounting bolts are loosened â€” if you cannot lift
up on the valve cover after loosening the bolts you have most likely missed one. Usually

mechanics forget the mounting bolt hidden behind the steel absorber see step 1 below. Next,
loosen the ten interior valve cover bolts. The valve cover is now loose from the cylinder head
and can be removed. Remove the valve cover by lifting the rear first â€” once the rear is raised
above the cylinder head, the valve cover can be easily removed from the engine compartment.
You can see from the following photos that we had a leak on the right rear side of the cover.
Closer inspection shows where it was dripping on the catalytic converter, causing smoke to
emanate from the engine compartment and into the cabin of the vehicle. Section 3 â€” Installing
the new valve cover gasket It is very important that the new valve cover gaskets are installed
with an adhesive. Not using an adhesive between the gaskets and the valve cover will cause
them to fall out and become damaged during installation. There are many theories scattered
across online forums as to what is the best type of adhesive to use for this procedure; we have
always used a general purpose spray adhesive like Permatex see our supplies list and it works
great. Final reassembly is very straightforwardâ€¦it is just the above steps in reverse. Take your
time when installing the valve cover back in the vehicle. Trying to force the valve cover into
place will only end up damaging the gasket or cracking the cover. The Level of Difficulty
displays graphically how challenging the repair is, from beginner to expert. Beginner repairs
usually require very few tools, have short repair times and are simple to complete for even the
most novice of mechanics. As the difficulty level rises expect the repair to demand more time,
use more specialized tools, and require a better understanding of mechanics to complete the
job. The Repair Cost graphically displays approximately how expensive the repair will be to
perform. Please note that these cost estimates are approximate and can fluctuate based on
brand preferences and manufacturer. Share on Facebook. Repair Summary This article gives
detailed instructions on replacing the valve cover gasket in a BMW with the N55 turbocharged 6
cylinder engine. Even though we used a i to perform this repair, this article can be applied to
any BMW vehicle with the turbocharged N55 engine including 1,2,3,4,5,6,7,X1,X3,X4,X5 and X6
models with minor modifications to the repair steps. For more information on affiliate links ,
please click here. Valve cover gasket set â€” Elring Valve cover gasket set â€” Genuine BMW
Crankcase vent hose â€” HT Valve cover â€” Vaico Valve cover â€” Genuine BMW T20 torx bit.
T27 torx bit. E10 external torx socket. E14 external torx socket. Screwdriver â€” flat blade. Trim
removal tool kit â€” plastic. Goof Off Power Cleaner and Degreaser. Rags microfiber. Plastic
Scraper. Permatex Spray Adhesive. And congratulations for Doing It Yourself! All rights
reserved. For more information go to Who is not in distress if they detect oil, fluid, water leaks
on the ground after they have parked their vehicle? Like death and taxes, leaks are inevitable so
there is nothing to worry about as it happens all the time. But what if oil spots turn into
puddles? Most likely trouble is in the horizon. While most car owners doesn't think about
vital-fluid leaks, meticulous auto enthusiasts will take them seriously and do the necessary
repairs right away. Failure to correct leaks can lead to overheating, prematurely worn parts,
breakdowns and hazardous driving conditions. So whenever signs of fluid leakage are present
under your BMW, it pays to investigate. But hindering an oil leak is really frustrating if you don't
find the correct source of the oil leak, right? Believe it or not but one of the source of oil leaks
are your BMW valve covers. The valve cover is the long lid made of either plastic or metal that
lays on top of the cylinder head, covering the various engine valve train components,
specifically the valves. Aside from this main function, the valve cover is also responsible for
containing lubricant oil in the valve train area. But while it is the function of your BMW valve
cover to contain the lubricant oil as it drips back to the bottom of the engine, sometimes it is the
valve cover itself that causes the leak. What causes the leak? One is the warping of the BMW
valve cover due to the heat of the engine core which causes oil to seep through the valve cover
gasket. Another is that if your BMW valve covers are corroded already, it may develop holes in
its surface that also causes the leak. But these things can be prevented if you only know the
proper maintenance of your vehicle. However, if you really think you need a valve cover
replacement, then have it replaced right away. The BMW valve cover is built to enclose and
protect the delicate parts that make up the engine valve train. The valve train is made up of a
number of vital engine parts, such as the rocker arms, lifters, valve springs and push rods. In
engines that use an overhead cam system, there is a cam located under the BMW valve cover as
well. These parts are quite delicate, and must operate with precision to keep the engine
performance at its most efficient. The valve train system needs a constant flow of engine oil
passing through the BMW valve cover to operate without producing friction, which can cause
extreme wear on its moving parts. The BMW valve cover must keep this flow of engine oil
contained to ensure that the supply remains sufficient to keep the valve train well lubricated.
This can be made difficult by the position of the BMW valve cover, as it is mounted on the top of
the engine, with a gasket to seal it at the bottom where it bolts to the engine. Engine oil
circulates through the BMW valve cover under pressure in a constant circuit that pumps the oil

up through the push rods to coat the rocker arms, and then drains the excess away through a
number of small drain holes to the oil pan. If there is any opening in the seal of the BMW valve
cover, gravity can easily draw the oil out to leak away, leaving the vital valve train parts
unprotected and subject to friction damage or failure. We carry a selection of BMW valve cover
replacements at great prices in our online catalog. Our secure site will make ordering your BMW
valve cover fast and easy or our toll-free phone line can take your order just as conveniently.
We've Made a Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or
Create Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. BMW Valve
Cover. Refine by:. Valve Cover part. Product Fit. Returns Policy. Quantity Sold. Showing 1 - 15
of 26 results. Display item:. Sort by:. Part Number: RB Vehicle Info Required to Guarantee Fit.
Core Charge. Add to cart. Product Details Notes : 27 in. Inside Clearance Height; 3 in. Product
Details Notes : Inside Clearance Height; 0. Part Number: GXL Page 1 of 2 Showing 1 - 15 of 26
results. BMW i Valve Cover. BMW is Valve Cover. BMW xi Valve Cover. BMW d Va
1991 f350 dually
98 lincoln
lexus rx 350 parts diagram
lve Cover. Replacement Valve Cover. Feb 08, My son got this for his BMW and the fit was
perfect. He wanted to buy OEM parts but the cost was way to much for him. I recommended
trying this valve cover. He was super happy with the fit and the look. I would recommend buying
from this company anytime. Michael Grove. Purchased on Dec 24, May 26, Happy customer.
Very refreshing to deal with a company that does what it says and delivers quality parts. I am
very pleased. Thank you for being automotive professionals. Purchased on May 04, May 01,
Pleased with it. The cover is good but the scary warning about it causing cancer is not
comforting as specially, because there are no percentages, or how to avoid the effects, is it
from touching it bare hands or while you are driving, how does it cause cancer??? Dan
mcArthur. Purchased on Apr 15, Contact Us. Phone Number Shop with Confidence. All Rights
Reserved. Terms of Use. Privacy Policy. California Supply Chain Disclosure. Accessibility
Statement.

