Yamaha grizzly 450

We use cookies to help us understand our website visitors so we can improve our website,
products, services and marketing efforts. The one-piece frame reduces weight as well as being
a stronger and more rigid construction. It incorporates an extra-durable rear gear assembly,
connected at three rather than the normal two separate points for best-ever protection against
the strains of regular, heavy-duty use. A short, spring stabilizer bar offers increased support.
On long days or in difficult terrain, EPS helps every rider of any body size. The system uses
rider and wheel input to assist steering, provides feedback, prevents handlebar slaps and the
high-output AC generator guarantees power supply in all conditions. Long-travel suspension
ensures tyres are in consistent contact with the ground even on tricky terrain. Pre-load
adjustability optimizes handling for all riders and loads. The durable sealed oil-bathed
multi-disc brake setup protects the system from clogging by mud or stones thrown up during
use. It provides strong and consistent stopping power and is easy to adjust. Substantial power
lies at the heart of the Grizzly EPS. The liquid-cooled cc engine offers the kind of low-rpm
torque whenever you need and wherever you need it. The lightweight seat designed for
cold-weather riding comfort, plus a range of durable, practical accessories - such as winches,
plough, lighting kits and battery chargers - help take the strain out of your busy working day.
Offering generous storage capacity, the Grizzly EPS can carry a maximum payload of kg - 40 kg
at the front, and 80 kg at the rear. A lightweight hitch mount is capable of towing heavy loads up
to kg. You are about to leave this website. Are you sure? I agree, take me there Cancel. Yes, I
agree No, I refuse Find out more. Home ATV Utility. Key Features Features Gallery. Lightweight
frame The one-piece frame reduces weight as well as being a stronger and more rigid
construction. Independent long-travel adjustable suspension Long-travel suspension ensures
tyres are in consistent contact with the ground even on tricky terrain. Multi-disc wet braking The
durable sealed oil-bathed multi-disc brake setup protects the system from clogging by mud or
stones thrown up during use. Comfort and practicality The lightweight seat designed for
cold-weather riding comfort, plus a range of durable, practical accessories - such as winches,
plough, lighting kits and battery chargers - help take the strain out of your busy working day.
Excellent cargo capacity Offering generous storage capacity, the Grizzly EPS can carry a
maximum payload of kg - 40 kg at the front, and 80 kg at the rear. Technical Specifications
Download Factsheet. Front suspension system Independent double wishbone, 5 position
preload adjustment, mm wheel travel Rear suspension system Independent double wishbone, 5
position preload adjustment, mm wheel travel Front brake Dual hydraulic disc Rear brake
Sealed oil-bathed multi-disc Front tyres AT25x Rear tyres AT25x Front rack 40kg Rear rack
80kg. Overall length 1, mm Overall width 1, mm Overall height 1, mm Seat height mm Wheelbase
1, mm Minimum ground clearance mm Min. ATVs with engines up to 70cc are recommended for
use only by riders 6 years and older and always with adult supervision. ATVs with engines of 70
to 90cc are recommended only for use by riders 12 years and older, and always under adult
supervision. ATVs with engines of 90cc or greater are recommended for use only by riders 16
years and older. ATVs are built to operate within their design limits. Safe towable weights,
together with maximum carrying capacity are identified in the owner's manual if applicable. For
durability, reliability, but most important of all, operator safety, under no circumstances should
the recommended capacities be exceeded. Yamaha recommends that all ATV riders take an
approved training course. For safety and training information, see your dealer or call your
Yamaha Distributor in your country. ATVs can be hazardous to operate. For your safety: always
avoid paved surfaces. ATVs are designed for unpaved surfaces only. Riding on paved surfaces
may seriously affect handling and control and can cause loss of control. Always wear a helmet,
eye protection and protective clothing. Never carry any passengers. Never engage in stunt
riding. Avoid excessive speed and be particularly careful on difficult terrain. Please 'tread
lightly': always ride in a responsible manner, respecting the environment as well as country and
local laws. The riders in this brochure are professionals: don't attempt to emulate them. The
specification and appearance of Yamaha products will be varied from time to time without
notice, and as shown here are illustrative only and are not a contractual description of products.
Some models are shown with optional accessories. See your dealer for details. Quick Links. It
contains important safety information. This ATV should not be ridden by anyone under 16 years
of age. Troubleshooting Troubleshooting Troubleshooting charts LIT 1D9-F Page 2 EBU Page 3
Yamaha experience in the production of fine sporting, touring, and pace-setting racing
machines. With the purchase of this Yamaha, you can now appreciate the high degree of
craftsmanship and reliability that have made Yamaha a leader in these fields. It is illegal and
unsafe to operate this ATV on any public street, road or highway. Page 6: Table Of Contents
Throttle lever Brake pedal and rear brake lever Page 7 Tires Page 8 Checking the wheel bearings
Page 10 Always inspect your ATV each time you use it to Always follow proper procedures for
climbing make sure it is in safe operating condition. Al- hills as described in this manual. Check

the ter- ways follow the inspection and maintenance rain carefully before you start up any hill.
Page 11 steady speed when climbing a hill. If you stall or Always be sure there are no obstacles
or people roll backwards, follow the special procedure for behind you when you operate in
reverse. When braking described in this manual. Dismount on it is safe to proceed in reverse,
go slowly. Page 15 Read and understand all of the labels on your ATV. These labels contain
important information for safe and proper operation. Never remove any labels from your ATV. If
a label becomes difficult to read or comes off, request a replace- ment label from your Yamaha
dealer. Radiator cap 1. Rear shock absorber assembly spring preload adjusting ring 2. Fuel
cock 2. Spark arrester 3. Recoil starter 3. Storage compartment and tool kit 4. Throttle stop
screw 4. Spark plug 5. Rear brake lever 2. Handlebar switches 3. Starter choke 4. Drive select
lever 5. Multifunction meter unit 6. Main switch 7. EBU Main switch The positions of the main
switch are as follows: All electrical systems are supplied with power. The headlights and
taillight come on when the light 1. Page Indicator Lights And Warning Light NOTE: Indicator
lights and warning light If the indicator light flashes or the speedometer does not show the
speed while riding, have a Yamaha dealer check the speed sensor circuit. Set the display to the
clock mode. If the ATV runs out of fuel, move the fuel cock lever 2. Approximately 4. Do not use
the headlights with the engine The engine stop switch controls the ignition and turned off for an
extended period of time, oth- stops the engine when it is running. Page 26 This ATV is equipped
with a switch to change from indicate a malfunction in the electrical system. In two-wheel drive
to four-wheel drive and vice-versa. This ATV is equipped with a switch allowing you to lock the
differential gear when in four-wheel drive. Select the appropriate switch position according to
the terrain and the conditions. Changing from four-wheel drive to differential gear lock or
vice-versa while moving may cause the ATV to handle differently unexpectedly. This could
distract the operator and increase the risk of losing control and causing an accident. Page
Speed Limiter Check the operation of the throttle lever be- fore you start the engine. If it does
not work smoothly, check for the cause. Correct the problem before riding the ATV. Always
make sure the throttle lever free play is adjusted to 3. See page EBU Front brake lever The front
brake lever is located on the right handle- bar. To apply the rear brake, push down on the brake
pedal or pull the brake lever toward the handlebar grip. Page Recoil Starter 1. Drive select lever
1. Then pull forcefully, being Starting the engine without setting the drive careful not to pull the
rope all the way out. Fuel level 2. Fuel tank cap Fuel tank capacity: EBU Be careful not to regular
unleaded gasoline with a pump octane Page 37 1. Always turn the fuel cock lever to this
position to the carburetor. Page Starter Choke Move the starter choke in direction b to turn off
the starter choke. With the fuel cock lever in this position, the fuel reserve is made available.
Page Storage Compartment 1. Seat 1. Projection 2. Seat lock lever 2. Seat holder To install the
seat EBU Storage compartment Insert the projections on the front of the seat into The storage
compartment is located under the the seat holders and push down on the seat at the seat. If any
water collects in this hose, re- like tools, in the storage compartment. If they move the hose,
empty it, and then install it. Page Rear Carrier Turn the adjusting ring in direction a to increase
the spring preload and thereby harden the suspen- NOTE: sion, and in direction b to decrease
the spring A special wrench can be obtained at a Yamaha preload and thereby soften the
suspension. When the auxiliary DC jack is not being used, cover it with the cap. This may
overload the circuit and cause the fuse to 1. If soft or spongy, have Yamaha dealer bleed hydraulic system. Failure to properly maintain the ATV. Make sure that the final gear oil is at the
specified See page Add oil as necessary. Page Front And Rear Brakes Check that there is no
free play in the front brake If there is any leakage, the brake system should be lever. If there is
free play, have a Yamaha dealer checked by a Yamaha dealer. If a problem cannot be corrected
by the adjustment procedures pro- vided in this manual, have a Yamaha dealer check for the
cause. EBU Throttle lever Check the operation of the throttle lever. Other tire the tires are cold.
Page Measuring The Tire Pressure Tire pressure below the minimum speci- NOTE: fied could
cause the tire to dislodge from The low-pressure tire gauge is included as stan- the rim under
severe riding conditions. Make two measurements of the Minimum tire pressure: tire pressure
and use the second reading. Dust or Front: dirt in the gauge could cause the first reading to be
Tire wear limit Front If there is prior to operating the engine for the first time. Page 54 3. Shift the
drive select lever into the neutral or Ambient temp. The corresponding indicator light should
come on. If the indicator light does not come on, have a Yamaha dealer check the electrical
circuit. NOTE: The engine can be started under the following con Follow the same procedure as
for starting a cold 7. If the engine is started with the starter choke engine, with the exception
that the starter choke in position 1 , the starter choke should be is not required when the engine
is warm. Page 56 The drive select lever cannot be shifted into or from should come on. If the
indicator light does not reverse or park without applying the brake pedal. Bring the ATV to a
complete stop. Page Engine Break-In There is never a more important period in the life of If any

engine trouble should occur during the your engine than the first 20 hours of riding. For engine
break-in period, immediately have a this reason, you should read the following material Yamaha
dealer check the ATV. Your Yamaha dealer has a variety of gen- 1. Bring the ATV to a stop by
applying the uine Yamaha accessories. Other accessories brakes. Page 59 Yamaha to test all
non- Never exceed the weight limits shown. An over- Yamaha accessories, nor control over
their qual- loaded ATV can be unstable. Page 60 the weight on the hitch. Please also read all
caution and warning labels on your ATV. Indicates a potential hazard that could result in serious
injury or death. Page 63 Yamaha. They should then ry or death of the child. Page 64 This ATV is
designed to carry operator and car- go only â€” passengers prohibited. Pre-operation checks
Always perform the pre-operation checks listed on page before riding for proper care of the ATV
and to ensure safety. Page 68 Speed limiter Loading and accessories For riders less
experienced with this model, the Use extra caution when riding the ATV with addi- throttle lever
housing is equipped with a speed lim- tional loads, such as accessories or cargo. The iter. Page
71 Never modify this ATV through improper in- stallation or use of accessories. All parts and
accessories added to this ATV should be genuine Yamaha or equivalent compo- nents designed
for use on this ATV and should be installed and used according to instructions. To prevent
burns, avoid touching the exhaust system. Park the ATV in a place where pedestrians or
children are not likely to touch it. Operating this ATV on public streets, roads or highways. Page
74 Know the terrain where you ride. Ride cautiously in unfamiliar areas. Stay alert for holes,
rocks, or roots in the terrain, and other hidden hazards which may cause the ATV to upset.
Always be especial- ly cautious on these kinds of terrain. With the engine idling, shift the drive
select lever into the low-range position or the high-range posi- tion. Prac- at the same speed.
Page Climbing Uphill As you approach a curve, slow down and begin to may continue to go
straight. As you turn, come to a stop and then practice the proce- do so, put your weight on the
footboard to the out- dure again. Page 79 oped your skill. In all cases avoid inclines with slippery or loose surfaces, or obstacles that might cause you to lose control. Page 81 If you are in
2WD, apply only the Keep weight uphill. Avoid sharp angles which could allow the ATV as far to
the rear and uphill side of the ATV as pos- to tip or roll over. Carefully choose your path and
sible. Page 85 Page 87 Before entering the water, choose your path carefully. Enter where there
is no sharp drop off, and avoid rocks or other obstacles which may be slippery or upset the
ATV. Page 89 1. Air filter case check hose ECB CAUTION: After riding your ATV in water, be
sure to drain the trapped water by removing the check hose at the bottom of the air filter case,
the V-belt cooling duct check hose, the drive select lever box check hose and the storage
compartment check hose. Page Riding Over Rough Terrain 1. V-belt case drain plug 1. Look out
for obstacles which could cause damage to the ATV or could lead to an upset or ac- cident.
Could cause the ATV to overturn. Never attempt to ride over large obstacles, such as large
rocks or fallen trees. Applying the brakes or accelerating is not Skidding or sliding improperly.
Periodic in- nance unless otherwise specified. Have a spection, adjustment and lubrication will
keep your Yamaha dealer perform the service if you are ATV in the safest and best operating
condition not familiar with maintenance work. Page 95 Yamaha ATV dealer. NOTE: If you do not
have the tools or experience required for a particular job, have a Yamaha dealer perform it for
you. Items marked with an asterisk should be performed by a Yamaha dealer as they require
special tools, data and technical skills. EBU Removing and installing panels The panels shown
need to be removed to perform some of the maintenance jobs described in this chapter. Refer to
this section each time a panel needs to be removed and installed. Page To install one of the
panels 1. Place the panel in its original position. Page Panel B To remove the panel Remove the
bolt, and then take the panel off. Bolt 2. Panel B To install the panel Place the panel in the
original position and install the bolt. Page Panel C To remove the panel 1. Remove the carrier
top bolts. Carrier bolt under the fenders 3. Remove the quick fastener screws, and then pull the
panel upward to remove it. Carrier bolt top 2. Remove the carrier bolts under the fenders, and
then take the carrier off. Page Panel E To remove the panel Remove the bolts, and then take the
panel off. Quick fastener screw 2. Panel C To install the panel 1. Place the panel in the original
position, and 1. Panel E then install the quick fastener screws. Since heat and deposits will
cause any spark plug to slowly erode, the spark plug should be removed and checked in accordance with the periodic maintenance and lubrica- tion chart. Page Do not attempt to diagnose
such problems yourself. In- stead, have a Yamaha dealer check the ATV. Check the spark plug
for electrode erosion and excessive carbon or other deposits, and replace it if necessary.
However, the spark plug should be tightened to the specified torque as soon as possible. Page
1. Engine oil filler cap 1. Dipstick 2. Maximum level mark 6. Insert the dipstick into the filler hole
without 3. Minimum level mark screwing it in , and then remove it again to check the oil level.
NOTE: The engine oil should be between the minimum and maximum level marks. Page To
change the engine oil with or without oil fil- NOTE: ter cartridge replacement Skip steps 6â€”10

if the oil filter cartridge is not being 1. Remove panel F. Place the ATV on a level surface. Oil
filter wrench 1. Install the new oil filter cartridge with an oil fil- 8. Apply a thin coat of engine oil
to the O-ring of ter wrench, and then tighten it to the specified the new oil filter cartridge. Page
Add the specified amount of the recommend- ed engine oil, and then install and tighten the
engine oil filler cap. Recommended oil: See page Oil quantity: Without oil filter cartridge
replacement: 2. Page Final Gear Oil The final gear case must be checked for oil leak- age before
each ride. If any leakage is found, have a Yamaha dealer check and repair the ATV. In ad- dition,
the final gear oil level must be checked and the oil changed as follows at the intervals specified
1. Page To change the final gear oil 1. Remove the engine guard and the final gear case guard
by removing the bolts. Final gear oil drain bolt 5. Install the drain bolt, and then tighten it to the
specified torque. If any leakage is found, Be sure no foreign material enters the final have a
Yamaha dealer check and repair the ATV. In addition, the differential gear oil level must be 7.
Install the oil filler bolt, and then tighten it to the checked and the oil changed as follows at the
in- specified torque. If the oil is below the brim of the filler hole, add 1. NOTE: 4. Differential gear
oil drain bolt 1. Differential gear oil 2. Differential gear oil filler bolt 4. Install the drain bolt, and
then tighten it to the 3. Correct oil level specified torque. Recommended differential gear oil:
Tightening torque: See page Differential gear oil drain bolt: 10 Nm 1. Check the differential gear
case for oil leak- age. If oil is leaking, check for the cause. EBU Coolant The coolant level should
be checked before each Page If water has been added to the coolant, have cap. Page 4. Remove
the front carrier and panel C. Remove the radiator cap. Coolant drain bolt 1. Radiator cap 6.
Remove panel D. Remove the coolant reservoir cap. Disconnect the hose on the coolant
reservoir side, and then drain the coolant from the cool- ant reservoir. Pour the recommended
coolant into the radia- tor until it is full. Start the engine, and then check for coolant leakage. Air
filter case check hose Install the panels and the front carrier. Air filter case holder 1. Air filter
element 2. Air filter case cover 4. Pull off the lock plate, and then remove the 3. Pull the air filter
element out of the air filter sponge material from the air filter element case. Air filter element
frame 2. Sponge material 8. Apply Yamaha foam air filter oil or other qual- 3. Air filter element
lock plate ity foam air filter oil to the sponge material. Wash the sponge material gently but thorNOTE: oughly in solvent. It should be cleaned and lubricated more fore cleaning the spark
arrester. Could cause burns. Could cause carbon monoxide poisoning, possibly leading to
death. Could start a fire. Page V-Belt Case Drain Plug If water drains from the V-belt case after
removing most carburetor adjustments should be left to a the plug, have a Yamaha dealer check
the ATV as Yamaha dealer, who has the necessary profes- the water may affect other engine
parts. NOTE: 2. If the specified idling speed cannot be obtained as 3. Attach the tachometer to
the spark plug lead. Page Checking The Brake Fluid Level Before riding, check that the brake
fluid is above peared, have a Yamaha dealer replace the brake the minimum level mark and
replenish if neces- pads as a set. Have a Yamaha dealer change the brake fluid at Observe these
precautions: the intervals specified in the NOTE after the peri- When checking the fluid level,
make sure that odic maintenance and lubrication chart. If the free Make sure the brakes operate
smoothly play is incorrect, have a Yamaha dealer check the and that the free play is correct.
Make sure the brakes do not drag. Page 2. Brake lever free play adjusting bolt 3. Tighten the
locknut. If the correct free play cannot be obtained, have a Yamaha dealer adjust it. Page Axle
Boots Make sure the brakes are not spongy. All air must be bled from the brake system.
Replacement of brake components requires professional knowledge. These procedures should
be performed by a Yamaha dealer. EBU Axle boots The axle boots must be checked for damage
at the intervals specified in the periodic maintenance and lubrication chart. Page Brake Light
Switches The brake light switch for the brake pedal can be adjusted as follows, but the other
brake light switches should be adjusted by a Yamaha dealer. Remove panel B. NOTE: 1. Page
Checking The Stabilizer Bushes Checking the stabilizer bushes The stabilizer bushes must be
checked for cracks or damage at the intervals specified in the periodic maintenance and
lubrication chart. Have a Yamaha dealer replace the stabilizer bush- es if necessary. EBU
Lubricating the upper and lower arm Keep in Failure to handle batteries or battery electro- mind
that the battery tends to discharge more lyte carefully. Page To charge a sealed-type MF battery,
a spe- cial constant-voltage battery charger is re- quired. Using a conventional battery charger
will damage the battery. If you do not have access to a constant-voltage battery charg- er, have
a Yamaha dealer charge your bat- tery. Main fuse 2. Spare main fuse 1. Fuse box Remove the
blown fuse, and then install a new fuse of the specified amperage. Specified fuses: Main fuse:
Headlight fuse Headlight fuse: 2. Page Replacing A Headlight Bulb 4. If the fuse immediately
blows again, have a Yamaha dealer check the electrical system. EBU Replacing a headlight bulb
If a headlight bulb burns out, replace it as follows. Page 3. You can be burned, or a fire could
start if the bulb touches something flammable. EBU Adjusting a headlight beam 1. Nut 2.
Remove the bulb holder together with the 3. Remove the defective bulb by pushing it in bulb by

turning it counterclockwise. Page Removing A Wheel 1. Wheel nut 2. Elevate the ATV and place
a suitable stand 4. Insert a new bulb into the bulb holder, push it under the frame. Page Tapered
nuts are used for both the front and rear wheels. Install the nuts with their tapered side towards the wheel. Tapered nut 2. Lower the ATV to the ground. Tighten the wheel nuts to the
specified torques. Page Troubleshooting However, should your ATV re- quire any repair, take it
to a Yamaha dealer, whose skilled technicians have the necessary tools, expe- rience, and
know-how to service the ATV properly. Page Troubleshooting Charts Remove the spark plug
and check the electrodes. The engine does not start. Have a Yamaha dealer check the ATV.
Check the battery. Battery The engine turns over The battery is good. Page Start the engine. If
the engine overheats again, have a The coolant level Yamaha dealer check and repair the
cooling system. NOTE: If coolant is not available, tap water can be temporarily used instead,
provided that it is changed to the rec- ommended coolant as soon as possible. Once most of the
dirt has been hosed off, general performance and extend the useful life of wash all surfaces with
warm water and mild, many components. Test the brakes after washing. Page c. For more inplug, and then place the spark plug on the formation on storing the battery, see page cylinder
head so that the electrodes are Page With oil filter cartridge replacement: Type x quantity: 2.
Page Caster angle: Rear
christmas lights wiring diagram forums
2010 jetta radio
2007 mini cooper timing chain replacement
: 2. Page Four-wheel-drive motor fuse: 3. Record the information on this label in the space
provided. This information will be need- ed when ordering spare parts from a Yamaha deal- The
chart below is printed only as a reminder to you that the maintenance work is required. Page
Yamaha Motor Corporation, U. Atv Limited Warranty 6 months from the date of purchase. Page
Attention: Warranty Department 3. Each Yamaha ATV dealer is held responsible for his setup,
service and war- ranty repair work. This will ensure that Yamaha Motor Corporation, U. Page
Yamaha Extended Service Y. Yamaha people who handle your warranty â€” and it Y. There sell
or trade in your ATV. That can make your Yamaha are no mileage limitations. Page Y. See your
dealer today! Page EBU Page Part locations Page Valve clearance This manual is also suitable
for: Grizzly yfm45fgw. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

